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Disclaimer

The information in this document is subject to change without notice. The manufacturer makes no
representations or warranties, with respect to the contents hereof, and specifically disclaims any
implied warranties of merchantability or fitness for any particular purpose. The manufacturer
reserves the right to revise this publication and to make elsangm time to time in the content
hereof without obligation of the manufacturer to notify any person of such revision or changes.

Trademark Recognition

The product names mentioned in tbasnpatibility test reporare the properties of their respective
owners and are acknowledged.

Office:

Address: No. 549, Section 1, Wanshou Rd, Guishan District,
Taoyuan City, 33350, Taiwan ( R.O.C)

Tel: +886-2-82090011
Fax: +886-2-82090099

Service Center
Taiwan sales@uptmate.coniw
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UA-76XX series have passed the FCC and the FCC ID
could be seen on our products. (Bottom side)

FCC ID: 2AGFN-UPTMATEUA7600

THIS DEVICE COMPLIES WITH PART 15 OF THE FCC RULES.
OPERATION IS SUBJECT TO THE FOLLOWING TWO CONDITIONS:

(1) THIS DEVICE MAY NOT CAUSE HARMFUL INTERFERENCE AND
(2) THIS DEVICE MUST ACCEPT ANY INTERFERENCE RECEIVED,
INCLUDING INTERFERENCE THAT MAY CAUSE UNDESIRED
OPERATION.
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Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasatedttiemr
against harmful interference in a residential installation.

This equipment generates, uses and can radiate radio frequency energy and, if not installed and used
in accordance with the instructions, may cause harmful interference to radio contionsica
However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the ssemncouraged to try to correct the
interference by one of the following measures:

. Reorient or relocate the receiving antenna.

. Increase the separation between the equipment and receiver.

. Connect the equipment into an outlet on a circuit different fr@nto which the receiver is
connected.

. Consult the dealer or an experienced radio/TV technician for help.

FCC Caution To assure continued compliance, any changes or modifications not expressly
approved by the party responsible for compliance couild the user's authority to operate this
equipment. (Exampleuse only shielded interface cables when connecting to computer or
peripheral devices).

FCC Radiation Exposure Statement

This equipment complies with FCC RF radiation exposure limits setffordm uncontrolled
environment. This equipment should be installed and operated with a minimum distance of 20
centimeters between the radiator and your body.

This transmitter must not be -bacated or operating in conjunction with any other antenna or
transmitter.

The antennas used for this transmitter must be installed to provide a separation distance of at least
20 cm from all persons and must not bdamated or operating in conjunction with any other
antenna or transmitter.
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1. Product Descriptions
UA-76XX series belongto middle-e nd si gnage sol uti on ,amd U
the extended version of UA-72XX series. Comparing to UX-85XX series adopt ARM
Corex A9 platform instead of x86 platform. The most important feature is UA-76XX
series will be a FHD signage player with internet function. That means UA-76XX can
easily play up to 2 x FHD video (1920*1080) simultaneously. And comparing to UA-
6866, UA-76XX series will support U-Quick3.0 P2P management software and U-
Posterl.0 Content Publishing Software. That means UA-76XX series can be controlled
and managed via U-Quick3.0 or deploy Content via U-Poster1.0. Not only displaying
multi-zone with different widget modules, UA-76XX series will be more powerful in
other aspects such as web contents with HTML5, JAVA Applet and flash support. On
the other hand, UA-76XX serieswi | | pr oviindoe afinwi dieDou a | Scr
much high-end market. In conclusion, UA-76XX series will be the most up-to-date FHD
internet signage solution in the world.

2. Features

U Video Performance
Mpegl/Mpeg2/Mpeg 4/DiVX/ H.264/Flash Video(flv) FHD Signage Player
Video Output Resolution up to HDTV(1080P) in HDMI
Video Decode Resolution up to HDTV(1080P)

U web Content Support
HTML5
JAVA Applet
Flash

U video & Audio Output

HDMI Output
., VGAIF (D-sub 15P)

PS: Dual Output (HDMI & VGA) with same screen

Stereo Audio Output (Phone Jack)

LVDS (Reserved for LCD Panel)

Audio Power Amplifier I/F (Compatible to UA-686X Audio Board)
U Video & Audio Input
Composite Input (CVBS) with stereo audio input(2ch)
HDMI Input
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