Report No.: JYTSZ-R12-2201304

Test Data

Maximum Conducted Output Power

Condition Mode Frequency Antenna | Conducted Power Duty Factor Total Power Limit Verdict
(MHz) (dBm) (dB) (dBm) (dBm)
NVNT 900MHz-1.4M-16QAM 904 Antl 19.48 0 19.48 30 Pass
NVNT 900MHz-1.4M-16QAM 915 Antl 19.57 0 19.57 30 Pass
NVNT 900MHz-1.4M-16QAM 926 Antl 19.7 0 19.7 30 Pass
NVNT 900MHz-1.4M-QPSK 904 Antl 19.74 0 19.74 30 Pass
NVNT 900MHz-1.4M-QPSK 915 Antl 19.88 0 19.88 30 Pass
NVNT 900MHz-1.4M-QPSK 926 Antl 19.74 0 19.74 30 Pass
NVNT 900MHz-10M-16QAM 909 Antl 22.71 0 22.71 30 Pass
NVNT 900MHz-10M-16QAM 915 Antl 22.79 0 22.79 30 Pass
NVNT 900MHz-10M-16QAM 921 Antl 22.84 0 22.84 30 Pass
NVNT 900MHz-10M-QPSK 909 Antl 22.72 0 22.72 30 Pass
NVNT 900MHz-10M-QPSK 915 Antl 22.73 0 22.73 30 Pass
NVNT 900MHz-10M-QPSK 921 Antl 22.84 0 22.84 30 Pass
NVNT 900MHz-20M-16QAM 914 Antl 25.25 0 25.25 30 Pass
NVNT 900MHz-20M-16QAM 915 Antl 25.28 0 25.28 30 Pass
NVNT 900MHz-20M-16QAM 916 Antl 25.31 0 25.31 30 Pass
NVNT 900MHz-20M-QPSK 914 Antl 25.28 0 25.28 30 Pass
NVNT 900MHz-20M-QPSK 915 Antl 25.27 0 25.27 30 Pass
NVNT 900MHz-20M-QPSK 916 Antl 25.31 0 25.31 30 Pass
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Report No.: JYTSZ-R12-2201304

-6dB Bandwidth

Condition Mode Frequency (MHz) Antenna -6 dB Bandwidth (MHz) limit Verdic
NVNT 900MHz-1.4M-16QAM 904 Antl 1.12 0.5 Pass
NVNT 900MHz-1.4M-16QAM 915 Antl 1.121 0.5 Pass
NVNT 900MHz-1.4M-16QAM 926 Antl 1.12 0.5 Pass
NVNT 900MHz-1.4M-QPSK 904 Antl 1.118 0.5 Pass
NVNT 900MHz-1.4M-QPSK 915 Antl 1.122 0.5 Pass
NVNT 900MHz-1.4M-QPSK 926 Antl 1.119 0.5 Pass
NVNT 900MHz-10M-16QAM 909 Antl 8.998 0.5 Pass
NVNT 900MHz-10M-16QAM 915 Antl 8.975 0.5 Pass
NVNT 900MHz-10M-16QAM 921 Antl 9.004 0.5 Pass
NVNT 900MHz-10M-QPSK 909 Antl 8.99 0.5 Pass
NVNT 900MHz-10M-QPSK 915 Antl 8.984 0.5 Pass
NVNT 900MHz-10M-QPSK 921 Antl 8.991 0.5 Pass
NVNT 900MHz-20M-16QAM 914 Antl 18.01 0.5 Pass
NVNT 900MHz-20M-16QAM 915 Antl 18.026 0.5 Pass
NVNT 900MHz-20M-16QAM 916 Antl 18.034 0.5 Pass
NVNT 900MHz-20M-QPSK 914 Antl 17.991 0.5 Pass
NVNT 900MHz-20M-QPSK 915 Antl 17.985 0.5 Pass
NVNT 900MHz-20M-QPSK 916 Antl 18.017 0.5 Pass
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Report No

2 JYTSZ-R12-2201304

Test Graphs

-6dB Bandwidth NVNT 900MHz-1.4M-16QAM 904MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 904.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

il ll(aelll

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 904.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

1.1508 MHz Total Power

% of OBW Power
xdB

3.793 kHz
1.120 MHz

Jul 11, 2022
11:56:12 PM

Mkr3 904.564000 MHz|
11.43 dBm

Span 2.1 MHz}
Sweep 1.33 ms (10001 pts)]

26.6 dBm

99.00 %
-6.00dB
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-6dB Bandwidth NVNT 900MHz-1.4M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 915.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

il ll(aelll

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

1.1473 MHz Total Power

% of OBW Power
xdB

5.430 kHz
1.121 MHz

Jul 11, 2022 |,
11:53:02 PM

Mkr3 915.566000 MHz|
10.64 dBm

Span 2.1 MH
Sweep 1.33 ms (10001 pts)j}

26.5dBm

99.00 %
-6.00dB

e s

-6dB Bandwidth NVNT 900MHz-1.4M-16QAM 926MHz Ant1
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2 JYTSZ-R12-2201304

Spectrum Analyzer 1

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

KEYSIGHT nput RF
Coupling: DC
Align: Auto

enter 926.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
1.1508 MHz

2.952 kHz
1.120 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022 |,
-= 2 llel | ? 11:50:45 PM

Atten: 40 dB

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Center Freq: 926.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 926.563000 MHz|
11.51 dBm

Span 2.1 MH
Sweep 1.33 ms (10001 pts)j}

26.5 dBm

99.00 %
-6.00dB

e s

-6dB Bandwidth NVNT 900MHz-1.4M-QPSK 904MHz Antl

Spectrum Analyzer 1
Occupied BW
KEYSIGHT l({lput‘RF e
Coupling:
o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

enter 904.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
1.1498 MHz

3.904 kHz
1.118 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022 |,
ll= 2 llel | ? 11:38:20 P11

Atten: 40 dB

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Center Freq: 904.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 904.563000 MHz|
11.61 dBm

Span 2.1 MH
Sweep 1.33 ms (10001 pts)j}

26.6 dBm

99.00 %
-6.00dB

e s

-6dB Bandwidth NVNT 900MHz-1.4M-QPSK 915MHz Ant1
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2 JYTSZ-R12-2201304

Spectrum Analyzer 1

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

KEYSIGHT nput RF
Coupling: DC
Align: Auto

enter 915.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
1.1456 MHz

3.135 kHz
1.122 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022 |
11:43:20 PM | °

RS E

Atten: 40 dB

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 915.564000 MHz|
11.80 dBm

Span 2.1 MH
Sweep 1.33 ms (10001 pts)j}

26.9 dBm

99.00 %
-6.00dB

e s

-6dB Bandwidth NVNT 900MHz-1.4M-QPSK 926MHz Ant1

Spectrum Analyzer 1
Occupied BW
KEYSIGHT l({lput‘RF e
Coupling:
o Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

enter 926.000 MHz
|[#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
1.1506 MHz

2.980 kHz
1.119 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022 |,
-= el ? 11u:45:54PM"

Atten: 40 dB

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Center Freq: 926.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 926.563000 MHz|
11.62 dBm

Span 2.1 MH
Sweep 1.33 ms (10001 pts)j}

26.4dBm

99.00 %
-6.00dB

e s

-6dB Bandwidth NVNT 900MHz-10M-16QAM 909MHz Antl
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2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input RF

R Coupling: DC

Align: Auto

Input Z: 50 Q Atten: 40 dB
Corr CCorr

Freq Ref: Int (5)

Trig: Free Run
Gate: Off
#IF Gain: Low

Ref Lvl Offset 8.05 dB

Scale/Div 10.0 dB Ref Value 38.05 dBm

Center 909.000 MHz
#Res BW 100.00 kHz

2 Metrics

#Video BW 300.00 kHz

Occupied Bandwidth
8.9422 MHz

10.718 kHz
8.998 MHz

Transmit Freq Error
% dB Bandwidth

Jul 12, 2022
-= 2 llel | ? 10:53:39 AM |

Center Freq: 909.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 913.510000 MHz
7.61 dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.1 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-10M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Ref Lvl Offset 8.05 dB

Scale/Div 10.0 dB Ref Value 38.05 dBm

Center 915.000 MHz
#Res BW 100.00 kHz

2 Metrics

#Video BW 300.00 kHz

Occupied Bandwidth
8.9349 MHz

6.135 kHz
8.975 MHz

Transmit Freq Error
% dB Bandwidth

Jul 12, 2022
9:42:27 AM

mO R ?

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Total Power

% of OBW Power
xdB

Mkr3 919.494000 MHz
8.45dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.0 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-10M-16QAM 921MHz Antl
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Report No.:

JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input RF

R Coupling: DC

Align: Auto

Input Z: 50
Corr CCorr

Scale/Div 10.0 dB

Center 921.000 MHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

R

Freq Ref: Int (5)

8.9445 MHz

Q Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 921.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Total Power

% of OBW Power
xdB

8.034 kHz
9.004 MHz

? Jul 12, 2022 |
10:47:49 AM

Mkr3 925.510000 MHz
8.83 dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

29.9dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-10M-QPSK 909MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Input Z: 50
Corr CCorr

Scale/Div 10.0 dB

Center 909.000 MHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

€0 cm

Freq Ref: Int (S)

8.9335 MHz

Q Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 909.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Total Power

% of OBW Power
xdB

9.815 kHz
8.990 MHz

? Jul 12, 2022 |
10:34:44 AM

Mkr3 913.505000 MHz
8.97 dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.1 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-10M-QPSK 915MHz Antl
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Spectrum Analyzer 1
Occupied BW

KEYSIGHT Input RF

R Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 915.000 MHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

@0~ m?

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

8.9432 MHz

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Total Power

% of OBW Power
xdB

12.308 kHz
8.984 MHz

Jul 12, 2022 |,
9:17:52 AM

Mkr3 919.505000 MHz
8.72 dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.0 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-10M-QPSK 921MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 921.000 MHz
#Res BW 100.00 kHz

2 Metrics
Occupied Bandwidth

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

8.9391 MHz

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 921.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Total Power

% of OBW Power
xdB

13.573 kHz
8.991 MHz

Jul 12, 2022
ll= 2 llel | ? 10:42:28 AM|

Mkr3 925.509000 MHz
8.63 dBm

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.0 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-16QAM 914MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062

Page 8 of 63



Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF Input Z: 50 O
R Coupling: DC Corr CCorr

Align: Auto Freq Ref: Int (5)

Scale/Div 10.0 dB

Center 914.00 MHz
#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
17.877 MHz

Transmit Freq Error
% dB Bandwidth

Jul 12, 2022
-= E‘) (‘ - ? 1:1:09:05AM

Atten: 40 dB Trig: Free Run Center Freq: 914.000000 MHz
Gate: Off Avg|Hold: 100/100
#IF Gain: Low Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

-14.380 kHz
18.01 MHz

Total Power

% of OBW Power
xdB

Mkr3 922.991000 MHz
8.20 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

32.4 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q
Coupling: DC Corr CCorr
R Align: Auto Freq Ref: Int (S)

Scale/Div 10.0 dB

Center 915.00 MHz
#Res BW 100.00 kHz

2 Metrics

Occupied Bandwidth
17.883 MHz

Transmit Freq Error
% dB Bandwidth

Jul 12, 2022
.= E‘) (‘ - ? 1:1:19:56AM

Atten: 40 dB Trig: Free Run Center Freq: 915.000000 MHz
Gate: Off Avg|Hold: 100/100
#IF Gain: Low Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

-14.745 kHz
18.03 MHz

Total Power

% of OBW Power
xdB

Mkr3 923.998000 MHz
7.89 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

32.4 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-16QAM 916MHz Antl
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |Input RF
R Coupling: DC
Align: Auto

Scale/Div 10.0 dB

Center 916.00 MHz
#Res BW 100.00 kHz

2 Metrics

Occupied Band

@0~ m?

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q Atten: 40 dB
Corr CCorr

Freq Ref: Int (5)

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 916.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

width

17.878 MHz Total Power

% of OBW Power
xdB

-14.287 kHz
18.03 MHz

Jul 12, 2022
11:31:02 AM

Mkr3 925.003000 MHz
7.43 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

32.4 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-QPSK 914MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT jnput RF
Coupling:
R Align: Auto

Scale/Div 10.0 dB

Center 914.00 MHz
#Res BW 100.00 kHz

2 Metrics

x dB Bandwidth

mO R ?

Transmit Freq Error

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 914.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

17.881 MHz Total Power

% of OBW Power
xdB

-9.518 kHz
17.99 MHz

Jul 12, 2022 |
10:59:39 AM

Mkr3 922.986000 MHz
8.35dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

32.3 dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-QPSK 915MHz Antl
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Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF

R Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 915.00 MHz
#Res BW 100.00 kHz

2 Metrics

il ll(ael]l

Transmit Freq Error
% dB Bandwidth

?

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

17.876 MHz Total Power

% of OBW Power
xdB

-8.965 kHz
17.98 MHz

Jul 12, 2022
10:04:30 AM

Mkr3 923.983000 MHz
6.20 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

29.9dBm

99.00 %
-6.00dB

2

-6dB Bandwidth NVNT 900MHz-20M-QPSK 916MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Scale/Div 10.0 dB

Center 916.00 MHz
#Res BW 100.00 kHz

2 Metrics

il ll(ael]l

Transmit Freq Error
% dB Bandwidth

?

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 916.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

17.862 MHz Total Power

% of OBW Power
xdB

1.927 kHz
18.02 MHz

Jul 12, 2022 |
11:43:01 AM

Mkr3 925.010000 MHz
7.43 dBm

Span 30 MHz
Sweep 3.33 ms (10001 pts)

32.3 dBm

99.00 %
-6.00dB

2
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Occupied Channel Bandwidth

\4

Report No.: JYTSZ-R12-2201304

Condition Mode Frequency (MHz) Antenna 99% OBW (MHz)
NVNT 900MHz-1.4M-16QAM 904 Antl 1.075166934
NVNT 900MHz-1.4M-16QAM 915 Antl 1.075377243
NVNT 900MHz-1.4M-16QAM 926 Antl 1.074594614
NVNT 900MHz-1.4M-QPSK 904 Antl 1.075356858
NVNT 900MHz-1.4M-QPSK 915 Antl 1.074845786
NVNT 900MHz-1.4M-QPSK 926 Antl 1.075518628
NVNT 900MHz-10M-16QAM 909 Antl 8.925196333
NVNT 900MHz-10M-16QAM 915 Antl 8.940465402
NVNT 900MHz-10M-16QAM 921 Antl 8.925760598
NVNT 900MHz-10M-QPSK 909 Antl 8.948311767
NVNT 900MHz-10M-QPSK 915 Antl 8.938724074
NVNT 900MHz-10M-QPSK 921 Antl 8.92893115
NVNT 900MHz-20M-16QAM 914 Antl 17.89909476
NVNT 900MHz-20M-16QAM 915 Antl 17.87435284
NVNT 900MHz-20M-16QAM 916 Antl 17.85806129
NVNT 900MHz-20M-QPSK 914 Antl 17.85403728
NVNT 900MHz-20M-QPSK 915 Antl 17.86210036
NVNT 900MHz-20M-QPSK 916 Antl 17.8796604

JianYan Testing Group Shenzhen Co., Ltd.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Test Graphs

OBW NVNT 900MHz-1.4M-16QAM 904MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Scale/Div 10.0 dB

Center 904.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

Occupied Bandwidth
1.0752 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022
== E‘) (‘ - ? 1;‘:55:04F’M

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 904.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Total Power

% of OBW Power
xdB

4.197 kHz
1.181 MHz

Span 2.1 MHz|
Sweep 9.33 ms (10001 pts)j}

26.5dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-1.4M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Scale/Div 10.0 dB

Center 915.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

Occupied Bandwidth
1.0754 MHz

Transmit Freq Error
% dB Bandwidth

Jul 11, 2022
== E‘) (‘ - ? 1;‘:52:55F’M

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Total Power

% of OBW Power
xdB

4.097 kHz
1.182 MHz

Span 2.1 MHz|
Sweep 9.33 ms (10001 pts)j}

26.4dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-1.4M-16QAM 926MHz Antl

JianYan Testing Group Shenzhen Co.,

Ltd.

Project No.: JYTSZR2206062

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-

23116366
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Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 926.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 926.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Occupied Bandwidth

1.0746 MHz Total Power

% of OBW Power
xdB

4.466 kHz
1.180 MHz

9 Jul 11, 2022
s | 11:50:38 PM

Span 2.1 MH
Sweep 9.33 ms (10001 pts)j}

26.3 dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-1.4M-QPSK 904MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
{a
1 Graph
Scale/Div 10.0 dB

Center 904.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 904.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Occupied Bandwidth

1.0754 MHz Total Power

% of OBW Power
xdB

4.153 kHz
1.180 MHz

9 Jul 11, 2022
e | 11:38:23 PM

Span 2.1 MH
Sweep 9.33 ms (10001 pts)j}

26.4dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-1.4M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Page 14 of 63



Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 915.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Occupied Bandwidth

1.0748 MHz Total Power

% of OBW Power
xdB

4.430 kHz
1.182 MHz

9 Jul 11, 2022
e | 11:43:13 PM

Span 2.1 MH
Sweep 9.33 ms (10001 pts)j}

26.7 dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-1.4M-QPSK 926MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
{a
1 Graph
Scale/Div 10.0 dB

Center 926.000 MHz
|[#Res BW 15.000 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 926.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 43.000 kHz

Occupied Bandwidth

1.0755 MHz Total Power

% of OBW Power
xdB

3.900 kHz
1.176 MHz

9 Jul 11, 2022
e | 11:45:48 PM

Span 2.1 MH
Sweep 9.33 ms (10001 pts)j}

26.3dBm

99.00 %
-26.00 dB

e s

OBW NVNT 900MHz-10M-16QAM 909MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW
KEYSIGHT |nput RF Input Z: 50 Q Atten: 40 dB Trig: Free Run Center Freq: 909.000000 MHz
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) #IF Gain: Low Radio Std: None

| €l Ref Lvl Offset 8.05 dB
Scale/Div 10.0 dB Ref Value 38.05 dBm

Center 909.000 MHz #Video BW 300.00 kHz Span 15 MHz
#Res BW 100.00 kHz Sweep 2.00 ms (10001 pts)
2 Metrics

Occupied Bandwidth
8.9252 MHz Total Power 30.0 dBm

Transmit Freq Error -638 Hz % of OBW Power 99.00 %
x dB Bandwidth 9.533 MHz xdB -26.00 dB

Jul 12, 2022 )
? 10:53:31 AM ‘I: L*I_—I

OBW NVNT 900MHz-10M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 Q Atten: 40 dB Trig: Free Run Center Freq: 915.000000 MHz
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) #IF Gain: Low Radio Std: None

| €l Ref Lvl Offset 8.05 dB
Scale/Div 10.0 dB Ref Value 38.05 dBm

Center 915.000 MHz #Video BW 300.00 kHz Span 15 MHz
#Res BW 100.00 kHz Sweep 2.00 ms (10001 pts)
2 Metrics

Occupied Bandwidth

8.9405 MHz Total Power 30.0 dBm

Transmit Freq Error 8.129 kHz % of OBW Power 99.00 %
x dB Bandwidth 9.528 MHz xdB -26.00 dB

| Jul 12, 2022 )
-. E‘) (‘ - ? 911:142:19AM ':: L*I_—I

OBW NVNT 900MHz-10M-16QAM 921MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366 Page 16 of 63



Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 921.000 MHz
#Res BW 100.00 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 921.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

8.9258 MHz Total Power

% of OBW Power
xdB

3.173 kHz
9.541 MHz

9 Jul 12, 2022
e | 10:47:40 AM

Span 15 MHz
Sweep 2.00 ms (10001 pts)

29.9dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-10M-QPSK 909MHz Ant1

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 909.000 MHz
#Res BW 100.00 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 909.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

8.9483 MHz Total Power

% of OBW Power
xdB

13.781 kHz
9.557 MHz

9 Jul 12, 2022
e | 10:34:34 AM

Span 15 MHz
Sweep 2.00 ms (10001 pts)

29.9dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-10M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 915.000 MHz
#Res BW 100.00 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

8.9387 MHz Total Power

% of OBW Power
xdB

14.012 kHz
9.453 MHz

9 Jul 12, 2022
e | 9:17:45 AM

Span 15 MHz
Sweep 2.00 ms (10004 pts)

30.1 dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-10M-QPSK 921MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 921.000 MHz
#Res BW 100.00 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 921.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 300.00 kHz

Occupied Bandwidth

8.9289 MHz Total Power

% of OBW Power
xdB

2.711 kHz
9.483 MHz

9 Jul 12, 2022
e | 10:42:19 AM

Span 15 MHz
Sweep 2.00 ms (10001 pts)

30.0 dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-16QAM 914MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 914.00 MHz
#Res BW 200.00 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 914.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Occupied Bandwidth

17.899 MHz Total Power

% of OBW Power
xdB

-27.963 kHz
19.02 MHz

9 Jul 12, 2022
e | 11:08:56 AM

Span 30 MHz
Sweep 1.33 ms (10001 pts)

32.2dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-16QAM 915MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 915.00 MHz
#Res BW 200.00 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 915.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Occupied Bandwidth

17.874 MHz Total Power

% of OBW Power
xdB

-2.472 kHz
18.98 MHz

9 Jul 12, 2022
e | 11:19:48 AM

Span 30 MHz
Sweep 1.33 ms (10001 pts)

32.2dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-16QAM 916MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No

2 JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 916.00 MHz
#Res BW 200.00 kHz

2 Metrics

R Coupling: DC

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 916.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Occupied Bandwidth

17.858 MHz Total Power

% of OBW Power
xdB

-2.135 kHz
19.04 MHz

9 Jul 12, 2022
e | 11:30:53 AM

Span 30 MHz
Sweep 1.33 ms (10001 pts)

32.1 dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-QPSK 914MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Graph
Scale/Div 10.0 dB

Center 914.00 MHz
#Res BW 200.00 kHz

2 Metrics

R

Transmit Freq Error
% dB Bandwidth

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB Trig: Free Run
Gate: Off

#IF Gain: Low

Center Freq: 914.000000 MHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Occupied Bandwidth

17.854 MHz Total Power

% of OBW Power
xdB

2.823 kHz
18.93 MHz

9 Jul 12, 2022
e | 10:59:25 AM

Span 30 MHz
Sweep 1.33 ms (10001 pts)

32.2dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Occupied BW

KEYSIGHT nput RF
R Coupling: DC
Align: Auto
1 Graph
Scale/Div 10.0 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

Atten: 40 dB

Center 915.00 MHz
#Res BW 200.00 kHz

2 Metrics

Occupied Bandwidth
17.862 MHz

Transmit Freq Error
% dB Bandwidth

-3.942 kHz
19.05 MHz

9 Jul 12, 2022
e | 10:04:22 AM

Trig: Free Run

Center Freq: 915.000000 MHz

Gate: Off Avg|Hold: 100/100

#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Radio Std: None

Total Power

% of OBW Power
xdB

Span 30 MHz
Sweep 1.33 ms (10001 pts)

29.7 dBm

99.00 %
-26.00 dB

2

OBW NVNT 900MHz-20M-QPSK 916MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT 1933;“:35 e
R o A'Iigni Au-to

1 Graph

Scale/Div 10.0 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

Atten: 40 dB

Center 916.00 MHz
#Res BW 200.00 kHz

2 Metrics

Occupied Bandwidth
17.880 MHz

Transmit Freq Error
% dB Bandwidth

-7.752 kHz
19.04 MHz

Jul 12, 2022
-= E‘) (‘ - ? 1:1:42:52AM

Trig: Free Run

Center Freq: 916.000000 MHz

Gate: Off Avg|Hold: 100/100

#IF Gain: Low

Ref Lvl Offset 8.05 dB
Ref Value 38.05 dBm

#Video BW 620.00 kHz

Radio Std: None

Total Power

% of OBW Power
xdB

Span 30 MHz
Sweep 1.33 ms (10001 pts)

32.2dBm

99.00 %
-26.00 dB

2

JianYan Testing Group Shenzhen Co., Ltd.

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
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Report No.: JYTSZ-R12-2201304

Maximum Power Spectral Density Level

Condition Mode Frequency (MHz) Antenna Max PSD (dBm) Limit (dBm) Verdict
NVNT 900MHz-1.4M-16QAM 904 Antl 1.01 8 Pass
NVNT 900MHz-1.4M-16QAM 915 Antl 1.151 8 Pass
NVNT 900MHz-1.4M-16QAM 926 Antl 0.768 8 Pass
NVNT 900MHz-1.4M-QPSK 904 Antl 1.218 8 Pass
NVNT 900MHz-1.4M-QPSK 915 Antl 1.403 8 Pass
NVNT 900MHz-1.4M-QPSK 926 Antl 0.901 8 Pass
NVNT 900MHz-10M-16QAM 909 Antl -9.396 8 Pass
NVNT 900MHz-10M-16QAM 915 Antl -9.344 8 Pass
NVNT 900MHz-10M-16QAM 921 Antl -9.526 8 Pass
NVNT 900MHz-10M-QPSK 909 Antl -9.453 8 Pass
NVNT 900MHz-10M-QPSK 915 Antl -9.388 8 Pass
NVNT 900MHz-10M-QPSK 921 Antl -9.515 8 Pass
NVNT 900MHz-20M-16QAM 914 Antl -9.807 8 Pass
NVNT 900MHz-20M-16QAM 915 Antl -9.784 8 Pass
NVNT 900MHz-20M-16QAM 916 Antl -9.762 8 Pass
NVNT 900MHz-20M-QPSK 914 Antl -9.776 8 Pass
NVNT 900MHz-20M-QPSK 915 Antl -12.112 8 Pass
NVNT 900MHz-20M-QPSK 916 Antl -9.74 8 Pass

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
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Report No.: JYTSZ-R12-2201304

Test Graphs

PSD NVNT 900MHz-1.4M-16QAM 904MHz Antl

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

| Ref Ll Offset 8.05 dB Mkr1 903.899 2 MHz|
Scale/Div 10 dB Ref Level 30.00 dBm 1.010 dBm

Center 904.000 MHz #Video BW 10 kHz*
##Res BW 3.0 kHz

D M ? ssaem

Span 2.100 MH.
Sweep 286 ms (1001 pts)j

PSD NVNT 900MHz-1.4M-16QAM 915MHz Antl

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off ANNNNN

1 Spoctrum Ref Lyl Offset 8.05 dB Mkr1 914.899 2 MHz
Scale/Div 10 dB Ref Level 30.00 dBm 1.151 dBm

Center 915.000 MHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 2.100 MH.
Sweep 286 ms (1001 pts)]

PSD NVNT 900MHz-1.4M-16QAM 926MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spoctrum Ref Lyl Offset 8.05 dB Mkr1 925.899 2 MHz]
Scale/Div 10 dB Ref Level 30.00 dBm 0.768 dBm

Center 926.000 MHz #Video BW 10 kHz*

Span 2.100 MH.
[#Res BW 3.0 kHz

Sweep 286 ms (1001 pts)]
9 Jul 11, 2022
« | 11:51:20 PM

PSD NVNT 900MHz-1.4M-QPSK 904MHz Antl

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 903.899 2 MHz|
Scale/Div 10 dB Ref Level 20.00 dBm 1.218 dBm

Center 904.000 MHz #Video BW 10 kHz*
##Res BW 3.0 kHz

=) [ [?) 8%

Span 2.100 MH.
Sweep 286 ms (1001 pts)j

PSD NVNT 900MHz-1.4M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R Coupling: DC
Align: Auto
{a
| pectrum
Scale/Div 10 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB

enter 915.000 MHz

9 Jul 11, 2022
e | 11:43:55 PM

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 10 kHZ*

Avg Type: Power (RMS)[1]2 - 4
Avg|Hold: 100100
Trig: Free Run

ANNNNN

Mkr1 914.899 2 MHz}
1.403 dBm

Span 2.100 MHz
Sweep 286 ms (1001 pts)]

PSD NVNT 900MHz-1.4M-QPSK 926MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT 1953&?5 e
R o A'Iigni Au-to
{a

1 Spectrum

Scale/Div 10 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB

enter 926.000 MHz
Res BW 3.0 kHz

RO M ? e

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 10 kHZ*

Avg Type: Power (RMS)[1]2 - 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

Mkr1 925.899 2 MHz}
0.901 dBm

Span 2.100 MHz
Sweep 286 ms (1001 pts)j

PSD NVNT 900MHz-10M-16QAM 909MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2206062

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Auto

1 Spectrum

Scale/Div 10 dB

Center 909.000 MHz
#Res BW 3.0 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 10 kHZ*

Avg Type: Power (RMS)[1]2 - 4
Avg|Hold: 100100
Trig: Free Run

ANNNNN

Mkr1 913.395 MHz
-9.396 dBm

Span 15.00 MHz
Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-10M-16QAM 915MHz Ant1

Spectrum Analyzer 1
Swept SA

KEYSIGHT 1953&?5 e
R o A'Iigni Au-to

1 Spectrum

Scale/Div 10 dB

Center 915.000 MHz
#Res BW 3.0 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 10 kHZ*

Avg Type: Power (RMS)[1]2 - 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

Mkr1 914.475 MHz
-9.344 dBm

Span 15.00 MHz
Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-10M-16QAM 921MHz Antl

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
R Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (5) IF Gain: Low

Sig Track: Off
1 Spectrum
Scale/Div 10 dB

Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

Mkr1 920.475 MHz
-9.526 dBm

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 921.000 MHz
#Res BW 3.0 kHz

#Video BW 10 kHz* Span 15.00 MHz

Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-10M-QPSK 909MHz Ant1

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
R Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (S) IF Gain: Low

Sig Track: Off

1 Spectrum

Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
Avg|Hold: 100/100
Trig: Free Run

ANNNNN

Scale/Div 10 dB

Center 909.000 MHz

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 10 kHZ*

Mkr1 908.475 MHz
-9.453 dBm

Span 15.00 MHz

#Res BW 3.0 kHz

Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-10M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 914.475 MHz,
Scale/Div 10 dB Ref Level 30.00 dBm -9.388 dBm

Center 915.000 MHz #Video BW 10 kHz*

Span 15.00 MHz
#Res BW 3.0 kHz

Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-10M-QPSK 921MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Power (RMS) |1| 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 920.475 MHz,
Scale/Div 10 dB Ref Level 30.00 dBm -9.515dBm

Center 921.000 MHz #Video BW 10 kHz*
#Res BW 3.0 kHz

Span 15.00 MHz
Sweep 2.04 s (1001 pts)

PSD NVNT 900MHz-20M-16QAM 914MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 907.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -9.807 dBm

Center 914.00 MHz #Video BW 10 kHz* Span 30.00 MHz
#Res BW 3.0 kHz Sweep 4.08 s (1001 pts)

PSD NVNT 900MHz-20M-16QAM 915MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 908.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -9.784 dBm

Center 915.00 MHz #Video BW 10 kHz* Span 30.00 MHz

#Res BW 3.0 kHz

D M ? ssonn

Sweep 4.08 s (1001 pts)

PSD NVNT 900MHz-20M-16QAM 916MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 909.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -9.762 dBm

Center 916.00 MHz #Video BW 10 kHz* Span 30.00 MHz
#Res BW 3.0 kHz Sweep 4.08 s (1001 pts)

9 Jul 12, 20:
e | 11:39:54 AM

PSD NVNT 900MHz-20M-QPSK 914MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 907.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -9.776 dBm

Center 914.00 MHz #Video BW 10 kHz* Span 30.00 MHz

#Res BW 3.0 kHz

M ? i

Sweep 4.08 s (1001 pts)

PSD NVNT 900MHz-20M-QPSK 915MHz Antl

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 908.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -12.112 dBm

Center 915.00 MHz #Video BW 10 kHz* Span 30.00 MHz
#Res BW 3.0 kHz Sweep 4.08 s (1001 pts)

9 Jul 12, 20
e | 10:13:14 AM

PSD NVNT 900MHz-20M-QPSK 916MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Power (RMS) |1 | 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off ANNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 909.52 MHz
Scale/Div 10 dB Ref Level 30.00 dBm -9.740 dBm

Center 916.00 MHz #Video BW 10 kHz* Span 30.00 MHz

#Res BW 3.0 kHz Sweep 4.08 s (1001 pts)

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304
Band Edge
Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict
NVNT 900MHz-1.4M-16QAM 904 Antl -53.52 -30 Pass
NVNT 900MHz-1.4M-16QAM 926 Antl -51.86 -30 Pass
NVNT 900MHz-1.4M-QPSK 904 Antl -55.67 -30 Pass
NVNT 900MHz-1.4M-QPSK 926 Antl -53.78 -30 Pass
NVNT 900MHz-10M-16QAM 909 Antl -47.83 -30 Pass
NVNT 900MHz-10M-16QAM 921 Antl -44.25 -30 Pass
NVNT 900MHz-10M-QPSK 909 Antl -45.26 -30 Pass
NVNT 900MHz-10M-QPSK 921 Antl -45.22 -30 Pass
NVNT 900MHz-20M-16QAM 914 Antl -34.32 -30 Pass
NVNT 900MHz-20M-16QAM 916 Antl -34.66 -30 Pass
NVNT 900MHz-20M-QPSK 914 Antl -34.98 -30 Pass
NVNT 900MHz-20M-QPSK 916 Antl -33.76 -30 Pass

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
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Report No.: JYTSZ-R12-2201304

Test Graphs

Band Edge NVNT 900MHz-1.4M-16QAM 904MHz Antl Ref

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 903.624 MHz|
Scale/Div 10 dB Ref Level 30.00 dBm 17.37 dBm

1

Center 904.000 MHz #Video BW 300 kHz Span 8.000 MH.
[#fRes BW 100 kHz Sweep 1.00 ms (1001 pts)j|

D M ? sssem

Band Edge NVNT 900MHz-1.4M-16QAM 904MHz Antl Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track™ Off PNNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 903.9 MH
Scale/Div 10 dB Ref Level 30.00 dBm

4

Start 808.00 MHz #Video BW 300 kHz Stop 908.00 MH.

[#Res BW 100 kHz Sweep 9.60 ms (1001 pts)}
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
1 f 903.9 MHz 17.78 dBm
1 f 827.0 MHz -41.47 dBm
1 f 902.0 MHz, -39.01 dBm
1 f 901.8 MHz -36.15 dBm

D M ? sssrem

Band Edge NVNT 900MHz-1.4M-16QAM 926MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 926.416 MHz|
Ref Level 30.00 dBm 17.45 dBm

enter 926.000 MHz #Video BW 300 kHz Span 8.000 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100 M
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 926.4 MHz|
Ref Level 30.00 dBm 17.71 dBm

#Video BW 300 kHz Stop 1.02200 GHz
Sweep 9.60 ms (1001 pts)}

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
N 1 f 926.4 MHz 17.71.dBm
N 1 f 928.0 MHz -38.66 dBm
N 1 f 1.003 0 GHz -44.11 dBm
N 1 f 928.8 MHz -34.41 dBm

el (1 1J1u:‘5111:’252aDF?|€1‘:

Band Edge NVNT 900MHz-1.4M-QPSK 904MHz Ant1 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 904.416 MHz|
Ref Level 20.00 dBm 17.49 dBm

enter 904.000 MHz #Video BW 300 kHz Span 8.000 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 903.9 MHz
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 908.00 MHz
Sweep 9.60 ms (1001 pts)}

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 903.9 MHz 17.66 dBm
N 1 f 827.0 MHz -53.05 dBm
N 1 f 902.0 MHz -38.18 dBm
N 1 f 902.0 MHz -38.18 dBm

) [ ][] 25

Band Edge NVNT 900MHz-1.4M-QPSK 926MHz Ant1 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 926.456 MHz|
Ref Level 30.00 dBm 17.67 dBm

enter 926.000 MHz #Video BW 300 kHz Span 8.000 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 925.9 MHz|
Ref Level 30.00 dBm 17.51 dBm

#Video BW 300 kHz Stop 1.02200 GHz
Sweep 9.60 ms (1001 pts)}

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
N 1 f 925.9 MHz 17.51 dBm
N 1 f 928.0 MHz -37.74 dBm
N 1 f 1.003 0 GHz -41.30 dBm
N 1 f 928.2 MHz -36.11 dBm

) [ ][] 035

Band Edge NVNT 900MHz-10M-16QAM 909MHz Ant1 Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Auto

1 Spectrum

Scale/Div 10 dB

Center 909.000 MHz
#Res BW 100 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 1001100
Trig: Free Run

PNNNNRN

Mkr1 913.365 MHz
14.27 dBm

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 300 kHz Span 15.00 MHz

Sweep 1.47 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT 1953&?5 e
R o A'Iigni Au-to

1 Spectrum

Scale/Div 10 dB

Start 816.50 MHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

PNNNNRN

Mkr1 913.3 MHz
14.78 dBm

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 300 kHz Stop 916.50 MHz|

Sweep 9.60 ms (1001 pts)

Y Function
14.78 dBm
-41.67 dBm
-34.13 dBm
-33.57 dBm

Function Width Function Value

913.3 MHz
827.0 MHz
902.0 MHz
901.6 MHz

Jul 12, 2022
10:57:23 AM

Band Edge NVNT 900MHz-10M-16QAM 921MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 921.000 MHz
#Res BW 100 kHz

#Video BW 300 kHz

PNNNNN

Mkr1 925.290 MHz
13.54 dBm

Span 15.00 MHz
Sweep 1.47 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 Q #Atten: 40 dB PNO: Fast
R > Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (S) IF Gain: Low
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Start 0.91350 GHz
#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale X Y Function
N 1 f 925.3 MHz 14.61 dBm
N 1 f 928.0 MHz -31.07 dBm
N 1 f 1.003 0 GHz -42.60 dBm
N 1 f 928.8 MHz -30.72 dBm

Function Width

Jul 12, 2022 |
10:51:32 AM

9 [~

PNNNNN

Mkr1 925.3 MHz
14.61 dBm

Stop 1.01350 GHz
Sweep 9.60 ms (1001 pts)

Function Value

Band Edge NVNT 900MHz-10M-QPSK 909MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 907.875 MHz,
Scale/Div 10 dB Ref Level 30.00 dBm 13.97 dBm

Center 909.000 MHz #Video BW 300 kHz Span 15.00 MHz
#Res BW 100 kHz Sweep 1.47 ms (1001 pts)

9 Jul 12, 2022 |
e | 10:38:23 AM

Band Edge NVNT 900MHz-10M-QPSK 909MHz Ant1 Emission

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R > Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 8.05 dB Mkr1 909.0 MHz
Scale/Div 10 dB Ref Level 30.00 dBm 13.67 dBm

Start 816.50 MHz #Video BW 300 kHz Stop 916.50 MHz|
#Res BW 100 kHz Sweep 9.60 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
N 1 f 909.0 MHz 13.67 dBm
N 1 f 827.0 MHz -41.49 dBm
N 1 f 902.0 MHz -34.16 dBm
N 1 f 901.7 MHz -31.29 dBm

D ? oo

Band Edge NVNT 900MHz-10M-QPSK 921MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

R Coupling: DC
Align: Auto

1 Spectrum

Scale/Div 10 dB

Center 921.000 MHz
#Res BW 100 kHz

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB PNO: Best Wide
Gate: Off
IF Gain: Low

Sig Track: Off

Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 300 kHz

Avg Type: Log-Power 234
Avg|Hold: 1001100

PNNNNN

Mkr1 925.335 MHz
14.60 dBm

Span 15.00 MHz
Sweep 1.47 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Spectrum
Scale/Div 10 dB

Start 0.91350 GHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

#Video BW 300 kHz

X Y
919.9 MHz
928.0 MHz

1.003 0 GHz
928.1 MHz

Function
13.92 dBm
-33.34 dBm
-42.09 dBm
-30.62 dBm

? Jul 12, 2022

10:46:11 AM

Avg Type: Log-Power 234

PNNNNN

Mkr1 919.9 MHz
13.92 dBm

DLT-1540 dBm

Stop 1.01350 GHz
Sweep 9.60 ms (1001 pts)

Function Width Function Value

Band Edge NVNT 900MHz-20M-16QAM 914MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 Q #Atten: 40 dB PNO: Fast
R Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (5) IF Gain: Low
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Avg Type: Log-Power 234
Avg|Hold: 1001100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 914.00 MHz
#Res BW 100 kHz

#Video BW 300 kHz

PNNNNN

Mkr1 907.55 MHz
13.64 dBm

Span 30.00 MHz
Sweep 2.93 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 Q #Atten: 40 dB PNO: Fast
R > Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (S) IF Gain: Low
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Start 829.00 MHz
#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y Function
N 1 f 919.4 MHz 13.22 dBm
N 1 f 827.0 MHz --- dBm
N 1 f 902.0 MHz -22.23 dBm
N 1 f 901.9 MHz -20.69 dBm

Function Width

Jul 12, 2022
t) (‘ - ? 1:1:16:‘13AM

PNNNNN

Mkr1 919.4 MHz
13.22 dBm

1

Stop 929.00 MHz
Sweep 9.60 ms (1001 pts)

Function Value

Band Edge NVNT 900MHz-20M-16QAM 916MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run

1 Spectrum Ref Lvl Offset 8.05 dB

Scale/Div 10 dB Ref Level 30.00 dBm

Center 916.00 MHz #Video BW 300 kHz
#Res BW 100 kHz

Sig Track: Off PNNNNN

Mkr1 909.55 MHz
13.71 dBm

Span 30.00 MHz
Sweep 2.93 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run

1 Spectrum Ref Lvl Offset 8.05 dB

Scale/Div 10 dB Ref Level 30.00 dBm

Start 0.90100 GHz #Video BW 300 kHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale X Y Function Function Width
N 1 f 912.6 MHz 13.58 dBm
N 1 f 928.0 MHz -21.70 dBm
N 1 f 1.003 0 GHz - dBm
N 1 f 930.1 MHz -20.96 dBm

Jul 12, 2022
t) (‘ - ? 1:1:32:02AM

Sig Track: Off PNNNNN

Mkr1 912.6 MHz
13.58 dBm

Stop 1.00100 GHz
Sweep 9.60 ms (1001 pts)

Function Value

Band Edge NVNT 900MHz-20M-QPSK 914MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 Q #Atten: 40 dB PNO: Fast
R Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (5) IF Gain: Low
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Avg Type: Log-Power 234
Avg|Hold: 1001100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 914.00 MHz
#Res BW 100 kHz

#Video BW 300 kHz

PNNNNN

Mkr1 907.61 MHz
13.85 dBm

Span 30.00 MHz
Sweep 2.93 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 Q #Atten: 40 dB PNO: Fast
R > Coupling: DC Corr CCorr Gate: Off
Align: Auto Freq Ref: Int (S) IF Gain: Low
Sig Track: Off

1 Spectrum
Scale/Div 10 dB

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Start 829.00 MHz
#Res BW 100 kHz

5 Marker Table v

#Video BW 300 kHz

Mode Trace Scale Y Function
N 1 f 910.6 MHz 13.30 dBm
N 1 f 827.0 MHz --- dBm
N 1 f 902.0 MHz -22.33 dBm
N 1 f 901.9 MHz -21.14 dBm

Function Width

Jul 12, 2022
E‘) (‘ - ? 1:1:06:47AM

PNNNNN

Mkr1 910.6 MHz
13.30 dBm

Stop 929.00 MHz
Sweep 9.60 ms (1001 pts)

Function Value

Band Edge NVNT 900MHz-20M-QPSK 916MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Repo

rt No.: JYTSZ-R12-2201304

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
R Coupling: DC
Align: Auto
1 Spectrum

Scale/Div 10 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (5)

#Atten: 40 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg Type: Log-Power
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 916.00 MHz
#Res BW 100 kHz

#Video BW 300 kHz

[1]2 2 4
M
PNNNNN

Mkr1 909.61 MHz
13.69 dBm

Span 30.00 MHz
Sweep 2.93 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT [nput RF
R > Coupling: DC

Align: Auto
1 Spectrum
Scale/Div 10 dB

Input Z: 50 Q
Corr CCorr
Freq Ref: Int (S)

#Atten: 40 dB PNO: Fast
Gate: Off
IF Gain: Low

Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Start 0.90100 GHz
#Res BW 100 kHz

5 Marker Table

#Video BW 300 kHz

v

Mode Trace Scale
N 1 f

X Y

13.04 dBm
-20.95 dBm
- dBm
-20.07 dBm

Function
915.0 MHz
928.0 MHz

1.003 0 GHz

N
N
N 928.7 MHz

1
1
1

f
f
f

Db wWN

Jul 12, 2022 |
11:44:02 AM

9 [~

Avg Type: Log-Power 2

Function Width

4

PNNNNN

Mkr1 915.0 MHz
13.04 dBm

Stop 1.00100 GHz
Sweep 9.60 ms (1001 pts)

Function Value

JianYan Testing Group Shenzhen Co., Ltd.

Project No.: JYTSZR2206062

No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
Tel: +86-755-23118282, Fax: +86-755-23116366

Page 44 of 63



Conducted RF Spurious Emission

\4

Report No.: JYTSZ-R12-2201304

Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict
NVNT 900MHz-1.4M-16QAM 904 Antl -49.34 -30 Pass
NVNT 900MHz-1.4M-16QAM 915 Antl -49.12 -30 Pass
NVNT 900MHz-1.4M-16QAM 926 Antl -47.78 -30 Pass
NVNT 900MHz-1.4M-QPSK 904 Antl -58.91 -30 Pass
NVNT 900MHz-1.4M-QPSK 915 Antl -49.42 -30 Pass
NVNT 900MHz-1.4M-QPSK 926 Antl -49.59 -30 Pass
NVNT 900MHz-10M-16QAM 909 Antl -46.28 -30 Pass
NVNT 900MHz-10M-16QAM 915 Antl -45.76 -30 Pass
NVNT 900MHz-10M-16QAM 921 Antl -46.94 -30 Pass
NVNT 900MHz-10M-QPSK 909 Antl -46.08 -30 Pass
NVNT 900MHz-10M-QPSK 915 Antl -45.91 -30 Pass
NVNT 900MHz-10M-QPSK 921 Antl -45.36 -30 Pass
NVNT 900MHz-20M-16QAM 914 Antl -45.36 -30 Pass
NVNT 900MHz-20M-16QAM 915 Antl -45.43 -30 Pass
NVNT 900MHz-20M-16QAM 916 Antl -45.55 -30 Pass
NVNT 900MHz-20M-QPSK 914 Antl -45.62 -30 Pass
NVNT 900MHz-20M-QPSK 915 Antl -43.15 -30 Pass
NVNT 900MHz-20M-QPSK 916 Antl -46.23 -30 Pass

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZR2206062
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Report No.: JYTSZ-R12-2201304

Test Graphs

Tx. Spurious NVNT 900MHz-1.4M-16QAM 904MHz Antl Ref

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run

1 Spectrum
Scale/Div 10 dB

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Center 904.000 MHz
##Res BW 100 kHz

M ? s

#Video BW 300 kHz

Sig Track: Off PNNNNN

Mkr1 904.455 7 MHz}

17.22 dBm

Span 2.100 MH.

Sweep 1.00 ms (1001 pts)j|

Tx. Spurious NVNT 900MHz-1.4M-16QAM 904MHz Antl Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
R Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10 M
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run

1 Spectrum
Scale/Div 10 dB

Ref Lvl Offset 8.05 dB
Ref Level 30.00 dBm

Start 30 MHz #Video BW 300 kHz
[#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale Y Function
1 f 904 MHz 17.53 dBm
1.909 GHz -36.93 dBm
2.545 GHz -36.37 dBm
3.683 GHz -37.10 dBm
215 MHz -32.13 dBm

Function Width

DR wWN

D M ? s

Sig Track: Off PNNNNN

Stop 26.50 GH

Sweep ~2.57 s (1001 pts)|

Function Value

Tx. Spurious NVNT 900MHz-1.4M-16QAM 915MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd.
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,
Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.

Tel: +86-755-23118282, Fax: +86-755-23116366
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 915.369 6 MHz|
Ref Level 30.00 dBm 17.37 dBm

enter 915.000 MHz #Video BW 300 kHz Span 2.100 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10 M
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Ref Lvl Offset 8.05 dB Mkr1 304 MHz
Ref Level 30.00 dBm 17.54 dBm

#Video BW 300 kHz Stop 26.50 GH.
Sweep ~2.57 s (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
f 904 MHz 17.54 dBm
1.962 GHz -36.58 dBm
2.677 GHz -36.81 dBm
3.603 GHz -36.98 dBm
215 MHz -31.75 dBm

? Jul 11, 2022 |
e | 11:5413PM|°

Tx. Spurious NVNT 900MHz-1.4M-16QAM 926MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 926.443 1 MHz}
Ref Level 30.00 dBm 17.68 dBm

enter 926.000 MHz #Video BW 300 kHz Span 2.100 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 40 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10 M
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Ref Lvl Offset 8.05 dB Mkr1 930 MHz
Ref Level 30.00 dBm

#Video BW 300 kHz Stop 26.50 GH.
Sweep ~2.57 s (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
f 930 MHz 17.19 dBm
2.015 GHz -35.50 dBm
2.677 GHz -36.03 dBm
3.603 GHz -36.19 dBm
215 MHz -30.11 dBm

? Jul 11, 2022 |
e | 11:52:05PM|°

Tx. Spurious NVNT 900MHz-1.4M-QPSK 904MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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Report No.: JYTSZ-R12-2201304

Spectrum Analyzer 1

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power 2 4
Coupling: DC Corr CCorr Gate: Off Avg|Hold: 100/100
Align: Auto Freq Ref: Int (5) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

Ref Lvl Offset 8.05 dB Mkr1 904.455 7 MHz|
Ref Level 20.00 dBm 17.78 dBm

enter 904.000 MHz #Video BW 300 kHz Span 2.100 MH.
Sweep 1.00 ms (1001 pts

KEYS|GHT Input. RF Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
> Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10 M
Align: Auto Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Ref Lvl Offset 8.05 dB Mkr1 304 MHz
Ref Level 20.00 dBm

#Video BW 300 kHz Stop 26.50 GH.
Sweep ~2.57 s (1001 pts)|

5 Marker Table v

Mode Trace Scale Y Function Function Width Function Value
f 904 MHz 17.83 dBm
1.803 GHz -41.48 dBm
2.730 GHz -46.58 dBm
3.577 GHz -46.41 dBm
189 MHz -41.13 dBm

? Jul 11, 2022 |
e | 11:39:20 PM

Tx. Spurious NVNT 900MHz-1.4M-QPSK 915MHz Antl Ref

JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZR2206062
No0.101, Building 8, Innovation Wisdom Port, No.155 Hongtian Road, Huangpu Community,

Xingiao Street, Bao'an District, Shenzhen, Guangdong, People's Republic of China.
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