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8.3. Test Procedure 

(1) EUT was placed on a non-metallic table, 0.8 m high above ground for below 1GHz 

and 1.5m high for above1GHz testing, inside a semi-anechoic chamber.  

(2) Setup EUT and simulator as shown in section 1.4 and 6.1 

(3) Test antenna was located 3m from the EUT on an adjustable mast. Below pre-scan 

procedure was first performed in order to find prominent radiated emissions.  

(a) Change work frequency or channel of device if practicable. 

(b) Change modulation type of device if practicable. 

(c) Rotated EUT though three orthogonal axes to determine the attitude of EUT 

arrangement produces highest emissions 

(4) Spectrum frequency from 9KHz to 25GHz (tenth harmonic of fundamental frequency) 

was investigated 

(5) For final emissions measurements at each frequency of interest, the EUT were rotated 

and the antenna height was varied between 1m and 4m in order to maximize the 

emission. Measurements in both horizontal and vertical polarities were made and the 

data was recorded. In order to find the maximum emission, the relative positions of 

equipments and all of the interface cables were changed according to ANSI 

C63.4 :2014on Radiated Emission test. 

   (6) For emissions above 1GHz, both Peak and Average level were measured with 

Spectrum Analyzer, and the RBW is set at 1MHz, VBW is set at 3MHz for Peak 

measure; RBW is set at 1MHz, VBW is set at 10Hz for Average measure. 

8.4. Test Result  

We have scanned the 10th harmonic from 9KHz to the EUT.  

Detailed information please see the following page.  

 

From 9KHz to 30MHz: Conclusion: PASS  

 

Note: The amplitude of spurious emissions which are attenuated by more than 20dB  

below the permissible value has no need to be reported.  
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From 30MHz to 1000MHz: Conclusion: PASS   
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Remark: All modes have been tested, and only worst data of GFSK mode, Channel 2402MHz was 

listed in this report. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit            M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: GFSK Tx CH1 2402MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/m) 

Margin 

(dB) 
Remark 

1 4804 41.49 33.95 10.18 34.26 51.36 74 22.64 PK 

2 4804 31.48 33.95 10.18 34.26 41.35 54 12.65 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Antenna Polarity: Horizontal 

1 4804 41.9 33.95 10.18 34.26 51.77 74 22.23 PK 

2 4804 31.53 33.95 10.18 34.26 41.4 54 12.6 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto,

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto,

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit           M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: GFSK Tx CH40 2441MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4882 41.23 33.93 10.2 34.29 51.07 74 22.93 PK 

2 4882 31.81 33.93 10.2 34.29 41.65 54 12.35 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Antenna Polarity: Horizontal 

1 4882 41.25 33.93 10.2 34.29 51.09 74 22.91 PK 

2 4882 31.64 33.93 10.2 34.29 41.48 54 12.52 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with  

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit         M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: GFSK Tx CH79 2480MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4960 42.29 33.98 10.22 34.25 52.24 74 21.76 PK 

2 4960 31.41 33.98 10.22 34.25 41.36 54 12.64 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Antenna Polarity: Horizontal 

1 4960 39.88 33.98 10.22 34.25 49.83 74 24.17 PK 

2 4960 30.36 33.98 10.22 34.25 40.31 54 13.69 AV 

3 7440 /        

4 9920 /        

5 12400 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit            M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: π /4 DQPSK Tx CH1 2402MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/m) 

Margin 

(dB) 
Remark 

1 4804 42.35 33.95 10.18 34.26 52.22 74 21.78 PK 

2 4804 31.21 33.95 10.18 34.26 41.08 54 12.92 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Antenna Polarity: Horizontal 

1 4804 42.73 33.95 10.18 34.26 52.6 74 21.4 PK 

2 4804 31.8 33.95 10.18 34.26 41.67 54 12.33 AV 

3 7206 /        

4 9608 /        

5 12010 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto,

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto,

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit           M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: π /4 DQPSK Tx CH40 2441MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4882 42.53 33.93 10.2 34.29 52.37 74 21.63 PK 

2 4882 31.51 33.93 10.2 34.29 41.35 54 12.65 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Antenna Polarity: Horizontal 

1 4882 41.8 33.93 10.2 34.29 51.64 74 22.36 PK 

2 4882 31.55 33.93 10.2 34.29 41.39 54 12.61 AV 

3 7323 /        

4 9764 /        

5 12205 /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with  

FCC limit. 
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1GHz—25GHz Radiated emissison Test result 

EUT: Bluetooth Holiday Photo Booth Selfie Kit         M/N: ETSELFPHB 

Power: DC 5.0V From PC AC 120V/60Hz 

Test date: 2016-01-14   Test site: 3m Chamber  Tested by: Reak 

Test mode: π /4 DQPSK  Tx CH79 2480MHz 

Antenna polarity: Vertical 

No 
Freq 

(MHz) 

Read 

Level 

(dBuV/m) 

Antenna 

Factor 

(dB/m) 

Cable 

loss(d

B) 

Amp 

Factor 

(dB) 

Result 

(dBuV/m) 

Limit 

(dBuV/

m) 

Margin 

(dB) 
Remark 

1 4960 41.6 33.98 10.22 34.25 51.55 74 22.45 PK 

2 4960 31.11 33.98 10.22 34.25 41.06 54 12.94 AV 

3  /        

4  /        

5  /        

Antenna Polarity: Horizontal 

1 4960 41.39 33.98 10.22 34.25 51.34 74 22.66 PK 

2 4960 30.81 33.98 10.22 34.25 40.76 54 13.24 AV 

3  /        

4  /        

5  /        

Note: 

1, Measuring frequency from 1GHz to 25GHz 

2, Spectrum Set for PK measure: RBW=1MHz, VBW=1MHz, Sweep time=Auto, 

Detector: PK 

2, Spectrum Set for AV measure: RBW=1MHz, VBW=10Hz, Sweep time=Auto, 

Detector: PK 

3, Result = Read level + Antenna factor + cable loss-Amp factor 

4, All the other emissions not reported were too low to read and deemed to comply with 

FCC limit. 


