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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

1. ATTESTATION OF TEST RESULTS

Applicant Name and

tekmar Control Systems Ltd.
5100 Silver Star Rd.,

Address Vernon, BC,
Canada V1B 3K4
Model 1182-01
Brand tekmar
FCC ID 2AHQR-11820A
IC 21247-11820A
EUT Description Wireless Temperature and Humidity Sensor

Serial Number

9059730, 9105109 (Conducted)
348D13FFFE24830D, 348D13FFFE247E7F(Radiated)

Sample Receipt Date

2025-11-04

Date Tested

2025-11-05 to 2025-12-22

Applicable Standards

FCC 47 CFR Part 15 Subpart C

ISED RSS-247 Issue 4
ISED RSS-GEN Issue 5 + A1 + A2

Test Results

COMPLIES

UL Verification Services Inc. tested the above equipment in accordance with the requirements set forth in
the above standards. The test results show that the equipment tested is capable of demonstrating
compliance with the requirements as documented in this report.

The results documented in this report apply only to the tested sample, under the conditions and modes of
operation as described herein. It is the manufacturer's responsibility to ensure that additional production
units of this model are manufactured with identical electrical and mechanical components. All samples
tested were in good operating condition throughout the entire test program. Measurement Uncertainties
are published for informational purposes only and were not taken into account unless noted otherwise.

This document may not be altered or revised in any way unless done so by UL Verification Services Inc.,
and all revisions are duly noted in the revisions section. Any alteration of this document not carried out by
UL Verification Services Inc. will constitute fraud and shall nullify the document.

Approved & Released By:

v
zz/&rwd"!d’" 625"/&«5'*4-»

Prepared & Reviewed By:

Francisco de Anda
Staff Engineer

UL Verification Services, Inc.

Tina Chu
Senior Project Engineer
UL Verification Services, Inc.
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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

2. TEST RESULTS SUMMARY

This report contains data provided by the customer, which can impact the validity of the results. UL
Verification Services Inc. is only responsible for correctly integrating customer-provided data with
measurements performed by UL Verification Services Inc.

Below is a list of the data provided by the customer:
1. Antenna gain and type (see section 6.3)
2. Cable loss (see section 6.3)

Requirement Requirement Result Comment
Requirement Description | Clause Number Clause Number
(FCC) (ISED)
Duty Cycle See Comment Reporting ANSI C63.10 Section
purposes only 11.6.
99% OBW ) RSS-GEN 6.7 Reporting ANS| C63.10 Section
purposes only 6.9.3.
6dB BW 15.247 (a) (2) RSS-247 6.3.1 (a) Complies None.
Output Power 15.247 (b) (3) RSS-247 6.3.2 Complies None.
PSD 15.247 (e) RSS-247 6.3.1 (b) Complies None.
(E3°r.‘d“.°ted Spurious 15.247 (d) RSS-247 6.6 Complies None.
missions
Radiated Emissions 15.209, 15.205 RSS-GEN 8.9, 8.10 |Complies None.

AC Mains Conducted
Emissions

15.207

RSS-Gen 8.8

Not Applicable

EUT is powered by
batteries
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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

3. TEST METHODOLOGY

The tests documented in this report were performed in accordance with;

- ANSI C63.10-2020 (FCC)

- ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024+ Errata to C63.10a-2024 (ISED)

- FCC47 CFR Part 2

- FCC 47 CFR Part 15C

- KDB 558074 D01 15.247 Meas Guidance
- KDB 414788 D01 Radiated Test Site

- RSS-GEN Issue 5+ A1 + A2

-  RSS-247 Issue 4

4. FACILITIES AND ACCREDITATION

UL Verification Services Inc. is accredited by A2LA, certification #0751.05, for all testing performed within
the scope of this report. Testing was performed at the locations noted below.

Address BED COI:E:n AL
CABID Pany | pegistration
Number
Building 1: 47173 Benicia Street, Fremont, CA 94538, USA
a Building 2: 47266 Benicia Street, Fremont, CA 94538, USA
O Building 3: 843 Auburn Court, Fremont, CA 94538 USA Uso0104 2324A 550739
Building 4: 47658 Kato Rd, Fremont, CA 94538 USA
O Building 5: 47670 Kato Rd, Fremont, CA 94538 USA
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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

5. DECISION RULES AND MEASUREMENT UNCERTAINTY

5.1. METROLOGICAL TRACEABILITY

All test and measuring equipment utilized to perform the tests documented in this report are calibrated
regularly, with a maximum time between calibrations of one year or the manufacturer’'s recommendation,
whichever is less, and, where applicable, is traceable to recognized national standards.

5.2. DECISION RULES

The Decision Rule is based on Simple Acceptance in accordance with ISO Guide 98-4:2012 Clause 8.2.
(Measurement uncertainty is not taken into account when stating conformity with a specified

requirement.)

5.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests performed

on the apparatus:

PARAMETER ULas
Conducted Antenna Port Emission Measurement 1.94 dB
Power Spectral Density 2.466 dB
Time Domain Measurements Using SA 3.39 %

RF Power Measurement Direct Method Using a Power Meter

0.45 dB (Ave), 1.30 dB Peak)

Radio Frequency (Spectrum Analyzer)

141.16 Hz

Occupied Bandwidth 1.22 %
Worst Case Conducted Disturbance, 9KHz to 0.15 MHz 3.78dB
Worst Case Conducted Disturbance, 0.15 to 30 MHz 3.40dB
Worst Case Radiated Disturbance, 9KHz to 30 MHz 2.87 dB
Worst Case Radiated Disturbance, 30 to 1000 MHz 6.01 dB
Worst Case Radiated Disturbance, 1000 to 18000 MHz 473 dB
Worst Case Radiated Disturbance, 18000 to 26000 MHz 4.51 dB

Uncertainty figures are valid to a confidence level of 95%.

5.4. SAMPLE CALCULATION

RADIATED EMISSIONS

Where relevant, the following sample calculation is provided:

Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) + Cable Loss (dB)

— Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

MAINS CONDUCTED EMISSIONS

Where relevant, the following sample calculation is provided:

Final Voltage (dBuV) = Measured Voltage (dBuV) + Cable Loss (dB) + Limiter Factor (dB) + LISN

Insertion Loss.
36.5dBuV + 0dB +10.1 dB+ 0 dB = 46.6 dBuV
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

6. EQUIPMENT UNDER TEST
6.1. EUT DESCRIPTION

The EUT is a Wireless Temperature and Humidity Sensor which support Thread 2.4G technology,
powered by two AA batteries.

6.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum conducted peak output power as follows:

Output Output

Frequency Range Mode Power Power
(MHz) (dBm) (mW)
2405 - 2480 Thread 9.81 9.57

6.3. DESCRIPTION OF AVAILABLE ANTENNAS AND CABLE LOSS

The antenna(s) gain and type, as provided by the manufacturer’ are as follows:

The radio utilizes a PCB Meandered PIFA antenna with a maximum gain of 3.3dBi.
Cable loss: 0.4 dB

The cables were used for RF antenna port tests that had been offset to the test equipment during testing.

6.4. SOFTWARE AND FIRMWARE

The EUT firmware and software installed during testing were Test mode FW version 0.5.16.

6.5. WORST-CASE CONFIGURATION AND MODE

Radiated emissions below 1GHz, above 18GHz were performed with the EUT set to transmit at the
channel with highest output power as worst-case scenario.

Band edge and radiated emissions between 1GHz and 18GHz were performed with the EUT set to
transmit at the highest power on low, middle and high channels.

EUT was tested at its natural Y (Landscape) orientation as wall-mounted display . All tests were

performed with the EUT in the Y (Landscape) orientation.
Data rate provided by the client was 250kbps.
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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

6.6. DESCRIPTION OF TEST SETUP

SUPPORT TEST EQUIPMENT

Description Manufacturer Model Serial Number FCC ID/ DoC
N/A N/A N/A N/A N/A
1/0 CABLES (RF CONDUCTED TEST)
Cable # of Identical Cable Length
No. Port Ports Connector Type | Cable Type (m) Remarks
To the
1 SMA 1 SMA Shielded 0.1 spectrum
Analyzer
1/0 CABLES (RF RADIATED AND AC LINE CONDUCTED TEST)
Cable # of Identical Cable Length
No. Port Ports Connector Type | Cable Type (m) Remarks
N/A N/A N/A N/A N/A N/A N/A
TEST SETUP

The EUT setup is shown below. Test software exercised the radio card.
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

SETUP DIAGRAM FOR CONDUCTED TESTS

Spectrum Analyzer

AC Mains

SETUP DIAGRAM FOR RADIATED TESTS Above 1 GHz (1 to 26GHz)

Antenna/Amp

Spectrum Analyzer

AC Source
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REPORT NO: 16041996-E1V3

DATE: 2025-12-22

7. MEASUREMENT METHOD

Test Item Test Method

On Time and Duty Cycle ANSI C63.10 Section 11.6

6 dB BW ANSI C63.10 Subclause -11.8.1 RBW > DTS BW
99% BW ANSI C63.10, Subclause 6.9.3.

Conducted Output Power

ANSI C63.10 Subclause -11.9.2.3.2 Method AVGPM G
(Measurement using an RF average-reading power meter),
11.9.1.2 Method PKPM1 Peak-reading power meter

Power Spectral Density

ANSI C63.10 Subclause -11.10.2 Method PKPSD (peak PSD)

Radiated emissions non-restricted frequency
bands

ANSI C63.10 Subclause -11.11

Radiated emissions restricted frequency bands

ANSI C63.10 Subclause -11.12.1

Conducted emissions in restricted frequency bands

ANSI C63.10 Subclause -11.12.2

Band-edge

ANSI C63.10 Subclause -11.12.2.4: Peak Measurement

Band-edge

ANSI C63.10 Subclause -11.12.2.5: Average Measurement

Radiated Spurious Emissions Below 30MHz

ANSI C63.10 Subclause 6.4
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

8. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this report:

TEST EQUIPMENT LIST

Description Manufacturer Model ID Num Cal Due
Antenna, Passive Loop 100kHz to ELECTRO-METRICS EM-6872 219910 2026-08-31
Antenna, Passive Loop 30z - ELECTRO-METRICS EM-6871 219908 2026-08-31
Antenna, Broadband Hybrid, .
30MHz to 3GHz Sunol Sciences Corp. JB3 203089 2027-04-30
Link File, @3m, 9kHz-1000MHz UL-FR1 Port 0 Factors 211062 2026-03-31
Hybrid Path Loss
Antenna, Horn 1-18GHz ETS-Lindgren 3117 206808 2027-04-30
RF Filter Box, 1-18GHz UL-FR1 RATS 1.0, 2 Amp, 8 197920 2026-03-31
Antenna, Horn 18 to 26.5GHz ARA. MWH-1826/B 81140 2027-05-31
Link File, RF Amplifier Assembly,
18-26.5GHz, 60dB Gainr UL-FR1 AMP18G26.5-60 215705 2026-10-31
EMI Test Receiver Rohde & Schwarz ESW44 225688 2026-02-28
10dB Fixed Attenuator Pasternack Enterprises PE7087-10 252765 Verified
P-Series Power Meter Keysight Technologies Inc N1912A-CFG003 259286 2026-03-31
Power Sensor, P - series, 50MHz . .
to 18GHz, Wideband Keysight Technologies Inc N1921A 257703 2026-03-31
Spectrum Analyzer, PXA, 3Hz to N9030A Keysight Technologies 85214 2026-01-31
44GHz Inc
UL AUTOMATION SOFTWARE
Radiated Software UL UL EMC Ver 9.5, Aug 25, 2025
Conducted Software UL UL EMC 2024.2.23
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DATE: 2025-12-22

9. ANTENNA PORT TEST RESULTS

9.1.
LIMITS

None; for reporting purposes only.

PROCEDURE

ON TIME AND DUTY CYCLE

ANSI C63.10, Section 11.6: Zero-Span Spectrum Analyzer Method.

ON TIME AND DUTY CYCLE RESULTS

Mode ON Time| Period [Duty Cycle Duty Duty Cycle 1/T
T X Cycle |Correction Factor|Minimum VBW
(msec) | (msec) | (linear) (%) (dB) (kHz)
2.4GHz Band
802.15.4 87.500 | 87.500 1.000 100.00 0.00 0.010
DUTY CYCLE PLOTS
Tl ¢ oo
Start Freq|
Center 2.440000000 GHz Span 0 Hz CF Step
Res BW 8 MHz #VBW 50 MHz Sweep 100.0 ms (1001 pts) ko 8000000 n::
g Scale Type
DUTY CYCLE
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DATE: 2025-12-22

9.2. 99% BANDWIDTH
LIMITS

None; for reporting purposes only.

RESULTS

Channel

Frequency
(MHz)

99% Bandwidth
(MHz)

Low

2405

2.2241

Middle

2440

2.2235

High

2480

2.2287

2.405000000 GHz|

[ eyt Spectrum Anlyaer - AP2021.2 1316080, =@ [ Fesight Spectrum Anslyzer - AP202.223 16080, =l ®
L & isE 10:28:18 4 Nav 05, 2025 0L R snsen 10:33:58 A4 Nav 05, 2025
enter Freq 2.405000000 GHz Center Freq: 2.405000000 GHz Radio Std: None Frequency enter Freq 2.440000000 GHz Center Freq: 2.440000000 GHz Radio Std: None Frequency
NPE =+ Trig: Free Run Avg|Hold: 2020 WE =+~ Trig: Free Run AvglHold: 20120
MFGainLow #Atten: 30 dB Radio Device: BTS MFGain:Low #Atten: 30 d8 Radic Device: BTS
Ref Offset 10.4 dB Ref Offset 10.4 dB8
Ref 20.00 dBm I|‘. dBidiv Ref 20.00 dBm
og
Center Freq| Center Freq|

2.440000000 GHz|

sTanus)

sTaTUs)

‘Center 2.405 GHz Span 5 MHz CF Step) Center 2.44 GHz Span 5 MHz CFStep
#Res BW 39 kHz #VBW 120 kHz #Sweep 100 ms| 500.000 kHz, [#Res BW 39 kHz #/BW 120 kHz #Sweep 100 ms 500,000 kHz]
Occupied Bandwidth Total Power 12.6 dBm — - Occupled Bandwidth Total Power 12.8 dBm e -
2.2241 MHz FreqOffset 2.2235 MHz Freq Offset]
Transmit Freq Error -8.998 kHz % of OBW Power  99.00 % 0Hz Transmit Freq Error -9.958 kHz % of OBW Power  99.00 % OHz

x dB Bandwidth 2503 MHz ~ xdB -20,00 dB x dB Bandwidth 2478MHz ~ xdB -20.00 dB

LOW CHANNEL

MID CHANNEL

[ Keysight Spectrum Anlyee - APR02A 22316080, =
L R 10:38:55 A4 Nav 05, 2025
enter Freq 2.480000000 GHz Center Freq: 2.450000000 GHz Radio Std: None Frequency
NE Trig: Free Run AvglHold: 2020
WFGsiniow  #Amen: 30 dB Radio Device: BTS
Ref Offset 10.4 dB
Ih' Bl Ref 20.00 dBm
og
Center Freg|
2.480000000 GHz
Center 2.48 GHz Span 5 MHz CF Step
#Res BW 39 kHz #VBW 120 kHz #Sweep 100 ms 500,000 kHz]
Auto WMan
Occupied Bandwidth Total Power 12.8 dBm
2.2287 MHz FreqOffset]
Transmit Freq Error -8.840 kHz % of OBW Power  99.00 % O Hzj
x dB Bandwidth 2.513 MHz xdB -20.00 dB
= sTanus
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

9.3. 6dB BANDWIDTH

LIMITS

FCC §15.247 (a) (2)
RSS-247 6.3.1 (a)
The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS

Channel Frequency | 6 dB Bandwidth | Minimum Limit
(MHz) (MHz) (MHz)

Low 2405 1.605 0.5
Middle 2440 1.620 0.5
High 2480 1.623 0.5

— m—
[ Keysighe Spectrum Anlyoer - AP2024.2 716080, e [ KeysigheSpectum finyeer - AP2024.2.23 16080, e
o L & 5 e | 3 X oo L [T Ik N
enter Freq 2.405000000 GHz | BAvg Type: RMS Frequency enter Freq 2.440000000 GHz #Avg Type: RMS Frequency
NE PNO: Wide = Trig: Free Run Avg|Hold: 20120 NE PNO: Wide —»— Trig: Free Run AvglHold: 2020
IFGainlow  RATen: 40 dB IFGaim-Low  #Amten: 40 dB oe
Auto Tune Auto Tune|
Ref Offset 104 dB Ref Offset 10.4 B
0 geveiv__Ref 30.00 dBm o geiaiv_ Ref 30.00 dBm
Center Freq| Center Freg|
2.405000000 GHz| 2440000000 GHz|
StartFreq) Start Freq|
) 2402500000 GHz| W 9 2437500000 GHz|
A
Stop Freq| Stop Freq|
2.407500000 GHz| 2.442600000 GHz|
CF Step CFStep
500,000 kHz| 500,000 kHz|
lauto Man Auto Man
FreqOffset| Freq Offset|
0Hz] 0 Hzl
Scale Type Scale Type
Center 2.405000 GHz Span 5.000 MHz|[-°9 Lin| ICenter 2.440000 GHz Span 5.000 MHz||-°9 Lin|
#Res BW 100 kHz #VBW 300 kHz Sweep 2.533 ms (1001 pts) #Res BW 100 kHz #VBW 300 kHz Sweep 2.533 ms (1001 pts)|
- sans - s
m—
[ KeysigheSpectum finyeer - AP2024.2.23 16080, e
o © R eI i P
enter Freq 2.480000000 GHz | #Avg Type: RMS Frequency
NE PNO: Wide —»= Trig: Free Run AvglHold: 2020
IFGaimLow  #Amen: 40 dB
Auto Tune|
Ref Offset 10.4 B
o geiaiv_ Ref 30.00 dBm
Center Freg|
2480000000 GHz|
Start Freq|
LY ¢ 2477500000 GHz|
Stop Freq|
2.482600000 GHz|
CF Step|
500,000 kHz|
WMan
FreqOffset|
0 Hzl
Scale Type
ICenter 2.480000 GHz Span 5.000 MHz||-°9 Lin|
#Res BW 100 kHz #VBW 300 kHz Sweep 2.533 ms (1001 pts)|
wea s
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

9.4. OUTPUT POWER AND POWER SPECTRAL DENSITY

LIMITS

FCC §15.247 (b) (3) & (e)
RSS-247 6.3.2 & 6.3.1 (b)

For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz
bands: 1 Watt, based on the use of antennas with directional gains that do not exceed 6 dBi. If
transmitting antennas of directional gain greater than 6 dBi are used, the conducted output power from
the intentional radiator shall be reduced by the amount in dB that the directional gain of the antenna
exceeds 6 dBi.

The power spectral density conducted from the transmitter to the antenna shall not be greater than 8 dBm
in any 3 kHz band during any time interval of continuous transmission.

TEST PROCEDURE

Power Measurements are performed using a wideband RF power meter.

The power output was measured on the EUT antenna port using an SMA cable with a 10dB attenuator
connected to a power meter via a wideband power sensor. Peak and Average output power were read
directly from the power meter.

DIRECTIONAL ANTENNA GAIN

For 1 TX:
There is only one transmitter output; therefore, the directional gain is equal to the antenna gain.
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RESULTS

Tested By:

16080 ZS, 27966 PV

Date:

2025-11-05 and 2025-

11-17

Certified
Measured | Measured | Output | Output M d Corrected
Mode No. of Tx Freq Conducted | Conducted | Power Power e::;re DCCF Total PSD PSD Limit
. (MHz) | Avg Power Peak Limit Margin (dBm/3kHz) (dB) with DCCF (dBm/3kHz)
(dBm) Power (dBm) (dB) : (dBm/3kHz)
(dBm)
2405 9.68 9.73 30.00 | -20.27 -4.769 0.00 -4.77 8.00
Thread 1Tx 2440 9.77 9.81 30.00 | -20.19 -4.936 0.00 -4.94 8.00
2480 8.80 8.90 30.00 | -21.10 -6.347 0.00 -6.35 8.00

[#Res BW 3.0 kHz
=

Sweep 101

[ KeyghtSpectrm Aralyer - AP2021 2 ZL16080. ol el Vet Spectrm Anabaes - AP2024 2 23.16060 =
- R 10:28:54 34 Nov 05, 2025 i 7
enter Freq 2.405000000 GHz ype: Az Freauency enter Freq 2.440000000 GHz vy Type: RMS Froduenay
NFE PND: Wide ~o~ Trig: Free Run Avg|Hold: 100100 VPE(M WFE PNG: Wide == Trig: Free Run AvglHold: 100/100
IFGain:Low #Aten: 40 dB oerl IFGabneLow #Aten: 40 dB
Auto Tune| Auto Tune|
Ref Offset 10.4 dB Ref Offset 10.4 dB.
0 gl Ref 30.00 dBm 0 amiciv__Ref 30.00 dBm
Center Freq| Center Freq|
2405000000 GHz| 2.440000000 GHz|
StartFreq| StartFreq
0 2.403500000 GHz| O 2 438500000 GHz|
Stop Freq| Stop Freq
2.406500000 GHz 2.441500000 GHz,
CF Step CF Step
300,000 kHzf 300.000 kHz
lAuto Man| lAuto Man|
Freq Offset] Freq Offset|
0 Hz| O Hz|
Scale Type Scale Type
" " _
Center 2.405000 GHz Span 3.000 MHz |-°2 Lin) Center 2.440000 GHz Span 3.000 MHz||-°8 Lin|
#Res BW 3.0 kHz #VBW 9.1 kHz Sweep 101.7 ms (1001 pts) #Res BW 3.0 kHz #VBW 9.1 kHz Sweep 101.7 ms (1001 pts),
= - wsa p—
S ————T e
. 06:42:34 PHow 17,2025
— el Frequency
‘AvglHold: 100/100 =
Auto Tune|
Ref Offset 10.4 dB.
0 amiciv__Ref 30.00 dBm
Center Freq|
2480000000 GHz|
StartFreq|
2478500000 GHz]|
Stop Freq|
2.481500000 GHz
CF Step
300,000 kHzf
lAuto Man|
Freq Offset]
0 Hz|
Scale Type
"
Center 2.480000 GHz Span 3.000 MHz |-°2 Lin)
#VBW 9.1 kHz .7 ms (1001 pts)

HIGH CHANNEL
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REPORT NO: 16041996-E1V3 DATE: 2025-12-22

9.5. CONDUCTED SPURIOUS EMISSIONS

LIMITS

FCC §15.247 (d)
RSS-247 6.6

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the intentional
radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the
highest level of the desired power, based on either an RF conducted or a radiated measurement,
provided the transmitter demonstrates compliance with the peak conducted power limits. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, as
permitted under paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30
dB instead of 20 dB. Attenuation below the general limits specified in §15.209(a) is not required. In
addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also comply
with the radiated emission limits specified in §15.209(a) (see §15.205(c)).

RESULTS
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TaTUS)

s

—
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#Anen: 40 6B (FGaimiow  #Amen: 40 dB
MKr Auto Tune| Mkra Auto Tune|
Ref Offset 10.4 dB ! Ref Offset 104 dB !
10deidly_Ref 30.00 dBm 30.00 dBm
Center Freq| Center Freg|
@ || 2400000000 Gz 6 13.015000000 GHz|
StartFreq| = StartFreq|
2385000000 GHz| P 30.000000 MHz|
4] o0
Stop Freq| Stop Freq|
2.405000000 GHz| 26 000000000 GHz|
i "
Center 2.400000 GHz Span 10.00 MHz CF Step Start 30 MHz Stop 26.00 GHz. CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 5.000 ms (1001 pts) 1.000000 MHz| #Res BIW 100 kHz #VBW 300 kHz Sweep 957.3 ms (40001 pts) | 2587000000 GHz|
Auto M to "
— il T I N S e - | o
N 2.404 72 GHz 6,693 dBm 1N f 2,405 0 GHz 3,968 dBm
2 N f 2.400 00 GHz -42 500 dBm 2 N f 48100 GHz -42.017 dBm
3N 1 239686GHz 39733 dBm FreqOffset 3N i 72160GHz 40668 dBm Freq Offset]
; 0 Hz| -E N f 25.491 6 GHz -32.702 dBm | 0 Hzl
8 6 I
7 7
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103552 10:36:32 a4
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10. RADIATED TEST RESULTS

LIMITS

FCC §15.205 and §15.209
RSS-GEN, Section 8.9 and 8.10

Frequency Range Field Strength Limit Field Strength Limit
(MHz) (uV/im) at 3 m (dBuV/m) at 3 m
0.009-0.490 2400/F(kHz) @ 300 m -
0.490-1.705 24000/F(kHz) @ 30 m -
1.705-30 30 @ 30m -
30 - 88 100 40
88 - 216 150 43.5
216 - 960 200 46
Above 960 500 54

DATE: 2025-12-22

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for measurement below
1GHz; 1.5 m above the ground plane for measurement above 1GHz. The antenna to EUT distance is 3
meters. The EUT is configured in accordance with ANSI C63.10. The EUT is set to transmit in a
continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used unless
otherwise noted as quasi-peak.

For pre-scans above 1 GHz the resolution bandwidth is set to 1 MHz; the video bandwidth is set to 30
KHz for peak measurements.

For final measurements above 1 GHz the resolution bandwidth is set to 1 MHz; the video bandwidth is set
to 3 MHz for peak measurements and as applicable for average measurements.

The spectrum from 1 GHz to 18 GHz is investigated with the transmitter set to the lowest, middle, and
highest channels in each applicable band. Below 1GHz and above 18 GHz emissions, the channel with the
highest output power was tested.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The EUT is
rotated through 360 degrees to maximize emissions received. The antenna is scanned from 1 to 4 meters
above the ground plane to further maximize the emission. Measurements are made with the antenna
polarized in both the vertical and the horizontal positions.

For below 30MHz testing, investigation was done on three antenna orientations (parallel, perpendicular,
and ground-parallel), parallel and perpendicular are the worst orientations, therefore testing was
performed on these two orientations only. Blue color trace on plots: Parallel orientation. Green color trace
on plots: Perpendicular orientation.

Note: The limits in CFR 47, Part 15, Subpart C, paragraph 15.209(a), are identical to those in RSS-Gen
section 8.9, Table 6, since the measurements are performed in terms of magnetic field strength and
converted to electric field strength levels (as report in the table) using free space impedance of 377
Ohms. For example, the measurement at frequency X kHz resulted in a level of Y dBuV/m, which is
equivalent to Y-51.5 = Z dBuA/m, which has the same margin, W dB to the corresponding RSS-Gen
Table 6 limit as it must 15.209(a) limit.
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KDB 414788 Open Field Site (OFS) and Chamber Correlation Justification

Base on FCC 15.31 (f) (2): measurements may be performed at a distance closer than that specified in
the regulations; however, an attempt should be made to avoid making measurements in the near field.

OFS and chamber correlation testing had been performed and chamber measured test result is the worst-
case test result.

RESULTS

The plots in these sections are for reference settings only.
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10.1. TRANSMITTER ABOVE 1 GHz

10.1.1. LOW BANDEDGE

Channel Meter Amp/Cbl/ Correct Av Av; Pk Pk N .
2achs Frequency FeIiEy Reading Det (? FIt:‘/Pad DCCF (dB) | Reading Lim?t Mar:in Limit Margin Feitmat Height Polarity
(5150) | (Mibiz) (Shiz) (dBuv) (dB/m) | g (@Buv/m) | (@Buv/m) | (@B) | (@Buv/m) | (am) | (P& [ (em)
*2.39 53.98 Pk 32.3 -34.6 0 51.68 = = 74 -22.32 202 327 H
*2.330291 57.2 Pk 32.1 -34.9 0 54.4 - - 74 -19.6 202 327 H
*2.39 43.57 RMS 32.3 -34.6 0 41.27 54 -12.73 - 202 327 H
250kbps 2405 *2.388659 | 44.56 RMS 5285 -34.6 0 42.26 54 -11.74 - - 202 327 H
*2.39 55.55 Pk 32.3 -34.6 0 53.25 - 74 -20.75 130 127 \
*2.367582 | 56.82 Pk 32.2 -34.7 0 54.32 - - 74 -19.68 130 127 \'
*2.39 44.41 RMS 32.3 -34.6 0 42.11 54 -11.89 - 130 127 Vv
*2.389789 | 44.79 RMS 5255 -34.6 0 42.49 54 -11.51 - - 130 127 Vv

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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DATE: 2025-12-22

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

1E:C%umber B4-RDE-K 2825 Nav 5 18:17:19
Restricted Bandedge
115 Project Number: 16841996
Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread_2485MHz
185 Tested By: 32933 LM/V\
g5 J/ il
g 85
. I
Peak Limit (cdBuU/m) }
E 7l: T 1
o I}
Dj ‘ \\
g 65
Averoge Limit BdBuUim) | \\W
55 " L
O WO T T PN P Y A TR Ope TR / \WWWWWWMHM“
a5
X . . . Iy " it
35
2. 31 13. 1MHz/ 2.441
Frequency (GHz)
Ronge (@) REU/E Ref/Attn Dot g fode Surep Pta  Fups/lode FPosition Fonge (@) ] Ref/Attn Dot fvg Hode Sueep Pts  ¥oups/liode FPosition
1:2.31-2.441 M3/ 126/28 FERK - Suseclfuto) 8088 MAKH 202 deg 2T en B |2:2.31-2.441 NC3BI/3H 12628 AUER Pur Avg(RYS)  Bnsec(Puto)  GEBD  1GATAVG 22 dege H
Low CH BE - H.TST Rev 9.5 25 Aug 2825
IEEC%umber B4-RDE-K 2825 Nav 5 18:23:17
Restricted Bandedge
15 Project Number: 16841996
Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread_24B5MHz"
185 Tested By: 32933 LM/
|
g5
~ |
g 85 |
. \
- Peak Limit (dBuU/m) |
e 7 )
: Il
3 65 f 1
55 Averoge Limit (dBuUim) M)/ \\
m TR TR PR O VAP RN AN YT VPP TP TRV £ AT T YSTRPR I PRI R Y T P
kel ha o f ho b
a5 ] |
9
35
2.31 13. IMHz/ 2.441
Frequency (GHz)
Range (@) REU/EN Ref/Attn Dot fvg Mode Sueep Pts  Fops/llode Fosition Fange (@) REI/BH Ref/Attn Dot fvg Hode Sueep Pts  Foups/liode FPosition
2.31-2.44 M(-3d8 126728 PERK - Smsec(futo) 8880 MAXH 38 degs 127 e U
Low CH BE - U.TST Rev 9.5 25 Aug 2825
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DATE: 2025-12-22

10.1.2.

HIGH BANDEDGE

e Channel 5 Meter AT Amp/Cbl/ Correct Avg Avg Pk Pk ety || et
SISOZ Frequency reg:lencv Reading Det dB/ Fltr/Pad | DCCF (dB) | Reading Limit Margin Limit Margin zll)mut ot Polarity
B30y | | (gguy) (@B/m) 1 (ap) (@Buv/m) | (@Buv/m) | (@B) | (dBuv/m) | (@) | (PeES) | (em)
*2.4835 | 64.21 Pk 32.6 -34.2 0 62.61 - 74 -11.39 217 341 H
*2.483721 | 65.01 Pk 32.6 -34.2 0 63.41 - - 74 -10.59 217 341 H
*2.4835 | 53.06 RMS 32.6 -34.2 0 51.46 54 -2.54 - - 217 341 H
* - - - -
250kbps | 2480 2.483507 | 53.25 RMS 32.6 34.2 0 51.65 54 2.35 217 341 H
*2.4835 | 67.25 Pk 32.6 -34.2 0 65.65 - - 74 -8.35 6 141 v
*2.483507 | 67.26 Pk 32.6 -34.2 0 65.66 - - 74 -8.34 6 141 v
*2.4835 | 54.97 RMS 32.6 -34.2 0 53.37 54 -0.63 - - 6 141 v
*2.483538 | 55.12 RMS 32.6 -34.2 0 53.52 54 -0.48 - - 6 141 Vv
*2.4835 | 5531 Pk 32.6 -34.2 0 53.71 - - 74 -20.29 20 306 H
*2483934 [ 57 Pk 32.6 -34.2 0 55.4 - - 74 -18.6 20 306 H
*2.4835 | 45.11 RMS 32.6 -34.2 0 43.51 54 -10.49 - - 20 306 H
250kbos | 2475 |2:483507 | 4524 RMS 32.6 -34.2 0 43.64 54 -10.36 - - 20 306 H
2 *2.4835 | 54.96 Pk 32.6 -34.2 0 53.36 - - 74 -20.64 26 106 v
*2.486054 | 56.11 Pk 32.6 -34.2 0 54.51 - - 74 -19.49 26 106 v
*2.4835 44.1 RMS 32.6 -34.2 0 4.5 54 -11.5 - - 26 106 v
*2.483889 | 44.7 RMS 32.6 -34.2 0 43.1 54 -10.9 - - 26 106 v
* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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DATE: 2025-12-22

BANDEDGE (HIGH CHANNEL, 2480MHz)

HORIZONTAL RESULT
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10.1.3. SPURIOUS EMISSIONS

2.4 GHz @iz Frequency Met.er ACF A/ DCCF Corr?ct Avg Avg' .Pk. Pk. Azimuth Height o
(5150) Frequency (GHa) Reading Det (dB/m) Fltr/Pad (dB) Reading Limit Margin Limit Margin (Degs) (cm) Polarity

(MHz) (dBuv) (dB) (dBuV/m) | (dBuV/m) (dB) (dBuV/m) (dB)

*4.809011 48.1 MAv1 34.1 -40.2 0 42 54 -12 - - 44 241 H

*4.809087 | 55.48 PK2 34.1 -40.2 0 49.38 - - 74 -24.62 44 241 H

*4.808921 | 51.08 MAv1 34.1 -40.2 0 44.98 54 -9.02 - - 55 233 \

*4.809205 | 57.66 PK2 34.1 -40.2 0 51.56 - - 74 -22.44 55 233 \

7.213352 54.13 PK2 35.6 -38.3 0 51.43 - - - - 65 247 H

2405 7.216752 46.5 MAv1 35.6 -38.2 0 43.9 - - - - 65 247 H

7.213316 49.93 MAv1 35.6 -38.3 0 47.23 - - - - 344 229 \

7.216698 56.27 PK2 35.6 -38.2 0 53.67 - - - - 344 229 \

9.617648 51.25 PK2 36.7 -36.3 0 51.65 - - - - 347 240 H

9.622324 40.65 MAv1 36.7 -36.3 0 41.05 - - - - 347 240 H

9.617704 50.93 PK2 36.7 -36.3 0 51.33 - - - - 25 220 \

9.622193 41.14 MAv1 36.7 -36.3 0 41.54 - - - - 25 220 \

*4.879016 | 46.31 MAv1 34.1 -40.2 0 40.21 54 -13.79 = = 280 349 H

*4.880909 | 54.71 PK2 34.1 -40.2 0 48.61 = = 74 -25.39 280 349 H

*4.878992 | 49.22 MAv1 34.1 -40.2 0 43.12 54 -10.88 = = 230 223 \

*4.881125 57 PK2 34.1 -40.3 0 50.8 = = 74 -23.2 230 223 \

*7.318253 | 54.69 PK2 35.6 -37.8 0 52.49 = = 74 -21.51 231 279 H

250kbps 2440 *7.321715 | 47.19 MAv1 35.6 -37.8 0 44.99 54 -9.01 = = 231 279 H

*7.318422 50.1 MAv1 35.6 -37.8 0 47.9 54 -6.1 = = 168 251 \

*7.321822 | 56.73 PK2 35.6 -37.8 0 54.53 = = 74 -19.47 168 251 )

17.076039 37.81 MAv1 41.7 -32.4 0 47.11 = = = = 264 101 H

17.083834 48.1 PK2 41.6 -32.4 0 57.3 = = = = 264 101 H

17.083832 49.12 PK2 41.6 -32.4 0 58.32 = = = = 289 101 )

17.083939 40.23 MAv1 41.6 -32.4 0 49.43 = = = = 289 101 \

*4.959119 | 54.42 PK2 34.1 -40.2 0 48.32 = = 74 -25.68 290 249 H

* 4.961083 45.5 MAv1 34.1 -40.2 0 39.4 54 -14.6 = = 290 249 H

*4.960957 | 56.14 PK2 34.1 -40.2 0 50.04 = = 74 -23.96 212 208 )

*4.961153 | 48.43 MAv1 34.1 -40.2 0 42.33 54 -11.67 = = 212 208 vV

*7.438564 | 54.45 PK2 35.6 -37.6 0 52.45 = = 74 -21.55 269 349 H

2480 *7.441689 | 46.66 MAv1 35.6 -37.6 0 44.66 54 -9.34 = = 269 349 H

*7.441583 | 56.14 PK2 35.6 -37.6 0 54.14 = = 74 -19.86 229 224 \

*7.441689 | 49.11 MAv1 35.6 -37.6 0 47.11 54 -6.89 = = 229 224 \

17.356232 39.27 MAv1 41.5 -31.8 0 48.97 = = = = 270 185 H

17.35625 48.87 PK2 415 -31.8 0 58.57 = = = = 270 185 H

17.356086 50.43 PK2 41.5 -31.8 0 60.13 = = = = 236 232 \

17.356246 42.41 MAv1 41.5 -31.8 0 52.11 = = = = 236 232 )

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection

Page 26 of 33

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538, USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 16041996-E1V3 DATE: 2025-12-22

SPURIOUS HARMONIC (MID CHANNEL)
HORIZONTAL RESULT

| I:Chamber 04-RDE-K 2025 Nov 4 21:56:34
Rodiated Emissions 3-Meters
185 Project Number: 16841996
Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread_244BMHz
95 Tested By: 32933 LM
85
> Peak Limit (dBulU/m]
8 75
©
2 65
~
2
2 Avg Limit CdBuU/m)
el 55
=
5
45 3 "
SV— w ? . M
35 MM 1 Al i
W e e it ol
PP A
25
| 18 8
Frequency (GHz)
Renge (Griz) REU/UBH Ref/Atin Dei fvg Node Sueep Pts  #oups/fode FPosition [Renge (6riz) ] Ref/Attn Det Avg fode Susep Pts  #aups/Mode FPosition
1113 NC-IB)/30 16718 PERK - dTeser(futo) 9001 HAKH 6-3hdegs H 33718 M-3d8)/30k 89/ FERK - Blinsec(Auto) 16088 HAXH 6-360des H
FCC Part15C 2.46Hz RSE.TST Rev 8.5 25 Aug 2825
H:C%umber B84-RDE-K 2025 Nov 4 21:56:34
Rodicted Emissions 3-Meters
a5 Project Number: 168413996
! Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Threod_2448MHz
95 Tested By: 32933 LM
a5
3 Peak Limit (dBuU/m)
] 75
@
T 65
~
)
a Avg Limit (dBuU/m>
o 55
o =
o
4
45
=)
35
25
1 ] 18
Frequency (GHz)
[Renge (Griz) REU/UBH Ref/Attn Det Avg Node Sueep Pts  #owps/Mode FPosition Renge (6riz) RBU/UBI Ref/Attn Det Avg Hode Suep Pts  d5ups/fode FPosition
FCC Part15C 2,.4GHz RSE.TST Rev 9.5 25 Aug 2025
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10.2. TRANSMITTER WORST CASE BELOW 30MHz

SPURIOUS EMISSIONS BELOW 30MHz (WORST-CASE CONFIGURATION)

IZBCHcmber B4-RDE-K 2825 Nov 5 21:27:38

RF Emissions

Project Number: 16841996
14 Client: Tekmar Control System Ltd
Conf iguration: EUT

Mode ! Thread_llorst Cose

801 Peak Liwit TABUU7HT Tested By: 32933 LM

r——
60
—
< & |
o P T— —
8 \\\\\ T
Avg Limitt (dBdU/m —

2 28
£ I
>
a Db
3 8

o | A
—agl g\, " é
[ i
W MWWWMW*WMW' "“"" i "" I it s
60 L N mm% 0 Pt e
. OEST ‘ B i i 39
Frequency (MHz)
Renge (MHz) REII/VEH Ref/fttn Dot fvg Mode Sueep Pts  Houps/Mode Position Range (1Hz) RBU/BI Ref/Attn Dei fvg Mode Sueep Pts  Houps/Mode Position
I:.bes- 15 -3k 11218 PERK - dsec 16060 HAXH 0-360dege
2:.15-.49 1Bk(-383/30k 11210 PERK - [ 27000 MH 0-360dege 7:1-1.785 1BR(-3B)/30k 11218 PERK - dsec 16008 HAxH 0-360dege
3: 49-1 1Bk(-3d83/30k 112/10  PEAK - dsec 16860 HAXH 0-360degs 8:1.705-30 fak(-3dB2/30k 11218 PERK - Gsec 27888 HAXH 6-360dege
FCC 15.2089 Below 3BMHz.TST Rev 9.5 25 Aug 2025
Below 30MHz Data
Marker Frequency Meter Det Loop Amp/Cbl Dist Corrected Peak Limit Margin Avg Limit Margin | Peak Limit | Margin Avg Limit Margin Azimuth Polarity
(MHz) Reading Antenna E (dB) Corr Reading (dBuV/m) (dB) (dBuV/m) (dB) (dBuV/m) (dB) (dBuV/m) (dB) (Degs) FACE
(dBuv) (dB/m) 300m (dBuV/m)
(dB)
1 .012 19.39 [ Pk 60.2 -30.3 -80 -30.71 66.02 -96.73 46.02 -76.73 - - - - 0-360 ON
2 .0119 13.16 | Pk 60.2 -30.2 -80 -36.84 66.1 -102.94 46.1 -82.94 - - - - 0-360 OFF
3 .0247 12.53 | Pk 58.6 -32.2 -80 -41.07 59.73 -100.8 39.73 -80.8 - - - - 0-360 ON
4 .0247 8.72 Pk 58.6 -32.2 -80 -44.88 59.72 -104.6 39.72 -84.6 - - - - 0-360 OFF
5 .369 18.89 | Pk 56.2 -31.9 -80 -36.81 - - - - 36.27 -73.08 16.27 -53.08 | 0-360 ON
6 .3691 18.75 | Pk 56.2 -31.9 -80 -36.95 - - - - 36.27 -73.22 16.27 -563.22 0-360 OFF
Marker Frequency Meter Det Loop Antenna E | Amp/Cbl (dB) Dist Corr Corrected QP Limit (dBuV/m) Margin Azimuth Polarity
(MHz) Reading (dB/m) 30m (dB) Reading (dB) (Degs) FACE
(dBuv) 40Log (dBuVim)
7 .8616 2042 Pk 56.5 -32 -40 4.92 28.91 -23.99 0-360 ON
8 .8609 19.14 Pk 56.5 -32 -40 3.64 28.92 -25.28 0-360 OFF
9 13.5568 31.69 Pk 34 -31.7 -40 -6.01 29.5 -35.51 0-360 ON
10 13.5579 23.91 Pk 34 -31.7 -40 -13.79 29.5 -43.29 0-360 OFF

Pk - Peak detector
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10.3. TRANSMITTER WORST CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)

gucmmber B84-RDE-K 2025 Nov 5 208:11:24
Radicted Emissions - 3 Meters
= Project Number: 16B41996
8 Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread Worst Cose
75 Tested By: 32933 LM
65
~
% 55
i F
c 45 APkt Tt tdBuU /WY I
3
a
g
=
e w
2
5 M‘M ,
5
368 1ob 18088

Frequency (MHz)

Sueep Pts  #5ups/Mode Position
TBus/liz 4088 MAKH 6-36degs H

Range (MHz) RBW/UBH Ref/Attn Dt Avg Mode
12 38-208 oK -

" Renge (MHz) Ref/Attn Dt Avg Mode
128kC-6dB) /14 97/18 K -

/B #5ups/fode  Fosition
13: 280~ 1 860 128k(-6dB)/ 1M 97/18

Sueep Pls
BOBns/MHz  G0BD  HAXH 6-360degs H

FCC Part15C 38-188BMHz.TST Rev 9.5 25 Aug 2025

HORIZONTAL

gqchamber B4-RDE-K 2025 Nov 5 20:11:24
Rodicted Emissions - 3 Meters
- Project Number: 16841996
8 Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread_Worst Cose
75 Tested By: 32933 LM
65
~
T 55
§ ’_
= 45 Pk Tt CaBut /D f
3
a
g B
4
. 3
Moy i
.,»«%‘uf\,,_,fg i ’ i
15 s il “v I\ " | _— M
)
" wWWWW A
5
308 16b 18068

Frequency (MHz)

Range (HHz) RBW/UBH Ref/Atin Det fvg Mode Sueep Pts  #oups/Mode Position Range (HHz) RE/UEW Ref/Attn Det Avg Mode Sueep Pts  #9ups/Mode  Position
2: 30200 2BkC-GdB)/ 1 97/18 PERK — 17Bus/MHz 488 M B-36Bdegs j4: 201 126k (-60B 97/18 PERK - 80605 At

iz 8688 -360degs
FCC Part15C 38-188BMHz.TST Rev 9.5 25 Aug 2025

VERTICAL
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Below 1GHz Data

Marker | Frequency Meter Det 203089 Amp/Cbls Corrected QPk Limit Margin | Azimuth | Height | Polarity
(MHz) Reading ACF (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuV) (dB/m) (dBuV/m)

1 45.6441 36.19 Pk 16 -31.1 21.09 40 -18.91 0-360 399 H

2 *118.678 28.4 Pk 19.7 -30.6 17.5 43.52 -26.02 0-360 100 H

3 652.382 26.98 Pk 25.5 -28.1 24.38 46.02 -21.64 0 349 H
652.382 20.44 Qp 255 -28.1 17.84 46.02 -28.18 0 349 H

4 45.6866 44.32 Pk 16 -31.1 29.22 40 -10.78 0-360 101 \

5 105.67 33.82 Pk 17.9 -30.6 21.12 43.52 -22.4 0-360 101 \

6 818.38 27.56 Pk 274 -27.4 27.56 46.02 -18.46 0-360 98 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
Qp - Quasi-Peak detector
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10.4. TRANSMITTER WORST CASE 18-26 GHz

SPURIOUS EMISSIONS 18-26 GHz (WORST-CASE CONFIGURATION)

| I:Chumbar‘ B4-RDE-K 2025 Nov 5 19:21:35
RF Emissions 3 meter
= Project Number: 16841956
8 Client: Tekmar Control System Ltd
Configuration: EUT
Mode: Thread_llorst Case
95 Tested By: 32933 LM
85
> 75 Peok Limit (dBulU/m)
3
z 65
<
=
3 sel fverage Linit dBul/m
5
45 i 3 @
35
25
18 26.5
Frequency (GHz)
Ronge (G REU/UB Ref/Attn Dot fvg Node i

- Sucep Pts  #owps/Mods Position Ronge (6 REW/UB Ref/Aten Dot fvg flode Sumep Pts  foups/ods Position
1:18-26.5 NI/ 11218 PERK Jusec(huto) 19081 HAKH 0-360degs H

18-26.56Hz Test 3-meter (81148 + 236186).TST Rev 9.5 25 Aug 2825

HORIZONTAL

| ]:Chamber‘ B4-RDE-K 2825 Nov 5 19:21:35

RF Emissions 3 meter

195 Project Number: 16841956
Client: Tekmor Control System Ltd
Configuration: EUT
Mode: Thread_Worst Case
95 Tested By: 32933 LM

85

75 Peok Limit C(dBulU/m)

18dB/

5

Average Limit dBul/m

CdBulU/m)

55

2

4 6
s 3 9 e g W

35

25

18 %6.5
Frequency (GH=)

Ronge (G REU/UB Ref/Attn Dot fvg Node Sueep Pts  #owps/Mods Position ‘Runse [C3) REW/UB Ref/Attn Dot fvg flode Sucep Pts  foups/fode Posl
2:18-26.5 M(-3dB)/3H 112718 PERK - Jdmsec(futo 888 MaKH 8-36k

18-26.56Hz Test 3-meter (81148 + 236186).TST Rev 9.5 25 Aug 2825

VERTICAL

Page 31 of 33

UL VERIFICATION SERVICES INC.

47173 Benicia Street, Fremont, CA 94538, USA TEL:(510) 319-4000 FAX:(510) 661-0888

This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 16041996-E1V3 DATE: 2025-12-22

18 — 26GHz Data

Marker | Frequency | Meter |Det| 81140 CBL/AMP [CBL (dB) Corrected Peak Limit PK Margin Average Limit Margin | Azimuth | Height | Polarity
(GHz) Reading ACF ((dB) Reading (dBuV/m) (dB) dBuV/m (dB) | (Degs) | (cm)
(dBuVv) (dB/m) (dBuV/m)
1 *19.844971| 53.38 | Pk 324 -62.4 20 43.38 74 -30.62 - - 0-360 101 H
2 *19.844971| 55.29 | Pk 324 -62.4 20 45.29 74 -28.71 - - 0-360 | 199 \
3 *22.315165| 54.11 Pk 33.1 -62.7 211 45.61 74 -28.39 - - 0-360 199 H
4 *22.314692| 56.51 | Pk 331 -62.7 211 48.01 74 -25.99 - - 0-360 | 199 \
5 24.805663 | 53.64 | Pk 33.7 -63.1 22.2 46.44 74 -27.56 - - 0-360 199 H
6 24.79433 | 54.82 | Pk 33.7 -63.1 22.2 47.62 74 -26.38 - - 0-360 | 199 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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11. SETUP PHOTOS

Please refer to 16041996-EP1 for setup photos

END OF REPORT
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