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1. General Information

1.1. EUT Description

EUT Type SMOOTH-XS

Frequency Range Bluetooth LE 5.0 | 2402MHz~2480MHz
Channel Number Bluetooth LE 5.0 | 40

Bit Rate of Transmitter Bluetooth LE 5.0 | 1/2Mbps

Modulation Type Bluetooth LE 5.0 | GFSK

Antenna Type Ceramic

Antenna Gain 2.0dBi

Note 1: For a more detailed description, please refer to Specification or User’s Manual supplied by
the applicant and/or manufacturer.

Note 2: The EUT was programmed to be in continuously transmitting mode and the transmit duty
cycle is not less than 98%.
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1.2.  Test Standards and Results

The objective of the report is to perform testing according to 47 CFR Part 15 Subpart C (Bluetooth,
2.4GHz ISM band radiators) for the EUT FCC Certification:

No. Identity Document Title
47 CFR Part 15
1 Radio Frequency Devices
Subpart C 2017 a y

American National Standard for Testing

2 ANSI €63.10-2013 Unlicensed Wireless Devices

Test detailed items/section required by FCC rules and results are as below:

No. Section in CFR 47 Description Result
1 15.203 Antenna Requirement PASS
2 15.247(b) Peak Output Power PASS
3 15.247(a) Bandwidth PASS
4 15.247(d) Conducted Band !Edges and Spurious PASS

Emission
5 15.247(e) Power spectral density (PSD) PASS
6 15.207 Conducted Emission PASS
. ig;gg Radiated Band E.dg.es and Spurious PASS
15.247(d) Emission

The tests of Conducted Emission and Radiated Emission were performed according to the method of
measurements prescribed in ANSI C63.10-2013.

These RF tests were performed according to the method of measurements prescribed in KDB
558074D01 v05r02.

40 channels are provided for Bluetooth LE

Channel Frequency(MHz) Channel Frequency(MHz)
0 2402 20 2442
1 2404 21 2444
2 2406 22 2446
3 2408 23 2448
4 2410 24 2450
5 2412 25 2452
6 2414 26 2454
7 2416 27 2456
8 2418 28 2458
9 2420 29 2460
10 2422 30 2462
11 2424 31 2464
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12 2426 32 2466
13 2428 33 2468
14 2430 34 2470
15 2432 35 2472
16 2434 36 2474
17 2436 37 2476
18 2438 38 2478
19 2440 39 2480
Test Items Modulation | Channel
Peak Conducted Output Power
Power Spectral Density
Bluetooth LE 6dB Bandwidth GFSK 0/20/39
Conducted and Spurious Emission
Radiated and Spurious Emission
Band Edge GFSK 0/39
1.3.  Table for Supporting Units
No. | Equipment | Brand Name | Model Name | Manufacturer | Serial No. Note
1 Notebook DELL PP11L DELL H5914A03 | FCC DOC
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1.4. Facilities and Accreditations
1.4.1. Facilities
CNAS-Lab Code: L1659

CCIC-SET is a third party testing organization accredited by China National Accreditation
Service for Conformity Assessment (CNAS) according to ISO/IEC 17025. The accreditation
certificate number is L1659.

FCC-Registration No.: CN5031

CCIC Southern Testing Co., Ltd. EMC Laboratory has been registered and fully described in a
report filed with the FCC (Federal Communications Commission). The acceptance letter from
the FCC is maintained in our files. DesignationNumber: CN5031, valid time is until December
31, 2020.

ISED Registration: 11185A-1

CCIC Southern Testing Co., Ltd. EMC Laboratory has been registered by Certification and
Engineering Bureau of Industry Canada for the performance of radiated measurements with
Registration No. 11185A-1 on Aug. 04, 2016, valid time is until Dec. 31, 2020.

NVLAP Lab Code: 201008-0

CCIC-SET is a third party testing organization accredited by NVLAP according to ISO/IEC
17025. The accreditation certificate number is 201008-0.

1.4.2. Test Environment Conditions

During the measurement, the environmental conditions were within the listed ranges:

Temperature (°C): 15°C - 35°C
Relative Humidity (%): 30% -60%
Atmospheric Pressure (kPa): 86KPa-106KPa
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2. 47 CFR Part 15C Requirements
2.1. Antenna requirement
2.1.1. Applicable Standard

According to FCC 15.203, an intentional radiator shall be designed to ensure that no antenna other
than that furnished by the responsible party shall be used with the device. The use of a permanently
attached antenna or of an antenna that uses a unique coupling to the intentional radiator shall be
considered sufficient to comply with the provisions of this section.

And according to FCC 47 CFR Section 15.247(c), if transmitting antennas of directional gain greater
than 6dBi are used, the power shall be reduced by the amount in dB that the directional gain of the
antenna exceeds 6dBi.

2.1.2. Antenna Information

Antenna Category: Internal antenna

An Internal antenna was soldered to the antenna port of EUT via an adaptor cable, can’t be removed.

Antenna General Information:

No. EUT Ant. Type Ant. Gain
1 SMOOTH-XS Ceramic 2.0dBi

2.1.3. Result: comply

The EUT has a permanently and irreplaceable attached antenna. Please refer to the EUT
internal photos.
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2.2.  Peak Output Power
2.2.1. Limit of Peak Output Power

For systems using digital modulation in the 2400-2483.5MHz, the limit for peak output power
is30dBm. If transmitting antenna of directional gain greater than 6dBi is used, the peak output power
from the intentional radiator shall be reduced below the above stated value by the amount in dB that
the directional gain of the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to

be reduced by 1dB for every 3dB that the directional gain of the antenna exceeds 6dBi.

2.2.2. Measuring Instruments

The measuring equipment is listed in the section 3 of this test report.

o [} O

EUT

2.2.3. Test Setup

Spectrum Analyzer

2.2.4. Test Procedures

1. The testing follows the Measurement Procedure of FCC KDB 558074D01 v05r02.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.
Thepath loss was compensated to the results for each measurement.
3. Set to the maximum power setting and enable the EUT transmit continuously.
4. Use the following spectrum analyzer settings: Span=3RBW;
RBW=DTS bandwidth; VBW =3RBW, Sweep = auto; Detector function = peak; Trace =

max hold.

5. Set to the maximum power setting and enable the EUT transmit continuously.

6. Measure the conducted output power and record the results in the test report.

2.2.5. Test Result

Please refer to Appendix A for detail
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2.3. 6dB Bandwidth
2.3.1. Limit of 6dB Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.
2.3.2. Measuring Instruments

The measuring equipment is listed in the section 3 of this test report.

o} ] #;

EUT

2.3.3. Test Setup

Spectrum Analyzer

2.3.4. Test Procedures

1. The testing follows FCC KDB 558074D01 v05r02.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz.
Set the Video bandwidth (VBW) = 300 kHz. In order to make an accurate measurement. The 6dB
bandwidth must be greater than 500 kHz.

5. Measure and record the results in the test report.

2.3.5. Test Results of 6dBBandwidth

Please refer to Appendix A for detail
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2.4.

2.4.1.

2.4.2.

2.4.3.

2.4.4.

Conducted Band Edges and Spurious Emissions
Limit of Conducted Band Edges and Spurious Emissions

All harmonics/spurious must be at least 20 dB down from the highest emission level within

the authorized band.

Measuring Instruments

The measuring equipment is listed in the section 3 of this test report.

o} 1 ]

EUT

Test Setup

Spectrum Analyzer

Test Procedure

. The testing follows FCC KDB 558074D01 v05r02.

. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.

The path loss was compensated to the results for each measurement.

. Set to the maximum power setting and enable the EUT transmit continuously.

. Set RBW = 100 kHz, VBW=300 kHz, Peak Detector. Unwanted Emissions measured in any

100kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 20
dB relative to the maximum in-band peak PSD level in 100 kHz when maximum peak
conducted output power procedure is used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a time interval, the attenuation required

under this paragraph shall be 30 dB instead of 20 dB per 15.247(d).

. Measure and record the results in the test report.

. The RF fundamental frequency should be excluded against the limit line in the operating

frequency band.
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2.4.5. Test Results of Conducted Band Edges

Please refer to Appendix A for detail
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2.5. Power spectral density (PSD)
2.5.1. Limit of Power Spectral Density

The peak power spectral density shall not be greater than 8dBm in any 3kHz band at any time
intervalof continuous transmission.

2.5.2. Measuring Instruments

The measuring equipment is listed in the section 3 of this test report.

o} 1 ]

EUT

2.5.3. Test Setup

Spectrum Analyzer

2.5.4. Test Procedures

1. The testing follows Measurement Procedure 10.2 Method PKPSD of FCC KDB 558074D01
v05r02.

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator.
Thepath loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 3 kHz.
Video bandwidth VBW = 10 kHz In order to make an accurate measurement, set the span to 1.5times
DTS Channel Bandwidth. (6dB BW)

5. Detector = peak, Sweep time = auto couple, Trace mode = max hold, Allow trace to
fullystabilize. Use the peak marker function to determine the maximum power level.

6. Measure and record the results in the test report.

7. The Measured power density (dBm)/ 100kHz is a reference level and used as 20dBc down

limitline for Conducted Band Edges and Conducted Spurious Emission.
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2.5.5. Test Results of Power spectral density

Please refer to Appendix A for detail
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2.6. Radiated Band Edge and Spurious Emission
2.6.1. Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all
harmonics/spuriousmust be at least 20 dB below the highest emission level within the authorized
band. If the outputpower of this device was measured by spectrum analyzer, the attenuation under
this paragraph shallbe 30 dB instead of 20 dB. In addition, radiated emissions which fall in the
restricted bands must alsocomply with the FCC section 15.209 limits as below.

Note: Wireless charger configuration was evaluated.

Frequency (MHz) Field Strength (u\V/m) Measurement Distance (m)
0.009 - 0.490 2400/F(kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30- 88 100 3
88 - 216 150 3
216 - 960 200 3
Above 960 500 3

2.6.2. Measuring Instruments
The measuring equipment is listed in the section 3 of this test report.
2.6.3. Test Setup

For radiated emissions from 9 KHz to 30 MHz

Turm Table«

Test Antenna Receivers — Preamplifier+
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For radiated emissions from 30MHz to 1GHz

Test Antenna+

<1lm . dm =

[
t
e

Tum Tahle+

I
OO &

Feceivers —{ Preamplifier+

For radiated emissions above 1GHz
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Eeceivers — Preamplifier+
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2.6.4. Test Procedures

1. The EUT was placed on a turntable 0.8m below 1GHz and 1.5m above 1GHz above ground ata
3 meters semi-anechoic chamber. The table was rotated 360 degrees todetermine the position of
the highest radiation.

2. The EUT was set 3 meters away from the interference-receiving antenna, whichwas mounted on
the top of a variable-height antenna tower.

3. Height of receiving antenna is varied from one meter to four meters above theground to
determine the maximum value of the field strength. Both horizontal andvertical polarizations of
the antenna are set to make the measurement.

4. For each suspected emission, the EUT was arranged to its worst case and thenthe antenna was
tuned to heights from 1 meter to 4 meters and the rotatable tablewas turned from 0 degrees to 360
degrees to find the maximum reading.

5. The test-receiver system was set to Peak Detect Function and Specified

Bandwidth with Maximum Hold Mode.
6. If the emission level of the EUT in peak mode was lower than the limit specified,then testing
could be stopped and the peak values of the EUT would be reported.
Otherwise the emissions would be re-tested one by one using peak, quasi-peak oraveragemethod
as specified and then reported in a data sheet.
NOTE:

1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120kHz for
Quasi-peak detection at frequency below 1GHz.

2. The resolution bandwidth of test receiver/spectrum analyzer is LMHz and video bandwidth is
3MHz for Peak detection at frequency above 1GHz.

3. The resolution bandwidth of test receiver/spectrum analyzer is LMHz and the video bandwidth

is= 1/T (Duty cycle < 98%) or 10Hz(Duty cycle > 98%) for Average detection (AV) atfrequency

above 1GHz.
4. All modes of operation were investigated and the worst-case (Data Rate 1Mbps) emissions are

reported only.
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2.6.5. Test Results of Radiated Band Edge and Spurious Emission

For9KHz to 30MHz

The amplitude of spurious emissions which are attenuated by more than 20dB below the permissible

value has no need to be reported.

For 30MHz to 1000 MHz

Marker:

Level [dBuV/m]
80

70
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50

40 h% [Py
0™~ WMM WWW | NM - AWWWW
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10
0
30M 50M 70M 100M 200M 300M 500M 700M 1G

Frequency [Hz]

MES 20-03384 H2
LIM FCC CI.B F QP/AV FCC ClassB, field strength

Plot A: 30MHz to 1GHz, Antenna Horizontal

Corr.
Antenna

Frequency QuasiPeak Bandwidth Limit

Factor height Marai A Verdi

(MH2) (dBuV/m) (kH2) (dBuV/m) argin ntenna erdict
(cm)

(dB/m)
30.000000 28.74 120.000 17.9 100.0 40.0 11.26 Horizontal Pass
30.220000 26.25 120.000 17.9 100.0 40.0 13.75 Horizontal Pass
133.250000 25.65 120.000 13.7 100.0 43.5 17.85 Horizontal Pass
194.380000 26.34 120.000 10.5 100.0 43.5 17.16 Horizontal Pass
247.640000 38.28 120.000 11.6 100.0 46.0 7.72 Horizontal Pass
336.720000 39.57 120.000 13.1 100.0 46.0 6.43 Horizontal Pass
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Marker:
Level [dBuV/m]
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Plot B: 30MHz to 1GHz, Antenna Vertical
Corr. Antenna
Frequency QuasiPeak Bandwidth Limit
height i f
(MHz) (dB 1 V/m) (kHz) Eactor (dB 1 V/m) Margin | Antenna | Verdict
(cm)
(dBuVv/m)
30.000000 28.74 120.000 17.9 100.0 40.0 11.26 Vertical Pass
30.640000 26.74 120.000 17.9 100.0 40.0 13.26 Vertical Pass
103.340000 23.66 120.000 10.2 100.0 435 19.84 Vertical Pass
130.290000 26.42 120.000 13.7 100.0 43.5 17.08 Vertical Pass
366.470000 33.97 120.000 15.8 100.0 46.0 12.03 Vertical Pass
375.520000 35.55 120.000 17.5 100.0 46.0 10.45 Vertical Pass
REMARKS:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
3. Margin value = Limit value - Emission Level
4. The other emission levels were very low against the limit.
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For 1GHz to 25GHz

ANTENNAPOLARITY & TEST DISTANCE: HORIZONTALAT 3 M (0CH_2402MHz)
Emssion Antenna Table Raw Cab. Ant. Pre. Cor.
Fre. Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. | Factor
(MHz) (dBuv/m) (dB)
(dBuv/m) (m) (Degree) | (dBuV/m)| (dB) (dB) (dB) | (dB/m)
1 2390 49.65 | PK 74.00 -24.35 1.7 90 48.35 5.2 28.60 | 325 1.3
2 2390 39.26 | AV 54.00 -14.74 1.7 90 37.96 5.2 28.60 | 325 1.3
3 4804 5134 | PK 74.00 -22.66 1.7 90 44,94 7.4 30.40 | 314 6.4
4 4804 4096 | AV 54.00 -13.04 1.7 90 34.56 7.4 3040 | 314 6.4
5 7206 5238 | PK 74.00 -21.62 1.7 90 43.08 9.9 3150 | 321 9.3
6 7206 4149 | AV 54.00 -12.51 1.7 90 32.19 9.9 3150 | 321 9.3
ANTENNAPOLARITY & TEST DISTANCE: VERTICALAT 3M (0CH_2402MHz)
Emssion Antenna Table Raw Cab. Ant. Pre. Cor.
Frequency Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. | Factor
(MHz) (dBuv/m) (dB)
(dBuV/m) (m) (Degree) |(dBuV/m)| (dB) (dB) (dB) | (dB/m)
1 2390 5136 | PK 74.00 -22.64 15 120 50.06 5.2 28.60 | 325 13
2 2390 4125 | AV 54.00 -12.75 15 120 39.95 5.2 28.60 | 325 13
3 4804 5222 | PK 74.00 -21.78 15 120 45.82 7.4 30.40 | 314 6.4
4 4804 4214 | AV 54.00 -11.86 15 120 35.74 7.4 30.40 | 314 6.4
5 7206 52.87 | PK 74.00 -21.13 15 120 43.57 9.9 3150 | 321 9.3
6 7206 4255 | AV 54.00 -11.45 15 120 33.25 9.9 3150 | 321 9.3
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ANTENNAPOLARITY & TEST DISTANCE: HORIZONTALAT 3 M (19CH_2440MHz)
Emssion o . Antenna Table Raw Cab. Ant. Pre. Cor.
Fre. Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. | Factor
(MHz) (dBuV/m) (dB)
(dBuV/m) (m) (Degree) | (dBuV/m)| (dB) (dB) (dB) | (dB/m)
1 4880 49.65 | PK 74 -24.35 1.7 90 42.55 6.7 31.2 31.5 6.4
2 4880 39.29 | AV 54 -14.71 1.7 90 32.18 6.7 31.2 315 6.4
3 7320 51.48 | PK 74 -22.52 1.7 90 45.94 6.7 31.2 315 6.4
4 7320 41.37 | AV 54 -12.63 1.7 90 35.75 6.7 31.2 315 6.4
ANTENNAPOLARITY & TEST DISTANCE: VERTICALAT 3M (19CH_2440MHz)
Emssion Antenna Table Raw Cab. Ant. Pre. Cor.
Frequency Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. | Factor
(MHz) (dBuV/m) (dB)
(dBuV/m) (m) (Degree) |(dBuV/m)| (dB) (dB) (dB) | (dB/m)
1 4880 56.36 | PK 74 -17.64 15 120 44.77 6.7 31.2 315 6.4
2 4880 46.14 | AV 54 -7.86 15 120 34.53 6.7 31.2 315 6.4
3 7320 52.87 | PK 74 -21.13 15 120 45.97 6.7 31.2 315 6.4
4 7320 42,78 | AV 54 -11.22 15 120 35.68 6.7 31.2 315 6.4
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ANTENNAPOLARITY & TEST DISTANCE: HORIZONTALAT 3 M (39CH_2480MHz)

Emssion Antenna Table Raw Cab. Ant. Pre. | Cor.
Frequency Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. |Factor
(MHz) (dBuv/m)| (dB)
(dBuv/m) (m) (Degree) | (dBuV/m)| (dB) (dB) | (dB) |(dB/m)
1 2483.5 49.65 | PK 74 -24.35 1.7 90 46.45 5.7 295 | 318 | 34
2 2483.5 38.35 | AV 54 -15.65 1.7 90 36.23 5.7 295 | 318 | 34
3 4960 5248 | PK 74 -21.52 1.7 90 45.92 7 30.05 | 31.5 | 555
4 4960 4224 | AV 54 -11.76 1.7 90 35.74 7 30.05 | 315 | 555
5 7440 53 PK 74 -21 1.7 90 37.44 16 31.2 32 | 152
6 7440 4265 | AV 54 -11.35 1.7 90 27.19 16 31.2 32 | 152

ANTENNAPOLARITY & TEST DISTANCE: VERTICALAT 3M (39CH_2480MHz)

Emssion Antenna Table Raw Cab. Ant. Pre. | Cor.
Frequency Limit Margin
No. Level Height Angle Value Loss | Factor | Amp. |Factor
(MHz) (dBuv/m)| (dB)
(dBuV/m) (m) (Degree) | (dBuV/m)| (dB) (dB) (dB) |(dB/m)
1 24835 48.65 | PK 74 -25.35 1.6 120 45.25 5.7 29.5 318 | 34
2 24835 36.59 | AV 54 -17.41 1.6 120 35.1 5.7 29.5 318 | 34
3 4960 52.16 | PK 74 -21.84 1.6 120 45.89 7 30.05 | 315 | 5.55
4 4960 40.62 | AV 54 -13.38 1.6 120 35.07 7 30.05 | 315 | 5.55
5 7440 5287 | PK 74 -21.13 1.6 120 38.42 16 31.2 32 | 152
6 7440 425 AV 54 -11.5 1.6 120 28.07 16 31.2 32 | 152
REMARKS:

1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB)
- Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level - Limit value
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2.7.  Conducted Emission
2.7.1. Limit of Conducted Emission
For equipment that is designed to be connected to the public utility (AC) power line, the

radiofrequency voltage that is conducted back onto the AC power line on any frequency or
frequencieswithin the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted Limit (dBuV)
Frequency range (MHz) e ek e
0.15-0.50 66 to 56 56 to 46
0.50-5 56 46
5-30 60 50

2.7.2. Measuring Instruments
The measuring equipment is listed in the section 3 of this test report.

2.7.3. Test Setup

o
I Hon-condudctive tablc —I
I I
| Rear of EUT to be flushed I
} WIth rer of table top I
I 1
|
| |
L —— |
} s EUT |
I L Ll [ I il cmto
i Receiver | around
I 500 RF Cable Ble : plane
' |
| ) |
I z I
I | U
| by :
| ANMH |
| {LISH) |
I |
|
| - - | .
[ o 3c) | -~
L Bonded to horizontal 40 ¢m to vertical Y
e ground plane reference plane |-
- - Xk ___ s
AMH - Artificial maine network (LISH)
AE = Assoclated equipment B

EUT = Equipment under test

154 = Impedance stabilization network 'S-l-em "Simuﬁtc-r
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2.7.4. Test Procedures

1. The EUT was placed 0.4 meter from the conducting wall of the shielding room was kept at
least80 centimeters from any other grounded conducting surface.

2. Connect EUT to the power mains through a line impedance stabilization network (LISN).

3. All the support units are connecting to the other LISN.

4. The LISN provides 50 ohm coupling impedance for the measuring instrument.

5. The FCC states that a 50 ohm, 50 microhenry LISN should be used.

6. Both sides of AC line were checked for maximum conducted interference.

7. The frequency range from 150 kHz to 30 MHz was searched.

8. Set the test-receiver system to Peak Detect Function and specified bandwidth (IF Bandwidth =
9kHz) with Maximum Hold Mode. Then measurement is also conducted by Average Detector

and Quasi-Peak Detector Function respectively.

2.7.5. Test Result

The EUT configuration of the emission tests is Bluetooth Link + USB Cable (Charging from
Adapter)
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100

90 159.000 kHz

54.419 dBu
80

70

60

591.000 kHz
44.488 dBji

708.000 kHz
41.324 dBy

FCC Part 15 Class B Voltage on Mains QP
|

3 507
m
a 1
S 407
[} 4
3
= 30T
20T
10T
oT 1.144500 MHz 1.468500 MHz 25.908000 MHz
T 39.410 dBu 38.723 dBu 38.452dBp
-10T
t t —t——t—— t t "t t |
150k 300 400500 800 1M 2M 3M 4M5M 6 8 10M 20M  30M
Frequency in Hz
(Plot A: L Phase)
Frequency QuasiPeak Average Cabel Loss Corr. Margin - Limit - Margin - Limit - AV
(MHz) (dB1V) (dBuV) (dB) (dB) QPK QPK AV (dBuV)
0.159000 52.90 38.07 0.1 20.1 12.62 65.5 17.45 55.5
0.591000 40.37 33.00 0.1 20.1 15.63 56.0 13.00 46.0
0.708000 36.73 26.27 0.1 20.6 19.27 56.0 19.73 46.0
1.144500 34.54 27.14 0.1 20.4 21.46 56.0 18.86 46.0
1.468500 33.46 27.96 0.2 20.0 22.54 56.0 18.04 46.0
25.908000 34.40 26.94 0.2 19.9 25.60 60.0 23.06 50.0
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100
90 150.000 kHz 591.000 kHz 694.500 kHz
61.647 dBy 44.846 dBy 41211 dBy
80
70

FCC Part 15 Class B Voltage on Mains QP
|

Level in dBu
N
e

301
20T
10T
oT 1.099500 MHz 14.176500 MHz 26.650500 MHz
T 41.413 dBu 37:329-dBu 39.925 dBp
-10T
; ; —t—+——— ; ; LI p e ; i
150k 300 400500 800 1M 2M 3M 4M5M 6 8 10M 20M  30M
Frequency in Hz
(Plot B: N Phase)
Frequency QuasiPeak | CAverage | Cabel Loss Corr. Margin - Limit - Margin - Limit - AV
(MHz) (dB uV) (dB V) (dB) (dB) QPK QPK AV (dB V)
0.150000 57.42 42.60 0.1 20.1 8.58 66.0 13.40 56.0
0.591000 40.19 33.03 0.1 20.1 15.81 56.0 12.97 46.0
0.694500 37.26 26.16 0.1 20.6 18.74 56.0 19.84 46.0
1.099500 35.05 28.48 0.1 20.4 20.95 56.0 17.52 46.0
14.176500 31.61 26.37 0.2 19.9 28.39 60.0 23.63 50.0
26.650500 36.80 29.93 0.2 19.9 23.20 60.0 20.07 50.0

Test Result: PASS
Note: Correction factor=Cabel loss+ attenuation factor
attenuation factor=10dB
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3. List of measuring equipment
Item Test Equipment Manufacturer Model No. Serial No. Cal Date Due Date
EMI TEST
1 R&S ESIB7 A0501375 2019.07.30 2020.07.29
RECEIVER
2 Power Meter R&S NRP-z31 102872 2019.05.05 2020.05.04
3 TURNTABLE ETS 2088 2149 N/A N/A
4 ANTENNA MAST ETS 2075 2346 N/A N/A
5 EMI TEST Software R&S ESK1 N/A N/A N/A
Horn antenna
6 AR AT4002A 305753 2017.11.10 2020.11.09
(18GHz~26.5GHz)
80RF1000-25
7 Amplifer MILMEGA 0 A140901925 2017.10.09 2020.10.08
8 JS amplifer AR 2551G4AM1 A0304248 2017.10.09 2020.10.08
Compliance
9 High pass filter Direction BSU-6 34202 2019.11.10 2020.11.09
systems
10 Horn Antenna AR AT4002A 305753 2017.07.12 2020.07.11
11 Horn Antenna AR AT4510 325306 2018.07.14 2020.07.13
ULTRA-BROADBA
12 R&S HL562 A0304224 2017.07.14 2020.07.13
ND ANTENNA
Passive Loop
13 R&S HFH2-z2 100047 2019.04.26 2022.04.25
Antenna
Temperature Dongguan gaoda
14 ) GD-7005-100 | 130130101 2020.03.21 2021.03.20
chamber instrument CO.LTD
15 Spectrum Analyzer KEYSIGHT N9030A A160702554 2019.06.05 2020.06.04
16 Power Supply R&S NGMO1 101037 2019.08.03 2020.08.02
EMI TEST
17 KEYSIGHT ESIB26 A0304218 2019.05.20 2020.05.19
RECEIVER
18 LISN R&S ESH2-75 A0304221 2019.04.30 2020.04.29
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Appendix A

Peak Output Power
Test Result and Data

Data Rate Test Frequency Power(dBm) Limit(dBm) Result

2402 -4.166 Pass

1Mbps 2440 -4.853 30 Pass

2480 -5.805 Pass

2402 -4.280 Pass

2Mbps 2440 -4.998 30 Pass

2480 -5.987 Pass

Data Rate 1Mbps

Output Power: 2402MHz Output Power: 2440MHz

[ Coyrgt Spactrum Anidgrer - Srept 34

Center Freq 2.402000000 AV Type: Log-Far enter Frag 2.440 0 AvD Type: Log-Far
e Trig: Free Run e Trig: Fres Run
Atien: 3 3B sAtien: 30 o6

Ref Offget 10.6 43 Reef Offget 10.5 03
Rel 20.00 dBm 4 i Refl 20.00 dBm

Center Freq
| 2440000000 GHz

Center 2.402000 GHz iz Center 2.440000 GHz Epan 10.00 MHz |Loa
#Res BW 3.0 MHz #VBW 2.0 MHz Sweep 1.000 ms (1001 pts) iRes BW 3.0 MHz #VEBW 2.0 MHz Sweep 1.000 ms (1001 pts)

Output Power: 2480MHz

[ Coyrgt Spactrum Anidgrer - Srept 34

Contor Frag 2480000000 GHz e
FHR: Fast Ly
Fessio 5
Reof COffpet 10.5 62
Ref 20.00 dBm

Center 2420000 GHz Span 10,00 MHz |
sRes BW 3.0 MHz #VEW 8.0 MHz Sweep 1.000 ms (1001 pts)
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Data Rate 2Mbps

Output Power: 2402MHz

Output Power: 2440MHz

[ Gy Spcirom Ao - St 0 SR

Center Frag 2402000000 GHz : Avg Type: Log-Far
et oy Trig: Free Run
1PGulecLow _ SATM: 30 38

Reof Offpet 10.5 63
Ref 20,00 dBm

Center 2.402000 GHz Epan 10.00 MHz i3
#Res BW 3.0 MHz #VBW 2.0 MHz Sweep 1.000 ms (1001 pts)

= Coyrgt spactremm knidres - Suegt 34

Center Frag 2.440000000 GHz AV Type: Log-Far
¥

" Tast oy Trig: Froe Rus
Wil 0w BADen: 30 38

ot 105 03
.00 dBm

Center 2.440000 GHz
iRes BW 3.0 MHz

Center Freq
| 2440000000 GHz

Span 10.00 MHz |5
#VEW 8.0 MHz Sweep 1.000 ms (1001 pts)

Output Power: 2480MHz

[ Coyrgt Spactrum Anidgrer - Srept 34 .

Center Fraq 2480000000 GHz : Avg Type: Log-Far
et oy Trig: Free Run
1PGulrLow _ SAT: 30 38

Ref Offat 10.5 a3
Ref 20.00 dBm

Center Freq|

Center 2.420000 GHz Epan 10.00 MHz jiS
iRes BW 3.0 MHz #VBW 2.0 MHz Sweep 1.000 ms (1001 pts)|
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Power Spectral Density
Test Result and Data

Data Rate Test Frequency PSD(dBm/3KHz) | Limit(dBm/3KHz) Result
2402 -19.078 Pass
1Mbps 2440 -19.621 8 Pass
2480 -20.828 Pass
2402 -21.814 Pass
2Mbps 2440 -22.734 8 Pass
2480 -23.701 Pass

Data Rate 1Mbps

Power spectral density: 2402MHz

Power spectral density: 2440MHz

[ Coyrgt Spactrum Anidgrer - Srept 34 s

Center Froq 2102000000 GHz
e

Auto Tune,
Ref Cifpet 105 o2
Ref 20.00 dBm

Center Freq

| 240200000 GHz

—

StartFreq
| zaasnan he

Center 24020000 GHz
#Res BW 3.0 kHz

#VEW 10 kHz Sweep 2.783 ms (8350 pts)

= Coyrgt spactremm knidres - Suegt 34 s

Center Frag 2.440000000 GHz
PR W
(Feaaim] o
Fiof Offcet 10.5 43
Ref 20.00 dBm
Center Freq|
| 2440000000 GHz

Epan 1.074 MHz |
Sweep 2783 me (8350 pis)

[Center 24400000 GHz
iRes BW 3.0 kHz

#VBW 10 kHz

Power spectral density: 2480MHz

Center Freq 2.180000000

Center Freq|
| 2480000000 GHz

Epan 1.070 MHz |
Sweep 2.783 ms (8350 pts)

[Center 24800000 GHz
iRes BW 3.0 kHz

#VBW 10 kHz
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Data Rate 2Mbps

Power spectral density: 2402MHz

Power spectral density: 2440MHz

S T ipeae e T L

Freq 2102000000 GHz AvD Type: Log-Far

Contar Frag 2102000000 GHz RS - Hng iy
IF Caion | o BADen: 30 3B

Ref Offget 10.6 43
Rel 20.00 dBm

Center 2.4020000 GHz Span 1.734 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 4.453 ms (8350 pts)

[ Ceyrigat Spectrom Anstyres - gt 5

Center Freq 2.440000000 GHz ) AV Type: Log-Far

Wige me= Trig: Free Rua AvgiHcld: 100400
\Faiarlow ___ BAen: 30 a8

Reef Offcot 10.5 03 Mkr1
Ref 20.00 dBm

2.4400000 GHz Span 1.729 MHz

#VEW 10 kHz Sweep 4.453 ms (2350 pts)

Power spectral density: 2480MHz

[ Ceyrigat Spectrom Anstyrer - Surept 55

Freq 2180000000 GHz AvD Type: Log-Far
Contar Frag 2180000000 GHz SRS - Hng iy
1F Caion | o BADen: 30 9B

Ref Offget 10.6 43
Rel 20.00 dBm

‘Center 24800000 GHz Span 1.709 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 3.806 ms (8350 pts)|

CCIC-SET/ TRF:IRF(2019-05-23)

Page 31 of 39




N

Report No.: SET2020-03288

6dB BandWidth
Test Result and Data

Data Rate Test Frequency 6dB(?ccupy Min Limit(kHz) Result
Bandwidth(Khz)
2402 724.692 Pass
1Mbps 2440 716.057 500 Pass
2480 713.369 Pass
2402 1156.202 Pass
2Mbps 2440 1152.532 500 Pass
2480 1139.451 Pass

Data Rate 1Mbps

6dB Bandwidth: 2402MHz

6dB Bandwidth: 2440MHz

[ Ceyrigat Spactrom Anstyrer - Dicupeed BV

ter Fraq 2.402000000 GHz Canter Freq: LA0O00 GHz Kadio $ta: Nare
Center Freq 2.402000000 GH . ‘AvgHield: 10D

SAten: 30 3B

Ref Offsot 106 4B
Ref 20,00 dBm

iCenter 2402 GHz
#Res BW 100 kHz

Span 3 MHz

#VBW 300 kHz Sweep 1.533 ms|

Occuplied Bandwidth Total Power 2.37 dBm
1.1050 MHz
-818 Hz

T24.7 kHz

99.00 %
-6.00 dB

% of OBW Power
x dB

Transmit Fraq Error
x dB Bandwidth

[ Ceyrigat Spactrom Anstyrer - Dicuped B0

Center Fraeq 2.440000000 GH

Ref Offset 105 oB
Ref 20,00 dBm

Center 2.44 CHz
#Res BW 100 kHz
Occupied Bandwidth
1.0731 MHz
-6.124 kHz
T16.1 kHz

Transmit Fraq Error
x dB Bandwidth

Center Freq: 244000000 Griz
Trig: Froe Run AgiHicld: 1310
a8

#VBW 300 kHz

Hadio $ta: Nane

Hadi BTS

Span 3 MHz
Sweep 1.533 ms

Total Power 1.65 dBm

% of OBW Power
x dB

99.00 %
-6.00 dB

6dB Bandwidth: 2480MHz

[ Ceyrigat Spactrom Anstyrer - Dicupsed W

Center Freq: 85000000 Griz Hadic Sta: None

o= Trig: Froe Run AgiHicld: 1310
=Afen: 30 98 Hadic Device: BTS

Ref Offset 106 4B

Ref 20,00 dBm

[Center 248 GHz
#Res BW 100 kHz

Span 3 MHz
#VBW 300 kHz Sweep 1.533 ms|

Total Power 0.66 dEBm

Occupied Bandwidth

1.0726 MHz
<7174 kHz
T13.4 kHz

99.00 %
-6.00 dB

% of OBW Power
x dB

Transmit Fraq Error
x dB Bandwidth
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Data Rate 2Mbps

6dB Bandwidth: 2402MHz

6dB Bandwidth: 2440MHz

o Ceyrig Speirvem Arsiyee - Decupied WY > e

2,402 GHz

#Res BW 100 kHz H#VBW 300 kHz

Occupied Bandwidth Total Power
2.0648 MHz
<218 Hz % of OBW Power
1156 MHz x dB

Transmit Fraq Error
x dB Bandwidth

o Ceyrig Speirvem Arstyeer - Oecupsed B > e

#Res BW 100 kHz

Occupied Bandwidth
2.0640 MHz

Transmit Fraq Error 6 Hz ¥ of OBW Power

x dB Bandwidth

LEATTE A g
Hadio $1a: Nane

Fadio Device: BT5

#VBW 300 kHz

Total Power 1.99 dBm

99.00 %
i MHz x dB

6dB Bandwidth: 2480MHz

[ Ceymigt Soctrumm Ay - ecupeed W0 > T

q 2.480000000 GHz Carew Frea: a‘.mnm:m-:;d o Kadio ta: Nare
% Trig: Free Run g
a8

Gaind ow SAien: 5

#Res BIW 100 kHz

#VBW 300 kHz
Occuplied Bandwidth
2.0687 MHz

-1.413 kHz % of OBW Power
1138 MHz x dB

Total Power 0.88 dBm

Transmit Fraq Error
x dB Bandwidth

99.00 %
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Conducted Band Edges and Spurious Emissions

Test Result and Data
Data Rate 1Mbps

,Plot ,1Transmitter Spurious Emission
: 2402,Reference Level

,Plot ,1Transmitter Spurious Emission
: 2440,Reference Level

[T e r—r—r—
Canar Fraq 2402000000 GHz AV Type: Log-Far

Wt ey Trig: Froe Run
IFtiol ow  BADer: 30 36

Reef Offy.
Ref 20.

Center Freq|
| 2402000000 GHz

Center 2.402000 GHz
#Res BW 100 kHz

Span 3.000 MHz |

#VEW 300 kHz Sweep 2.667 ms (40001 pis)

[ Cryseg Spectiom Amsbgs - ot 34 e
Center Fraq 2.440000000 GHz 3 Avg Type: Log-Far
NG Weoe Lo Trig: Free Run
(FGuarlow  SATe: 30 38
Auto Tune|
Reef Cffet 10.6 3 - -
¢ Refl 20,00 dBm M

Center Freq
| 2440000000 GHz
I

Start Freq)|
243EH00000 Gz

Stop Freq)
2441500000 GHz|

CF Slep
300,000 kHz|

ICenter 2.440000 GHz
fRes BW 100 kHz

Span 3.000 MHz|

#VBW 300 kHz Sweep 2,667 ms (40001 pis)

,Plot ,1Transmitter Spurious Emission
: 2480,Reference Level

,Plot ,2Conducted Emission: 2402
,Band Edge

[T e r—r—r—
Center Fraq 2480000000 GHz : Avg Type: Log-Far
UNG: Wede Lo Trig: Free Run
\Fainlow _ BADen: 3 a8

Center 2.420000 GHz
iRes BW 100 kHz

Span 3.000 MHz|

#VBW 300 kHz Sweep 2.667 ms (40001 pis)

Center Freq 2.356000000 GHz AVD Type: Log-Far
P rast gy Trig: Froe Run

ast
\Fisaior ow SAten: 30 3B

Start 2.30600 GHz

FRes BW 100 kHz? FVBW 300 kH7

; ?.ﬂ; ?:86'“" -] I ! \
z| ¥ !l { +

3 2,390 000 0 GHz | 52 dBm | 1 1 FreqoOffset)
H 2268 1500GHz| 48 I I I okz
s ! !

T

2 Seale Type
10
10 Log Lin

,Plot ,2Conducted Emission: 2440
,Band Edge

,Plot ,2Conducted Emission: 2480
,Band Edge

Center Freq 2.405000000 GHz AV Type: Log-Far
¥

N0 Fast Cp T1iG: Froe Run
IFiadalow _ SADen: 30 58

Center Freq|
2475000000 GHZ

Start Freq|
2310000000 GHz

Start 2.31000 GHz

L Stop 2.50000 GHz
FRes BW 100 kH? )

FVBW 300 kH7 2,667 ms (40001

983 76 GHz |
AD0 D00 90 GHz |
390 000 80 GHz |

2370 391 50 GHz |

2AB3 500 90 GHz |

Bm |
40,56 dBm |

AvD Type: Log-Far

Center Fraq 2.524000000 GHz
P rast gy Trig: Froe Run
1F ol ow BAen: 3 a8

Center Freq|
2524000000 GHz

Start Freq|
2474000000 GHz

Start 2.47400 GHz CF Step
TR FVBW 300 kH7

Soemaan e
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,Plot ,3Transmitter Spurious Emission
: 2402,30MHz~2310MHz

,Plot ,3Transmitter Spurious Emission
2440,30MHz~2310MHz

[ Coyrgt Spactrum Anidgrer - Srept 34

Canar Fraq 1.170000000 GHz AvD Type: Log-Far
Ph:

Fast oy Trig: Froe Run
o] ow

SAten: 30 3B

Ref Offget 10.6 43
Rel 20.00 dBm

Center Freq
1470000000 GHz

Stop 2.310 GHz |

Res BW 100 kHz #VBW 300 kHz Sweep 2.000 ms (40001 pis)

Avg Type: Log-Far
Ref Offot 10.5 02
Ref 20.00 dBm

Center Freq
1470000000 GHz

Stop 2.310 GHz |

#VBW 300 kHz Sweep 2.000 ms (40001 pis)

,Plot ,3Transmitter Spurious Emission
: 2480,30MHz~2310MHz

,Plot ,4Transmitter Spurious Emission
2402,2500MHz~10000MHz

[T e r—r—r—
Center Frag 1.170000000 GHz : Avg Type: Log-Far
tat o Trig: Fr
(i 0w EATIer:
Ref Offget 10.6 43
Ref 20.00 dBm

Center Freq
1470000000 GHz

Start 0.030 GHz
WRes BW 100 kHz

Stop 2.310 GHz |

#VBW 300 kHz Sweep 2.000 ms (40001 pis)

[ Cryseg Spectiom Amsbgs - ot 34

Center Fraq 6.250000000 GHz AvD Type: Log-Far
i B e

Reef Cffet 10.6 3

Refl 20,00 dBm

Center Freg)|
| 6:250000000 GHz
I
| StartFreg|

2.500000000 GHz,
I
| StopFieq

10000000000 GHz

Stop 10.000 GHz |
Sweep 26.67 me (40001 ps)

Start 2.500 GHz

@Res BW 100 kHz #VBW 300 kHz

,Plot ,4Transmitter Spurious Emission
2440,2500MHz~10000MHz

,Plot ,4Transmitter Spurious Emission
2480,2500MHz~10000MHz

[ Coyrgt Spactrum Anidgrer - Srept 34

Center Fraq 6.250000000 GHz

AvD Ty Log-Far

Ref Offget 10.6 43
Rel 20.00 dBm

Center Freg)|
| 6:250000000 GHz
I
| StartFreg|
2.500000000 GHz,
I
| StopFieq

Stop 10.000 GHz |
Sweep 26.67 ms (40001 pls)

WRes BW 100 kHz #VBW 300 kHz

= Coyrgt spactrem msbgier- St 34

Canar Fraq §.250000000 GHz AvD Type: Log-Far

Reef Cffet 10.6 3
Ref 20.00 dBm

Center Freg)|
| 6:250000000 GHz
I
| StartFreg|
2.500000000 GHz,
I
| StopFieq

Stop 10.000 GHz |
Sweep 26.67 me (40001 ps)

#VBW 300 kHz
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,Plot ,5Transmitter Spurious Emission
2402,10000MHz~25000MHz

,Plot ,5Transmitter Spurious Emission
2440,10000MHz~25000MHz

A Type: Log-Far
W Trig: Froe Rus

t10.6 43
00 dBm

[Btart 10.000 GHz
iRes BW 100 kHz #VBW 300 kHz

[ Cryseg Spectiom Amsbgs - ot 34 5t

Center Frag 17.500000000 GHz 3 Avg Type: Log-Far
st o Trg: Froe Run
\Faiol ow _ BAen: 30 a8

Ref OfFset 10.5 63
Refl 20,00 dBm

{Btart 10.000 GHz
fRes BW 100 kHz #VBW 300 kHz

,Plot ,5Transmitter Spurious Emission
2480,10000MHz~25000MHz

AvD Ty Log-Far

Ref Offat 10.5 a3
Ref 20.00 dBm

[Btart 10.000 GHz
iRes BW 100 kHz #VBW 300 kHz
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Data Rate 2Mbps

,Plot ,1Transmitter Spurious Emission
: 2402,Referecy Level

,Plot ,1Transmitter Spurious Emission
: 2440,Referecy Level

AvD Ty Log-Far

000000 GHz
3

: Wede.
1Pt ow

Ref Offget 10.6 43
Rel 20.00 dBm

Center 2.402000 GHz
#Res BW 100 kHz

Span 3.000 MHz |

#VBW 300 kHz 667 me (40001 pis)

Teysaght Spactium Ansbgrer - Jurept 34
g 2.440000000 GHz AV Type: Log-Far
FR: Wide Ly

\Fizsion] ow

Reef Céfuet 10.6 03
Refl 20.00 dBm

Center Freq
| 2440000000 GHz

Center 2.440000 GHz
iRes BW 100 kHz

Span 3.000 M

#VBW 300 kHz 667 me (40001 pis

,Plot ,1Transmitter Spurious Emission
: 2480,Referecy Level

,Plot ,2Conducted Emission:
,Band Edge

Avg Type: Log-Far
Trig: Froe Run
Atien: 30 B

g 2480000000 GHz
B0 Wede L
\Fizsion] ow

Ref Offat 10.5 a3
Ref 20.00 dBm

Center Freq|
| 2480000000 GHz

Center 2.420000 GHz
iRes BW 100 kHz

Span 3.000 MHz|
#VEW 300 kHz Sweep 2.667 ms (40001 pis)

AvD Type: Log-Far

Trig: Froe Run

: Fast Lyt
\Fisaior ow SAten: 30 3B

R a8

Ref 70.00 dBm

Center Freq|
2.356000000 GHz
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