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3.9 Recording

3.10 Help

4G

Help

Accessories Wi-Fi SettingsAlarm Set

Home Help
4G

Arming Delay

Call/SMS

Alarm DurationAlarm Delay Defense timer

Alarm Set4G

Help

Accessories Wi-Fi SettingsAlarm Set

Home

Delete

on alarm

Time Set

scenarios.

Scan the code to obtain the user manual
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IV. Dialing and SMS Push Features

4.1 Manual Dialing Feature

Disarm  10:45:20

10:45:20

Home

4G

Away

Disarm

SOS
2026-05-27·Thursday

Sunny

75%

4G

Contact Dial *

135********

Friendly reminder: This feature is only available when a 4G SIM card is 

Basic Rules

• A single SMS must not exceed 160 characters.
• This feature is only available when the device has a built-in 4G SIM card.

Dialer Remote Control

Dial Key
1
2
3
4

Operations
Dial 1
Dial 2
Dial 3
Dial 4

Instructions

Enable Live Audio Monitoring
Enable Two-Way Audio
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4.4 System Mode Switching

Features

Features

43

51

90

38

*6666*43*

2001*

*6666*38*1234*

*6666*39*8888*

1

2

3

4

Command 
Word

Command 
Word

Arm Away

Arm Stay

Emergency

System Disarm

Set Alarm 

Set the 

Change User 

Change the 
Administrator 39

SMS Switch*

Disable).

administrator password; 

and so on.

with commas. The last segment 

password

Set the administrator password 

original administrator password

parameters except accessories

Example

Example

15
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62

90

51

*6666*62*

*6666*90*

*6666*51*

Set the Host 6666@MyHost
administrator password is 6666.

4.5 Set the Host Name

4.6 Status Query Command

33

46

*6666*33*

*6666*46*

*6666*26*26

Command 
Word

System 
Information 
Inquiry

Settings

Emergency 

Settings

Settings

Accessories 
Count

Features

Features

Example

Example

the administrator password.

The command code 51 represents Group 1. 

6666 is the administrator password.

password.
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5.1 Alarm Control Panel

V. Product Installation, Operation, and Maintenance

(1) Mounting

2.Align the holes 

panel with the 

mount it.

Screws x 2 Drill holes ø5mm × 25.3mm 
deep (all wall plugs are the 

drive the screws fully into the 

level.

and Wi-Fi router.

(2)  Installation Notes

shield the signal and cause communication faults.

171717171717171717
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Battery Replacement

Align the triangular 

5.2 Door Magnetic Sensor
The Door Contact Sensor monitors door and window open/closed status in 

Magnet

Transmitter

Indicator Light

(2) Installation

magnet (smaller part) on the frame.

greater than 15 mm (0.6 in). A larger gap can cause detection to fail.

compartment.

correct polarity.
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5.3 Infrared Detector

Compartment

110°

8-12m

110°

8-12m

Indicator Light

Detection 
Window

Mounting 

(2) Installation Steps
Mounting location: 

snap it into place to complete the installation.

pet immunity.

Screws × 2

19191919191919
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Battery Replacement

same type (2 x AAA batteries).

5.4 Remote Control

AAA battery

Indicator Light

(2) Battery Replacement

202020202020
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5.5 RFID

5.6  Wired Alarm

Screws × 2

(1) Appearance Diagram

Mounting Hole

Sensing Area

you immediately when there is an alarm.

(1) Appearance Diagram

Screw Holes

(2) Installation Steps

wall with screws.
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5.7 Wireless Doorbell Button

5.8 Water Leak Sensor

and notify the user of the alert via the alarm host.

Scan for full 
instructions

(1) Appearance Diagram

(1) Appearance Diagram

the panel plays a door chime to remind people inside.

Transmit button

Indicator Light

Indicator Light

(2) Battery Replacement 

22222222
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5.9 Emergency Button

(2 x AAA batteries).

properly.

Simply place it directly on the surface to be monitored.

Align with the latch
Then install

(1) Appearance Diagram

Indicator Light

Call button

Lanyard

(2) Battery Replacement 

2323
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5.10  Repeater

(1) Appearance Diagram

(2) Using a Repeater

switch between them.
1) Auto mode: 
2)  Pairing mode: 

(3) Installation

into a wall outlet (mains). The green LED lights up when power is OK.

2424
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VI. Troubleshooting

alert is reported. 

battery has enough charge.

gap is no more than 15 mm. Then open and close the door/window to test 
the trigger.

case.

and pair again.

25



26

about 12 hours on a full charge in standby

extend the wireless signal.
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Safety and Compliance
IMPORTANT - READ BEFORE USE

WARNING: BUTTON CELL BATTERIES
Keep batteries out of reach of children. Swallowing a button cell can cause 

batteries promptly and dispose of them according to local rules.

CAUTION: SIREN SOUND LEVEL

Installation and environment

in damp areas such as bathrooms. Keep the SIM card and small parts away 

Disposal (WEEE)

collection point for recycling electrical and electronic equipment.

Radio equipment

the general public radio frequency exposure limits.

EU declaration of conformity

37
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2715.19 Labelling requirements.
This device complies with part 15 of the FCC Rules. Operation is subject to the 
following two conditions:(1) This device may not cause harmful interference, 
and (2) this device must accept any interference received, including interference 
that may cause undesired operation. 

15.21 Information to user.
Any Changes or modifications not expressly approved by the party responsible 
for compliance could void the user's authority to operate the equipment. 

15.105 Information to the user.
Note: This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instruc-
tions, may cause harmful interference to radio communications. However, there 
is no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following 
measures: 
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which 
the receiver is
connected. -Consult the dealer or an experienced radio/TV technician for help. 

RF warning for Portable device:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 
environment. This equipment should be installed and operated with minimum distance 20cm 
between the radiator & your body. 
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