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Annex B: Measurement Results

Tested Model : X6843B  

Report Number: 
WSCT-A2LA-R&E260800068A-SAR



.  

Measurement Report for Device, TILT, GSM 850, Channel 251 (848.800MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

GSM 850 848.800, 
251 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) - 
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22 DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.953 0.993 
psSAR10g [W/kg] 0.603 0.571 
Power Drift [dB] -0.02 -0.01 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 74.3 
Dist 3dB Peak [mm] 9.6 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, GSM 850, Channel 251 (848.800MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

GSM 850 848.800, 
251 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) - 
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22 DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.147 0.144 
psSAR10g [W/kg] 0.096 0.090 
Power Drift [dB] 0.01 -0.00 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 84.4 
Dist 3dB Peak [mm] 13.5 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, PCS 1900, Channel 512 (1850.200MHz)

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

PCS 1900 1850.200, 
512 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) - 
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.390 0.535 
psSAR10g [W/kg] 0.184 0.231 
Power Drift [dB] -0.02 0.01 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 84.4 
Dist 3dB Peak [mm] 4.9 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, EDGE TOP, PCS 1900,  Channel 512 (1850.200MHz)

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

EDGE TOP,  
10.00  

PCS 1900 1850.200, 
512 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) - 
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22 DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 120.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 8.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.352 0.372 
psSAR10g [W/kg] 0.176 0.185 
Power Drift [dB] -0.01 -0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 84.7 
Dist 3dB Peak [mm] 8.4 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 2, Channel 9538 (1907.600MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 2 1907.600, 
9538 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.377 0.844 
psSAR10g [W/kg] 0.177 0.335 
Power Drift [dB] -0.08 2.87 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 83.2 
Dist 3dB Peak [mm] 5.2 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 2, Channel 9538 (1907.600MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 2 1907.600, 
9538 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.303 0.330 
psSAR10g [W/kg] 0.155 0.166 
Power Drift [dB] -0.21 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 85.6 
Dist 3dB Peak [mm] 8.5 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 4,  Channel 1513 (1752.600MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 4 1752.600, 
1513 

7.93 1.33 42.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-24 2026-08-24 
psSAR1g [W/kg] 0.288 0.459 
psSAR10g [W/kg] 0.151 0.202 
Power Drift [dB] 0.00 4.06 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 80.2 
Dist 3dB Peak [mm] 4.6 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, EDGE TOP, Band 4, Channel 1513 (1752.600MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

EDGE TOP,  
10.00  

Band 4 1752.600, 
1513 

7.93 1.33 42.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22 DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 120.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 8.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-24 2026-08-24 
psSAR1g [W/kg] 0.602 0.635 
psSAR10g [W/kg] 0.295 0.306 
Power Drift [dB] 0.04 -0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 82.4 
Dist 3dB Peak [mm] 8.4 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 5,Channel 4132 (826.400MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 5 826.400, 
4132 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.732 0.790 
psSAR10g [W/kg] 0.461 0.439 
Power Drift [dB] -0.00 -0.00 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 68.4 
Dist 3dB Peak [mm] 6.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 5,  Channel 4132 (826.400MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 5 826.400, 
4132 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.313 0.319 
psSAR10g [W/kg] 0.209 0.197 
Power Drift [dB] -0.04 -0.03 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 84.1 
Dist 3dB Peak [mm] 13.5 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 2,  Channel 18900 (1880.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 2 1880.000, 
18900 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.414 0.602 
psSAR10g [W/kg] 0.239 0.303 
Power Drift [dB] 0.05 0.03 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 86.4 
Dist 3dB Peak [mm] 8.5 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 2,  Channel 18900 (1880.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 2 1880.000, 
18900 

7.68 1.42 41.7 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-26 2026-08-26 
psSAR1g [W/kg] 0.364 0.406 
psSAR10g [W/kg] 0.192 0.207 
Power Drift [dB] 0.03 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 85.6 
Dist 3dB Peak [mm] 8.8 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, CHEEK, Band 4, Channel 20175 (1732.500MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

CHEEK,  
0.00  

Band 4 1732.500, 
20175 

7.93 1.33 42.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-24 2026-08-24 
psSAR1g [W/kg] 0.322 0.431 
psSAR10g [W/kg] 0.175 0.226 
Power Drift [dB] -0.09 -0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 87.6 
Dist 3dB Peak [mm] 8.5 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 4,  Channel 20175 (1732.500MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 4 1732.500, 
20175 

7.93 1.33 42.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-24 2026-08-24 
psSAR1g [W/kg] 0.380 0.413 
psSAR10g [W/kg] 0.215 0.223 
Power Drift [dB] -0.05 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 85.3 
Dist 3dB Peak [mm] 9.7 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, CHEEK, Band 5,  Channel 20450 (829.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

CHEEK,  
0.00  

Band 5 829.000, 
20450 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.558 0.562 
psSAR10g [W/kg] 0.369 0.377 
Power Drift [dB] 0.03 -0.04 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 79.4 
Dist 3dB Peak [mm] 9.7 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 5,  Channel 20450(829.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 5 829.000, 
20450 

9.41 0.914 43.6 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 210.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 15.0 x 15.0 6.0 x 6.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection All points All points 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-20 2026-08-20 
psSAR1g [W/kg] 0.296 0.295 
psSAR10g [W/kg] 0.194 0.184 
Power Drift [dB] -0.00 -0.00 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 82.5 
Dist 3dB Peak [mm] 13.7 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 7,  Channel 21400 (2565.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 7 2565.000, 
21400 

7.26 1.89 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-31 2026-08-31 
psSAR1g [W/kg] 0.785 0.755 
psSAR10g [W/kg] 0.325 0.314 
Power Drift [dB] -0.00 0.00 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 76.2 
Dist 3dB Peak [mm] 6.7 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 7, Channel 21400 (2565.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 7 2565.000, 
21400 

7.26 1.89 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-31 2026-08-31 
psSAR1g [W/kg] 0.317 0.325 
psSAR10g [W/kg] 0.149 0.146 
Power Drift [dB] -0.05 -0.08 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 81.6 
Dist 3dB Peak [mm] 8.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 38,  Channel 38000 (2595.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 38 2595.000, 
38000 

7.26 1.94 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-02 2026-09-02 
psSAR1g [W/kg] 0.854 0.825 
psSAR10g [W/kg] 0.362 0.355 
Power Drift [dB] 0.00 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 74.9 
Dist 3dB Peak [mm] 7.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 38, Channel 38000 (2595.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 38 2595.000, 
38000 

7.26 1.94 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-02 2026-09-02 
psSAR1g [W/kg] 0.401 0.409 
psSAR10g [W/kg] 0.190 0.186 
Power Drift [dB] -0.40 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 73.2 
Dist 3dB Peak [mm] 8.3 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, Band 41,  Channel 40620 (2593.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

RightHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

Band 41 2593.000, 
40620 

7.26 1.94 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-02 2026-09-02 
psSAR1g [W/kg] 0.849 0.776 
psSAR10g [W/kg] 0.359 0.334 
Power Drift [dB] -0.15 -0.00 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 75.2 
Dist 3dB Peak [mm] 7.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, Band 41, Channel 40620 (2593.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

Band 41 2593.000, 
40620 

7.26 1.94 40.8 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-02 2026-09-02 
psSAR1g [W/kg] 0.363 0.384 
psSAR10g [W/kg] 0.172 0.173 
Power Drift [dB] -0.05 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 81.1 
Dist 3dB Peak [mm] 8.6 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, 2.4 GHz,  Channel 11 (2462.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

2.4 GHz 2462.000, 
11 

7.11 1.81 41.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-28 2026-08-28 
psSAR1g [W/kg] 0.216 0.238 
psSAR10g [W/kg] 0.10 0.106 
Power Drift [dB] -0.15 -0.01 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 80.8 
Dist 3dB Peak [mm] 6.9 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, 2.4 GHz,  Channel 11 (2462.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

2.4 GHz 2462.000, 
11 

7.11 1.81 41.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-28 2026-08-28 
psSAR1g [W/kg] 0.084 0.081 
psSAR10g [W/kg] 0.039 0.038 
Power Drift [dB] -0.15 -0.39 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 78.4 
Dist 3dB Peak [mm] 10.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, ISM 2.4 GHz Band,  Channel 39 (2441.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

ISM 2.4 
GHz Band 

2441.000, 
39 

7.11 1.82 41.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-28 2026-08-28 
psSAR1g [W/kg] 0.161 0.176 
psSAR10g [W/kg] 0.074 0.077 
Power Drift [dB] -1.07 0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 80.0 
Dist 3dB Peak [mm] 6.4 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, BACK, ISM 2.4 GHz Band,  Channel 39 (2441.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

BACK,  
10.00  

ISM 2.4 
GHz Band 

2441.000, 
39 

7.11 1.82 41.0 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216 

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 30.0 x 30.0 x 30.0 
Grid Steps [mm] 10.0 x 10.0 5.0 x 5.0 x 1.5 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.5 
MAIA Y Y 
Surface Detection All points All points 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-08-28 2026-08-28 
psSAR1g [W/kg] 0.035 0.034 
psSAR10g [W/kg] 0.017 0.015 
Power Drift [dB] -0.31 0.15 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 78.8 
Dist 3dB Peak [mm] 10.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, U-NII 1 / 2A,  Channel 38 (5190.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

U-NII 1 / 2A 5190.000, 
38 

5.48 4.51 36.4 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 10.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-05 2026-09-05 
psSAR1g [W/kg] 0.108 0.115 
psSAR10g [W/kg] 0.028 0.027 
Power Drift [dB] -0.24 -0.26 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 59.1 
Dist 3dB Peak [mm] 5.4 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, EDGE TOP, U-NII 1 / 2A, Channel 38 (5190.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

EDGE TOP,  
10.00  

U-NII 1 / 2A 5190.000, 
38 

5.48 4.51 36.4 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 120.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 8.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-05 2026-09-05 
psSAR1g [W/kg] 0.064 0.068 
psSAR10g [W/kg] 0.022 0.021 
Power Drift [dB] 0.38 -0.02 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 59.6 
Dist 3dB Peak [mm] 7.3 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, U-NII 1 / 2A,  Channel 52 (5260.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

U-NII 1 / 2A 5260.000, 
52 

5.29 4.68 36.1 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 10.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-05 2026-09-05 
psSAR1g [W/kg] 0.205 0.221 
psSAR10g [W/kg] 0.056 0.052 
Power Drift [dB] 0.17 0.15 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 62.7 
Dist 3dB Peak [mm] 4.9 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, EDGE TOP, U-NII 1 / 2A,  Channel 52 (5260.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

EDGE TOP,  
10.00  

U-NII 1 / 2A 5260.000, 
52 

5.29 4.68 36.1 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 120.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 8.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-05 2026-09-0 
psSAR1g [W/kg] 0.134 0.144 
psSAR10g [W/kg] 0.048 0.049 
Power Drift [dB] 0.11 0.31 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 64.5 
Dist 3dB Peak [mm] 8.1 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, U-NII 2C,Channel 140 (5700.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

U-NII 2C 5700.000, 
140 

5.03 5.11 35.4 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 10.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-06 2026-09-06 
psSAR1g [W/kg] 0.387 0.423 
psSAR10g [W/kg] 0.105 0.116 
Power Drift [dB] -0.20 -0.07 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 56.7 
Dist 3dB Peak [mm] 4.4 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, EDGE TOP, U-NII 2C,  Channel 140 (5700.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

Flat,  
Head Simulating 
Liquid 

EDGE TOP,  
10.00  

U-NII 2C 5700.000, 
140 

5.03 5.11 35.4 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 48.0 x 120.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 8.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA Y Y 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-06 2026-09-06 
psSAR1g [W/kg] 0.177 0.185 
psSAR10g [W/kg] 0.067 0.066 
Power Drift [dB] 0.23 0.10 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 56.2 
Dist 3dB Peak [mm] 9.0 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 



.  

Measurement Report for Device, TILT, U-NII 3,  Channel 149 (5745.000MHz) 

Device under Test Properties 

Model, Manufacturer Dimensions [mm] IMEI DUT Type 

  Device,  Phone  

Exposure Conditions 

Phantom Section, 
TSL 

Position, Test 
Distance [mm] 

Band Group, 
UID 

Frequency [MHz], 
Channel Number 

Conversion Factor TSL Conductivity 
[S/m] 

TSL Permittivity 

LeftHead,  
Head Simulating 
Liquid 

TILT,  
0.00  

U-NII 3 5745.000, 
149 

4.95 5.17 35.4 

Hardware Setup 

Phantom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date 

Twin-SAM V8.0 (30deg probe tilt) -  
2216

HBBL-600-10000  Charge:xxxx,  EX3DV4 - SN7960, 2025-10-22  DAE4ip Sn1925, 2025-10-15 

Scan Setup 
Area Scan Zoom Scan 

Grid Extents [mm] 120.0 x 200.0 22.0 x 22.0 x 22.0 
Grid Steps [mm] 10.0 x 10.0 4.0 x 4.0 x 1.4 
Sensor Surface [mm] 3.0 1.4 
Graded Grid N/A Yes 
Grading Ratio N/A 1.4 
MAIA N/A N/A 
Surface Detection VMS + 6p VMS + 6p 
Scan Method Measured Measured 

Measurement Results 
Area Scan Zoom Scan 

Date 2026-09-07 2026-09-07 
psSAR1g [W/kg] 0.317 0.333 
psSAR10g [W/kg] 0.087 0.094 
Power Drift [dB] -0.06 0.15 
Power Scaling Disabled Disabled 
Scaling Factor [dB] 
TSL Correction No correction No correction 
M2/M1 [%] 56.6 
Dist 3dB Peak [mm] 4.7 

Warning(s) / Error(s) 

Details Area Scan Zoom Scan 

Warning(s) 
Error(s) 




