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SAR -- TEST REPORT

Test Report No. : LCSA051923183EC June 20, 2023
Type / Model.............ccu....... : EF1040
EUT..cooiiieeeeeee, . Creative Zen Hybrid Pro
Applicant.........ceeeverescnercsnnns : Creative Labs Pte. Ltd.
Address......coooeeveieiiiiiiene : 31 International Business Park #03-01, Singapore 609921
Telephone..........cccovveevveennenn. 2/
FaX. .o :/
Manufacturer.........cceeueeueeee : Creative Labs Pte. Ltd.
Address......cooeeeenieneneenen, : 31 International Business Park #03-01, Singapore 609921
Telephone..........ccccvveevveennenn. 2/
FaX. oo :/
2 T3 11 o) 28 2/
Address......coooeeiiiniiiiiiene 2/
Telephone.........ccoveeevveeennnn. 2/
Fax .o, K
Test Result Positive

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test laboratory.
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1.TEST STANDARDS AND TEST DESCRIPTION

1.1. Test Standards

IEEE Std C95.1, 2005:IEEE Standard for Safety Levels with Respect to Human Exposure to Radio Frequency
Electromagnetic Fields, 3 KHz to 300 GHz.It specifies the maximum exposure limit of 1.6 W/kg as averaged over
any 1 gram of tissue for portable devices being used within 20 cm of the user in the uncontrolled environment.
IEC-IEEE 62209-1528-2020: Measurement procedure for the assessment of specific absorption rate of human
exposure to radio frequency fields from hand-held and body-mounted wireless communication devices —Part
1528: Human models, instrumentation, and procedures(Frequency range of 4 MHz to 10 GHz)

FCC Part 2.1093:Radiofrequency Radiation Exposure Evaluation:Portable Devices

KDB447498 D01 General RF Exposure Guidance : Mobile and Portable Device RF Exposure Procedures and
Equipment Authorization Policies

KDB865664 D01 SAR Measurement 100 MHz to 6 GHz :SAR Measurement Requirements for 100 MHz to 6 GHz
KDB865664 D02 RF Exposure Reporting: RF Exposure Compliance Reporting and Documentation
Considerations

KDB 616217 D04 SAR for laptop and tablets v01r02: SAR Evaluation procedures for umpc mini-tablet devices
KDB248227 D01 802.11 Wi-Fi SAR: SAR GUIDANCE FOR IEEE 802.11 (Wi-Fi) TRANSMITTERS

1.2. Test Description

The EUT battery must be fully charged and checked periodically during the test to ascertain uniform power .
And Test device is identical prototype.

1.3. General Remarks

Date of receipt of test sample . | June 07, 2023
Testing commenced on . | June 07, 2023
Testing concluded on . | June 07, 2023

1.4. Product Description

The Creative Labs Pte. Ltd.’s Model:EF1040 or the “EUT” as referred to in this report; more general
information as follows,for more details, refer to the user’'s manual of the EUT.
General Description

Product Name: Creative Zen Hybrid Pro
Model/Type reference: EF1040
Listed Model No.: /
Hardware Version: V 0.5
Software Version: V12
) Input: 5V=1A
Power supply: DC 3.7V by Li-ion Battery(850mAh)

The EUT is Creative Zen Hybrid Pro. It is equipped with Bluetooth, For more information see the following
datasheet.

Technical Characteristics

Bluetooth

Bluetooth Version: V5.3

Modulation: GFSK, 1m/4-DQPSK, 8-DPSK for Bluetooth V5.3(DSS)
GFSK for Bluetooth V5.3(DTS)

Operation frequency: 2402MHz~2480MHz

Channel number: 79 channels for Bluetooth V5.3(DSS)
40 channels for Bluetooth V5.3(DTS)

Channel separation: 1MHz for Bluetooth V5.3(DSS)
2MHz for Bluetooth V5.3(DTS)

Antenna Description: PCB Antenna, 0.95dBi(Max.)
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1.5. Statement of Compliance

The maximum of results of SAR found during testing for EF1040 are follows:

<Highest Reported standalone SAR Summary>

Head
Classment Frequency (Report SAR1g (W/kg)
Class Band (Separation Distance
Omm)
DSS BT 0.197

This device is in compliance with Specific Absorption Rate (SAR) for general population/uncontrolled

exposure limits (1.6 W/kg) specified in FCC 47 CFR part 2 (2.1093) and ANSI/IEEE C95.1-2005, and had
been tested in accordance with the measurement methods and procedures specified in IEC-IEEE 62209-1528-
2020.
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2.TEST ENVIRONMENT
2.1. Test Facility

The test facility is recognized, certified, or accredited by the following organizations:
Site Description
Sar Lab. . NVLAP Accreditation Code is 600167-0.
FCC Designation Number is CN5024.
CAB identifier is CNOQO71.
CNAS Registration Number is L4595.
FCC Test Firm Registration Number: 254912,

2.2. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Temperature: 18-25°C
Humidity: 40-65 %
Atmospheric pressure: 950-1050mbar
2.3. SAR Limits
FCC Limit (1g Tissue)
SAR (W/kg)
(General Population / (Occupational /
SAFORLIRS ELITS Uncontrolled Exposure Controlled Exposure
Environment) Environment)
Spatial Average(averaged over the 0.08 04
whole body)
Spatial Peak(averaged over any 1 g of 16 8.0
tissue) ' )
Spatial Peak(hands/wrists/ 40 200
feet/anklesaveraged over 10 g) ' '

Population/Uncontrolled Environments are defined as locations where there is the exposure of individual who
have no knowledge or control of their exposure.

Occupational/Controlled Environments are defined as locations where there is exposure that may be incurred by
people who are aware of the potential for exposure (i.e. as a result of employment or occupation).
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FCC ID: 2AJIV-EF1040

2.4. Equipments Used during the Test

Report No.: LCSA051923183EC

ltem Equipment Manufacturer Model No. Serial No. Cal Date Due Date
1 PC Lenovo G5005 MY42081102 N/A N/A
2 SAR Measurement system SATIMO 4014_01 SAR_4014_01 N/A N/A
3 Signal Generator Agilent E4438C MY49072627 2023-06-09 2024-06-08
4 S-parameter Network Analyzer Agilent 8753ES US38432944 2023-06-09 | 2024-06-08
5 Wideband Radio R&S CMW500 103818-1 2022-10-29 | 2023-10-28
Communication Tester
; SN 25/22
6 E-Field PROBE MVG SSE2 EPGO376 2022-06-29 2023-06-28
SN 07/14 DIP
7 DIPOLE 2450 SATIMO SID 2450 2G450-306 2021-09-29 2024-09-28
COMOSAR OPENCoaxial SN 40/14
8 Probe SATIMO OCPG 68 OCPGE8 2022-10-29 2023-10-28
9 SAR Locator SATIMO VPS51 SN 40/14 VPS51 2022-10-29 2023-10-28
10 Communication Antenna SATIMO ANTA57 SN 39/14 ANTA57 | 2022-10-29 2023-10-28
FEATURE
11 PHONEPOSITIONING SATIMO MSH98 SN 40/14 MSH98 N/A N/A
DEVICE
12 DUMMY PROBE SATIMO DP60 SN 03/14 DP60 N/A N/A
SN 40/14
13 SAM PHANTOM SATIMO SAM117 SAM117 N/A N/A
14 Liquid measurement Kit HP 85033D 3423A03482 N/A N/A
15 Power meter Agilent E4419B MY45104493 2022-10-29 2023-10-28
16 Power meter Agilent E4419B MY45100308 2022-10-29 2023-10-28
17 Power sensor Agilent E9301H MY41495616 2022-10-29 2023-10-28
18 Power sensor Agilent E9301H MY41495234 2022-10-29 2023-10-28
19 Directional Coupler MCLI/USA 4426-20 03746 2023-06-09 2024-06-08

Note:

1) Per KDB865664D01 requirements for dipole calibration, the test laboratory has adopted three year extended
calibration interval. Each measured dipole is expected to evalute with following criteria at least on annual
interval.

a) There is no physical damage on the dipole;

b) System check with specific dipole is within 10% of calibrated values;

c) The most recent return-loss results,measued at least annually,deviates by no more than 20% from the
previous measurement;

d) The most recent measurement of the real or imaginary parts of the impedance, measured at least annually is
within 5Q from the provious measurement.

2) Network analyzer probe calibration against air, distilled water and a shorting block performed before
measuring liquid parameters.

0
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3.SAR MEASUREMENTS SYSTEM CONFIGURATION
3.1. SAR Measurement Set-up

The OPENSAR system for performing compliance tests consist of the following items:
A standard high precision 6-axis robot (KUKA) with controller and software.

KUKA Control Panel (KCP)

A dosimetric probe, i.e., an isotropic E-field probe optimized and calibrated for usage in tissue simulating liquid.
The probe is equipped with a Video Positioning System(VPS).

The stress sensor is composed with mechanical and electronic when the electronic part detects a change on the
electro-mechanical switch,It sends an “Emergency signal” to the robot controller that to stop robot’s moves

A computer operating Windows XP.

OPENSAR software

Remote control with teaches pendant and additional circuitry for robot safety such as warning lamps, etc.
The SAM phantom enabling testing left-hand right-hand and body usage.

The Position device for handheld EUT
Tissue simulating liquid mixed according to the given recipes .

System validation dipoles to validate the proper functioning of the system.

Multimder
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3.2. OPENSAR E-field Probe System

The SAR measurements were conducted with the dosimetric probe EPGO376(manufactured by SATIMO),
designed in the classical triangular configuration and optimized for dosimetric evaluation.

Probe Specification
ConstructionSymmetrical design with triangular core
Interleaved sensors
Built-in shielding against static charges
PEEK enclosure material (resistant to organic solvents, e.g., DGBE)

CalibrationISO/IEC 17025 calibration service available.

Frequency 450 MHz to 6 GHz;
Linearity:0.25dB(450 MHz to 6GHz)

Directivity 0.25 dB in HSL (rotation around probe axis)
0.5 dB in tissue material (rotation normal to
probe axis)

Dynamic Range 0.01W/kg to > 100 W/kg;

Linearity: 0.25 dB

Dimensions Overall length: 330 mm (Tip: 16mm)
Tip diameter: 5 mm (Body: 8 mm)
Distance from probe tip to sensor centers: 2.5
mm

Application General dosimetry up to 6 GHz
Dosimetry in strong gradient fields
Compliance tests of Mobile Phones

Isotropic E-Field Probe
The isotropic E-Field probe has been fully calibrated and assessed for isotropicity, and boundary effect within a
controlled environment. Depending on the frequency for which the probe is calibrated the method utilized for

calibration will change.

The E-Field probe utilizes a triangular sensor arrangement as detailed in the diagram below:
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DIPOLE SENSOR

HIGH-RESISTANCE LINES /

_  <f DETECTOR
——  # DIODE

3.3. Phantoms

The SAM Phantom SAM117 is constructed of a fiberglass shell ntegrated in a wooden table. The shape of the
shell is in compliance with the specification set in IEEE P1528 and CENELEC EN62209-1 , EN62209-2:2010.The
phantom enables the dosimetric evaluation of left and right hand phone usage as well as body mounted usage at
the flat phantom region. A cover prevents the evaporation of the liquid. = Reference markings on the Phantom
allow the complete setup of allpredefined phantom positions and measurement grids by manually teaching three
points in the robo

System checking was performed using the flat section, whilst Head SAR tests used the left and right head profile
sections. Body SAR testing also used the flat section between the head profiles.

SAM Twin Phantom
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3.4. Device Holder

In combination with the Generic Twin PhantomSAM117, the Mounting Device enables the rotation of the
mounted transmitter in spherical coordinates whereby the rotation points is the ear opening. The devices can be
easily, accurately, and repeatedly positioned according to the FCC and CENELEC specifications. The device

holder can be locked at different phantom locations (left head, right head, flat phantom).
- -

—-— =

Device holder supplied by SATIMO

3.5. Scanning Procedure

The procedure for assessing the peak spatial-average SAR value consists of the following steps

Power Reference Measurement

The reference and drift jobs are useful jobs for monitoring the power drift of the device under test in the
batch process. Both jobs measure the field at a specified reference position, at a selectable distance from
the phantom surface. The reference position can be either the selected section's grid reference point or a
user point in this section. The reference job projects the selected point onto the phantom surface, orients the
probe perpendicularly to the surface, and approaches the surface using the selected detection method.

Area Scan

The Area Scan is used as a fast scan in two dimensions to find the area of high field values before running a
detailed measurement around the hot spot.Before starting the area scan a grid spacing of 15 mm x 15 mm is set.
During the scan the distance of the probe to the phantom remains unchanged. After finishing area scan, the field
maxima within a range of 2 dB will be ascertained.

=<3GHz >3 GHz
Maximum distance from closest measurement point o :
i 3 ) N i Smm+ 1 mm Y2-6-1n(2) mm + 0.5 mm
(geometric center of probe sensors) to phantom surface
Maximum probe angle from probe axis to phantom 30° 4 1° 20° & 1°
. D =hi ) i B
surface normal at the measurement location
=2GHz: < 15mm 3-4GHz: <12 mm
2-3GHz: =< 12 mm 4-6GHz: < 10 mm

When the x or v dimension of the test device, in the
measurement plane orientation, is smaller than the
above, the measurement resolution must be < the
corresponding x or v dimension of the test device with
at least one measurement point on the test device.

Maximum area scan spatial resolution: AXares. AVarea

Zoom Scan
Zoom Scans are used to estimate the peak spatial SAR values within a cubic averaging volume containing 1 g

[w] [w] | Shenzhen LCS Compliance Testing Laboratory Ltd.
Jﬂ '] Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,
{233 | 518000, China

EI Eﬁ Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
) Scan code to check authenticity


mailto:webmaster@lcs-cert.com

S
E Page 14 of 57 FCC ID: 2AJIV-EF1040 Report No.: LCSA051923183EC

and 10 g of simulated tissue. The default Zoom Scan is done by 7x7x7 points within a cube whose base is
centered around the maxima found in the preceding area scan.

: . , ) <2 GHz: = B mum 3-4GHz: <5 oy’
Maximmm zoom scan spatial resolution: AXzeem. AVzZocm 23 GHz: < 5 mun” 4—6 GHz: <4 mm"
3—-4GHz: =4 mm

umiform grid: Azzemin) < 5 mm 4 -5 GHz: < 3 mm

5-6GHz: <2 mm

Maximum zoom

scan spatial AZ7ooml 1}:_ between 3 —_-1 GHz: < 3_:1]111
resolution. normal to I* two points closest =4 mm 4-5GHz: < 2.5 mm
phantom surface graded | to phantom surface 5-6GHz: =2 mm
erid
AZ7oominn=1);
between subsequent < 1.5 A7z0om(n-1) mm
pomts

3 -4 GHz: =28 mm

iy.2 = 30 mum 4-5GHz: =25 mm

5—6GHz: =22 mm

Note: § 1s the penetration depth of a plane-wave at nonnal incidence to the tissue medium; see [EEE Std
1528-2013 for details.

When zoom scan is required and the reported SAR from the area scan based I-g SAR estimation procedures of
KDB Publication 447498 15 < 1.4 W/ke, < 8 mun, = 7 mun and < 5 nun zoom scan resolution may be applied,

respectively, for 2 GHz to 3 GHz, 3 GHz to 4 GHz and 4 GHz 1o 6 GHz.

Minmmum zoom
sCal 'I.-'l?l].lil]'l.llﬂ
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Power Drift measurement
The drift job measures the field at the same location as the most recent reference job within the same procedure,
and with the same settings. The drift measurement gives the field difference in dB from the reading conducted
within the last reference measurement. Several drift measurements are possible for one reference measurement.
This allows a user to monitor the power drift of the device under test within a batch process. In the properties of
the Drift job, the user can specify a limit for the drift and have OPENSAR software stop the measurements if this
limit is exceeded.

3.6. Data Storage and Evaluation

Data Storage

The OPENSAR software stores the acquired data from the data acquisition electronics as raw data (in microvolt
readings from the probe sensors), together with all necessary software parameters for the data evaluation (probe
calibration data, liquid parameters and device frequency and modulation data) in measurement files . The
software evaluates the desired unit and format for output each time the data is visualized or exported. This allows
verification of the complete software setup even after the measurement and allows correction of incorrect
parameter settings. For example, if a measurement has been performed with a wrong crest factor parameter in
the device setup, the parameter can be corrected afterwards and the data can be re-evaluated.

The measured data can be visualized or exported in different units or formats, depending on the selected probe
type ([V/m], [A/m], [°C], [mW/g], [mW/cm?], [dBrel], etc.). Some of these units are not available in certain situations
or show meaningless results, e.g., a SAR output in a lossless media will always be zero. Raw data can also be
exported to perform the evaluation with other software packages.

Data Evaluation

The OPENSAR software automatically executes the following procedures to calculate the field units from the
microvolt readings at the probe connector. The parameters used in the evaluation are stored in the configuration
modules of the software:

Probe parameters: - Sensitivity Normi, ai0, ai1, ai2
- Conversion factor ConvFi
- Diode compression point Dcpi
Device parameters: - Frequency f
- Crest factor cf
Media parameters: - Conductivity o
- Density

p
These parameters must be set correctly in the software. They can be found in the component documents or they
can be imported into the software from the configuration files issued for the OPENSAR components. In the direct
measuring mode of the multimeter option, the parameters of the actual system setup are used. In the scan
visualization and export modes, the parameters stored in the corresponding document files are used.

The first step of the evaluation is a linearization of the filtered input signal to account for the compression
characteristics of the detector diode. The compensation depends on the input signal, the diode type and the DC-
transmission factor from the diode to the evaluation electronics.If the exciting field is pulsed, the crest factor of the
signal must be known to correctly compensate for peak power. The formula for each channel can be given as:

V, — U+ U2

legn

With Vi = compensated signal of channeli (i=x,y,z)
Ui = input signal of channeli (i=x,y,z)
cf = crest factor of exciting field
dcpi = diode compression point

From the compensated input signals the primary field data for each channel can be evaluated:
/ Vi

E — ficldprobcs 5 E« = V‘ m

— aip+anf + aigf>

H — fieldprobes : H; =+/V;- 7
With Vi = compensated signal of channel i (i=x,y, 2)
Normi = sensor sensitivity of channel i (i=x,, 2)

[mV/(V/m)2] for E-field Probes
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ConvF = sensitivity enhancement in solution

aij = sensor sensitivity factors for H-field probes
f = carrier frequency [GHz]
Ei = electric field strength of channel i in V/m
Hi = magnetic field strength of channel i in A/m

The RSS value of the field components gives the total field strength (Hermitian magnitude):

BEiot = /B2 + B2 + E?

The primary field data are used to calculate the derived field units.

- 2
SAR=E_;, 1000
with SAR = local specific absorption rate in mW/g
Etot = total field strength in V/m
o = conductivity in [mho/m] or [Siemens/m]
p = equivalent tissue density in g/cm3

Note that the density is normally set to 1 (or 1.06), to account for actual brain density rather than the density of the
simulation liquid.

3.7. Position of the wireless device in relation to the phantom

General considerations
This standard specifies two handset test positions against the head phantom — the “cheek” position and the “tilt”
position.

The power flow density is calculated assuming the excitation field as a free space field

2
(we) = o OF Plouer= H20t.37.7
Where Ppwe=Equivalent power density of a plane wave in mW/cm2
Ewt=total electric field strength in V/m

Hiwt=total magnetic field strength in A/m

Vertical Vertical
Center Line Center Line

w2 w2 w2

P Horizontal R

Line ! '
—//[‘TO'].;OHP& |

Line A

;
\

Acoustic
Output

Acoustic

Bottom of
Output Handset B
Bottom of
/ Handset
y
1
- wbx'z 1L"bf2
1»}-"2 Wy 2

W;Width of the handset at the level of the acoustic

WpWidth of the bottom of the handset

A Midpoint of the widthw:of the handset at the level of the acoustic output
B Midpoint of the width ws of the bottom of the handset

Picture 1-a Typical “fixed” case handset Picture 1-b Typical “clam-shell” case handset
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RE

Picture 3 Tilt position of the wireless device on the left side of SAM

For body SAR test we applied to FCC KDB941225, KDB447498, KDB248227, KDB648654;
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3.8. Tissue Dielectric Parameters for Head and Body Phantoms

The liquid is consisted of water,salt,Glycol,Sugar,Preventol and Cellulose.The liquid has previously been proven
to be suited for worst-case.It’s satisfying the latest tissue dielectric parameters requirements proposed by the

Page 18 of 57

FCC ID: 2AJIV-EF1040

Report No.: LCSA051923183EC

KDB865664.
The composition of the tissue simulating liquid
Ingredient 750MHz 835MHz 1800 MHz 1900 MHz 2450MHz 2600MHz 5000MHz
ng)/goht) Head | Body | Head | Body | Head | Body | Head | Body | Head | Body | Head | Body | Head | Body
Water 39.28 | 51.3 | 4145 | 52.5 54.5 40.2 54.9 40.4 62.7 73.2 60.3 71.4 65.5 78.6
Preventol 0.10 0.10 0.10 0.10 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
HEC 1.00 1.00 1.00 1.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
DGBE 0.00 0.00 0.00 0.00 | 45.33 | 59.31 | 44.92 | 59.10 | 36.80 | 26.70 | 39.10 | 28.40 | 0.00 0.00
T”EI%T)X_ 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 17.2 10.7
Target Frequency Head
(MHZ) €r(Calvin) G[S/m)
450 43.5 0.87
835 41.5 0.90
900 41.5 0.97
915 41.5 0.98
1450 40.5 1.20
1610 40.3 1.29
1800 40.0 1.40
1900 40.0 1.40
2000 40.0 1.40
2450 39.2 1.80
3000 38.5 2.40
5800 35.3 5.27
3.9. Tissue equivalent liquid properties
Dielectric Performance of Head Tissue Simulating Liquid
Test Engineer: bob.yang
. Measured Target Tissue Measured Tissue - Test Data
Tissue Liquid
Type FACEEEY (o] € (o] Dev. € Dev. Temp
(MHz) § ' i ' '
2450H 2450 1.80 39.20 1.79 -0.56% | 39.52 0.82% 22.4 06/07/2023
[w] Shenzhen LCS Compliance Testing Laboratory Ltd.
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3.10.System Check

The purpose of the system check is to verify that the system operates within its specifications at the decice test

frequency.The system check is simple check of repeatability to make sure that the system works correctly at the
time of the compliance test;

System check results have to be equal or near the values determined during dipole calibration with the relevant
liquids and test system (10 %).

"~ || Flat Phantom

Dipole

Signal
Generator |

Att1

The output power on dipole port must be calibrated to 20 dBm (100mW) before dipole is connected.

Photo of Dipole Setup
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Justification for Extended SAR Dipole Calibrations
Referring to KDB 865664D01V01r04, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and
in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration interval can
be extended.While calibration intervals not exceed 3 years.

FCC ID: 2AJIV-EF1040

SID2450 SN 07/14 DIP 2G450-306 Extend Dipole Calibrations

Report No.: LCSA051923183EC

Date of Return-Loss Delta Impzzche Delta Ilmm;é;(;g?]& Delta
0,
Measurement (dB) (%) (ohm) (ohm) (ohm) (ohm)
2021-09-29 -25.59 44.7 -1.1
2022-09-29 -25.68 0.35 44.8 0.1 -1.0 0.1
1W Target Difference
Mixture | Frequency Power SAR1q SAR10g Drift percentage Liquid Date
Type (MHz) (WIKg) | (WIKg) (%) SAR1g | SAR1og 1 10 Temp
(W/Kg) | (WIKg) 9 9
100 mW 5.462 2.504
Head 2450 Normvavliazt? to 1 54,62 25.04 3.52 53.89 2415 | 1.35% | 3.69% 224 | 06/07/2023
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3.11.SAR measurement procedure

The measurement procedures are as follows:
3.11.1 Conducted power measurement
a. For WWAN power measurement, use base station simulator connection with RF cable, at maximum powerin
each supported wireless interface and frequency band.
b. Read the WWAN RF power level from the base station simulator.
c. For WLAN/BT power measurement, use engineering software to configure EUT WLAN/BT continuously
Transmission, at maximum RF power in each supported wireless interface and frequency band.
d. Connect EUT RF port through RF cable to the power meter, and measure WLAN/BT output power.

3.11.2 GSM Test Configuration
SAR tests for GSM 850 and GSM 1900, a communication link is set up with a System Simulator (SS) by air link.
Using CMU200 the power level is set to “5” for GSM 850, set to “0” for GSM 1900. Since the GPRS class is 12 for
this EUT, it has at most 4 timeslots in uplink and at most 4 timeslots in downlink, the maximum total timeslots is 5.
the EGPRS class is 12 for this EUT, it has at most 4 timeslots in uplink and at most 4 timeslots in downlink, the
maximum total timeslots is 5.

SAR test reduction for GPRS and EDGE modes is determined by the source-based time-averaged output power
specified for production units, including tune-up tolerance. The data mode with highest specified time-averaged
output power should be tested for SAR compliance in the applicable exposure conditions. For modes with the
same specified maximum output power and tolerance, the higher number time-slot configuration should be tested.
GSM voice and GPRS data use GMSK, which is a constant amplitude modulation with minimal peak to average
power difference within the time-slot burst. For EDGE, GMSK is used for MCS 1 — MCS 4 and 8-PSK is used for
MCS 5 — MCS 9; where 8-PSK has an inherently higher peak-to-average power ratio. The GMSK and 8-PSK
EDGE configurations are considered separately for SAR compliance. The GMSK EDGE configurations are
grouped with GPRS and considered with respect to time-averaged maximum output power to determine
compliance. The 3G SAR test reduction procedure is applied to 8-PSK EDGE with GMSK GPRS/EDGE as the
primary mode.

3.11.3 UMTS Test Configuration

3G SAR Test Reduction Procedure

In the following procedures, the mode tested for SAR is referred to as the primary mode. The equivalent modes
considered for SAR test reduction are denoted as secondary modes. Both primary and secondary modes must be
in the same frequency band. When the maximum output power and tune-up tolerance specified for production
units in a secondary mode is < %4 dB higher than the primary mode or when the highest reported SAR of the
primary mode is scaled by the ratio of specified maximum output power and tune-up tolerance of secondary to
primary mode and the adjusted SAR is < 1.2 W/kg, SAR measurement is not required for the secondary mode.3
This is referred to as the 3G SAR test reduction procedure in the following SAR test guidance, where the primary
mode is identified in the applicable wireless mode test procedures and the secondary mode is wireless mode
being considered for SAR test reduction by that procedure. When the 3G SAR test reduction procedure is not
satisfied, it is identified as “otherwise” in the applicable procedures; SAR measurement is required for the
secondary mode.

Output power Verification

Maximum output power is verified on the high, middle and low channels according to procedures described in
section 5.2 of 3GPP TS 34.121, using the appropriate RMC or AMR with TPC (transmit power control) set to all
“1’s” for WCDMA/HSDPA or by applying the required inner loop power control procedures to maintain maximum
output power while HSUPA is active. Results for all applicable physical channel configurations (DPCCH, DPDCHn
and spreading codes, HSDPA, HSPA) are requied in the SAR report. All configurations that are not supported by
the handset or cannot be measured due to technical or equipment limitations must be clearly identified.

Head SAR

SAR for next to the ear head exposure is measured using a 12.2 kbps RMC with TPC bits configured to all “1’s”.
The 3G SAR test reduction procedure is applied to AMR configurations with 12.2 kbps RMC as the primary mode.
Otherwise, SAR is measured for 12.2 kbps AMR in 3.4 kbps SRB (signaling radio bearer) using the highest
reported SAR configuration in 12.2 kbps RMC for head exposure.
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1) Body-Worn Accessory SAR

SAR for body-worn accessory configurations is measured using a 12.2 kbps RMC with TPC bits configured to all
“1’s”. The 3G SAR test reduction procedure is applied to other spreading codes and multiple DPDCHn
configurations supported by the handset with 12.2 kbps RMC as the primary mode. Otherwise, SAR is measured
using an applicable RMC configuration with the corresponding spreaing code or DPDCHDNn, for the highest
reported body-worn accessory exposure SAR configuration in 12.2 kbps RMC. When more than 2 DPDCHn are
supported by the handset, it may be necessary to configure additional DPDCHn using FTM (Factory Test Mode)

or other chipset based test approaches with parameters similar to those used in 384 kbps and 768 kbps RMC.

2) Handsets with Release 5 HSDPA

The 3G SAR test reduction procedure is applied to HSDPA body-worn accessory configurations with 12.2 kbps
RMC as the primary mode. Otherwise, SAR is measured for HSDPA using the HSDPA body SAR procedures in
the “Release 5 HSDPA Data Devices” section of this document, for the highest reported SAR body-worn
accessory exposure configuration in 12.2 kbps RMC. Handsets with both HSDPA and HSUPA are tested
according to Release 6 HSPA test procedures.

HSDPA should be configured according to the UE category of a test device.The number of HSDSCH/
HS-PDSCHs, HARQ processes, minimum inter-TTI interval, transport block sizes and RV coding sequence are
defined by the H-set. To maintain a consistent test configuration and stable transmission conditions, QPSK is
used in the H-set for SAR testing. HS-DPCCH shouldbe configured with a CQI feedback cycle of 4 ms with a CQl
repetition factor of 2 to maintain aconstant rate of active CQl slots. DPCCH and DPDCH gain factors(c, fd), and
HS-DPCCHpower offset parameters (AACK, ANACK, ACQI) should be set according to values indicated in
theTable below. The CQI value is determined by the UE category, transport block size, numberof HS-PDSCHs
and modulation used in the H-set

Table 2: Subtests for UMTS Release 5 HSDPA

) Bd Bns CM(dB)
il &3 Be Ba (SF) Bo/Ba (note 1, note 2) (note 3) IR E)
1 2/15 15/15 64 2/15 4/15 0.0 0.0
12/15 15/15 12/15
2 (note 4) (note 4) 64 (note 4) 24115 1.0 0.0
3 15/15 8/15 64 15/8 30/15 1.5 0.5
4 15/15 4/15 64 15/4 30/15 1.5 0.5

Note1: ACK, NACK and caQl= 8<:> Ahs = Bhs/Bc:30/1 5<:> Bhs:30/15*ﬁc
Note2: CM=1 forfc/Bda =12/15, Bns/Bc=24/15.
Note3:For subtest 2 the B¢Bq ratio of 12/15 for the TFC during the measurement period(TF1,TF0) is

achieved by setting the signaled gain factors for the reference TFC (TFC1,TF1) to Bc=11/15 and B4=15/15.

HSUPA Test Configuration

The 3G SAR test reduction procedure is applied to HSPA (HSUPA/HSDPA with RMC) body-worn accessory
configurations with 12.2 kbps RMC as the primary mode. Otherwise, SAR is measured for HSPA using the HSPA
body SAR procedures in the “Release 6 HSPA Data Devices” section of this document, for the highest reported
body-worn accessory exposure SAR configuration in 12.2 kbps RMC. When VOIP is applicable for next to the ear
head exposure in HSPA, the 3G SAR test reduction procedure is applied to HSPA with 12.2 kbps RMC as the
primary mode; otherwise, the same HSPA configuration used for body-worn accessory measurements is tested
for next to the ear head exposure.

Due to inner loop power control requirements in HSPA, a communication test set is required for output power and
SAR tests. The 12.2 kbps RMC, FRC H-set 1 and E-DCH configurations for HSPA are configured according to the
B values indicated in Table 2 and other applicable procedures described in the ‘WCDMA Handset’ and ‘Release 5
HSDPA Data Devices’ sections of this document

Table 3: Sub-Test 5 Setup for Release 6 HSUPA

Sub- Bad o Bed Bed CM®@ | MPR | AG" E-
set Be Ba | (spy | PBefPa | Brs Bec Bes (SF) | (codes) | (dB) | (dB) | Index | TFCI
1 11/15® | 15/150) 64 11/15® | 22/15 | 209/225 | 1039/225 4 1 1.0 0.0 20 75
2 6/15 15/15 64 6/15 12/15 12/15 94/75 4 1 3.0 2.0 12 67
3 15/15 9/15 64 15/9 30/15 30/15 Bed147/15 4 2 2.0 1.0 15 92
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Bed2'47/15
4 2/15 15/15 64 2/15 4/15 2/15 56/75 4 1 3.0 2.0 17 71
5 15/15% | 15/15¢) 64 15/15%) | 30/15 24/15 134/15 4 1 1.0 0.0 21 81

Note 1: Aack, ANACK and Acai = 8 & Ans = Bns/Bc = 30/15 & Bns= 30/15 *Be.

Note 2: CM = 1 for Bc/Bd =12/15, Bns/Bc =24/15. For all other combinations of DPDCH, DPCCH, HS- DPCCH, E-
DPDCH and E-DPCCH the MPR is based on the relative CM difference.

Note 3: For subtest 1 the Bc/Bd ratio of 11/15 for the TFC during the measurement period (TF1, TFO) is achieved by
setting the signaled gain factors for the reference TFC (TF1, TF1) to B¢ = 10/15 and Bd = 15/15.

Note 4: For subtest 5 the Bc/Bd ratio of 15/15 for the TFC during the measurement period (TF1, TFO) is achieved by
setting the signaled gain factors for the reference TFC (TF1, TF1) to Bc = 14/15 and Bd = 15/15.

Note 5: Testing UE using E-DPDCH Physical Layer category 1 Sub-test 3 is not required according to TS 25.306
Figure 5.1g.

Note 6: Bed can not be set directly; it is set by Absolute Grant Value.

3.11.4 WIFI Test Configuration
The SAR measurement and test reduction procedures are structured according to either the DSSS or OFDM
transmission mode configurations used in each standalone frequency band and aggregated band. For devices
that operate in exposure configurations that require multiple test positions, additional SAR test reduction may be
applied. The maximum output power specified for production units, including tune-up tolerance, are used to
determine initial SAR test requirements for the 802.11 transmission modes in a frequency band. SAR is
measured using the highest measured maximum output power channel for the initial test configuration. SAR
measurement and test reduction for the remaining 802.11 modes and test channels are determined according to
measured or specified maximum output power and reported SAR of the initial measurements. The general test
reduction and SAR measurement approaches are summarized in the following:
1. The maximum output power specified for production units are determined for all applicable 802.11 transmission
modes in each standalone and aggregated frequency band. Maximum output power is measured for the highest
maximum output power configuration(s) in each frequency band according to the default power measurement
procedures.
2. For OFDM transmission configurations in the 2.4 GHz and 5 GHz bands, an “initial test configuration”is first
determined for each standalone and aggregated frequency band according to the maximum output power and
tune-up tolerance specified for production units.
a. When the same maximum power is specified for multiple transmission modes in a frequency band, the largest
channel bandwidth, lowest order modulation, lowest data rate and lowest order 802.11a/g/n/ac mode is used for
SAR measurement, on the highest measured output power channel in the initial test configuration, for each
frequency band.
b. SAR is measured for OFDM configurations using the initial test configuration procedures. Additional frequency
band specific SAR test reduction may be considered for individual frequency bands
c. Depending on the reported SAR of the highest maximum output power channel tested in the initial test
configuration, SAR test reduction may apply to subsequent highest output channels in the initial test configuration
to reduce the number of SAR measurements.
3. The Initial test configuration does not apply to DSSS. The 2.4 GHz band SAR test requirements and 802.11b
DSSS procedures are used to establish the transmission configurations required for SAR measurement.
4. An “initial test position”is applied to further reduce the number of SAR tests for devices operating in next to the
ear, UMPC mini-tablet or hotspot mode exposure configurations that require multiple test positions .
a. SAR is measured for 802.11b according to the 2.4 GHz DSSS procedure using the exposure condition
established by the initial test position.
b. SAR is measured for 2.4 GHz and 5 GHz OFDM configurations using the initial test configuration.
802.11b/g/n operating modes are tested independently according to the service requirements in each frequency
band. 802.11b/g/n modes are tested on the maximum average output channel.
5. The Initial test position does not apply to devices that require a fixed exposure test position. SAR is measured
in a fixed exposure test position for these devices in 802.11b according to the 2.4 GHz DSSS procedure orin 2.4
GHz and 5 GHz OFDM configurations using the initial test configuration procedures .
6. The “subsequent test configuration”procedures are applied to determine if additional SAR measurements are
required for the remaining OFDM transmission modes that have not been tested in the initial test configuration.
SAR test exclusion is determined according to reported SAR in the initial test configuration and maximum output
power specified or measured for these other OFDM configurations.

2.4 GHz and 5GHz SAR Procedures
Separate SAR procedures are applied to DSSS and OFDM configurations in the 2.4 GHz band to simplify DSSS
test requirements. For 802.11b DSSS SAR measurements, DSSS SAR procedure applies to fixed exposure test
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position and initial test position procedure applies to multiple exposure test positions. When SAR measurement is

required for an OFDM configuration, the initial test configuration, subsequent test configuration and initial test

position procedures are applied. The SAR test exclusion requirements for 802.11g/n OFDM configurations are

described in section 5.2.2.

1. 802.11b DSSS SAR Test Requirements

SAR is measured for 2.4 GHz 802.11b DSSS using either a fixed test position or, when applicable, the initial test

position procedure. SAR test reduction is determined according to the following:

a. When the reported SAR of the highest measured maximum output power channel (section 3.1) for the
exposure configuration is < 0.8 W/kg, no further SAR testing is required for 802.11b DSSS in that exposure
configuration.

b. When the reported SAR is > 0.8 W/kg, SAR is required for that exposure configuration using the next highest
measured output power channel. When any reported SAR is > 1.2 W/kg, SAR is required for the third
channel; i.e., all channels require testing.

1. 24 GHz 802 11g/n OFDM SAR Test Exclusion Requirements

When SAR measurement is required for 2.4 GHz 802.11g/n OFDM configurations, the measurement and test

reduction procedures for OFDM are applied (section 5.3). SAR is not required for the following 2.4 GHz OFDM

conditions.

a. When KDB Publication 447498 SAR test exclusion applies to the OFDM configuration

b. When the highest reported SAR for DSSS is adjusted by the ratio of OFDM to DSSS specified maximum
output power and the adjusted SAR is < 1.2 W/kg.

2. SAR Test Requirements for OFDM Configurations

When SAR measurement is required for 802.11 a/g/n/ac OFDM configurations, each standalone and frequency

aggregated band is considered separately for SAR test reduction. When the same transmitter and antenna(s) are

used for U-NII-1 and U-NII-2A bands, additional SAR test reduction applies. When band gap channels between

U-NII-2C band and 5.8 GHz U-NII-3 or §15.247 band are supported, the highest maximum output power

transmission mode configuration and maximum output power channel across the bands must be used to

determine SAR test reduction, according to the initial test configuration and subsequent test configuration
requirements.20 In applying the initial test configuration and subsequent test configuration procedures, the

802.11 transmission configuration with the highest specified maximum output power and the channel within a test

configuration with the highest measured maximum output power should be clearly distinguished to apply the

procedures.

3. OFDM Transmission Mode SAR Test Configuration and Channel Selection Requirements

The initial test configuration for 2.4 GHz and 5 GHz OFDM transmission modes is determined by the 802.11

configuration with the highest maximum output power specified for production units, including tune-up tolerance,

in each standalone and aggregated frequency band. SAR for the initial test configuration is measured using the

highest maximum output power channel determined by the default power measurement procedures (section 4).

When multiple configurations in a frequency band have the same specified maximum output power, the initial test

configuration is determined according to the following steps applied sequentially.

a. The largest channel bandwidth configuration is selected among the multiple configurations with the same
specified maximum output power.

b. If multiple configurations have the same specified maximum output power and largest channel bandwidth, the
lowest order modulation among the largest channel bandwidth configurations is selected.

c. If multiple configurations have the same specified maximum output power, largest channel bandwidth and
lowest order modulation, the lowest data rate configuration among these configurations is selected.

d. When multiple transmission modes (802.11a/g/n/ac) have the same specified maximum output power, largest
channel bandwidth, lowest order modulation and lowest data rate, the lowest order 802.11 mode is selected;
i.e., 802.11a is chosen over 802.11n then 802.11ac or 802.11g is chosen over 802.11n.

After an initial test configuration is determined, if multiple test channels have the same measured maximum output

power, the channel chosen for SAR measurement is determined according to the following. These channel

selection procedures apply to both the initial test configuration and subsequent test configuration(s), with respect
to the default power measurement procedures or additional power measurements required for further SAR test
reduction. The same procedures also apply to subsequent highest output power channel(s) selection.

a. Channels with measured maximum output power within ¥4 dB of each other are considered to have the same
maximum output.

b. When there are multiple test channels with the same measured maximum output power, the channel closest
to mid-band frequency is selected for SAR measurement.

c. When there are multiple test channels with the same measured maximum output power and equal separation
from mid-band frequency; for example, high and low channels or two mid-band channels, the higher
frequency (number) channel is selected for SAR measurement.

Initial Test Configuration Procedures

An initial test configuration is determined for OFDM transmission modes according to the channel bandwidth,

modulation and data rate combination(s) with the highest maximum output power specified for production units in

[w] | Shenzhen LCS Compliance Testing Laboratory Ltd.
s '] Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,
1= ﬁ 518000, China
AR

Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity


mailto:webmaster@lcs-cert.com

S
E Page 25 of 57 FCC ID: 2AJIV-EF1040 Report No.: LCSA051923183EC

each standalone and aggregated frequency band. SAR is measured using the highest measured maximum

output power channel. For configurations with the same specified or measured maximum output power,

additional transmission mode and test channel selection procedures are required (see section 5.3.2). SAR test
reduction of subsequent highest output test channels is based on the reported SAR of the initial test configuration.

For next to the ear, hotspot mode and UMC mini-tablet exposure configurations where multiple test positions are

required, the initial test position procedure is applied to minimize the number of test positions required for SAR

measurement using the initial test configuration transmission mode.23 For fixed exposure conditions that do not
have multiple SAR test positions, SAR is measured in the transmission mode determined by the initial test
configuration. When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is required
for the subsequent next highest measured output power channel(s) in the initial test configuration until the
reported SAR is < 1.2 W/kg or all required channels are tested.

4. Subsequent Test Configuration Procedures

SAR measurement requirements for the remaining 802.11 transmission mode configurations that have not been

tested in the initial test configuration are determined separately for each standalone and aggregated frequency

band, in each exposure condition, according to the maximum output power specified for production units. The
initial test position procedure is applied to next to the ear, UMPC mini-tablet and hotspot mode configurations.

When the same maximum output power is specified for multiple transmission modes, the procedures in section

5.3.2 are applied to determine the test configuration. Additional power measurements may be required to

determine if SAR measurements are required for subsequent highest output power channels in a subsequent test

configuration. The subsequent test configuration and SAR measurement procedures are described in the
following.

a. When SAR test exclusion provisions of KDB Publication 447498 are applicable and SAR measurement is not
required for the initial test configuration, SAR is also not required for the next highest maximum output power
transmission mode subsequent test configuration(s) in that frequency band or aggregated band and exposure
configuration.

b. When the highest reported SAR for the initial test configuration (when applicable, include subsequent highest
output channels), according to the initial test position or fixed exposure position requirements, is adjusted by
the ratio of the subsequent test configuration to initial test configuration specified maximum output power and
the adjusted SAR is < 1.2 W/kg, SAR is not required for that subsequent test configuration.

c. The number of channels in the initial test configuration and subsequent test configuration can be different due
to differences in channel bandwidth. When SAR measurement is required for a subsequent test configuration
and the channel bandwidth is smaller than that in the initial test configuration, all channels in the subsequent
test configuration that overlap with the larger bandwidth channel tested in the initial test configuration should
be used to determine the highest maximum output power channel. This step requires additional power
measurement to identify the highest maximum output power channel in the subsequent test configuration to
determine SAR test reduction.

1). SAR should first be measured for the channel with highest measured output power in the subsequent test

configuration.

2). SAR for subsequent highest measured maximum output power channels in the subsequent test configuration

is required only when the reported SAR of the preceding higher maximum output power channel(s) in the

subsequent test configuration is > 1.2 W/kg or until all required channels are tested.

a) For channels with the same measured maximum output power, SAR should be measured using the channel

closest to the center frequency of the larger channel bandwidth channel in the initial test configuration.

d. SAR measurements for the remaining highest specified maximum output power OFDM transmission mode
configurations that have not been tested in the initial test configuration (highest maximumoutput) or
subsequent test configuration(s) (subsequent next highest maximum output power) is determined by applying
the subsequent test configuration procedures in this section to the remaining configurations according to the
following:

1) replace “subsequent test configuration” with “next subsequent test configuration” (i.e., subsequent next
highest specified maximum output power configuration)

2) replace “initial test configuration” with “all tested higher output power configurations.

3.12.Power Reduction

The product without any power reduction.
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3.13.Power Drift

To control the output power stability during the SAR test, SAR system calculates the power drift by measuring the

E-field at the same location at the beginning and at the end of the measurement for each test position. This
ensures that the power drift during one measurement is within 5%.
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&
4. TEST CONDITIONS AND RESULTS

4.1. Conducted Power Results

According KDB 447498D01 General RF Exposure Guidance v06 Section 4.1 2) states that “Unless it is specified
differently in the published RF exposure KDB procedures, these requirements also apply to test reduction and test
exclusion considerations. Time-averaged maximum conducted output power applies to SAR and, as required by §
2.1091(c), time-averaged ERP applies to MPE. When an antenna port is not available on the device to support
conducted power measurement, such as FRS and certain Part 15 transmitters with built-in integral antennas, the
maximum output power allowed for production units should be used to determine RF exposure test exclusion and
compliance.”

Page 27 of 57

<BT Conducted Power>

Frequenc Conducted AVG output power

Mode channel (I\(jIHz) y (dBm) putp
0 2402 9.93
BLE 20 2442 10.04
39 2480 10.01
0 2402 9.96
GFSK 39 2441 10.06
78 2480 10.02
0 2402 9.93
T/4-DQPSK 39 2441 10.05
78 2480 9.99
0 2402 9.99
8DPSK 39 2441 10.11
78 2480 10.07

Per KDB 447498 D01v06, the 1-g and 10-g SAR test exclusion thresholds for 100 MHz to 6 GHz at test
separationdistances < 50 mm are determined by:
[(max. power of channel, including tune-up tolerance, mW)/(min. test separation distance, mm)] ‘[ v f(GHz)] < 3.0
for1-g SAR and =< 7.5 for 10-g extremity SAR

f(GHz) is the RF channel transmit frequency in GHz

Power and distance are rounded to the nearest mW and mm before calculation

The result is rounded to one decimal place for comparison

Bluetooth tune-up Separation Distance Frequency Exclusion
Power (dBm) (mm) (GHz) Thresholds
10.5 5 2.45 3.5

Per KDB 447498 D01v06, when the minimum test separation distance is < 5 mm, a distance of 5 mm is applied
todetermine SAR test exclusion. The test exclusion threshold is 3.5> 3.0, SAR testing is required.
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4.2. SAR Measurement Results

The calculated SAR is obtained by the following formula:
Reported SAR=Measured SAR*10(Ftarget-Pmeasured))/10
Scaling factor=1 O(Ptarget-Pmeasured))MO
Reported SAR= Measured SAR* Scaling factor

FCC ID: 2AJIV-EF1040

Where

Ptarget is the power of manufacturing upper limit;

Pmeasured IS the measured power;

Measured SAR is measured SAR at measured power which including power drift)
Reported SAR which including Power Drift and Scaling factor

Report No.: LCSA051923183EC

Duty Cycle
Test Mode Duty Cycle
BT 5.3 1:1
4.4.1 SAR Results
SAR Values [BT 5.3]
Maximu SAR1-g SAR1-g
Conducted m Power . results(W/kg) Limit
Ch. (FI\/;ZZ) Service P;-;Zton Power Allowed Drift %:;I;Zg M Report RGer splltqs (Wikg)
(dBm) Power (%) ea;ur e%o U
(dBm) e e
measured / reported SAR numbers - Head (distance Omm)

8DPSK Left
39 2441 Cheek 10.11 10.50 -0.71 1.094 0.180 | 0.197 | Plot1 16

8DPSK Right
39 2441 Cheek 10.11 10.50 2.05 1.094 0.164 | 0.179

Remark:

1. The value with blue color is the maximum SAR Value of each test band.
2. Per FCC KDB Publication 447498 D01, if the reported (scaled) SAR measured at the middle channel or highest

output power channel for each test configuration is < 0.8 W/kg then testing at the other channels is optional for such
test configuration(s).
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4.3. SAR Measurement Variability

According to KDB865664, Repeated measurements are required only when the measured SAR is = 0.80 W/kg. If
the measured SAR value of the initial repeated measurement is < 1.45 W/kg with < 20% variation, only one
repeated measurement is required to reaffirm that the results are not expected to have substantial variations,
which may introduce significant compliance concerns. A second repeated measurement is required only if the
measured result for the initial repeated measurement is within 10% of the SAR limit and vary by more than 20%,
which are often related to device and measurement setup difficulties. The following procedures are applied to
determine if repeated measurements are required. The same procedures should be adapted for measurements
according to extremity and occupational exposure limits by applying a factor of 2.5 for extremity exposure and a
factor of 5 for occupational exposure to the corresponding SAR thresholds.19 The repeated measurement results
must be clearly identified in the SAR report. All measured SAR, including the repeated results, must be
considered to determine compliance and for reporting according to KDB 690783.Repeated measurement is not
required when the original highest measured SAR is < 0.80 W/kg; steps 2) through 4) do not apply.

3) When the original highest measured SAR is = 0.80 W/kg, repeat that measurement once.

4) Perform a second repeated measurement only if the ratio of largest to smallest SAR for the original and first
repeated measurements is > 1.20 or when the original or repeated measurement is > 1.45 W/kg (~ 10% from
the 1-g SAR limit).

5) Perform a third repeated measurement only if the original, first or second repeated measurement is = 1.5
W/kg and the ratio of largest to smallest SAR for the original, first and second repeated measurements is >
1.20.

6) Perform a third repeated measurement only if the original, first or second repeated measurement is > 1.5
W/kg and the ratio of largest to smallest SAR for the original, first and second repeated measurements is >
1.20

Highest First Repeated
Frequenc RF Repeated
Bqand / Air Interface Exposure Test Position gAR HEEEER Measued Largest to
(MHz) Configuration (yes/no) =l SRy Czllizs
(W/Kg) (W/Kg) | SAR Ratio
2450 BT5.3 Standalone Cheek-Left no 0.180 n/a n/a
Remark:

1. Second Repeated Measurement is not required since the ratio of the largest to smallest SAR for the orignal and
first repeated measurement is not > 1.20 or 3 (1-g or 10-g respectively)

4.4. General description of test procedures

1.

2.
3.

10.

11

The DUT is tested using CMU 200 communications testers as controller unit to set test channels and
maximum output power to the DUT, as well as for measuring the conducted peak power.

Test positions as described in the tables above are in accordance with the specified test standard.
Tests in body position were performed in that configuration, which generates the highest time based
averaged output power (see conducted power results).

Tests in head position with GSM were performed in voice mode with 1 timeslot unless
GPRS/EGPRS/DTM function allows parallel voice and data traffic on 2 or more timeslots.

UMTS was tested in RMC mode with 12.2 kbit/s and TPC bits set to ‘all 1°.

WiFi was tested in 802.11b/g/n mode with 1 Mbit/s and 6 Mbit/s. According to KDB 248227 the SAR
testing for 802.11g/n is not required since When the highest reported SAR for DSSS is adjusted by the
ratio of OFDM to DSSS specified maximum output power and the adjusted SAR is < 1.2 W/kg.

Required WiFi test channels were selected according to KDB 248227

According to FCC KDB pub 248227 D01,When there are multiple test channels with the same measured
maximum output power, the channel closest to mid-band frequency is selected for SAR measurement
and when there are multiple test channels with the same measured maximum output power and equal
separation from mid-band frequency; for example, high and low channels or two mid-band channels, the
higher frequency (number) channel is selected for SAR measurement.

According to FCC KDB pub 941225 D06 this device has been tested with 10 mm distance to the phantom
for operation in WiFi hot spot mode.

Per FCC KDB pub 941225 D06 the edges with antennas within 2.5 cm are required to be evaluated for
SAR to cover WiFi hot spot function.

. According to IEEE 1528 the SAR test shall be performed at middle channel. Testing of top and bottom

channel is optional.

. According to KDB 447498 D01 testing of other required channels within the operating mode of a

frequency band is not required when the reported 1-g or 10-g SAR for the mid-band or highest output
power channel is:
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o< 0.8 W/kg or 2.0 W/kg, for 1-g or 10-g respectively, when the transmission band is < 100 MHz

o< 0.6 W/kg or 1.5 W/kg, for 1-g or 10-g respectively, when the transmission band is between 100 MHz
and 200 MHz

o< 0.4 W/kg or 1.0 W/kg, for 1-g or 10-g respectively, when the transmission band is = 200 MHz

13. IEEE 1528-2003 require the middle channel to be tested first. This generally applies to wireless devices
that are designed to operate in technologies with tight tolerances for maximum output power variations
across channels in the band.

14. Per KDB648474 D04 require when the reported SAR for a body-worn accessory, measured without a
headset connected to the handset, is < 1.2 W/kg.

15. Per KDB648474 D04 require when the separation distance required for body-worn accessory testing is
larger than or equal to that tested for hotspot mode, using the same wireless mode test configuration for
voice and data, such as UMTS and Wi-Fi, and for the same surface of the phone, the hotspot mode SAR
data may be used to support body-worn accessory SAR compliance for that particular configuration
(surface)

16. 10-g extremity SAR is required only for the surfaces and edges with hotspot mode 1-g SAR > 1.2 W/kg.

17. Per KDB648474 D04 require for phablet SAR test considerations, For Mobile Phones with a display
diagonal dimension > 15.0 cm or an overall diagonal dimension > 16.0 cm, When hotspot mode applies,
10-g extremity SAR is required only for the surfaces and edges with hotspot mode 1-g reported SAR >
1.2 Wikg.

18. 10-g extremity SAR is required only for the surfaces and edges with hotspot mode 1-g SAR > 1.2 W/kg.

4.5. Measurement Uncertainty (450MHz-6GHz)

Not required as SAR measurement uncertainty analysis is required in SAR reports only when the highest measured
SAR in a frequency band is = 1.5 W/kg for 1-g SAR accoridng to KDB865664D01.
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4.6. System Check Results

Test mode:2450MHz(Head)

Product Description:Validation
Model:Dipole SID2450

E-Field Probe:SSE2(SN 25/22 EPGO376)
Test Date: June 07, 2023

FCC ID: 2AJIV-EF1040

Report No.: LCSA051923183EC

Medium(liquid type) HSL 2450
Frequency (MHz) 2450.0000
Relative permittivity (real part) 39.52
Conductivity (S/m) 1.79
Input power 100mW
Crest Factor 1.0
Conversion Factor 2.60
Variation (%) 3.520000
SAR 10g (W/Kg) 2.504463
SAR 1g (W/Kg) 5.462016
SURFACE SAR VOLUME SAR

3076249
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4.7.SAR Test Graph Results

SAR plots for the highest measured SAR in each exposure configuration, wireless mode and
frequency band combination according to FCC KDB 865664 D02;

#1

Test Mode: 8DPSK (BT 5.3),Middle channel(Head-Left)
Product Description:Creative Zen Hybrid Pro

Model:EF1040
Test Date: June 07, 2023

FCC ID: 2AJIV-EF1040

Report No.: LCSA051923183EC

Medium(liquid type) HSL 2450
Frequency (MHz) 2441.0000
Relative permittivity (real part) 39.98
Conductivity (S/m) 1.76
E-Field Probe SN 25/22 EPGO376
Crest Factor 1.0
Conversion Factor 2.60
Sensor 4mm
Area Scan dx=8mm dy=8mm
Zoom Scan 5x5x7,dx=8mm dy=8mm dz=5mm
Variation (%) -0.710000
SAR 10g (W/Kg) 0.103256
SAR Ig (W/Kg) 0.180379
SURFACE SAR VOLUME SAR

SHR Visualisstion Graphical Interface

Z-Cuts Control

SHR Visualisstion Graphical Interface

0. 082558

i
0.038504
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5. CALIBRATION CERTIFICATES
5.1 Probe-EPGO376 Calibration Certificate

COMOSAR E-Field Probe Calibration Report

Ref: ACR.130.4.22 BES.A

SHENZHEN LCS COMPLIANCE TESTING
LABORATORY LTD.

1F., XINGYUAN INDUSTRIAL PARK, TONGDA ROAD, BAOQ'AN
BLVD

BAO'AN DISTRICT, SHENZHEN, GUANGDONG, CHINA
MVG COMOSAR DOSIMETRIC E-FIELD PROBE
SERIAL NO.: SN 25/22 EPGO376

Calibrated at MV G
£.1. de la pointe du diable
Technopile Brest Iroise = 295 avenue Alexis de Rochon
29280 PLOUZANE - FRANCE

Calibration date: 06/29/2022

wrres,  cofrac
Sl

e o
S
e
BN
o

ETAIDMNAGE

Accraditntions #2-678%
Heope available on wew.cofrec. i

Tt wse of the Cafrae bramd ond the accredimtion references is prohibived frem sny reproduction.

Summary:

This document presents the method and results from an aceredited COMOSAR  Dosimetric E-Field
Probe calibration performed at MVG, using the CALIPROBE test bench, for use with a MVG
COMOSAR system only. The test results covered by accreditation are traceable to the Inemational

System of Units (31D,
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Name Funciion Daie Signature
Prepared by Jérome Le Giall Measurement Responsible 6/30/2022
Checked & Jérome Luc Technical Manager 630/2022 ]
approved by - -
Awthorized by: Yann Toutain Laboratory Director | &/30/2022 e TELTAA A
2022.06.30
13:37:53 +02'00'
Custenner Name
Shenzhen LCS
Distribution Compliance Testing
Laboratory Lid.
Issue Name Date Muodifieations
A Jeérome Le (zall &30/2022 Initial release
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COMOSAR E-FIELD PROBE CALIBRATION REFORT Rel: ACR1B0.A.ILBESA
1 DEVICE UNDER TEST
Device Under Test

Device Type COMOSAR DOSIMETRIC E FIELD PROBE
Manufacturer MVG
Model S5E2
Serial Number SN 25/22 EPGO376
Product Condition {new / used) New
Frequency Range of Probe (.15 (iHz-6GHz
Resistance of Three Dipoles at Connector Dipole 1: R1=0.193 M2

Dipole 2: R2=0.188 MQ

Dipole 3: R3=0.198 MQ

2 PRODUCT DESCRIPTION

2.1 GENERAL INFORMATION

MVG's COMOSAR E field Probes are built in accordance to the IEC/IEEE 62209-1528 and FOC
KDBRo3664 DO standards.

Figure 1 = MG COMOSAR Dosimetric E field Probe

Probe Lenpth 330 mm
Length of Individual Dipoles 2 mm
Maximum external diameter % mm
Probe Tip External Diameter 2.5 mm
Distance between dipoles / probe extremity | 1 mm

3 MEASUREMENT METHOD

The IEC/IEEE 62209-1328 and FCC KDBE63664 D01 standards provide recommended practices for
the probe calibrations, including the performance characteristics of interest and methods by which to
assess their affect. All calibrations / measurements performed meet the fore mentioned standards.

3.1 LINEARITY
The evaluation of the linearity was done in free space using the wavepuide, performing a power
sweep to cover the SAR range 0.01W/kg to 100W/ke.

3.2 SENSITIVITY

The sensitivity factors of the three dipoles were determined using a two step calibration method (air
and tissue simulating liquid) using waveguides as outlined in the standards.
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33 LOWER DETECTION LIMIT

The lower detection limit was assessed using the same measurement set up as used for the linearity
measurement. The required lower detection limit is 10 mW/kg.

34 ISOTROPY

The axial isotropy was evaluated by exposing the probe to a reference wave from a standard dipole
with the dipole mounted under the flat phantom in the test configuration suggested for system
validations and checks. The probe was rotated along its main axis from 0 to 360 degrees in 15-
degree steps. The hemispherical isotropy is determined by inserting the probe in a thin plastic box
filled with tissue-equivalent liquid, with the plastic box illuminated with the fields from a half wave
dipole. The dipole is rotated about its axis (0°=180%) in 15° increments. At each step the probe is
rotated about its axis (0%=360%),

3.1 BOUNDARY EFFECT

The boundary effect is defined as the deviation between the SAR measured data and the expected
exponential decay in the liquid when the probe is oriented normal to the interface. To evaluate this
effect, the liquid filled flat phantom is exposed to fields from either a reference dipole or waveguide.
With the probe normal to the phantom surface, the peak spatial average SAR is measured and
compared to the analytical value at the surface.

The boundary effect uncertainty can be estimated according to the following uncertainty
approximation formula based on linear and exponential extrapolations between the surface and o, +

i, along lines that are approximately normal to the surface:

{ﬂ‘m + ,._fm:]:' %--LME})

SAR .. [%]= BAR,, for (dy, +dug) < 10 mm
2d a7

where

SARuncertainty is the uncertainty in percent of the probe boundary effect

e is the distance between the surface and the closest zoom-scan measurement
point, in millimetre

Agtep is the separation distance between the first and second measurement points that
are closest to the phantom surface. in millimetre, assuming the boundary effect
at the second location is negligible

& is the minimum penetration depth in millimetres of the head tissue-equivalent
liquids defined in this standard, i.e., §= 14 mm at 3 GHz:

ASAR o in percent of SAR is the deviation between the measured SAR value, at the

distance dpe from the boundary, and the analytical SAR value.

The measured worst case boundary effect SAR uncertainty[%)] for scanning distances larger than
4mm is 1.0% Limit . 29%).
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4 MEASUREMENT UNCERTAINTY

The guidelines outlined in the IEC/IEEE 62209-1528 and FCC KDBR65664 DO standards were
followed to generate the measurement uncertainty associated with an E-field probe calibration using
the waveguide technique. All uncertainties listed below represent an expanded uncertainty expressed
at approximately the 95% confidence level using a coverage factor of k=2, traceable to the
Internationally Accepted Guides to Measurement Uncertainty.

Uncertainty analysis of the probe calibration in waveguide

3 Uneertainty Probahiliny Standard
ERROR SURCES value (%) Distribution Mbilaes d Uncertainty {%)
Expanded uncertainty 14 %
95 % confidence level k=2 e

5 CALIBRATION MEASUREMENT RESULTS

Calibration Parameters

Ligud Temperature 20+-1°C
Lab Temperature 204/~ 1°C
Lab Humidity 30-70 %

3.1 SENSITIVITY IN AIR

Normx dipole | Normy dipole | Normez dipole
1 (uVANV/MY) | 2 (pVAVIm)®) | 3 (uVAV/im))
0.76 0.78 0.76
DCP dipole 1 | DCP dipole 2 | DCP dipole 3
{mV) {mVy) {mV])

106 107 108

Calibration curves ei=fi V) (i=1.2,3) allow to obtain E-field value wsing the formula:

E=E +E  +E,

mpdane_ AL R O
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Calibration curves

653~
600 =
500- "
_.:_E 400- ’wf,n"‘rﬂ Dipole 1
§ 0- = Doce 2
W a0s ﬂr_«-“”
100
1= )
0 0.02 0.04 0.106 0.08 0.10 012 014
‘iokage V)
52 LIMEARITY
Linearity
1.00-
0.75
& 0.50
=]
= 0.25
& (5.00 — [ttt ittt
=
" 0.25
5 050
40,75
1,00~} ,
0 50 100 150 200 250 300 350 400 450 500 550 623

E-Field {W/m})

Linearty:+/-1.81% (+/-0.08dB)
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33 SENSITIVITY IN LIQUID

Liguid Freguency ConvF
(MHz +i-
| D0MEHzE)

HL450* 450* 1.74*
BL450* 450* 167"
HL750 T30 1.6%
BL730 T30 1.73
HLES(} 835 1.75
BLESD 835 1 .80
HL900 Q00 1.87
BL900 Q00 1.85
HL 1 800 1 500 209
BL I 804 1 300 215
HL 1900 15D 214
BL 1900 1900 227
HL 2000 20400 2131
BL 2000 20 234
HL2300 2300 246
BL230 2300 251
HL 2450 2450 260
BL2450 2450 270
HL 2600 2600 239
BL 2600 2600 2.50
HL 5200 5200 1.85
BL3200 200 1.81
HL 540100 5400 207
BL 3400 5400 200
HL 5600 S0l 219
BL 5600 5600 11
HL 5800 SR00 20l
BLSS00 5800 1.97

* Frequency not cover by COFRAC scope, calibration not aceredited

LOWER DETECTION LIMIT: TmW/kg
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34 ISOTROPY
HL 15800 MHz

Inohogsy curwm

Imetiopay o0 T (&0 01T

Page: 801

Templinte_ ACRDDRDN YEMVGEISSUE COMOSAR Probe vR
This documon shall not be reprodseed, exeepr i full or im e, withew the weiren apy I of MV The injormaiion conrmbaed herelr Is fo be weed
amly for e purpese for wiich ir is sufrmised sed (5 mor e be released e wiole or part winkew weitien approvel of 8FG.

Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,
518000, China

E ; 5 Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Scan code to check authenticity

[w] [w] | Shenzhen LCS Compliance Testing Laboratory Ltd.
1
e


mailto:webmaster@lcs-cert.com

S
E Page 42 of 57 FCC ID: 2AJIV-EF1040 Report No.: LCSA051923183EC

COMOSAR E-FIELD PROBE CALIBRATION REPORT Ref: ACRIB0422BES A

6 LIST OF EQUIPMENT

Equipment Summary Sheel

T e
EAL;FEF;Er:ErF Test Version 2 NA g:fa"ﬁﬂ Mo cal r;g;t?ﬁ. Mo call
Network Analyzer R“’hd“;vi'ﬂmm 100203 082021 082024
Netwark Analyzer | Agilent B7S3ES MY40003210 10/2019 102022
"“E";:: r:&fﬁ"’fi“l" 2 HP 850330 IAZIA0B186 06/2021 06/2027

Multimeter Keithley 2000 1160271 0272020 02/2023
Signal Generator R“““;J‘;""“ 106589 02022 032025
R e

Power Meter NI-USE 5680 170100013 062021 06/2024

Power Meter R“““%E’g“ s B32839-056 112019 112022
Directional Coupler | Krytar 158020 131467 E';im;ﬂ;ef;ﬂ:_’ ﬁ;’“gﬂ;ﬂxﬂﬁﬁ

Waveguide MVG SN 3216 WG4_1 E:ﬁf‘f' e :‘:'3;?' e
e T N el
Waveguide MVG SN 3216 WGE_1 E:ﬁfﬂi o :"’;E:T' ek
e N e
Waveguide MVG SN 3216 WGB_1 E::ﬁf;:‘_i e :‘;ﬂﬂ;ﬂf" o ol
e TR il
P T Ll
Waveguide MVG SN 32/16 WG10_1 E:ﬁf‘ﬂi dee :"iﬂf‘ﬂtﬁ'ﬁ" e
P R P -l
Waveguide MVG SN 32M6 WG12_1 E:ﬁfﬂi Noe :‘::3:3‘_" el
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SATIMO

The microwane vision company

SAR Reference Dipole Calibration Report

Rel: ACR.287.8.14.SATU.A

SHENZHEN L.CS COMPLIANCE TESTING
LABORATORY LTD.

1F., XINGYUAN INDUSTRIAL PARK, TONGDA ROAD,
BAO'AN BLVD

BAO'AN DISTRICT, SHENZHEN, GUANGDONG, CHINA
SATIMO COMOSAR REFERENCE DIPOLE

FREQUENCY: 2450 MHZ
SERIAL NO.: SN 07/14 DIP 2G450-306

Calibrated at SATIMO US
2105 Barrett Park Dr. - Kennesaw, GA 30144

%7~y [ACcREDITED

09/29/2021

Summary:

This documcni presents (the method and resulis (Fom an aceredited SAR relerence dipole calibration
perlormed in SATIMO USA using the COMOSAR iest beneh. Al calibration results are traceable
o national melrology instilutions.
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SATIMO
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SATIMO

1 INTRODUCTION

This document contains a summary of the requirements sct forth by the [ECE 1528, OIT 65 Bullctin
C and CEFIEC 62209 standards for reference dipoles uscd for SAR measurement system validations
and the measurements that were performed to wverify that the product complics with the tfore

mentioned standards.

2 DEVICE UNDER TEST

Device Under Test
Device Type COMOSAR 24350 MHz REFERENCLE DIPQLLE
Manufacturer Satimo
Model 5ID2450
Scrial Number SN 07/14 DIP 2G430-306
Product Condition (new ¢ uscd) New

A vearly calibration interval is recommended.

3 PRODUCT DESCRIPTION

31 GENERAL INFORMATION

Satimo’s COMOSAR Validation Dipoeles arc built in accordance to the IEEL 1328, QLT 65 Bullctin
C and CEFIEC 62209 standards. The product is designed for use with the COMOSAR test bench

only.
Figure 1 — Satimo COMOSAR Validation Dipole
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4 MEASUREMENT METHOD

The IELELE 1528, OLUT 65 Bulletin C and CLI/IEC 62200 standards provide requirements for
reference dipoles used tfor system wvalidation measurements.  The following mcasurements were
performed to verity that the product complics with the fore mentioned standards.

4.1 RETURN LOSS REQUIREMENTS

The dipole used for SAR system validation mcasurcments and cheeks must have a return loss of -20
dB or better. The return loss measurcment shall be performed against a liquid filled flat phantom,
with the phantom constucted as outlined in the fore mentioned standards.

4.2 MLECHANICAL REQUIREMUENTS

The [EELE Std. 1528 and CLEFIEC 62209 standards specify the mechanical components and
dimensions of the validation dipoles, with the dimensions frequency and phantom shell thickness
dependent.  The COMOSAR test bench employs a 2 mm phantom shell thickness therefore the
dipoles sold for use with the COMOSAR test bench comply with the requirements sct forth for a 2
mm phantom shell thickness.

5 MEASUREMENT UNCERTAINTY

All uncertaintics listed below represent an expanded uncertainty expressed at approximately the 93%)
confidence level using a coverage factor of k=2, traceable to the Internationally Accepted Guides to
Measurement Uncertainty.

5.1 RETURN LOSS

The following uncertaintics apply to the return loss measurement:

Frequency band Expanded Uncertainty on Return Loss

400-6000MHz 0.1 dB

5.2 DIMENSION MEASUREMENT

The following uncertaintics apphy to the dimension measurements:

Length (mm) Expanded Uncertainty on Length
3-300 0.05 mm

53 VALIDATION MEASUREMENT

The guidelines outlined in the IEELE 1528, OUET 65 Bulletin C, CENELEC EN30361 and CEFIEC
62209 standards were  followed to  gencrate the measurement uncertainty  for validation
measurements.

Sean Volume Expanded Uncertainty
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6 CALIBRATION MEASUREMENT RESULTS

6.1 RETURN LOSS AND IMPLEDANCLE
Frequency, MHz
2350 2380 2400 2420 2440 2460 2480 2500 2520 2550
0- i i | i i T ‘ T
-10- ‘
: N
-1
~ -15- ! |
-20- ‘ ‘
-25- ‘ ‘
-30- | { | |
Frequency (MHz) Return Loss (dB3) Requirement (dB) Impedance
2450 -25.59 -20 447Q-1.1jQ2
6.2 MUECHANICAL DIMENSIONS
Fregquency MH:z L mm h mm d mm
reguired measured reguired measured required measured
300 A20.0 £1 %. 250.0 +1 %. B.35 £1 %.
450 250.0 1 %. 166.7 £1 %. 6.35 £1 %.
750 176.0 +1 %. 100.0 +1 %. B.35 £1 %.
835 161.0 1 %. B9.8 +1 %. 3.6 +1 %.
800 148.0 +1 %. 833 £1%. 3.6 £1 %.
1450 89,1 £1 %. 51.7 £1 %. 3.6 £1 %,
1500 B0.5 £1 %. 50.0 1 %. 3.6 1 %.
1640 79.0 £1 %. 45.7 1 %. 3.6 £1 %,
1750 75.2 £1 %, 42.5 +1 %. 3.6 t1 %.
1800 7201 %, 41,7 1 %, 3.6 1 %.
1500 B8.0 £1 %. 35,5 £1 %. 3.6 +1 %.
1950 B6.3 +1 %. 38.5 +1 %. 3.6 +1 %.
2000 B4.5 £1 %. 37.5 £1 %. 3.6 1 %.
2100 B1.0 +1 %, 35.7 £1 %. 3.6 1 %,
2300 55.5 1 %. 32.6 £1 %. 3.6 t1 %.
2450 5151 %. PASS 30.4 1 %. PASS 36 +1%. PASS
2600 A8.5 1 %. 28.8 £1 %. 3.6 +1 %.
3000 41.5 +1 %. 25.0 +1 %. 3.6 +1 %.
3300 37.0£1 %. 26.4 £1 %. 3.6 1 %.
3700 34.7+1 %, 26.4 £1 %. 3.6 1 %,
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7  VALIDATION MEASUREMENT

The [EEL Std. 1528, OUT 65 Bulletin C and CEFIEC 62209 standards state that the system
validation measurements must be performed using a reference dipole mecting the fore mentioned
return loss and mechanical dimension requirements. The validation measurement must be performed
against a liquid filled flat phantom, with the phantom constructed as outlined in the fore mentioned
standards. Per the standards, the dipole shall be positioned below the bottom of the phantom, with
the dipole length centered and parallel to the longest dimension of the flat phantom, with the top
surface of the dipole at the described distance from the bottom surface of the phantom.

7.1 HEAD LIQUID MEASURLEMENT

Fre:qu:zncv Relative permittivity (') Conductivity (5) $/m
reguired measured regquired measured
300 433185 % D87 £5 %
450 43545 % D87 £5 %
750 41945 % D855 %
B35 4153485 % 0.50 5 %
800 41545 % 0.97 £5 %
1450 40515 % 12045 %
1300 4045 % 12345 %
1640 A0.2 45 % 13145%
1750 40145 % 13745 %
1800 40045 % 14045 %
1500 40045 % 14045 %
1950 4005 % 14045 %
2000 40045 % 14045 %
2100 5.8 45 % 149 £5 %
2300 3.5 45 % 1B67£5%
2450 35.2 5 % PASS 180+5% PASS
2600 5.0 45 % 1965 %
3oon AB5E5 % 24045 %
3300 37.59 45 % 29145%

7.2 BAR MEASUREMENT RESULT WITH HEAD LIQUID

The IEEE Std. 1528 and CELIEC 62209 standards statc that the system validation measurcments
should produce the SAR wvalues shown below (for phantom thickness of 2 mm), within the
uncertainty for the system validation.  All SAR values arc normalized to 1 W forward powcer. In
bracket, the measurcd SAR is given with the uscd input power.

Sollware OPENSAR V4
Phaniom 8N 20609 SAMT]
Probe SN 18/11 EPGI22
Liguid Head Liguid Values: eps’: 390 sigra: 1.77
Distance between dipole center and liguid 10.0
Arca scan resolulion da=8rum/dy=8nnu
Page: 7/11
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Zoon Scan Resolution dx=8nm/dy=8m/d=5mm
Frequency 3450 MHx
Inpul power 20 dBm
Ligquid Temperalure 20
Lab Temperalure T
Lab Humidity 45 %
F'e:q“:z"c" 1 g SAR [W/kg/W) 10 g 5AR [W/kg/W)
reguired measured reguired measured

3on .85 1.54

450 4.58 3.06

750 8.49 5.55

835 8.56 6.22

500 10.5 6.99

1450 29 16

1500 30.5 16.8

1640 34.2 18.4

1750 36.4 19.3

1800 38.4 20.1

1500 38.7 20.5

1950 40,5 20.9

2000 41.1 21.1

2100 43,6 21.9

P A8.7 233

2450 52.4 53.89 (5.359} 24 24.15 [2.42}

2600 55.3 24.6

3000 63.8 5.7

3500 67.1 25
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7.3 BODY LIQUID MEASUREMENT
Fre;u:znw Ralative permittivity (g,") Conductivity (o) 5/m
reguired measured reguired measured
150 615 +5 % D.80 45 %
300 58.7 +5 % 0.92 5 %
450 56.7 £5 % 0.94 45 %
750 55.5 45 % 0.96 45 %
835 55.2 5 % 0.57 £5 %
000 55.0 45 % 1.05 45 %
013 55.0£5 % 106 15 %
1450 54.0 45 % 1.30 45 9%
1610 5385 % 14015 %
1800 53.3 45 % 15245%
1000 53.3 5 % 152 +5 %
2000 53.3 45 % 1.52 +5 %
2100 53.245 % 1.62 45 %
2450 52.7 +5 % PASS 1.95 #5 % PASS
2600 52.5 5 % 216 45 %
3000 52.0 #5 % 273459
3500 51.3 £5 % 33145%
5200 49,0 £10 % 5.30 £10 %
5300 435 £10 % 5.42 £10 %
5400 487 10 % 5.53 £10 %
5500 48,6 £10 % 5.65 £10 %
3600 48,5 10 % 5.77 £10 %
3800 48210 % B.00 £10 %

74 SAR MEASURLEMENT RESULT WITH BODY LIGUID

Sollwarc

OPENSAR V4

Phaniom

SN 20609 SAMTI

Probe

SN 1811 EPG122

Liquid

Body Liquid Values: eps’: 53.0sigma: 1.93

Distance belween dipole conler and liguid

100 rom

Arca sean resolulion

dx=8rurn/dv=8mm

Zoon Scan Resolulion

dx=8rm/dy=8m/d=>5nm

Fregquency 2450 MHr

Inpul power 20 dBm

Liguid Temiperalure MG

Lab Temperalure Hile

Lab Humidity 45 %
Fage: 9101
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F
'e:,I”:Z"C" 1 g SAR [W/kg/W) 10 g SAR [W/kg/W)
measured measured
2450 54.65 (5.46} 24.58 (2.46}
Sl Fadded e S|

9.84-

e |
B 10 12 14 16 18 N M X 228N
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LIST OF EQUIPMENT

Equipment Summary Sheet

Equipment Manufacturer / Identification No Current Next Calibration
Description Model | Calibration Date Date
SAM Phantom Satimo SN-20/09-GAM71 ["ondated. Nocal - alidated. - No cal
required. required.
; alidated. No cal alidated. No call
COMOSAR Test Bench Version 3 NA required. required.
Network Analyzer Rh"deé‘vic'“wa’z SN100132 02/2021 0212024
Calipers Carrera CALIPER-01 1212018 1212021
Reference Probe Satimo EFG122 SN 18/11 1042021 1042022
Multimeter Keithley 2000 1188656 122018 1242021
Signal Generator Agilent E44 38C MY49070581 12/2018 12/2021
Amplifier X — SN 046 Characterized pripr to |Characterized pripr to
test. No cal required. |test. No cal required.
Power Meter HP E4418A US38261498 12/2018 12/2021
Power Sensor HP ECP-E26A US37181460 12/2018 12/2021
: : Characterized prior to|Characterized prior to
Directional Coupler Narda 4216-20 01386 test. No cal reguired. |test. No cal reguired.
Temperature and SRR
Humigity Sensor Control Company 11-661-9 82021 812024
Fage: 11717
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6.PHOTOGRAPHS OF THE LIQUID

. B
Hz, 15.7cm depth)

Photograph of the depth in the Head Phantom (2450M
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Please refer to separated files for Test Setup Photos of SAR.
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Please refer to separated files for Test Setup Photos of SAR.

[w] [w] | Shenzhen LCS Compliance Testing Laboratory Ltd.

'] Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen,
% | 518000, China

EI ; 3‘ Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Scan code to check authenticity


mailto:webmaster@lcs-cert.com

	SAR TEST REPORT
	For
	Creative Labs Pte. Ltd.
	Creative Zen Hybrid Pro
	Test Model: EF1040
	Additional Model No.: /
	1.TEST STANDARDS AND TEST DESCRIPTION
	1.1.Test Standards
	1.2.Test Description
	1.3.General Remarks
	1.4.Product Description
	1.5.Statement of Compliance

	2.TEST ENVIRONMENT
	2.1.Test Facility
	2.2.Environmental conditions
	2.3.SAR Limits
	2.4.Equipments Used during the Test

	3.SAR MEASUREMENTS SYSTEM CONFIGURATION
	3.1.SAR Measurement Set-up
	3.2.OPENSAR E-field Probe System
	3.3.Phantoms
	3.4.Device Holder
	3.5.Scanning Procedure
	3.6.Data Storage and Evaluation
	3.7.Position of the wireless device in relation to the
	3.8.Tissue Dielectric Parameters for Head and Body Pha
	3.9.Tissue equivalent  liquid properties
	3.10.System Check
	3.11.SAR measurement procedure
	3.12.Power Reduction
	3.13.Power Drift

	4.TEST CONDITIONS AND RESULTS
	4.1.Conducted Power Results
	4.2.SAR Measurement Results
	4.3.SAR Measurement Variability
	4.4.General description of test procedures
	4.5.Measurement Uncertainty (450MHz-6GHz)
	4.6.System Check Results
	4.7.SAR Test Graph Results

	5.CALIBRATION CERTIFICATES
	5.1Probe-EPGO376 Calibration Certificate
	5.2SID2450 Dipole Calibration Ceriticate

	6.PHOTOGRAPHS OF THE LIQUID
	7.PHOTOGRAPHS OF THE TEST

	8.EUT PHOTOGRAPHS

