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SAR MEASUREMENT PLOTS (@ 5400 MHz
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SAR MEASUREMENT PLOTS @ 5600 Mz
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SAR REFERENCE DIPOLE CALIBRATION REPORT

Ref ACR.66.32.24.BER. A

7 LIST OF EQUIPMENT

Equipment Summary Sheet

Equipment Manufacturer / Identification No Current Next Calibration
Description Model ‘| Calibration Date Date
SAM Phantom MVG SN 13/00 SAmeg | alidated. Nocal  Validated.  No  cal
Fequired. Fequired.
COMOSAR Test Bench Version 3 NA Valic!ated. No cal Valic!ated. No call
Fequired. Fequired.
Network Analyzer R°hdez&vfn°hwarz 100203 08/2021 08/2024
Network Analyzer — Rohde & Schwarz
Calibration kit 7V-7235 101223 07/2022 07/2025
Calipers Mitutoyo SN 0009732 11/2022 11/2025
Reference Probe MVG 3523-EPGO-429 11/2023 11/2024
Multimeter Keithley 2000 4013982 02/2023 022028
Signal Generator R°hde§M‘°é°hwarz 106589 03/2022 03/2025
Amplifier MVG MODU-023-C-0002 Characterized prior to|Characterized prior to
test. No cal required. [test. No cal required.
Power Meter NI-USB 5680 170100013 06/2021 06/2024
Power Meter Keysight U2000A SN: MY862340002 10/2022 10/2025
Directional Coupler Krytar 158020 131467 Characterized prior to|Characterized prior ta
test. No cal required. [test. No cal required.
Temperature / Humidity)  +o g5 184 H1 44225320 06/2021 06/2024
Sensor
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Appendix E. Justification of the extended calibration

If dipoles are verified in return loss (<-20dB, within 20% of prior calibration for below 3GHz, and <-8dB,
within 20% of prior calibration for 5GHz to 6GHz), and in impedance (within 5 ohm of prior calibration), the

annual calibration is not necessary and the calibration interval can be extended.

<Head 750MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-29.73 - 52.5 - Feb. 21, 2024
-29.642 0.30 52.998 0.498 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 835MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-42.84 - 50.5 - Feb. 21, 2024
-42.803 0.09 50.592 0.092 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 1800MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-24.53 - 44.8 - Feb. 21, 2024
-24.545 0.06 44.809 0.009 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 1900MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-23.28 - 46.2 - Feb. 21, 2024
-23.518 1.02 46.516 0.316 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.
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<Head 2450MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-29.27 - 53.6 - Feb. 21, 2024
-29.39 0.41 53.742 0.142 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 2600MHz>

Date of
Return Loss (dB) Delta (%) Impedance Delta(ohm) Measurement
-25.57 - 54.5 - Feb. 21, 2024
-25.248 1.26 54.653 0.153 Feb. 20, 2025

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 5200MHz>

Calibrated By MVG | Checked By JYT In o -

Items In 2024 2025 Deviation Limit

Impendence for Head TSL 50.3Q-7.1jQ 54.420-3.93jQ 4.12Q+3.17jQ 150
Return Loss for Head TSL -23.05dB -22.10dB -4.12% 1+20%(No less than 20 dB)

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 5400MHz>

Calibrated By MVG | Checked By JYT In L .

ltems In 2024 2025 Deviation Limit

Impendence for Head TSL 46.20+4.2jQ 43.62Q0+3.19jQ -2.580-1.01jQ +5Q
Return Loss for Head TSL -24.58dB -22.37dB -8.99% £20%(No less than 20 dB)

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 5600MHz>

Calibrated By MVG | Checked By JYT In i -

Items In 2024 2025 Deviation Limit

Impendence for Head TSL 43.00Q-2.2jQ 44.390-3.51jQ 1.390Q-1.31jQ 50
Return Loss for Head TSL -22.11dB -23.09dB 4.43% 120%(No less than 20 dB)

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

<Head 5800MHz>

Items

Calibrated By MVG

Checked By JYT In

Deviation

Limit
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In 2024 2025
Impendence for Head TSL 45.00Q+1.2)Q 46.97Q+3.05)Q 1.97Q+1.85jQ 50
Return Loss for Head TSL -25.24dB -25.90dB 2.61% 120%(No less than 20 dB)

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

XXEND OF THE REPORTX3%




