
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/26

#01_WCDMA II_RMC 12.2Kbps_Edge 1_0mm_Ch9400

Communication System: WCDMA; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200826 Medium parameters used: f = 1880 MHz; σ = 1.417 S/m; εr = 40.496; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.82, 7.82, 7.82) @ 1880 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.24 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.87 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 2.15 W/kg
SAR(1 g) = 0.876 W/kg; SAR(10 g) = 0.382 W/kg
Maximum value of SAR (measured) = 1.74 W/kg

0 dB = 1.74 W/kg = 2.41 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/1

#02_WCDMA IV_RMC 12.2Kbps_Edge 1_0mm_Ch1312

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200901 Medium parameters used : f = 1712.4 MHz; σ = 1.344 S/m; εr = 

41.959; ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(8.06, 8.06, 8.06) @ 1712.4 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.40 W/kg

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 31.36 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 3.03 W/kg
SAR(1 g) = 1.19 W/kg; SAR(10 g) = 0.512 W/kg
Maximum value of SAR (measured) = 2.44 W/kg

0 dB = 2.44 W/kg = 3.87 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#03_WCDMA V_RMC 12.2Kbps_Edge 1_0mm_Ch4132

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_200827 Medium parameters used : f = 826.4 MHz; σ = 0.932 S/m; εr = 40.84; ρ

3= 1000 kg/m
23.7 22.7

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.51, 9.51, 9.51) @ 826.4 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 37.87 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 2.55 W/kg
SAR(1 g) = 0.875 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 1.80 W/kg

0 dB = 1.80 W/kg = 2.55 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/31

#04_LTE Band 2_20M_QPSK_1_99_Edge 3_0mm_Ch18700

Communication System: LTE ; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200831 Medium parameters used: f = 1860 MHz; σ = 1.414 S/m; εr = 40.423; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.82, 7.82, 7.82) @ 1860 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.911 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.10 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.998 W/kg
SAR(1 g) = 0.489 W/kg; SAR(10 g) = 0.234 W/kg
Maximum value of SAR (measured) = 0.805 W/kg

0 dB = 0.805 W/kg = -0.94 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/3

#05_LTE Band 7_20M_QPSK_1_0_Edge 3_22mm_Ch20850

Communication System: LTE ; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200903 Medium parameters used: f = 2510 MHz; σ = 1.932 S/m; εr = 39.468; 

ρ = 1000 kg/m3

23.9 22.9 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.08, 7.08, 7.08) @ 2510 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (71x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.70 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 24.87 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 2.06 W/kg
SAR(1 g) = 1.16 W/kg; SAR(10 g) = 0.649 W/kg
Maximum value of SAR (measured) = 1.72 W/kg

0 dB = 1.72 W/kg = 2.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#06_LTE Band 12_10M_QPSK_1_49_Edge 1_0mm_Ch23095

Communication System: LTE; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_200827 Medium parameters used: f = 707.5 MHz; σ = 0.883 S/m; εr = 41.701; 

ρ = 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 707.5 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.35 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 43.46 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.90 W/kg
SAR(1 g) = 0.925 W/kg; SAR(10 g) = 0.474 W/kg
Maximum value of SAR (measured) = 1.95 W/kg

0 dB = 1.95 W/kg = 2.90 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#07_LTE Band 13_10M_QPSK_1_25_Edge 1_0mm_Ch23230

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_200827 Medium parameters used: f = 782 MHz; σ = 0.907 S/m; εr = 41.437; ρ 

= 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 782 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.30 W/kg

Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 42.73 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 2.84 W/kg
SAR(1 g) = 0.943 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 2.02 W/kg

0 dB = 2.02 W/kg = 3.05 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#08_LTE Band 14_10M_QPSK_1_0_Edge 1_0mm_Ch23330

Communication System: LTE; Frequency: 793 MHz;Duty Cycle: 1:1
Medium: HSL_750_200827 Medium parameters used: f = 793 MHz; σ = 0.911 S/m; εr = 41.393; ρ 

= 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 793 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.28 W/kg

Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 42.60 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 2.81 W/kg
SAR(1 g) = 0.933 W/kg; SAR(10 g) = 0.435 W/kg
Maximum value of SAR (measured) = 1.99 W/kg

0 dB = 1.99 W/kg = 2.99 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/26

#09_LTE Band 25_20M_QPSK_1_0_Edge 1_0mm_Ch26340

Communication System: LTE; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200826 Medium parameters used: f = 1880 MHz; σ = 1.417 S/m; εr = 40.496; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.82, 7.82, 7.82) @ 1880 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.54 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.07 V/m; Power Drift = 0.19 dB
Peak SAR (extrapolated) = 2.34 W/kg
SAR(1 g) = 0.962 W/kg; SAR(10 g) = 0.425 W/kg
Maximum value of SAR (measured) = 1.85 W/kg

0 dB = 1.85 W/kg = 2.67 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#10_LTE Band 26_15M_QPSK_1_0_Edge 1_0mm_Ch26865

Communication System: LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_200827 Medium parameters used : f = 831.5 MHz; σ = 0.935 S/m; εr = 40.812; 

ρ = 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.51, 9.51, 9.51) @ 831.5 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.28 W/kg

Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 41.80 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.81 W/kg
SAR(1 g) = 0.940 W/kg; SAR(10 g) = 0.456 W/kg
Maximum value of SAR (measured) = 1.96 W/kg

0 dB = 1.96 W/kg = 2.92 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/31

#11_LTE Band 30_10M_QPSK_1_0_Bottom Face_0mm_Ch27710

Communication System: LTE; Frequency: 2310 MHz;Duty Cycle: 1:1
Medium: HSL_2300_200831 Medium parameters used: f = 2310 MHz; σ = 1.654 S/m; εr = 39.565; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.56, 7.56, 7.56) @ 2310 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.57 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 22.14 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 2.00 W/kg
SAR(1 g) = 0.963 W/kg; SAR(10 g) = 0.439 W/kg
Maximum value of SAR (measured) = 1.64 W/kg

0 dB = 1.64 W/kg = 2.15 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/26

#12_LTE Band 66_20M_QPSK_1_0_Edge 1_0mm_Ch132072

Communication System: LTE; Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200826 Medium parameters used: f = 1720 MHz; σ = 1.355 S/m; εr = 41.931; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(8.06, 8.06, 8.06) @ 1720 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.14 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.58 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 2.24 W/kg
SAR(1 g) = 0.910 W/kg; SAR(10 g) = 0.401 W/kg
Maximum value of SAR (measured) = 1.83 W/kg

0 dB = 1.83 W/kg = 2.62 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/27

#13_LTE Band 71_20M_QPSK_1_99_Edge 1_0mm_Ch133322

Communication System: LTE; Frequency: 683 MHz;Duty Cycle: 1:1
Medium: HSL_750_200827 Medium parameters used: f = 683 MHz; σ = 0.873 S/m; εr = 41.801; ρ 

= 1000 kg/m3

23.7 22.7 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 683 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.41 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 44.24 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 2.78 W/kg
SAR(1 g) = 0.965 W/kg; SAR(10 g) = 0.498 W/kg
Maximum value of SAR (measured) = 1.91 W/kg

0 dB = 1.91 W/kg = 2.81 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2020/8/28 

#14_LTE Band 41_HPUE_20M_QPSK_1_0_Edge 2_0mm_Ch41490

Communication System: LTE; Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_200828 Medium parameters used: f = 2680 MHz; σ = 2.084 S/m; εr = 38.644; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration
- Probe: EX3DV4 - SN3728;ConvF(7.08, 7.08, 7.08) @ 2680 MHz;Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.72 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 22.08 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 2.57 W/kg
SAR(1 g) = 0.904 W/kg; SAR(10 g) = 0.379 W/kg
Maximum value of SAR (measured) = 1.87 W/kg

0 dB = 2.73 W/kg = 4.91 dBW/kg



   

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2020/8/30

#15_LTE Band 48_20M_QPSK_1_0_Edge 3_0mm_Ch55340

 

    

  

 
 

 
 

Communication System: LTE; Frequency: 3560 MHz;Duty Cycle: 1:1.59 
Medium: HSL_3500_200830 Medium parameters used: f = 3560 MHz; σ = 2.982 S/m; εr = 37.376; ρ = 1000 

kg/m3 

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN3931;ConvF(7.05, 7.05, 7.05) @ 3560 MHz;Calibrated: 2019/9/26
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn853; Calibrated: 2020/7/23
- Phantom: ELI v5.0_Left; Type: QDOVA002AA; Serial: TP:1238
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

 
Area Scan (81x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm

 Maximum value of SAR (interpolated) = 2.34 W/kg
  

Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
 Reference Value = 8.965 V/m; Power Drift = -0.07 dB

 Peak SAR (extrapolated) = 3.06 W/kg
 SAR(1 g) = 0.859 W/kg; SAR(10 g) = 0.279 W/kg

 Maximum value of SAR (measured) = 1.98 W/kg

0 dB = 2.34 W/kg = 3.69 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/25

#16_FR1 n2_20M_BPSK_1_53_Edge 1_0mm_Ch380000

Communication System: NR; Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900_200825 Medium parameters used: f = 1900 MHz; σ = 1.424 S/m; εr = 39.547; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.82, 7.82, 7.82) @ 1900 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.756 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.59 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.13 W/kg
SAR(1 g) = 0.463 W/kg; SAR(10 g) = 0.206 W/kg
Maximum value of SAR (measured) = 0.880 W/kg

0 dB = 0.880 W/kg = -0.56 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/25

#17_FR1 n5_20M_BPSK_50_28_Edge 1_0mm_Ch167300

Communication System: NR; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_200825 Medium parameters used: f = 836.5 MHz; σ = 0.911 S/m; εr = 40.665; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.51, 9.51, 9.51) @ 836.5 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.703 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 31.48 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 1.50 W/kg
SAR(1 g) = 0.515 W/kg; SAR(10 g) = 0.238 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/1

#18_FR1 n7_20M_BPSK_1_53_Edge 3_22mm_Ch502000

Communication System: NR; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200901 Medium parameters used: f = 2510 MHz; σ = 1.914 S/m; εr = 39.333; 

ρ = 1000 kg/m3

23.5 22.5 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.08, 7.08, 7.08) @ 2510 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.38 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 24.65 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.64 W/kg
SAR(1 g) = 0.934 W/kg; SAR(10 g) = 0.522 W/kg
Maximum value of SAR (measured) = 1.37 W/kg

0 dB = 1.37 W/kg = 1.37 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/25

#19_FR1 n12_15M_BPSK_36_0_Edge 1_0mm_Ch141500

Communication System: NR; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_200825 Medium parameters used : f = 707.5 MHz; σ = 0.881 S/m; εr = 41.572; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 707.5 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.803 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 33.98 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 1.52 W/kg
SAR(1 g) = 0.535 W/kg; SAR(10 g) = 0.278 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/9/3

#20_FR1 n41_100M_BPSK_1_1_Edge 3_22mm_Ch528000

Communication System: NR; Frequency: 2640 MHz;Duty Cycle: 1:1
Medium: HSL_2600_200903 Medium parameters used: f = 2640 MHz; σ = 2.081 S/m; εr = 38.946; 

ρ = 1000 kg/m3

23.9 22.9 

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(7.08, 7.08, 7.08) @ 2640 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483) 

Area Scan (61x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.34 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 20.21 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 1.58 W/kg
SAR(1 g) = 0.899 W/kg; SAR(10 g) = 0.504 W/kg
Maximum value of SAR (measured) = 1.33 W/kg

0 dB = 1.33 W/kg = 1.24 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/25

#21_FR1 n66_20M_BPSK_1_104_Edge 3_0mm_Ch349000

Communication System: NR; Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_200825 Medium parameters used : f = 1745 MHz; σ = 1.372 S/m; εr = 41.452;

3ρ = 1000 kg/m
23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(8.06, 8.06, 8.06) @ 1745 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.815 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.83 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.02 W/kg
SAR(1 g) = 0.517 W/kg; SAR(10 g) = 0.245 W/kg
Maximum value of SAR (measured) = 0.850 W/kg

0 dB = 0.850 W/kg = -0.71 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2020/8/25

#22_FR1 n71_20M_BPSK_50_28_Edge 1_0mm_Ch136100

Communication System: NR; Frequency: 680.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_200825 Medium parameters used : f = 680.5 MHz; σ = 0.87 S/m; εr = 41.682; ρ

3= 1000 kg/m
23.2 22.2

DASY5 Configuration:
- Probe: EX3DV4 - SN3728; ConvF(9.67, 9.67, 9.67) @ 680.5 MHz; Calibrated: 2020/2/4
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn699; Calibrated: 2020/2/26
- Phantom: ELI v4.0; Type: QDOVA001BB; Serial: TP:1041
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.796 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 32.24 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.528 W/kg; SAR(10 g) = 0.282 W/kg
Maximum value of SAR (measured) = 0.997 W/kg

0 dB = 0.997 W/kg = -0.01 dBW/kg
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