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User Guide

Convenient Access
Simple and secure authorization with RFID Card
and PIN code, Fingerprint

Durable Door Lock
Strict internal quality control in line with FCC
@ certification guidelines guarantee high quality

Burglary Prevention / Dual Locking

12 3 / Mischief Prevention
Integrated prevention functions with user
4 5 6 safety being our top priority
7 8 9 Overvoltage Protection
/ Fire Alarm Sensor
Integrated temperature sensor provides alarm
X 0 # . ; e .
notification and automatic unlocking in case of fire
@

Emergency Power Source(9V Battery)
External power connector in case of empty
batteries

@

To register the Tuya Bluetooth App by bluetooth module, please go to the page 12

Changed Master PIN Code Registration

The door must be open for registration, removal and modification of
Master pin code.

. After removing the [Battery Cover],
press the [R] Button

RButton )) "Beep”

. Input Master Pin code (Default 1,2,3,4)
with [*]buton

User PIN Code Registration

The door must be open for registration, removal and modification of user
pin code.

3. Press number [0]

4. Input the new Master Pin

5. Save your New Master Pin code by
pressing the star [*] button on the
keypad. A "beep” sound confirms
successful registration.

N

1. After removing the [Battery Cover],
press the [R] Button

@ R Button Dﬂ))) "Beep”

User Pin Code cannot overlap the Master Pin Code and Guest Pin code.
User Pin Code can be registed up to 30 user pin

2. Input the Master Pin code with [*] button
3. Press number [1]

4. Input user pin code, pressing the star [*]
button on the keypad. To finish please
press [*] button again.

Make sure to confirm that the PIN code was successfully registered: With
the door still open, press the [&] button to extend the deadbolt.

Input your new PIN code and confirm with the star [*] button. Make sure
that the deadbolt retracts.

If you do not enter a PIN code within 10 seconds after pressing the [R]
button, the PIN code registration process is automatically cancelled.

RFID Card Registration

The door must be unlocked for RFID card registration.

1. After removing the [Battery Cover], 2. Input the Master Pin code with [*] button

press the [R] Button

RButton @) “Beep”

3. Press number [2]
4. Hold on the RFID Card against
card reader
5. Thenyou can hear the confirmation sound.

Tofinish please press ] button again

If you do not hold the RFID card against the card reader within 10
seconds after pressing the [R] button, the card registration process is
automatically cancelled.

In order to register an additional RFID card (up to 70 cards can be
registered), all the RFID cards to be registered must be held against the
card reader

User Instructions

m The products covered by this manual are precision electronics devices
All safety and operating instructions must be read before the product is operated

m To ensure continuous access security, change your PIN code regularly

® Only use new batteries and beware of potential battery leakage which may damage the product

m Replace all batteries when prompted to do so by the automatic low battery notification and do not
re-use any of the batteries beyond their recommended life cycle

m |nstallation must be done by a qualified service professional or locksmith

® Disassembly, attempted repair, rework or reverse engineering are prohibited without written
consent and approval of except for normal installation of the product by a designated
service professional or locksmith

= Clean the product only with a dry microfiber cloth

m Do not insert into or press any of the buttons with pointy objects such as pins or other pricking tools

m Do not use this product for, nor rely on this product for any purposes other than those of a digital
door lock as described in this guide

= This product has not been tested for external use. Avoid any contact with water

m This product was designed for use in weather protected outdoor and indoor areas and for domestic
applications only

m Do not expose the product to strong shocks or vibration

m Keep the filled-out warranty certificate, as it is required for processing al | A/S and/or warranty
requests

m The information in this user guide is subject to change without notice

This product must be installed by a professional locksmith. In case of defects resulting from
installation by the user, product warranty becomes void. reserves the right to charge an
out-of-warranty after-service fee

Component Overview

Components may differ based on installation - and model type

Door Lock Front Body

Door Lock Back Body
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ﬂ
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Mortise Dust Box Mortise Shaft
User Guide RFID Tag
Drilling Template Mechanical key 3EA

Installation Manual Assembly Screws
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Fingerprint Registration

1. After removing the [Battery Cover], press the [R] Button
2. Input the Master Pin code with [*] button and press number [4]

3. Touch finger 3 times on module

) ) <)

@ "Beep” @ "Beep” @ "Beep” >> Ed»)

4. Then you can hear the confirmation sound. To finish please press [*] button

As soon as the LED around the fingerprint sensor is lit up, touch the sensor
with the fingerprint you would like to register. When a “Beep” sound is heard,
remove and replace the same finger for a total of 3 times.

If you want to register additional fingerprints (up to 100), continue by
placing another finger on the sensor within 8 seconds
[each fingerprint must be read 3 times for successful registration).

If you do not place your finger on the sensor within 8 seconds of
each fingerprint reading (3 times is required), registration is automatically
cancelled.

Register New Master Pin Code when Master Pin Code forgets it.

=) cecdngs © 456 © * * O 9BTUII0 © * © # © =B

Delete User Pin Code

1. After removing the [Battery Cover], . Input the Master Pin code with [*] button

press the [R] Button 3 seconds

R Button EQ))) "Bee” "Beep”

2
3. Press number [1]

4. Press the User No. to delete
5

. Press [*] button, then you can hear
the confirmation sound. To finish
please press [*] button again

All Delete User Pin Code
1. After removing the [Battery Cover],
press the [R] Button 3 seconds

R Button EQ))) "Bee” "Beep”

N

. Input the Master Pin code with [*] button

w

. Press number [1]

4. Press [#] for 5 second button, then
you can hear the confirmation sound

Schematic Overview

(Front Body / External Assembly)

Fingerprint

9V Battery
(Not Included)

Keypad buttons

Battery Indicator
Card/Key tag input

Emergency Power
Source Connector

Mechanical Key Hole

)

External Handle

Schematic Overview

(Back Body / Internal Assembly & Lockcase)

‘ m Pin AA (4EA)
AA Batteries (4EA)
Battery Cover |e l
ﬂ
HERHEIS
@ > ] >
22
— | Plug in module location
Auto/Manual

Registration Button

Locking Button
Dual Locking Button

Mortise
Deadbolt

Latch

Internal Handle
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Delete RFID Card

1. After removing the [Battery Coverl], . Input the Master Pin code with [*] button
press the [R] Button 3 seconds

R Button Dj))) "Bee” "Beep”

2
3. Press number [2]

4. Press the RFID Card No. to delete
5. Press [*] button, then you can hear
the confirmation sound. To finish

please press [*] button again
All Delete RFID Card
1. After removing the [Battery Cover], 2. Input the Master Pin code with [*] button

press the [R] Button 3 seconds 3. Press number [2]
4. Press [#] for 5 second button, then
@ R Button EQ))) "Bee"” "Beep” you can hear the confirmation sound
Delete Fingerprint
1. After removing the [Battery Cover], 2. Input the Master Pin code with [*] button
press the [R] Button 3 seconds 3. Press number [4]

4. Press the Fingerprint No.
to delete it.

R Button EQ))) "Bee” "Beep”

ol

. Press [+] button, then you can hear
the confirmation sound. To finish
please press [*] button again

All Delete Fingerprint

1. After removing the [Battery Cover], 2. Input the Master Pin code with [*] button
press the [R] Button 3 seconds

R Button EQ))) "Bee” "Beep”

w

. Press number [4]

4. Press [#] for 5 second button, then
you can hear the confirmation sound

Opening the Do tside (PIN Code)

2. Press the star button [ * ] to unlock

the door.
)t

The PIN code can only be entered when the keypad is awake. Touch the
keypad to wake it up - it will light up.

1. After touching the keypad, enter a
registered PIN code

Touch the keypad ©  InputPINcode © *

If an incorrect PIN code is entered consecutively for five times, an alarm
will sound and the keypad will automatically be locked for one minute.
After one minute, the PIN code can be entered again.

side (PIN code Scramble Function)

Opening the Doo

After waking up the keypad, input any random combination of numbers
followed by your PIN code. Press the star [*] key to unlock the door.

The PIN code scramble function is helpful if you are concerned that
someone is observing the numbers you are entering.

Opening the Door from Outside (RFID Card)

Hold Card against Reader © [[}))g{L ©  Access Granted



Opening the Door from Outside (Fingerprint)

Door Unlocked

After successful
authorization, the door
unlocks with audible
feedback

i) &

Opening the Door from Inside

Open with Handle
The door can be unlocked and opened

from inside by pressing down the door
handle

Open with Fingerprint
Place your registered
finger on the
fingerprint sensor.

If the door is not unlatched within 7 seconds after pressing down the door
handle or unlocking with your phone, the door lock will automatically
lock again.

Locking the Door from Outside

When Auto Locking is
Activated

The door will automatically
lock within 2 seconds after
latching (refer to page 8)

When Manual Locking is Activated

The door can also be locked
by touching the keypad
(referto page 8)

Locking the Door from Inside

When Auto Locking is Activated

The door lock will automatically lock within 2 seconds after latching [refer to page 271
When Manual Locking is Activated

The door can be locked by pressing the [&] button

Internal Dual Locking Mode ("Privacy Mode)

Dual Locking Mode is a privacy function which makes it impossible to open the door
from outside with PIN code, RFID card, and Fingerprint

Activation

When the door is closed, press and hold the [ @] =
button for 3 seconds. Activation is confirmed with

an audible feedback

Deactivation e
Dual Locking Mode is automatically deactivated by
pressing down the handle from inside

(7]

Emergency Power Source

In case of empty batteries, the external emergency power connector allows
to temporarily operate the lock with a 9V battery

1. Connect the 9V battery to the emergency power connectors
located above the handle.

2. After waking up the keypad, input your PIN code

3. Press the star [*] button to confirm your PIN code and open
the door. While using the emergency power source, you can
also unlock the door with a registered RFID Card

Intruder Alert

If the door is opened abnormally without providing proper access authorization
(for example by forcefully breaking the door frame), an alarm with more than
80 decibel intensity is triggered

Alert Deactivation

The alert can be deactivated by removing the batteries or by providing proper access
authorization such as a registered [PIN code], [RFID card]

High Temperature Alert

The built-in temperature sensor triggers a fire alarm and automatically
unlocks the door when detecting temperatures above 70°C +4°C (158F+7F)

If the back body of the door lock is exposed to direct sunlight for
extended periods of time, the temperature sensor may be activated and
an alarm may be triggered. Even when double locking mode is activated,
a triggered fire alarm will unlock the door. Therefore, this product must
not be installed in case of high indoor temperatures, including - but not
limited to - prolonged direct sunlight exposure of the indoor back body.

This function may be deactivated in certain jurisdictions to comply with
local safety regulations.

Temper Alert Function

If an unregistered PIN code or RFID card is entered five (5) times in a row,
the door lock will sound an alarm and additional attempts are blocked for
one (1) minute

Troubleshooting Guide

Volume Control

Volume control allows to adjust the audible feedback volume in three stages.
Volume can only be adjusted when the door is unlocked.

1. With the battery cover removed, press the [R] button @ R Button Dj))) “Beep”

2. After checking that the
[keypad] is lit up, press
[9]followed by the star

3. For high volume, press
2. For medium volume,
press 1. For manner

4. Confirm your selection by
pressing the [R] button

[* ] key mode, press 0
AR N
12 3 o 3 OO .
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One-Time Manner Mode

After waking up the keypad, press the sharp [#] button. This function
silences all inputs. You can now open the door with PIN code, RFID Card,
smartphone or Fngerprint without sound notifications.

One-time manner mode only works one time. To use this function, it has
to be activated before each access.

Manual Locking Mode Set-Up

This function allows to activate or deactivate automatic locking after the
smart lock is latched

M Activating Manual Locking Mode

After removing the battery cover, look for the Auto Locking switch.
Move the switch up to activate manual locking mode.

After removing the battery cover, look for the Auto Locking switch.

M Activating Auto Locking Mode
A Move the switch down to activate auto locking mode.

To prepare for emergency situations, familiarize yourself with the
operation of the manual locking gear.

Even with Auto Locking Mode activated, make sure to double check that
the door is locked.

(8]

Problem ‘ Solution

- Make sure all batteries are installed properly
- Replace all four batteries 10
- Check for battery leakage

Door lock has no power

- Only press the [R] button shortly

e ote - Make sure that you are following the registration process 4

S properly as outlined in this manual
Aﬂ:r e ARt - Make sure that you input the correct PIN code 4
+[#], the door does not - Wake up the keypad and input your PIN code again
open

PIN code / RFID
card registration is
successful, but door

does not open

- Connect a 9V battery to the external power connector and try again
- Dual Locking Mode may be activated. Please contact your nearest 10
service center

After normal operation,

- This alarm sound is the low battery notification

the door lock keeps - Immediately replace all batteries with new, unused batteries 10
beeping from the same manufacturer
Auto Locking does not - Make sure Auto Locking Mode is activated
9 - If the low battery notification is activated, replace all batteries 8,10

work

and try again

Product Specifications

Type

Specification

Rln5t§llat|on General Fire Door Door Thickness 35 mm ~ 60mm
equirements
PIN code £4~12 digits

Access Functions RFID Card upto 70

Fingerprint up to 100
Main Power Source DC 6V LRé6 1.5V AA Size Alkaline Batteries 4ea
TSy (REer DC9v Alkaline Battery [not included)

Source

How To Do Factory Reset

. Press [R] button for 7 seconds

-3 second "Bee Beep” sound with keypad litup and please keep hold [R] button until 7 second

@ R Button Eq») "Bee" "Beep” Eq») "Bee" "Beep”

2. If you hear "Bee Beep” twice and then Input "9632580741"

~ow

. Press [#] for 3 second until hear "Bee Beep” sound

. Then please wait it until hear the confirmation sound.

Mechanical Key Override

The mechanical key override can be used if the door lock has become unresponsive

Insert the
mechanical key into
the cylinder and

After the deadbolt
retracts,
return the key to its

Locate the
mechanical key
hole above the
handle and slide rotate it clockwise entry positionand  handle. Make sure
the cover to the remove it to close the key

right hole cover

You can now open
the unlocked door
by operating the

Setting Up Video Door Phone Module / Remote Control

Remote control modules allow opening the door lock remotely

@ R Button EQ))) “Beep”

Registration

After removing the battery cover,

press the [R] button i
IR
Input Master Pin Code with [*] button PR
- Press number three [3] on the keypad. e e
* 0 #
Removal

After removing the battery cover,
press the [R] button for 3 seconds

@ R Button Eq») Egzp

Input Master Pin Code with [*] button

- Press number three [3] follow and 40
hold the sharp [#] button for 5 seconds e
on the keypad x o @

If no embedded remote control is registered within 10 seconds after

pressing the [R] button, the registration process is automatically
cancelled.

Failed Locking Alarm Function

In case the deadbolt cannot normally extend or retract during closlng or opening
the door, the door lock will sound a “Bee-Bee-Bee-Bee” alarm three times

If the problem persists, please contact your local dealer, installer or a

professional locksmith.

Low Battery Warning

The door lock automatically provides sound notifications in case of low battery
status. If you hear three “beeps” after normal operation such as opening or
closing, replace all the batteries [if you do not replace the batteries after being
issued a low battery warning, the door lock may stop working)

When replacing batteries, you are required to replace all batteries.

Replace only with new, unused batteries. Do not use batteries of differing
manufacturers.

©

Register the Tuya Bluetooth Function

A. Activate app function via Tuya APP by bluetooth module.
Please do factory reset & re-register the master Pin code if you separately plug-in
Bluetooth module. “If bluetooth module is built-in and then no need it".

- Preparation

1. Tuya Appp
2. Digital Door Lock (at unlock status)

- Connection & Registration

1. Please check plug in bluetooth module at back body under the battery cover

2. Take off one plece AA battery, touch the keypad to deplete the power and add the
battery back

3. Open the Tuya app, select the add the bluetooth door lock and follow the instruction
on the APP.

4. Press the R button and press master pin code +*.

5. Press the number 3

6. A successful sound to inform that the connection estalished

7. Change the lock name on APP and finish registering process.

- Cancellation

1. Follow the instruction on the app to delete from the APP.
2. Do factory reset and set up the lock from beginning.

How to operate the APP after regi

< CMF-1000KBT z

BatteryLevel — @

N

Door Sensor status Open/ Close status

e

@ v

e Member Management

° Smart Scenes.

Close Open

1. Temporary

- Custom : Scheduling Pincode but can setting the pin code in the app

- Time-Limited : Scheduling but pin code will automatically receive it

- One Time : One time pin code

- Dynamic : Only 5 min valid after receive the pin code

- Clearing : Delete the Custom / Time-Limited / One Time / Dynamic pincode

2. Member Management
- Can add the member

3. Smart Scenes
- Can only make the scenario when user have another tuya devices.

4. More
- Setting the Remote Unlock and Lock volume.



This device complies with part 15 of the FCC Rules. Operation is
subject to the following two conditions: (1) This device may not
cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause
undesired operation.

Note:

This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to part 15 of the FCC
Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of
the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

Any changes or modifications to this device that are not
expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment under
FCC rules.



