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CUSTOMER：Wuhan Guide Sensmart Tech Co., Ltd

CUSTOMER PARTNO：

SUPPLIER：Shenzhen Valueplus2 Electronic Co., Ltd

PRODUCT MODEL：ZG18

PRODUCT NAME：ZG18 BT antenna

PRODUCT CODE：M01-0601420R0A

CUSTOMER SIGNATURE：  CUSTOMER SEAL：

 SUPPLIER SIGNATURE： SUPPLIER SEAL：
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Community, Matian Street, Guangming 
District, 

 Tel: 0755-86503881



- 4 -

 PERFORMANCE PARAMETER

1.Electrical Characteristics

Antenna

1  Antenna model omni antenna

2  Frequency 2400-2500Hz

3  V.S.W.R ≤3.0

4

Peak Gain

-4.17

5
Peak Efficiency

11.18%

6  Impendence 50Ω

7  Polarization linear polarization

2.Material

No  Part Name

1  FPC black FPC

2  RF Cable blackΦ1.13

3
RF Connector

golden Ipex 1
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 TESTING CURVE

1.Performance test

1.1 V.S.W.R

Data list

Freq 2.4GHz 2.5GHz

VSWR 1.85 2.22
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 TESTING CURVE

2.  Passive testing

2.1 Efficiency and Gain

Freq(

MHz)
2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500

Gain(

dBi)
-4.46 -4.48 -4.68 -5.00 -5.04 -4.98 -5.01 -4.78 -4.57 -4.35 -4.17

Effic

iency

(%)

10.47 10.52 10.41 10.08 9.82 9.78 9.65 9.78 10.17 10.66 11.18
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 TESTING CURVE

2.2 3D picture 3D Map

2400MHz

Gain=-4.46dBi

2450MHz

Gain=-4.98dBi
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 TESTING CURVE

2500MHz

Gain=-4.17dBi

2.3 2D picture2D Figure

H picture E1 picture E2 picture

2400MHz

Gain=-4.46dBi
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H picture E1 picture E2 picture

2450MHz

Gain=-4.98dBi

2500MHz

Gain=-4.17dBi

2.4 Darkroom test coordinate diagram
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SCHEDULE DRAWING




