Smart Incubator User Manual




1. Product Brief
The Smart Visual Incubator is an intelligent device integrating high-definition cameras, automatic temperature and
humidity control, and multiple egg incubation modes. It supports both Bluetooth Pairing and Wi-Fi connection,

allowing real-time monitoring and management of the incubation process via the mobile app.

2. Product Structure

Number Component Name Functional Description
Featuring 2MP resolution, it provides real-time monitoring of
L Camera hatching progress with clear visuals. The app instantly sends photos
alarm upon successful hatching.
. Egg-Candling .
2 LED light Observe embryonic development
s Displays the current incubation days and time. The device will
. Incubation Time : 5 ]
3 o automatically continue counting after a normal power outage of no
Display
more than 24hours
Incubation Mode Chick to choose your needs, and the device will automatically
4-7 (chicken, duck, incubate the required poultry with one click, don't need to
pigeon, quail) manually adjust temperature or humidity.
# Work indicator light | Display device status
9 Base Support the main body of the equipment and store water
10 Micro SD card slot Record video data
{ Reset ke Restore factory settings. Keep Press the pin for 3 seconds to
I Y hear a beep sound, indicating successful restoration.
. Incubation . N y
12 Tempersture Displiy Display the current incubation temperature
: Click to turn the egg candling on/off and keep press for 3 seconds
13 Egg Candling to hear a beep sound,it will automatically switch the temperature
/ Temperature switch | i from Celsius to Fahrenheit
{4 Clear Data B Reselect the incubation mode. Keep Press for 3 seconds to
SH-Uat Sbon hear a beep. Then select the poultry incubation mode again.
15 Ventilation/Dehumidiy o101 air cireulation and humidity
fication knob
16 Carring handle Easy to carry
Maintain constant t ature and humidity. When the outdoor
17 Cover temperature is too low, wrap with cotton cloth to maintain the
temperature in the incubator.
Provide a humidity source. Align the hole opening with the groove
I8 Weteholtle during installation. Pull it out directly when needed.
19 DC Charging Port Power input port requires a DCI2V 3A power adapter
20-21 Ego tray / egg frame | Place the egg in the incubator




Smart Incubator
with Camera

1 Camera 12 Incubation temperature display

2  Egg-Candling LED light 13 Egg-candling / Temperature switch
3 Incubation time display 14  Clear Data Button

4 Chicken incubation model 15 Ventilation/Dehumidification Knob
5  Pigeon incubation model 16  Carring handle

6  Quail Incubation Mode 17  Cover

7  Duck Incubation Mode 18  Water Bottle

8  Work indicator light 19  DC Chariging Port

9 Base 20 Egg tray

10 Micro SD card slot 21 Egg frame

11 Resetkey



A Note:

+ Low Ambient Temperature (<20°C / 68°F): Requires an external insulation blanket. Thicker insulation is

needed for colder environments.
« Power Adapter: Must be rated for at least 12V/3A. An under-specified adapter will cause operational failure.

+ Keep the ventilation/Dehumidification knob closed during incubation: Required to reach the APP-set
temperature and humidity.
3. APP Download

Download: Search for "iWFCam" on Google Play or App Store. You can also
scan the following QR code with your phone to download the app.

Referring to the figure below




Open the app after downloading

Click Allow Click Allow

This will allow the sap to discover,
connact b, and coliect data from

Notificatiors may Includs alerts,
‘sounds, and icon badges. These can
b configured In Sattings.

Daon't Allow Allow

Infarmatian fram netwoeks can ba used to
: el

Don't Allow

4. Connection Guide
1) Bluetooth pairing QR code connection: Open the "iWFCam" APP — Tap" - —" Scan the QR code of the
device—Follow the prompts to confirm pairing — Connection Successful, Click "Play" to view live footage.

2) Wi-Fi connection: Open the "IWFCam" APP — select "Configure device to connect to Wi-Fi" —
Connect to the INCU****hotspot — Return to the app — Enter your home Wi-Fi password —
Wait for theconnection to complete.



Method 1: Bluetooth Pairing QR code connection: (Bluetooth must be turned on and the
phone must beconnected to the home or office WIFI network) Your preferred connection method

1. Open the APP, click =
in the upper right comer scan
the QR code on the device

IWFCam EIF

4.Click " OK "
(Confirm that the WIFI
password is correct)

2. Click "OK" when
discover a new device

Add Devica
g et 4 e disacd andl configuni it

T connect 1o the WIEL,

5. Waiting  [or some minutes ,
the connection will be finished,
Then click "OK".

1430 @
€ Back WIFi connestion Is suctosshil

WL cannectin & sictesshl

3 Enter the WIFl password
(If the WIFI name is
not found, check if the phone

is connected to Wi-Fi or enter
it manually)
w70 -

£ Back Setup dovica WiFi connection

S o ewors At iU ppesaard e 2hck “Fiart
=ntguring WiF"
henr FOCUs o

01 yeuchsase S W rarva, phaczabin 1
e S rcw wasncrta 50 WP Tegeaa

Fom o

6. Connection successful. Click "
Play " 1o start waiching the video

W30S - T

wream == CIEIED

Cam

s i Sattogs




Method 2: WiFi Connection Steps
(Your Phone Needs to Be Connected to Your Home or Office WiFi Network)

1. Open the app and Click "+"

e . - Sl "Lioht e slow ashing (1 see) = Nexi™
in the upper fight cormer 2. Click"Setup device WIFI connection 3, Click "Light is slow Mashing (] sec) — Next

19:08 il T B 0T -l ¥ 8 07 wi T E

iWFCam = 5 j‘ < Back Add Device  Add Dayice Power on dovice

You hasm m s clavice, o neec f connect 1 s ymer heme.
Wil and can accnss  emoely, piate chooss this

[ Y e—

g 4t 0 e device usng QR code .

vt 10y 2
e arkded b your mop, Fiease selecl his. 1. Power on device and wait the
camera light is slow frashing (1 sact.

[ ——

iy 2.1t light s quick flashing, please see
menual for resat instructicns{Press
and hoid the reset buttan)

e sirmctiy 13 the devics ard
orihy ncal usa it withaut oifer reuter, plsasr chocen fin

B[] vt comostion o the davse Wi-Fi

|| AR VTRSICH: TR
A O vensDnE T

6. Click hotspot (INCU****), ap Connect, then

return tothe APP. (If display the WIFI network
4. Click "Connect my phone to the AP now" 3. Click"WIFI™ "INCU®****"dpes not appear to be connected to the

Internet, please "Keep Trying WIFI”

10T wiTE 1307 e £ Sefttings Edlit
vean

€ Hack Setup device WIFi connection
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0 sstery | The Wi-Fi netwark
“INCU3AB3-547E3EETIEE8-
a w 3DC308" does not appear to (5
be connected to the internet
D0 pou mat 10 Temporarly e |

Ganaral

@ sccessiviny Use Callular Data
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7. Return to the app and click"
OK" after a New device was found

New device
A new device was faund:

9. Waiting for some minutes ,
the connection will be finished Then
click "OK".

1810 w T E
£ Back WIiFi connection is successful

WiFi cannection is successiul

WilFi cormection
is successhd

100%

8. Enter the home or office
password and click " OK"

If the WIFI name is
not found, you can enter it
manually

10. Connection successful. Click " Play "
to start watching the video
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5. Operation Interface Description

14:31 Wl

£ LUveVideo  Devica Settings

(=) Q@

50 Cord Record Config Clock Settings
Full Screen ° o
14:30 ol FE
Incikaner Corairatio Chir Pusmword
Night Vision
Systam Update Davice Raoot
Flip Up/Down

Flip LeftiRight

Work Indicator Light

Confrast Ratio

Brightness

720p

T, . | ¢
[+]

FAocard vidoo Snapshat




SD Card Record Config;
Select resolution and Loop Recording etc.

1432 w! T

= SD Card Record Config

Mo S0 card detacted

Racord

Rasalution

File Leegthiminute| B

Leap Recarding

— ©
©

Time setting (if the recording time is incorrect,
select the correct local time zone (o adjust)

132
<= Time Setting

Current Time:

Mow 18, 2028 at 14:32:00

Tims Mode

“Year/ManthiDay 24Hour

Time Zone

|GMTH08:00] China Coast, Hong Kong

Time Sarver

time.nist gov

Daylight Saving Time|Clock Add 1 Hour)

ol T

ne With App Time

£ Card Moeand Gardiyy

Incubator Configuration: °
Enable incubation mode and other features Wiedbaioe Confiuration
14:31 nem / o

€= Incubator Configuration St

Sistus

Runtime duration

Current semaerature

Incuiation terperature ATEC

Curant Fumidiy

Mirimum humidity

Temperature urit-Fatrenheit|F}

ol

Pigeon

il

Gk et

Chanmge Pazsword

o

Davicn Rroot

Change Password Settings (it is recommended o
change the password to protect your privacy)

14:33

< Back Change Password

Curent Password
Merw Pastword

Confirm Password

o T



14:31 wiF

<- Incubator Configuration

Status

14:30 T Runtime duration _

Current temperature

Ineubation temperature 37EC
Current humidity _
Minimum humidity B0 %

Temperature unit-Fahrenheit{F]

Chicken

A

Drack

Pigeon

Quall

Fcard vidao Grapshot

= =

This Code is for Bluetooth Pairing Networking Only
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A Note: After check the above user manual, you don't

understand how to operate it, please scan the following
QR code or website like to check the video operations.

If the QR code and link is invalid, please ignore it

Website link:

https://www.youtube.com/@Johnson-h4t/videos
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Q&A

1. The eggs can't hatch into chicks

Answer: You should select fertilized eggs. You can use the incubator's egg candling lamp
to check if the eggs is fertilized .

Unfertilized Egg: Light passes through evenly, the yolk outline is blurry, with no blood vessels
or dark spots.
Note: If eggs have been refrigerated or stored for a long time, embryo development will stop.

It is recommended to perform candling around day 7 of incubation. Use the incubator's
candling lamp in a dark place to shine light through the egg.

Fertilized Egg (after 5-7 days of incubation): A network of blood vessels will be visible, with
a darker embryo at the center (resembling a small spider shape).

2. The device make unusual noises

Answer: This noise is often caused by the connector cable touching the fan blades during
assembly. When the fan operates, the spinning blades hit the cable, creating the noises.

Solution: Try using a screwdriver to open the fan cover and carefully reposition the incubator's
connector cable away from the fan blades. Alternatively, the noise could result from the cable
shifting and vibrating against the fan blades during transportation.

3. The device can’t connect to your phone

Answer: Potential causes and solutions include:
(1) Reset and Reconnect: Restore factory settings. Keep press the Reset Key with Pin for 3 seconds
until you hear a beep voice, indicating a successful reset (the work indicator light will flash

slowly ), Then follow the manual to reconnect or refer to the instructional videos on YouTube,

(2) Wi-Fi Name Issue: Your home or office Wi-Fi router name contains specialcharacters (e.g
L *BL% Y # @), Renaming the wifi router name to use standard alphanumeric characters is
recommended.

(3) Incorrect Wi-Fi Password: This is a very common issue.

Verification Method: On your phone, forget or remove the saved home/office Wi-Fi network.
Then, re-enter the password to reconnect. If the phone fails to connect, the entered password

is incorrect.

4. The incubation time continue counting after a power outage and restoration

Answer: The incubation timer starts counting once the incubation mode is selected. The
device contains a supercapacitor (or backup capacitor). In case of a short power interruption

(under 12hours), the timer will continue running.

Note: the power outage can't more than 1 hour
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5. The device don't work after being plugged in?

Answer: Please check the following:

(1) Ensure the power cable is properly plugged in.

(2) Verify that the power adapter meets or exceeds the required 12V/3A rating.
(3) Try using a new adapter to check if the adapter failed.

6. The temperature displayed on the device is different from the temperature at the
bottom where the eggs are placed

Answer:

(1) Under normal conditions, a difference of £0.5 °C (+0.9 °F) between the device's display
and the temperature at the egg tray is acceptable.

(2) If the ambient room temperature is too low (< 20°C / 68°F), use an insulation blanket to
wrap the incubator and ensure proper incubation temperatures are maintained. The lower the
ambient temperature, the thicker insulation blanket are recommended.
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FCC Caution.

(1) § 15.19 Labelling requirements.
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This
device may not cause harmful interference, and (2) this device must accept any interference received, including
interference that may cause undesired operation.

§ 15.21 Changes or modification warning
Any Changes or modifications not expressly approved by the party responsible for compliance could void the user’s
authority to operate the equipment.

§ 15.105 Information to the user.
Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and
used in accordance with the

instructions, may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of

the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

RF warning for Mobile device:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This
equipment should be installed and operated with minimum distance 20cm between the radiator & your body.
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