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802.11n-HT40 Out-of-Band Emissions - Ant 1 
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802.11n-HT40 Out-of-Band Emissions - Ant 1 
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A.6 Radiated Spurious Emissions Test Result 

Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 Test Mode 802.11b 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

01 

3852.60 40.99 -1.25 39.74  74.00 -34.26  Peak Horizontal 

4869.20 39.61 0.22 39.83  74.00 -34.17  Peak Horizontal 

11524.70 39.43 5.39 44.82  74.00 -29.18  Peak Horizontal 

3847.50 41.01 -1.16 39.85  74.00 -34.15  Peak Vertical 

4648.20 39.97 -0.21 39.76  74.00 -34.24  Peak Vertical 

11439.70 42.59 5.48 48.07  74.00 -25.93  Peak Vertical 

06 

4010.70 41.85 -1.32 40.53  74.00 -33.47  Peak Horizontal 

4699.20 41.60 -0.11 41.49  74.00 -32.51  Peak Horizontal 

11873.20 42.64 5.03 47.67  74.00 -26.33  Peak Horizontal 

3910.40 41.31 -1.05 40.26  74.00 -33.74  Peak Vertical 

5027.30 41.78 0.27 42.05  74.00 -31.95  Peak Vertical 

11441.40 41.27 5.47 46.74  74.00 -27.26  Peak Vertical 

11 

3849.20 40.53 -1.16 39.37  74.00 -34.63  Peak Horizontal 

4870.90 40.89 0.22 41.11  74.00 -32.89  Peak Horizontal 

11716.80 41.36 5.22 46.58  74.00 -27.42  Peak Horizontal 

4105.90 40.89 -1.70 39.19  74.00 -34.81  Peak Vertical 

4840.30 40.97 0.09 41.06  74.00 -32.94  Peak Vertical 

11876.60 42.53 4.96 47.49  74.00 -26.51  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 Test Mode  802.11g 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

01 

3830.50 40.54 -1.42 39.12  74.00 -34.88  Peak Horizontal 

4937.20 41.36 0.30 41.66  74.00 -32.34  Peak Horizontal 

11800.10 40.38 4.93 45.31  74.00 -28.69  Peak Horizontal 

3947.80 41.56 -1.21 40.35  74.00 -33.65  Peak Vertical 

4889.60 41.93 0.04 41.97  74.00 -32.03  Peak Vertical 

12109.50 43.54 5.13 48.67  74.00 -25.33  Peak Vertical 

06 

3781.20 41.60 -1.41 40.19  74.00 -33.81  Peak Horizontal 

4952.50 41.21 0.29 41.50  74.00 -32.50  Peak Horizontal 

11857.90 30.63 5.18 35.81  54.00 -18.19  Average Horizontal 

11857.90 43.99 5.18 49.17  74.00 -24.83  Peak Horizontal 

3777.80 41.44 -1.43 40.01  74.00 -33.99  Peak Vertical 

4942.30 40.62 0.29 40.91  74.00 -33.09  Peak Vertical 

11 

3992.00 41.03 -1.31 39.72  74.00 -34.28  Peak Horizontal 

4859.00 41.19 0.20 41.39  74.00 -32.61  Peak Horizontal 

11405.70 42.05 5.53 47.58  74.00 -26.42  Peak Horizontal 

4020.90 40.97 -1.52 39.45  74.00 -34.55  Peak Vertical 

4840.30 40.84 0.09 40.93  74.00 -33.07  Peak Vertical 

11266.30 41.31 5.43 46.74  74.00 -27.26  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 Test Mode 802.11n-HT20 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

01 

3920.60 39.73 -1.19 38.54  74.00 -35.46  Peak Horizontal 

4831.80 40.54 0.08 40.62  74.00 -33.38  Peak Horizontal 

11711.70 42.12 5.31 47.43  74.00 -26.57  Peak Horizontal 

3852.60 38.72 -1.25 37.47  74.00 -36.53  Peak Vertical 

4748.50 41.24 0.21 41.45  74.00 -32.55  Peak Vertical 

11580.80 41.86 5.19 47.05  74.00 -26.95  Peak Vertical 

06 

3985.20 40.32 -1.49 38.83  74.00 -35.17  Peak Horizontal 

4915.10 41.02 0.27 41.29  74.00 -32.71  Peak Horizontal 

11900.40 41.59 5.23 46.82  74.00 -27.18  Peak Horizontal 

4027.70 38.10 -1.36 36.74  74.00 -37.26  Peak Vertical 

4896.40 38.46 0.09 38.55  74.00 -35.45  Peak Vertical 

11859.60 42.30 5.21 47.51  74.00 -26.49  Peak Vertical 

11 

3781.20 39.76 -1.41 38.35  74.00 -35.65  Peak Horizontal 

5037.50 39.87 0.36 40.23  74.00 -33.77  Peak Horizontal 

11693.00 39.72 5.25 44.97  74.00 -29.03  Peak Horizontal 

3907.00 37.81 -1.06 36.75  74.00 -37.25  Peak Vertical 

4850.50 37.92 0.15 38.07  74.00 -35.93  Peak Vertical 

11528.10 38.97 5.35 44.32  74.00 -29.68  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 Test Mode 802.11n-HT40 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

03 

3925.70 39.00 -1.29 37.71  74.00 -36.29  Peak Horizontal 

4920.20 39.31 0.32 39.63  74.00 -34.37  Peak Horizontal 

11473.70 40.80 5.47 46.27  74.00 -27.73  Peak Horizontal 

3981.80 38.57 -1.45 37.12  74.00 -36.88  Peak Vertical 

4828.40 40.86 0.07 40.93  74.00 -33.07  Peak Vertical 

11313.90 39.24 5.73 44.97  74.00 -29.03  Peak Vertical 

06 

3946.10 37.94 -1.22 36.72  74.00 -37.28  Peak Horizontal 

4828.40 39.41 0.07 39.48  74.00 -34.52  Peak Horizontal 

11446.50 38.08 5.44 43.52  74.00 -30.48  Peak Horizontal 

4020.90 39.30 -1.52 37.78  74.00 -36.22  Peak Vertical 

4889.60 38.65 0.04 38.69  74.00 -35.31  Peak Vertical 

11888.50 40.67 5.05 45.72  74.00 -28.28  Peak Vertical 

09 

4020.90 39.39 -1.52 37.87  74.00 -36.13  Peak Horizontal 

4859.00 40.64 0.20 40.84  74.00 -33.16  Peak Horizontal 

11888.50 41.63 5.05 46.68  74.00 -27.32  Peak Horizontal 

3837.30 37.96 -1.37 36.59  74.00 -37.41  Peak Vertical 

4904.90 38.96 0.16 39.12  74.00 -34.88  Peak Vertical 

11410.80 39.21 5.59 44.80  74.00 -29.20  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 Test Mode 802.11be-EHT20 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

01 

3941.00 39.26 -1.28 37.98  74.00 -36.02  Peak Horizontal 

4804.60 38.28 0.11 38.39  74.00 -35.61  Peak Horizontal 

11752.50 40.22 5.00 45.22  74.00 -28.78  Peak Horizontal 

3922.30 38.29 -1.22 37.07  74.00 -36.93  Peak Vertical 

4782.50 37.29 -0.15 37.14  74.00 -36.86  Peak Vertical 

11504.30 41.68 5.70 47.38  74.00 -26.62  Peak Vertical 

06 

3952.90 39.09 -1.22 37.87  74.00 -36.13  Peak Horizontal 

4862.40 39.23 0.21 39.44  74.00 -34.56  Peak Horizontal 

11458.40 40.18 5.41 45.59  74.00 -28.41  Peak Horizontal 

4116.10 39.99 -1.64 38.35  74.00 -35.65  Peak Vertical 

4763.80 39.06 0.05 39.11  74.00 -34.89  Peak Vertical 

11286.70 39.28 5.70 44.98  74.00 -29.02  Peak Vertical 

11 

3971.60 40.12 -1.29 38.83  74.00 -35.17  Peak Horizontal 

4791.00 40.70 -0.12 40.58  74.00 -33.42  Peak Horizontal 

11703.20 33.66 5.33 38.99  54.00 -15.01  Average Horizontal 

11703.20 43.44 5.33 48.77  74.00 -25.23  Peak Horizontal 

3998.80 38.46 -1.13 37.33  74.00 -36.67  Peak Vertical 

4757.00 38.47 0.09 38.56  74.00 -35.44  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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Test Site WJ-AC2 Test Engineer Bob Zhang 

Test Date 2025-10-29 ~ 2025-10-30 Test Mode  802.11be-EHT40 

Remark: 1. Average measurement was not performed if peak level lower than average limit.  

2. Other frequency was 20 dB below limit line within 1-18 GHz, there is not show in the 

report. 

 

Test 

Channel 

Frequency 

(MHz) 

Reading 

Level 

(dBμV) 

Factor 

(dB/m) 

Measure 

Level 

(dBμV/m) 

Limit 

(dBμV/m) 

Margin 

(dB) 

Detector Polarization 

03 

4126.30 38.35 -1.56 36.79  74.00 -37.21  Peak Horizontal 

4906.60 39.37 0.18 39.55  74.00 -34.45  Peak Horizontal 

11662.40 43.27 5.15 48.42  74.00 -25.58  Peak Horizontal 

3847.50 41.56 -1.16 40.40  74.00 -33.60  Peak Vertical 

4751.90 40.89 0.15 41.04  74.00 -32.96  Peak Vertical 

11978.60 42.42 5.15 47.57  74.00 -26.43  Peak Vertical 

06 

4065.10 38.87 -1.49 37.38  74.00 -36.62  Peak Horizontal 

4821.60 38.58 0.04 38.62  74.00 -35.38  Peak Horizontal 

11436.30 41.18 5.50 46.68  74.00 -27.32  Peak Horizontal 

4043.00 38.49 -1.35 37.14  74.00 -36.86  Peak Vertical 

4918.50 38.53 0.31 38.84  74.00 -35.16  Peak Vertical 

11665.80 39.27 5.15 44.42  74.00 -29.58  Peak Vertical 

09 

4092.30 43.15 -1.57 41.58  74.00 -32.42  Peak Horizontal 

4689.00 43.96 0.00 43.96  74.00 -30.04  Peak Horizontal 

7315.50 41.48 5.22 46.70  74.00 -27.30  Peak Horizontal 

3947.80 42.03 -1.21 40.82  74.00 -33.18  Peak Vertical 

4862.40 42.12 0.21 42.33  74.00 -31.67  Peak Vertical 

7512.70 40.95 5.34 46.29  74.00 -27.71  Peak Vertical 

Note: Measure Level (dBμV/m) = Reading Level (dBμV) + Factor (dB/m) 

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB) 
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The Result of Radiated Emission below 1 GHz: 

Site WJ-AC1 Test Date 2025-10-23 

Temperature 25.5 C Humidity 54.8% 

Limit FCC_Part 15.209_RSE (3 m)_QP Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  51.64 -3.90 20.42 16.52 -23.48 40.00 QP 

2  64.50 -3.20 18.03 14.83 -25.17 40.00 QP 

3  85.96 4.90 15.01 19.91 -20.09 40.00 QP 

4  173.14 1.20 15.97 17.17 -26.33 43.50 QP 

5  326.28 -2.40 21.46 19.06 -26.94 46.00 QP 

6 * 805.45 -1.50 29.54 28.04 -17.96 46.00 QP 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

4. The amplitude of radiated emissions (frequency range from 9 kHz to 30 MHz and 18 GHz to 25 GHz) is that 

proximity to ambient noise, which also are attenuated more than 20 dB below the permissible value.  

Therefore, the data is not presented in the report. 
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Site WJ-AC1 Test Date 2025-10-23 

Temperature 25.5 C Humidity 54.8% 

Limit FCC_Part 15.209_RSE (3 m)_QP Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  52.10 13.30 20.38 33.68 -6.32 40.00 QP 

2  64.84 14.90 17.94 32.84 -7.16 40.00 QP 

3 * 86.69 18.50 15.28 33.78 -6.22 40.00 QP 

4  101.32 13.10 18.74 31.84 -11.66 43.50 QP 

5  173.81 5.40 15.99 21.39 -22.11 43.50 QP 

6  901.41 -9.50 30.59 21.09 -24.91 46.00 QP 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

4. The amplitude of radiated emissions (frequency range from 9 kHz to 30 MHz and 18 GHz to 25 GHz) is that 

proximity to ambient noise, which also are attenuated more than 20 dB below the permissible value.  

Therefore, the data is not presented in the report. 
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A.7 Radiated Restricted Band Edge Test Result 

Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2381.65 29.74 36.79 66.52 -7.48 74.00 Peak 

2  2390.00 27.10 36.83 63.93 -10.07 74.00 Peak 

3  2412.93 72.57 36.98 109.55 N/A N/A Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2389.38 9.87 36.83 46.69 -7.31 54.00 Average 

2  2390.00 9.40 36.83 46.23 -7.77 54.00 Average 

3  2414.24 61.99 36.98 98.97 N/A N/A Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2388.79 31.21 36.82 68.04 -5.96 74.00 Peak 

2  2390.00 28.45 36.83 65.28 -8.72 74.00 Peak 

3  2411.16 81.07 36.97 118.04 N/A N/A Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2390.00 16.21 36.83 53.05 -0.95 54.00 Average 

2  2411.24 78.10 36.97 115.07 N/A N/A Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-14 

Temperature 25.4 C Humidity 56.8% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2437 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2369.30 30.53 36.73 67.26 -6.74 74.00 Peak 

2  2390.00 28.39 36.83 65.22 -8.78 74.00 Peak 

3  2436.20 73.81 36.99 110.80 N/A N/A Peak 

4  2483.50 28.44 37.05 65.49 -8.51 74.00 Peak 

5  2498.59 29.80 37.08 66.88 -7.12 74.00 Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-14 

Temperature 25.4 C Humidity 56.8% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2437 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2386.42 9.99 36.81 46.80 -7.20 54.00 Average 

2  2390.00 9.82 36.83 46.65 -7.35 54.00 Average 

3  2436.24 70.71 36.99 107.70 N/A N/A Average 

4  2483.50 10.27 37.05 47.33 -6.67 54.00 Average 

5 * 2497.28 10.55 37.08 47.63 -6.37 54.00 Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-14 

Temperature 25.4 C Humidity 56.8% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2437 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2390.00 9.74 36.83 46.57 -7.43 54.00 Average 

2  2435.27 78.64 36.99 115.64 N/A N/A Average 

3 * 2483.50 10.49 37.05 47.54 -6.46 54.00 Average 

4  2484.50 10.77 37.06 47.83 -6.17 54.00 Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-14 

Temperature 25.4 C Humidity 56.8% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2437 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2355.03 29.47 36.71 66.18 -7.82 74.00 Peak 

2  2390.00 27.23 36.83 64.06 -9.94 74.00 Peak 

3  2436.20 81.76 36.99 118.75 N/A N/A Peak 

4  2483.50 28.69 37.05 65.74 -8.26 74.00 Peak 

5 * 2488.87 30.18 37.07 67.25 -6.75 74.00 Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2462 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2461.18 72.89 37.00 109.89 N/A N/A Peak 

2  2483.50 27.70 37.05 64.75 -9.25 74.00 Peak 

3 * 2493.97 29.92 37.08 67.00 -7.00 74.00 Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11b at 2462 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2461.24 70.59 37.00 107.59 N/A N/A Average 

2 * 2483.50 13.21 37.05 50.26 -3.74 54.00 Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2462 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2461.11 80.79 37.00 117.79 N/A N/A Peak 

2  2483.50 29.23 37.05 66.28 -7.72 74.00 Peak 

3 * 2483.79 30.85 37.05 67.90 -6.10 74.00 Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

  



Report No.: R25S1009127-U201 

 

87 of 149 

 

Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11b at 2462 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  2460.27 77.41 37.00 114.41 N/A N/A Average 

2 * 2483.50 15.34 37.05 52.40 -1.60 54.00 Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2370.05 29.46 36.73 66.19 -7.81 74.00 Peak 

2  2390.00 26.45 36.83 63.28 -10.72 74.00 Peak 

3  2410.33 71.60 36.97 108.57 N/A N/A Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Horizontal 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2390.00 9.64 36.83 46.47 -7.53 54.00 Average 

2  2410.60 62.57 36.97 99.54 N/A N/A Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_PK Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2389.96 30.49 36.83 67.32 -6.68 74.00 Peak 

2  2390.00 28.38 36.83 65.21 -8.79 74.00 Peak 

3  2411.13 80.92 36.97 117.89 N/A N/A Peak 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site WJ-AC1 Test Date 2025-10-11 

Temperature 24.9 C Humidity 55.1% 

Limit FCC_Part 15_Band Edge (3 m)_AV Test Engineer Carl Jiang 

Test Voltage AC 120 V/60 Hz Polarity Vertical 

Test Mode Transmit by 802.11g at 2412 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 2390.00 14.55 36.83 51.39 -2.61 54.00 Average 

2  2410.30 71.81 36.97 108.77 N/A N/A Average 

Notes: 

1. “ * “ indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

  




