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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5456.464 59.92 -0.99 58.93 -15.07 74.00 Peak 

2  5460.000 56.19 -0.69 55.49 -12.71 68.20 Peak 

3 * 5469.512 61.12 0.85 61.96 -6.24 68.20 Peak 

4  5470.000 59.39 1.00 60.39 -7.81 68.20 Peak 

5  5491.672 67.83 47.75 115.59 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5455.504 46.32 -1.00 45.32 -8.68 54.00 Average 

2  5460.000 45.69 -0.69 44.99 -9.01 54.00 Average 

3  5491.560 60.96 47.74 108.69 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5692.526 72.80 43.65 116.44 N/A N/A Peak 

2  5725.000 56.31 1.01 57.32 -10.88 68.20 Peak 

3 * 5725.532 58.30 0.71 59.01 -9.19 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5702.132 77.56 39.88 117.44 N/A N/A Peak 

2  5725.000 55.98 1.01 56.99 -11.21 68.20 Peak 

3 * 5725.064 59.74 0.97 60.71 -7.49 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5623.628 69.47 -3.35 66.12 -2.08 68.20 Peak 

2  5650.000 68.19 -3.65 64.54 -3.66 68.20 Peak 

3  5700.000 67.47 -3.47 63.99 -41.21 105.20 Peak 

4  5720.000 70.20 -3.45 66.75 -44.05 110.80 Peak 

5  5725.000 70.85 -3.47 67.38 -62.62 130.00 Peak 

6  5742.098 118.99 -3.63 115.36 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5629.997 69.89 -3.45 66.44 -1.76 68.20 Peak 

2  5650.000 66.73 -3.65 63.08 -5.12 68.20 Peak 

3  5700.000 67.72 -3.47 64.25 -40.95 105.20 Peak 

4  5720.000 68.82 -3.45 65.37 -45.43 110.80 Peak 

5  5725.000 67.52 -3.47 64.05 -65.95 130.00 Peak 

6  5743.616 110.37 -3.64 106.74 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5828.439 118.03 -3.73 114.30 N/A N/A Peak 

2  5850.000 76.76 -3.75 73.01 -56.99 130.00 Peak 

3  5855.000 72.20 -3.75 68.45 -42.35 110.80 Peak 

4  5875.000 67.21 -3.82 63.38 -41.82 105.20 Peak 

5  5925.000 67.00 -3.71 63.30 -4.90 68.20 Peak 

6 * 5977.126 70.43 -3.65 66.78 -1.42 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5819.937 108.78 -3.79 105.00 N/A N/A Peak 

2  5850.000 67.11 -3.75 63.36 -66.64 130.00 Peak 

3  5855.000 68.41 -3.75 64.66 -46.14 110.80 Peak 

4  5875.000 67.34 -3.82 63.51 -41.69 105.20 Peak 

5  5925.000 67.72 -3.71 64.01 -4.19 68.20 Peak 

6 * 5999.317 69.96 -3.72 66.24 -1.96 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5148.020 64.35 -0.98 63.38 -10.62 74.00 Peak 

2  5150.000 61.61 -0.54 61.06 -12.94 74.00 Peak 

3  5199.310 71.57 38.86 110.43 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5149.910 52.03 -0.59 51.44 -2.56 54.00 Average 

2  5150.000 51.95 -0.54 51.40 -2.60 54.00 Average 

3  5198.180 64.71 37.98 102.69 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5147.740 65.76 -1.00 64.76 -9.24 74.00 Peak 

2  5150.000 62.09 -0.54 61.55 -12.45 74.00 Peak 

3  5184.450 73.13 38.92 112.04 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 53.74 -0.54 53.19 -0.81 54.00 Average 

2  5201.040 64.29 41.25 105.53 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5310 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5326.640 68.44 41.38 109.82 N/A N/A Peak 

2  5350.000 60.00 2.28 62.28 -11.72 74.00 Peak 

3 * 5351.470 64.36 1.31 65.67 -8.33 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5298.070 55.22 45.64 100.86 N/A N/A Average 

2  5350.000 50.95 2.28 53.23 -0.77 54.00 Average 

3 * 5350.630 51.36 1.90 53.26 -0.74 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5304.170 69.70 42.40 112.11 N/A N/A Peak 

2  5350.000 57.24 2.28 59.52 -14.48 74.00 Peak 

3 * 5350.920 61.04 1.70 62.73 -11.27 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5303.060 60.03 43.24 103.27 N/A N/A Average 

2 * 5350.000 48.60 2.28 50.88 -3.12 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.290 63.85 -0.80 63.04 -10.96 74.00 Peak 

2  5460.000 62.52 -0.69 61.83 -6.37 68.20 Peak 

3 * 5467.920 64.59 0.33 64.92 -3.28 68.20 Peak 

4  5470.000 62.13 1.00 63.14 -5.06 68.20 Peak 

5  5503.750 64.92 45.90 110.83 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 50.90 -0.69 50.21 -3.79 54.00 Average 

2  5503.580 56.98 45.69 102.68 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5453.730 61.81 -1.08 60.74 -13.26 74.00 Peak 

2  5460.000 58.12 -0.69 57.42 -10.78 68.20 Peak 

3 * 5465.210 62.24 -0.18 62.05 -6.15 68.20 Peak 

4  5470.000 59.34 1.00 60.34 -7.86 68.20 Peak 

5  5502.960 68.85 44.55 113.40 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5458.910 50.01 -0.81 49.20 -4.80 54.00 Average 

2  5460.000 49.87 -0.69 49.18 -4.82 54.00 Average 

3  5503.470 60.26 45.51 105.77 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5680.890 68.35 47.26 115.62 N/A N/A Peak 

2  5725.000 51.31 1.01 52.32 -15.88 68.20 Peak 

3 * 5725.710 54.79 0.61 55.40 -12.80 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5679.110 70.75 44.66 115.41 N/A N/A Peak 

2  5725.000 50.72 1.01 51.72 -16.48 68.20 Peak 

3 * 5726.510 54.87 0.26 55.13 -13.07 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5612.145 70.17 -3.47 66.70 -1.50 68.20 Peak 

2  5650.000 67.70 -3.65 64.05 -4.15 68.20 Peak 

3  5700.000 68.95 -3.47 65.48 -39.72 105.20 Peak 

4  5720.000 70.67 -3.45 67.22 -43.58 110.80 Peak 

5  5725.000 72.60 -3.47 69.13 -60.87 130.00 Peak 

6  5758.848 115.84 -3.65 112.19 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5613.020 69.51 -3.46 66.05 -2.15 68.20 Peak 

2  5650.000 67.90 -3.65 64.26 -3.94 68.20 Peak 

3  5700.000 67.05 -3.47 63.58 -41.62 105.20 Peak 

4  5720.000 67.86 -3.45 64.40 -46.40 110.80 Peak 

5  5725.000 67.72 -3.47 64.25 -65.75 130.00 Peak 

6  5747.350 107.24 -3.65 103.59 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5804.745 115.87 -3.79 112.08 N/A N/A Peak 

2  5849.993 72.31 -3.75 68.55 -61.45 130.00 Peak 

3  5855.000 71.87 -3.75 68.12 -42.68 110.80 Peak 

4  5875.000 69.71 -3.82 65.88 -39.32 105.20 Peak 

5  5925.000 68.91 -3.71 65.21 -2.99 68.20 Peak 

6 * 5963.055 70.90 -3.64 67.27 -0.93 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5778.015 116.58 -3.70 112.89 N/A N/A Peak 

2  5850.000 72.50 -3.75 68.75 -61.25 130.00 Peak 

3  5855.000 71.08 -3.75 67.33 -43.47 110.80 Peak 

4  5875.000 68.93 -3.82 65.11 -40.09 105.20 Peak 

5  5925.000 68.91 -3.71 65.20 -3.00 68.20 Peak 

6 * 5972.235 71.32 -3.65 67.67 -0.53 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5210 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.796 70.25 -2.33 67.93 -6.07 74.00 Peak 

2  5150.000 65.52 -0.54 64.98 -9.02 74.00 Peak 

3  5198.074 72.67 37.90 110.57 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5138.210 55.99 -2.38 53.61 -0.39 54.00 Average 

2  5150.000 53.47 -0.54 52.93 -1.07 54.00 Average 

3  5197.598 62.27 37.56 99.83 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.052 68.00 -1.87 66.13 -7.87 74.00 Peak 

2  5150.000 65.57 -0.54 65.03 -8.97 74.00 Peak 

3  5181.792 68.19 44.19 112.38 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.640 54.05 -1.84 52.21 -1.79 54.00 Average 

2  5150.000 49.57 -0.54 49.03 -4.97 54.00 Average 

3  5180.322 55.34 46.17 101.51 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5275.179 67.29 41.83 109.12 N/A N/A Peak 

2  5350.000 61.19 2.28 63.48 -10.52 74.00 Peak 

3 * 5362.749 66.63 -1.12 65.51 -8.49 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5273.331 58.57 41.12 99.69 N/A N/A Average 

2  5350.000 51.07 2.28 53.35 -0.65 54.00 Average 

3 * 5350.023 51.10 2.27 53.37 -0.63 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5290 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5278.812 65.57 45.73 111.30 N/A N/A Peak 

2  5350.000 58.32 2.28 60.61 -13.39 74.00 Peak 

3 * 5362.476 64.27 -1.12 63.15 -10.85 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5281.752 52.26 50.32 102.58 N/A N/A Average 

2 * 5350.000 49.16 2.28 51.44 -2.56 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5457.910 65.76 -0.86 64.90 -9.10 74.00 Peak 

2  5460.000 62.72 -0.69 62.03 -6.17 68.20 Peak 

3 * 5461.606 66.29 -0.63 65.66 -2.54 68.20 Peak 

4  5470.000 59.65 1.00 60.65 -7.55 68.20 Peak 

5  5503.538 61.73 45.62 107.35 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 53.64 -0.69 52.95 -1.05 54.00 Average 

2  5503.472 53.14 45.52 98.65 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5445.546 64.08 -1.51 62.57 -11.43 74.00 Peak 

2  5460.000 58.62 -0.69 57.93 -10.27 68.20 Peak 

3 * 5465.610 64.66 -0.14 64.52 -3.68 68.20 Peak 

4  5470.000 58.69 1.00 59.69 -8.51 68.20 Peak 

5  5513.042 64.15 44.10 108.26 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5446.184 52.24 -1.51 50.73 -3.27 54.00 Average 

2  5460.000 50.85 -0.69 50.16 -3.84 54.00 Average 

3  5548.220 54.33 45.41 99.74 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5647.666 66.36 46.14 112.50 N/A N/A Peak 

2  5725.000 56.15 1.01 57.15 -11.05 68.20 Peak 

3 * 5727.276 60.74 -0.06 60.68 -7.52 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5628.818 68.55 45.05 113.60 N/A N/A Peak 

2  5725.000 53.68 1.01 54.69 -13.51 68.20 Peak 

3 * 5725.946 56.64 0.48 57.11 -11.09 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5775 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5649.800 70.70 -3.65 67.05 -1.15 68.20 Peak 

2  5650.000 67.93 -3.65 64.28 -3.92 68.20 Peak 

3  5700.000 69.85 -3.47 66.38 -38.82 105.20 Peak 

4  5720.000 74.81 -3.45 71.36 -39.44 110.80 Peak 

5  5725.000 80.64 -3.47 77.17 -52.83 130.00 Peak 

6  5762.880 113.70 -3.66 110.04 N/A N/A Peak 

7  5850.000 72.44 -3.75 68.69 -61.31 130.00 Peak 

8  5855.000 73.64 -3.75 69.89 -40.91 110.80 Peak 

9  5875.000 68.25 -3.82 64.43 -40.77 105.20 Peak 

10  5925.000 68.44 -3.71 64.74 -3.46 68.20 Peak 

11  5952.040 69.38 -3.68 65.70 -2.50 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5775 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5639.960 70.25 -3.63 66.62 -1.58 68.20 Peak 

2  5650.000 67.96 -3.65 64.31 -3.89 68.20 Peak 

3  5700.000 68.92 -3.47 65.45 -39.75 105.20 Peak 

4  5720.000 75.13 -3.45 71.68 -39.12 110.80 Peak 

5  5725.000 82.34 -3.47 78.87 -51.13 130.00 Peak 

6  5779.920 114.40 -3.70 110.71 N/A N/A Peak 

7  5850.000 71.35 -3.75 67.59 -62.41 130.00 Peak 

8  5855.000 70.63 -3.75 66.88 -43.92 110.80 Peak 

9  5875.000 67.95 -3.82 64.12 -41.08 105.20 Peak 

10  5925.000 67.87 -3.71 64.17 -4.03 68.20 Peak 

11  5934.240 69.90 -3.67 66.22 -1.98 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5139.904 68.71 -2.33 66.39 -7.61 74.00 Peak 

2  5150.000 63.15 -0.54 62.61 -11.39 74.00 Peak 

3  5277.524 61.26 43.78 105.04 N/A N/A Peak 

4  5350.000 52.62 2.28 54.90 -19.10 74.00 Peak 

5  5355.028 58.65 -0.17 58.48 -15.52 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.768 55.69 -2.33 53.36 -0.64 54.00 Average 

2  5150.012 51.33 -0.54 50.79 -3.21 54.00 Average 

3  5276.460 52.62 42.84 95.46 N/A N/A Average 

4  5350.000 42.38 2.28 44.66 -9.34 54.00 Average 

5  5357.604 46.37 -0.50 45.88 -8.12 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5146.064 68.23 -1.59 66.64 -7.36 74.00 Peak 

2  5150.000 61.96 -0.54 61.42 -12.58 74.00 Peak 

3  5281.668 55.31 50.17 105.48 N/A N/A Peak 

4  5350.000 53.98 2.28 56.26 -17.74 74.00 Peak 

5  5351.556 59.64 1.25 60.88 -13.12 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5143.572 54.55 -1.54 53.01 -0.99 54.00 Average 

2  5150.000 51.05 -0.54 50.51 -3.49 54.00 Average 

3  5282.116 44.52 50.94 95.46 N/A N/A Average 

4  5350.000 42.13 2.28 44.41 -9.59 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5438.288 67.00 -1.83 65.17 -8.83 74.00 Peak 

2  5460.000 61.14 -0.69 60.45 -7.75 68.20 Peak 

3 * 5466.128 66.11 -0.06 66.05 -2.15 68.20 Peak 

4  5470.000 58.50 1.00 59.50 -8.70 68.20 Peak 

5  5625.424 61.76 41.76 103.52 N/A N/A Peak 

6  5725.000 49.99 1.01 51.00 -17.20 68.20 Peak 

7  5741.584 58.29 -1.76 56.53 -11.67 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5445.616 54.38 -1.50 52.87 -1.13 54.00 Average 

2  5460.000 52.16 -0.69 51.46 -2.54 54.00 Average 

3  5624.752 53.76 41.42 95.18 N/A N/A Average 

4  5725.000 41.56 1.01 42.56 -11.44 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

659 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5434.064 67.00 -1.85 65.14 -8.86 74.00 Peak 

2  5460.000 61.59 -0.69 60.90 -7.30 68.20 Peak 

3 * 5468.848 64.28 0.60 64.89 -3.31 68.20 Peak 

4  5470.000 63.54 1.00 64.54 -3.66 68.20 Peak 

5  5512.688 60.15 43.64 103.79 N/A N/A Peak 

6  5725.000 52.49 1.01 53.49 -14.71 68.20 Peak 

7  5727.472 57.10 -0.10 57.00 -11.20 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5456.272 53.35 -0.99 52.36 -1.64 54.00 Average 

2  5460.000 51.33 -0.69 50.63 -3.37 54.00 Average 

3  5611.504 45.98 50.94 96.92 N/A N/A Average 

4  5725.000 41.45 1.01 42.46 -11.54 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5146.728 62.27 -1.24 61.02 -12.98 74.00 Peak 

2  5150.000 58.97 -0.54 58.42 -15.58 74.00 Peak 

3  5187.976 77.64 38.79 116.43 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 49.21 -0.54 48.67 -5.33 54.00 Average 

2  5188.744 65.64 39.88 105.52 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5149.592 62.25 -0.77 61.48 -12.52 74.00 Peak 

2  5150.000 61.00 -0.54 60.46 -13.54 74.00 Peak 

3  5174.808 69.55 49.43 118.98 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 50.13 -0.54 49.58 -4.42 54.00 Average 

2  5175.536 57.49 49.36 106.85 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.584 76.62 42.64 119.26 N/A N/A Peak 

2  5350.000 59.92 2.28 62.20 -11.80 74.00 Peak 

3 * 5353.352 65.09 0.44 65.53 -8.47 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.944 65.30 42.78 108.08 N/A N/A Average 

2  5350.000 49.75 2.28 52.03 -1.97 54.00 Average 

3 * 5350.496 50.17 1.99 52.16 -1.84 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.216 76.26 42.45 118.71 N/A N/A Peak 

2 * 5350.000 63.56 2.28 65.84 -8.16 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

668 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5327.792 64.89 42.05 106.94 N/A N/A Average 

2  5350.000 49.72 2.28 52.00 -2.00 54.00 Average 

3 * 5350.064 49.95 2.25 52.20 -1.80 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.712 60.15 -0.81 59.34 -14.66 74.00 Peak 

2  5460.000 57.26 -0.69 56.57 -11.63 68.20 Peak 

3 * 5466.816 61.84 0.07 61.92 -6.28 68.20 Peak 

4  5470.000 57.32 1.00 58.32 -9.88 68.20 Peak 

5  5491.888 69.58 47.73 117.31 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 46.68 -0.69 45.98 -8.02 54.00 Average 

2  5491.384 60.66 47.62 108.28 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.368 60.31 -0.79 59.52 -14.48 74.00 Peak 

2  5460.000 56.24 -0.69 55.55 -12.65 68.20 Peak 

3 * 5468.120 62.61 0.40 63.01 -5.19 68.20 Peak 

4  5470.000 58.79 1.00 59.79 -8.41 68.20 Peak 

5  5491.440 71.86 47.66 119.52 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5455.752 46.89 -0.99 45.90 -8.10 54.00 Average 

2  5460.000 46.32 -0.69 45.63 -8.37 54.00 Average 

3  5491.408 60.92 47.64 108.55 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5708.246 75.79 43.37 119.16 N/A N/A Peak 

2  5725.000 59.84 1.01 60.85 -7.35 68.20 Peak 

3 * 5725.394 61.49 0.79 62.28 -5.92 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5702.438 80.60 40.14 120.75 N/A N/A Peak 

2  5725.000 57.71 1.01 58.72 -9.48 68.20 Peak 

3 * 5725.862 60.19 0.52 60.72 -7.48 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5619.189 69.54 -3.39 66.14 -2.06 68.20 Peak 

2  5650.000 66.82 -3.65 63.18 -5.02 68.20 Peak 

3  5700.000 67.53 -3.47 64.06 -41.14 105.20 Peak 

4  5720.000 73.03 -3.45 69.58 -41.22 110.80 Peak 

5  5725.000 74.50 -3.47 71.03 -58.97 130.00 Peak 

6  5736.851 123.42 -3.58 119.84 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

676 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5631.251 70.10 -3.47 66.63 -1.57 68.20 Peak 

2  5650.000 66.83 -3.65 63.18 -5.02 68.20 Peak 

3  5700.000 66.94 -3.47 63.47 -41.73 105.20 Peak 

4  5720.000 69.61 -3.45 66.16 -44.64 110.80 Peak 

5  5725.000 72.95 -3.47 69.48 -60.52 130.00 Peak 

6  5747.345 123.20 -3.65 119.55 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5816.797 121.46 -3.81 117.66 N/A N/A Peak 

2  5850.000 79.60 -3.75 75.84 -54.16 130.00 Peak 

3  5855.000 72.06 -3.75 68.31 -42.49 110.80 Peak 

4  5875.000 67.23 -3.82 63.40 -41.80 105.20 Peak 

5  5925.000 69.02 -3.71 65.31 -2.89 68.20 Peak 

6 * 5961.253 70.00 -3.64 66.36 -1.84 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5822.530 123.16 -3.77 119.39 N/A N/A Peak 

2  5850.000 86.55 -3.75 82.80 -47.20 130.00 Peak 

3  5855.000 74.35 -3.75 70.60 -40.20 110.80 Peak 

4  5875.000 67.27 -3.82 63.45 -41.75 105.20 Peak 

5  5925.000 68.17 -3.71 64.46 -3.74 68.20 Peak 

6 * 5955.872 70.46 -3.66 66.80 -1.40 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.000 65.38 -1.90 63.49 -10.51 74.00 Peak 

2  5150.000 61.37 -0.54 60.83 -13.17 74.00 Peak 

3  5197.500 78.72 37.49 116.21 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 51.30 -0.54 50.76 -3.24 54.00 Average 

2  5198.670 66.52 38.35 104.87 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5146.230 66.77 -1.50 65.26 -8.74 74.00 Peak 

2  5150.000 62.47 -0.54 61.93 -12.07 74.00 Peak 

3  5188.700 74.13 39.82 113.95 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5149.910 53.31 -0.59 52.72 -1.28 54.00 Average 

2  5150.000 53.16 -0.54 52.62 -1.38 54.00 Average 

3  5201.310 64.09 41.69 105.78 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5310 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5319.170 69.04 43.91 112.96 N/A N/A Peak 

2  5350.000 60.24 2.28 62.53 -11.47 74.00 Peak 

3 * 5350.250 64.57 2.15 66.73 -7.27 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.320 59.45 42.54 101.99 N/A N/A Average 

2  5350.000 51.18 2.28 53.46 -0.54 54.00 Average 

3 * 5350.290 51.37 2.13 53.51 -0.49 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5310 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5327.820 72.31 42.08 114.39 N/A N/A Peak 

2  5350.000 57.00 2.28 59.28 -14.72 74.00 Peak 

3 * 5350.400 60.30 2.06 62.36 -11.64 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5302.980 59.66 43.30 102.96 N/A N/A Average 

2 * 5350.000 48.58 2.28 50.86 -3.14 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5457.010 64.05 -0.91 63.14 -10.86 74.00 Peak 

2  5460.000 60.45 -0.69 59.76 -8.44 68.20 Peak 

3  5463.720 65.68 -0.42 65.26 -2.94 68.20 Peak 

4 * 5470.000 64.28 1.00 65.28 -2.92 68.20 Peak 

5  5514.120 69.77 44.86 114.63 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 51.59 -0.69 50.90 -3.10 54.00 Average 

2  5503.600 59.00 45.73 104.73 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.400 61.74 -0.78 60.95 -13.05 74.00 Peak 

2  5460.000 60.14 -0.69 59.44 -8.76 68.20 Peak 

3 * 5465.060 63.04 -0.22 62.82 -5.38 68.20 Peak 

4  5470.000 58.00 1.00 59.00 -9.20 68.20 Peak 

5  5527.470 69.34 46.24 115.58 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 50.10 -0.69 49.40 -4.60 54.00 Average 

2  5503.520 59.27 45.60 104.87 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5679.590 72.48 45.49 117.98 N/A N/A Peak 

2  5725.000 53.47 1.01 54.47 -13.73 68.20 Peak 

3 * 5734.080 59.72 -1.32 58.39 -9.81 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5676.600 76.71 41.53 118.24 N/A N/A Peak 

2  5725.000 53.01 1.01 54.02 -14.18 68.20 Peak 

3 * 5726.000 57.35 0.44 57.79 -10.41 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5625.603 69.80 -3.37 66.43 -1.77 68.20 Peak 

2  5649.998 67.51 -3.65 63.86 -4.34 68.20 Peak 

3  5700.000 69.44 -3.47 65.96 -39.24 105.20 Peak 

4  5720.000 70.80 -3.45 67.35 -43.45 110.80 Peak 

5  5725.000 73.06 -3.47 69.60 -60.40 130.00 Peak 

6  5745.915 119.49 -3.64 115.85 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5617.675 69.85 -3.41 66.44 -1.76 68.20 Peak 

2  5650.000 67.35 -3.65 63.70 -4.50 68.20 Peak 

3  5700.000 70.24 -3.47 66.77 -38.43 105.20 Peak 

4  5720.000 72.75 -3.45 69.30 -41.50 110.80 Peak 

5  5725.000 71.79 -3.47 68.32 -61.68 130.00 Peak 

6  5738.022 120.20 -3.59 116.61 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5785.170 118.29 -3.69 114.59 N/A N/A Peak 

2  5850.000 72.87 -3.75 69.12 -60.88 130.00 Peak 

3  5855.000 71.26 -3.75 67.51 -43.29 110.80 Peak 

4  5875.000 66.92 -3.82 63.09 -42.11 105.20 Peak 

5  5925.000 66.64 -3.71 62.94 -5.26 68.20 Peak 

6 * 5931.442 69.69 -3.66 66.03 -2.17 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5798.377 120.20 -3.73 116.47 N/A N/A Peak 

2  5850.000 74.33 -3.75 70.57 -59.43 130.00 Peak 

3  5855.000 73.10 -3.75 69.35 -41.45 110.80 Peak 

4  5875.000 68.17 -3.82 64.35 -40.85 105.20 Peak 

5  5925.000 66.96 -3.71 63.26 -4.94 68.20 Peak 

6 * 5959.365 69.51 -3.65 65.86 -2.34 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5210 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5135.284 70.98 -2.53 68.45 -5.55 74.00 Peak 

2  5150.000 64.18 -0.54 63.64 -10.36 74.00 Peak 

3  5196.492 75.86 37.13 112.99 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.418 55.92 -2.41 53.51 -0.49 54.00 Average 

2  5150.000 53.05 -0.54 52.51 -1.49 54.00 Average 

3  5197.626 62.09 37.58 99.67 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.472 67.53 -1.79 65.74 -8.26 74.00 Peak 

2  5150.000 60.40 -0.54 59.86 -14.14 74.00 Peak 

3  5180.756 68.70 45.91 114.62 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.472 54.35 -1.79 52.55 -1.45 54.00 Average 

2  5150.000 48.66 -0.54 48.11 -5.89 54.00 Average 

3  5180.728 55.41 45.93 101.34 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5275.200 70.21 41.84 112.05 N/A N/A Peak 

2  5350.000 59.53 2.28 61.81 -12.19 74.00 Peak 

3 * 5356.281 65.97 -0.28 65.69 -8.31 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5276.922 58.53 43.25 101.78 N/A N/A Average 

2  5350.000 50.21 2.28 52.49 -1.51 54.00 Average 

3 * 5358.927 54.32 -0.73 53.59 -0.41 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5281.143 64.23 49.23 113.46 N/A N/A Peak 

2  5350.000 58.98 2.28 61.26 -12.74 74.00 Peak 

3 * 5366.256 64.83 -1.46 63.37 -10.63 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5290 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5280.093 55.10 47.82 102.92 N/A N/A Average 

2  5350.000 47.97 2.28 50.25 -3.75 54.00 Average 

3 * 5363.778 52.03 -1.18 50.85 -3.15 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.768 65.10 -0.82 64.28 -9.72 74.00 Peak 

2  5460.000 63.19 -0.69 62.50 -5.70 68.20 Peak 

3 * 5461.342 65.66 -0.64 65.02 -3.18 68.20 Peak 

4  5470.000 60.45 1.00 61.45 -6.75 68.20 Peak 

5  5513.614 64.98 44.76 109.75 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 53.82 -0.69 53.13 -0.87 54.00 Average 

2  5504.044 53.21 46.23 99.43 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5444.248 63.92 -1.57 62.34 -11.66 74.00 Peak 

2  5460.000 58.85 -0.69 58.16 -10.04 68.20 Peak 

3 * 5466.798 63.78 0.07 63.85 -4.35 68.20 Peak 

4  5470.000 60.32 1.00 61.32 -6.88 68.20 Peak 

5  5528.596 62.31 48.37 110.69 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5445.788 52.44 -1.51 50.92 -3.08 54.00 Average 

2  5460.000 50.76 -0.69 50.07 -3.93 54.00 Average 

3  5529.234 50.34 49.59 99.93 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5647.457 69.24 45.82 115.06 N/A N/A Peak 

2  5725.000 57.59 1.01 58.60 -9.60 68.20 Peak 

3 * 5741.393 62.88 -1.76 61.12 -7.08 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5630.281 68.33 47.24 115.57 N/A N/A Peak 

2  5725.000 55.31 1.01 56.31 -11.89 68.20 Peak 

3 * 5726.706 58.50 0.17 58.67 -9.53 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5775 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5645.680 70.18 -3.65 66.53 -1.67 68.20 Peak 

2  5650.000 67.51 -3.65 63.87 -4.33 68.20 Peak 

3  5700.000 69.75 -3.47 66.28 -38.92 105.20 Peak 

4  5720.000 72.38 -3.45 68.93 -41.87 110.80 Peak 

5  5725.000 80.46 -3.47 77.00 -53.00 130.00 Peak 

6  5765.720 115.66 -3.66 111.99 N/A N/A Peak 

7  5850.000 73.18 -3.75 69.42 -60.58 130.00 Peak 

8  5855.000 70.96 -3.75 67.21 -43.59 110.80 Peak 

9  5875.000 68.07 -3.82 64.25 -40.95 105.20 Peak 

10  5925.000 67.86 -3.71 64.15 -4.05 68.20 Peak 

11 * 5960.160 70.24 -3.65 66.59 -1.61 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5775 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5647.200 70.00 -3.65 66.35 -1.85 68.20 Peak 

2  5650.000 67.88 -3.65 64.23 -3.97 68.20 Peak 

3  5700.000 70.52 -3.47 67.05 -38.15 105.20 Peak 

4  5720.000 73.85 -3.45 70.40 -40.40 110.80 Peak 

5  5725.000 79.93 -3.47 76.46 -53.54 130.00 Peak 

6  5736.400 116.66 -3.57 113.09 N/A N/A Peak 

7  5850.000 71.64 -3.75 67.89 -62.11 130.00 Peak 

8  5855.000 72.46 -3.75 68.71 -42.09 110.80 Peak 

9  5875.000 68.63 -3.82 64.81 -40.39 105.20 Peak 

10  5925.000 67.85 -3.71 64.14 -4.06 68.20 Peak 

11  5929.120 69.69 -3.67 66.02 -2.18 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5138.280 68.10 -2.38 65.72 -8.28 74.00 Peak 

2  5150.000 62.33 -0.54 61.78 -12.22 74.00 Peak 

3  5275.172 65.22 41.83 107.05 N/A N/A Peak 

4  5350.000 52.42 2.28 54.70 -19.30 74.00 Peak 

5  5357.828 58.54 -0.53 58.01 -15.99 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5137.048 55.25 -2.31 52.93 -1.07 54.00 Average 

2  5150.000 51.20 -0.54 50.65 -3.35 54.00 Average 

3  5276.432 52.31 42.81 95.13 N/A N/A Average 

4  5350.000 42.11 2.28 44.40 -9.60 54.00 Average 

5  5358.136 46.01 -0.58 45.43 -8.57 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5147.296 67.16 -1.10 66.06 -7.94 74.00 Peak 

2  5150.000 60.35 -0.54 59.81 -14.19 74.00 Peak 

3  5281.556 57.31 49.97 107.28 N/A N/A Peak 

4  5350.000 51.80 2.28 54.08 -19.92 74.00 Peak 

5  5368.552 57.37 -1.65 55.72 -18.28 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5143.824 53.67 -1.57 52.10 -1.90 54.00 Average 

2  5150.000 50.53 -0.54 49.99 -4.01 54.00 Average 

3  5282.088 43.86 50.92 94.78 N/A N/A Average 

4  5350.000 41.88 2.28 44.16 -9.84 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5434.192 66.79 -1.86 64.93 -9.07 74.00 Peak 

2  5460.000 60.40 -0.69 59.71 -8.49 68.20 Peak 

3 * 5463.760 64.64 -0.42 64.23 -3.97 68.20 Peak 

4  5470.000 59.60 1.00 60.60 -7.60 68.20 Peak 

5  5624.528 64.61 41.32 105.94 N/A N/A Peak 

6  5725.000 50.46 1.01 51.47 -16.73 68.20 Peak 

7  5726.320 56.73 0.34 57.07 -11.13 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5445.040 54.68 -1.55 53.13 -0.87 54.00 Average 

2  5460.000 52.25 -0.69 51.56 -2.44 54.00 Average 

3  5625.040 53.24 41.57 94.81 N/A N/A Average 

4  5725.000 42.20 1.01 43.21 -10.79 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5454.736 65.27 -1.03 64.24 -9.76 74.00 Peak 

2  5460.000 59.47 -0.69 58.78 -9.42 68.20 Peak 

3 * 5464.624 61.45 -0.30 61.15 -7.05 68.20 Peak 

4  5470.000 58.54 1.00 59.54 -8.66 68.20 Peak 

5  5513.584 62.36 44.74 107.11 N/A N/A Peak 

6  5725.000 46.04 1.01 47.04 -21.16 68.20 Peak 

7  5726.736 50.93 0.16 51.09 -17.11 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5453.360 52.86 -1.12 51.74 -2.26 54.00 Average 

2  5460.000 50.85 -0.69 50.15 -3.85 54.00 Average 

3  5648.336 50.50 47.22 97.72 N/A N/A Average 

4  5725.000 41.62 1.01 42.63 -11.37 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5146.640 62.08 -1.29 60.79 -13.21 74.00 Peak 

2  5150.000 59.76 -0.54 59.22 -14.78 74.00 Peak 

3  5187.864 77.19 38.63 115.82 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 49.75 -0.54 49.20 -4.80 54.00 Average 

2  5185.392 67.80 38.00 105.80 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5148.680 64.03 -1.06 62.96 -11.04 74.00 Peak 

2  5150.000 60.60 -0.54 60.06 -13.94 74.00 Peak 

3  5176.544 69.45 48.23 117.68 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5180 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 50.28 -0.54 49.74 -4.26 54.00 Average 

2  5173.584 57.92 48.84 106.76 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.504 75.76 42.61 118.37 N/A N/A Peak 

2  5350.000 61.81 2.28 64.10 -9.90 74.00 Peak 

3 * 5350.576 62.39 1.94 64.33 -9.67 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

726 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.256 64.80 42.49 107.28 N/A N/A Average 

2  5350.000 49.92 2.28 52.20 -1.80 54.00 Average 

3 * 5350.296 50.13 2.13 52.26 -1.74 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5327.112 77.55 41.48 119.03 N/A N/A Peak 

2  5350.000 61.71 2.28 64.00 -10.00 74.00 Peak 

3 * 5351.536 64.38 1.26 65.64 -8.36 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5320 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.120 65.42 42.36 107.78 N/A N/A Average 

2  5350.000 49.83 2.28 52.11 -1.89 54.00 Average 

3 * 5350.128 49.94 2.22 52.15 -1.85 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.176 58.46 -0.79 57.67 -16.33 74.00 Peak 

2  5460.000 57.86 -0.69 57.16 -11.04 68.20 Peak 

3 * 5468.192 60.35 0.42 60.77 -7.43 68.20 Peak 

4  5470.000 56.09 1.00 57.09 -11.11 68.20 Peak 

5  5504.224 70.41 46.38 116.79 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5456.152 47.37 -0.98 46.38 -7.62 54.00 Average 

2  5460.000 46.97 -0.69 46.28 -7.72 54.00 Average 

3  5491.344 62.39 47.59 109.98 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5454.752 60.19 -1.03 59.16 -14.84 74.00 Peak 

2  5460.000 58.32 -0.69 57.62 -10.58 68.20 Peak 

3 * 5469.288 63.25 0.80 64.05 -4.15 68.20 Peak 

4  5470.000 61.23 1.00 62.23 -5.97 68.20 Peak 

5  5491.368 71.38 47.61 118.98 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5459.248 46.72 -0.78 45.93 -8.07 54.00 Average 

2  5460.000 46.44 -0.69 45.74 -8.26 54.00 Average 

3  5491.560 60.93 47.74 108.67 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

733 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5708.330 76.23 43.50 119.73 N/A N/A Peak 

2  5725.000 56.68 1.01 57.68 -10.52 68.20 Peak 

3 * 5725.430 61.01 0.77 61.78 -6.42 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5693.672 75.49 44.10 119.59 N/A N/A Peak 

2  5725.000 57.93 1.01 58.93 -9.27 68.20 Peak 

3 * 5725.418 61.91 0.77 62.68 -5.52 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5619.157 69.26 -3.39 65.87 -2.33 68.20 Peak 

2  5650.000 67.80 -3.65 64.16 -4.04 68.20 Peak 

3  5700.000 67.65 -3.47 64.18 -41.02 105.20 Peak 

4  5720.000 73.08 -3.45 69.63 -41.17 110.80 Peak 

5  5725.000 73.49 -3.47 70.02 -59.98 130.00 Peak 

6  5737.957 122.72 -3.59 119.14 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5632.983 69.42 -3.50 65.91 -2.29 68.20 Peak 

2  5650.000 67.46 -3.65 63.81 -4.39 68.20 Peak 

3  5700.000 66.59 -3.47 63.12 -42.08 105.20 Peak 

4  5720.000 70.14 -3.45 66.69 -44.11 110.80 Peak 

5  5725.000 71.77 -3.47 68.31 -61.69 130.00 Peak 

6  5747.312 122.86 -3.65 119.21 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5830.994 120.67 -3.74 116.93 N/A N/A Peak 

2  5850.000 77.09 -3.75 73.33 -56.67 130.00 Peak 

3  5855.000 72.94 -3.75 69.19 -41.61 110.80 Peak 

4  5875.000 67.18 -3.82 63.35 -41.85 105.20 Peak 

5  5925.000 67.84 -3.71 64.13 -4.07 68.20 Peak 

6 * 5938.848 69.99 -3.69 66.30 -1.90 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5821.341 122.27 -3.78 118.49 N/A N/A Peak 

2  5850.000 81.52 -3.75 77.76 -52.24 130.00 Peak 

3  5855.000 74.11 -3.75 70.36 -40.44 110.80 Peak 

4  5875.000 67.61 -3.82 63.79 -41.41 105.20 Peak 

5  5925.000 67.88 -3.71 64.17 -4.03 68.20 Peak 

6 * 5982.255 69.85 -3.67 66.19 -2.01 68.20 Peak 

7  6000.000 67.66 -3.72 63.94 -4.26 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.850 66.49 -2.32 64.18 -9.82 74.00 Peak 

2  5150.000 60.97 -0.54 60.43 -13.57 74.00 Peak 

3  5177.450 68.20 47.12 115.33 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5150.000 52.30 -0.54 51.76 -2.24 54.00 Average 

2  5198.010 65.64 37.86 103.50 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5145.950 67.71 -1.65 66.06 -7.94 74.00 Peak 

2  5150.000 62.59 -0.54 62.05 -11.95 74.00 Peak 

3  5172.710 66.66 47.92 114.58 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

742 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5190 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5149.850 53.44 -0.63 52.81 -1.19 54.00 Average 

2  5150.000 53.14 -0.54 52.59 -1.41 54.00 Average 

3  5185.020 63.73 38.32 102.05 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5310 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5319.640 68.45 43.62 112.07 N/A N/A Peak 

2  5350.000 61.03 2.28 63.31 -10.69 74.00 Peak 

3 * 5351.230 65.13 1.48 66.62 -7.38 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5328.100 59.55 42.34 101.90 N/A N/A Average 

2  5350.000 50.69 2.28 52.97 -1.03 54.00 Average 

3 * 5350.240 51.09 2.16 53.24 -0.76 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5310 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5303.270 71.76 43.08 114.85 N/A N/A Peak 

2  5350.000 59.03 2.28 61.31 -12.69 74.00 Peak 

3 * 5350.370 61.74 2.08 63.82 -10.18 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5310 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5301.400 58.65 44.94 103.58 N/A N/A Average 

2  5350.000 48.64 2.28 50.92 -3.08 54.00 Average 

3 * 5350.010 48.66 2.28 50.93 -3.07 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.670 65.11 -0.81 64.30 -9.70 74.00 Peak 

2  5460.000 61.44 -0.69 60.74 -7.46 68.20 Peak 

3 * 5467.980 66.47 0.34 66.81 -1.39 68.20 Peak 

4  5470.000 61.82 1.00 62.82 -5.38 68.20 Peak 

5  5491.560 66.35 47.74 114.08 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 51.43 -0.69 50.74 -3.26 54.00 Average 

2  5503.490 59.10 45.55 104.65 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.700 60.84 -0.73 60.11 -13.89 74.00 Peak 

2  5460.000 58.96 -0.69 58.27 -9.93 68.20 Peak 

3 * 5467.390 63.46 0.20 63.66 -4.54 68.20 Peak 

4  5470.000 57.40 1.00 58.40 -9.80 68.20 Peak 

5  5503.810 70.14 45.97 116.11 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 49.78 -0.69 49.09 -4.91 54.00 Average 

2  5513.290 60.43 44.41 104.84 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5679.830 72.70 45.83 118.53 N/A N/A Peak 

2  5725.000 53.12 1.01 54.12 -14.08 68.20 Peak 

3 * 5727.360 60.40 -0.08 60.33 -7.87 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5679.210 73.32 44.85 118.17 N/A N/A Peak 

2  5725.000 55.56 1.01 56.56 -11.64 68.20 Peak 

3 * 5729.720 59.19 -0.72 58.48 -9.72 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5617.325 70.63 -3.41 67.21 -0.99 68.20 Peak 

2  5650.000 66.36 -3.65 62.71 -5.49 68.20 Peak 

3  5700.000 68.36 -3.47 64.88 -40.32 105.20 Peak 

4  5720.000 70.01 -3.45 66.56 -44.24 110.80 Peak 

5  5725.000 73.03 -3.47 69.57 -60.43 130.00 Peak 

6  5762.208 119.62 -3.65 115.97 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5616.380 69.47 -3.43 66.04 -2.16 68.20 Peak 

2  5650.000 67.75 -3.65 64.11 -4.09 68.20 Peak 

3  5700.000 68.27 -3.47 64.79 -40.41 105.20 Peak 

4  5720.000 71.04 -3.45 67.59 -43.21 110.80 Peak 

5  5725.000 73.12 -3.47 69.65 -60.35 130.00 Peak 

6  5737.830 120.30 -3.59 116.72 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5784.292 118.50 -3.69 114.80 N/A N/A Peak 

2  5850.000 72.71 -3.75 68.95 -61.05 130.00 Peak 

3  5855.000 71.98 -3.75 68.23 -42.57 110.80 Peak 

4  5875.000 67.74 -3.82 63.92 -41.28 105.20 Peak 

5  5925.000 68.32 -3.71 64.61 -3.59 68.20 Peak 

6 * 5944.402 71.04 -3.70 67.34 -0.86 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5801.797 121.00 -3.76 117.24 N/A N/A Peak 

2  5850.000 74.18 -3.75 70.43 -59.57 130.00 Peak 

3  5855.000 71.34 -3.75 67.59 -43.21 110.80 Peak 

4  5875.000 66.87 -3.82 63.04 -42.16 105.20 Peak 

5  5925.000 67.76 -3.71 64.05 -4.15 68.20 Peak 

6 * 5973.945 69.66 -3.65 66.01 -2.19 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5210 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5138.630 70.58 -2.38 68.21 -5.79 74.00 Peak 

2  5150.000 65.04 -0.54 64.50 -9.50 74.00 Peak 

3  5197.332 76.03 37.39 113.42 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5210 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.908 55.92 -2.30 53.62 -0.38 54.00 Average 

2  5150.000 53.44 -0.54 52.90 -1.10 54.00 Average 

3  5197.836 61.82 37.73 99.55 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5210 MHz  

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5139.008 69.17 -2.37 66.80 -7.20 74.00 Peak 

2  5150.000 61.48 -0.54 60.94 -13.06 74.00 Peak 

3  5202.134 72.16 43.01 115.17 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5210 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5141.780 54.09 -1.89 52.20 -1.80 54.00 Average 

2  5150.000 48.60 -0.54 48.05 -5.95 54.00 Average 

3  5179.888 54.85 46.42 101.27 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5290 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5275.011 71.48 41.76 113.24 N/A N/A Peak 

2  5350.000 59.77 2.28 62.05 -11.95 74.00 Peak 

3 * 5357.940 66.21 -0.55 65.66 -8.34 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5290 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5275.011 59.31 41.76 101.07 N/A N/A Average 

2  5350.000 50.11 2.28 52.39 -1.61 54.00 Average 

3 * 5357.184 53.63 -0.43 53.20 -0.80 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5290 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5281.500 65.00 49.87 114.87 N/A N/A Peak 

2  5350.000 58.37 2.28 60.65 -13.35 74.00 Peak 

3 * 5363.484 64.24 -1.13 63.11 -10.89 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5290 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5279.904 55.30 47.58 102.88 N/A N/A Average 

2  5350.000 48.01 2.28 50.30 -3.70 54.00 Average 

3 * 5362.875 51.86 -1.13 50.73 -3.27 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.394 65.36 -0.78 64.58 -9.42 74.00 Peak 

2  5460.000 61.82 -0.69 61.13 -7.07 68.20 Peak 

3 * 5462.134 65.87 -0.57 65.31 -2.89 68.20 Peak 

4  5470.000 59.99 1.00 60.99 -7.21 68.20 Peak 

5  5502.086 66.82 42.83 109.65 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

766 of 1206 

 

Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5460.000 53.65 -0.69 52.95 -1.05 54.00 Average 

2  5503.912 54.19 46.09 100.28 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5447.394 64.80 -1.45 63.35 -10.65 74.00 Peak 

2  5460.000 59.29 -0.69 58.60 -9.60 68.20 Peak 

3 * 5462.112 64.78 -0.57 64.22 -3.98 68.20 Peak 

4  5470.000 60.38 1.00 61.38 -6.82 68.20 Peak 

5  5567.096 66.50 44.56 111.06 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5446.118 52.33 -1.51 50.82 -3.18 54.00 Average 

2  5460.000 50.81 -0.69 50.11 -3.89 54.00 Average 

3  5529.212 50.48 49.54 100.02 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5648.084 68.53 46.79 115.32 N/A N/A Peak 

2  5725.000 58.74 1.01 59.75 -8.45 68.20 Peak 

3 * 5736.985 61.99 -1.51 60.49 -7.71 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5647.780 70.08 46.31 116.39 N/A N/A Peak 

2  5725.000 53.81 1.01 54.82 -13.38 68.20 Peak 

3 * 5726.478 59.17 0.28 59.44 -8.76 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5775 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5621.200 69.94 -3.37 66.56 -1.64 68.20 Peak 

2  5650.000 68.65 -3.65 65.00 -3.20 68.20 Peak 

3  5700.000 70.80 -3.47 67.33 -37.87 105.20 Peak 

4  5720.000 73.87 -3.45 70.42 -40.38 110.80 Peak 

5  5725.000 79.52 -3.47 76.05 -53.95 130.00 Peak 

6  5765.440 116.57 -3.66 112.91 N/A N/A Peak 

7  5850.000 72.05 -3.75 68.30 -61.70 130.00 Peak 

8  5855.000 72.44 -3.75 68.69 -42.11 110.80 Peak 

9  5875.000 67.46 -3.82 63.63 -41.57 105.20 Peak 

10  5925.000 67.13 -3.71 63.43 -4.77 68.20 Peak 

11  5965.120 69.50 -3.63 65.87 -2.33 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5775 MHz P=19 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5650.000 68.04 -3.65 64.39 -3.81 68.20 Peak 

2  5700.000 69.40 -3.47 65.93 -39.27 105.20 Peak 

3  5720.000 71.81 -3.45 68.36 -42.44 110.80 Peak 

4  5725.000 79.73 -3.47 76.26 -53.74 130.00 Peak 

5  5736.560 116.37 -3.57 112.79 -17.21 130.00 Peak 

6  5753.160 116.78 -3.65 113.13 N/A N/A Peak 

7  5850.000 71.31 -3.75 67.55 -62.45 130.00 Peak 

8  5855.000 72.92 -3.75 69.17 -41.63 110.80 Peak 

9  5875.000 69.66 -3.82 65.83 -39.37 105.20 Peak 

10  5925.000 67.28 -3.71 63.58 -4.62 68.20 Peak 

11 * 5965.920 69.63 -3.64 66.00 -2.20 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5138.812 68.82 -2.37 66.44 -7.56 74.00 Peak 

2  5150.000 60.46 -0.54 59.91 -14.09 74.00 Peak 

3  5273.520 66.43 41.19 107.62 N/A N/A Peak 

4  5350.000 52.23 2.28 54.51 -19.49 74.00 Peak 

5  5363.120 58.86 -1.13 57.73 -16.27 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5136.880 54.93 -2.31 52.62 -1.38 54.00 Average 

2  5150.000 51.10 -0.54 50.56 -3.44 54.00 Average 

3  5276.600 52.11 42.97 95.07 N/A N/A Average 

4  5349.988 43.11 2.29 45.40 -8.60 54.00 Average 

5  5358.080 47.65 -0.57 47.08 -6.92 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5147.576 65.08 -1.03 64.04 -9.96 74.00 Peak 

2  5150.000 60.78 -0.54 60.23 -13.77 74.00 Peak 

3  5185.096 68.74 38.25 106.99 N/A N/A Peak 

4  5350.000 50.11 2.28 52.39 -21.61 74.00 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5250 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5143.796 53.64 -1.57 52.08 -1.92 54.00 Average 

2  5150.000 50.49 -0.54 49.95 -4.05 54.00 Average 

3  5185.936 57.01 37.77 94.79 N/A N/A Average 

4  5350.000 41.68 2.28 43.96 -10.04 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5443.280 67.24 -1.63 65.61 -8.39 74.00 Peak 

2  5460.000 60.45 -0.69 59.76 -8.44 68.20 Peak 

3 * 5464.528 65.88 -0.31 65.57 -2.63 68.20 Peak 

4  5470.000 60.12 1.00 61.12 -7.08 68.20 Peak 

5  5625.584 64.58 41.83 106.41 N/A N/A Peak 

6  5725.000 51.08 1.01 52.08 -16.12 68.20 Peak 

7  5728.240 57.48 -0.34 57.14 -11.06 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5445.808 54.94 -1.51 53.43 -0.57 54.00 Average 

2  5460.000 52.34 -0.69 51.65 -2.35 54.00 Average 

3  5503.632 49.58 45.76 95.35 N/A N/A Average 

4  5725.000 41.88 1.01 42.89 -11.11 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5452.496 64.86 -1.13 63.73 -10.27 74.00 Peak 

2  5460.000 58.32 -0.69 57.63 -10.57 68.20 Peak 

3 * 5469.168 61.36 0.77 62.13 -6.07 68.20 Peak 

4  5470.000 58.57 1.00 59.57 -8.63 68.20 Peak 

5  5647.152 62.54 45.34 107.88 N/A N/A Peak 

6  5725.000 49.55 1.01 50.56 -17.64 68.20 Peak 

7  5727.376 53.04 -0.08 52.96 -15.24 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-07-29 

Temperature 24.7 C Humidity 67.2% 

Limit FCC_Part 15_Band Edge(3 m) Test Engineer Fusco Pan 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5452.112 53.21 -1.18 52.03 -1.97 54.00 Average 

2  5460.000 49.98 -0.69 49.29 -4.71 54.00 Average 

3  5648.464 50.16 47.41 97.57 N/A N/A Average 

4  5725.000 41.59 1.01 42.59 -11.41 54.00 Average 

5  5730.320 43.47 -0.80 42.68 -11.32 54.00 Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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AP571 - WLAN Config 2 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5500 MHz 

 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.430 54.02 -1.14 52.88 -21.12 74.00 Peak 

2  5460.000 51.40 -1.09 50.31 -17.89 68.20 Peak 

3  5469.573 56.66 0.50 57.16 -11.04 68.20 Peak 

4  5470.000 53.99 0.57 54.56 -13.64 68.20 Peak 

5 * 5504.142 68.68 46.39 115.07 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 41.59 -1.09 40.51 -13.49 54.00 Average 

2 * 5504.007 60.12 46.20 106.33 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.709 54.97 -1.11 53.86 -20.14 74.00 Peak 

2  5460.000 51.82 -1.09 50.73 -17.47 68.20 Peak 

3  5469.681 57.15 0.52 57.67 -10.53 68.20 Peak 

4  5470.000 53.81 0.57 54.39 -13.81 68.20 Peak 

5 * 5501.892 74.91 42.45 117.36 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 42.61 -1.09 41.53 -12.47 54.00 Average 

2 * 5504.862 61.23 47.25 108.47 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5694.503 67.32 45.91 113.23 N/A N/A Peak 

2  5725.000 49.52 2.78 52.30 -15.90 68.20 Peak 

3  5727.445 53.87 1.66 55.53 -12.67 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5701.868 74.94 40.65 115.59 N/A N/A Peak 

2  5725.000 47.96 2.78 50.74 -17.46 68.20 Peak 

3  5725.573 51.91 2.46 54.37 -13.83 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5637.769 69.19 -3.59 65.61 -2.59 68.20 Peak 

2  5650.000 66.95 -3.65 63.30 -4.90 68.20 Peak 

3  5700.000 66.42 -3.47 62.94 -42.26 105.20 Peak 

4  5720.000 66.29 -3.45 62.83 -47.97 110.80 Peak 

5  5725.000 68.61 -3.47 65.15 -64.85 130.00 Peak 

6  5738.204 114.72 -3.59 111.13 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5631.268 69.08 -3.47 65.60 -2.60 68.20 Peak 

2  5650.000 66.29 -3.65 62.64 -5.56 68.20 Peak 

3  5700.000 66.57 -3.47 63.09 -42.11 105.20 Peak 

4  5720.000 66.37 -3.45 62.91 -47.89 110.80 Peak 

5  5725.000 67.61 -3.47 64.14 -65.86 130.00 Peak 

6  5749.275 116.92 -3.65 113.27 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5818.026 114.98 -3.80 111.18 N/A N/A Peak 

2  5850.000 68.03 -3.75 64.28 -65.72 130.00 Peak 

3  5855.000 66.94 -3.75 63.19 -47.61 110.80 Peak 

4  5875.000 66.07 -3.82 62.24 -42.96 105.20 Peak 

5  5925.000 67.15 -3.71 63.45 -4.75 68.20 Peak 

6 * 5958.426 69.42 -3.65 65.76 -2.44 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11a at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5832.319 116.41 -3.74 112.67 N/A N/A Peak 

2  5850.000 70.35 -3.75 66.60 -63.40 130.00 Peak 

3  5855.000 68.89 -3.75 65.14 -45.66 110.80 Peak 

4  5875.000 67.40 -3.82 63.58 -41.62 105.20 Peak 

5  5925.000 66.66 -3.71 62.96 -5.24 68.20 Peak 

6 * 5935.650 69.47 -3.68 65.79 -2.41 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.556 53.95 -1.13 52.83 -21.17 74.00 Peak 

2  5460.000 52.85 -1.09 51.77 -16.43 68.20 Peak 

3  5468.664 56.55 0.21 56.76 -11.44 68.20 Peak 

4  5470.000 52.67 0.57 53.24 -14.96 68.20 Peak 

5 * 5504.232 68.94 46.52 115.46 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 41.22 -1.09 40.14 -13.86 54.00 Average 

2 * 5503.323 62.14 44.83 106.97 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.493 55.06 -1.13 53.93 -20.07 74.00 Peak 

2  5460.000 51.25 -1.09 50.17 -18.03 68.20 Peak 

3  5467.224 55.39 -0.10 55.29 -12.91 68.20 Peak 

4  5470.000 52.42 0.57 52.99 -15.21 68.20 Peak 

5 * 5503.404 70.65 45.00 115.65 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 41.14 -1.09 40.05 -13.95 54.00 Average 

2 * 5503.233 62.56 44.63 107.19 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

795 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5692.988 68.65 45.00 113.65 N/A N/A Peak 

2  5725.000 55.27 2.78 58.05 -10.15 68.20 Peak 

3  5725.287 55.87 2.61 58.48 -9.72 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5694.991 70.37 45.67 116.04 N/A N/A Peak 

2  5725.000 50.91 2.78 53.69 -14.51 68.20 Peak 

3  5725.476 53.97 2.51 56.48 -11.72 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5603.053 69.10 -3.46 65.64 -2.56 68.20 Peak 

2  5650.000 66.67 -3.65 63.02 -5.18 68.20 Peak 

3  5700.000 67.21 -3.47 63.73 -41.47 105.20 Peak 

4  5720.000 67.72 -3.45 64.27 -46.53 110.80 Peak 

5  5725.000 67.33 -3.47 63.86 -66.14 130.00 Peak 

6  5750.662 115.08 -3.65 111.43 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5647.421 69.29 -3.65 65.64 -2.56 68.20 Peak 

2  5650.000 67.69 -3.65 64.04 -4.16 68.20 Peak 

3  5700.000 66.82 -3.47 63.34 -41.86 105.20 Peak 

4  5720.000 67.70 -3.45 64.24 -46.56 110.80 Peak 

5  5725.000 68.41 -3.47 64.94 -65.06 130.00 Peak 

6  5738.303 116.35 -3.59 112.76 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5828.088 115.35 -3.73 111.62 N/A N/A Peak 

2  5850.000 75.99 -3.75 72.24 -57.76 130.00 Peak 

3  5855.000 68.57 -3.75 64.82 -45.98 110.80 Peak 

4  5875.000 66.83 -3.82 63.00 -42.20 105.20 Peak 

5  5925.000 68.06 -3.71 64.36 -3.84 68.20 Peak 

6 * 5947.837 69.91 -3.70 66.21 -1.99 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5831.188 115.26 -3.74 111.52 N/A N/A Peak 

2  5850.000 74.02 -3.75 70.26 -59.74 130.00 Peak 

3  5855.000 70.11 -3.75 66.36 -44.44 110.80 Peak 

4  5875.000 66.90 -3.82 63.08 -42.12 105.20 Peak 

5  5925.000 68.33 -3.71 64.63 -3.57 68.20 Peak 

6 * 5929.000 69.76 -3.67 66.09 -2.11 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.500 63.10 -1.13 61.97 -12.03 74.00 Peak 

2  5460.000 59.98 -1.09 58.90 -9.30 68.20 Peak 

3  5465.770 64.61 -0.38 64.23 -3.97 68.20 Peak 

4  5470.000 62.34 0.57 62.91 -5.29 68.20 Peak 

5 * 5503.650 69.14 45.53 114.67 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 48.45 -1.09 47.36 -6.64 54.00 Average 

2 * 5503.970 59.67 46.14 105.81 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

803 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.470 61.72 -1.13 60.59 -13.41 74.00 Peak 

2  5460.000 59.00 -1.09 57.91 -10.29 68.20 Peak 

3  5466.020 65.29 -0.32 64.97 -3.23 68.20 Peak 

4  5470.000 61.07 0.57 61.65 -6.55 68.20 Peak 

5 * 5504.260 71.37 46.55 117.92 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 47.65 -1.09 46.56 -7.44 54.00 Average 

2 * 5504.020 62.28 46.22 108.50 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5665.680 64.78 45.67 110.45 N/A N/A Peak 

2  5725.000 47.79 2.78 50.57 -17.63 68.20 Peak 

3  5725.340 50.45 2.59 53.03 -15.17 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5665.580 65.98 45.51 111.49 N/A N/A Peak 

2  5725.000 48.24 2.78 51.02 -17.18 68.20 Peak 

3  5727.400 50.12 1.67 51.79 -16.41 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5629.400 69.33 -3.44 65.89 -2.31 68.20 Peak 

2  5650.000 67.04 -3.65 63.39 -4.81 68.20 Peak 

3  5700.000 67.75 -3.47 64.28 -40.92 105.20 Peak 

4  5720.000 67.31 -3.45 63.86 -46.94 110.80 Peak 

5  5725.000 67.74 -3.47 64.27 -65.73 130.00 Peak 

6  5744.217 113.16 -3.64 109.52 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5615.330 68.80 -3.44 65.36 -2.84 68.20 Peak 

2  5650.000 66.22 -3.65 62.58 -5.62 68.20 Peak 

3  5700.000 66.55 -3.47 63.08 -42.12 105.20 Peak 

4  5720.000 67.87 -3.45 64.41 -46.39 110.80 Peak 

5  5725.000 67.93 -3.47 64.46 -65.54 130.00 Peak 

6  5744.357 113.09 -3.64 109.45 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5807.490 111.71 -3.81 107.90 N/A N/A Peak 

2  5850.000 67.58 -3.75 63.83 -66.17 130.00 Peak 

3  5855.000 66.90 -3.75 63.15 -47.65 110.80 Peak 

4  5875.000 66.66 -3.82 62.83 -42.37 105.20 Peak 

5  5925.000 66.99 -3.71 63.28 -4.92 68.20 Peak 

6 * 5954.370 69.64 -3.67 65.97 -2.23 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

810 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5781.255 112.18 -3.69 108.48 N/A N/A Peak 

2  5850.000 66.92 -3.75 63.16 -66.84 130.00 Peak 

3  5855.000 66.56 -3.75 62.81 -47.99 110.80 Peak 

4  5875.000 66.23 -3.82 62.41 -42.79 105.20 Peak 

5  5925.000 67.15 -3.71 63.44 -4.76 68.20 Peak 

6 * 5967.757 69.49 -3.64 65.85 -2.35 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

811 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5457.295 64.01 -1.31 62.70 -11.30 74.00 Peak 

2  5460.000 62.93 -1.09 61.84 -6.36 68.20 Peak 

3  5460.285 65.81 -1.08 64.73 -3.47 68.20 Peak 

4  5470.000 59.15 0.57 59.73 -8.47 68.20 Peak 

5 * 5503.732 65.57 45.68 111.25 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

812 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.28 -1.09 51.20 -2.80 54.00 Average 

2 * 5504.077 56.14 46.30 102.44 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

813 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.951 63.97 -1.20 62.77 -11.23 74.00 Peak 

2  5460.000 62.77 -1.09 61.69 -6.51 68.20 Peak 

3  5467.714 65.98 0.04 66.02 -2.18 68.20 Peak 

4  5470.000 63.32 0.57 63.89 -4.31 68.20 Peak 

5 * 5504.468 67.16 46.83 113.99 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

814 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.34 -1.09 51.26 -2.74 54.00 Average 

2 * 5504.123 58.97 46.36 105.33 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

815 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5589.773 59.93 47.71 107.64 N/A N/A Peak 

2  5725.000 44.58 2.78 47.36 -20.84 68.20 Peak 

3  5731.779 48.19 0.59 48.78 -19.42 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5589.830 60.50 47.81 108.31 N/A N/A Peak 

2  5725.000 43.95 2.78 46.73 -21.47 68.20 Peak 

3  5729.765 48.35 0.97 49.32 -18.88 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

  



Report No.: R25S1073095-U204 

 

817 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5775 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5631.880 69.25 -3.48 65.77 -2.43 68.20 Peak 

2  5650.000 65.43 -3.65 61.78 -6.42 68.20 Peak 

3  5700.000 67.52 -3.47 64.05 -41.15 105.20 Peak 

4  5720.000 70.99 -3.45 67.54 -43.26 110.80 Peak 

5  5725.000 75.93 -3.47 72.46 -57.54 130.00 Peak 

6  5778.800 109.18 -3.70 105.48 N/A N/A Peak 

7  5850.000 68.06 -3.75 64.31 -65.69 130.00 Peak 

8  5855.000 67.96 -3.75 64.21 -46.59 110.80 Peak 

9  5875.000 67.87 -3.82 64.04 -41.16 105.20 Peak 

10  5925.000 66.60 -3.71 62.89 -5.31 68.20 Peak 

11  5932.920 69.32 -3.67 65.65 -2.55 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 



Report No.: R25S1073095-U204 

 

818 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT80 at 5775 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5625.720 69.31 -3.37 65.94 -2.26 68.20 Peak 

2  5650.000 66.28 -3.65 62.64 -5.56 68.20 Peak 

3  5700.000 66.87 -3.47 63.40 -41.80 105.20 Peak 

4  5720.000 70.01 -3.45 66.56 -44.24 110.80 Peak 

5  5725.000 77.05 -3.47 73.59 -56.41 130.00 Peak 

6  5782.000 109.64 -3.69 105.95 N/A N/A Peak 

7  5850.000 69.02 -3.75 65.27 -64.73 130.00 Peak 

8  5855.000 67.42 -3.75 63.67 -47.13 110.80 Peak 

9  5875.000 67.77 -3.82 63.95 -41.25 105.20 Peak 

10  5925.000 66.72 -3.71 63.01 -5.19 68.20 Peak 

11  5979.160 68.97 -3.66 65.31 -2.89 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  



Report No.: R25S1073095-U204 
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Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5451.480 62.90 -1.53 61.37 -12.63 74.00 Peak 

2  5460.000 62.18 -1.09 61.09 -7.11 68.20 Peak 

3  5460.360 64.47 -1.08 63.39 -4.81 68.20 Peak 

4  5470.000 60.23 0.57 60.80 -7.40 68.20 Peak 

5 * 5503.440 64.29 45.08 109.38 N/A N/A Peak 

6  5725.000 60.41 2.78 63.19 -5.01 68.20 Peak 

7  5748.880 67.74 -0.69 67.05 -1.15 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

820 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.07 -1.09 50.98 -3.02 54.00 Average 

2 * 5504.240 54.41 46.53 100.93 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

821 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5450.840 61.56 -1.54 60.02 -13.98 74.00 Peak 

2  5460.000 59.51 -1.09 58.43 -9.77 68.20 Peak 

3  5469.080 63.10 0.40 63.50 -4.70 68.20 Peak 

4  5470.000 60.18 0.57 60.75 -7.45 68.20 Peak 

5 * 5591.080 60.38 49.37 109.76 N/A N/A Peak 

6  5725.000 57.40 2.78 60.19 -8.01 68.20 Peak 

7  5734.560 67.34 0.19 67.53 -0.67 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

822 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ac-VHT160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5456.440 50.35 -1.37 48.98 -5.02 54.00 Average 

2  5460.000 49.80 -1.09 48.71 -5.29 54.00 Average 

3 * 5630.920 54.10 47.74 101.84 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

823 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.151 54.67 -1.17 53.50 -20.50 74.00 Peak 

2  5460.000 52.14 -1.09 51.05 -17.15 68.20 Peak 

3  5466.801 56.81 -0.16 56.65 -11.55 68.20 Peak 

4  5470.000 53.44 0.57 54.02 -14.18 68.20 Peak 

5 * 5502.378 75.32 43.11 118.43 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

824 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 42.61 -1.09 41.52 -12.48 54.00 Average 

2 * 5503.611 61.77 45.46 107.22 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

825 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.097 55.07 -1.18 53.89 -20.11 74.00 Peak 

2  5460.000 52.47 -1.09 51.38 -16.82 68.20 Peak 

3  5466.288 57.69 -0.25 57.44 -10.76 68.20 Peak 

4  5470.000 53.85 0.57 54.43 -13.77 68.20 Peak 

5 * 5502.297 77.15 43.00 120.16 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

826 of 1206 

 

Site SIP-AC2 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor BBHA 9120D_02042 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 43.32 -1.09 42.24 -11.76 54.00 Average 

2 * 5504.187 62.41 46.45 108.86 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

827 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5691.812 72.41 43.07 115.49 N/A N/A Peak 

2  5725.000 62.15 1.01 63.16 -5.04 68.20 Peak 

3  5725.404 64.48 0.78 65.26 -2.94 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5691.799 72.00 43.06 115.07 N/A N/A Peak 

2  5725.000 52.46 1.01 53.46 -14.74 68.20 Peak 

3  5725.209 58.44 0.89 59.33 -8.87 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5646.216 69.28 -3.65 65.63 -2.57 68.20 Peak 

2  5650.000 67.93 -3.65 64.29 -3.91 68.20 Peak 

3  5700.000 66.42 -3.47 62.95 -42.25 105.20 Peak 

4  5720.000 66.73 -3.45 63.28 -47.52 110.80 Peak 

5  5725.000 67.49 -3.47 64.02 -65.98 130.00 Peak 

6  5750.332 118.17 -3.65 114.51 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5648.279 69.26 -3.65 65.61 -2.59 68.20 Peak 

2  5650.000 66.70 -3.65 63.05 -5.15 68.20 Peak 

3  5700.000 67.29 -3.47 63.82 -41.38 105.20 Peak 

4  5720.000 67.20 -3.45 63.75 -47.05 110.80 Peak 

5  5725.000 66.82 -3.47 63.35 -66.65 130.00 Peak 

6  5750.150 119.12 -3.65 115.47 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5816.934 118.52 -3.80 114.72 N/A N/A Peak 

2  5850.000 79.21 -3.75 75.45 -54.55 130.00 Peak 

3  5855.000 69.65 -3.75 65.90 -44.90 110.80 Peak 

4  5875.000 66.97 -3.82 63.15 -42.05 105.20 Peak 

5  5925.000 67.48 -3.71 63.77 -4.43 68.20 Peak 

6 * 5953.493 69.58 -3.67 65.91 -2.29 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5819.742 118.52 -3.79 114.73 N/A N/A Peak 

2  5850.000 83.71 -3.75 79.96 -50.04 130.00 Peak 

3  5855.000 71.41 -3.75 67.66 -43.14 110.80 Peak 

4  5875.000 66.35 -3.82 62.53 -42.67 105.20 Peak 

5  5925.000 66.98 -3.71 63.27 -4.93 68.20 Peak 

6 * 5971.003 69.32 -3.64 65.68 -2.52 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.890 64.57 -0.71 63.86 -10.14 74.00 Peak 

2  5460.000 59.71 -0.69 59.02 -9.18 68.20 Peak 

3  5465.460 65.62 -0.15 65.47 -2.73 68.20 Peak 

4  5470.000 59.35 1.00 60.35 -7.85 68.20 Peak 

5 * 5503.500 70.62 45.56 116.18 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 48.67 -0.69 47.98 -6.02 54.00 Average 

2 * 5503.930 57.78 46.11 103.89 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.500 61.90 -0.76 61.14 -12.86 74.00 Peak 

2  5460.000 59.72 -0.69 59.03 -9.17 68.20 Peak 

3  5467.590 64.64 0.24 64.88 -3.32 68.20 Peak 

4  5470.000 60.18 1.00 61.18 -7.02 68.20 Peak 

5 * 5528.220 70.11 47.76 117.86 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 48.35 -0.69 47.65 -6.35 54.00 Average 

2 * 5513.570 61.72 44.73 106.44 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5680.310 65.62 46.48 112.10 N/A N/A Peak 

2  5725.000 52.24 1.01 53.24 -14.96 68.20 Peak 

3  5725.400 55.89 0.78 56.67 -11.53 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5679.750 67.86 45.72 113.58 N/A N/A Peak 

2  5725.000 48.67 1.01 49.68 -18.52 68.20 Peak 

3  5725.840 51.02 0.54 51.55 -16.65 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5601.645 69.17 -3.43 65.74 -2.46 68.20 Peak 

2  5650.000 66.12 -3.65 62.47 -5.73 68.20 Peak 

3  5700.000 66.32 -3.47 62.85 -42.35 105.20 Peak 

4  5720.000 67.26 -3.45 63.81 -46.99 110.80 Peak 

5  5725.000 67.23 -3.47 63.76 -66.24 130.00 Peak 

6  5773.425 115.06 -3.69 111.37 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5606.860 69.19 -3.53 65.66 -2.54 68.20 Peak 

2  5650.000 65.63 -3.65 61.99 -6.21 68.20 Peak 

3  5700.000 66.95 -3.47 63.48 -41.72 105.20 Peak 

4  5720.000 68.20 -3.45 64.74 -46.06 110.80 Peak 

5  5725.000 69.07 -3.47 65.61 -64.39 130.00 Peak 

6  5766.197 115.78 -3.67 112.11 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5776.575 114.35 -3.70 110.65 N/A N/A Peak 

2  5850.000 66.70 -3.75 62.95 -67.05 130.00 Peak 

3  5855.000 67.00 -3.75 63.25 -47.55 110.80 Peak 

4  5875.000 66.43 -3.82 62.61 -42.59 105.20 Peak 

5  5925.000 66.05 -3.71 62.34 -5.86 68.20 Peak 

6 * 5984.160 69.45 -3.67 65.78 -2.42 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5781.953 114.46 -3.69 110.77 N/A N/A Peak 

2  5850.000 68.21 -3.75 64.45 -65.55 130.00 Peak 

3  5855.000 66.62 -3.75 62.87 -47.93 110.80 Peak 

4  5875.000 67.54 -3.82 63.71 -41.49 105.20 Peak 

5  5925.000 65.39 -3.71 61.69 -6.51 68.20 Peak 

6 * 5970.188 70.30 -3.64 66.66 -1.54 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5456.352 65.69 -0.99 64.69 -9.31 74.00 Peak 

2  5460.000 64.66 -0.69 63.96 -4.24 68.20 Peak 

3  5461.343 65.77 -0.64 65.14 -3.06 68.20 Peak 

4  5470.000 59.81 1.00 60.81 -7.39 68.20 Peak 

5 * 5544.649 70.45 42.20 112.65 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 53.30 -0.69 52.61 -1.39 54.00 Average 

2 * 5543.177 59.85 41.72 101.57 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.434 64.44 -0.76 63.68 -10.32 74.00 Peak 

2  5460.000 62.07 -0.69 61.37 -6.83 68.20 Peak 

3  5469.531 66.35 0.85 67.20 -1.00 68.20 Peak 

4  5470.000 62.71 1.00 63.71 -4.49 68.20 Peak 

5 * 5528.848 67.41 48.77 116.18 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.70 -0.69 52.01 -1.99 54.00 Average 

2 * 5529.193 55.49 49.50 104.99 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

847 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5605.448 68.02 42.36 110.38 N/A N/A Peak 

2  5725.000 48.24 1.01 49.24 -18.96 68.20 Peak 

3  5726.953 50.65 0.06 50.71 -17.49 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

848 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5646.868 65.14 44.76 109.90 N/A N/A Peak 

2  5725.000 47.52 1.01 48.53 -19.67 68.20 Peak 

3  5725.243 49.91 0.87 50.78 -17.42 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5775 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5623.280 69.08 -3.35 65.73 -2.47 68.20 Peak 

2  5650.000 66.43 -3.65 62.79 -5.41 68.20 Peak 

3  5700.000 67.98 -3.47 64.51 -40.69 105.20 Peak 

4  5720.000 69.38 -3.45 65.93 -44.87 110.80 Peak 

5  5725.000 74.04 -3.47 70.58 -59.42 130.00 Peak 

6  5778.640 111.95 -3.70 108.25 N/A N/A Peak 

7  5850.000 67.41 -3.75 63.65 -66.35 130.00 Peak 

8  5855.000 69.09 -3.75 65.34 -45.46 110.80 Peak 

9  5875.000 69.69 -3.82 65.87 -39.33 105.20 Peak 

10  5925.000 67.47 -3.71 63.77 -4.43 68.20 Peak 

11 * 5957.480 69.93 -3.66 66.28 -1.92 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE80 at 5775 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5633.040 69.93 -3.50 66.43 -1.77 68.20 Peak 

2  5650.000 66.64 -3.65 62.99 -5.21 68.20 Peak 

3  5700.000 67.33 -3.47 63.85 -41.35 105.20 Peak 

4  5720.000 68.57 -3.45 65.12 -45.68 110.80 Peak 

5  5725.000 75.20 -3.47 71.73 -58.27 130.00 Peak 

6  5737.240 112.14 -3.58 108.56 N/A N/A Peak 

7  5850.000 69.89 -3.75 66.14 -63.86 130.00 Peak 

8  5855.000 70.55 -3.75 66.80 -44.00 110.80 Peak 

9  5875.000 68.00 -3.82 64.18 -41.02 105.20 Peak 

10  5925.000 66.70 -3.71 63.00 -5.20 68.20 Peak 

11  5999.280 69.60 -3.72 65.88 -2.32 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.640 65.21 -0.81 64.40 -9.60 74.00 Peak 

2  5460.000 63.83 -0.69 63.14 -5.06 68.20 Peak 

3  5462.720 65.29 -0.51 64.78 -3.42 68.20 Peak 

4  5470.000 60.65 1.00 61.66 -6.54 68.20 Peak 

5 * 5627.720 67.53 43.76 111.29 N/A N/A Peak 

6  5725.000 61.27 1.01 62.28 -5.92 68.20 Peak 

7  5743.480 67.58 -1.87 65.71 -2.49 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.36 -0.69 51.66 -2.34 54.00 Average 

2 * 5625.080 57.29 41.59 98.88 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5455.080 64.13 -1.02 63.12 -10.88 74.00 Peak 

2  5460.000 62.85 -0.69 62.15 -6.05 68.20 Peak 

3  5467.880 64.20 0.32 64.51 -3.69 68.20 Peak 

4  5470.000 62.08 1.00 63.09 -5.11 68.20 Peak 

5 * 5625.960 71.52 42.07 113.59 N/A N/A Peak 

6  5725.000 60.61 1.01 61.62 -6.58 68.20 Peak 

7  5728.960 65.00 -0.52 64.49 -3.71 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11ax-HE160 at 5570 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 51.94 -0.69 51.24 -2.76 54.00 Average 

2 * 5627.720 57.92 43.76 101.68 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5458.161 54.35 -0.82 53.53 -20.47 74.00 Peak 

2  5460.000 52.56 -0.69 51.86 -16.34 68.20 Peak 

3  5465.991 55.72 -0.08 55.65 -12.55 68.20 Peak 

4  5470.000 52.01 1.00 53.01 -15.19 68.20 Peak 

5 * 5491.533 68.74 47.72 116.46 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 42.61 -0.69 41.91 -12.09 54.00 Average 

2 * 5491.650 57.92 47.76 105.68 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.097 55.78 -0.80 54.98 -19.02 74.00 Peak 

2  5460.000 55.32 -0.69 54.63 -13.57 68.20 Peak 

3  5467.260 58.34 0.18 58.52 -9.68 68.20 Peak 

4  5470.000 55.19 1.00 56.19 -12.01 68.20 Peak 

5 * 5491.281 72.76 47.55 120.31 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5500 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 44.11 -0.69 43.42 -10.58 54.00 Average 

2 * 5491.533 61.01 47.72 108.73 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5693.736 69.21 44.09 113.30 N/A N/A Peak 

2  5725.000 57.23 1.01 58.24 -9.96 68.20 Peak 

3  5725.034 62.33 0.99 63.32 -4.88 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5700 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5701.939 75.21 39.69 114.91 N/A N/A Peak 

2  5725.000 54.84 1.01 55.85 -12.35 68.20 Peak 

3  5725.768 58.31 0.58 58.89 -9.31 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5622.044 68.88 -3.36 65.52 -2.68 68.20 Peak 

2  5650.000 66.64 -3.65 62.99 -5.21 68.20 Peak 

3  5700.000 67.45 -3.47 63.98 -41.22 105.20 Peak 

4  5720.000 68.00 -3.45 64.55 -46.25 110.80 Peak 

5  5725.000 67.85 -3.47 64.38 -65.62 130.00 Peak 

6  5751.090 118.22 -3.65 114.56 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5745 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5621.599 69.35 -3.37 65.98 -2.22 68.20 Peak 

2  5650.000 65.49 -3.65 61.84 -6.36 68.20 Peak 

3  5700.000 66.43 -3.47 62.96 -42.24 105.20 Peak 

4  5720.000 67.29 -3.45 63.84 -46.96 110.80 Peak 

5  5725.000 67.62 -3.47 64.15 -65.85 130.00 Peak 

6  5752.493 119.35 -3.65 115.70 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5828.868 117.37 -3.74 113.63 N/A N/A Peak 

2  5850.000 78.66 -3.75 74.90 -55.10 130.00 Peak 

3  5855.000 69.03 -3.75 65.28 -45.52 110.80 Peak 

4  5875.000 66.06 -3.82 62.23 -42.97 105.20 Peak 

5  5925.000 66.43 -3.71 62.72 -5.48 68.20 Peak 

6 * 5959.147 69.40 -3.65 65.75 -2.45 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT20 at 5825 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5832.495 118.02 -3.74 114.28 N/A N/A Peak 

2  5850.000 79.82 -3.75 76.07 -53.93 130.00 Peak 

3  5855.000 70.06 -3.75 66.31 -44.49 110.80 Peak 

4  5875.000 68.41 -3.82 64.59 -40.61 105.20 Peak 

5  5925.000 67.13 -3.71 63.43 -4.77 68.20 Peak 

6 * 5972.115 69.98 -3.65 66.33 -1.87 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m).  
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.790 64.64 -0.72 63.92 -10.08 74.00 Peak 

2  5460.000 62.25 -0.69 61.56 -6.64 68.20 Peak 

3  5464.010 65.62 -0.39 65.23 -2.97 68.20 Peak 

4  5470.000 59.39 1.00 60.39 -7.81 68.20 Peak 

5 * 5503.130 71.50 44.92 116.42 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 49.36 -0.69 48.66 -5.34 54.00 Average 

2 * 5503.680 58.50 45.82 104.32 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.420 60.49 -0.77 59.72 -14.28 74.00 Peak 

2  5460.000 59.08 -0.69 58.39 -9.81 68.20 Peak 

3  5463.390 65.72 -0.46 65.26 -2.94 68.20 Peak 

4  5470.000 59.14 1.00 60.14 -8.06 68.20 Peak 

5 * 5513.360 72.50 44.49 116.99 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5510 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 47.64 -0.69 46.95 -7.05 54.00 Average 

2 * 5503.890 59.47 46.06 105.54 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5680.430 65.27 46.64 111.91 N/A N/A Peak 

2  5725.000 49.88 1.01 50.89 -17.31 68.20 Peak 

3  5725.360 54.08 0.80 54.88 -13.32 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5670 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5679.040 68.31 44.53 112.84 N/A N/A Peak 

2  5725.000 47.24 1.01 48.25 -19.95 68.20 Peak 

3  5727.640 51.16 -0.14 51.02 -17.18 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5625.165 69.33 -3.36 65.96 -2.24 68.20 Peak 

2  5650.000 66.27 -3.65 62.62 -5.58 68.20 Peak 

3  5700.000 66.66 -3.47 63.19 -42.01 105.20 Peak 

4  5720.000 67.19 -3.45 63.74 -47.06 110.80 Peak 

5  5725.000 67.33 -3.47 63.86 -66.14 130.00 Peak 

6  5756.993 114.89 -3.65 111.24 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5755 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5624.167 68.88 -3.34 65.54 -2.66 68.20 Peak 

2  5650.000 66.68 -3.65 63.03 -5.17 68.20 Peak 

3  5700.000 67.83 -3.47 64.36 -40.84 105.20 Peak 

4  5720.000 66.76 -3.45 63.30 -47.50 110.80 Peak 

5  5725.000 67.66 -3.47 64.19 -65.81 130.00 Peak 

6  5740.525 115.65 -3.61 112.04 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  



Report No.: R25S1073095-U204 

 

873 of 1206 

 

Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5809.583 114.35 -3.83 110.52 N/A N/A Peak 

2  5850.000 66.54 -3.75 62.79 -67.21 130.00 Peak 

3  5855.000 66.07 -3.75 62.32 -48.48 110.80 Peak 

4  5875.000 65.78 -3.82 61.96 -43.24 105.20 Peak 

5  5925.000 66.43 -3.71 62.72 -5.48 68.20 Peak 

6 * 5952.998 69.80 -3.67 66.13 -2.07 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part 15.407_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT40 at 5795 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5797.748 115.16 -3.72 111.44 N/A N/A Peak 

2  5850.000 66.79 -3.75 63.03 -66.97 130.00 Peak 

3  5855.000 66.83 -3.75 63.08 -47.72 110.80 Peak 

4  5875.000 66.07 -3.82 62.24 -42.96 105.20 Peak 

5  5925.000 66.53 -3.71 62.82 -5.38 68.20 Peak 

6 * 5966.228 69.32 -3.64 65.68 -2.52 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5457.387 66.14 -0.91 65.23 -8.77 74.00 Peak 

2  5460.000 62.30 -0.69 61.61 -6.59 68.20 Peak 

3  5461.228 66.85 -0.64 66.21 -1.99 68.20 Peak 

4  5470.000 62.42 1.00 63.43 -4.77 68.20 Peak 

5 * 5542.993 70.92 41.67 112.58 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.434 53.83 -0.76 53.07 -0.93 54.00 Average 

2  5460.000 53.51 -0.69 52.82 -1.18 54.00 Average 

3 * 5543.453 59.67 41.82 101.49 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5459.158 64.33 -0.79 63.54 -10.46 74.00 Peak 

2  5460.000 61.79 -0.69 61.10 -7.10 68.20 Peak 

3  5468.749 66.53 0.57 67.09 -1.11 68.20 Peak 

4  5470.000 64.17 1.00 65.17 -3.03 68.20 Peak 

5 * 5548.168 70.67 45.35 116.02 N/A N/A Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Vertical 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5530 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1  5460.000 52.66 -0.69 51.97 -2.03 54.00 Average 

2 * 5548.076 59.10 45.23 104.33 N/A N/A Average 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 
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Site SIP-AC3 Test Date 2025-08-11 

Temperature 24.2C Humidity 66.9% 

Limit FCC_Part15_Band Edge(3 m) Test Engineer Mero Zhou 

Factor HF907_102861 Polarity Horizontal 

EUT OmniAccess Stellar (AP571) Test Voltage By PoE   

Test Mode Transmit by 802.11be-EHT80 at 5610 MHz 

 

No Mark 
Frequency 

(MHz) 

Reading 

(dBμV) 

C.F 

(dB/m) 

Measurement 

(dBμV/m) 

Margin 

(dB) 

Limit 

(dBμV/m) 
Detector 

1 * 5629.939 63.56 46.88 110.45 N/A N/A Peak 

2  5725.000 48.01 1.01 49.02 -19.18 68.20 Peak 

3  5725.699 49.36 0.62 49.97 -18.23 68.20 Peak 

Notes: 

1. " * " indicates the worst-case emission level observed during the measurement. 

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + Attenuation (dB) - AMP (dB). 

3. Measurement (dBμV/m) = Reading (dBμV) + C.F (dB/m). 

 

  


