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except in full.
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SUMMARY OF TEST RESULT

geecﬁ?or:l FCC Rule Description Limit Result Remark

3.1 15.247(a)(2) 6dB Bandwidth > 0.5MHz Pass -

3.1 - 99% Bandwidth - Report Only -

3.2 15.247(b)(3) Output Power < 30dBm Pass -

3.3 15.247(e) Power Spectral Density < 8dBm/3kHz Pass -

3.4 15.247(d) iﬁgdgslﬁ% Efgfni‘;?;f < 30dBc Pass ;

35 15.247(d) Rad;agﬁﬂoias”gn'fggﬁfna”d 1?'52(2)2%)& Pass 218 0B at
' 954.65 MHz

3.6 15.203 & 15.247(b) | Antenna Requirement 115522273(§‘) Pass -

Note: This is a variant report. The change note could be referred to the Product Equality Declaration which is
exhibit separately. Differences between original and changed model is the RF filter and FEM in LoRa radio and
replace the non-pin-to-pin compatible RF Power Amplifier & associated Bandpass Filter. According to the

change, only the related test cases were verified from original report FR250505E.

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who shall
bear all the risks of hon-compliance that may potentially occur if measurement uncertainty is taken into
account.

2. The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”

Disclaimer:

The product specifications of the EUT presented in the test report that may affect the test assessments are
declared by the manufacturer who shall take full responsibility for the authenticity.
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Report No

.+ FR631213

1 General Description
Applicant

Relay, Inc.

2230 Bandmate Way, Suite 500, Raleigh, NC 27607, USA

1.2 Manufacturer
Relay, Inc.
2230 Bandmate Way, Suite 500, Raleigh, NC 27607, USA
1.3 Product Feature of Equipment Under Test
Product Feature
Equipment Relay
Brand Name RelayM
Model Name RY2267
FCC ID 2AMBHRY?2267
Conducted: R2610412
IMEI Code/SN Radiation: 990007540758643
EUT Stage Identical Prototype
Remark: The above EUT's information was declared by manufacturer. Please refer to the specifications
or user's manual for more detailed description.
1.4 Product Specification of Equipment Under Test
Standards-related Product Specification
Tx/Rx Freqguency Range 904 MHz ~ 926 MHz
Number of Channels 23
Bandwidth / Spread Factor 500kHz / SF7
Maximum Output Power to Antenna LoRa DTS : 23.88 dBm (0.2443 W)
99% Occupied Bandwidth LoRa DTS : 0.53 MHz
Antenna Type / Gain PIFA Antenna with gain -8.20 dBi
Type of Modulation LoRa
1.5 Modification of EUT

No modifications are made to the EUT during all test items.

Sporton International Inc. (Kunshan)
TEL : +86-512-57900158
FCC ID: 2AMBHRY 2267
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1.6 Testing Location

Sporton International Inc. (Kunshan) is accredited to ISO/IEC 17025:2017 by American Association for

Laboratory Accreditation with Certificate Number 5145.02.

Test Firm Sporton International Inc. (Kunshan)

No. 1098, Pengxi North Road, Kunshan Economic Development Zone
Test Site Location Jiangsu Province 215300 People’s Republic of China
TEL : +86-512-57900158

. . ) FCC Test Firm
Sporton Site No. FCC Designation No. ) _
Test Site No. Registration No.
03CHO06-KS
THO1-KS

CN1257 314309

1.7 Test Software

Iltem Site Manufacturer Name Version
1. 03CHO06-KS AUDIX E3 210616

1.8 Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

+ 47 CFR Part 15 Subpart C §15.247

U FCC KDB 558074 D01 15.247 Meas Guidance v05r02

¢ ANSI C63.10-2020+Cor.1-2023

Remark:

1. All test items were verified and recorded according to the standards and without any deviation
during the test.

2. This EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B,

recorded in a separate test report.
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2 Test Configuration of Equipment Under Test

2.1 Carrier Frequency Channel

Frequency Band Channel Freq.(MHz) Channel Freq.(MHz)

1 904 13 916
2 905 14 917
3 906 15 918
4 907 16 919
5 908 17 920
6 909 18 921

904-926 MHz - 910 19 922
8 911 20 923
9 912 21 924
10 913 22 925
11 914 23 926
12 915 - -

Note: The above EUT's information was declared by manufacturer.

2.2 Test Mode

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
radiation emission (9 kHz to the 10th harmonic of the highest fundamental frequency or to 40 GHz,
whichever is lower). For radiated measurement, pre-scanned in three orthogonal panels, X, Y, Z.

The worst cases (X plane) were recorded in this report.

The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases
Modulation
Test Item
Lora 500kHz DTS
Mode 1: LoRa Tx CHO1_904 MHz
Conducted | ;e 5. | ora Tx CH12 915 MHz
TCs Mode 3: LoRa Tx CH23_926 MHz
. Mode 1: LoRa Tx CHO1_904 MHz
Radiated | /e 2. | oRa Tx CH12_ 915 MHz
TCs Mode 3: LoRa Tx CH23_926 MHz
Sporton International Inc. (Kunshan) Page Number : 70f31
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saranas. FCC RF Test Report

2.3 Connection Diagram of Test System

2.4

2.5

EUT

This example is connection diagram of EUT test configurations.

For detail, please refer to test mode configuration and setup photographs for each test item.

EUT Operation Test Setup

For LoRa function, the engineering test program was provided and enabled to make EUT continuous
transmit.

Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example:
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.

Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 0.8 dB and 10dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=0.5+10=10.80 (dB)
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3 Test Result
3.1 6dB and 99% Bandwidth Measurement
3.1.1Limit of 6dB and 99% Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.

3.1.2Measuring Instruments

The section 4.0 of List of Measuring Equipment of this test report is used for test.

3.1.3Test Procedures

1.

The testing follows ANSI C63.10-2020 clause 11.8.1 for 6dB BW and 6.9.3 for 99% occupied
bandwidth measurements

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = shall be in
the range of 1% to 5% of the OBW but not less than 100 kHz. Set the Video bandwidth (VBW)
= 3*RBW. Detector = Peak. In order to make an accurate measurement. The 6 dB bandwidth
must be greater than 500 kHz.

For 99% Bandwidth Measurement, the spectrum analyzer's resolution bandwidth (RBW) is set
20kHz and set the Video bandwidth (VBW) = 100kHz.

Measure and record the results in the test report.

3.1.4Test Setup

e )

Spectrum Analyzer EUT
Sporton International Inc. (Kunshan) Page Number 1 90f 31
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3.1.5Test Result of 6dB Bandwidth

Please refer to Appendix A.

6 dB Band

width Plot on 904MHz
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6 dB Bandwidth Plot on 915 MHz

Measuring...

RO—
ARRRNED W i

-
Spectrum

fo Att

Ref Level 30.80 dBm
30 dB

Offset 10.80 d8 @ RBW 100 kHz
SWT 18.9 ps @ VBW 300 kHz

Mode Auto FFT

o=
A

@ 1Pk Max

D1 23.4
20 dBm

M1[1]

17.91 dBm
914.68740 MHz,

70 ?Bm

D2

10 den

17.470 dBrv

DQ[IJ\F

0.35 dB|

5

631.00 kHz

0 dBm

-10 dem:

e

"

-20 dBpwr
_/J

-30 dBm

-40 dém

-50 dBm:

-60 dBm

CF 915.0 MHz

691 pts

Span 2.0 MHz

( )

Y

Measuring...

RO—
ARRRNED W i

Sporton International Inc. (Kunshan)
TEL : +86-512-57900158
FCC ID: 2AMBHRY 2267

Page Number
Report Issued Date : Mar.

Report Version . Rew.

: 10 of 31

17, 2026
01

Report Template No.: BU5-FR15CLoRa Version 2.0



samran . FCC RF Test Report Report No. : FR631213

6 dB Bandwidth Plot on 926 MHz

,
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3.1.6 Test Result of 99% Occupied Bandwidth
Please refer to Appendix A.
99% Bandwidth Plot on 904MHz
Spectrum2 @ (x)) (2}
Ref Level 30.80 dBm Offset 10.80 d& @ RBW 30 kHz
lo Att 30d8 SWT  63.1ps @ VBW 100 kHz Mode Auto FET
®15a Max
5 mM1[1] 21.95 dBm)|
v 903.76270 MHz
20 d8m T)f Occ K{u 532.561505065 kHz
10 dBm / \
0dem /
-10 dém J
-20 dBm AN
M/u“ R
<30, 4B
-40 dém
-50 dBm
-60 dBm
CF 904.0 MHz 691 pts Span 2.0 MHz
‘Marker |
Type | Ref | Trc | X-value | Y-value | _Function | Function Result |
[ m1] | 3] 903.7627 MHz | 21,95 dBm | i
T1] 1] 903.73661 MHz 16.31 dBm | Occ Bw | 532.561505065 kHz
T2 1 904.26918 MHz 14.82 dBm
| | | | ' .
I: Measuring... LUARLLLED e 4
%
Date: 10.MAR.2026 13:10:44
99% Bandwidth Plot on 915 MHz
Spectrum2 @ (x)) (2}
Ref Level 30.80 dBm Offset 10.80 d& @ RBW 30 kHz
lo Att 30d8 SWT  63.1ps @ VBW 100 kHz Mode Auto FET
®15a Max
M1M1[1] 23.35 dBm)|
. L 2 915.13310 MHz
20 d8m 7 0cc§<-« 532.561505065 kHz
10 dBm / \\
0dém /
-10 dém =
20 dB —asiin
-20 dBm =
M\/—f P\
-40 dém
-50 dBm
-60 dBm
CF 915.0 MHz 691 pts Span 2.0 MHz
‘Marker |
Type | Ref | Trc | X-value | Y-value | _Function | Function Result |
[ m1] | 3] 915.1331 MHz | 23,35 dBm | i
T1] 1] 914.73661 MHz 17.57 dBém | Occ Bw | 532.561505065 kHz
12| 1] 915.26918 MHz | 16.20 dBm |
—s
I: 7 Measuring... @UARLLLLD e y
%
Date: 10.MAR.Z
Sporton International Inc. (Kunshan) Page Number 112 of 31

TEL : +86-512-57900158
FCC ID: 2AMBHRY 2267

Report Issued Date : Mar. 17, 2026

Report Version

. Rew.

01

Report Template No.: BU5-FR15CLoRa Version 2.0



samran . FCC RF Test Report

Report No. : FR631213

99% Bandwidth Plot on 926 MHz
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Note : The occupied channel bandwidth is maintained within the band of operation for all of the modulations.
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3.2 Output Power Measurement

3.2.1Limit of Output Power

For systems using digital modulation in the 902-928MHz, the limit for output power is 30dBm. If
transmitting antenna of directional gain greater than 6dBi is used, the output power from the
intentional radiator shall be reduced below the above stated value by the amount in dB that the
directional gain of the antenna exceeds 6 dBi. In case of point-to-point operation, the limit has to be

reduced by 1dB for every 3dB that the directional gain of the antenna exceeds 6dBi.

3.2.2Measuring Instruments

The section 4.0 of List of Measuring Equipment of this test report is used for test.

3.2.3Test Procedures

1. The testing follows the Measurement Procedure of ANSI C63.10-2020 clause 11.9.2.3.1 Method
AVGPM method.

2. The RF output of EUT was connected to the power meter by RF cable and attenuator. The path
loss was compensated to the results for each measurement.

3.  Setto the maximum power setting and enable the EUT transmit continuously.

4.  Measure the conducted output power and record the results in the test report.

3.2.4Test Setup

Power Meter EUT

3.2.5Test Result of Output Power

Please refer to Appendix A.
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3.3 Power Spectral Density Measurement

3.3.1Limit of Power Spectral Density

The power spectral density shall not be greater than 8dBm in any 3kHz band at any time interval of

continuous transmission.

3.3.2Measuring Instruments

The section 4.0 of List of Measuring Equipment of this test report is used for test.

3.3.3Test Procedures

1.

© © N o

The testing follows Measurement Procedure of ANSI C63.10-2020 clause 11.10.5 Method
AVGPSD-2.

The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

Set to the maximum power setting and enable the EUT transmit continuously.

Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 3 kHz.
Video bandwidth VBW = 10 kHz In order to make an accurate measurement, set the span to 1.5
times DTS Channel Bandwidth. (6dB BW)

Detector = power averaging (rms), Sweep time = auto couple. Use the peak marker function to
determine the maximum power level.

Employ trace averaging (rms) mode over a minimum of 100 traces.

Ensure that the number of measurement points in the sweep = [2 x span / RBW].

Measure and record the results in the test report.

Add [10 log (1 / D)], where D is the duty cycle.

The Measured power density (dBm)/ 100kHz is a reference level and used as 30dBc down limit

line for Conducted Band Edges and Conducted Spurious Emission.

3.3.4Test Setup

Spectrum Analyzer EUT

3.3.5Test Result of Power Spectral Density

Please refer to Appendix A.
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3.3.6 Test Result of Power Spectral Density Plots (100kHz)

PSD 100kHz Plot on 904 MHz
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PSD 100kHz Plot on 926 MHz
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Date: 10.MAR.202¢ 13:23:43
Sporton International Inc. (Kunshan) Page Number 117 of 31
TEL : +86-512-57900158 Report Issued Date : Mar. 17, 2026
FCC ID: 2AMBHRY 2267 Report Version : Rev. 01

Report Template No.: BU5-FR15CLoRa Version 2.0



SPORTON LAB. FCC RF TeSt Report Report No. : FR631213

3.3.7Test Result of Power Spectral Density Plots (3kHz)

PSD 3kHz Plot on 904 MHz

Spectrum2 (X =
Ref Level 30.80 dBm  Offset 10.80 dB @ RBW 3 kHz
ko att 30d8  SWT 632.4us @ VBW 10kHz  Mode Auto FFT
SGL Count 1007100
@ 1Rm AvgPwr
MI[1] 2.25 dBm
904.23015 MHz
20 dBm
10 dBm
M1
0dem / I — ‘ \
-10 dém / \

-20 dém \

A
-30 dém
A

o G

-50 dBm
-60 dBm
CF 904.0 MHz 691 pts Span 946.5 kHz
—
Read
il ] eady  WNNNNANAD e y
Date: 13.MAMR.2026 15:56:08

PSD 3kHz Plot on 915 MHz

Spectrum2 (X =
Ref Level 30.60 dbm  Offset 10.60 dB & RBW

3 kHz
| Att 20de SWT 6322.4ps @ VBW 10kHz Mode Auto FFT
SGL Count 100/100

@ 1Rm AvgPwr

mM1[1] 3.44 dBm

915.23015 MHZ,
20 dem

10 dBm

0 dBm //\ 1 \
-10 dbm

-20 dém

-50 dBm

-60 dem

CF 915.0 MHz 691 pts Span 946.5 kHz
—
Read
il ] eady  WNNNNANAD e y

Date: 13.MAR.2026 15:55:02
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PSD 3kHz Plot on 926 MHz

Spectrum 2 ® [%]
Ref Level 20.20 dBm  Offset 10.80 dB & RBW 3 kHz

lo Att 30de  SWT
SGL Count 100/100

@ 1Rm AvgPwr

632.3 ps @ YBW 10 kHz  Mode Auto FFT

M1[1] 3.13 dBm
926.22978 MHz
20 dBm:

10 dBm

\
-10 dém /

-20 dBm f/ \

h
-30 dm I m“"u
M \\J'\

n,
-40 dBm

-50 dém

-60 dBem

CF 926.0 MHz 691 pts Span 950.85 kHz

Ready LECEUEEEEN ]

2

Date: 13.MAR.2026 15:54:06
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3.4 Conducted Band Edges and Spurious Emission Measurement

3.4.1Limit of Conducted Band Edges and Spurious Emission

All harmonics/spurious must be at least 30 dB down from the highest emission level within the

authorized band.

3.4.2Measuring Instruments

The section 4.0 of List of Measuring Equipment of this test report is used for test.

3.4.3Test Procedure

1. The testing follows ANSI C63.10-2020 clause 11.13

2. The RF output of EUT was connected to the spectrum analyzer by RF cable and attenuator. The
path loss was compensated to the results for each measurement.

3. Set to the maximum power setting and enable the EUT transmit continuously.

4. Set RBW = 100 kHz, VBW=300 kHz, Peak Detector. Unwanted Emissions measured in any 100
kHz bandwidth outside of the authorized frequency band shall be attenuated by at least 30 dB
relative to the maximum in-band peak PSD level in 100 kHz when the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval.

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded against the limit line in the operating frequency

band.

3.4.4Test Setup

e 2

Spectrum Analyzer EUT
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3.4.5Test Result of Conducted Band Edges Plots

Low Band Edge Plot on 904 MHz

p
Spectrum

fo Att

Ref Level 30.80 dBm
30 dB

Offset 10.80 d& @ RBW 100 kHz
SWT 18.9 ps @ VBW 300 kHz

o=
A

Mode Auto FFT

@ 1Pk Max

20 dBm

M1[1] -27.37 dBm
901.8850 MHz

10 dBrr

0 dBm

D1 -7.910

-10 dem:

B

-20 dBm

-30 dBm

-40 dém

-50 dBm

-60 dBm

F1

Start 890.0 MHz

691 pts

|
Stop 905.0 MHz

( )

e —
T

Measuring... ERANIEELD 6 4

Date: 10.MAR.2026 13:34:0

High Band Edge Plot on 926 MHz

Date: 10.MAR.2026 13:43:0

p
Spectrum (x) (x) (%)
Ref Level 30.80 dBm Offset 10.80 dB @ RBW 100 kHz
o Att 30de  SWT 37.9 ps @ VBW 300 kHz Mode Auto FFT
@ 1Pk Max
mM1[1] -25.75 dBm
928.2670 MHz
20 dB
1D g8
OfdBm
,L D1 -6.240 dBmr
0 dem:
20 dgm
i
i
-30 dém N‘*\
-40 dBm \
-50 dBm \W”“Uwr\-"n Ape. Papn MRAN skt g s litrsdah YT | P TR P
-60 dBm:
£l
|
Start 925.0 MHz 691 pts Stop 960.0 MHz
-_—
L I: 7 Measuring... @UARLLLLD e y
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3.4.6 Test Result of Conducted Spurious Emission Plots

Conducted Spurious Emission Plot on 904 MHz

Spectrum 2 ® (%) (x)
Ref Level 30.80 dém Offset 10.80 d& @ RBW 100 kHz
o Att 30dB SWT 29.7 ms @ VBW 300 kHz Mode Auto Sweep
@ 1Pk View

M1[1] -47.02 dBm
1.807990 GHz

20 derm

10 dem

0 dBm

D1 -7.910 dBm

-10 dem

-20 dBm

-30 dém

-40 dém

-60 dBm
Start 30.0 MHz 10000 pts Stop 3.0 GHz
——
T’ | Measuring... QRURALLLD e 4
Date: 10.MAR.2026 13:35:56

Conducted Spurious Emission Plot on 904 MHz

Spectrum 3 ® (X)
Ref Level 30.80 deBm Offset 10.80 d& @ RBW 100 kHz

o Att 30dB SWT 92 ms @ VBW 300 kHz  Mode Auto Sweep
@ 1Pk View

M1[1] -43.74 dBm
6.939620 GHz

D1 -7.910 dBm

Start 800.0 MHz 10000 pts Stop 10.0 GHz

e ——
T’ | Measuring... @UARLLILD e 7
Date: 10.MAR.2026 13:38:03
Sporton International Inc. (Kunshan) Page Number 122 0f 31
TEL : +86-512-57900158 Report Issued Date : Mar. 17, 2026
FCC ID: 2AMBHRY 2267 Report Version : Rev. 01

Report Template No.: BU5-FR15CLoRa Version 2.0



samran . FCC RF Test Report Report No. : FR631213
Conducted Spurious Emission Plot on 915 MHz
) ) o) I
Ref Level 30.80 dBm Offset 10.80 d8 @ RBW 100 kHz
o Att 30de  SWT 29.7 ms @ VBW 300 kHz Mode Auto Sweep
@ 1Pk View
Mi[1] -45.13 dBm
1.829970 GHz
20 dBm
10 dBm
0 dBm
D1 -6.540 dBm
-10 dBm
-20 dBm
-30 dém
-40 dBm M1
-60 dBm
Start 30.0 MHz 10000 pts Stop 3.0 GHz
e —
T | Measuring... @UERNLLLD e i
Date 0.MAR.2026
Conducted Spurious Emission Plot on 915 MHz
Spectrum 3  (X) (x)
Ref Level 30.80 dBm Offset 10.80 d& @ RBW 100 kHz
Jo Att 30 d8  SWT 92 ms @ VBW 300 kHz  Mode Auto Sweep
@ 1Pk View
Mi[1] -42.79 dBm
6.776780 GHz
20 dBr
0 dem
q dem
D1 -6.540 dBm
410 dém
-£0 dBm
430 dém
KO dem -
I‘W“wm -
-60 dBm
Start 800.0 MHz 10000 pts Stop 10.0 GHz
e —
T | Measuring... @UARNLLLD e 4
Date: 10.MAR.2026 13:40:19
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Conducted Spurious Emission Plot on 926 MHz

Spectrum 2 ® (%) (x)
Ref Level 30.80 dBm Offset 10.80 d& @ RBW 100 kHz
| Att 30 d8  SWT 29.7 ms @ VBW 300 kHz  Mode Auto Sweep
@ 1Pk View

M1[1] -45.66 dBm
1.851950 GHz
20 dBm

10 dem

0 dBm

D1 -6.240 dBm

-10 dem

-20 dBm:

-30 dém

-40 dBm

-60 dBm

Start 30.0 MHz 10000 pts Stop 3.0 GHz

-
T, 1 Measuring... [ CEEEREN N ] %

Date: 10.MAR.2026 13:41:17

Conducted Spurious Emission Plot on 926 MHz

Spectrum 3 (6] (x)
Ref Level 30.80 dBm Offset 10.80 d& @ RBW 100 kHz
Jo Att 30 d8  SWT 92 ms @ VBW 300 kHz  Mode Auto Sweep
@ 1Pk View

M1[1] -42.85 dBm
6.937780 GHz

D1 -6.240 dBm

-L0 dBm:

-p0 dBm:

-B0 dBm

-60 dBm
Start 800.0 MHz 10000 pts Stop 10.0 GHz
- e —
T Measuring... JUARLNNLD e 4
Date: 10.MAR.2026 13:
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3.5 Radiated Band Edges and Spurious Emission Measurement

3.5.1Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious
must be at least 20 dB below the highest emission level within the authorized band. If the output
power of this device was measured by spectrum analyzer, the attenuation under this paragraph shall
be 30 dB instead of 20 dB. In addition, radiated emissions which fall in the restricted bands must also

comply with the limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 - 0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.5.2Measuring Instruments

The section 4.0 of List of Measuring Equipment of this test report is used for test.
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3.5.3Test Procedures

1. The testing follows ANSI C63.10-2020 clause 6.3, 6.5, 6.6, 11.11 and 11.12

2. The EUT was arranged to its worst case and then tune the antenna tower (from 1 m to 4 m) and
turntable (from O degree to 360 degrees) to find the maximum reading. A pre-amp and a high
pass filter are used for the test in order to get better signal level.

3. The EUT was placed on a turntable with 0.8 meter for frequency below 1GHz and 1.5 meter for
frequency above 1GHz respectively above ground.

4. The EUT was set 3 meters from the interference receiving antenna, which was mounted on the
top of a variable height antenna tower.

5. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

6. For testing below 1GHz, if the emission level of the EUT in peak mode was 3 dB lower than the
limit specified, then peak values of EUT will be reported, otherwise, the emissions will be
repeated one by one using the CISPR quasi-peak method and reported.

7. For testing above 1GHz, the emission level of the EUT in peak mode was 20dB lower than
average limit (that means the emission level in average mode also complies with the limit in
average mode), then peak values of EUT will be reported, otherwise, the emissions will be
measured in average mode again and reported.

8. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the emission being measured;

(2) Set RBW=100 kHz for f < 1 GHz; VBW > RBW; Sweep = auto; Detector function = peak;
Trace = max hold,;

(3) Set RBW =1 MHz, VBW= 3MHz for f > 1 GHz for peak measurement.
For average measurement:

. VBW = 10 Hz, when duty cycle is no less than 98 percent.

. VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.
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3.5.4Test Setup

For radiated emissions below 30MHz

1 : RX Antenna
-l im |
[}

Metal Full Soldered Ground Plane

=

Spectrum Analyzer ! Receiver

For radiated emissions from 30MHz to 1GHz

R Antenna
Ant. feed
point
[}
| Im
1

T
Metal Full Soldered Ground Plane

[

Spectrum Analyzer ; Receiver

For radiated emissions above 1GHz

Metal Full Soldered Ground Plane

o0
Spectrum Analyzer / Receiver
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3.5.5Test Results of Radiated Spurious Emissions (9 kHz ~ 30 MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line was not reported.
There is a comparison data of both open-field test site and semi-Anechoic chamber, and the result

came out very similar.

3.5.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix B.

3.5.7 Test Result of Radiated Spurious Emission (30MHz ~ 10th Harmonic)

Please refer to Appendix B.

3.5.8 Duty cycle

Please refer to Appendix C.
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3.6 Antenna Requirements

3.6.1Standard Applicable

If directional gain of transmitting antennas is greater than 6dBi, the power shall be reduced by the
same level in dB comparing to gain minus 6dBi. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to

comply with the rule.

3.6.2 Antenna Anti-Replacement Construction

An embedded-in antenna design is used.

3.6.3Antenna Gain
The antenna peak gain of EUT is less than 6 dBi. Therefore, it is not necessary to reduce maximum

peak output power limit.
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4 List of Measuring Equipment

. . Calibration
Instrument Manufacturer | Model No. | Serial No. [Characteristics Date Test Date Due Date Remark
. . MY572901| 3Hz~8.5GHz;M Radiation
EMI Test Receiver Keysight N9038A 57 ax 30dBm Feb. 22, 2025 | Jan. 31, 2026 | Feb. 21, 2026 (03CHO6-KS)
EXA Spectrum . MY574710 Radiation
Analyzer Keysight N9010B 84 10Hz-44GHz Jul. 03, 2025 | Jan. 31, 2026 | Jul. 02, 2026 (03CHO6-KS)
Active loop 5 Radiation
antenna R&S HFH2-Z2E 101125 | 9kHz~30MHz [ Aug. 10, 2025 | Jan. 31, 2026 | Aug. 09, 2026 (03CHO6-KS)
. Radiation
Bilog Antenna TeseQ CBL6111D 49921 30MHz-1GHz | Mar. 24, 2025 | Jan. 31, 2026 | Mar. 23, 2026 (03CHO6-KS)
Double Ridge ; - Radiation
Hormn Antenna ETS-Lindgren 3117 00218652 | 1GHz~18GHz | Apr. 14, 2025 | Jan. 31, 2026 | Apr. 13, 2026 (03CHO6-KS)
SHF-EHF Hom | Com-power | AH-840 101116 | 18GHz~40GHz | Oct. 18, 2025 | Jan. 31, 2026 | Oct. 17, 2026 (o§§ﬂ§3?£s>
Amplifier SONOMA 310N 380827 | 9KHz ~1GHZ | Jul. 03,2025 | Jan. 31,2026 | Jul. 02, 2026 (Oggﬂggf’;s)
Amplifier EM EM18G40GA | 060728 | 18~40GHz | Dec. 26, 2025 | Jan. 31, 2026 | Dec. 25, 2026 (Oggﬂggﬁ?s)
high gain Amplifier EM EMO1G18GA| 060845 | 1Ghz-18Ghz |Dec. 25, 2025 | Jan. 31, 2026 | Dec. 24, 2026 (o§§ﬂ32?£s>
- . MY572801| 500MHz~26.5G Radiation
Amplifier Keysight 83017A 19 Hz Oct. 10, 2025 | Jan. 31, 2026 | Oct. 09, 2026 (03CHO6-KS)
F1040900 Radiation
AC Power Source Chroma 61601 04 N/A NCR Jan. 31, 2026 NCR (03CHO6-KS)
Turn Table ChamPro | EM1000-T | 060762-T | 0~360 degree NCR Jan. 31, 2026 NCR (Oggﬂggf’;s)
Radiation
Antenna Mast ChamPro EM 1000-A | 060762-A 1m~4m NCR Jan. 31, 2026 NCR (03CHO6-KS)
Spectrum ~ Mar. 10, 2026~ Conducted
Analyzer R&S FSV40 101040 | 10Hz~40GHz | Jul. 07, 2025 Mar. 13, 2026 Jul. 06, 2026 (THOLKS)
Pulse Power Anritsu MA24118 | 0917070 | 30OMHZ=40GH | hoo o5 pgog [Mar: 10,2026~ o 54 pg2e | Conducted
Senor z Mar. 13, 2026 (THO1-KS)
. 50MHz Mar. 10, 2026~ Conducted
Power Meter Anritsu ML2495A 1005002 Bandwidth Dec. 25, 2025 Mar. 13, 2026 Dec. 24, 2026 (THO1-KS)
NCR: No Calibration Required
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5 Uncertainty of Evaluation

The measurement uncertainties shown below were calculated in accordance with the requirements of
ANSI 63.10. All the measurement uncertainty value were shown with a coverage K=2 to indicate 95%
level of confidence. The measurement data show herein meets or exceeds the CISPR measurement
uncertainty values specified in CISPR 16-4-2 and can be compared directly to specified limit to

determine compliance.

Uncertainty of Conducted Measurement

Conducted Spurious Emission & Bandedge +2.00 dB
Occupied Channel Bandwidth +0.384%
Conducted Power +0.90 dB
Conducted Power Spectral Density +0.90 dB
Frequency +0.38 Hz

Uncertainty of Radiated Emission Measurement (9 KHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 3.3dB
of 95% (U = 2Uc(y)) '
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 6.18dB
of 95% (U = 2Uc(y)) '
Uncertainty of Radiated Emission Measurement (1 GHz ~ 18 GHz)
Measuring Uncertainty for a Level of Confidence 4.88dB
of 95% (U = 2Uc(y)) '
Uncertainty of Radiated Emission Measurement (18 GHz ~ 40 GHz)
Measuring Uncertainty for a Level of Confidence 536dB
of 95% (U = 2Uc(y)) '
----------- THE END -----------
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Appendix A. Conducted Test Results
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LoRa-DTS-Spreading Factor 7

Test Engineer: Smile Wang Temperature: 20~26 °C
Test Date: 2026/3/10-2026/3/13 Relative Humidity: 40~51 %
TEST RESULTS DATA
6dB and 99% Occupied Bandwidth
99%
Channel Freq. CeRpiE] || EBE 6dLl?mE?tW Pass/Fail
(MHz) BW (MHz) (MHz)
(MHz)
L 904Mhz 0.53 0.63 0.50 Pass
M 915Mhz 0.53 0.63 0.50 Pass
H 926Mhz 0.53 0.63 0.50 Pass
TEST RESULTS DATA
Average Power Table
Average | Conducted EIRP
Channel Freq. Fzzzr Conducted Power DG FI’EC!\'/?er Power Pass Power
(MHz) (dB) Power Limit (dBi) (dBm) Limit /Fail Setting
(dBm) (dBm) (dBm)
L 904Mhz 0.00 22.29 30.00 -8.20 14.09 36.00 Pass P6
M 915Mhz 0.00 23.53 30.00 -8.20 15.33 36.00 Pass P6
H 926Mhz 0.00 23.88 30.00 -8.20 15.68 36.00 Pass P6
TEST RESULTS DATA
Power Density
PSD
PSD PSD e
Channel (':Arﬁi') (dBm (dBm (Sg) ("d'rB“g Pass/Falil
/100kHz) /3kHz) 13KkHz)
L 904Mhz 22.09 2.25 -8.20 8.00 Pass
915Mhz 23.46 3.44 -8.20 8.00 Pass
H 926Mhz 23.76 3.13 -8.20 8.00 Pass

Note: PSD (dBm/ 100kHz) is a reference level used for Conducted Band Edges and Conducted Spurious Emission 30dBc limit.
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Appendix B. Radiated Spurious Emission Test Data

Relative Humidity : 41 ~42 %
Test Engineer : Levi zhao
Temperature : 22~23 C
Radiated Spurious Emission Test Modes
Band Data
Mode Antenna Modulation Channel Frequency RU Remark
(MHz) Rate
Mode 1 904~926 SISO LoRa DTS 12 915 500kHz/SF7 - -
Mode 2 904~926 SISO LoRa DTS 1 904 500kHz/SF7 - -
Mode 3 904~926 SISO LoRa DTS 23 926 500kHz/SF7 - -
Summary of each worse mode
Freq. Level Limit Margin Peak
Mode @ Modulation | Ch. Pol. Result Remark
(MHz) (dBuV/m) | (dBuV/m) (dB) Avg.

1 LoRa DTS 12 942.53 41.81 46.00 -4.19 \% Peak Pass Band Edge

1 LoRa DTS 12 2745.00 50.17 54.00 -3.83 H AVERAGE Pass Harmonic

2 LoRa DTS 1 947.14 42.65 46.00 -3.35 \% Peak Pass Band Edge

2 LoRa DTS 1 2712.00 4451 54.00 -9.49 H AVERAGE Pass Harmonic

3 LoRa DTS 23 954.65 42.82 46.00 -3.18 \% Peak Pass Band Edge

3 LoRa DTS 23 | 2778.00 50.32 54.00 -3.68 H AVERAGE Pass Harmonic
Sporton International Inc. (Kunshan) Page Number : BlofB4
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Mode BE/Harmonic

904~926_LoRa DTS CH12_915MHz

ANT SISO
Pol. Horizontal Vertical

1 Level {dBuVim) 1 Level [dBuvim)

1050 1050

90.0 900

50 FCC PART 15C 0 FCC PART 15C

1
60.0 !
FCCPART 15C {AVG) 0.0 FCC PART H5C VG
§ b 4
e R [ i _— WWW 41 - g e “‘WW
W ol ity Y

Peak e et
Avg 150 150

1000 2600. 4600, 6400. 8200, 10000

Frequency (MHz) 1000 2600. 4600, 6400, 8200. 10000
frequency (MHz)
Linit Over Read Ant (able Preamp  Aux APos  TPos .
Freq Level Line Limit Level Factor Loss Factor Factor Remark Linit Ouer fead Aot Cable Preamy A APos Thos
Freq Level Line Limit Level Factor Loss Factor Factor Remark

Mz dBuv/m dBuV/m  dB B dB/m A8 dB A8 om  deg

182980 64,98 97.53 -31.63 94.43 30.06 5.8 65.45 0.08 -  --- Peak Mz dBuVfm BuV/m  d8 dBWV dB/m 0B B 0B deg

1
2274500 53.08 7400 -21.00 79.57 3199 7.18 65.74 @.00 1o 161 PEAK 1 1829.80 62.81 92.77 -9.96 92.34 30.86 5.36 5.45 0.80 - --- Peak
30274500 50.17 5480 -3.83 76.74 3199 7.18 65.74 0.0 108 161 AVERAGE 2 2745.80 5125 74.00 -22.75 77.82 3199 7.18 65.74 6.8 291 359 PEAK
4 366130 42.65 7400 -3L.35 67.07 3.2 8.3 65.97 0.08 ---  --- Pesk 3 2745.60 48.06 54.8@ -5.92 74.65 3199 7.18 65.74 @.80 191 359 AVERAGE
5 457390 43.89 74.00 -30.11 66.63 34.18 9.3 66.19 .08 ---  --- Peak 4 4575.70 46.00 74.00 -28.00 63.74 3410 9.35 66.19 @.08 - --- Peak
6 5489.20 44.17 97.53 -53.36 65.55 34.72 10.18 66.33 0.0 --- --- Pesk 5 5490.10 45.08 92.77 -47.69 66.46 3472 10.28 66.38 0.0 ---  --- Peak
LT ) gLl i)
: 2
M3 3
925 925
™ FCC PART 15C 7 FCC PART 15C
5.0 m 55,0 m
¥ ’—l 3.«;
33 P — e %) P, ; 4
A =
Peak W"‘W M*
175 115
AVg 13 13
Ly -L!
30 24, 418, 612, 806 1000 3 24, 418, 612, 806, 1000
Frequency (MHz) Frequency (MHz)
Limit Over Read Ant Cable Preamp  Auwx APos  TPos Limit Over Read Ant Cable Preamp Aux APos  TPos
Freq Level Line Limit Level Factor Loss Factor Factor Remark Freq Level Line Limit Level Factor Loss Factor Factor Remark
Mz dBuV/m dBuV/m  dB dBWV dB/m A8 A3 A8 cm deg Mz dBwv/m dBwV/m  dB dBw dB/m A8 A8 0B m deg
1 86614 40.30 46.00 -5.70 28.27 29.46 4.16 3159 0.0 -  --- Peak 1 88142 4815 46.00 -5.85 28.12 20.33 4.2 3150 10.80 - --- Peak
7 915,13 117.53 --- --- 105,04 29.44 428 3123 1000 - --- Pezk 2 914,88 112.77 ----mm -emeee 100.28 9.4 428 3123 10.08 - - Pesk
3005007 4LF7 46.00 -4.63 27.16 3074 436 0.89 1000 - - Pesk 3 94253 4181 4600 -419 27.97 3046 434 3096 1080 - --- Pesk
Note: The non-restricted frequency which limit is 100kHz-PSD down 20dB
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2
Mode BE/Harmonic
904~926_ LoRa DTS _CH1_904MHz
ANT SISO
Pol. Horizontal Vertical
1 Level (dBuvim) 1 Level [dBuvim)
1050 1050
90.0 a0
FCC PART15C
Tl 0 FCC PART 15C
1
1
0 FCCPART 15C (VG 00
. ' FCC PART 15C (AVG)
5 1
49 . . Ll HE ...hh-a"....-:".m.‘ sl 50 3 4 5
L 3 e PO P il
Y ca il e . z il AN
Peak el
150
Avg 150
1000 2800 00. 6400. 8200. 10000
Frequency (Miz) 10 200 500, 400 i 1000
frequency (MHz)
Limit Over Read At Cable Preamp Aux APos  TPos
Freq Level Line Limit Level Factor Loss Factor Factor Remark Lisit Over Read At Goble Preamp A Mos Thos
lemm_dBmm_dE_dB_dE_cm_deg— Freq Level Line Limit Level Factor Loss Factor Factor Remark
1 1808.20 62,58 95.48 -32.90 9219 30.82 5.8 65.45 008 - .- Peak _—
2 T B0 AW -BER AT IS T4 6575 GO0 10 360 PE iz dBW/n BuV/nd3 dBW dBm o B B @B n deg
3271200 4451 5400 -0.40 7118 3192 7.14 6573 6.08 109 360 AVERAGE 1 188.20 6104 9127 -0.33 OL55 30.80 5.8 65.45 &80 - - Peak
4 3616.30 45.26 74.00 -28.74 69.34 33.07 827 65.92 0.0 - --- Peak 1 I7ILG0 46.60 74.00 -17.40 7317 3192 7.4 6573 0.0 --- - PEMC
5051900 43.52 7480 -30.43 66.32 3418 930 66.20 .08 -  --- Pesk 3 361540 42.42 74.00 -31.58 67.61 33.86 8.7 5.9 .60 - - Peak
6 542060 4131 7400 3110 63.38 3460 1020 6640 .08 - - Pesk 4 451960 4407 T4.00-29.93 6603 3400 0.9 66.2 8.0 - - Peak
7 B137.00 43.20 7480 -30.70 6105 3509 1250 6715 .08 - --- Pesk 5542440 4435 74.00 -29.60 65.86 3470 10.22 6640 .80 - - Peak
11"Le\'e\ (dBuV/m) 11,\Le\'e\ (dBuV/m)
i 2
3 M3
925 925
na FCCIPART 15C e FCQJPART 15C
550 55,0
T i ]
_,—l \.“J 3 _,—l
6.3 363
Peak
175 A5
Av
9 13 13
“ . . . 806, 1 K 2, i, B2 006, 1000
Frequency (MHz) Frequency (MHz)
Linit Ouer Read Ant Cable Preamp Aux APos TPos Lnit Over Resd At Coble Preanp  Aux #Pos Thos
freq level Line Linit Level Factor Loss Factor Factor Remark Freq Llevel Line Limit Level Factor Loss Factor Factor Remark
Mz dBuV/m dBuV/m 0B dBw/ dB/m dB B B an  deg Mz dBuv/m dBuv/m  dB B dB/m  dB A8 OB m  deg
1 860.32 41.24 4.0 -4.76 30.50 29.89 3.17 32.41 10.89  ---  --- Peak 1 87245 40.78 46.00 -5.22 308.11 20.80 3.19 3232 10.88 ---  --- Peak
7 993.97 115.48 ------ ------ 104,56 29.74 3.26 32.88 10.88 ---  --- Peak 2 98421 11127 ---m eeees 100,35 29.74 3.26 32.08 10.08 - - Pesk
3 952,70 41.66 46.80 -4.34 28.99 3184 3.33 3L.61 10.86 -  --- Peak 3 04714 42.65 46.00 -3.35 30.68 3091 3.33 3167 1008 ---  --- Peak
Note: The non-restricted frequency which limit is 100kHz-PSD down 20dB
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3
Mode BE/Harmonic
904~926_ LoRa DTS _CH23_926MHz
ANT SISO
Pol. Horizontal Vertical
i 2“Leve\ {dBuVIm) 1 2nle\lel (dBuVim)
1050 1050
90.0 900
50 FCC PART 160 0 FCCPART 15C
1
60 1
FCC PART15C (AVG) 600 FCCPRTTRCTAVG
i 4 1 2 3
Peak " IUURIRPRE N PRV P e
%0 T
Av 150
g ‘ 160
1000 2600, 4600, 6400, 8200, 10000
Frequency (MHz) 1000 2600, 4600, G400, 00, 10000
Frequency (MHz)
Linit Qver Read Ant Cable Preamp  Aux  APos  TPos ¥
Freq Level Line Linit Level Factor Loss Factor Factor Remark Linit Over fead At Cable Preap  Awx MPos Thos
Freg Level Line Limit Level Factor Loss Factor Factor Remark
Mz dBuv/mdBwv/n 4B dBW B B B OB o deg _ I -
1185230 698 U755 -34.57 9242 3011 589 BS54 @00 - - Pk Uz dBuV/m dBul/m B dBV dBfm B B B m g
2 2778.60 53.06 74.00 -21.60 79.36 317 7.2 65.75 6.6 1e@ 181 PEAK 1 185.30 59.7L 91.84 -32.13 89.15 30.11 5.89 65.44 0.00 -  --- Peak
302778.60 50.32 480 -3.68 76.68 3217 T.12 65.75 .80 108 181 AVERAGE 2 7849 4621 7400 -21.79 T2.57 317722 6575 0.0 - - Peak
4 955580 44,00 97.55 -53.53 65.48 34.69 1034 66.49 0.0 - --- Pesk 3555490 46.77 9134 -45.7 6023 3469 10.34 66,49 0.0Q - - Peak
y3geveldBuVim) L2l B}
2
3 1113 2
925 04
1 FCCPART 15C - FCO PART 15C
850
. QJ_ 55,0 nrm
363 : — :
" 363
Peak W
ea 175 115
Avg 13 13
-£U L
30 24, 418, 612, 806 1000 30 24, M3, 812, 806 1000
Frequency (MHz) Frequency (MHz)
lirlnit QV?F Read At Cable Preanp  Aux Ao TPos Linit Over Read Ant Cable Preamp Aux APos TPos
Freq Level Line Linit Level Factor Loss Factor Factor Remark Freg Level Line Linit Level Factor Loss Factor Factor Renark
Mz diul/m dBuV/n  dB BV difn B BB B o deg Mz dBuV/m dBuV/m 0B BV dB/m  dB A8 OB om  deg
L BGLD0 .88 4600 512 M0 276 32l .25 1000 - - Peak 1 89790 4150 46.00 -4.50 30.59 29.80 3.5 314 10.08 - - Peak
2 925.80 117,55 ---ene wmeees 105.85 30.28 3.9 387 1889 --- - Peak 7 005,80 1ILLBA <emeee meeen 100.14 30.28 3.20 3187 1009  ---  --- Pesk
I0O0MAL ALEA 4600 -46 B.70 3L 334 359 1000 - - Peak 3 OG465 4.8 46.00 -3.08 29.97 3L18 3.4 3L 10.08 - - Pesk

Note: The non-restricted frequency which limit is 100kHz-PSD down 20dB
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Appendix C. Duty Cycle Plots

Band

Duty Cycle(%)

T(ms)

1/T(kHz)

VBW Setting

LoRa

100

10Hz

LoRa(DTS)SF 7

1 Spectrum
Scale/Di

Center 915.000000 MHz

Res BW 8 MHz

Input Z. 50 00 #Atten. 20 dB

Corractions: Off
Freq Rel Int (S)

PNO. Fast #Avg Type: Power (RMS|
Gate: Off Trig: Free Run

IF Gain: Low

Sig Track: Off

Ref Level 116.99 dBpuV

#Video BW 8.0 MHz

Sweep 10.0 ms (1001 pts

Clear / Write:
Trace Average
Max Hold

Min Hold

Blank

Background

< Trace Settings
Table

Math

Trace
Function

Normalize
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