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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

DOCUMENT REVISION HISTORY

Revision Number Report Number Description of Revision | Date of Revision

Class Il Permissive

Rev.00 2504Z07319E-RFA1-00A
Change Report

2026-01-14

Note”: This is Class Il permissive change application based on the original device(Test model: M5StickC
PLUS, FCC ID: 2AN3WMS5STICKCPLUS), which was tested by Bay Area Compliance Laboratories Corp.
(Kunshan).

The change between the original equipment and the current equipment is stated and guaranteed by the

applicant, as following:

(1) Changing the Address to “Block A10, Expo Bay South Coast, Fuhai Street, Bao'an District, Shenzhen,
Guangdong, China”.

(2) Changing Product name “M5StickC-Plus SE”.

(3) Changing the Model from “M5StickC PLUS, M5StickT” to “StickC-Plus SE”.

(4) Adding the Trade Mark Mf’am

(5) Changing the appearance.‘

(6) Reducing gyroscope.

Per Spot check with RF output power, the RF parameters are identical with the original device. Therefore, AC
line conducted emissions/Radiated Spurious Emissions(Below 1GHz) was tested based on the change.
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Shenzhen Accurate Technology Co., Ltd.

GENERAL INFORMATION

Report No.: 2504Z207319E-RFA1-00A

Product Description for EQuipment under Test (EUT)

Product Name

M5StickC-Plus SE

Tested Model

StickC-Plus SE

Voltage Range”

DC 3.7V from battery or DC 5.0V

Frequency Range

Bluetooth: 2402-2480MHz

Maximum Conducted
Peak Output Power

7.28dBm

(actual test result)

BDR: DH1/DH3/DH5(GFSK)
EDR: 2DH1/2DH3/2DH5(11/4-DQPSK)
EDR: 3DH1/3DH3/3DH5(8DPSK)

Antenna gain: 2.0 dBi (It is provided by the applicant.)

Modulation Technique

Antenna Specification”

For CE&RE Test: 3EDA-2
For RF Conducted Test: 3EDA-1
(Assigned by ATC, Shenzhen)

Sample Serial Number

Good condition

Sample/EUT Status

Objective

This test report is in accordance with Part 2-Subpart J, Part 15-Subparts A and C of the Federal
Communication Commission rules.

The tests were performed in order to determine compliance with FCC Part 15, Subpart C, section 15.203,
15.205, 15.207, 15.209 and 15.247 rules.

Test Methodology

All measurements contained in this report were conducted with ANSI C63.10-2020, American National
Standard of Procedures for Compliance Testing of Unlicensed Wireless Devices.

Unless otherwise stated there are no any additions to, deviations, or exclusions from the method.
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

Test Facility

The test site used by Shenzhen Accurate Technology Co., Ltd. to collect test data is located on the Floor 1,
KuMakKe Building, Dongzhou Community, Guangming Street, Guangming District, Shenzhen, Guangdong,

China.

Accredited by American Association for Laboratory Accreditation (A2LA).The Certificate Number is 4297.01.

Measurement Uncertainty

Parameter Uncertainty
RF Frequency 0.064*10"
RF output power, conducted 0.3dB
Unwanted Emission, conducted 1.2dB
AC Power Lines Conducted Emissions 2.7dB
Radiated 9kHz - 30MHz 2.1dB
Snﬁlusrs'?ynss 30MHz - 1GHz 4.3 dB
Temperature 1T
Humidity 7%
Supply voltages 0.4%

Note: The extended uncertainty given in this report is obtained by combining the standard uncertainty times the coverage
factor K with the 95% confidence interval. Otherwise required by the applicant or Product Regulations, Decision Rule in

this report did not consider the uncertainty.
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

SYSTEM TEST CONFIGURATION

Description of Test Configuration

The system was configured for testing in a typical fashion (as normally used by a typical user).

For Bluetooth BDR&EDR mode, 79 channels are provided to testing:

Freq. Freq. Freq. Freq.
Channel (MH2) Channel (MHz) Channel (MHz) Channel (MHz)
0 2402 20 2422 40 2442 60 2462
1 2403 21 2423 41 2443 61 2463
2 2404 22 2424 42 2444 62 2464
17 2419 37 2439 57 2459 77 2479
18 2420 38 2440 58 2460 78 2480
19 2421 39 2441 59 2461 / /
EUT was tested with Channel 0, 39 and 78.
EUT Exercise Software and Power Level”
Exercise Software: | EspRFtestTool
Power Level: | 6
Note: The information in the above table is provided by the applicant.
Special Accessories
No special accessory.
Equipment Modifications
No modification was made to the EUT tested.
Support Equipment List and Details
Manufacturer Description Model Serial Number
Adapter
Unknown Input: 100-240V~ 50/60Hz 0.3A | GO0O5A0501000U Unknown
Output: 5.0V =2.0A 10.0W
M5STACK Load 17 Unknown Unknown
M5STACK Load 2" Unknown Unknown
External I/O Cable
Cable Description Shielding Type Length (m) From Port To
Type-C Cable No 1.0 Adapter EUT
DC Cable No 0.1 EUT Load 1
Rev:A/4.0(2024/11/01) Page 6 of 26 TR-4-E-R014




Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

Block Diagram of Test Setup

For Conducted Emission:

Test Receiver

Adapter
LISN Type-C cable
DC cable
l ) «—>» LlLoadl |[p EUT
AC Mains Socket |10cm 10cm
Load 2

e
o
Z
o)
o}

Non-Conductive Table

80 cm above Ground Plane v

< | 1.5 Meters | >
For Radiated Emission (Below 1GHz):
Adapter
AC Mains Type-C cable
T DC cable
«—»| LlLoadl |e— EUT
Socket | 10cm 10cm
Load 2

e
o
=z
Q
o

Non-Conductive Table

80 cm above Ground Plane v

< | 1.5 Meters } >
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

SUMMARY OF TEST RESULTS

FCC Rules Description of Test Result

§15.203 Antenna Requirement Compliance
815.207(a) AC Line Conducted Emissions Compliance
§15.205 Radiated Spurious Emissions(Below 1GHz) Compliance
§§115522407?d) Radiated Spurious Emissions(Above 1GHz) See Note 1
515.247()(1) & 09% Ocoupied Bandwicith See Noe 1
§15.247(a)(1) Channel Separation Test See Note 1
815.247(a)(1)(iii) Time of Occupancy (Dwell Time) See Note 1
815.247(a)(1)(iii) Quantity of hopping channel Test See Note 1

§15.247(b)(1) Peak Output Power Measurement Reporting
§15.247(d) Conducted Spurious Emissions See Note 1

Note 1: The changes not affect this item, the test data and related details for them please refer to the
original report: RSHD200602001-00C.

Note 2: The maximum output power mode and channel is from to the original report:
RSHD200602001-00C.
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

TEST EQUIPMENT LIST

Manufacturer Description Model Serial Number Cal:;a;gion Cglljigrggt%n
Conducted Emissions Test
Rohde & Schwarz | EMI Test Receiver ESCI 100784 2025/09/17 2026/09/16
Rohde & Schwarz L.I.S.N. ENV216 101314 2025/09/17 | 2026/09/16
Anritsu Corp 50 Coaxial Switch MP59B 6100237248 2025/09/18 | 2026/09/17
Rohde & Schwarz Pulse Limiter ESH3-22 100312 2025/05/30 | 2026/05/29
Unknown RF Coaxial Cable No.17 NO350 2025/05/30 | 2026/05/29
Test Software: €3 191218 (V9)
Radiated Spurious Emission Test(Below 1GHz)

Rohde & Schwarz Test Receiver ESR 102725 2025/09/18 2026/09/17
|N§$F'e\|8|\|>|/|EANT Amplifier 310N 186131 2025/03/26 | 2026/03/25
Schwarzbeck Bilog Antenna VULB9163 9163-323 2024/08/08 2027/08/07

Unknown RF Coaxial Cable No.12 NO040 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.13 N300 2025/05/30 2026/05/29
Unknown RF Coaxial Cable No.14 N800 2025/05/30 2026/05/29
BACL LOOP ANTENNA 1313-1A 3110711 2024/01/16 2027/01/15
Test Software: €3 191218 (V9)
RF Conducted Test
Rohde&Schwarz | Spectrum Analyzer FSV-40 101590 2026/09/17 2026/09/16
Anritsu Microwave Peak MA24418A 12619 2025/03/26 | 2026/03/25
Power Sensor
WEINSCHEL 10dB Attenuator 5324 AU 3842 2025/03/26 | 2026/03/25

Test Software: JDAutoTestSystem V1.0.0

* Statement of Traceability: Shenzhen Accurate Technology Co., Ltd. attests that all calibrations have been
performed in accordance to requirements that traceable to National Primary Standards and International
System of Units (SI).

Rev:A/4.0(2024/11/01)
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

ANTENNA REQUIREMENT

Applicable Standard

According to FCC § 15.203, an intentional radiator shall be designed to ensure that no antenna other than
that furnished by the responsible party shall be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the intentional radiator shall be considered sufficient
to comply with the provisions of this section. The manufacturer may design the unit so that a broken antenna
can be replaced by the user, but the user of a standard antenna jack or electrical connector is prohibited. The
structure and application of the EUT were analyzed to determine compliance with section §15.203 of the rules.
§15.203 state that the subject device must meet the following criteria:

a. Antenna must be permanently attached to the unit.

b. Antenna must use a unique type of connector to attach to the EUT.

c. Unit must be professionally installed, and installer shall be responsible for verifying that the correct
antenna is employed with the unit.

And according to FCC 47 CFR section 15.247 (b), if the transmitting antennas of directional gain greater than
6dBi are used, the power shall be reduced by the amount in dB that the directional gain of the antenna
exceeds 6 dBi.

Antenna Connector Construction

The EUT has one internal antenna arrangement, which were permanently attached to the EUT. The antenna
gainis 2.0dBi". Fulfill the requirement of this section. Please refer to the EUT photos.

Result: Compliance.
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

AC LINE CONDUCTED EMISSIONS

Applicable Standard
FCC §15.207(a).

EUT Setup

.~ Vertical Reference
Ground Plane

Test Receiver
- 40 /
cm
- |
EUT o oo
a a0
]
80cm
sy P
¥ I a n I
~ N
-
Bonded to Horizontal Horizontal Reference
Ground Plane Ground Plane

Note: 1. Support units were connected to second LISN.
2. Both of LISNs {AMN) 80 cm from EUT and at the least 80 cm

from other units and other metal planes support units.

The measurement procedure of EUT setup is according with ANSI C63.10-2020. The related limit was
specified in FCC Part 15.207.

The spacing between the peripherals was 10 cm.

EMI Test Receiver Setup

The EMI test receiver was set to investigate the spectrum from 150 kHz to 30 MHz.
During the conducted emission test, the EMI test receiver was set with the following configurations:

Frequency Range IF B/W
150 kHz — 30 MHz 9 kHz

Test Procedure

During the conducted emission test, the adapter was connected to the outlet of the LISN.
Maximizing procedure was performed on the six (6) highest emissions of the EUT.
All final data was recorded in the Quasi-peak and average detection mode.
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

Calculation

The factor is calculated by adding LISN VDF (Voltage Division Factor) and Cable Loss. The basic equation is
as follows:

Factor = LISN VDF + Cable Loss + 10dB Attenuation(Limiter)
The “Over limit” column of the following data tables indicates the degree of compliance with the applicable

limit. For example, an over limit of -7 dB means the emission is 7 dB below the limit. The equation for
calculation is as follows:

Over Limit = Level - Limit
Level = Read Level + Factor

Test Data

Environmental Conditions

Temperature: 22.1°7C
Relative Humidity: 42 %
ATM Pressure: 101.8 kPa
Test Engineer: Jason Fan
Test Date: 2026-01-13
EUT Operation Mode: BT Transmitting

Test Result: Compliance, please refer to the below data.

Note: The maximum output power mode and channel: BT 3DH5 High Channel was tested.
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

AC 120V/60Hz, Line:

Level (dBuV)

Date: 2026-01-13

a0
70
&0
50( day, ]
40
I
+ |
= I
30 )
il
20 11 13
10
0
015 0.5 1 2 10 20 30
Frequency (MHz)
Site Shielding Room
Condition Line
Job No. 2504787319E-RFAL
Test Mode BT Transmitting
Tester : Jason Fan
Receiver Setting: IF B/W 9kHz PK/AV
Read Limit over
Freq Factor Lewvel Level Line Limit Remark
MHz dB dBuv dBuV dBuY dB
1 @.1%8 19.99 12.786 32.73 56.88 -23.25 Average
2 @.158 19.99 3B8.587 58.66 66.88 -15.34 QP
3 @.238 19.96 13.31 33.27 52.45 -19.18 Average
4 @.238 19.96 26.48 46.44 62.45 -16.81 QP
5 @.265 19.95 18.34 38.29 51.27 -28.98 Average
B @.265 19.95 23.38 43.33 61.27 -17.94 QP
7 @.495 19.98 14.89 34.87 46.88 -12.81 Average
8 @.495 19,98 23.89 43.87 56.88 -12.41 QP
9 1.835 28.35 5.28 25.35 46.880 -28.45 Average
1 1.835 28.35 13.73 34.83 656.88 -21.92 QP
11 4.148 21.51 -2.73 18.78 4e.88 -27.22 Average
12 4.1468 21.51 8.48 20,99 GL55.88 -26.81 QP
13 8.895 22.49 -1.87 28.62 58.88 -29.38 Average
14 8.695 22.49 6.22 28.71 68.88 -31.29 QP
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

AC 120V/60Hz, Neutral:

BDLevm:dBuv}

Date: 2026-01-13

70

60

1
1
M3

10

]

015 0.5 1 2 10 20 30

Frequency (MHz)

Site : Shielding Room
Condition : neutral
Job No. : 2584787319E-RFA1
Test Mode : BT Transmitting
Tester : Jason Fan

Receiver Setting: IF B/W 9kHz PK/AV

Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dB dBuv dBuv dBuv dB
1 @.1535 19.86 19.97 39.83 55.73 -15.98 Average
2 @.155 19.86 29.89 45.95 65.73 -16.78 QP
3 @.228 19.92 12,95 32.87 52.82 -19.95 Average
4 @.228 19.92 23.48 43.48 62.82 -19.42 QP
5 @.588 28.83 5.96 25.99 45.88 -28.81 Average
6 @.5e8 28.83 11.85 31.88 56.88 -24.12 QP
7 @.988 28.44 4.55 24.99 45.88 -21.81 Average
a @.988 28.44 15.82 35.46 56.88 -28.54 QP
a 2.885 20.94 -8.43 28.531 46.80 -25.49 Average
1a 2.885 28.94 8.67 29.81 56.88 -26.39 QP
11 4.388 21.49 -8.79 28.78 45.88 -25.38 Average
12 4,388 21.49 4.34 25.83 56.88 -38.17 QP
13 9.748 22.85 -5.85 17.28 58.88 -32.88 Average
14 9.748 22.85 5.87 28.72 oB.88 -31.238 QP
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

RADIATED SPURIOUS EMISSIONS

Applicable Standard
FCC §15.205; §15.209; §15.247(d)

EUT Setup
9kHz - 30MHz:
RX Antenna
Distance from the center of the Turn Table
' to the RX Antenna
< 3m >
-y EUT] T
0.8m Turn Table im

4

Ground Plane

EMI Receiver

30MHz - 1GHz:
RX Antenna
1 IJ—
Distance from the center of the Turn Table | I
' tothe RX Antenna '
! € 3m >
-y EUT] 1-4m
0.8m Turn Table E

4

Ground Plane

EMI Receiver

The radiated emission performed in the 3 meters, using the setup accordance with the ANSI C63.10-2020.
The specification used was the FCC 15.209, FCC 15.247 limits.
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

EMI Test Receiver

The system was investigated from 9kHz to 1GHz.

During the radiated emission test, the EMI test receiver was set with the following configurations:
9kHz - 1000MHz:

Frequency Range |Measurement RBW Video B/W IF B/W Detector
9KHz - 150kHz Qsliv 0'3|/( = 1le - zoéHz Qsliv
150kHz - 30MHz Qsliv 10'7HZ 305HZ 9k/Hz Qsliv
30MHz - 1000MHz g*; 100/kHZ 300/kHZ 120/'(HZ g';

Test Procedure

Maximizing procedure was performed on the highest emissions to ensure that the EUT complied with all
installation combinations.

The emission limits shown in the above table are based on measurements employing a CISPR quasi-peak
detector except for the frequency bands 9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission
limits in these three bands are based on measurements employing an average detector.

According to ANSI C63.10-2020, 9.2: For field strength measurements made at other than the distance
specified by the limit, extrapolate the measured field strength to the field strength at the distance specified by
the limit using an inverse distance correction factor (20 dB/decade of distance).

D
_|_ 20 log Meas

ESpecLimir = E;Meas
SpecLimit
where
Espectimit is the field strength of the emission at the distance specified by the limit, in dBuV/m
EMeas is the field strength of the emission at the measurement distance, in dBuV/m
Dhiteas is the measurement distance, in m
DspecLimit is the distance specified by the limit, in m

Note 1: If the maximized peak measured value is under the QP/Average limit by more than 6dB, then it is
unnecessary to perform an QP/Average measurement.

Calculation
The Factor is calculated by adding the Antenna Factor and Cable Loss, and subtracting the Amplifier Gain.
The basic equation is as follows:

Factor = Antenna Factor + Cable Loss - Amplifier Gain

The “Over Limit/Margin” column of the following data tables indicates the degree of compliance with the
applicable limit. For example, an over limit/margin of -7dB means the emission is 7dB below the limit. The
equation for calculation is as follows:

Over Limit/Margin = Level / Corrected Amplitude — Limit
Level / Corrected Amplitude = Read Level + Factor
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

Test Data

For Radiated Spurious Emissions, after pre-scan testing in the X, Y and Z axes of orientation, the worst case
as setup photos was recorded.

9kHz-1GHz

Environmental Conditions

Temperature: 238 °C
Relative Humidity: 54 %
ATM Pressure: 100.9 kPa
Test Engineer: Colin Lin
Test Date: 2025-12-23
EUT Operation Mode: BT Transmitting

Test Result: Compliance, please refer to the below data.

Note 1: The Loop Antenna were tested in parallel, perpendicular, and ground-parallel. The worst
orientation was parallel and the data was recorded in report.

Note 2: The maximum output power mode and channel: BT 3DH5 High Channel was tested.
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

9kHz~30MHz:

Level (dBuVim)

Date: 2025-12-23

140
130
110
a0
70
1 2 5,
i
30
10
0
0.009 0.02 0.05 0.1 0.15
Frequency (MHz)
Site chamber
Condition 3m
Job No. 2584767319E-RFAL
Polarization Parallel Tester: Colin Lin
Test Mode BT Transmitting
Receiver Setting: RBW:3286Hz VBW:1kHz
Read Limit  Over
Freq Factor Lewvel Level Line Limit Remark
MHz dB/m dBuv dBuv/m dBuV/m dB
1 @.812 35.12 23.47 58.59 126.32 -67.73 Peak
2 @.817 32.83 26.15 58.98 123.12 -64.14 Peak
3 @.819 31.78 23.51 55.29 121.97 -66.68 Peak
4 @.824 29,83 23.98 53.53 128.82 -66.49 Peak
5 @.849 23,82 28.58 43.68 113.81 -78.21 Peak
B @.877 19.82 28.54 39.56 189.92 -78.36 Peak
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

Level {dBuVim)

Date: 2025-12-23

140
130
10
a0
70
50 ‘M“““ﬂhﬂbuﬂmﬂmmem«Muwﬂ
30
10
0
0.15 0.2 0.5 1 2
Frequency (MHz)
Site : chamber
Condition : 3m
Job MNo. : 25847687319E-RFA1
Polarization : Parallel Tester: Colin Lin
Test Mode : BT Transmitting

Receiver Setting: RBW:18kHz VBW:38kHz

Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuv/m dB
1 1.283 -2.55 54.83 51.48 65.83 -14.35 Peak
2 2,155 -5.45 57.76 52.31 69.54 -17.23 Peak
3 3.364 -6.8@ 64.56 53.56 69.54 -18.93 Peak
4 5.961 -6.23 41.89 34.86 69.54 -34.68 Peak
5 0.854 -5.48 37.61 32.21 £9.54 -37.33 Peak
6 12.318 -4.78 36.47 31.69 £9.54 -37.85 Peak
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Shenzhen Accurate Technology Co., Ltd.

Report No.: 2504Z207319E-RFA1-00A

30MHz~1GHz

80

Level (dBuVim)

Date: 2025-12-23

70

60

50

0
30 50 100 200 500 1000
Frequency (MHz)
Site chamber
Condition 3m HORIZONTAL
Job No. 25047087319E-RFAL Tester: Colin Lin
Test Mode : BT Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Owver
Freq Factor Lewvel Level Line Limit Remark
MHz dBé/m  dBuV dBuV/m dBuV/m dB
1 36.589 -11.34 31.83 28.29 49.88 -19.71 Peak
2 95.8@4 -12.19 35.75 23.56 43.58 -19.94 Peak
3 191.577 -18.21 48.76 39.55% 43.58 -12.95 Peak
4 263.5868 -9.99 44.93 34.99 46.88 -11.81 Peak
5 487,157 -5.71 36.89 31.18 46.88 -14.82 Peak
B 455.187 -4.880 37.56 32.76 46.88 -13.24 Peak
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Report No.: 2504Z207319E-RFA1-00A

Level {dBuVim)

Date: 2025-12-23
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30 4
20
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30 50 100 200 500 1000
Frequency (MHz)
Site chamber
Condition 3m VERTICAL
Job No. 2584707319E-RFA1 Tester: Colin Lin
Test Mode BT Transmitting
Receiver Setting: RBW:188kHz VBW:308kHz
Read Limit  Ower
Freq Factor Lewel Level Line Limit Remark
MHz dB/m  dBuv dBuv/m dBuv/m dB
1 3@.264 -11.82 41.58 29.76 49.88 -18.24 Peak
2 65.429 -12.57 42.45 29.88 48.88 -18.12 Peak
3 95,728 -12.21 45.76 33.55 43.58 -9.95 Peak
4 143.578 -14.96 48.23 25.27 43.58 -18.23 Peak
5 191.489 -18.23 42.74 32.51 43.58 -18.99 Peak
B 271.444 -9.65 48.11 39.46 46.88 -15.54 Peak
7 454,589 -4.81 36.81 32.88 46.80 -14.80 Peak
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

PEAK OUTPUT POWER MEASUREMENT

Applicable Standard

According to §15.247(b) (1), for frequency hopping systems operating in the 2400-2483.5 MHz band
employing at least 75 on-overlapping hopping channels, and all frequency hopping systems in the
5725-5850 MHz band: 1 watt. And for all other frequency hopping systems in the 2400-2483.5 MHz band:
0.125 watts.

Test Procedure

According to ANSI C63.10-2020, section 7.8.5

Use the following spectrum analyzer settings:
a) Span: Approximately five times the 20 dB bandwidth, centered on a hopping channel.
b) RBW > 20 dB bandwidth of the emission being measured.
c) VBW = RBW.
d) Sweep: No faster than coupled (auto) time.
e) Detector function: Peak.
f) Trace: Max-hold.
g) Allow trace to stabilize.
h) Use the marker-to-peak function to set the marker to the peak of the emission.
i) The indicated level is the peak output power, after any corrections for external attenuators and
cables.

NOTE—A peak responding power meter may be used, where the power meter and sensor system video
bandwidth is greater than the occupied bandwidth of the unlicensed wireless device, rather than a spectrum

analyzer.
EUT _q Spectrum Analyzer

Attenuator

Test Data

Please refer to the Appendix for spot check data.
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

APPENDIX

Test Information:

Sample No.: | 3EDA-1 Test Date:  2025/12/29
Test Site: | RF Test Mode: | Transmitting
Tester:  Cayde Hou Test Result:  Pass

Environmental Conditions:

) Relative )
Temperatuore. 21.2 Humidity: 53 ATM Pressure: 100.9
(°C) ) (kPa)

Rev:A/4.0(2024/11/01) Page 23 of 26 TR-4-E-R014




Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

Spot Check with Maximum Conducted Output Power

Mode Test I(:hrﬂel_c'}Zl;ency Peak O(l:ithrl;l’lt) Power (Iaiénni:) Y ——
2402 4.34 21.00 Pass
DH5 2441 4.52 21.00 Pass
2480 4.72 21.00 Pass
2402 6.32 21.00 Pass
2DH5 2441 6.58 21.00 Pass
2480 6.79 21.00 Pass
2402 7.09 21.00 Pass
3DH5 2441 7.18 21.00 Pass
2480 21.00 Pass
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Shenzhen Accurate Technology Co., Ltd. Report No.: 2504Z07319E-RFA1-00A

EXHIBIT A-EUT PHOTOGRAPHS

Please refer to the Attachment No.1 2504Z07319E-RFA1 EUT External Photos and Attachment No.2
2504707319E-RFA1 EUT Internal Photos.
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EXHIBIT B-TEST SETUP

PHOTOGRAPHS

Please refer to the Attachment No.3 2504Z07319E-RFA1 Test Photos.

sk END OF REPORT *+%%%

Rev:A/4.0(2024/11/01)

Page 26 of 26

TR-4-E-R014




