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Report No.: DLE-260129031-1R

1. VERSION
Version No. Date Description
00 Mar. 16, 2026 Original
2. TEST SUMMARY
EMC Emission
Standard Test ltem Limit Result Remark
Conducted Emission at power ports Class B PASS
FCC PART 15B Radiated Emission below 1GHz Class B PASS
Radiated Emission above 1GHz Class B PASS

NOTE:

(1)” N/A” denotes test is not applicable in this Test Report

(2) Test Facility: Shenzhen DL Testing Technology Co., Ltd.

Address: 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1
Baolong Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China
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3. ENERAL INFORMATION
3.1 Description of Device (EUT)

Product Name: Video Baby monitor

Trade Mark: N/A

DY627, DY627RX, BM6K14L, BM6K13W, BM6K08L, BM6KO09L, BM6K10L,
BM6K08W, BM6K09W, BM6K10W

Test Model: DY627

All models are same as the samples except model name, they have the same
structure and circuit.

DC 3.7V from battery

DC 5V from adapter

Model: PS1OUA050K2000UU

Input: 100-240V~ 50/60Hz 0.35A Max

Output: 5.0V===2.0A

Manufacturer: Shenzhen Flypower Technology Co., Ltd.

Working Frequency: 2412-2462MHz(RX)

Model Number:

Model difference:

Power Supply:

Adapter:

NOTE:

(1) For a more detailed features description, please refer to the manufacturer’s specifications or the
User's Manual.

(2) The EUT’s all information provided by client.

3.2 Tested System Details

None.

3.3 Block Diagram of Test Set-up

EUT

EUT Adapter — AC Mains

3.4 Test Mode Description
Model. : On Mode Mode2. : Charging Mode

Note: All patterns have been tested, and the report only shows the worst pattern data.

3.5 Test Auxiliary Equipment

None.

3.6 Test Uncertainty
Conducted Emission Uncertainty . +2.56dB

Radiated Emission Uncertainty . +3.24dB

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 4 of 16
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260129031-1R

TEST INSTRUMENT USED
For Conducted Emission Test (843 Shielded Room)

Equipment Manufacturer Model Serial Last Cal. Next Cal.
s g‘gfri?ed YIHENG 843 Room 843 Nov. 05, 2023 | Nov. 04, 2026
EMI Receiver R&S ESR 101421 Oct. 25, 2025 Oct. 24, 2026

LISN R&S ENV216 102417 Oct. 25, 2025 Oct. 24, 2026
Clamp COM-POWER CLA-050 431072 Oct. 27, 2025 Oct. 26, 2026
3-Loop DAZE ZN30401 13021 Oct. 27,2025 | Oct. 26, 2026
Antenna
ISN T8 Schwarzbeck NTFM 8158 101135 Oct. 25, 2025 Oct. 24, 2026
ISN T5 Schwarzbeck NTFM 8158 101136 Oct. 25, 2025 Oct. 24, 2026

843 Cable 1# ChengYu CE Cable 001 Oct. 25, 2025 Oct. 24, 2026
843 Cable 1# ChengYu CL Cable 002 Oct. 25, 2025 | Oct. 24, 2026
For Radiated Emission Test (966 chamber)
Equipment Manufacturer Model Serial Last Cal. Next Cal.
966 chamber YIHENG 966 Room 966 Nov. 06, 2023 | Nov. 05, 2026
Spectrum Agilent E4408B MY50140780 | Oct. 25, 2025 | Oct. 24, 2026
Analyzer
EMI Receiver R&S ESRP7 101393 Oct. 25, 2025 Oct. 24, 2026
Amplifier Schwarzbeck BBV9743B 00153 Oct. 25, 2025 | Oct. 24, 2026
Amplifier EMEC EMO01G8GA 00270 Oct. 25,2025 | Oct. 24, 2026
Broadband Trilog | g0 7heck VULB9162 00306 Oct. 26,2025 | Oct. 25, 2026
Antenna
Horn Antenna Schwarzbeck BBHA9120D 02139 Oct. 26, 2025 Oct. 25, 2026
966 Cable 1# ChengYu 966 004 Oct. 25,2025 | Oct. 24, 2026
966 Cable 2# ChengYu 966 003 Oct. 25,2025 | Oct. 24, 2026
Other
Name Manufacturer Model Software version
EMC Conduction Test System FALA EZ EMC EMC-CON 3A1.1
EMC radiation test system FALA EZ EMC FA-03A2

Test Report

Tel: 400-688-3552

Web:www.dl-cert.com

Email: service@dl-cert.com

Page 5 of 16



mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

5. CONDUCTED EMISSION TEST
5.1 Block Diagram of Test Setup
For Mains Terminals Test

/ Vertical Reference
Ground Plane /Test Receiver

g —
O O © O
40cm EUT o o o o o
80cm
LISN
o hll ] — Ll

I L

\ Horizontal Reference

Ground Plane

Note: 1.Support units were connected to second LISN.
2.Both of LISNs (AMN) are 80 cm from EUT and at least 80 cm

from other units and other metal planes

5.2 Test Standard and Limit
FCC PART 15 B

Frequency Limits dB(uV)

MHz Quasi-peak Level Average Level
0.15~0.50 66 ~ 56* 56 ~ 46*
0.50~5.00 56 46
5.00~30.00 60 50

Notes: 1. *Decreasing linearly with logarithm of frequency.
2. The lower limit shall apply at the transition frequencies.
5.3 EUT Configuration on Test
The following equipment’s are installed on conducted emission test to meet FCC PART 15 B
requirement and operating in a manner which tends to maximize its emission characteristics in a normal
application.
5.4 Operating Condition of EUT
5.4.1 Setup the EUT and simulators as shown in Section 5.1.
5.4.2 Turn on the power of all equipments.
5.4.3 Let the EUT work in test modes and test it.

Test Report Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 6 of 16
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

5.5 Test Procedure
The EUT is put on the table and connected to the AC mains through a Artificial Mains Network (AMN)
or ISN. This provided a 500hm coupling impedance for the tested equipments. Both sides of AC line are
checked to find out the maximum conducted emission levels according to the ANSI C63.4 regulations
during conducted emission test.
The bandwidth of the test receiver (R&S Test Receiver ESR) is set at 10KHz.
The frequency range from 150 KHz to 30 MHz is investigated.

5.6 Test Result
PASS
Please refer to the following page.
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260129031-1R

Temperature: 25 C Relative Humidity: 54%
Pressure: 1010hPa Phase : L
Test Voltage : AC 120V/60Hz Test Mode: Mode 2
80.0 dBuVY
70
60 FCOC part15 CE{Class_B QP
50 1 FOC pgartfl 5 CE{Class_B AY
7
10 7 g 11
30 |3 0 T .
20 U MMT peal:
wm“mr*-m,r,_w
10 [y aen AVG
0
-10
-20
0.150 0.500 [MHz] 5.000 30.000
Frequency | Reading | Factor Level Limit |Margin
No- | " " MHz) | (dBuwv) | (dB) | (dBuv) | (dBuv) | (aB) |Detec®r |P/F| Remark
1 0.1680 36.75 9.92 46.67 65.06 |-18.39| QP P
2 0.1680 20.31 9.92 30.23 5606 |-2483| AVG | P
3 0.56280 3438 9.88 44 26 56.00 |-11.74| QP P
4 * 0.5280 2547 9.88 3535 4600 |[-1065| AVG | P
5 0.9645 2934 9.86 39.20 56.00 |-16.80| QP P
6 0.9645 16.86 9.86 26.72 4600 |[(-1928| AVG | P
7 2.3370 2506 9.98 35.04 56.00 |-2096| QP P
8 2.3370 13.65 9.98 23.63 46.00 |[-22.37| AVG | P
9 3.3315 2317 10.10 33.27 56.00 |-22.73| QP P
10 3.3315 12.14 10.10 2224 46.00 |[-23.76| AVG | P
11 275415 2330 1042 3372 6000 |-2628| QP P
12 275415 899 10.42 19.41 5000 |-3059| AVG | P
Remark:
Margin = Limit — Level, Correct Factor = Cable lose + LISN insertion loss, Level= Reading + Correct factor

Test Report

Tel: 400-688-3552

Web:www.dl-cert.com

Email: service@dl-cert.com

Page 8 of 16


mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260129031-1R

Temperature: 25 C Relative Humidity: 54%
Pressure: 1010hPa Phase : N
Test Voltage : AC 120V/60Hz Test Mode: Mode 2
80.0 dBu¥
70
FOC partlS CE{Class_B QP
60 —
50 |11 El FOC gartly CE{Class_B AV
—] r
7
40 9 +
e Vb i
30 hoos meﬁ_w
VAV 5 peck
20 ' P M bt | .
rot I" T W gl e
AVG
10
0
-10
-20
0.15%0 0.500 [MHz) 5.000 30.000
Frequency | Reading | Factor Level Limit |Margin
No- | " MHz) | (dBuv) | (dB) | (dBuV) | (dBuv) | (dB) | Dete%r [P/F| Remark
1 0.1680 36.28 9.93 46.21 65.06 |-18.85| QF P
2 0.1680 17.82 9.93 27.75 5506 |-27.31| AVG | P
3 0.5280 3998 9.68 49 86 56.00 | -6.14 QP P
4 * 0.5280 31.08 9.88 40.96 4600 | 504 | AVG | P
5 1.1085 33.44 9.96 43.40 56.00 |-1260| QP P
6 1.1085 21.79 9.96 31.75 46.00 |[-14.25| AVG | P
7 2.1345 3035 10.00 40.35 56.00 |-1585| QP P
8 2.1345 18.09 10.00 28.09 4600 1791 AVG | P
9 49605 26.31 1017 36.48 56.00 |-19.52| QF P
10 49605 1217 1017 22.34 46.00 |[-2366| AVG | P
11 27.4695 2515 10.37 3552 6000 |-2448| QP P
12 27.4695 11.65 1037 2202 5000 |-2798| AVG | P
Remark:
Margin = Limit — Level, Correct Factor = Cable lose + LISN insertion loss, Level= Reading + Correct factor

Test Report

Tel: 400-688-3552

Web:www.dl-cert.com

Email: service@dl-cert.com Page 9 of 16



mailto:service@dl-cert.com
../Documents/WXWork/1688855384515130/Cache/北测报告资料/文件專區/2006年新版報告格式/2006ReportFormats/ReFoDatabase/InputPowers.doc

Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

6. RADIATION EMISSION TEST
6.1 Block Diagram of Test Setup
Below 1GHz

Semi-anechoic 3m Chamber

Antenna Elevation Varies From 1to 4 m
Turn Table From 0°to 360°

>|

0.8m Turn Table

<4---

Above 1GHz

Anechoic 3m Chamber

Antenna Elevation Varies From 1to 4 m
Turn Table From 0°to 360°

| EUT |
Turn Table
Absorbers

em ANa e Network

R —

6.2 Test Standard and Limit
FCC PART 15 B
Below 1GHz
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

Frequency Distance Field Strengths Limits
(MHz) (Meters) (dBuV/m)
30~ 88 3 40.0
88 ~ 216 3 43.5
216 ~ 960 3 46.0
960 ~ 1000 3 54.0
Above 1GHz
Frequency Distance Field Strengths Limits
MHz (Meters) dB(uV)/m Detector
1000~6000 3 74.0 PEAK
1000~6000 3 54.0 AVERAGE
Remark:

(1) The smaller limit shall apply at the cross point between two frequency bands.

(2) Distance refers to the distance in meters between the measuring instrument, antenna and the
closed point of any part of the device or system.

6.3 EUT Configuration on Test
The FCC PART 15 B regulations test method must be used to find the maximum emission during
radiated emission test.
The configuration of EUT is the same as used in conducted emission test.
Please refer to Section 5.3.
6.4 Operating Condition of EUT
Same as conducted emission test, which is listed in Section 5.4 except the test set up replaced as
Section 6.2.
6.5 Test Procedure

1) The radiated emissions test was conducted in a semi-anechoic chamber.

2) The tabletop EUT was placed upon a non-metallic table 0.8m above the ground reference plane.
And for floor-standing arrangement, the EUT was placed on the horizontal ground reference plane, but
separated from metallic contact with the ground reference plane by 0.1m of insulation.

3) Before final measurements of radiated emissions, a pre-scan was performed in the spectrum
mode with the peak detector to find out the maximum emissions spectrum plots of the EUT.

4) The frequencies of maximum emission were determined in the final radiated emissions
measurement. At each frequency, the EUT was rotated 360°, and the antenna was raised and lowered
from 1 to 4 meters in order to determine the maximum disturbance. Measurements were performed for
both horizontal and vertical antenna polarization.

5) The bandwidth setting on the field strength meter (R&S Test Receiver ESCI) is set at 120KHz.

6) The frequency range from 30MHz to 6000MHz is checked.

6.6 Test Result

PASS
Please refer to the following page.
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

Radiation Emission Test Data
Temperature: 24.5C Relative Humidity: 54%
Pressure: 1009hPa Polarization: Horizontal
Test Voltage: DC 3.7V Test Mode: Mode 1
80.0 dBu¥/m
Fill
60
FCC Cla=z B IJH Radkated |
50 Margin {6 dB -
I =1
| : ff
: o
-0 1 [z q %M
AT
(e [ TIIPOR Ll S
10
L1}
-10
=20
30.000 E0.00 [MHz] 300.00 1000000
Reading Correct Measure- o .
No. Mk.  Freq. Level Factor ment Limit Margin
MHz dBuVv dBim dBuYim dBuV/m dB Detector  Comment
1 450164 2729 -6.35 2094 40.00 -19.06 QP
2 51.3005 2717 -6.88 2029 40.00 -19.71 QP
3 991797 27.59 -8.96 18.63 43.50 -24 87 QP
4 287.9904 40.96 6.25 3471 46.00 -11.29 QP
5 4805276 4353 -1.99 4154 46.00 -4 46 QP
5 7501083 33.83 3.07 36.90 46.00 -9.10 QP
Remark:

Correct Factor=Cable loss+Antenna factor-Freamplifier
MeasurementLevel = Reading Level + Correct Factor, Margin = Measurement Level- Limit;
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R
Radiation Emission Test Data
Temperature: 24.5C Relative Humidity: 54%
Pressure: 1009hPa Polarization: Vertical
Test Voltage: DC 3.7V Test Mode: Mode 1
80.0 dBu¥./m
70
60
FCC Clai=s B 2H Raddated |
50 M rg;n g dB
I
40 I . gw
[ a
3" et
1
“ ol u"x\'.'.fwn 2 4 W4' ol
10
1]
-10
-20
30.000 E0.00 300,00 1000.000
Reading Correct Measure- o ]
No. Mk.  Freq. Level Factor ment Limit Margin
MHz dBuv dB/m dBuV/m dBuVim dB Detector  Comment
1 42 8998 31.05 -7.47 2358 40.00 -16.42 QP
2 57.7962 27.96 -7.55 20.41 40.00 -19.59 apP
3 104.5361 27.45 -8.38 19.07 43.50 -24.43 apP
4 213.0151 28.00 -8.33 19.67 43 50 -23.83 QP
5 541 3725 33.96 -0.60 33.36 46.00 -12.64 QP
6 * 9225157 28.65 6.01 34 66 46.00 -11.34 QP
Remark:

Correct Factor=Cable loss+Antenna factor-Freamplifier

MeasurementLevel = Reading Level + Correct Factor, Margin = Measurement Level- Limit;
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260129031-1R

Radiation Emission Test Data (Above 1GHz)
Temperature: 245 C Relative Humidity: 54%
Pressure: 1009hPa Polarization: Horizontal
Test Voltage: DC 3.7V Test Mode: Mode 1
80.0 dBu¥
FCC Abovwe 1G PK
0
60
50
40 i > -+ % 1) &
a0
20
10
1]
-10
-20
1000.000 [MHz] bOODO.0OO
Reading Correct Measure- o ]
No. Mk.  Freq. Level Factor ment Limit IMargin
MHz dBuv dB dBuv dBuVv dB Detector  Comment
1 1145.881 5548 -20.18 35.30 74.00 -38.70 QP
2 1599.100 52.34 -17.97 34.37 74.00 -39.63 QP
3 * 2397.385 51.82 -14.94 36.88 74.00 -37.12 QF
4 3369.664 4842 -11.80 36.62 74.00 -37.28 QF
5 4561 357 4203 -6.25 3578 74.00 -38.22 QP
5] 5840 889 38.28 -2.02 36.26 74.00 -37.74 QP
Remark:

Correct Factor=Cable loss+Antenna factor-Freamplifier
MeasurementLevel = Reading Level + Correct Factor, Margin = Measurement Level- Limit;
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260129031-1R

Radiation Emission Test Data (Above 1GHz)
Temperature: 245 C Relative Humidity: 54%
Pressure: 1009hPa Polarization: Vertical
Test Voltage: DC 3.7V Test Mode: Mode 1
80.0 dBuY

FCC Aboye 1G PE

70
60
50
& 5 %
30
20
10
0
-10
-20
1000.000 MHz] 5000000
Reading Correct Measure- o _
No. Mk.  Freq. Level Factor ment Limit Margin
MHz dBuY dB dBuv dBuv dB Detector  Comment
1 1196.231 56.14 -19.92 36.22 74.00 -37.78 QP
2 1454232 55.15 -18.70 36.45 74.00 -37.55 QP
3 2547974 52.75 -15.45 37.30 74.00 -36.70 QP
4 * 3607.084 51.15 -10.35 40.80 74.00 -33.20 QP
5 4561.357 46.03 -6.25 39.78 74.00 -34.22 QP
6 5625198 43.60 -3.03 40.57 74.00 -33.43 QP
Remark:

Correct Factor=Cable loss+Antenna factor-Freamplifier
MeasurementLevel = Reading Level + Correct Factor, Margin = Measurement Level- Limit;
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7. TEST SEUUP PHOTO
Reference to the appendix | for details.

8. EUT PHOTOGRAPHS
Reference to the appendix Il for details.

XXX END OF REPORT X% M%%%
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