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2. PRODUCT INFORMATION AND TEST SETUP

2.1 Product Information

Model/Type reference: HY830

Model Difference: N/A

Bluetooth Version: Bluetooth 5.0

Wi-Fi Specification: IEEE 802.11a/b/g/n/ac
Hardware Version: V1.0

Software Version: V1.0

Bluetooth: 2402-2480MHz

WiFi(2.4G): IEEE 802.11b/g/n 20: 2412-2462MHz/ 11 channel

IEEE 802.11n 40: 2422-2452MHz/ 7 channel

IEEE 802.11a/n/ac(20M): 5150MHz ~5250MHz/ 4 channel
IEEE 802.11n/ac(40M): 5150MHz ~5250MHz/ 2 channel
IEEE 802.11ac(80M): 5150MHz ~5250MHz/ 1 channel

IEEE 802.11a/n/ac(20M): 5725MHz ~5850MHz/ 5 channel
IEEE 802.11n/ac(40M): 5725MHz ~5850MHz/ 2 channel

IEEE 802.11ac(80M): 5725MHz ~5850MHz/ 1 channel
GSM/GPRS/EDGE 850: 824~849MHz
GSM/GPRS/EDGE 1900: 1850~1910MHz

WCDMA Band 2: 1850~1910MHz
WCDMA Band 5: 824~849MHz
FDD-LTE BAND 5: 824-849MHz
FDD-LTE BAND 7: 2500-2570MHz
TDD-LTE BAND 38: 2570-2620MHz
TDD-LTE BAND 40A: 2305-2315MHz
TDD-LTE BAND 40B: 2350-2360MHz
TDD-LTE BAND 41: 2535-2675MHz
RFID: 902-928MHz

Operation Frequency:

Bluetooth BLE: 0.642dBm
Bluetooth EDR: 7.802dBm
WiFi (2.4G): 21.409dBm
WiFi (5G): 14.271dBm

Max. RF output power: RFID: 28.654dBm
GSM850: 31.39dBm
GSM1900: 27.69dBm
WCDMA Band 2: 19.73dBm
WCDMA Band 5: 22.19dBm

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 5 of 138



Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RH08

FDD-LTE BAND 5: 23.07 dBm
FDD-LTE BAND 7: 20.83 dBm
TDD-LTE BAND 38: 21.08 dBm
TDD-LTE BAND 40A: 19 dBm
TDD-LTE BAND 40B: 18.36dBm

TDD-LTE BAND 41: 21.17dBm

0.92 W/Kg 1g Head Tissue
Max.SAR: 0.72 W/Kg 1g Body Tissue

0.72 W/Kg 1g Hotspot

1.48 W/Kg 1g Head Tissue
Max Simultaneous SAR 1.30 W/Kg 1g Body Tissue

1.30 W/Kg 1g Hotspot

Bluetooth BLE: GFSK

Bluetooth EDR: GFSK, 11/4 DQPSK, 8DPSK

WiFi(2.4G): DSSS, OFDM
Type of Modulation: WiFi (5G): OFDM

2 3G: GMSK, BPSK

4G: QPSK, 16QAM

RFID: ASK

Antenna installation: Internal antenna

Bluetooth: 1.45dBi

WiFi (2.4G): 1.45dBi

WiFi (5.2G): 0.58dBi

WiFi (5.8G): -0.19dBi

RFID: 4.0dBi

GSM850: 1.41dBi

GSM1900: 3.29dBi
Antenna Gain: WCDMA Band 2: 3.29dBi

WCDMA Band 5: 1.41dBi

FDD-LTE BAND 5: 1.41dBi

FDD--LTE BAND 7: 5.31dBi

TDD-LTE BAND 38: 5.09dBi
TDD-LTE BAND 40A: 4.08dBi

TDD-LTE BAND 40B: 3.69dBi
TDD-LTE BAND 41: 5.09dBi

INPUT:100-240V 50-60Hz 0.8A
Ratings: OUTPUT: 5V 3A, 9V 2.25A, 12V 1.67A

DC 7.7V by battery

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 6 of 138
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Equipment Used during Test

Equipment List

Name of . Calibration Calibration
Equipment Manufacturer Type/Model Serial Number Date Due
Dags acquition SPEAG DAE4 881 2025/10/15 | 2026/10/14
electronics
Dosimetric E- 7965
old Prades SPEAG EX3DV4 (750/5800MHz) | 2025107 2026/10/6
Dosimewic E- SPEAG EX3DV4 7965 2025/11/24 | 2025/11/23
field Probes
Dosimetric' E- SPEAG ES3DV3 3089 2025/8/15 2026/8/14
field Probes
SAR test SPEAG DASY 52 52.10.3.1513 / /
software
Dipole SPEAG D835V2 4d125 2025/8/1 2028/7/31
Dipole SPEAG D900V2 1d012 2025/8/4 2028/8/3
Dipole SPEAG D1900V2 5d145 2025/8/4 2028/8/3
Dipole SPEAG D2300V2 1157 2025/8/4 2028/8/3
Dipole SPEAG D2450V2 801 2025/8/1 2028/7/31
Dipole SPEAG D2600V2 1232 2025/8/4 2028/8/3
Dipole SPEAG D5GHZV?2 1190 2025/7/31 2028/7/30
Cegpmuniggtion R&S CMW500 102698 2025/5/22 2026/5/21
test set
Network R&S ZVB 8 100348 2025/5/22 2026/5/21
analyzer
Diglectric .. SPEAG DAK-3.5 3.0.6.14 / /
Assessment Kit
power meter Agilent E4419B GB42421440 | 2025/5/22 2026/5/21
MXgsignal Agilent N5181A MY49060920 | 2025/5/22 2026/5/21
analyzer
RF Power Meter Agilent E9301A MY41495675 | 2025/5/23 2026/5/22
Amplifier 300- SHWPAS
SHW 00300420P30 22110401 2025/5/23 2026/5/22
4200MHz PR
Amplifier 2- SHWPLs
P SHW 02000600P30 24072501 2025/5/23 2026/5/22
6GHz
40-S
Thermometer SMART
fad Hyfhomerct ENsoft AR867 / 2025/6/3 2026/6/2
Phantom(S) SPEAG SAM 1 TP-1119 / /
Phantom(S) SPEAG SAM 2 TP-1410 /
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3.2 Test Equipment Calibration

All the test equipments used are valid and calibrated by CEPREI Certification Body that
address is N0.110 Dongguan Zhuang RD. Guangzhou, P.R.China.

FCC Test Firm Registration Number: 292923
IC Registered No.:25587
CAB identifier: CNO098
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4  SAR Introduction

4.1 Introduction

This measurement report shows compliance of the EUT with ANSI/IEEE C95.1-2006 and FCC 47 CFR Part2
(2.1093).The test procedures, as described in IEEE 1528-2013 Standard for IEEE Recommended Practice for
Determining the Peak Spatial-Average Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques(300MHz~6GHz) and Published RF Exposure KDB Procedures

4.2 SAR Definition
SAR : Specific Absorption Rate
The SAR characterize the absorption of energy by a quantity of tissue
This is related to a increase of the temperature of these tissues during a time period.

2
DAS = P&~
o
DAS — d [ dWw _ d{ dw
dr | dm dt | pdV
DAS = o, 32
dr |, g
SAR definition oE*

SAR : Specific Absorption Rate
= ¢ :Liquid conductivity

o€, =€~ je” (complex permittivity of liquid)

1
E w

o0 =
€o

= p: Liquid density
o p=1000 g/L= 1000Kg/m?

where:
o = conductivity of the tissue (S/m)
p = mass density of the tissue (kg/m3)
E = rms electric field strength (V/m)
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5 SAR Measurement Setup

51 SAR MEASUREMENT SETUP

The DASYS5 system for performing compliance tests consists of the following items:

A standard high precision 6-axis robot (Staubli RX family) with controller and software. An arm extension for
accommodating the data acquisition electronics (DAE).

A dosimetric probe, i.e. an isotropic E-field probe optimized and calibrated for usage in tissue simulating liquid. The
probe is equipped with an optical surface detector system.

A data acquisition electronic (DAE) which performs the signal amplification, signal multiplexing, AD- conversion,
offset measurements, mechanical surface detection, collision detection, etc. The unit is battery powered with
standard or rechargeable batteries. The signal is optically transmitted to the EOC.

A unit to operate the optical surface detector which is connected to the EOC.

The Electro-Optical Coupler (EOC) performs the conversion from the optical into a digital electric signal of the DAE.
The EOC is connected to the DASY5 measurement server.

The DASY5 measurement server, which performs all real-time data evaluation for field measurements and surface
detection, controls robot movements and handles safety operation. A computer operating Windows 2003.

DASY5 software and SEMCAD data evaluation software.

Remote control with teach panel and additional circuitry for robot safety such as warning lamps, etc. The generic
twin phantom enabling the testing of left-hand and right-hand usage.

The device holder for handheld Mobile Phones.

Tissue simulating liquid mixed according to the given recipes.

System validation dipoles allowing to validate the proper functioning of the system.

rabot gontroliar
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5.2 DASY5 E-field Probe System
The SAR measurements were conducted with the dosimetric probe ES3DV3/EX3DV4 (manufactured by SPEAG),
designed in the classical triangular configuration and optimized for dosimetric evaluation.

5.3 Probe Specification

Construction ~ Symmetrical design with triangular core

Interleaved sensors

Built-in shielding against static charges

PEEK enclosure material (resistant to organic solvents, e.g., DGBE)

Calibration ISO/IEC 17025 calibration service available.

Frequency 4 MHz — 10 GHz —— —
Linearity: 0.2 dB (30 MHz — 10 GHz) = P
Directivity +0.1 dB in TSL (rotation around probe axis) [~ - A
+0.3 dB in TSL (rotation normal to probe axis) A
Dynamic Range 10 pW/g — >100 W/kg ) w

Linearity: 0.2 dB (noise: typically <1 pw/g) B "

Dimensions Overall length: 337 mm (tip: 20 mm)
Tip diameter: 2.5 mm (body: 12 mm) -
Typical distance from probe tip to dipole centers: 1 mm E - P

Application General dosimetry up to 10 GHz
Dosimetry in strong gradient fields
Compliance tests of Mobile Phones

Compatibility DASY3, DASY4, DASY52 SAR and higher, EASY4/MRI

5.4 Isotropic E-Field Probe

The isotropic E-Field probe has been fully calibrated and assessed for isotropicity, and boundary effect within
a controlled environment. Depending on the frequency for which the probe is calibrated the method utilized for
calibration will change.

The E-Field probe utilizes a triangular sensor arrangement as detailed in the diagram below:

DIPOLE SENSOR

HIGH-RESISTANCE LINES ’ / //
—_— ]
/ ¢

e

A-BEAM I-BEAM
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5.5 Phantoms
The phantom used for all tests i.e. for both system checks and device testing, was the twin-headed "SAM
Phantom", manufactured by SPEAG. The SAM twin phantom is a fiberglass shell phantom with 2mm shell
thickness (except the ear region, where shell thickness increases to 6mm).
System checking was performed using the flat section, whilst Head SAR tests used the left and right head
profile sections. Body SAR testing also used the flat section between the head profiles.

SAM Twin Phantom

5.6 Device Holder
The device was placed in the device holder (illustrated below) that is supplied by SPEAG as an integral part of
the DASY system.

The DASY device holder is designed to cope with the different positions given in the standard. It has two
scales for device rotation (with respect to the body axis) and device inclination (with respect to the line
between the ear reference points). The rotation centers for both scales is the ear reference point (ERP). Thus
the device needs no repositioning when changing the angles.

Device holder supplied by SPEAG

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 12 of 138
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6 SAR Test Procedure

6.1 Scanning Procedure
The DASYS5 installation includes predefined files with recommended procedures for measurements and
validation. They are read-only document files and destined as fully defined but unmeasured masks. All test
positions (head or body-worn) are tested with the same configuration of test steps differing only in the grid
definition for the different test positions.

The “reference” and “drift” measurements are located at the beginning and end of the batch process. They
measure the field drift at one single point in the liquid over the complete procedure. The indicated drift is
mainly the variation of the DUT’s output power and should vary max. £ 5 %.

The “surface check” measurement tests the optical surface detection system of the DASY5 system by
repeatedly detecting the surface with the optical and mechanical surface detector and comparing the results.
The output gives the detecting heights of both systems, the difference between the two systems and the
standard deviation of the detection repeatability. Air bubbles or refraction in the liquid due to separation of the
sugar-water mixture gives poor repeatability (above + 0.1mm). To prevent wrong results tests are only
executed when the liquid is free of air bubbles. The difference between the optical surface detection and the
actual surface depends on the probe and is specified with each probe (It does not depend on the surface
reflectivity or the probe angle to the surface within + 30°.)

Area Scan

The Area Scan is used as a fast scan in two dimensions to find the area of high field values before running a
detailed measurement around the hot spot.Before starting the area scan a grid spacing of 15 mm x 15 mm is
set. During the scan the distance of the probe to the phantom remains unchanged. After finishing area scan,
the field maxima within a range of 2 dB will be ascertained.

Zoom Scan

Zoom Scans are used to estimate the peak spatial SAR values within a cubic averaging volume containing 1
g and 10 g of simulated tissue. The default Zoom Scan is done by 7x7x5 points within a cube whose base is
centered around the maxima found in the preceding area scan.

Spatial Peak Detection

The procedure for spatial peak SAR evaluation has been implemented and can determine values of masses
of 1g and 10g, as well as for user-specific masses.The DASY5 system allows evaluations that combine
measured data and robot positions, such as: « maximum search « extrapolation « boundary correction « peak
search for averaged SAR During a maximum search, global and local maxima searches are automatically
performed in 2-D after each Area Scan measurement with at least 6 measurement points. It is based on the
evaluation of the local SAR gradient calculated by the Quadratic Shepard’s method. The algorithm will find the
global maximum and all local maxima within -2 dB of the global maxima for all SAR distributions.

Extrapolation routines are used to obtain SAR values between the lowest measurement points and the inner
phantom surface. The extrapolation distance is determined by the surface detection distance and the probe
sensor offset. Several measurements at different distances are necessary for the extrapolation.

Extrapolation routines require at least 10 measurement points in 3-D space. They are used in the Zoom Scan
to obtain SAR values between the lowest measurement points and the inner phantom surface. The routine
uses the modified Quadratic Shepard’s method for extrapolation. For a grid using 7x7x5 measurement points
with 5mm resolution amounting to 343 measurement points, the uncertainty of the extrapolation routines is
less than 1% for 1g and 10g cubes.

A Z-axis scan measures the total SAR value at the x-and y-position of the maximum SAR value found during
the cube 7x7x5 scan. The probe is moved away in z-direction from the bottom of the SAM phantom in 5mm
steps.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 13 of 138
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Data Storage and Evaluation

Data Storage

The DASYS5 software stores the acquired data from the data acquisition electronics as raw data (in microvolt
readings from the probe sensors), together with all necessary software parameters for the data evaluation
(probe calibration data, liquid parameters and device frequency and modulation data) in measurement files
with the extension “.DA4”. The software evaluates the desired unit and format for output each time the data is
visualized or exported. This allows verification of the complete software setup even after the measurement
and allows correction of incorrect parameter settings. For example, if a measurement has been performed
with a wrong crest factor parameter in the device setup, the parameter can be corrected afterwards and the
data can be re-evaluated.

The measured data can be visualized or exported in different units or formats, depending on the selected
probe type ([V/m], [A/m], [°C], [W/kg], [mW/cm?], [dBrel], etc.). Some of these units are not available in certain
situations or show meaningless results, e.g., a SAR output in a lossless media will always be zero. Raw data
can also be exported to perform the evaluation with other software packages.

Data Evaluation

The SEMCAD software automatically executes the following procedures to calculate the field units from the
microvolt readings at the probe connector. The parameters used in the evaluation are stored in the
configuration modules of the software:

Probe Sensitivity: Normi, aio,
parameters: ail, ai2
Conversion factor: ConvFi
Diode compression Dcpi
point:
Device Frequency: f
parameters:
Crest factor: cf
Media Conductivity: o
parameters:
Density: P

These parameters must be set correctly in the software. They can be found in the component documents or
they can be imported into the software from the configuration files issued for the DASY5 components. In the
direct measuring mode of the multimeter option, the parameters of the actual system setup are used. In the
scan visualization and export modes, the parameters stored in the corresponding document files are used.

The first step of the evaluation is a linearization of the filtered input signal to account for the compression
characteristics of the detector diode. The compensation depends on the input signal, the diode type and the
DC-transmission factor from the diode to the evaluation electronics. If the exciting field is pulsed, the crest
factor of the signal must be known to correctly compensate for peak power. The formula for each channel can
be given as:

Vo=, 02 o

) Toddep,

Vi: compensated signal of channel (i =x,y, z) Ui: input signal of channel (i=x,y, z)
cf:  crest factor of exciting field (DASY parameter) dcpi: diode compression point (DASY parameter)

From the compensated input signals the primary field data for each channel can be evaluated:
[ V;
E: = \ Norm; - ConvF

E — fieldprobes :

aio + a1 f + aia f?

H — fieldprobes : H =V,

Vi:  compensated signal of channel (i =X, Yy, z) Normi: sensor sensitivity of channel (i=x,y, z),
[mV/(V/Im)2] for E-field Probes ConvF:sensitivity enhancement in solution

aij:  sensor sensitivity factors for H-field probes f: carrier frequency [GHz]

Ei: electric field strength of channel i in V/m Hi: magnetic field strength of channel i in A/m
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The RSS value of the field components gives the total field strength (Hermitian magnitude):

B = JE;% + B2 4 B2

The primary field data are used to calculate the derived field units.

SAR=FE?, ————
ot 51000
SAR:local specific absorption rate in W/kg Etot: total field strength in V/m
o:  conductivity in [mho/m] or [Siemens/m] p: equivalent tissue density in g/lcm3

Note that the density is normally set to 1 (or 1.06), to account for actual brain density rather than the
density of the simulation liquid.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 15 of 138



Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

6.2 Extrapolation

Extrapolation routines are used to obtain SAR values between the lowest measurement points and the inner
phantom surface. The extrapolation distance is determined by the surface detection distance and the probe
sensor offset. Several measurements at different distances are necessary for the extrapolation.

They are used in the Cube Scan to obtain SAR values between the lowest measurement points and the
inner phantom surface. The routine uses the fourth order least square polynomial method for extrapolation.
For a grid using 5x5x7 measurement points with 5mm resolution amounting to 343 measurement points, the
uncertainty of the extrapolation routines is less than 1% for 1 g and 10 g cubes.

6.3 Ear Reference Point

Figure 6.2 shows the front, back and side views of the SAM Phantom. The point “M” is the reference point for
the center of the mouth, “LE” is the left ear reference point (ERP), and “RE” is the right ERP. The ERPs are
15mm posterior to the entrance to the ear canal (EEC) along the B-M line (Back-Mouth), as shown in Figure
6.1. The plane passing through the two ear canals and M is defined as the Reference Plane. The line N-F
(Neck-Front) is perpendicular to the reference plane and passing through the RE (or LE) is called the
Reference Pivoting Line (see Figure 6.1). Line B-M is perpendicular to the N-F line. Both N-F and B-M lines
are marked on the external phantom shell to facilitate handset positioning [5].

ERP . car referonce paint

EEC - entrance 1o e sonnd
) j Figure 6.2 Front, back and side view of SAM
Figure 6.1 Close-up

side view of ERP’s

6.4 Device Reference Points

Two imaginary lines on the device need to be established: the vertical centerline and the horizontal line. The
test device is placed in a normal operating position with the “test device reference point” located along the
“vertical centerline” on the front of the device aligned to the “ear reference point” (See Fig. 6.3). The “test
device reference point” is than located at the same level as the center of the ear reference point. The test
device is positioned so that the “vertical centerline” is bisecting the front surface of the device at it's top and
bottom edges, positioning the “ear reference point” on the outer surface of both the left and right head
phantoms on the ear reference point [5].

Figure 6.3 Handset Vertical Center & Horizontal Line Reference Points
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6.5 Test Configuration — Positioning for Cheek / Touch
1. Position the device close to the surface of the phantom such that point A is on the (virtual) extension
of the line passing through points RE and LE on the phantom (see Figure below), such that the plane
defined by the vertical center line and the horizontal line of the device is approximately parallel to the
sagittal plane of the phantom

LE
Figure 7.1 Front, Side and Top View of Cheek/Touch Position

2. Translate the device towards the phantom along the line passing through RE and LE until the device
touches the ear.

3. While maintaining the device in this plane, rotate it around the LE-RE line until the vertical centerline
is in the plane normal to MB-NF including the line MB (called the reference plane).

4. Rotate the device around the vertical centerline until the device (horizontal line) is symmetrical with
respect to the line NF.

5.  While maintaining the vertical centerline in the reference plane, keeping point A on the line passing
through RE and LE and maintaining the device contact with the ear, rotate the device about the line
NF until any point on the device is in contact with a phantom point below the ear (cheek). See
Figure below.

Fiaure 7.2 Side view w/ relevant markings
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6.6 Test Configuration — Positioning for Ear / 15° Tilt
With the test device aligned in the Cheek/Touch Position”:

1. While maintaining the orientation of the device, retracted the device parallel to the reference plane far
enough to enable a rotation of the device by 15 degrees.

2. Rotate the device around the horizontal line by 15 degrees.

3. While maintaining the orientation of the device, move the device parallel to the reference plane until any
part of the device touches the head. (In this position, point A is located on the line RE-LE). The tilted
position is obtained when the contact is on the pinna. If the contact is at any location other than the pinna,
the angle of the device shall be reduced. The tilted position is obtained when any part of the device is in
contact with the ear as well as a second part of the device is in contact with the head (see Figure below).

Figure 7.3 Front, Side and Top View of Ear/15° Tilt Position

6.7 Test Position — Body Configurations

Body Worn Position
(a) To position the device parallel to the phantom surface with either keypad up or down.
(b) To adjust the device parallel to the flat phantom.

(c) To adjust the distance between the device surface and the flat phantom to 0.5 cm or holster surface and
the flat phantom to 0 cm.
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7  Exposure limit

In order for users to be aware of the body-worn operating requirements for meeting RF exposure compliance,
operating instructions and cautions statements are included in the user's manual.

7.1 Uncontrolled Environment

Uncontrolled Environments are defined as locations where there is the exposure of individuals who have no
knowledge or control of their exposure. The general population/uncontrolled exposure limits are applicable to
situations in which the general public may be exposed or in which persons who are exposed as a
consequence of their employment may not be made fully aware of the potential for exposure or cannot
exercise control over their exposure. Members of the general public would come under this category when
exposure is not employment-related; for example, in the case of a wireless transmitter that exposes persons
in its vicinity.

7.2 Controlled Environment

Controlled Environments are defined as locations where there is exposure that may be incurred by persons
who are aware of the potential for exposure, (i.e. as a result of employment or occupation). In general,
occupational/controlled exposure limits are applicable to situations in which persons are exposed as a
consequence of their employment, who have been made fully aware of the potential for exposure and can
exercise control over their exposure. This exposure category is also applicable when the exposure is of a
transient nature due to incidental passage through a location where the exposure levels may be higher than
the general population/uncontrolled limits, but the exposed person is fully aware of the potential for exposure
and can exercise control over his or her exposure by leaving the area or by some other appropriate means.

Table 8.1 Human Exposure Limits

UNCONTROLLED ENVIRONMENT CONTROLLED ENVIROMENT
General Population Professional Population
(Wike) or (mW/g) (Wke) or (mW/g)
SPATIAL PEAK SAR'
Brain 1.60 8.00
SPATIAL AVERAGE SAR’
Whole Body 0.08 0.40
SPATIAL PEAK SAR’® .
Hands, Feet, Ankles. Wnists 4.00 20.00

' The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as a tissue volume in the shape of
a cube) and over the appropriate averaging time.

The Spatial Average value of the SAR averaged over the whole body
* The Spatial Peak value of the SAR averaged over any 10 grams of tissue (defined as a tissue volume in the shape
of a cube) and over the appropriate averaging time.
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8 System and liquid validation

8.1 System validation
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The system performance check verifies that the system operates within its specifications. System and
operator errors can be detected and corrected. It is recommended that the system performance check be
performed prior to any usage of the system in order to guarantee reproducible results. The system
performance check uses normal SAR measurements in a simplified setup with a well characterized source.
This setup was selected to give a high sensitivity to all parameters that might fail or vary over time. The
system check does not intend to replace the calibration of the components, but indicates situations where the
system uncertainty is exceeded due to drift or failure.

In the simplified setup for system evaluation, the DUT is replaced by a calibrated dipole and the power
source is replaced by a continuous wave that comes from a signal generator. The calibrated dipole must be
placed beneath the flat phantom section of the SAM twin phantom with the correct distance holder. The
distance holder should touch the phantom surface with a light pressure at the reference marking and be
oriented parallel to the long side of the phantom. The equipment setup is shown below:

1. Signal Generator
2. Amplifier

3. Directional Coupler
4. Power Meter

5. Calibrated Dipole

The output power on dipole port must be calibrated to 30 dBm (1000 mW) before dipole is connected.
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Numerical reference SAR values (W/kg) for reference dipole and flat phantom

Local SAR at
Frequency LOEEl S dl surface(y =2 cm
1g SAR 10g SAR surface(above
(MHz) feed-point) offset fr_om
feedpoint)
300 3.02 2.04 4.40 2.10
450 4,92 3.28 7.20 3.20
750 8.49 5.55 12.6 4.59
835 9.56 6.22 14.1 4,90
900 10.9 6.99 16.4 5.40
1450 29.0 16.0 50.2 6.50
1800 38.4 20.1 69.5 6.80
1900 39.7 20.5 72.1 6.60
2000 41.1 21.1 74.6 6.50
2450 52.4 24.0 104 7.70
2600 55.3 24.6 113 8.29
3000 63.8 25.7 140 9.50
Table 1: system validation (19)
Measurement Frequency | Liquid Type Target Measured Normalized Deviation
ot (MHz) | (head/body) ?vﬁt% ?vﬁtg)] ?V’\*”Ff(;%‘ (+10%)
2025/11/21 835 head 9.57 2.32 9.28 -3.03
2025/11/22 835 head 9.57 2.41 9.64 0.73
2025/12/5 835 head 9.57 2.18 8.72 -8.88
2025/12/14 835 head 9.57 2.21 8.84 -7.63
2025/12/11 900 head 11.1 2.77 11.08 -0.18
2025/12/17 1900 head 39.8 10.44 41.76 4.92
2025/12/15 1900 head 39.8 10.38 41.52 4.32
2026/1/11 2300 head 48.6 12.9 51.6 6.17
2026/1/13 2300 head 48.6 13.2 52.8 8.64
2025/12/8 2450 head 53.2 12.15 48.6 -8.65
2025/12/23 2600 head 55.7 12.54 50.16 -9.95
2025/12/7 2600 head 55.7 13.07 52.28 -6.14
2025/12/21 2600 head 55.7 14.53 58.12 4.34
2025/12/20 2600 head 55.7 15.29 61.16 9.80
2026/1/12 5200 head 77.2 7.33 73.3 -5.05
2026/1/12 5800 head 78.6 8.14 814 3.56

Note: system check input power: 250mW, above 5GHz the input power is 100mW ..
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8.2 liquid validation

The dielectric parameters were checked prior to assessment using the HP85070C dielectric probe kit. The

dielectric parameters measured are reported in each correspondent section.

KDB 865664 recommended Tissue Dielectric Parameters

The head and body tissue parameters given in this below table should be used to measure the SAR of
transmitters operating in 100 MHz to 6 GHz frequency range. The tissue dielectric parameters of the tissue
medium at the test frequency should be within the tolerance required in this document. The dielectric
parameters should be linearly interpolated between the closest pair of target frequencies to determine the
applicable dielectric parameters corresponding to the device test frequency.

The head tissue dielectric parameters recommended by IEEE Std 1528-2013 have been incorporated in the
following table. These head parameters are derived from planar layer models simulating the highest
expected SAR for the dielectric properties and tissue thickness variations in a human head. Other head and
body tissue parameters that have not been specified in 1528 are derived from tissue dielectric parameters
computed from the 4-Cole-Cole equations described above and extrapolated according to the head

parameters specified in 1528.

Target Frequency Head/Body Tissue
MHz er O (S/m)
150 52.3 0.76
300 45.3 0.87
450 43.5 0.87
835 415 0.90
900 415 0.97
915 415 0.98
1450 40.5 1.20
1610 40.3 1.29

1800-2000 40.0 1.40
2450 39.2 1.80
2600 39.0 1.96
3000 38.5 2.40
5200 36.0 4.66
5800 35.3 5.27
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8.3 Tissue Dielectric Parameters for Head and Body Phantoms

The head tissue dielectric parameters recommended by the IEEE SCC-34/SC-2 in P1528 have been

incorporated in the following table. These head parameters are derived from planar layer models simulating

the highest expected SAR for the dielectric properties and tissue thickness Power drifts in a human head.

Other head and body tissue parameters that have not been specified in P1528 are derived from the tissue

dielectric parameters computed from the 4-Cole-Cole equations described in Reference [12] and

extrapolated according to the head parameters specified in P1528.

Table 2: Recommended Dielectric Performance of Tissue

Recommended Dielectric Performance of Tissue

Ingredients Frequency (MHz)
(% by
weight ) 750 835 1800 1900 2450 2600
Tissue Head | Body | Head | Body | Head | Body | Head | Body | Head | Body | Head | Body
Water 40.52 | 51.83 | 41.45| 52.4 | 55.2 | 70.2 | 54.9 | 40.4 | 62.7 | 73.2 | 54.8 | 68.1
Salt (Nacl) | 1.61 | 1.52 | 1.45 14 0.3 0.4 0.18 0.5 0.5 004 | 01 | 001
Sugar 57.67 | 46.45 | 56.0 | 45.0 [ 0.0 0.0 0.0 58.0 0.0 0.0 0.0 0.0
HEC 0.1 0.1 1.0 1.0 0.0 0.0 0.0 1.0 0.0 0.0 0.0 0.0
Bactericide 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.1 0.0 0.0 0.0 0.0
Triton x-100 | 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 | 36.8 0.0 0.0 0.0
DGBE 0.0 0.0 0.0 00 | 445 | 294 | 4492 | 0.0 0.0 26.7 | 45.1 | 31.8
Dielectric | 40.93 | 54.32 | 4254 | 56.1 | 40.0 | 53.3 | 39.9 | 54.0 | 39.8 | 525 | 39.0 | 525
Conductivity | 0.87 | 0.95 | 0.91 | 0.95 | 1.40 | 1.52 | 1.42 | 145 | 1.88 | 1.78 | 1.96 | 2.15
Recommended Dielectric Performance of Tissue
Ingredients Frequency (MHz)
(% by
weight ) 5200 5300 5600 5800
Tissue Type | Head | Body | Head | Body | Head | Body | Head | Body
Water 65.52 | 78.6 | 65,52 | 78.6 | 65.52 | 78.6 | 65.52 | 78.6
Salt (Nacl) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Sugar 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
HEC 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Bactericide 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Triton x-100 | 17.2 | 10.7 | 17.2 | 10.7 | 17.2 | 10.7 | 17.2 | 10.7
DGBE 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Dielectric 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Conductivity | 4.66 | 5.30 | 4.76 | 5.42 | 5.07 | 5.77 | 5.27 | 6.00
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Table 3: Dielectric Performance of Head Tissue Simulating Liquid

Temperature: 21°C, Relative humidity: 57%

Frequency(MHz) Measured Date Description DUSISEIAE R
£r o(s/m)
Target Value 41.5 0.90
Measurement Value 40.293 0.874
Target Value 415 0.90
835 2025/11/22 +5% window 39.425 — 43.575 0.855 — 0.945
Measurement Value 40.333 0.882
Target Value 415 0.90
835 2025/12/5 +5% window 39.425-43.575 0.855-0.945
Measurement Value 39.433 0.859
Target Value 415 0.90
835 2025/12/14 +5% window 39.425-43.575 0.855-0.945
Measurement Value 42.28 0.87
Target Value 41.5 0.97
900 2025/12/11 +5% window 39.425 — 43.575 0.922—1.019
Measurement Value 40.211 0.963
Target Value 40.0 1.40
1900 2025/12/17 +5% window 38.00 — 42.00 1.33 —1.47
Measurement Value 41.89 1.38
Target Value 40.0 1.40
1900 2025/12/15 +5% window 38.00 — 42.00 1.33 —1.47
Measurement Value 39.87 1.42
Target Value 39.5 1.67
2300 2026/1/11 +5% window 37.525 — 41.475 1.587 — 1.754
Measurement Value 38.223 1.641
Target Value 39.5 1.67
2300 2026/1/13 +5% window 37.525 — 41.475 1.587 — 1.754
Measurement Value 37.898 1.612
Target Value 39.2 1.80
2450 2025/12/8 +5% window 37.24-41.16 1.71-1.89
Measurement Value 37.364 1.729
Target Value 39.0 1.96
2600 2025/12/23 +5% window 37.05 — 40.95 1.862 — 2.058
Measurement Value 38.44 1.896
Target Value 39.0 1.96
2600 2025/12/7 +5% window 37.05 — 40.95 1.862 — 2.058
Measurement Value 40.05 1.996
Target Value 39.0 1.96
2600 2025/12/21 +5% window 37.05 — 40.95 1.862 — 2.058
Measurement Value 39.489 1.934
Target Value 39.0 1.96
2600 2025/12/20 +5% window 37.05 — 40.95 1.862 — 2.058
Measurement Value 38.75 2.001
Target Value 36.0 4.66
5200 2026/1/12 +5% window 34.20 — 37.80 4.427 — 4.893
Measurement Value 36.51 4,589
Target Value 35.3 5.27
5800 2026/1/12 +5% window 33.5635 — 37.065 | 5.007 — 5.534
Measurement Value 36.594 5.432
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9 System Verification Plots
Date/Time: 2025/11/21 0:23:33

System Check-835
DUT: Dipole 835 MHz D835V2; Type: D835V2; Serial: D835V2 - SN: 4d125

Communication System: UID 0, CW (0); Communication System Band: D835 (835.0 MHz);
Frequency: 835 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 835 MHz; ¢ = 0.874 S/m; er = 40.293; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 835 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.322 W/kg

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom
Scan (7x7x7) (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 52.19 V/m; Power Drift = -0.12 dB

Peak SAR (extrapolated) = 3.21 W/kg

SAR(1 g) = 2.32 W/kg; SAR(10 g) = 1.51 W/kg
Ratio of SAR at M2 to SAR at M1 = 69.2%
Maximum value of SAR (measured) = 2.42 W/kg
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Date/Time: 2025/11/22 0:18:12

System Check-835
DUT: Dipole 835 MHz D835V2; Type: D835V2; Serial: D835V2 - SN: 4d125

Communication System: UID 0, CW (0); Communication System Band: D835 (835.0 MHz);
Frequency: 835 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 835 MHz; o = 0.882 S/m; er = 40.333; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 835 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.62 W/kg

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom
Scan (7x7x7) (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 56.35 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 3.49 W/kg

SAR(1 g) = 2.41 W/kg; SAR(10 g) = 1.56 W/kg
Ratio of SAR at M2 to SAR at M1 = 70.7%
Maximum value of SAR (measured) = 2.55 W/kg
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Date/Time: 2025/12/5 0:11:53

System Check-835
DUT: Dipole 835 MHz D835V2; Type: D835V2; Serial: D835V2 - SN: 4d125

Communication System: UID 0, CW (0); Communication System Band: D835 (835.0 MHz); Frequency: 835
MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 835 MHz; o = 0.859 S/m; er = 39.433; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 835 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.61 W/kg

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 56.47 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 3.64 W/kg

SAR(1 g) = 2.18 W/kg; SAR(10 g) = 1.46 W/kg

Ratio of SAR at M2 to SAR at M1 =71.1%

Maximum value of SAR (measured) = 2.74 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/14 0:21:43

System Check-835
DUT: Dipole 835 MHz D835V2; Type: D835V2; Serial: D835V2 - SN: 4d125

Communication System: UID 0, CW (0); Communication System Band: D835 (835.0 MHz);
Frequency: 835 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 835 MHz; o = 0.87 S/m; er = 42.28; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 835 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.32 W/kg

System Performance Check at 835MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom
Scan (7x7x7) (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 53.00 V/m; Power Drift = -0.00 dB

Peak SAR (extrapolated) = 3.18 W/kg

SAR(1 g) = 2.21 W/kg; SAR(10 g) = 1.49 W/kg
Ratio of SAR at M2 to SAR at M1 = 70.2%
Maximum value of SAR (measured) = 2.37 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/11 0:11:43

System Check-900
DUT: Dipole 900 MHz D900V2; Type: D900V2; Serial: D900V2 - SN: 1d012

Communication System: UID 0, CW (0); Communication System Band: D900 (900.0 MHz); Frequency: 900
MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 900 MHz; o0 = 0.963 S/m; er = 40.211; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.1, 6.1, 6.1) @ 900 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 900MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.24 W/kg

System Performance Check at 900MHz/d=10mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 58.28 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 4.31 W/kg

SAR(1 g) = 2.77 W/kg; SAR(10 g) = 1.86 W/kg

Ratio of SAR at M2 to SAR at M1 = 69.3%

Maximum value of SAR (measured) = 3.25 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/17 0:02:13

System Check-1900
DUT: Dipole 1900 MHz D1900V2; Type: D1900V2; Serial: D1900V2 - SN:5d145

Communication System: UID 0, CW (0); Communication System Band: D1900 (1900.0 MHz); Frequency:
1900 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 1900 MHz; o = 1.38 S/m; er = 41.89; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1900 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0
Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 1900MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 12.016 W/kg

System Performance Check at 1900MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.00 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 19.9 W/kg

SAR(1 g) = 10.44 W/kg; SAR(10 g) = 5.69 W/kg

Smallest distance from peaks to all points 3 dB below = 10 mm

Ratio of SAR at M2 to SAR at M1 = 55.5%

Maximum value of SAR (measured) = 12.1 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/15 0:02:13

System Check-1900
DUT: Dipole 1900 MHz D1900V2; Type: D1900V2; Serial: D1900V2 - SN:5d145

Communication System: UID 0, CW (0); Communication System Band: D1900 (1900.0 MHz); Frequency:
1900 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 1900 MHz; o = 1.42 S/m; er = 39.87; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1900 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0
Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 1900MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 12.402 W/kg

System Performance Check at 1900MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.04 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 19.7 W/kg

SAR(1 g) = 10.38 W/kg; SAR(10 g) = 5.61 W/kg

Smallest distance from peaks to all points 3 dB below = 10.3 mm

Ratio of SAR at M2 to SAR at M1 = 55.3%
Maximum value of SAR (measured) = 12.3 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2026/1/11 0:18:55

System Check-2300
DUT: D2300V2 - SN1157; Type: D2300V2; Serial: SN1157

Communication System: UID 0, CW (0); Communication System Band: D2300 (2300.0 MHz); Frequency:
2300 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2300 MHz; o = 1.641 S/m; er = 38.223; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2300 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2300MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan (5x6x1):
Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 14.7 W/kg

System Performance Check at 2300MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.03 V/m; Power Drift = -0.15 dB

Peak SAR (extrapolated) = 26.4 W/kg

SAR(1 g) = 12.9 W/kg; SAR(10 g) = 6.18 W/kg

Smallest distance from peaks to all points 3 dB below =11.8 mm

Ratio of SAR at M2 to SAR at M1 =51.4%

Maximum value of SAR (measured) = 14.7 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2026/1/13 0:11:05

System Check-2300
DUT: D2300V2 - SN1157; Type: D2300V2; Serial: SN1157

Communication System: UID 0, CW (0); Communication System Band: D2300 (2300.0 MHz); Frequency:
2300 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2300 MHz; 0 = 1.612 S/m; er = 37.898; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2300 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2300MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan (5x6x1):
Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 14.9 W/kg

System Performance Check at 2300MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.78 V/m; Power Drift = -0.13 dB

Peak SAR (extrapolated) = 27.0 W/kg

SAR(1 g) = 13.2 W/kg; SAR(10 g) = 6.31 W/kg

Smallest distance from peaks to all points 3 dB below = 10.9 mm

Ratio of SAR at M2 to SAR at M1 = 51.4%

Maximum value of SAR (measured) = 15.0 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/8 0:17:13

System Check-2450
DUT: Dipole 2450 MHz D2450V2; Type: D2450V2; Serial: D2450V2 - SN:801

Communication System: UID 0, CW (0); Communication System Band: D2450 (2450.0 MHz); Frequency:
2450 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2450 MHz; 0 = 1.729 S/m; er = 37.364; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.58, 4.58, 4.58) @ 2450 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2450MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 16.733 W/kg

System Performance Check at 2450MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.64 V/m; Power Drift = -0.18 dB

Peak SAR (extrapolated) = 30.7 W/kg

SAR(1 g) = 12.15 W/kg; SAR(10 g) = 5.88 W/kg

Smallest distance from peaks to all points 3 dB below = 10.9 mm

Ratio of SAR at M2 to SAR at M1 = 50.1%

Maximum value of SAR (measured) = 15.75 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/23 0:22:02

System Check-2600
DUT: Dipole 2600 MHz D2600V2; Type: D2600V2; Serial: D2600V2 - SN:1232

Communication System: UID 0, CW (0); Communication System Band: D2600 (2600.0 MHz); Frequency:
2600 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2600 MHz; 0 = 1.896 S/m; er = 38.44; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2600 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = -1.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 17.683 W/kg

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 92.11 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 32.7 W/kg

SAR(1 g) = 12.54 W/kg; SAR(10 g) = 5.61 W/kg

Smallest distance from peaks to all points 3 dB below = 9.5 mm

Ratio of SAR at M2 to SAR at M1 = 46.6%

Maximum value of SAR (measured) = 16.4 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/7 0:11:15

System Check-2600
DUT: Dipole 2600 MHz D2600V2; Type: D2600V2; Serial: D2600V2 - SN:1232

Communication System: UID 0, CW (0); Communication System Band: D2600 (2600.0 MHz); Frequency:
2600 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2600 MHz; 0 = 1.996 S/m; er = 40.05; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2600 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = -1.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 17.326 W/kg

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 92.34 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 33.0 W/kg

SAR(1 g) = 13.07 W/kg; SAR(10 g) = 6.11 W/kg

Smallest distance from peaks to all points 3 dB below = 9.2 mm

Ratio of SAR at M2 to SAR at M1 = 46.4%

Maximum value of SAR (measured) = 16.5 W/kg

sy
e

A

Jl!.'ll

anrs

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 36 of 138



Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/21 0:07:35

System Check-2600
DUT: Dipole 2600 MHz D2600V2; Type: D2600V2; Serial: D2600V2 - SN:1232

Communication System: UID 0, CW (0); Communication System Band: D2600 (2600.0 MHz); Frequency:
2600 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2600 MHz; 0 = 1.934 S/m; er = 39.489; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2600 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = -1.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 17.3 W/kg

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 92.45 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 32.9 W/kg

SAR(1 g) = 14.53 W/kg; SAR(10 g) = 6.5 W/kg

Smallest distance from peaks to all points 3 dB below = 9.8 mm

Ratio of SAR at M2 to SAR at M1 = 46.4%

Maximum value of SAR (measured) = 16.4 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2025/12/20 0:22:02

System Check-2600
DUT: Dipole 2600 MHz D2600V2; Type: D2600V2; Serial: D2600V2 - SN:1232

Communication System: UID 0, CW (0); Communication System Band: D2600 (2600.0 MHz); Frequency:
2600 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2600 MHz; o = 2.001 S/m; er = 38.75; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2600 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = -1.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Area Scan
(61x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 17.2 W/kg

System Performance Check at 2600MHz/d=5mm, Pin=250mW, dist=4.0mm (ES-Probe)/Zoom Scan (7x7x7)
(7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 92.24 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 32.5 W/kg

SAR(1 g) = 15.29 W/kg; SAR(10 g) = 6.39 W/kg

Smallest distance from peaks to all points 3 dB below = 9.5 mm

Ratio of SAR at M2 to SAR at M1 = 46.5%

Maximum value of SAR (measured) = 16.3 W/kg
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Date/Time: 2026/1/12 0:13:26

System Check-5200
DUT: Dipole D5GHzV2; Type: D5GHzV2; Serial: D5GHzV2 - SN: 1190

Communication System: UID 0, CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz);
Frequency: 5200 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 5200 MHz; o = 4.589 S/m; er = 36.51; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.53, 5.53, 5.53) @ 5200 MHz; Calibrated: 2025/11/24
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 25.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check with D5GHzV2 Dipole/d=5mm, Pin=100mW, f=5200 MHz/Area Scan (61x61x1):
Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 20.4 W/kg

System Performance Check with D5GHzV2 Dipole/d=5mm, Pin=100mW, f=5200 MHz/Zoom Scan
(4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 70.25 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 29.6 W/kg

SAR(1 g) = 7.33 W/kg; SAR(10 g) = 2.19 W/kg

Smallest distance from peaks to all points 3 dB below = 16.8 mm

Ratio of SAR at M2 to SAR at M1 = 65.8%

Maximum value of SAR (measured) = 18.4 W/kg

Wikg
20,400

16.328

—12.256

8.1684

4112

0.040
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Date/Time: 2026/1/12 0:56:18

System Check-5800
DUT: Dipole D5GHzV2; Type: D5GHzV2; Serial: D5GHzV2 - SN: 1190

Communication System: UID 0, CW (0); Communication System Band: D5GHz (5000.0 - 6000.0 MHz);
Frequency: 5800 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 5800 MHz; 0 = 5.432 S/m; er = 36.594; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.03, 5.23, 5.07) @ 5800 MHz; Calibrated: 2025/10/7
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 25.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

System Performance Check with D5GHzV2 Dipole/d=5mm, Pin=100mW, f=5800 MHz/Area Scan (61x61x1):
Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 22.0 W/kg

System Performance Check with D5GHzV2 Dipole/d=5mm, Pin=100mW, f=5800 MHz/Zoom Scan
(4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 71.28 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 35.4 W/kg

SAR(1 g) = 8.14 W/kg; SAR(10 g) = 2.03 W/kg

Smallest distance from peaks to all points 3 dB below = 14.2 mm

Ratio of SAR at M2 to SAR at M1 = 61%

Maximum value of SAR (measured) = 19.5 W/kg

Wikg
— 22.000

— 17.606

—13.212

6.618

4.424

0.030
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10 Type a Measurement Uncertainty

The component of uncertainly may generally be categorized according to the methods used to evaluate them.
The evaluation of uncertainly by the statistical analysis of a series of observations is termed a Type An
evaluation of uncertainty. The evaluation of uncertainty by means other than the statistical analysis of a
series of observation is termed a Type B evaluation of uncertainty. Each component of uncertainty, however
evaluated, is represented by an estimated standard deviation, termed standard uncertainty, which is
determined by the positive square root of the estimated variance

A Type A evaluation of standard uncertainty may be based on any valid statistical method for treating data.
This includes calculating the standard deviation of the mean of a series of independent observations; using
the method of least squares to fit a curve to the data in order to estimate the parameter of the curve and their
standard deviations; or carrying out an analysis of variance in order to identify and quantify random effects in
certain kinds of measurement.

A type B evaluation of standard uncertainty is typically based on scientific judgment using all of the relevant
information available. These may include previous measurement data, experience and specification, data
provided in calibration reports and uncertainties assigned to reference data taken from handbooks. Broadly
speaking, the uncertainty is either obtained from an outdoor source or obtained from an assumed distribution,
such as the normal distribution, rectangular or triangular distributions indicated in Table below :

Uncertainty Normal Rectangle Triangular U Shape
Distribution

Multi-plying 1/k(b) 1/3 1/6 1/2
Factor(a)

(a) standard uncertainty is determined as the product of the multiplying factor and the estimated range of
variations in the measured quantity
(b) k is the coverage factor

Standard Uncertainty for Assumed Distribution

The combined standard uncertainty of the measurement result represents the estimated standard deviation
of the result. It is obtained by combining the individual standard uncertainties of both Type A and Type -sum-
by taking the positive square root of the estimated variances.

Expanded uncertainty is a measure of uncertainty that defines an interval about the measurement result
within which the measured value is confidently believed to lie. It is obtained by multiplying the combined
standard uncertainty by a coverage factor. Typically, the coverage factor ranges from 2 to 3. Using a
coverage factor allows the true value of a measured quantity to be specified with a defined probability within
the specified uncertainty range. For purpose of this document, a coverage factor two is used, which
corresponds to confidence interval of about 95 %.

The COMOSAR Uncertainty Budget is show in below table:
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DASY5 Uncertainty
Measurement uncertainty for 300MHz to 3GHz averaged over 1 gram/ 10 gram
Error Description Uncert. | Prob. | Div. | (ci) | (ci) | Std. Unc. | Std. Unc. | (vi)
value Dist. 1g | 109 (19) (109) vef f
Measurement System
Probe Calibration 6.0 % N 1 1 1 6.0 % 6.0 % 0
Axial Isotropy +47% | R V3 |07 07| +x219% +1.9 % %
Hemispherical Isotropy 9.6 % R V3 | 07 | 07 3.9 % +3.9% 0
Boundary Effects 1.0 % R \3 1 1 0.6 % 0.6 % 0
Linearity +4.7 % R \3 1 1 2.7 % 2.7 % oo
System Detection Limits +1.0% R \3 1 1 +0.6 % 0.6 % 0
Modulation Responsem 2.4 % R \3 1 1 +1.4 % 1.4 % 0
Readout Electronics +0.3 % N 1 1 1 0.3 % 0.3 % o0
Response Time +0.8 % R V3 1 1 +0.5 % +0.5 % o0
Integration Time +26% | R \3 1 1 +1.5 % +1.5% %
RF Ambient Noise +3.0 % R \3 1 1 1.7 % 1.7 % o0
RF Ambient Reflections +3.0% R \3 1 1 1.7 % *1.7% o0
Probe Positioner 0.4 % R \3 1 1 0.2 % 0.2 % o0
Probe Positioning +29% | R \3 1 1 +1.7 % +1.7 % %
Max. SAR Eval. +20% | R V3 | 1 1 +1.2 % +1.2 % 0
Test Sample Related
Device Positioning 2.9 % N 1 1 1 2.9 % 2.9 % 145
Device Holder +3.6 % N 1 1 1 +3.6 % +3.6 % 5
Power Drift +50% | R V3 | 1 1 +2.9 % +2.9 % 0
Power Scalingp +0 % R V3| 1 1 +0.0 % +0.0 % %
Phantom and Setup
Phantom Uncertainty 6.1 % R \3 1 1 +3.5% +35% 0
SAR correction +1.9% R \3 1 (084 | £1.1% 0.9 % 0
Liquid Conductivity (mea.)DAK | +2.5 % R V3 [0.78 071 +1.1% +1.0% 0
Liquid Permittivity (mea.) DAK | #25% | R V3 (026|026 #0.3% +0.4 % %0
Temp. unc. - Conductivity BB 3.4 % R V3 |0.78 071 +15% 1.4 % o0
Temp. unc. - Permittivity BB 0.4 % R V3 [0.23[026| +0.1% 0.1 % o0
Combined Std. Uncertainty +11.2% | £11.1% | 361
Expanded STD Uncertainty +223% | £222%
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DASYS5 Uncertainty
Measurement uncertainty for 3GHz-6GHz averaged over 1 gram/ 10 gram

Error Description Uncert. Prob. | Div. (ci) (ci) Std. Unc. Std. Unc. (vi)
value Dist. 19 10g (19) (109) vef f
Measurement System
Probe Calibration +7.56 % N 1 1 1 +7.56 % +7.56 % 0
Axial Isotropy 4.7 % R V3 0.7 0.7 1.9 % +1.9% o0
Hemispherical Isotropy 9.6 % R V3 0.7 0.7 3.9 % 3.9 % o0
Linearity +4.7 % R V3 1 1 +2.7 % +2.7 % %
Modulation Responsem 2.4 % R V3 1 1 1.4 % +1.4 % o
System Detection Limits +1.0 % R \3 1 1 +0.6 % +0.6 % %0
Boundary Effects +2.0 % R \3 1 1 +1.2 % +1.2 % %
Readout Electronics +0.3 % N 1 1 1 0.3 % 0.3 % 0
Response Time +0.8 % R V3 1 1 +0.5 % 0.5 % o0
Integration Time 2.6 % R V3 1 1 +1.5% +1.5% o0
RF Ambient Noise +3.0 % R V3 1 l +1.7 % +1.7 % 00
RF Ambient Reflections +3.0 % R V3 1 1 1.7 % +1.7 % o0
Probe Positioner 0.8 % R \3 1 1 0.5 % 0.5 % 0
Probe Positioning 6.7 % R V3 1 1 3.9 % 3.9 % o0
Post-processing 4.0 % R \3 1 1 +2.3% +2.3% 0
Test Sample Related
Device Holder +3.6 % N 1 1 1 3.6 % +3.6 % 5
Test sample Positioning 2.9 % N 1 1 1 2.9 % 2.9 % 145
Power Scalingp +0 % R \3 1 1 +0.0 % +0.0 % o0
Power Drift +5.0 % R V3 1 1 +2.9 % +2.9 % 0
Phantom and Setup
Phantom Uncertainty 7.6 % R \3 1 1 4.4 % 4.4 % 0
SAR correction +1.9% R \3 1 0.84 1.1 % 0.9 % 0
Liquid Conductivity (mea.)DAK 2.5 % R V3 [ 0.78 | 0.71 1.1 % +1.0% o0
Liquid Permittivity (mea.) DAK +2.5% R V3 | 0.26 | 0.26 10.3 % +0.4 % oo
Temp. unc. - Conductivity BB +3.4 % R V3 [ 0.78 | 0.71 +1.5% 1.4 % o0
Temp. unc. - Permittivity BB +0.4 % R V3 [ 023[026| #0.1% +0.1 % %
Combined Std. Uncertainty +13.04% +13.01 % 748
Expanded STD Uncertainty +26.08 % | +26.02 %
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11 Output Power Verification

11.1 Test Condition:

1. Conducted Measurement
EUT was set for low, mid, high channel with modulated mode and highest RF output power.
The base station simulator was connected to the antenna terminal.

2 Conducted Emissions Measurement Uncertainty
All test measurements carried out are traceable to national standards. The uncertainty of the
measurement at a confidence level of approximately 95% (in the case where distributions are
normal), with a coverage factor of 2, in the range 30MHz — 40GHz is +1.5dB.

3 Environmental Conditions Temperature 23°C
Relative Humidity 53%
Atmospheric Pressure 1019mbar
4 Tested By : Martin Feng

11.2 Test Procedures:
Mobile Phone radio output power measurement

1. The transmitter output port was connected to base station emulator.

2. Establish communication link between emulator and EUT and set EUT to operate at maximum
output power all the time.

3. Select lowest, middle, and highest channels for each band and different possible test mode.

4. Measure the conducted peak burst power and conducted average burst power from EUT antenna

port.

Other radio output power measurement:

The output power was measured using power meter at low, mid, and hi channels.

Source-based Time Averaged Burst Power Calculation:

For TDMA, the following duty cycle factor was used to calculate the source-based time average

power
Number of Time slot 1 2 3 4
Duty Cycle 1:8 1:4 1:2.66 1:2
Duty cycle factor -9.03 dB -6.02 dB -4.26 dB -3.01 dB
Crest Factor 8 4 2.66 2

Remark: Time slot duty cycle factor = 10 * log (Time Slot Duty Cycle)
Source based time averaged power = Maximum burst averaged power (1 Uplink) — 9.03 dB
Source based time averaged power = Maximum burst averaged power (2 Uplink) — 6.02 dB
Source based time averaged power = Maximum burst averaged power (3 Uplink) — 4.26 dB
Source based time averaged power = Maximum burst averaged power (4 Uplink) — 3.01 dB
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Test Result:
Burst Average Power (dBm);
Band GSM850 PCS1900
Tune
Tune up u
Channel 128 190 251 Power 512 661 810 P
Power
tolerant
tolerant
Frequency (MHz) 824.2 836.6 848.8 / 1850.2 1880 1909.8 /
GSM 30.80 30.85 31.39 31+1 27.69 26.92 26.49 27+1
GPRS 1 slots 30.83 30.85 31.39 31+1 27.62 26.90 26.41 27+1
GPRS 2 slots 30.08 30.07 30.60 30+1 26.92 26.04 25.58 26+1
GPRS 3 slots 28.25 28.26 28.81 28+1 24.94 24.01 23.49 24+1
GPRS 4 slots 27.02 27.02 27.53 27+1 23.47 22.55 22.08 23+1
EGPRS 1 slots 30.62 30.79 31.35 31+1 27.49 26.84 26.43 27+1
EGPRS 2 slots 30.06 30.03 30.58 30+1 26.89 26.05 25.61 26+1
EGPRS 3 slots 28.24 28.20 28.79 28+1 24.96 24.06 23.54 24+1
EGPRS 4 slots 27.00 27.00 27.49 27+1 23.50 22.56 22.07 23+1

Remark :

GPRS, CS1 coding scheme.

EGPRS, MCS5 coding scheme.

Multi 1 Slot , Support Max 4 downlink, 1 uplink , 5 working link
Multi 2 Slots , Support Max 4 downlink, 2 uplink , 5 working link
Multi 3 Slots , Support Max 4 downlink, 3 uplink , 5 working link
Multi 4 Slots , Support Max 4 downlink, 4 uplink , 5 working link
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Source Based time Average Power (dBm)

Band GSM850 PCS1900

Time Time
Channel 128 190 251 Average 512 661 810 Average
factor factor
Frequency (MHz) 824.2 836.6 848.8 / 1850.2 | 1880 | 1909.8 /

GSM 21.77 21.82 22.36 -9.03 18.66 | 17.89 17.46 -9.03
GPRS 1 slots 21.80 21.82 22.36 -9.03 18.59 | 17.87 17.38 -9.03
GPRS 2 slots 24.06 24.05 24.58 -6.02 20.90 | 20.02 19.56 -6.02
GPRS 3 slots 23.99 24.00 24.55 -4.26 20.68 | 19.75 19.23 -4.26
GPRS 4 slots 24.01 24.01 24.52 -3.01 20.46 | 19.54 19.07 -3.01
EGPRS 1 slots 21.59 21.76 22.32 -9.03 18.46 | 17.81 17.40 -9.03
EGPRS 2 slots 24.04 24.01 24.56 -6.02 20.87 | 20.03 19.59 -6.02
EGPRS 3 slots 23.98 23.94 24.53 -4.26 20.70 | 19.80 19.28 -4.26
EGPRS 4 slots 23.99 23.99 24.48 -3.01 20.49 | 1955 19.06 -3.01

Remark :

Time average factor = 1 uplink , 10*log(1/8)=-9.03dB , 2 uplink , 10*log(2/8)=-6.02dB , 3 uplink , 10*log(3/8)=-
4.26dB ,4 uplink , 10*log(4/8)=-3.01dB

Source based time average power = Burst Average power + Time Average factor

Note: DUT was set in GPRS(2Tx slots) for GSM850 and PCS1900 due to the Maximum source-base time
average output power for body SAR.

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 46 of 138




Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RH08

WCDMA - Average Power (dBm)

Band WCDMA Band Il WCDMA Band V
Tune up Tune up
Channel 9262 9400 9538 Power 4132 4182 4233 Power
tolerant tolerant
Frequency | 4e504 | 1880 | 1907.6 / 826.4 | 836.4 | 8466 /
(MHz)
RMC
12 2k 19.59 19.72 19.62 19+1 22.19 22.11 22.09 221
HSOEA 19.58 19.73 19.64 19+1 22.17 22.13 22.06 22+1
Subtest-1
HSDEA 19.59 19.71 19.63 19+1 22.18 22.12 22.08 22+1
Subtest-2
HSDWA 19.54 19.72 19.60 19+1 22.19 22.10 22.09 22+1
Subtest-3
HSDPA 19.59 19.73 19.63 19+1 22.18 22.11 22.08 22+1
Subtest-4
HSUPA
Subtest-1 19.58 19.72 19.60 19+1 22.14 22.11 22.07 22+1
HEUPA 1959 | 19.70 | 19.61 | 19+1 2218 | 2209 | 2210 | 22¢1
Subtest-2
HOUPA 19.55 19.69 19.60 19+1 22.19 22.09 22.10 22+1
Subtest-3
HOUPA 19.56 19.69 19.64 19+1 22.16 22.10 22.07 22+1
Subtest-4
HSUPA 19.54 19.70 19.63 19+1 22.15 22.11 22.12 22+1
Subtest-5
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LTE Power Reduction
The following tests were conducted according to the test requirements outlined in section 6.2 of the
3GPP TS36.101 specification.

The allowed Maximum Power Reduction (MPR) for the maximum output power due to higher order
modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1 of the 3GPP
TS36.101.

Table 6.2.3-1: Maximum Power Reduction (MPR) for Power Class 3

Modulation Channel bandwidth / Tranamission bandwidth (RB) MPR (dB)
1.4 3.0 5 10 15 20
MH= MHz MHz MH= MH= MHz
QPSK =5 =4 =8 =12 =16 =18 =1
16 QAM =5 =4 =8 =12 £16 =18 =1
16 OAM =5 =4 =8 =12 =16 =18 =2

The allowed A-MPR values specified below in Table 6.2.4.-1 of 3GPP TS36.101 are in addition to the
allowed MPR requirements. All the measurements below were performed with A-MPR disabled, by using
Network Signalling Value of “NS_01".

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)

Network Requirements E-UTRA Band Channel Resources A-MPR (dB)
Signalling (sub-clause) bandwidth | Blocks (Vgg)

value {(MHz2)
NS_01 66211 Table 5.5-1 143510 | Table56-1 NA

3 =5 =1

5 >6 =1

2,410, 23, 25,

NS_03 66221 35 36 10 =6 =1

15 =8 =1

20 =10 <1

5 =6 <1
NS_04 66222 41

10, 15, 20 See Table 6.2.4-4
NS_05 66331 1 10,15,20 =50 =1
NS_06 66223 12,13,14, 17 14,3,56,10 Table 5 6-1 n/a
66223
NS_07 13 10 Table 6.2.4-2 | Table 6.2.4-2
66332
NS_08 66333 19 10, 15 =44 =3
=40 =1
NS_09 66334 21 10, 15 > 55 =2
NS_10 20 15, 20 Table 6.24-3 | Table 6.2.4-3
NS_11 66221 23’ 14,3,5 10 | Table 6.24-5 | Table 6.2 4-5
NS_32 - - - - -
Note 1:  Applies to the lower block of Band 23, i.e. a carrier placed in the 2000-2010 MHz region.
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LTE Band 5:
ULRB | ULRB Average Tune up MPR
BW(MHz) |~ Ch | Freq(MHz) | Mode | rjocation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 22.89 22.5+1 /
1 2 23.07 22.5+1 /
QPSK 1 5 22.88 22.5+1 /
3 0 22.72 22.5+1 /
3 2 22.71 22.5+1 /
20407 8247 6 0 21.86 21.5+1 1.0
1 0 21.65 21.0+1 /
1 2 21.84 21.0+1 /
160AM 1 5 21.63 21.0+1 /
3 0 21.73 21.0£1 /
3 2 21.76 21.0+1 /
6 0 20.73 20.0+1 1.0
1 0 22.59 22.0+1 /
1 2 22.82 22.0+1 /
1 5 22.56 22.0+1 /
oK 3 0 22.66 22.0+1 /
3 2 22.60 22.0+1 /
6 0 21.67 21.0+1 1.0
1.4A4MHz
28525 8368 1 0 21.71 21.0+1 /
1 2 21.93 21.0+1 /
160AM 1 5 21.69 21.0+1 /
3 0 21.59 21.0+1 /
3 2 21.58 21.0+1 /
6 0 20.58 20.0+1 1.0
1 0 22.59 22.0£1 /
1 2 22.81 22.0+1 /
+
QPSK 1 5 22.63 22.0+1 /
3 0 22.65 22.0+1 /
3 2 22.62 22.0+1 /
6 0 21.55 21.0+1 1.0
255 B48.3 1 0 21.46 21.0+1 /
1 2 21.56 21.0+1 /
/
160AM 1 5 21.45 21.0+1
3 0 21.56 21.0+1 /
3 2 21.55 21.0+1 /
6 0 20.57 20.0+1 1.0
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ULRB | ULRB Average Tune up MPR

BW(MHz) | Ch | Freq(MHz) | Mode | \cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 22.88 22.0+1 /
1 8 22.81 22.0+1 /
1 14 22.72 22.0+1 /

QK 8 0 21.84 21.0+1 1.0

8 9 21.78 21.0+1 1.0

15 0 21.77 21.0+1 1.0
2615 5288 1 0 21.93 21.0+1 /
1 8 21.91 21.0+1 /
160AM 1 14 21.90 21.0+1 /

8 0 20.75 20.0+1 1.0

8 9 20.72 20.0+£1 1.0

15 0 20.68 20.0+1 1.0
1 0 22.74 22.0+1 /
1 8 22.69 22.0+1 /
QPSK 1 14 22.71 22.0+1 /

8 0 21.74 21.0+1 1.0

8 9 21.75 21.0+1 1.0

15 0 21.68 21.0+1 1.0

20525 836.

SMRE Y | 3R 2 1 0 21.87 21.0+1 /
1 8 21.79 21.0+1 /
160AM 1 14 21.77 21.0+1 /

8 0 20.68 20.0+1 1.0

8 9 20.69 20.0+1 1.0

15 0 20.55 20.0+1 1.0
1 0 22.74 22.0+1 /
1 8 22.75 22.0+1 /
QPSK 1 14 22.76 22.0+1 /

8 0 21.70 21.0+1 1.0

8 9 21.68 21.0+1 1.0

20635 8475 15 0 21.65 21.0+1 1.0
1 0 21.57 21.0+1 /
1 8 21.58 21.0+1 /
160AM 1 14 21.56 21.0+1 /

8 0 20.67 20.0+1 1.0

8 9 20.65 20.0+1 1.0

15 0 20.63 20.0+£1 1.0
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ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 22.71 22.0+1 /
1 49 22.72 22.0x1 /
QPSK 1 99 22.62 22.0+1 /
12 0 21.65 21.0+1 1.0
12 24 21.61 21.0+1 1.0
25 0 21.60 21.0+1 1.0
2042 26.
25 8265 1 0 21.79 21.0+1 /
1 49 21.88 21.0+1 /
160AM 1 99 21.86 21.0+1 /
12 0 20.55 20.0+1 1.0
12 24 20.56 20.0x1 1.0
25 0 20.60 20.0x1 1.0
1 0 22.59 22.0+1 /
1 49 22.70 22.0+1 /
QPSK 1 99 22.60 22.0+1 /
12 0 21.66 21.0+1 1.0
12 24 21.56 21.0+1 1.0
25 0 21.61 21.0+1 1.0
MH 2052 .
MR | 3o |4 5363 1 0 21.76 21.0+1 /
1 49 21.76 21.0+1 /
160AM 1 99 21.58 21.0+1 /
12 0 20.54 20.0+1 1.0
12 49 20.45 20.0x1 1.0
25 0 20.55 20.01 1.0
1 0 22.47 22.0+1 /
1 49 22.60 22.0+£1 /
QPSK 1 99 22.46 22.0+1 /
12 0 21.58 21.0+1 1.0
12 49 21.53 21.0£1 1.0
25 0 21.58 21.0+1 1.0
2062 46.
o5 $46.2 1 0 21.66 21.0+1 /
1 49 21.83 21.0+1 /
160AM 1 99 21.71 21.0x1 /
12 0 20.53 20.0+1 1.0
12 49 20.54 20.0+1 1.0
25 0 20.58 20.0x1 1.0
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ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 22.74 22.0+1 /
1 49 22.88 22.0x1 /
QPSK 1 99 22.61 22.0+1 /
25 0 21.69 21.0+1 1.0
25 49 21.66 21.0+1 1.0
50 0 21.67 21.0+1 1.0
20450 829 1 0 21.80 21.5+1 /
1 49 22.05 21.5+1 /
1 99 21.86 21.5+1 /
PQAN 25 0 20.72 20.5+1 1.0
25 49 20.71 20.5%1 1.0
50 0 20.64 20.5+1 1.0
1 0 22.64 22.0+1 /
1 49 22.75 22.0x1 /
QPSK 1 99 22.60 22.0+1 /
25 0 21.71 21.0£1 1.0
25 49 21.59 21.0+1 1.0
50 0 21.64 21.0+1 1.0
10MHz 20525 836.5 1 0 5181 21 0+1 |
1 49 21.87 21.0+1 /
1 99 21.61 21.0+1 /
16QAM
Q 25 0 20.72 20.0+1 1.0
25 49 20.54 20.0+1 1.0
50 0 20.60 20.0+1 1.0
1 0 22.74 22.0+1 /
1 49 22.82 22.0+1 /
QPSK 1 99 22.60 22.0x1 /
25 0 21.61 21.0x1 1.0
25 49 21.55 21.0+1 1.0
50 0 21.58 21.0+1 1.0
28600 844 1 0 21.40 21.0x1 /
1 49 21.55 21.0+1 /
1 99 21.43 21.0+£1 /
16QAM
25 0 20.57 20.0x1 1.0
25 49 20.55 20.0+£1 1.0
50 0 20.53 20.0x1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

LTE Band 7:
ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode |\ cation | Offset | Power (dom) | limited(dBm) | (dB)
1 0 20.11 20.0x1 /
1 49 20.18 20.0x1 /
QPSK 1 99 20.05 20.0+1 /
12 0 19.13 19.0£1 1.0
12 24 19.16 19.0+1 1.0
20775 2502 5 25 0 19.15 19.0+1 1.0
1 0 19.40 19.0£1 /
1 49 19.44 19.0+£1 /
16QAM 1 99 19.34 19.0+1 /
12 0 18.09 18.0+1 1.0
12 49 18.08 18.0+1 1.0
25 0 18.17 18.0+1 1.0
1 0 20.19 20.0+1 /
1 49 20.28 20.0x1 /
QPSK 1 99 20.13 20.0+£1 /
12 0 19.27 19.0+1 1.0
12 49 19.26 19.0+1 1.0
5MHz 21100 2535 25 0 19.25 19.0+1 1.0
1 0 19.44 19.0+1 /
1 49 19.49 19.0+£1 /
160AM 1 99 19.36 19.0+1 /
12 0 18.23 18.0+1 1.0
12 49 18.23 18.0x1 1.0
25 0 18.23 18.0x1 1.0
1 0 20.40 20.0+1 /
1 49 20.60 20.0x1 /
QPSK 1 99 20.50 20.0+£1 /
12 0 19.57 19.0+1 1.0
12 49 19.66 19.0+1 1.0
25 0 19.58 19.0+1 1.0
21425 2567.5
1 0 19.69 19.0+1 /
1 49 19.88 19.0+1 /
16QAM 1 99 19.78 19.0+1 /
12 0 18.57 18.0+1 1.0
12 49 18.65 18.0+1 1.0
25 0 18.61 18.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 20.15 20.0+1 /
1 49 20.30 20.0x1 /
QPSK 1 99 20.05 20.0£1 /
25 0 19.22 19.0+1 1.0
25 24 19.21 19.0+£1 1.0
50 0 19.19 19.0+£1 1.0
29800 2505 1 0 19.43 19.0+1 /
1 49 19.59 19.0+1 /
1 99 19.42 19.0+1 /
PQAN 25 0 18.28 18.0+1 1.0
25 24 18.25 18.0+£1 1.0
50 0 18.20 18.0+1 1.0
1 0 20.31 20.0+1 /
1 49 20.46 20.0x1 /
QPSK 1 99 20.15 20.0+1 /
25 0 19.36 19.0£1 1.0
25 24 19.33 19.0+1 1.0
50 0 19.33 19.0+1 1.0
10MHz 21100 2535 1 0 19.44 19 0+1 |
1 49 19.61 19.0+£1 /
1 99 19.33 19.0+1 /
PRAN 25 0 18.37 18.0+1 1.0
25 24 18.36 18.0+1 1.0
50 0 18.34 18.0+1 1.0
1 0 20.47 20.0+1 /
1 49 20.56 20.0+1 /
QPSK 1 99 20.73 20.0x1 /
25 0 19.56 19.0+£1 1.0
25 24 19.64 19.0+1 1.0
50 0 19.60 19.0+1 1.0
24400 2563 1 0 19.26 19.0£1 /
1 49 19.64 19.0+1 /
1 99 19.54 19.0+1 /
16QAM
25 0 18.58 18.0+£1 1.0
25 24 18.67 18.0+1 1.0
50 0 18.64 18.0+£1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 20.02 20.0+1 /
1 49 20.13 20.0x1 /
QPSK 1 99 20.01 20.0+1 /
36 0 19.22 19.0+1 1.0
36 24 19.18 19.0+£1 1.0
75 0 19.17 19.0+£1 1.0
£0825 25075 1 0 19.34 19.0+1 /
1 49 19.44 19.0+1 /
1 99 19.31 19.0+1 /
16QAM 36 0 18.18 18.0+1 1.0
36 24 18.15 18.0+£1 1.0
75 0 18.15 18.0+1 1.0
1 0 20.16 20.0+1 /
1 49 20.27 20.0x1 /
QPSK 1 99 20.00 20.0+1 /
36 0 19.34 19.0£1 1.0
36 24 19.27 19.0+1 1.0
75 0 19.31 19.0+1 1.0
15MHz 21100 2535 1 0 1932 19 0+1 |
1 49 19.43 19.0+£1 /
1 99 19.18 19.0+1 /
PRAN 36 0 18.26 18.0+1 1.0
36 24 18.23 18.0+1 1.0
75 0 18.26 18.0+1 1.0
1 0 20.20 20.0+1 /
1 49 20.56 20.0+1 /
QPSK 1 99 20.52 20.0x1 /
36 0 19.43 19.0+£1 1.0
36 24 19.60 19.0+1 1.0
75 0 19.49 19.0+1 1.0
2375 75624 1 0 19.21 19.0£1 /
1 49 19.57 19.0+1 /
1 99 19.52 19.0+1 /
16QAM
36 0 18.38 18.0+£1 1.0
36 24 18.51 18.0+1 1.0
75 0 18.48 18.0+£1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 19.88 19.0+1 1.0
1 49 20.31 20.0+1 /
QPSK 1 99 19.92 19.0+1 1.0
50 0 19.22 19.0+1 1.0
50 24 19.12 19.0+1 1.0
100 0 19.16 19.0+1 1.0
29850 2519 1 0 19.10 19.0+1 /
1 49 19.50 19.0+1 /
1 99 19.19 19.0+1 /
PQAN 50 0 18.27 18.0+1 1.0
50 24 18.16 18.0+1 1.0
100 0 18.23 18.0+1 1.0
1 0 20.08 20.0+1 /
1 49 20.50 20.0+1 /
QPSK 1 99 19.94 19.0+1 1.0
50 0 19.37 19.0+1 1.0
50 49 19.28 19.0+1 1.0
100 0 19.30 19.0+1 1.0
20MH
¥ | 2HI00 1§ 2535 1 0 18.85 18.0+1 1.0
1 49 19.31 19.0+1 /
1 99 18.74 18.0+1 1.0
16QAM
Q 50 0 18.33 18.0+1 1.0
50 24 18.24 18.0+1 1.0
100 0 18.31 18.0+1 1.0
1 0 19.91 19.0+1 1.0
1 49 20.83 20.0+1 /
QPSK 1 99 20.38 20.0+1 /
50 0 19.49 19.0+1 1.0
50 49 19.49 19.0+1 1.0
21350 2560 100 0 19.44 19.0+1 1.0
1 0 18.66 18.0+1 1.0
1 49 19.34 19.0+1 /
160AM 1 99 19.16 19.0+1 /
50 0 18.50 18.0+1 1.0
50 24 18.54 18.0+1 1.0
100 0 18.49 18.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

LTE Band 38:
ULRB | ULRB Average Tune up MPR
S CL R Freq(MHz) | Mode | Ajocation | Offset | Power (dom) | limited(dBm) (dB)
1 0 20.68 20.0+£1 /
1 49 20.79 20.0+£1 /
QPSK 1 99 20.65 20.0+1 /
12 0 19.75 19.0+£1 1.0
12 49 19.74 19.0+1 1.0
25 0 19.74 19.0+1 1.0
87775 25725 1 0 20.04 19.5+1 /
1 49 20.18 19.5x+1 /
160AM 1 99 20.03 19.5+1 /
12 0 18.72 18.5+1 1.0
12 49 18.71 18.5x1 1.0
25 0 18.76 18.5+1 1.0
1 0 20.50 20.0+1 /
1 49 20.67 20.0+£1 /
QPSK 1 99 20.55 20.0+1 /
12 0 19.60 19.0+1 1.0
12 49 19.62 19.0+1 1.0
25 0 19.60 19.0+£1 1.0
SNz 160006 256 1 0 19.73 19.0+1 /
1 49 19.87 19.0+1 /
16QAM 1 99 19.75 19.0+1 /
12 0 18.54 18.0+£1 1.0
12 49 18.56 18.0x1 1.0
25 0 18.60 18.0+1 1.0
1 0 20.65 20.0+1 /
1 49 20.73 20.0+1 /
QPSK 1 99 20.61 20.0+£1 /
12 0 19.78 19.0+1 1.0
12 49 19.73 19.0x1 1.0
25 0 19.73 19.0x1 1.0
22 2617.
gpe2s 5%° 1 0 19.97 19.5+1 /
1 49 20.05 19.5+1 /
16QAM 1 99 19.92 19.5+1 /
12 0 18.80 18.5+1 1.0
12 49 18.76 18.5x1 1.0
25 0 18.77 18.5x+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 20.71 20.0+1 /
1 49 20.98 20.0x1 /
QPSK 1 99 20.66 20.0+1 /
25 0 19.84 19.0+1 1.0
25 49 19.84 19.0+£1 1.0
50 0 19.79 19.0+£1 1.0
7 257
300 SL3 1 0 20.10 19.5+1 /
1 49 20.34 19.5+1 /
160AM 1 99 20.04 19.5+1 /
25 0 18.94 18.5+1 1.0
25 49 18.93 18.5+1 1.0
50 0 18.85 18.5+1 1.0
1 0 20.60 20.0+1 /
1 49 20.90 20.0+1 /
QPSK 1 99 20.66 20.0+1 /
25 0 19.70 19.0+1 1.0
25 49 19.68 19.0+£1 1.0
50 0 19.66 19.0+1 1.0
10MH 2
OMig ™| 38000 93 1 0 19.62 19.0+1 /
1 49 19.91 19.0+1 /
160AM 1 99 19.69 19.0+£1 /
25 0 18.73 18.0+1 1.0
25 49 18.74 18.0+£1 1.0
50 0 18.66 18.0+1 1.0
1 0 20.79 20.5+1 /
1 49 21.08 20.5+£1 /
QPSK 1 99 20.75 20.5+1 /
25 0 19.91 19.5+1 1.0
25 49 19.85 19.5+1 1.0
50 0 19.85 19.5+1 1.0
2 261
32w 612 1 0 19.72 19.0+£1 /
1 49 19.99 19.0+1 /
160AM 1 99 19.62 19.0+£1 /
25 0 18.93 18.0+1 1.0
25 49 18.87 18.0+£1 1.0
50 0 18.89 18.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 20.58 20.0+1 /
1 49 20.74 20.0x1 /
QPSK 1 99 20.44 20.0+1 /
36 0 19.75 19.0+1 1.0
36 49 19.68 19.0+£1 1.0
75 0 19.71 19.0+£1 1.0
37825 25775
1 0 19.99 19.5+1 /
1 49 20.11 19.5+1 /
160AM 1 99 19.83 19.5+1 /
36 0 18.74 18.5+1 1.0
36 49 18.68 18.5+1 1.0
75 0 18.73 18.5+1 1.0
1 0 20.43 20.0+1 /
1 49 20.64 20.0+1 /
QPSK 1 99 20.54 20.0+1 /
36 0 19.62 19.0+1 1.0
36 49 19.67 19.0+£1 1.0
75 0 19.64 19.0+1 1.0
15MH 2
Mg ™| 38000 93 1 0 19.46 19.0+1 /
1 49 19.68 19.0+1 /
160AM 1 99 19.58 19.0+£1 /
36 0 18.59 18.0+1 1.0
36 49 18.64 18.0+£1 1.0
75 0 18.64 18.0+1 1.0
1 0 20.65 20.0+1 /
1 49 20.84 20.0+£1 /
QPSK 1 99 20.62 20.0+1 /
36 0 19.83 19.0+£1 1.0
36 49 19.78 19.0+£1 1.0
75 0 19.81 19.0+1 1.0
38175 26125
1 0 19.68 19.0+£1 /
1 49 19.84 19.0+1 /
160AM 1 99 19.64 19.0+£1 /
36 0 18.82 18.0+1 1.0
36 49 18.73 18.0+£1 1.0
75 0 18.82 18.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 20.44 20.0+1 /
1 49 20.82 20.0x1 /
QPSK 1 99 20.28 20.0+1 /
50 0 19.76 19.0+1 1.0
50 49 19.68 19.0+£1 1.0
100 0 19.71 19.0+£1 1.0
37850 2580
1 0 19.63 19.0+1 /
1 49 19.99 19.0+1 /
160AM 1 99 19.49 19.0+1 /
50 0 18.80 18.0+1 1.0
50 49 18.71 18.0+1 1.0
100 0 18.73 18.0+1 1.0
1 0 20.31 20.0+1 /
1 49 20.77 20.0+1 /
QPSK 1 99 20.48 20.0x1 /
50 0 19.64 19.0+1 1.0
50 49 19.66 19.0+£1 1.0
100 0 19.66 19.0+1 1.0
20MH 2
OMig ™| 38000 93 1 0 19.27 19.0+1 /
1 49 19.71 19.0+1 /
160AM 1 99 19.48 19.0+1 /
50 0 18.62 18.0+1 1.0
50 49 18.65 18.0+£1 1.0
100 0 18.70 18.0+1 1.0
1 0 20.40 20.0+1 /
1 49 20.94 20.0+£1 /
QPSK 1 99 20.47 20.0+1 /
50 0 19.93 19.0+£1 1.0
50 49 19.77 19.0+£1 1.0
100 0 19.84 19.0+£1 1.0
38150 2610
1 0 19.03 19.0+£1 /
1 49 19.58 19.0+1 /
160AM 1 99 19.12 19.0+£1 /
50 0 18.98 18.0+1 1.0
50 49 18.82 18.0+£1 1.0
100 0 18.88 18.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

LTE Band 40a:

ULRB | ULRB Average Tune up MPR

Sl el Freq(MHz) | Mode | Ajocation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 18.63 18.0x1 /
1 49 18.74 18.0x1 /
QPSK 1 99 18.61 18.0+1 /

12 0 17.81 17.0x1 1.0

12 49 17.77 17.0x1 1.0

38725 2307 5 25 0 17.78 17.0+1 1.0
1 0 17.97 17.5x1 /
1 49 18.09 17.5x1 /
16QAM 1 99 17.95 17.5+1 /

12 0 16.92 16.5+1 1.0

12 49 16.88 16.5+1 1.0

25 0 16.93 16.5+1 1.0
1 0 18.65 18.0+1 /
1 49 18.75 18.0x1 /
QPSK 1 99 18.64 18.0+£1 /

12 0 17.80 17.0£1 1.0

12 49 17.74 17.0£1 1.0

5MHz 38750 2310 25 0 17.79 17.0£1 1.0
1 0 18.10 17.5x1 /
1 49 18.20 17.5x1 /
16QAM 1 99 18.07 17.5+1 /

12 0 16.85 16.5t1 1.0

12 49 16.79 16.5+£1 1.0

25 0 16.91 16.5+£1 1.0
1 0 18.65 18.0+1 /
1 49 18.76 18.0x1 /
QPSK 1 99 18.60 18.0+£1 /

12 0 17.80 17.0£1 1.0

12 49 17.75 17.0x1 1.0

38775 23125 25 0 17.76 17.0x1 1.0
1 0 17.93 17.5+1 /
1 49 18.05 17.5x1 /
16QAM 1 99 17.88 17.5+£1 /

12 0 16.83 16.5+1 1.0

12 49 16.77 16.5+1 1.0

25 0 16.85 16.5+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RH08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 18.72 18.0+1 /
1 49 19.00 18.0+£1 /
QPSK 1 99 18.65 18.0+1 /
25 0 17.93 17.0£1 1.0
25 49 17.80 17.0£1 1.0
50 0 17.90 17.0+£1 1.0
10MHz 38750 2310 1 0 18.12 17 521 /
1 49 18.43 17.5+£1 /
1 99 18.09 17.5%¢1 /
PQAN 25 0 17.09 16.5+1 1.0
25 49 16.96 16.5¢1 1.0
50 0 16.97 16.5+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

LTE Band 40b:

ULRB | ULRB Average Tune up MPR
S CL R Freq(MHz) | Mode | Ajocation | Offset | Power (dom) | limited(dBm) (dB)
1 0 17.97 17.0+1 1.0
1 49 18.10 18.0+£1 /
18.02
QPSK 1 99 18.0+£1 /
12 0 17.07 17.0+1 1.0
12 49 17.16 17.0£1 1.0
25 0 17.16 17.0x1 1.0
39175 2352.5
1 0 17.40 17.0+1 /
1 49 17.54 17.0£1 /
17.47
16QAM 1 99 17.0+1 /
12 0 16.12 16.0+1 1.0
12 49 16.22 16.0£1 1.0
25 0 16.25 16.0x1 1.0
1 0 17.98 17.0+1 1.0
1 49 18.15 18.0+£1 /
18.03
QPSK 1 99 18.0+£1 /
12 0 17.13 17.0+1 1.0
12 49 17.16 17.0£1 1.0
25 0 17.15 17.0x1 1.0
5MH 39200 2355
z 1 0 17.27 17.0+1 /
1 49 17.44 17.0£1 /
17.31
16QAM 1 99 3 17.0+1 /
12 0 16.17 16.0+1 1.0
12 49 16.21 16.0+1 1.0
25 0 16.21 16.0x1 1.0
1 0 18.00 18.0£1 /
1 49 18.10 18.0+1 /
1 99 17.98 17.0x1 1.0
PSK
Q 12 0 17.15 17.0+1 1.0
12 49 17.17 17.0£1 1.0
25 0 17.17 17.0x1 1.0
39225 2357.5
1 0 17.34 17.0+1 /
1 49 17.46 17.0+1 /
1 99 17.31 17.0+1 /
16QAM
Q 12 0 16.26 16.0+1 1.0
12 49 16.28 16.0+1 1.0
25 0 16.23 16.0x1 1.0
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RH08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 18.03 18.0+1 /
1 49 18.36 18.0+1 /
18.04
QPSK 1 99 18.0+1 /
25 0 17.19 17.0+1 1.0
25 49 17.27 17.0+1 1.0
50 0 17.25 17.0+£1 1.0
10MHz 39200 2355 1 0 17 47 17 021 /
1 49 17.77 17.0+1 /
1 99 17.50 17.0+1 /
PQAN 25 0 16.38 16.0+1 1.0
25 49 16.50 16.0+1 1.0
50 0 16.33 16.0+1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

LTE Band 41:
ULRB | ULRB Average Tune up MPR
S CL R Freq(MHz) | Mode | Ajocation | Offset | Power (dom) | limited(dBm) (dB)
1 0 20.36 20.0+£1 /
1 49 20.47 20.0+£1 /
QPSK 1 99 20.34 20.0+1 /
12 0 19.44 19.0+£1 1.0
12 24 19.43 19.0+1 1.0
25 0 19.40 19.0+1 1.0
40065 25375 1 0 19.57 19.0+£1 /
1 49 19.70 19.0x1 /
160AM 1 99 19.56 19.0+£1 /
12 0 18.40 18.0+1 1.0
12 49 18.40 18.0x1 1.0
25 0 18.39 18.0+£1 1.0
1 0 20.74 20.0+1 /
1 49 20.86 20.0+£1 /
QPSK 1 99 20.80 20.0+1 /
12 0 19.88 19.0+1 1.0
12 24 19.87 19.0+1 1.0
25 0 19.88 19.0+£1 1.0
SNz 1©0740Q 268 1 0 20.04 19.5:1 /
1 49 20.17 19.5+1 /
16QAM 1 99 20.10 19.5+1 /
12 0 18.93 18.5+1 1.0
12 24 18.91 18.5+1 1.0
25 0 18.92 18.5+1 1.0
1 0 19.48 19.0+£1 /
1 49 19.66 19.0+1 /
QPSK 1 99 19.56 19.0+1 /
12 0 18.48 18.0+1 1.0
12 24 18.33 18.0x1 1.0
41415 2672.5 25 0 18.36 18.0x1 1.0
1 0 18.68 18.0+1 /
1 49 18.67 18.0+1 /
16QAM 1 99 18.47 18.0+1 /
12 0 17.37 17.0+1 1.0
12 24 17.19 17.0x1 1.0
25 0 17.32 17.0x1 1.0
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Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 20.38 20.0+1 /
1 49 20.67 20.0+£1 /
QPSK 1 99 20.36 20.0+1 /
25 0 19.55 19.0+£1 1.0
25 24 19.49 19.0x1 1.0
50 0 19.49 19.0x1 1.0
4 254
9po0 o19 1 0 19.76 19.5+1 /
1 49 20.04 19.5+1 /
160AM 1 99 19.77 19.5+1 /
25 0 18.63 18.5+1 1.0
25 24 18.58 18.5+1 1.0
50 0 18.53 18.5+1 1.0
1 0 20.81 20.5+1 /
1 49 21.07 20.5+1 /
QPSK 1 99 20.93 20.5+1 /
25 0 20.00 19.5+1 1.0
25 24 20.00 19.5x1 1.0
50 0 20.01 19.5x+1 1.0
10MH 4074 2
OMig ™| AgZ™0 603 1 0 19.82 19.5¢1 /
1 49 20.17 19.5+1 /
160AM 1 99 19.96 19.5+1 /
25 0 19.04 18.5+1 1.0
25 24 19.02 18.5+1 1.0
50 0 18.99 18.5x+1 1.0
1 0 19.69 19.0+£1 /
1 49 19.82 19.0+£1 /
QPSK 1 99 19.59 19.0x1 /
25 0 18.69 18.0+£1 1.0
25 24 18.36 18.0x1 1.0
50 0 18.57 18.0+1 1.0
41390 2670
1 0 18.53 18.0+£1 /
1 49 18.58 18.0+£1 /
160AM 1 99 18.17 18.0x1 /
25 0 17.73 17.0+1 1.0
25 24 17.30 17.0x1 1.0
50 0 17.54 17.0x1 1.0
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ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | cation | Offset | Power (dbm) | limited(dBm) | (dB)
1 0 20.26 20.0+1 /
1 49 20.39 20.0+£1 /
QPSK 1 99 20.22 20.0+1 /
36 0 19.47 19.0+£1 1.0
36 24 19.41 19.0x1 1.0
75 0 19.42 19.0x1 1.0
4011 2542,
%15 %9 1 0 19.61 19.0+£1 /
1 49 19.78 19.0+1 /
160AM 1 99 19.62 19.0+1 /
36 0 18.46 18.0+£1 1.0
36 24 18.40 18.0+1 1.0
75 0 18.44 18.0x1 1.0
1 0 20.65 20.0+1 /
1 49 20.91 20.0+1 /
QPSK 1 99 20.76 20.0+1 /
36 0 19.95 19.0+1 1.0
36 24 19.98 19.0x1 1.0
75 0 19.96 19.0x1 1.0
15MH 40740 2605
§ 1 0 19.68 19.0+1 /
1 49 19.94 19.0+1 /
160AM 1 99 19.81 19.0+1 /
36 0 18.92 18.0+1 1.0
36 24 18.92 18.0x1 1.0
75 0 18.93 18.0x1 1.0
1 0 19.89 19.0+£1 /
1 49 19.71 19.0+£1 /
QPSK 1 99 19.57 19.0+1 /
36 0 18.86 18.0+£1 1.0
36 24 18.53 18.0x1 1.0
75 0 18.76 18.0+1 1.0
41 2667.
WO o67R 1 0 18.84 18.0+£1 /
1 49 18.65 18.0+£1 /
160AM 1 99 18.14 18.0x1 /
36 0 17.82 17.0£1 1.0
36 24 17.40 17.0x1 1.0
75 0 17.70 17.0x1 1.0
Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 67 of 138




Shenzhen CTB Testing Technology Co., Ltd.

Report No.: CTB25101112401RHO08

ULRB | ULRB Average Tune up MPR
BW(MHz) | Ch | Freq(MHz) | Mode | |cation | Offset | Power (dbm) | limited(dBm) (dB)
1 0 20.11 20.0+£1 /
1 49 20.54 20.0+1 /
QPSK 1 99 20.21 20.0+1 /
50 0 19.49 19.0+1 1.0
50 24 19.46 19.0+1 1.0
100 0 19.49 19.0+1 1.0
4014 254
4140 o3 1 0 19.29 19.0+1 /
1 49 19.75 19.0+1 /
160AM 1 99 19.43 19.0+1 /
50 0 18.54 18.0+1 1.0
50 24 18.51 18.0+1 1.0
100 0 18.49 18.0+1 1.0
1 0 20.48 20.5+1 /
1 49 21.17 20.5t£1 /
QPSK 1 99 20.69 20.5+1 /
50 0 19.97 19.5+1 1.0
50 24 19.96 19.5+1 1.0
100 0 19.96 19.5+1 1.0
20MH 4074 2
OMig ™| g0 603 1 0 19.40 19.0+1 /
1 49 19.96 19.0+1 /
160AM 1 99 19.62 19.0+1 /
50 0 18.94 18.0+1 1.0
50 24 18.90 18.0+1 1.0
100 0 18.97 18.0+1 1.0
1 0 19.94 19.0+1 /
1 49 19.92 19.0+1 /
QPSK 1 99 19.32 19.0+1 /
50 0 19.11 19.0+1 /
50 24 18.38 18.0+1 1.0
100 0 18.84 18.0+1 1.0
41340 2665
1 0 18.53 18.0+1 /
1 49 18.49 18.0+1 /
160AM 1 99 17.70 17.0£1 1.0
50 0 18.18 18.0+1 /
50 24 17.41 17.0£1 1.0
100 0 17.81 17.0+1 1.0
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WIFI Mode (2.4G)

Channel Frequency NTEEES R
Mode number (MH2) Output Tune up
Power(dBm) limited(dBm)
1 2412 19.38 19.0+1
802.11b 6 2437 20.753 20.0t£1
11 2462 21.409 21.0+£1
2412 18.593 18.0+1
802.119g 6 2437 19.99 19.0+1
11 2462 20.585 20.0t£1
2412 17.883 17.0+1
802.11n
(HT20) 2437 19.271 19.0+1
11 2462 19.88 19.0+1
3 2422 16.775 16.0+1
802.11n
(HT40) 6 2437 18.129 18.0+1
2452 18.676 18.0+1
WIFI Mode (5.2G)
Average
Mode Clzmie) Frequency (MHz) AR QUL Tune up
number Power(dBm) -
limited(dBm)
36 5180 12.654 12.0+1
802.11a 40 5200 14.271 14.0+1
48 5240 11.364 11.0+1
36 5180 12.414 12.0£1
802.11n
(HT20) 40 5200 14.134 14.0+1
48 5240 11.262 11.0+1
802.11n 38 5190 13.243 13.0+1
(HT40) 46 5230 7.575 7.0+1
36 5180 8.437 8.0t£1
802.11ac
(VHT20) 40 5200 14.154 14.0+1
48 5240 6.984 6.0+1
802 11ac 38 5190 13.3 13.0+1
(VHT40) 46 5230 11.776 11.0+1
802.11ac
(VHTS0) 42 5210 4.416 4.0£1

NOTE: Duty cycle=100%.
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WIFI Mode (5.8G)
Average
Mode Chzinine) Frequency (MHz) AIEIEEE O Tune up
number Power(dBm) _
limited(dBm)
149 5745 10.135 10.0+1
802.11a 157 5785 11.272 11.0+£1
165 5825 13.155 13.0+£1
149 5745 9.969 9.0+1
802.11n
(HT20) 157 5785 11.067 11.0+£1
165 5825 13.006 13.0+1
802.11n 151 5755 9.807 9.0+1
(HT40) 159 5795 11.827 11.01
hat 149 5745 9.973 9.0+1
.1lac
(VHT20) 157 5785 11.026 11.0+£1
165 5825 12.957 12.0+£1
802.11ac 151 5755 9.788 9.0+1
(VHT40) 159 5795 11.748 11.01
802.11ac
(VHT80) 155 5775 9.626 9.0+1

NOTE: Duty cycle=100%.
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Bluetooth Measurement Result

Mode Frequency (MHz2) A‘é,egzgf((?;rtnp)“t Tune up limited(dBm)

2402 5.886 5.0+1

GFSK 2441 7.802 7.0+1
2480 6.463 6.0+1

2402 4717 4.0+1

T/ADQPSK 2441 6.809 6.0+1
2480 5.611 5.0+1

2402 47 4.0+1

8DPSK 2441 6.781 6.0+1
2480 5.552 5.0+1

BLE 1M Measurement Result

Channel number

Frequency (MHz)

Average Output

Tune up limited(dBm)

Power(dBm)
0 2402 -0.627 0.0+1
19 2440 0.642 0.0+1
39 2480 0.356 0.0+1
RFID Measurement Result
Channel number Frequency (MHz) AEELE LI Tune up limited(dBm)
Power(dBm)
1 902.75 23.551 23.0+1
25 914.75 22.116 22.0+1
50 927.25 22.983 22.0+1
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12 Exposure Conditions Consideration

EUT antenna location:

WIFi/BT
Antenna

Left

WWAN
Antenna

Top Edge
| 102mm
O A
Front ]
side of Right
Device
172mm

<

./

Bottom Edge
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RFID
Antenna

S s s
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Test position consideration:

Appendix A
SAR Test Exclusion Thresholds for 100 MHz - 6 GHz and < 50 mm

Approximate SAR Test Exclusion Power Thresholds at Selected Frequencies and Test Separation
Distances are illustrated in the following Table, The equation and threshold in section 4.3.1 must be
applied to determine SAR test exclusion.

MHz 5 10 15 20 25 mm
150 39 77 16 155 194
300 27 55 82 10 137
450 2 45 67 89 12
835 16 3 49 66 82
900 16 2 47 63 79
1500 12 2 37 49 6l g:‘c’fuz:’:;
1900 L 22 33 4 54| Threshold (mW)
2450 10 19 29 38 48
3600 8 16 24 EY) 40
5200 7 13 20 26 33
5400 6 13 19 26 2
5800 6 12 19 25 31
MHz 30 35 40 45 50 mm
150 232 271 310 349 387
300 164 192 219 246 274
450 134 157 179 201 224
835 o8 1s 131 148 164
900 95 1 126 142 158
1500 73 86 98 10 122 SAR Test
Exclusion
1900 65 76 87 08 109 Threshold (mW)
2450 57 67 77 86 9%
3600 47 55 63 71 79
5200 39 46 53 59 66
5400 39 45 52 58 65
5800 37 44 50 56 62
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Appendix B
SAR Test Exclusion Thresholds for 100 MHz — 6 GHz and > 50 mm

Approximate SAR test exclusion power thresholds at selected frequencies and test separation distances
are illustrated in the following table. The equation and threshold in 4.3.1 must be applied to determine
SAR test exclusion.

MHz | 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 | mm

100 | 474 | 481 | 487 | 494 | 501 | 507 514 521 527 534 541 547 554 561 567

150 | 387 | 397 | 407 | 417 | 427 | 437 447 457 467 477 487 497 507 517 527

300 | 274 | 294 | 314 | 334 | 354 | 374 394 | 414 | 434 | 454 474 | 494 514 534 554

450 | 224 | 254 | 284 | 314 | 344 | 374 | 404 | 434 | 464 | 494 | 524 | 554 | 584 | 614 | 644

835 | 164 | 220 | 275 | 331 | 387 | 442 498 554 609 665 721 776 832 888 943

900 | 158 | 218 | 278 | 338 | 398 | 458 518 578 638 698 758 818 8§78 938 | 998

1500 | 122 | 222 | 322 | 422 | 522 | 622 722 822 922 | 1022 | 1122 | 1222 | 1322 | 1422 | 1522 | mW

1900 | 109 | 209 | 309 | 409 | 509 | 609 709 809 909 | 1009 | 1109 | 1209 | 1309 | 1409 | 1509

2450 | 96 | 196 | 296 | 396 | 496 | 596 696 796 | 896 | 996 | 1096 | 1196 | 1296 | 1396 | 1496

3600 | 79 | 179 | 279 | 379 | 479 | 579 679 779 879 979 | 1079 | 1179 | 1279 | 1379 | 1479

5200 | 66 | 166 | 266 | 366 | 466 | 566 666 766 | 866 | 966 | 1066 | 1166 | 1266 | 1366 | 1466

5400 | 65 | 165 | 265 | 365 | 465 | 565 665 765 865 965 | 1065 | 1165 | 1265 | 1365 | 1465

5800 | 62 | 162 | 262 | 362 | 462 | 562 662 762 862 962 | 1062 | 1162 | 1262 | 1362 | 1462

Test position consideration:

Distance of EUT antenna-to-edge/surface(mm),
Test distance:5mm

Antennas Back side Front side Left Edge Right Edge Top Edge Bottom Edge
WWAN 125 15 16 16 162 1
2.4G WIFI 114 11 13 73 10 135
5.2G WIFI 114 11 13 73 10 135
5.8G WIFI 114 11 13 73 10 135
Bluetooth 114 11 13 73 10 135
RFID 20 30 11 11 8 145

Test distance:5mm

Antennas Back side Front side Left Edge Right Edge Top Edge Bottom Edge
WWAN NO YES YES YES NO YES
2.4G WIFI NO YES YES NO YES NO
5.2G WIFI NO YES YES NO YES NO
5.8G WIFI NO YES YES NO YES NO
Bluetooth NO NO NO NO NO NO
RFID YES YES YES YES YES NO
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Note:

1. Head/Body SAR/Hotspot mode assessments are required.

2. Referring to KDB 941225 D06v02r01, when the overall device length and width are = 9cm * 5¢cm, the test
distance is 5 mm.

3. The max tune up power of 2.4G WIFI is 22 dBm=158.49 mW, The max tune up power of 5.2G WIFl is 15
dBm=31.62 mW, The max tune up power of 5.8G WIFI is 14 dBm=25.12 mW,The max tune up power of BT
is 8 dBm=6.31 mW,The max tune up power of RFID is 24 dBm=251.19 mW.

4. Per KDB 447498 D01v06, for DUT the test separation distance is determined by the smallest distance
between the outer surface of the device and the user, which is 0 mm for head SAR, 5 mm for body SAR and
5 mm for Hotsopt SAR.

5.for 10-g extremity SAR, Per KDB 447498 D01v06, [(max. power of channel, including tune-up tolerance,
mW)/(min. test separation distance, mm)] ¢ [+ f(GHz)] < 3.0 for 1-g SAR and < 7.5 for 10-g extremity SAR.
With the distance from the antenna to the handle being 45 mm, the maximum tune up power of RFID is 24
dBm=251.19 mW, the outcome obtained via the extremity SAR formula calculation is 5.30=< 7.5, for which
reason the extremity SAR calculation is deemed unnecessary.
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13 RF Exposure

Standard Requirement:
According to 815.247 (i) and 8§1.1307(b)(1), systems operating under the provisions of this section shall be
operated in a manner that ensures that the public is not exposed to radio frequency energy level in excess of

the Commission’s guidelines.

The 1-g and 10-g SAR test exclusion thresholds for 100 MHz to 6 GHz at test separation distances

< 50 mm are determined by:

[(max. power of channel, including tune-up tolerance, mW)/(min. test separation distance, mm)] -

[Vfiguz] < 3.0 for 1-g SAR and < 7.5 for 10-g extremity SAR.'S where

e ficny 15 the RF channel transmut frequency in GHz

e Power and distance are rounded to the nearest mW and mm before calculation'’
e  The result is rounded to one decimal place for comparison

The test exclusions are applicable only when the minimum rest separation distance is < 50 mm and
for transmission frequencies between 100 MHz and 6 GHz. When the minimum resr separation

distance is < 5 mm, a distance of 5 mm 1s applied to determine SAR test exclusion.

Routine SAR evaluation refers to that specifically required by § 2.1093, using measurements or computer
simulation. When routine SAR evaluation is not required, portable transmitters with output power greater

than the applicable low threshold require SAR evaluation to qualify for TCB approval.

Exclusion Thresholds =
P= Maximum turn-up power in mwW

F= Channel frequency in GHz

PJVF /D

D= Minimum test separation distance in mm
Test Distance (5mm)

MAX

wose | power | Turele | Maxrinets | Maiels | Suer | L
2.4G WIFI 2462 21.409 21.0+£1 22 158.49 49.74 3
5.2G WIFI 5200 14.271 14.0+1 15 31.62 14.42 3
5.8G WIFI 5825 13.155 13.0+1 14 25.12 12.13 3
Bluetooth 2441 7.802 7.0£1 6.31 1.97 3

BLE 2440 0.642 0.0+1 1.26 0.39 3
RFID 902.75 23.551 23.0+1 24 251.19 47.73 3

Result:BT SAR measurement is not required, 2.4G WIFI and 5G WIFI SAR and RFID SAR test are required.
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14 SAR Test Results

14.1 Test Condition:

1. SAR Measurement
The distance between the EUT and the antenna of the emulator is more than 50 cm and the output
power radiated from the emulator antenna is at least 30 dB less than the output power of EUT.

2 Environmental Conditions Temperature 23°C
Relative Humidity 57%
Atmospheric Pressure 1019mbar
3 Tested By : Martin Feng

14.2 Generally Test Procedures:

1. Establish communication link between EUT and base station emulation by air link.

2. Place the EUT in the selected test position. (Cheek, tilt or flat)

3. Perform SAR testing at middle or highest output power channel under the selected test mode. If the
measured 1-g SAR is < 0.8 W/kg, then testing for the other channel will not be performed.

4. When SAR is<0.8W/kg, no repeated SAR measurement is required

For WCDMA test:

1. KDB941225 D01-Body SAR is not required for HSDPA when the average output of each RF channel with
HSDPA active is less than 0.25dB higher than measured without HSDPA using 12.2kbps RMC or the
maximum SAR for 12.2kbps RMC<75% of the SAR limit.

2. KDB941225 D01-Body SAR is not required for handset with HSPA capabilities when the maximum
average output of each RF channel with HSUPA/HSDPA active is less than 0.25dB higher than that
measure without HSUPA/HSDPA using 12.2kbps RMC AND THE maximum SAR for 12.2kbps RMC
is<75% of the SAR limit

For LTE test:

1. According to FCC KDB 941225 D05v02r05:
a. Per Section 5.2.1, SAR is required for QPSK 1 RB Allocation for the largest bandwidth
i. The required channel and offset combination with the highest maximum output power is required for
SAR.

ii. When the reported SAR is < 0.8 W/kg, testing of the remaining RB offset configurations and required
test channels is not required. Otherwise, SAR is required for the remaining required test channels using
the RB offset configuration with highest output power for that channel.

iii. When the reported SAR for a required test channel is > 1.45 W/kg, SAR is required for all RB offset
configurations for that channel.

b. Per Section 5.2.2, SAR is required for 50% RB allocation using the largest bandwidth following the same
procedures outlined in Section 5.2.1.

c. Per Section 5.2.3, QPSK SAR is not required for the 100% allocation when the highest maximum output
power for the 100% allocation is less than the highest maximum output power of the 1 RB and 50% RB
allocations and the reported SAR for the 1 RB and 50% RB allocations is < 0.8 W/kg.

d. Per Section 5.2.4 and 5.3, SAR tests for higher order modulations and lower bandwidths configurations
are not required when the conducted power of the required test configurations determined by Sections
5.2.1 through 5.2.3 is less than or equal to %2 dB higher than the equivalent configuration using QPSK
modulation and when the QPSK SAR for those configurations is <1.45 W/kg.

e. A-MPR was disabled for all SAR tests by setting NS=01 on the base station simulator. SAR tests were
performed with the same number of RB and RB offsets transmitting on all TTI frames (maximum TTI).
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14.3 SAR Summary Test Result:
Table 1. SAR Values of GSM 850MHz Band

SAR 1g(W/Kg),
Channel Power(dBm) Limit(1.6W/kg)
" Test - Plot
Test Positions Mode Maximum Measured Measured Scaled No
CH. | MHz Turn-up output SAR SAR ’
Power(dBm) | power(dBm) 1g(W/kg) [ 1g(W/kg)
. Cheek | 251 | 8ag.g | VoIce 32 31.39 0.013 0.01 .
Right call
Head Tiit | 251 | 848.8 Vga'lﬁe 32 31.39 0.0544 0.06 »
Cheek | 251 | 8agg | VoIce 32 31.39 0.011 0.01 -
Left call
Heag Tilt | 251 | 848.8 V(?al.(l:le 32 31.39 0.0499 0.06 "
. Cheek | 251 | sag.g | CPRS 31 30.60 0.201 0.22 1
Right 2 slots
Hgad Tit | 251 | 848.8 ZGPRS 31 30.60 0.122 013 .
slots
Cheek | 251 | sag.g | GPRS 31 30.60 0.187 0.21 )
Left 2 slots
piead Tiit | 251 | 8488 | CPRS 31 30.60 0.101 0.11 K,
2 slots
Body-worn
Gmm | Nt | o5y | gagg | CPRS 31 30.60 0.164 0.18 2
. Side 2 slots
eparation)
Front | 559 | gagg | GPRS 31 30.60 0.164 0.18 -
Side 2 slots
Right GPRS
Hotspot | fioo | 251 | 8488 | ;' 31 30.60 0.0589 0.06 -
(5mm Left GPRS
eparation) 251 | 848.8 31 30.60 0.0514 0.06 --
Edge 2 slots
Bottom | 5, | g4g.g | CPRS 31 30.60 0.115 0.13 4
Edge 2 slots
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Table 2: SAR Values of GSM 1900MHz Band

SAR 1g(W/Kg),
Channel Power(dBm) Limit(L.6W/kg)
. Test Maximum Plot
Test Positions Mode Turn-u Measured Measured Scaled No
CH. | MHz Power( de output SAR SAR '
m) power(dBm) | 1g(W/kg) | 1g(W/kg)
Voice
Right Cheek | 512 | 18502 | ‘O 28 27.69 0.00527 0.06 .
Rpad Tiit | 512 | 1850.2 ngli?le 28 27.69 0.000854 | 0.001 iy
Cheek | 512 | 18502 | VYoice 28 27.69 0.00707 0.008 -
Left call
Head Tt | 512 | 1850.2 Vé’;?le 28 27.69 0.00168 0.002 >
. Cheek | 512 | 18502 | GPRS 27 26.92 0.235 0.24 3
Right 2 slots
Head Tiit | 512 | 18502 | GFPRS 27 26.92 0.136 0.14 -
2 slots
Cheek | 512 | 18502 | GPRS 27 26.92 0.128 0.13 ]
Left 2 slots
Head Tiit | 512 | 18502 | CPRS 27 26.92 0.0745 0.08 K,
2 slots
Body-worn
(Gmm Zrif’jgt 512 | 1850.2 ZGZ&SS 27 26.92 0.570 0.58 4
eparation)
';riggt 512 | 1850.2 sttss 27 26.92 0.570 0.58 -
Hotspot Ehggh; 512 | 18502 | SCR> 27 26.92 0.195 020 | -
(5mm Left GPRS
eparation) 512 | 1850.2 27 26.92 0.178 0.18 --
Edge 2 slots
Bottom | 515 | 1g50.2 | GPRS 27 26.92 0.325 0.33 »
Edge 2 slots
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Table 3: SAR Values of WCDMA BAND II

Channel Power(dBm) AR 1g(Wikg),
Test Limit(1.6W/kg) Plot
Test Positions Mode Maximum Measured Measured | Scaled No
CH. MHz Turn-up output SAR SAR '
Power(dBm) | power(dBm) | 1g(W/kg) | 1g(W/kg)
RMC
Right Cheek | 9400 [ 1880 12.2kbps 20 19.72 0.200 0.21 5
Head : RMC
Tilt 9400 | 1880 12.2kbps 20 19.72 0.111 0.12 --
RMC
Left Cheek | 9400 | 1880 12.2kbps 20 19.72 0.124 0.13 --
Head . RMC
Tilt 9400 | 1880 12.2kbps 20 19.72 0.0462 0.05 --
Body-
worn Front RMC
(5mm Side 9400 | 1880 12.2kbps 20 19.72 0.400 0.43 6
eparation)
Front RMC
Side 9400 | 1880 12.2kbps 20 19.72 0.400 0.43 -
Hotspot E&ggh; 9400 | 1880 12R2'\|’('gps 20 19.72 0.129 014 | -
e (:rr;trign) Left | 5000 | 1880 | RMC 20 19.72 0.154 016 | -
P Edge 12.2kbps ' ' :
Bottom RMC
Edge 9400 | 1880 12.2kbps 20 19.72 0.228 0.24 --
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Table 4. SAR Values of WCDMA BAND V

Channel Power(dBm) SAR LOQNIKOD;
Limit(1.6W/kg)
- Test : Plot
Test Positions Mode Maximum Measured Measured | Scaled No
CH. MHz Turn-up output SAR SAR '
Power(dBm) | power(dBm) | 1g(W/kg) | 1g(W/kg)

RMC

Right Cheek | 4132 | 826.4 12.2kbps 23 22.19 0.025 0.03 7

Head Tit | 4132 | 826.4 |  RMC 23 22.19 0.00625 | 0008 | -

12.2kbps

RMC

Left Cheek | 4132 | 826.4 12.2kbps 23 22.19 0.0145 0.02 -
Head : RMC

Tilt 4132 | 826.4 12.2kbps 23 22.19 0.00339 0.004 -

Body-

worn Front RMC

(5mm Side 4132 | 826.4 12.2kbps 23 22.19 0.108 0.13 8

eparation)

Front RMC

Side 4132 | 826.4 12.2kbps 23 22.19 0.108 0.13 -
Right RMC

I-|(gtripr)r(])t Edge 4132 | 826.4 12.2kbps 23 22.19 0.0428 0.05 -
- Left RMC

eparation) Edge 4132 | 826.4 12.2kbps 23 22.19 0.0391 0.05 -
Bottom RMC

Edge 4132 | 826.4 12.2kbps 23 22.19 0.0725 0.09 -
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Table 5: SAR Values of LTE BAND 5, 1.4MHz ,QPSK

Channel Power(dBm) SAR 1g(W/Kg),
Limit(1.6W/kQ)
Test " - MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQ) 1g9(W/kQ)
Right Cheek | 20407 | 824.7 23.5 23.07 0 0.0277 0.02 --
Head Tilt 20407 | 824.7 23.5 23.07 0 0.00669 0.007 --
Left Cheek | 20407 | 824.7 23.5 23.07 0 0.0117 0.01 -
Head Tilt 20407 | 824.7 23.5 23.07 0 0.0037 0.004 --
Body-
grom Front | 56407 | 824.7 23.5 23.07 0 0.0892 0.10 .
(5mm Side
1RB #2 eparation) =
Si?je 20407 | 824.7 235 23.07 0 0.0892 0.10 --
Hotspot E('jgghet 20407 | 824.7 235 23,07 0 | 00209 0.02 /)
(5mm
eparation) ELc?g;te 20407 | 824.7 23.5 23.07 0 0.0172 0.02 --
Bé’été’é" 20407 | 824.7 235 23.07 o | 00585 0.06 .
Right Cheek | 20407 | 824.7 23.5 22.72 0 0.017 0.02 --
Head Tilt 20407 | 824.7 235 22.72 0 0.00589 0.007 --
Left Cheek | 20407 | 824.7 23.5 22.72 0 0.0103 0.01 --
Head Tilt 20407 | 824.7 23.5 22.72 0 0.00329 0.004 --
Body-
worg Front 1 50407 | 824.7 23.5 22.72 0 0.077 0.09 x
(5mm Side
50%RB | eparation)
o Fsri‘égt 20407 | 824.7 23.5 22.72 0 0.077 0.09 N
Hotspot E('jggh; 20407 | 824.7 23.5 22.72 0 0.0184 0.02 »
(5mm
eparation) ELdeéte 20407 | 824.7 235 22.72 0 0.0151 0.02 -
Bottom | 50407 | 824.7 235 2272 0o | 00516 0.06 )
Edge
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Table 6: SAR Values of LTE BAND 5, 10MHz ,QPSK

Channel Power(dBm) SAR 1g(WiKg),
Limit(1.6W/kg)
Test . - MPR Plot
Test Positions Maximum Measured Measured
Mode (dB) Scaled SAR | No.
CH. | MHz Turn-up output SAR 1g(W/kg)
Power(dBm) | power(dBm) 1g9(W/kQ) 9 9
Right Cheek | 20450 | 829 23 22.88 0 0.033 0.03 9
Head Tilt 20450 | 829 23 22.88 0 0.00825 0.008 --
Left Cheek | 20450 | 829 23 22.88 0 0.0145 0.01 -
Head Tilt 20450 | 829 23 22.88 0 0.00461 0.005 --
Body-
grormi Front | 50450 | 829 23 22.88 0 0.110 0.11 10
(5mm Side
1RB eparation)
#43 ':Sri‘(’j‘: 20450 | 829 23 22.88 0 0.110 0.11 -
Right
Hotspot Edge 20450 | 829 23 22.88 0 0.0258 0.03 --
(5mm
eparation) ELdeg;L 20450 | 829 23 22.88 0 0.0213 0.02 --
BEOSS(;“ 20450 | 829 23 22.88 o | 00722 0.07 -
Right Cheek | 20450 | 829 22 21.69 1 0.021 0.02 -
Head Tilt 20450 | 829 22 21.69 1 0.00727 0.008 --
Left Cheek | 20450 | 829 22 21.69 1 0.0127 0.01 -
Head Tilt 20450 | 829 22 21.69 1 0.00406 0.004 --
Body-
worl Front | 50450 | 829 22 21.69 1 0.096 0.10 .
(5mm Side
50%RB | eparation)
il Fsri‘é’;t 20450 | 829 22 21.69 1 0.096 0.10 N
Right
Hotspot Edge 20450 | 829 22 21.69 1 0.0227 0.02 -
(5mm
eparation) é;éte 20450 | 829 22 21.69 1 0.0187 0.02 -
Bottom | 50450 | 829 22 21.69 1 | 0.0636 0.07 )
Edge
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Table 7: SAR Values of LTE BAND 7, 20MHz ,QPSK

Channel Power(dBm) SAR 1g(W/Kg),
Limit(1.6W/kQg)
Test " : MPR Plot
Test Positions Maximum Measured Measured
Mode (dB) Scaled SAR | No.
CH. MHz Turn-up output SAR 1g(Wikg)
Power(dBm) | power(dBm) 1g(W/kQ) 9 9
Right Cheek | 21350 | 2560 21 20.83 0 0.169 0.18 --
Head Tilt 21350 | 2560 21 20.83 0 0.0836 0.09 --
Left Cheek | 21350 | 2560 21 20.83 0 0.536 0.56 11
Head Tilt 21350 | 2560 21 20.83 0 0.247 0.26 --
Body-
yvorm Front | 51350 | 2560 21 20.83 0 0.716 0.74 12
(5mm Side
1RB eparation)
#43 ':Sri%gt 21350 | 2560 21 20.83 0 0.716 0.74 -
Right
Hotspot Edge 21350 | 2560 21 20.83 0 0.318 0.33 -
(5mm
eparation) ELdeg;L 21350 | 2560 21 20.83 0 0.296 0.31 -
Bé’étgé“ 21350 | 2560 21 20.83 0 0.512 0.53 .
Right Cheek | 21350 | 2560 20 19.49 1 0.149 0.17 --
Head Tilt 21350 | 2560 20 19.49 1 0.0737 0.08 --
Left Cheek | 21350 | 2560 20 19.49 1 0.472 0.53 --
Head Tilt 21350 | 2560 20 19.49 1 0.217 0.24 --
Body-
wory Front 1 51350 | 2560 20 19.49 1 0.631 0.71 x
(5mm Side
50%RB | eparation)
i Fsri‘égt 21350 | 2560 20 19.49 1 0.631 071 --
Right
Hotspot Edge 21350 | 2560 20 19.49 1 0.28 0.31 -
(5mm
eparation) El‘deéz 21350 | 2560 20 19.49 1 0.26 0.30 --
Bottom | 1350 | 2560 20 19.49 1 0.451 051 ”
Edge
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Table 8: SAR Values of LTE BAND 38, 10MHz ,QPSK

SAR 1g(W/Kg),

Channel Power(dBm) Limit(L.6W/kg)
Test . : MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. | MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQg) 1g(W/kQg)
Right | Cheek | 38200 | 2615 215 21.08 0 0.341 0.38 .
Head Tilt | 38200 | 2615 215 21.08 0 0.114 0.13 J
Left Cheek | 38200 | 2615 215 21.08 0 0.215 0.24 ~
Head Tilt | 38200 | 2615 215 21.08 0 0.071 0.08 )
Body-
worl Front | 58500 | 2615 21.5 21.08 0 0.552 0.61 £
(5mm Side
1RB eparation)
& ';ri‘(’jgt 38200 | 2615 215 21.08 0 0.552 0.61 4
Hotspot E&ggh; 38200 | 2615 21.5 21.08 0 0.0998 0.11 -
(5mm
eparation) E"degte 38200 | 2615 215 21.08 0 0.114 0.13 ’]
Bé’étgé“ 38200 | 2615 21.5 21.08 0 0.268 0.30 K,
Right | Cheek | 38200 | 2615 205 19.91 1 0.301 0.34 -
Head Tilt | 38200 | 2615 205 19.01 1 0.0965 0.11 4
Left Cheek | 38200 | 2615 205 19.91 1 0.189 0.22 2
Head Tilt | 38200 | 2615 205 19.91 1 0.0628 0.07 ~
Body-
worn Front | 58500 | 2615 20.5 19.91 1 0.48 0.55 -
(5mm Side
50%RB | eparation)
= ':Sri‘c’jgt 38200 | 2615 205 19.91 1 0.48 0.55 -
Hotspot E:jggh; 38200 | 2615 20.5 19.91 1 0.0876 0.10 N
(5mm
eparation) é;;e 38200 | 2615 20.5 19.91 1 0.104 0.12 p
Bottom | 35560 | 2615 205 19.91 1 0.236 0.27 -
Edge
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Table 9: SAR Values of LTE BAND 38, 20MHz ,QPSK

Channel Power(dBm) SAR 19(W/Kg),
Limit(1.6W/kg)
Test " - MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQg) 1g(W/kg)
Right Cheek | 38150 | 2610 21 20.94 0 0.420 0.43 13
Head Tilt 38150 | 2610 21 20.94 0 0.136 0.14 --
Left Cheek | 38150 | 2610 21 20.94 0 0.266 0.27 --
Head Tilt 38150 | 2610 21 20.94 0 0.088 0.09 --
Body-worn Front
(5mm Side 38150 | 2610 21 20.94 0 0.681 0.69 14
1RB eparation)
#49 ':Sri‘;’: 38150 | 2610 21 20.94 0 0.681 0.69 -
Right
Hotspot Edge 38150 | 2610 21 20.94 0 0.123 0.12 -
(5mm
eparation) é;éte 38150 | 2610 21 20.94 0 0.141 014 | -
nggé“ 38150 | 2610 21 20.94 0 0.331 0.34 .
Right Cheek | 38150 | 2610 20 19.93 1 0.371 0.42 --
Head Tilt 38150 | 2610 20 19.93 1 0.119 0.13 --
Left Cheek | 38150 | 2610 20 19.93 1 0.234 0.26 --
Head Tilt 38150 | 2610 20 19.93 1 0.0775 0.09 --
Body-worn Front
(5mm Side 38150 | 2610 20 19.93 1 0.60 0.67 --
50%RB eparation) —
#0 Side 38150 | 2610 20 19.93 1 0.60 0.67 --
Right
Hotspot Edge 38150 | 2610 20 19.93 1 0.108 0.12 --
(5mm
eparation) égg‘;z 38150 | 2610 20 19.93 1 0.124 0.14 )
Bottom | 55150 | 2610 20 19.93 1 0.291 0.33 p
Edge
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Table 10: SAR Values of LTE BAND 40a , 10MHz ,QPSK

Channel Power(dBm) SAR 1g(W/Kg),
Limit(1.6W/kQ)
Test o : MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQ) 1g(W/kQ)
Right Cheek | 38750 | 2310 19 19.00 0 0.196 0.20 15
Head Tilt 38750 | 2310 19 19.00 0 0.101 0.10 -
Left Cheek | 38750 | 2310 19 19.00 0 0.112 0.11 --
Head Tilt 38750 | 2310 19 19.00 0 0.0591 0.06 -
Body-worn Front
(5mm Side 38750 | 2310 19 19.00 0 0.701 0.70 16
1RB eparation)
#49 Fsﬂ‘égt 38750 | 2310 19 19.00 0 0.701 0.70 2
Right
Hotspot Edge 38750 | 2310 19 19.00 0 0.31 0.31 -
(5mm
eparation) ELo(Iaéte 38750 | 2310 19 19.00 0 0.245 0.25 --
Bgétgé“ 38750 | 2310 19 19.00 0 0.528 0.53 ‘.
Right Cheek | 38750 | 2310 18 17.93 1 0.172 0.17 --
Head Tilt 38750 | 2310 18 17.93 1 0.089 0.09 -
Left Cheek | 38750 | 2310 18 17.93 1 0.0987 0.10 -
Head Tilt 38750 | 2310 18 17.93 1 0.052 0.05 -=
Body-worn Front
(5mm Side 38750 | 2310 18 17.93 1 0.617 0.63 -
50%RB eparation) —
#0 Side 38750 | 2310 18 17.93 1 0.617 0.63 -
Right
Hotspot Edge 38750 | 2310 18 17.93 1 0.273 0.28 -
(5mm
eparation) E"féz 38750 | 2310 18 17.93 1 0.215 0.22 p
Bottom | 35750 | 2310 18 17.93 1 0.465 047 | -
Edge
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Table 11: SAR Values of LTE BAND 40b , 10MHz ,QPSK

Channel Power(dBm) SAR 1g(W/Kg),
Limit(1.6W/kQ)
Test - : MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQ) 1g(W/kQ)
Right Cheek | 39200 | 2355 19 18.36 0 0.181 0.21 17
Head Tilt 39200 | 2355 19 18.36 0 0.097 0.11 -
Left Cheek | 39200 | 2355 19 18.36 0 0.118 0.14 --
Head Tilt 39200 | 2355 19 18.36 0 0.0427 0.05 -
Body-worn Eront
(5mm Side 39200 | 2355 19 18.36 0 0.613 0.71 18
1RB eparation)
#49 Fsri‘ér: 39200 | 2355 19 18.36 0 0.613 0.71 2
Hotspot Eaggh; 39200 | 2355 19 18.36 0 0.197 0.23 -
(5mm
eparation) ELc?g;te 39200 | 2355 19 18.36 0 0.211 0.24 -
Bé’é‘é’é“ 39200 | 2355 19 18.36 0 0.445 0.52 ’.
Right Cheek | 39200 | 2355 18 17.27 1 0.159 0.19 --
Head Tilt 39200 | 2355 18 17.27 1 0.0854 0.10 -
Left Cheek | 39200 | 2355 18 17.27 1 0.104 0.12 -
Head Tilt 39200 | 2355 18 17.27 1 0.0376 0.04 -=
Body-worn Front
(5mm Side 39200 | 2355 18 17.27 1 0.54 0.64 -
50%RB eparation) -—
#49 Sri‘ér; 39200 | 2355 18 17.27 1 0.54 0.64 -
Hotspot E('jggh; 39200 | 2355 18 17.27 1 0.173 0.20 N
(5mm
eparation) EL;& 39200 | 2355 18 17.27 1 0.185 0.22 p
POtOM | 39200 | 2355 18 17.27 1 0.392 046 | -
ge
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Table 12: SAR Values of LTE BAND 41 , 20MHz ,QPSK

Channel Power(dBm) SAR 1g(W/Kg),
Limit(1.6W/kQ)
Test . - MPR Plot
Mode Test Positions Maximum Measured (dB) Measured Scaled No.
CH. MHz Turn-up output SAR SAR
Power(dBm) | power(dBm) 1g(W/kQ) 1g(W/kQ)
Right Cheek | 40740 | 2605 21.5 21.17 0 0.439 0.47 19
Head Tilt 40740 | 2605 21.5 21.17 0 0.216 0.23 --
Left Cheek | 40740 | 2605 21.5 21.17 0 0.265 0.29 --
Head Tilt 40740 | 2605 21.5 21.17 0 0.134 0.14 --
Body-worn Front
(5mm Side 40740 | 2605 21.5 21.17 0 0.667 0.72 20
1RB eparation)
#99 2ot | 40740 | 2605 215 21.17 0 0.667 072 | -
Hotspot Eéggh; 40740 | 2605 21.5 21.17 0 0.213 0.23 x.
(5mm
eparation) ELo(Iaéte 40740 | 2605 21.5 21.17 0 0.252 0.27 --
Bgétgé“ 40740 | 2605 215 21.17 0 0.428 0.46 ‘.
Right Cheek | 40740 | 2605 20.5 19.97 1 0.39 0.44 -
Head Tilt 40740 | 2605 20.5 19.97 1 0.19 0.21 -
Left Cheek | 40740 | 2605 20.5 19.97 1 0.23 0.26 -
Head Tilt 40740 | 2605 20.5 19.97 1 0.12 0.14 --
Body-worn Front
(5mm Side 40740 | 2605 20.5 19.97 1 0.59 0.67 -
50%RB eparation) —
#0 Side 40740 | 2605 20.5 19.97 1 0.59 0.67 -
Right
Hotspot Edge 40740 | 2605 20.5 19.97 1 0.19 0.21 -
(5mm
eparation) E"féz 40740 | 2605 205 19.97 1 0.22 0.25 p
Botom | 40740 | 2605 20.5 19.97 1 0.38 0.43 -
Edge
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Table 13: SAR Values of 2.4G WIFI

Channel Power(dBm) EAR 1%%/\\//\%(9)'
- Test il 9) Plot
Test Positions Mode Maximum Measured Measured Scaled No
CH. MHz Turn-up output SAR SAR '
Power(dBm) | power(dBm) | 1g(W/kg) | 1g(W/kg)
Right Cheek 11 2462 | DSSS 22 21.409 0.251 0.29 21
Head Tilt 11 2462 | DSSS 22 21.409 0.196 0.22 -
Left Cheek 11 2462 | DSSS 22 21.409 0.156 0.18 -
Head Tilt 11 2462 | DSSS 22 21.409 0.138 0.16 -
Body-worn Eront
(5mm Side 11 2462 | DSSS 22 21.409 0.160 0.18 22
eparation)
Front 1 41 | 2462 | D 22 21.4
Side 6 SSS 409 0.160 0.18 -
Hotspot Left
(5mm Edge 11 2462 | DSSS 22 21.409 0.0858 0.10 -
eparation) Tog
P 11 2462 | DSSS 22 21.409 0.121 0.14 -
Edge
Table 14: SAR Values of 5.2G WIFI
Channel Power(dBm) SAR 19(6\3/\//%(9)’
. Test LIS G) Plot
Test Positions Mode Maximum Measured Measured | Scaled NoO
CH. | MHz Turn-up output SAR SAR :
Power(dBm) | power(dBm) | 1g(W/kg) | 1g(W/kg)
Right Cheek | 40 5200 | 802.11a 15 14.271 0.423 0.50 23
Head Tilt 40 5200 | 802.11a 15 14.271 0.394 0.47 -
Left Cheek | 40 5200 | 802.11a 15 14.271 0.274 0.32 -
Head Tilt 40 5200 | 802.11a 15 14.271 0.241 0.29 -
Body-
o Front | 40 | 5200 | 802.11a 15 14.271 0.139 0.16 24
(5mm Side
eparation)
Front | 40 | 5200 | 802.11 1 2
Side 5 Ad1la 5 14.271 0.139 0.16 -
Hotspot Left
(5mm Edge 40 5200 | 802.11a 15 14.271 0.0798 0.10 -
eparation) T g
OP | 40 | 5200 | 802.11a 15 14.271 0.102 0.12 £
Edge
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Table 15: SAR Values of 5.8G WIFI

Channel Power(dBm) SAR TgOVIKg);
Test Limit(1.6W/kg) Plot
Test Positions Mode Maximum Measured Measured | Scaled No
CH. | MHz Turn-up output SAR SAR '
Power(dBm) | power(dBm) | 1g(W/kg) | 1g(W/kg)
Right | Cheek | 165 | 5825 | 802.11a 14 13.155 0.648 0.79 -
Head Tilt 165 | 5825 | 802.11a 14 13.155 0.579 0.70 --
Cheek | 165 | 5825 | 802.11a 14 13.155 0.761 0.92 25
Left Cheek | 147 | 5745 | 802.11a 11 10.135 0.587 0.72
Head Cheek | 157 | 5785 | 802.11a 12 11.272 0.665 0.79
Tilt 165 | 5825 | 802.11a 14 13.155 0.615 0.75 --
Body-
bt Front | 165 | 5825 | 802.11a 14 13.155 0.391 0.47 26
(5mm Side
eparation)
Front
Side 165 | 5825 | 802.11a 14 13.155 0.391 0.47 --
Hotspot Left
(5mm Edae 165 | 5825 | 802.11a 14 13.155 0.181 0.22 --
eparation) Tg
P 1 165 | 5825 | 802.11a 14 13.155 0.25 0.30 -
Edge
Table 16: SAR Values of RFID
SAR 1g(W/Kg),
Channel Power(dBm) Limit(1.6W/kg) olot
Test Positions Maximum Measured | Measured Scaled SAR | No
CH. | MHz Turn-up output SAR 1g(W/kg) ’
Power(dBm) | power(dBm) | 1g(W/kQ) 9 9
';ri%gt Low | 902.75 24 23.551 0.0827 0.09 ")
Sack | Low | 902.75 24 23,551 0.0915 0.10 k.
Body-worn Right
(5mm C dge Low | 902.75 24 23.551 0.112 0.12 -
eparation) T %t
e Low | 902.75 24 23.551 0.107 0.12 --
Edge
9P Low | 902.75 24 23.551 0.156 0.17 27
Edge

Note:1. KDB941225 D01-Body SAR is not required for HSDPA when the average output of each RF channel
with HSDPA active is less than 0.25dB higher than measured without HSDPA using 12.2kbps RMC
or the maximum SAR for 12.2kbps RMC<75% of the SAR limit.

2. KDB941225 D01-Body SAR is not required for handset with HSUPA/HSDPA capabilities when the
maximum average output of each RF channel with HSUPA/HSDPA active is less than 0.25dB
higher than that measure without HSUPA/HSDPA using 12.2kbps RMC and The maximum SAR
for 12.2kbps RMC is<75% of the SAR limit

Note: Scaled SAR=SAR Value*10(0.1*Tune up Power-Conducted Power)
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14.4 Measurement variability consideration
Refer to FCC KDB 248227 section 5.2.1~5.2.2:
802.11b DSSS SAR Test Requirements:
SAR is measured for 2.4 GHz 802.11b DSSS using either a fixed test position or, when applicable, the initial
test position procedure.
SAR test reduction is determined according to the following:
1) When the reported SAR of the highest measured maximum output power channel (section 3.1) for the exp
osure configuration is < 0.8 W/kg,
no further SAR testing is required for 802.11b DSSS in that exposure configuration.
2) When the reported SAR is > 0.8 W/kg, SAR is required for that exposure configuration using the next high
est measured output power channel. When any reported SAR is > 1.2 W/kg,
SAR is required for the third channel; i.e., all channels require testing.

2.4 GHz 802.11g/n OFDM SAR Test Exclusion Requirements
When SAR measurement is required for 2.4 GHz 802.11g/n OFDM configurations, the measurement and tes
t reduction procedures for OFDM are applied (section 5.3).
SAR is not required for the following 2.4 GHz OFDM conditions.
1) When KDB Publication 447498 SAR test exclusion applies to the OFDM configuration.
2) When the highest reported SAR for DSSS is adjusted by the ratio of OFDM to DSSS specified maximum o
utput power and the adjusted SAR is < 1.2 W/kg.
Note:802.1 b DSSS SAR test is required. The highest reported SAR for DSSS* the ratio of OFDM to
DSSS(Max output power) is 0.29*0.827=0.24 W/Kg<1.2 W/Kg.so the OFDM SAR test is not required.
For 5G WiFi
1. Output Power and SAR measurement is not required for 802.11n/ac HT20/HT40/HT80 channels when the
specified tune-up tolerances for 802.11n HT20/HT40 are lower than 802.11a by more than %2 dB
and the measured SAR is < 1.2 W/Kg.
2. When the same transmission mode configurations have the same maximum output power on the same ch
annel for the 802.11 a/g/n/ac modes, the channel in the lower order/sequence 802.11 mode

(i.e. a, g, n then ac) is selected.
3. When the specified maximum output power is the same for both UNII band | and UNII band 2A,
begin SAR measurement in UNII band 2A; and if the highest reported SAR for UNII band 2A is

< 1.2 W/kg, SAR is not required for UNII band I, if SAR for UNII band 2A > 1.2 W/kg, both bands
should be tested independently for SAR.
According to KDB 865664 D01v01r04 section 2.8.1, repeated measurements are required following
the procedures as below:
Repeated measurement is not required when the original highest measured SAR is < 0.80W/kg; steps 2)
through 4) do not apply.
When the original highest measured SAR is = 0.80 W/kg, repeat that measurement once.
Perform a second repeated measurement only if the ratio of largest to smallest SAR for the original and first
repeated measurements is > 1.20 or when the original or repeated measurement is = 1.45 W/kg (~ 10% from
the 1-g SAR limit).
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Perform a third repeated measurement only if the original, first or second repeated measurement is = 1.5

W/kg and the ratio of largest to smallest SAR for the original, first and second repeated measurements is >
1.20.

NO Repeated SAR:
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14.5 Simultaneous Transmission SAR Analysis.
List of Mode for Simultaneous Multi-band Transmission:

No. Configurations Head SAR | Body-worn SAR | Hotspot SAR
1 GSM(Voice) + WLAN 2.4GHz(Data) Yes - -
2 GPRS (Data) + WLAN 2.4GHz(Data) +RFID Yes Yes Yes
3 GSM(Voice) + RLAN 5GHz(Data) Yes - -
4 GPRS (Data) + RLAN 5GHz(Data) +RFID Yes Yes Yes
5 GSM(Voice) + Bluetooth(Data) Yes - -
6 GPRS (Data) + Bluetooth(Data) +RFID Yes Yes Yes
7 WCDMA (Data) + WLAN 2.4GHz(Data) +RFID Yes Yes Yes
8 WCDMA (Data) + RLAN 5GHz(Data) +RFID Yes Yes Yes
9 WCDMA (Data) + Bluetooth(Data) +RFID Yes Yes Yes
10 LTE (Date) + WLAN 2.4GHz(Data) +RFID Yes Yes Yes
11 LTE (Date) + RLAN 5GHz(Data) +RFID Yes Yes Yes
12 LTE (Date) + Bluetooth(Data) +RFID Yes Yes Yes

Remark:

1. GSM/WCDMA/LTE share the same antenna, and cannot transmit simultaneously.

2. WIFI and Bluetooth share the same antenna, and cannot transmit simultaneously.

3. According to the KDB 447498 D01 v06, when standalone SAR test exclusion applies to an antenna that
transmits simultaneously with other antennas, the standalone SAR must be estimated according to following
to determine simultaneous transmission SAR test exclusion:

(max. power of channel, including tune-up tolerance, mw)/(min. test separation distance, mm)]:[Vf(GHz)/x]
W/kg for test separation distances <50 mm;

where x = 7.5 for 1-g SAR, and x = 18.75 for 10-g SAR.

For simultaneous transmission analysis, Bluetooth SAR is estimated per KDB 447498 D01 v06 as below:
Bluetooth:

Tune-Up Max. Power Distance Frequency X SAR(19)
Power (dBm) (mW) (mm) (GHz2) 5mm
8 6.31 5 2.441 7.5 0.26

4. The maximum SAR summation is calculated based on the same configuration and test position
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Head SAR Simultaneous
WWAN and 2.4G WIFI
WWAN (maximum) 2.4G WIFI
" Summed SAR
Position Band Scaled SAR Scaled SAR (W/kg)
(W/kg) (W/kg)
Right Cheek GPRS850 0.22 0.29 0.51
Right Tilt GPRS850 0.13 0.22 0.35
Left Cheek GPRS850 0.21 0.18 0.39
Left Tilt GPRS850 0.11 0.16 0.27
Right Cheek GPRS1900 0.24 0.29 0.53
Right Tilt GPRS1900 0.14 0.22 0.36
Left Cheek GPRS1900 0.13 0.18 0.31
Left Tilt GPRS1900 0.08 0.16 0.24
Right Cheek WCDMA Band Il 0.21 0.29 0.5
Right Tilt WCDMA Band Il 0.12 0.22 0.34
Left Cheek WCDMA Band Il 0.13 0.18 0.31
Left Tilt WCDMA Band Il 0.05 0.16 0.21
Right Cheek WCDMA Band V 0.03 0.29 0.32
Right Tilt WCDMA Band V 0.008 0.22 0.228
Left Cheek WCDMA Band V 0.02 0.18 0.2
Left Tilt WCDMA Band V 0.004 0.16 0.164
Right Cheek LTE BAND 5(1RB) 0.03 0.29 0.32
Right Tilt LTE BAND 5(1RB) 0.008 0.22 0.228
Left Cheek LTE BAND 5(1RB) 0.01 0.18 0.19
Left Tilt LTE BAND 5(1RB) 0.005 0.16 0.165
Right Cheek LTE BAND 7(1RB) 0.18 0.29 0.47
Right Tilt LTE BAND 7(1RB) 0.09 0.22 0.31
Left Cheek LTE BAND 7(1RB) 0.56 0.18 0.74
Left Tilt LTE BAND 7(1RB) 0.26 0.16 0.42
Right Cheek LTE BAND 38(1RB) 0.43 0.29 0.72
Right Tilt LTE BAND 38(1RB) 0.14 0.22 0.36
Left Cheek LTE BAND 38(1RB) 0.27 0.18 0.45
Left Tilt LTE BAND 38(1RB) 0.09 0.16 0.25
Right Cheek LTE BAND 40a(1RB) 0.20 0.29 0.49
Right Tilt LTE BAND 40a(1RB) 0.10 0.22 0.32
Left Cheek LTE BAND 40a(1RB) 0.11 0.18 0.29
Left Tilt LTE BAND 40a(1RB) 0.06 0.16 0.22
Right Cheek LTE BAND 40b(1RB) 0.21 0.29 0.5
Right Tilt LTE BAND 40b(1RB) 0.11 0.22 0.33
Left Cheek LTE BAND 40b(1RB) 0.14 0.18 0.32
Left Tilt LTE BAND 40b(1RB) 0.05 0.16 0.21
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Right Cheek LTE BAND 41(1RB) 0.47 0.29 0.76
Right Tilt LTE BAND 41(1RB) 0.23 0.22 0.45
Left Cheek LTE BAND 41(1RB) 0.29 0.18 0.47
Left Tilt LTE BAND 41(1RB) 0.14 0.16 0.3
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WWAN and 5G WIFI
y WWAN (maximum) 5G WIFI Summed SAR
Position Band Scaled SAR Scaled SAR (W/kg)
(W/kg) (W/kg)
Right Cheek GPRS850 0.22 0.79 1.01
Right Tilt GPRS850 0.13 0.70 0.83
Left Cheek GPRS850 0.21 0.92 1.13
Left Tilt GPRS850 0.11 0.75 0.86
Right Cheek GPRS1900 0.24 0.79 1.03
Right Tilt GPRS1900 0.14 0.70 0.84
Left Cheek GPRS1900 0.13 0.92 1.05
Left Tilt GPRS1900 0.08 0.75 0.83
Right Cheek WCDMA Band Il 0.21 0.79 1
Right Tilt WCDMA Band I 0.12 0.70 0.82
Left Cheek WCDMA Band Il 0.13 0.92 1.05
Left Tilt WCDMA Band I 0.05 0.75 0.8
Right Cheek WCDMA Band V 0.03 0.79 0.82
Right Tilt WCDMA Band V 0.008 0.70 0.708
Left Cheek WCDMA Band V 0.02 0.92 0.94
Left Tilt WCDMA Band V 0.004 0.75 0.754
Right Cheek LTE BAND 5(1RB) 0.03 0.79 0.82
Right Tilt LTE BAND 5(1RB) 0.008 0.70 0.708
Left Cheek LTE BAND 5(1RB) 0.01 0.92 0.93
Left Tilt LTE BAND 5(1RB) 0.005 0.75 0.755
Right Cheek LTE BAND 7(1RB) 0.18 0.79 0.97
Right Tilt LTE BAND 7(1RB) 0.09 0.70 0.79
Left Cheek LTE BAND 7(1RB) 0.56 0.92 1.48
Left Tilt LTE BAND 7(1RB) 0.26 0.75 1.01
Right Cheek LTE BAND 38(1RB) 0.43 0.79 1.22
Right Tilt LTE BAND 38(1RB) 0.14 0.70 0.84
Left Cheek LTE BAND 38(1RB) 0.27 0.92 1.19
Left Tilt LTE BAND 38(1RB) 0.09 0.75 0.84
Right Cheek LTE BAND 40a(1RB) 0.20 0.79 0.99
Right Tilt LTE BAND 40a(1RB) 0.10 0.70 0.8
Left Cheek LTE BAND 40a(1RB) 0.11 0.92 1.03
Left Tilt LTE BAND 40a(1RB) 0.06 0.75 0.81
Right Cheek LTE BAND 40b(1RB) 0.21 0.79 1
Right Tilt LTE BAND 40b(1RB) 0.11 0.70 0.81
Left Cheek LTE BAND 40b(1RB) 0.14 0.92 1.06
Left Tilt LTE BAND 40b(1RB) 0.05 0.75 0.8
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Right Cheek LTE BAND 41(1RB) 0.47 0.79 1.26

Right Tilt LTE BAND 41(1RB) 0.23 0.70 0.93
Left Cheek LTE BAND 41(1RB) 0.29 0.92 1.21

Left Tilt LTE BAND 41(1RB) 0.14 0.75 0.89

WWAN and BT
WWAN (maximum) BT
. Summed SAR
Position Band Scaled SAR Scaled SAR (Wikg)
(Wikg) (W/kg)

Right Cheek GPRS850 0.22 0.26 0.48
Right Cheek GPRS1900 0.24 0.26 0.5
Right Cheek WCDMA Band I 0.21 0.26 0.47
Right Cheek WCDMA Band V 0.03 0.26 0.29
Right Cheek LTE BAND 5(1RB) 0.03 0.26 0.29
Left Cheek LTE BAND 7(1RB) 0.56 0.26 0.82
Right Cheek LTE BAND 38(1RB) 0.43 0.26 0.69
Right Cheek LTE BAND 40a(1RB) 0.20 0.26 0.46
Right Cheek LTE BAND 40b(1RB) 0.21 0.26 0.47
Right Cheek LTE BAND 41(1RB) 0.47 0.26 0.73

Remark: BT the 1g SAR value are not being captured by the measurement system, the 1g-SAR value are
conservatively used for simultaneous transmission analysis.
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Body SAR /Hotspot SAR Simultaneous

WWAN and 2.4G WIFI and RFID

WWAN (maximum) 2.4G WIFI RFID
Position Band Scaled SAR Scaled SAR Scaled SAR Sum(\T,?Sg)SAR
(Wikg) (Wikg) (Wikg)
Front 0.18 0.18 0.09 0.45
Back -- -- 0.10 0.1
Right 0.06 -- 0.12 0.18
Left grssl 0.06 0.10 0.12 0.28
Top -- 0.14 0.17 0.31
Bottom 0.13 -- -- 0.13
Front 0.58 0.18 0.09 0.85
Back -- -- 0.10 0.1
Right 0.20 -- 0.12 0.32
Left GPRIC 0.18 0.10 0.12 0.4
Top -- 0.14 0.17 0.31
Bottom 0.33 -- -- 0.33
Front 0.43 0.18 0.09 0.7
Back -- -- 0.10 0.1
Right WCDMA Band | 0.14 -- 0.12 0.26
Left 0.16 0.10 0.12 0.38
Top > 0.14 0.17 0.31
Bottom 0.24 -- -- 0.24
Front 0.13 0.18 0.09 0.4
Back -- -- 0.10 0.1
Right WCDMA Band V 0.05 -- 0.12 0.17
Left 0.05 0.10 0.12 0.27
Top -- 0.14 0.17 0.31
Bottom 0.09 -- -- 0.09
Front 0.11 0.18 0.09 0.38
Back -- -- 0.10 0.1
Right 0.03 -- 0.12 0.15
Left - TE BAND S(25) 0.02 0.10 0.12 0.24
Top -- 0.14 0.17 0.31
Bottom 0.07 -- -- 0.07
Front 0.74 0.18 0.09 1.01
Back -- -- 0.10 0.1
Right LTE BAND 7(1RB) 0.33 -- 0.12 0.45
Left 0.31 0.10 0.12 0.53
Top - 0.14 0.17 0.31
Bottom 0.53 -- -- 0.53
Front 0.69 0.18 0.09 0.96
Back -- -- 0.10 0.1
Right 0.12 -- 0.12 0.24
Left GTE BAYD S3ERE) 0.14 0.10 0.12 0.36
Top -- 0.14 0.17 0.31
Bottom 0.34 -- -- 0.34
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Front 0.70 0.18 0.09 0.97
Back -- -- 0.10 0.1
Right 0.31 -- 0.12 0.43
Lgft LR BANRA0a(1RE) 0.25 0.10 0.12 0.47
Top -- 0.14 0.17 0.31
Bottom 0.53 -- -- 0.53
Front 0.71 0.18 0.09 0.98
Back -- -- 0.10 0.1
Right 0.23 -- 0.12 0.35
Left FTE ROND 4QB{IRE) 0.24 0.10 0.12 0.46
Top -- 0.14 0.17 0.31
Bottom 0.52 -- -- 0.52
Front 0.72 0.18 0.09 0.99
Back -- -- 0.10 0.1
Right 0.23 -- 0.12 0.35
Left LT BANRyHL(LRE) 0.27 0.10 0.12 0.49
Top - 0.14 0.17 0.31
Bottom 0.46 -- -- 0.46
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WWAN and 5G WIFI and RFID

WWAN (maximum) 5G WIFI RFID
Position Band Scaled SAR Scaled SAR Scaled SAR Sumor/rﬁ?g)SAR
(W/kg) (Wkg) (W/kg)
Front 0.18 0.47 0.09 0.74
Back -- -- 0.10 0.1
Right 0.06 -- 0.12 0.18
Left & RS8l 0.06 0.22 0.12 0.4
Top - 0.30 0.17 0.47
Bottom 0.13 -- -- 0.13
Front 0.58 0.47 0.09 1.14
Back -- -- 0.10 0.1
Right 0.20 -- 0.12 0.32
Left GPR}OU0 0.18 0.22 0.12 0.52
Top - 0.30 0.17 0.47
Bottom 0.33 -- -- 0.33
Front 0.43 0.47 0.09 0.99
Back -- -- 0.10 0.1
Right 0.14 -- 0.12 0.26
Lgft WCDNA BarfS Il 0.16 0.22 0.12 0.5
Top 0 0.30 0.17 0.47
Bottom 0.24 -- -- 0.24
Front 0.13 0.47 0.09 0.69
Back -- -- 0.10 0.1
Right WCDMA Band V 0.05 -- 0.12 0.17
Left 0.05 0.22 0.12 0.39
Top - 0.30 0.17 0.47
Bottom 0.09 -- -- 0.09
Front 0.11 0.47 0.09 0.67
Back -- -- 0.10 0.1
Right 0.03 -- 0.12 0.15
Left -TE BAND S(ERE) 0.02 0.22 0.12 0.36
Top -- 0.30 0.17 0.47
Bottom 0.07 -- -- 0.07
Front 0.74 0.47 0.09 1.3
Back -- -- 0.10 0.1
Right 0.33 -- 0.12 0.45
Left LJE BAND 7U1RE) 0.31 0.22 0.12 0.65
Top -- 0.30 0.17 0.47
Bottom 0.53 -- -- 0.53
Front 0.69 0.47 0.09 1.25
Back -- -- 0.10 0.1
Right 0.12 -- 0.12 0.24
Left §TE BAYD 3865<E) 0.14 0.22 0.12 0.48
Top 0 0.30 0.17 0.47
Bottom 0.34 -- -- 0.34
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Front 0.70 0.47 0.09 1.26
Back -- -- 0.10 0.1
Right 0.31 -- 0.12 0.43
Lgft LG BANR0a(1RE) 0.25 0.22 0.12 0.59
Top -- 0.30 0.17 0.47
Bottom 0.53 -- -- 0.53
Front 0.71 0.47 0.09 1.27
Back -- -- 0.10 0.1
Right 0.23 -- 0.12 0.35
Left FTE ROND 4QB{IRE) 0.24 0.22 0.12 0.58
Top -- 0.30 0.17 0.47
Bottom 0.52 -- -- 0.52
Front 0.72 0.47 0.09 1.28
Back -- -- 0.10 0.1
Right 0.23 -- 0.12 0.35
Left LT BANRyHL(LRE) 0.27 0.22 0.12 0.61
Top -- 0.30 0.17 0.47
Bottom 0.46 -- -- 0.46
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WWAN and BT and RFID

WWAN (maximum) BT RFID
Position Band Scaled SAR Scaled SAR Scaled SAR Sumor:;/al?g)SAR
(W/kg) (W/kg) (W/kg)
Front 0.18 0.26 0.09 0.53
Back -- 0.26 0.10 0.36
Right 0.06 0.26 0.12 0.44
Left GPRSEQD 0.06 0.26 0.12 0.44
Top - 0.26 0.17 0.43
Bottom 0.13 0.26 -- 0.39
Front 0.58 0.26 0.09 0.93
Back = 0.26 0.10 0.36
Right 0.20 0.26 0.12 0.58
Left GRES900 0.18 0.26 0.12 0.56
Top - 0.26 0.17 0.43
Bottom 0.33 0.26 -- 0.59
Front 0.43 0.26 0.09 0.78
Back - 0.26 0.10 0.36
Right 0.14 0.26 0.12 0.52
Lgft WGEMA Bapel 0.16 0.26 0.12 0.54
Top 3 0.26 0.17 0.43
Bottom 0.24 0.26 -- 0.5
Front 0.13 0.26 0.09 0.48
Back -- 0.26 0.10 0.36
Right WCDMA Band .V 0.05 0.26 0.12 0.43
Left 0.05 0.26 0.12 0.43
Top - 0.26 0.17 0.43
Bottom 0.09 0.26 -- 0.35
Front 0.11 0.26 0.09 0.46
Back - 0.26 0.10 0.36
Right 0.03 0.26 0.12 0.41
Left FTEEAND HRB) 0.02 0.26 0.12 0.4
Top 4 0.26 0.17 0.43
Bottom 0.07 0.26 -- 0.33
Front 0.74 0.26 0.09 1.09
Back - 0.26 0.10 0.36
Right LTE BAND 7(IRB) 0.33 0.26 0.12 0.71
Left 0.31 0.26 0.12 0.69
Top - 0.26 0.17 0.43
Bottom 0.53 0.26 -- 0.79
Front 0.69 0.26 0.09 1.04
Back -- 0.26 0.10 0.36
Right 0.12 0.26 0.12 0.5
Left UTE B/ ND 38(IRE) 0.14 0.26 0.12 0.52
Top -- 0.26 0.17 0.43
Bottom 0.34 0.26 -- 0.6
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Front 0.70 0.26 0.09 1.05
Back -- 0.26 0.10 0.36
Right 0.31 0.26 0.12 0.69
Lgft LIS BANRM0a(RE) 0.25 0.26 0.12 0.63
Top - 0.26 0.17 0.43
Bottom 0.53 0.26 -- 0.79
Front 0.71 0.26 0.09 1.06
Back - 0.26 0.10 0.36
Right 0.23 0.26 0.12 0.61
Left FTE ROND 4 IRE) 0.24 0.26 0.12 0.62
Top -- 0.26 0.17 0.43
Bottom 0.52 0.26 -- 0.78
Front 0.72 0.26 0.09 1.07
Back 5~ 0.26 0.10 0.36
Right 0.23 0.26 0.12 0.61
Left LT BANRyHL(LRE) 0.27 0.26 0.12 0.65
Top -- 0.26 0.17 0.43
Bottom 0.46 0.26 -- 0.72

Remark: BT the 1g SAR value are not being captured by the measurement system, the 1g-SAR value are
conservatively used for simultaneous transmission analysis.
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15 SAR Measurement Reference
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16 Maximum SAR measurement Plots

Plot 1
Date/Time: 2025/11/21 13:13:20

Communication System: UID 0, Generic GSM (0); Communication System Band: GPRS 850 (824.0 -849.0
MHz); Frequency: 848.8 MHz;Communication System PAR: 9.191 dB; PMF: 2.88104

Medium parameters used (interpolated): f = 848.8 MHz; 0 = 0.913 S/m; er = 42.365; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 848.8 MHz; Calibrated: 2025/8/15
Modulation Compensation: Not calibrated

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.210 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 4.121 V/m; Power Drift = 0.10 dB

Peak SAR (extrapolated) = 0.256 W/kg

SAR(1 g) = 0.201 W/kg; SAR(10 g) = 0.152 W/kg

Ratio of SAR at M2 to SAR at M1 = 79%

Maximum value of SAR (measured) = 0.210 W/kg

Wikg
0.210

0.168

0.126

0.084

0.042
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Plot 2
Date/Time: 2025/11/21 22:20:03

Communication System: UID 0, Generic GSM (0); Communication System Band: GPRS 850 (824.0 -849.0
MHz); Frequency: 848.8 MHz;Communication System PAR: 9.191 dB; PMF: 2.88104

Medium parameters used (interpolated): f = 848.8 MHz; o = 0.913 S/m; €r = 42.365; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 848.8 MHz; Calibrated: 2025/8/15
Modulation Compensation: Not calibrated

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.174 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 13.88 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 0.211 W/kg

SAR(1 g) = 0.164 W/kg; SAR(10 g) = 0.124 W/kg

Ratio of SAR at M2 to SAR at M1 = 76.5%

Maximum value of SAR (measured) = 0.172 W/kg

Wikg
0.174

0.139

0.105

0.070

0.035

0.000459
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Plot 3
Date/Time: 2025/12/17 9:40:06

Communication System: UID 0, Generic GSM (0); Communication System Band: GPRS 1900 (1850.0 -1910
MHz); Frequency: 1850.2 MHz;Communication System PAR: 9.191 dB; PMF: 2.88104

Medium parameters used (interpolated): f = 1850.2 MHz; o = 1.356 S/m; er = 40.483; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1850.2 MHz; Calibrated: 2025/8/15
Modulation Compensation: Not calibrated

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.255 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.964 V/m; Power Drift =0.18 dB

Peak SAR (extrapolated) = 0.345 W/kg

SAR(1 g) = 0.235 W/kg; SAR(10 g) = 0.162 W/kg

Smallest distance from peaks to all points 3 dB below = 16.9 mm

Ratio of SAR at M2 to SAR at M1 = 71.2%

Maximum value of SAR (measured) = 0.249 W/kg

Wikg
0.255

0.204
0.153
0.102

0.051
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 4
Date/Time: 2025/12/17 11:51:50

Communication System: UID 0, Generic GSM (0); Communication System Band: GPRS 1900 (1850.0 -1910
MHz); Frequency: 1850.2 MHz;Communication System PAR: 9.191 dB; PMF: 2.88104

Medium parameters used (interpolated): f = 1850.2 MHz; ¢ = 1.356 S/m; €r = 40.483; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1850.2 MHz; Calibrated: 2025/8/15
Modulation Compensation: Not calibrated

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.570 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (8x8x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 10.01 V/m; Power Drift = 0.15 dB

Peak SAR (extrapolated) = 1.03 W/kg

SAR(1 g) = 0.570 W/Kkg; SAR(10 g) = 0.340 W/kg

Smallest distance from peaks to all points 3 dB below = 15.5 mm

Ratio of SAR at M2 to SAR at M1 = 59.4%

Maximum value of SAR (measured) = 0.616 W/kg

Wikg
0.570

0.456

0.342

0.228

0.115

0.000668
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 5
Date/Time: 2025/12/15 10:19:51

Communication System: UID 0, WCDMA (0); Communication System Band: WCDMA BAND2 RMC;
Frequency: 1880 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used: f = 1880 MHz; o = 1.448 S/m; er = 40.98; p = 1000 kg/m3

Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1880 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0
Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.214 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.047 V/m; Power Drift = 0.12 dB

Peak SAR (extrapolated) = 0.304 W/kg

SAR(1 g) = 0.200 W/kg; SAR(10 g) = 0.136 W/kg

Smallest distance from peaks to all points 3 dB below = 17.6 mm

Ratio of SAR at M2 to SAR at M1 =71%

Maximum value of SAR (measured) = 0.213 W/kg

Wikg
0.214

0.an

0.128

0.043
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 6
Date/Time: 2025/12/15 21:05:27

Communication System: UID 0, WCDMA (0); Communication System Band: WCDMA BAND2 RMC;
Frequency: 1880 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used: f = 1880 MHz; o = 1.448 S/m; er = 40.98; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(5, 5, 5) @ 1880 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0
Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.418 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 9.259 V/m; Power Drift = 0.11 dB

Peak SAR (extrapolated) = 0.688 W/kg

SAR(1 g) = 0.400 W/Kkg; SAR(10 g) = 0.246 W/kg

Smallest distance from peaks to all points 3 dB below = 17 mm

Ratio of SAR at M2 to SAR at M1 = 62.1%

Maximum value of SAR (measured) = 0.429 W/kg

Wikg
0.418

I 0.335
1 0.251

0.168

0.085

0.0013

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 112 of 138



Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 7
Date/Time: 2025/11/22 4:37:50

Communication System: UID 0, WCDMA (0); Communication System Band: WCDMA BAND5 RMC;
Frequency: 826.4 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 826.4 MHz; o = 0.839 S/m; er = 40.802; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 826.4 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0259 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 0 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 0.0340 W/kg

SAR(1 g) = 0.025 W/kg; SAR(10 g) = 0.019 W/kg

Ratio of SAR at M2 to SAR at M1 = 77%

Maximum value of SAR (measured) = 0.0267 W/kg

Wikg
0.026

0.021

0.016

0.010

0.00518
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 8
Date/Time: 2025/11/22 20:48:21

Communication System: UID 0, WCDMA (0); Communication System Band: WCDMA BAND5 RMC;
Frequency: 826.4 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 826.4 MHz; o = 0.839 S/m; er = 40.802; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 826.4 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QD0O00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.116 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 4.783 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 0.195 W/kg

SAR(1 g) = 0.108 W/kg; SAR(10 g) = 0.063 W/kg

Smallest distance from peaks to all points 3 dB below = 15.7 mm

Ratio of SAR at M2 to SAR at M1 = 57.4%

Maximum value of SAR (measured) = 0.117 W/kg

Wikg
n.1s

0.093

0.070

0.046

0.023
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 9
Date/Time: 2025/12/14 3:14:57

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 5, E-UTRA/FDD
(824.0 - 849.0 MHz); Frequency: 829 MHz;Communication System PAR: 0 dB; PMF: 1.

Medium parameters used (interpolated): f = 829 MHz; o = 0.912 S/m; er = 40.672; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 829 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0341 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 0.4270 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 0.0410 W/kg

SAR(1 g) = 0.033 W/Kkg; SAR(10 g) = 0.026 W/kg

Ratio of SAR at M2 to SAR at M1 = 80.9%

Maximum value of SAR (measured) = 0.0343 W/kg

Wikg
n.ni4

0.027

0.020

0.014

0.00682
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 10
Date/Time: 2025/12/14 20:09:02

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 5, E-UTRA/FDD
(824.0 - 849.0 MHz); Frequency: 829 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 829 MHz; o = 0.912 S/m; er = 40.672; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.09, 6.09, 6.09) @ 829 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.115 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (8x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 6.262 V/m; Power Drift =-0.14 dB

Peak SAR (extrapolated) = 0.205 W/kg

SAR(1 g) = 0.110 W/kg; SAR(10 g) = 0.064 W/kg

Smallest distance from peaks to all points 3 dB below = 15.3 mm

Ratio of SAR at M2 to SAR at M1 = 56.7%

Maximum value of SAR (measured) = 0.119 W/kg

Wikg
0.11%

0.092

0.069

0.046

0.023
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 11
Date/Time: 2025/12/23 2:28:28

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 7, E-UTRA/FDD
(2500.0 - 2570.0 MHz); Frequency: 2560 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2560 MHz; o = 2.073 S/m; er = 37.918; p = 1000 kg/m3

Phantom section: Left Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2560 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/L-Cheek/Area Scan (20x13x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.597 W/kg

KA25101112401 FCC ID Portable data terminal/L-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 4.500 V/m; Power Drift = 0.16 dB

Peak SAR (extrapolated) = 1.10 W/kg

SAR(1 g) = 0.536 W/kg; SAR(10 g) = 0.310 W/kg

Smallest distance from peaks to all points 3 dB below = 10.8 mm

Ratio of SAR at M2 to SAR at M1 = 61.4%

Maximum value of SAR (measured) = 0.582 W/kg

Wikg
n.h47

0.478

0.358

0.239

0.119
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 12
Date/Time: 2025/12/23 10:40:31

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 7, E-UTRA/FDD
(2500.0 - 2570.0 MHz); Frequency: 2560 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2560 MHz; o = 2.073 S/m; er = 37.918; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2560 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.719 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 10.09 V/m; Power Drift = 0.14 dB

Peak SAR (extrapolated) = 1.73 W/kg

SAR(1 g) = 0.716 W/Kkg; SAR(10 g) = 0.336 W/kg

Smallest distance from peaks to all points 3 dB below = 11.4 mm

Ratio of SAR at M2 to SAR at M1 = 43.4%

Maximum value of SAR (measured) = 0.789 W/kg

Wikg
n.ny

| 0.575

= 0.471

D.288

0.144

0.000122

Report Tel: 4008-707-283 Web: http://www.ctb-lab.net Page 118 of 138



Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 13
Date/Time: 2025/12/21 11:30:12

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 38, E-UTRA/TDD
(2570.0 - 2620.0 MHz); Frequency: 2610 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 2610 MHz; o = 1.914 S/m; er = 38.921; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2610 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.453 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.084 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.669 W/kg

SAR(1 g) = 0.420 W/kg; SAR(10 g) = 0.265 W/kg

Smallest distance from peaks to all points 3 dB below = 15.6 mm

Ratio of SAR at M2 to SAR at M1 = 65.6%

Maximum value of SAR (measured) = 0.451 W/kg

Wikg
0.453

0.362

0.272

0.181

0.091
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 14
Date/Time: 2025/12/21 5:55:17

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 38, E-UTRA/TDD
(2570.0 - 2620.0 MHz); Frequency: 2610 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 2610 MHz; o = 1.914 S/m; er = 38.921; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2610 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO00P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.651 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (8x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 5.149 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 2.28 W/kg

SAR(1 g) = 0.681 W/kg; SAR(10 g) = 0.263 W/kg

Smallest distance from peaks to all points 3 dB below = 7.1 mm

Ratio of SAR at M2 to SAR at M1 = 38%

Maximum value of SAR (measured) = 0.758 W/kg

Vilkg
n.6%1

0.521
0.391
0.260

0.130
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 15
Date/Time: 2026/1/11 12:28:26

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 40a, E-UTRA/TDD
(2300.0 - 2400.0 MHz); Frequency: 2310 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2310 MHz; o = 1.599 S/m; er = 39.248; p = 1000 kg/m3

Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2310 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.211 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.509 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 0.298 W/kg

SAR(1 g) = 0.196 W/kg; SAR(10 g) = 0.123 W/kg

Smallest distance from peaks to all points 3 dB below = 18.3 mm

Ratio of SAR at M2 to SAR at M1 = 65.7%

Maximum value of SAR (measured) = 0.213 W/kg

Wikg
n.211

0.169
D127
0.084

0.042
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 16
Date/Time: 2026/1/11 8:09:44

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 40a, E-UTRA/TDD
(2300.0 - 2400.0 MHz); Frequency: 2310 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2310 MHz; o = 1.599 S/m; er = 39.248; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2310 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.700 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 8.328 V/m; Power Drift = 0.17 dB

Peak SAR (extrapolated) = 1.32 W/kg

SAR(1 g) = 0.701 W/kg; SAR(10 g) = 0.390 W/kg

Smallest distance from peaks to all points 3 dB below = 10.1 mm

Ratio of SAR at M2 to SAR at M1 = 56.2%

Maximum value of SAR (measured) = 0.769 W/kg

Wikg
n.zon

0.560

0.420

0.200

0.140
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Shenzhen CTB Testing Technology Co., Ltd. Report No.: CTB25101112401RHO08

Plot 17
Date/Time: 2026/1/13 13:37:45

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 40b, E-UTRA/TDD
(2300.0 - 2400.0 MHz); Frequency: 2355 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2355 MHz; 0 = 1.68 S/m; er = 39.156; p = 1000 kg/m3

Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2355 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.194 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.150 V/m; Power Drift = 0.16 dB

Peak SAR (extrapolated) = 0.284 W/kg

SAR(1 g) = 0.181 W/kg; SAR(10 g) = 0.113 W/kg

Smallest distance from peaks to all points 3 dB below = 16.3 mm

Ratio of SAR at M2 to SAR at M1 = 65.1%

Maximum value of SAR (measured) = 0.197 W/kg

Wikg
0.194

0.155
0.116
0.078

0.039
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Plot 18
Date/Time: 2026/1/13 8:45:15

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 40b, E-UTRA/TDD
(2300.0 - 2400.0 MHz); Frequency: 2355 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used: f = 2355 MHz; ¢ = 1.68 S/m; er = 39.156; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.8, 4.8, 4.8) @ 2355 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.620 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 8.206 V/m; Power Drift = 0.19 dB

Peak SAR (extrapolated) = 1.18 W/kg

SAR(1 g) = 0.613 W/kg; SAR(10 g) = 0.341 W/kg

Smallest distance from peaks to all points 3 dB below = 11.2 mm

Ratio of SAR at M2 to SAR at M1 = 56.7%

Maximum value of SAR (measured) = 0.669 W/kg

Wikg
0.620

0.496
0.372
0.240

0.124
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Plot 19
Date/Time: 2025/12/20 14:22:18

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 41, E-UTRA/TDD
(2535.0 - 2675.0 MHz); Frequency: 2605 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 2605 MHz; o = 1.976 S/m; er = 38.523; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2605 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.476 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 3.089 V/m; Power Drift = 0.17 dB

Peak SAR (extrapolated) = 0.690 W/kg

SAR(1 g) = 0.439 W/kg; SAR(10 g) = 0.275 W/kg

Smallest distance from peaks to all points 3 dB below = 15.8 mm

Ratio of SAR at M2 to SAR at M1 = 66.3%

Maximum value of SAR (measured) = 0.472 W/kg

Wikg
0.476

0.391
0.286
0.190

0.095
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Plot 20
Date/Time: 2025/12/20 10:08:53

Communication System: UID 0, Generic LTE (0); Communication System Band: Band 41, E-UTRA/TDD
(2535.0 - 2675.0 MHz); Frequency: 2605 MHz;Communication System PAR: 0 dB; PMF: 1

Medium parameters used (interpolated): f = 2605 MHz; o = 1.976 S/m; er = 38.523; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.42, 4.42, 4.42) @ 2605 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.724 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (8x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 9.964 V/m; Power Drift = 0.16 dB

Peak SAR (extrapolated) = 1.30 W/kg

SAR(1 g) = 0.667 W/kg; SAR(10 g) = 0.397 W/kg

Smallest distance from peaks to all points 3 dB below = 12.1 mm

Ratio of SAR at M2 to SAR at M1 = 57.9%

Maximum value of SAR (measured) = 0.725 W/kg

Wikg
n.r24

0.579

0.435

0.290

0.146

0.00147
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Plot 21
Date/Time: 2025/12/8 22:47:54

Communication System: UID 0, 2.4G WIFI (0); Communication System Band: 2.4G WIFI 11B; Frequency:
2462 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 2462 MHz; o = 1.788 S/m; er = 38.592; p = 1000 kg/m3
Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.58, 4.58, 4.58) @ 2462 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.271 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 1.108 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 0.601 W/kg

SAR(1 g) = 0.251 W/kg; SAR(10 g) = 0.116 W/kg

Smallest distance from peaks to all points 3 dB below = 11.4 mm

Ratio of SAR at M2 to SAR at M1 = 42.9%

Maximum value of SAR (measured) = 0.281 W/kg

Wikg
nzn

0.217

0.163

o108
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Plot 22
Date/Time: 2025/12/8 17:01:50

Communication System: UID 0, 2.4G WIFI (0); Communication System Band: 2.4G WIFI 11B; Frequency:
2462 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 2462 MHz; o = 1.788 S/m; er = 38.592; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(4.58, 4.58, 4.58) @ 2462 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 1; Type: QDO0O0P40CD; Serial: TP:1119

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.175 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (7x7x4)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 4.378 V/m; Power Drift = 0.14 dB

Peak SAR (extrapolated) = 0.316 W/kg

SAR(1 g) = 0.160 W/kg; SAR(10 g) = 0.088 W/kg

Smallest distance from peaks to all points 3 dB below = 15.6 mm

Ratio of SAR at M2 to SAR at M1 = 51.6%

Maximum value of SAR (measured) = 0.172 W/kg

Wikg
0.17%
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Plot 23
Date/Time: 2026/1/12 22:55:59

Communication System: UID 0, 5G WIFI (0); Communication System Band: 5.2G WIFI A20; Frequency:
5200 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used: f = 5200 MHz; o = 5.359 S/m; er = 35.321; p = 1000 kg/m3

Phantom section: Right Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.53, 5.53, 5.53) @ 5200 MHz; Calibrated: 2025/11/24
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 23.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/R-Cheek/Area Scan (13x20x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.953 W/kg

KA25101112401 FCC ID Portable data terminal/R-Cheek/Zoom Scan (7x7x12)/Cube 0: Measurement grid:
dx=4mm, dy=4mm, dz=2mm

Reference Value = 1.256 V/m; Power Drift = -0.14 dB

Peak SAR (extrapolated) = 1.67 W/kg

SAR(1 g) = 0.423 W/kg; SAR(10 g) = 0.141 W/kg

Smallest distance from peaks to all points 3 dB below = 6.1 mm

Ratio of SAR at M2 to SAR at M1 = 54.6%

Maximum value of SAR (measured) = 1.02 W/kg

Wikg
0.953

0.762

0.572

0.301

0.191
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Plot 24
Date/Time: 2026/1/12 11:09:17

Communication System: UID 0, 5G WIFI (0); Communication System Band: 5.2G WIFI A20; Frequency:
5200 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used: f = 5200 MHz; o = 5.359 S/m; er = 35.321; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.53, 5.53, 5.53) @ 5200 MHz; Calibrated: 2025/11/24
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 23.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.270 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (9x9x6)/Cube 0: Measurement grid:
dx=4mm, dy=4mm, dz=2mm

Reference Value = 1.021 V/m; Power Drift =-0.14 dB

Peak SAR (extrapolated) = 0.520 W/kg

SAR(1 g) = 0.139 W/kg; SAR(10 g) = 0.050 W/kg

Smallest distance from peaks to all points 3 dB below = 8.3 mm

Ratio of SAR at M2 to SAR at M1 = 54.2%

Maximum value of SAR (measured) = 0.320 W/kg

Wikg
0.2qa
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0.100

0.054
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Plot 25
Date/Time: 2026/1/12 21:07:11

Communication System: UID 0, 5G WIFI (0); Communication System Band: 5.8G WIFI A20; Frequency:
5825 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 5825 MHz; o = 5.199 S/m; er = 36.711; p = 1000 kg/m3
Phantom section: Left Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.03, 5.23, 5.07) @ 5825 MHz; Calibrated: 2025/10/7
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 23.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/L-Cheek/Area Scan (20x13x1): Measurement grid:
dx=10mm, dy=10mm
Maximum value of SAR (measured) = 1.69 W/kg

KA25101112401 FCC ID Portable data terminal/L-Cheek/Zoom Scan (7x7x12)/Cube 0: Measurement grid:
dx=4mm, dy=4mm, dz=2mm

Reference Value = 2.558 V/m; Power Drift = 0.21 dB

Peak SAR (extrapolated) = 4.64 W/kg

SAR(1 g) = 0.761 W/kg; SAR(10 g) = 0.184 W/kg

Smallest distance from peaks to all points 3 dB below = 5.7 mm

Ratio of SAR at M2 to SAR at M1 = 45.5%

Maximum value of SAR (measured) = 2.03 W/kg

Wikg
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1.014
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Plot 26
Date/Time: 2026/1/12 7:59:13

Communication System: UID 0, 5G WIFI (0); Communication System Band: 5.8G WIFI A20; Frequency:
5825 MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 5825 MHz; o = 5.199 S/m; er = 36.711; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: EX3DV4 - SN7965; ConvF(5.03, 5.23, 5.07) @ 5825 MHz; Calibrated: 2025/10/7
Modulation Compensation:

Sensor-Surface: 1.4mm (Mechanical Surface Detection), z = 1.0, 23.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QD0O00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Front/Area Scan (14x20x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.914 W/kg

KA25101112401 FCC ID Portable data terminal/Front/Zoom Scan (9x9x6)/Cube 0: Measurement grid:
dx=4mm, dy=4mm, dz=2mm

Reference Value = 1.030 V/m; Power Drift = 0.17 dB

Peak SAR (extrapolated) = 1.82 W/kg

SAR(1 g) = 0.391 W/Kkg; SAR(10 g) = 0.154 W/kg

Smallest distance from peaks to all points 3 dB below = 11.2 mm

Ratio of SAR at M2 to SAR at M1 = 45.9%

Maximum value of SAR (measured) = 0.927 W/kg

Wikg
0.914

0.731
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Plot 27
Date/Time: 2025/12/11 15:56:54

Communication System: UID 0, RFID-FCC ID (0); Communication System Band: RFID; Frequency: 902.75
MHz;Communication System PAR: 0 dB; PMF: 1.12202e-005

Medium parameters used (interpolated): f = 902.75 MHz; 6 = 0.99 S/m; er = 42.456; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY Configuration:

Probe: ES3DV3 - SN3089; ConvF(6.1, 6.1, 6.1) @ 902.75 MHz; Calibrated: 2025/8/15
Modulation Compensation:

Sensor-Surface: 4mm (Mechanical Surface Detection), z = 2.0, 32.0

Electronics: DAE4 Sn881; Calibrated: 2025/10/15

Phantom: SAM 2; Type: QDO00P40CD; Serial: TP:1410

DASY52 52.10.3(1513); SEMCAD X 14.6.13(7474)

KA25101112401 FCC ID Portable data terminal/Top/Area Scan (16x14x1): Measurement grid: dx=10mm,
dy=10mm
Maximum value of SAR (measured) = 0.168 W/kg

KA25101112401 FCC ID Portable data terminal/Top/Zoom Scan (7x7x7)/Cube 0: Measurement grid:
dx=5mm, dy=5mm, dz=5mm

Reference Value = 8.297 V/m; Power Drift =-0.18 dB

Peak SAR (extrapolated) = 0.291 W/kg

SAR(1 g) = 0.156 W/kg; SAR(10 g) = 0.088 W/kg

Smallest distance from peaks to all points 3 dB below = 10.8 mm

Ratio of SAR at M2 to SAR at M1 = 57.6%

Maximum value of SAR (measured) = 0.176 W/kg

Wikg
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17 Calibration Reports-Probe and Dipole

The Probe, Dipole and DAE calibration please refer to the Attachment.
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18 SAR System Photos and Liquid depth
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19 Setup Photo
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20 EUT Photos
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