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1. USB-C Plug

Connected to computers, Osmo Pocket 3, Osmo Action 5 Pro, and other devices,
as well as DJI Mic series camera adapter.

2. USB-C charging Port

Plug in a monologue USB-C headset to monitor the transmitter's audio.

This interface can be used to charge your devices during long recording or
shooting sessions.

3. Transmitter status LED



Battery Level

. — Solid red 0-10%
. — Solid green > 10%
Connection Status with Transmitter
Off Not linked to the receiver
. Blinks green quickly  Linking through a proprietary protocol
. — Solid green Linked to the receiver via a proprietary proto-
col
e Blinks blue quickly Linking via OsmoAudio protacol
. — Solid blue Linked to the receiver via OsmoAudio proto-
col
Other Status
T Solid yellow Noise cancellation enabled/ Firmware updat-
ing

4. Linking button

Press and hold for 2 seconds to trigger linking.

Double-press to switch between operating modes.

5. Noise cancellation switch

Toggle the switch to adjust between two levels of noise cancellation.
O (On): Noise reduction disabled

L (Low): Weak

H (High): Strong



FCC Compliance Notice

Supplier’s Declaration of Conformity

Product name: DJI Mic Series Mobile Receiver

Model Number: DMMR02

Responsible Party: PixelPro Imaging LLC

Responsible Party Address: 217 S VICTORY BLVD,BURBANK,CA 91502-2349

Website: www.dji.com

We, PixelPro Imaging LLC, being the responsible party, declares that the above mentioned model was

tested to demonstrate complying with all applicable FCC rules and regulations.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) This device must accept any
interference received, including interference that may cause undesired operation. Any changes or
modifications not expressly approved by the party responsible for compliance could void the user’s

authority to operate the equipment.

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.
End user must follow the specific operating instructions for satisfying RF exposure compliance. This
transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.
The portable device is designed to meet the requirements for exposure to radio waves established by
the Federal Communications Commission (USA). These requirements set a SAR limit of 1.6 W/kg
averaged over one gram of tissue. The highest SAR value reported under this standard during product

certification for use when properly worn on the body with 5mm distance.



ISED Compliance Notice

CAN ICES-003 (B) / NMB-003(B)

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and
Economic Development Canada’s licence-exempt RSS(s). Operation is subject to the following two
conditions: (1)This device may not cause interference.(2)This device must accept any interference,
including interference that may cause undesired operation of the device.

L’émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR
d’Innovation, Sciences et Développement économique Canada applicables aux appareils radio exempts
de licence. L’exploitation est autorisée aux deux conditions suivantes :(1)L’appareil ne doit pas produire
de brouillage; (2)L"appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est

susceptible d’en compromettre le fonctionnement.

This equipment complies with ISED radiation exposure limits set forth for an uncontrolled
environment. End user must follow the specific operating instructions for satisfying RF exposure
compliance. This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter.

The portable device is designed to meet the requirements for exposure to radio waves established by
the ISED. These requirements set a SAR limit of 1.6 W/kg averaged over one gram of tissue. The
highest SAR value reported under this standard during product certification for use when properly

worn on the body with 5mm distance.

Cet équipement est conforme aux limites d'exposition aux rayonnements établies par ISED pour un
environnement non controlé. L'utilisateur final doit suivre les instructions opérationnelles spécifiques
pour satisfaire aux exigences de conformité en matiére d'exposition RF. Ce transmetteur ne doit pas
étre installé ou fonctionner en conjonction avec toute autre antenne ou transmetteur.

L'appareil portable est congu pour répondre aux exigences d'exposition aux ondes radio établies par
I'ISED. Ces exigences fixent une limite SAR de 1,6 W/kg, moyennée sur un gramme de tissu. La valeur
SAR la plus élevée signalée sous cette norme lors de la certification du produit pour un usage correct

avec une distance de 5 mm sur le corps.


http://www.dji.com/euro-compliance

EU & UK Compliance Notice

EU Compliance Statement: SZ DJI Osmo Technology Co., Ltd. hereby declares that this device (DJI MIC
SERIES MOBILE RECEIVER (DMMRO02)) is in compliance with the essential requirements and other

relevant provisions of the Directive 2014/53/EU.

A copy of the EU Declaration of Conformity is available online at www.dji.com/euro-compliance

EU contact address: DJI GmbH, Industriestrasse 12, 97618, Niederlauer, Germany

Environmentally friendly disposal
Old electrical appliances must not be disposed of together with the residual
waste, but have to be disposed of separately. The disposal at the communal collecting point
via private persons is for free. The owner of old appliances is responsible to bring the
appliances to these collecting points or to similar collection points. With this little personal
I offort, you contribute to recycle valuable raw materials and the treatment of toxic

substances.



