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Winding Procese:

number | winding

NO | winding wire gauge of turns | direction notes
1 N1 2UEW-B-0.07*100P 11TS CcCw
2
FEATURES:

1.Test conditions) : 25°C,65%RH@100KHz/1V

1.1 (Inductance)

1.11 LOA (Individual coil) =3.8uH+20%

1.12 LOA(Coil+magnetic disc)=6.5uH+10%

1.2  g-value=65MIN
1.3 DC Resistance (DCR) : 55mQ MAX
14  (Operating Temperature): -25°C~85°C

2.(Test instrument): L:flix 1068+1310;DCR:502BC;SIZE:Callipers

3.Material List

g item material
1 WIRE ¢ 0.07*100p 2UEW-1.05mm
2| FERRITE 43.5*5.3*0.8 L-shaped slot ferrite hard magnet
3 GLUE White glue
4| SOLDER XCD-907B
5| Adhesive Slotted double-sided adhesive backing
6 temﬁfﬁgture 7MM High temperature tape
adhesive
7 uL E238500




Dongguan Dexinda Electronic Technology Co.,Ltd

=. IRCUIT DIAGRAM

M1

= o ) |

BAfSj: MM

. OUTSIDE DIAGRA
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Note: Wrap 7MM (ref) high-temperature adhesive tape around the coil outlet position

stan
dard

STD | 38.5¥1.2 | 16%1.5 0.8+0.2 11+2 2-5 44Max 2.6Max 9-15
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unit: MM
. PACKAGE
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5.2 10250 M ALk Packing Quantity:
I H Item %1t Quantity # B Material
i Box 350 Pcs 34523050 mm
ffi Big Carton 1400 Pcs 360%340%280 mm

5.3 The packaging shall be based on the exusting packing plate and the actual delivery package
shall prevail .If there is any requirement,we can customize it.





