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Riding helmet headset
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Instruction manual

1.Packing list

The earphone The instructions

The clip base The charging line
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Headset (half helmet/full helmet)

2.Product introduction

Volume -

/Last song Volume +/ Next song

Tail light

Microphone port

Mode button
(M Button)

Charging port

Power button

Light button

1.Power button:Press and hold the "Power button" for 2S to turn on/off.

2Volume button+:short press volume increase, Long press the next song;
Volume button- :short press volume reduction, long press the last song

3.Mode button: short press to switch intercom mode/Bluetooth mode;
long press 2S in intercom mode to start intercom pairing

4.Light button: Short press the light button to switch light mode

5.Forced reset: Long press the Power button for 8 seconds to force the
reset(Forced shutdown)

3.Button and indicator light description

Tail light

Mode button

Mode button light:

Searching for Bluetooth: blue light flashing slowly;
Connection successful: light are always on;

Blue light flash quickly during active search

Blue lights flash slowly during passive search;

The blue light remains on after successful intercom connection

Tail light: After turning on, the lights show a dazzling gradient

Charge indicator: The mode key is always red when charging;
the red light is off when fully charged.

4.Half helmet headset installed

1. Tear off the release paper of the 3M adhesive back clip and stick it on the
left side of the helmet. Do not remove it arbitrarily after sticking, and reach
the maximum adhesion after 24 hours

2. Slide the host into the back clip clip from bottom to top

4-1.Half helmet headset installed
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1.Tear off the deform paper of the horn magic sticker,
stick the magic sticker in the horn reserved slot of the helmet.

2.Attach the horn to the helmet horn Velcro,the long horn is attached
to the right side of the helmet, while the short horn is attached to the
left side of the helmet.

3.Remove the deform paper from the microphone and attach the
magic sticker to the left side of the helmet,Install the microphone
at a distance of 1-2cm from the user's mouth.

4.Plug the microphone cable into the product.

5.Full helmet headset installed

N
N

1.Tear off the deform paper of the horn magic sticker,
stick the magic sticker in the horn reserved slot of the helmet.

2.Attach the horn to the helmet horn Velcro,the long horn is attached
to the right side of the helmet, while the short horn is attached to the
left side of the helmet.

3.Remove the deform paper from the microphone and attach the magic
sticker to theleft inside of the helmet,Install the microphone at a distance
of 1-2cm from the user's mouth.

4.Plug the microphone cable into the product.

6. Fu nCtiOﬂ intI’Od uction(power on/off/charging
)

/Bluetooth connection/voice prompt;

6-1 power on/off. charging

1.Power on:Press and hold the "Power button" for 25 to turn on

2.Power off:Press and hold the "Power button" for 2S to turn off
3.Charging:Insert Type-C charging head into the host charging port,

the mode key is always red when charging; the red light is off when fully charged.

6-2 bluetooth connection

1.Power on state:

After powering on, it defaults to Bluetooth mode, accompanied by a "Bluetooth
mode" prompt sound.Open your phone's Bluetooth for search, click on the device
name "X1 pro" to connect the headphones,hear the "pairing successful" prompt
and the blue indicator light remains on, indicating successful Bluetooth pairing.

2.In intercom mode:

Short press the M key and hear the "Bluetooth mode" prompt tone.Open your
phone's Bluetooth for search, click on the device name "X1 pro " to connect the
headphones, hear the "pairing successful" promptand the blue indicator light
remains on, indicating successful Bluetooth pairing.

6-3 Prompt tone

1.Power on: indicates that the headphones are turned on

2.Bluetooth mode: indicates that the headphones have entered Bluetooth mode
and are in Bluetooth pairing state.

3.Intercom mode: indicates that the headphones have entered intercom mode
and are in intercom pairing state.

4.Paired successful: indicates that the headphones have been paired
successfully in this mode.

5.Pairing disconnected: indicates that the earphone is disconnected from the
paired device and is in a pairing ready state.

6.Low battery: indicates that the battery is less than 20%.

7.Pairing: indicates active search pairing with the local device, and there

will be a "Pairing" prompt sound.If this machine is used as the searched
machine, there will be no prompt tone.

7.Music/intercom/phone operation

7-1volume increase/reduction and next song/last song
1.short press, volume increase;

short press, volume reduction;

long press, next song;

long press, last song;

7-2 Intercom operation

1.Short press the M button to enter the intercom mode.Both machines
must enter the intercam mode.After entering the intercom mode, long
press the M key of one of them to start the search and pairing,and there
will be a prompt sound after the pairing is successful.

2.Delete pairing records:After entering pairing mode, long press and
hold the M button, hear the 'pairing started' prompt tone, indicating
that the pairing record has been deleted.

7-3 Telephone operation
Telephone operation must be done with Bluetooth connected to the phone.
1.Answer/hang up: Short press the power button to answer/hang up the call

2.Reject call: When the call comes in, press and hold the power button to reject
the call
3.End number replay: Double click on the power button

8.Product specificationson

Product name Riding helmet headset
Product mode X1pro

Bluetooth version 51

Weight 50g(+5g)

Size 103*50*26mm
Battery 3.7V/1000mAh
Charging time <2.5H

Working time ~1TH

Waterproof P67

Connect with other brands
1.X1 pro initiates pairing Power on (X1 pro), short press the M button to enter the
intercom mode,long press the mode button to search(other brand machines need
to enter the intercom mode)
2. Other brands of machines initiate pairing Power on (other brands machines ) ,
turn on the intercom mode , search for pairing (X1 pro needs to enter the intercom
mode)
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FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection againstharmful interference in a residential installation. This equipment generates,
uses and can radiateradio frequency energy and, if not installed and used in accordance with
the instructions, maycause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.
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