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TEST REPORT

Test Report No. : CTL2206102102-WF i
Equipment under Test : Motorcycle Wireless Earphone

Sample No : CTL220610210-1-S001

Model /Type : X5

Listed Models : X2, X3, X6, X5 Plus

Applicant : Shenzhen Weile Electronics Co., Ltd.

Address : Room 602, Building 2, Zhuguang Innovative

Technology Park, Taoyuan Street, Nanshan District,
Shenzhen, China

Manufacturer : Shenzhen Weile Electronics Co., Ltd.

Address : Room 602, Building 2, Zhuguang Innovative
Technology Park, Taoyuan Street, Nanshan District,
Shenzhen, China

Test result Pass *

*In the configuration tested, the EUT complied with the standards specified page 5.

The test results presented in this report relate only to the object tested.
This report shall not be reproduced, except in full, without the written approval of the issuing testing
laboratory.
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1. SUMMARY
1.1. TEST STANDARDS

The tests were performed according to following standards:
FCC Rules Part 15.247: Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are in
operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz

ANSI C63.10: 2013: American National Standard for Testing Unlicensed Wireless Devices

1.2. Test Description

FCC PART 15.247

FCC Part 15.207 AC Power Conducted Emission PASS
FCC Part 15.247(a)(2)(i) 20dB Bandwidth PASS
FCC Part 15.247(d) Spurious RF Conducted Emission PASS
FCC Part 15.247(b) Maximum Peak Output Power PASS
FCC Part 15.247(b) Pseudorandom Frequency Hopping Sequence PASS
FCC Part 15.247(a)(1)(iii) Number of hopping frequency& Time of Occupancy PASS
FCC Part 15.247(a)(1) Frequency Separation PASS
FCC Part 15.205/15.209 Radiated Emissions PASS
FCC Part 15.247(d) Band Edge Compliance of RF Emission PASS
FCC Part 15.203/15.247 (b) Antenna Requirement PASS
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1.3. Test Facility

1.3.1 Address of the test laboratory

Shenzhen CTL Testing Technology Co.,Ltd.

Floor 1-A, Baisha Technology Park, No. 3011, Shahexi Road, Nanshan, Shenzhen 518055 China
There is one 3m semi-anechoic chamber and two line conducted labs for final test. The Test Sites
meet the requirements in documents ANSI C63.10 and CISPR 32/EN 55032 requirements.

1.3.2 Laboratory accreditation
The test facility is recognized, certified, or accredited by the following organizations:
CNAS-Lab Code: L7497

Shenzhen CTL Testing Technology Co., Ltd. has been assessed and proved to be in compliance with
CNAS-CLO1 Accreditation Criteria for Testing and Calibration Laboratories (identical to ISO/IEC 17025:
2005 General Requirements) for the Competence of Testing and Calibration Laboratories.

A2LA-Lab Cert. No. 4343.01

Shenzhen CTL Testing Technology Co., Ltd, EMC Laboratory has been accredited by A2LA for
technical competence in the field of electrical testing, and proved to be in compliance with ISO/IEC
17025: 2005 General Requirements for the Competence of Testing and Calibration Laboratories and
any additional program requirements in the identified field of testing.

IC Registration No.: 9618B
CAB identifier: CN0O041

The 3m alternate test site of Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been
registered by Innovation, Science and Economic Development Canada to test to Canadian radio
equipment requirements with Registration No.: 9618B on Jan. 22, 2019.

FCC-Registration No.: 399832
Designation No.: CN1216

Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been registered and fully described
in a report filed with the (FCC) Federal Communications Commission. The acceptance letter from the
FCC is maintained in our files. Registration 399832, December 08, 2017.

1.4. Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report acc. to CISPR 16 - 4
“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4:
Uncertainty in EMC Measurements® and is documented in the Shenzhen CTL Testing Technology Co.,
Ltd. quality system acc. to DIN EN ISO/IEC 17025. Furthermore, component and process variability of
devices similar to that tested may result in additional deviation. The manufacturer has the sole
responsibility of continued compliance of the device.

Hereafter the best measurement capability for CTL laboratory is reported:

Transmitter power conducted +0.57 dB (1)
Transmitter power Radiated +2.20dB (1)
Conducted spurious emission 9KHz-40 GHz +2.20dB Q)
Occupied Bandwidth +0.01ppm (1)

Radiated Emission9KHz~30MHz +3.66dB Q)
Radiated Emission 30~1000MHz +4.10dB Q)
Radiated Emission Above 1GHz +4.32dB ()
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Conducted Disturbance0.15~30MHz +3.20dB (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.
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2. GENERAL INFORMATION

2.1. Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Report No.: CTL2206102102-WF

Normal Temperature: 25°C
Relative Humidity: 55 %
Air Pressure: 101 kPa

2.2. General Description of EUT

Product Name:

Motorcycle Wireless Earphone

Model/Type reference:

X5

Power supply:

Input: 5V
Battery: 3.7V 1000mAh

Bluetooth:

Version: Supported BR/EDR
Modulation: GFSK

Operation frequency: 2402MHz~2480MHz
Channel number: 79

Channel separation: 1MHz

Antenna type:

Ceramic Antenna

Antenna gain:

ANT 1: 2.00dBi
ANT 2: 2.00dBi

Notel: For more details, please refer to the user’s manual of the EUT.

Note2: Antenna gain provided by the applicant.
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2.3. Description of Test Modes and Test Frequency

The Applicant provides communication tools software to control the EUT for staying in continuous
transmitting (Duty Cycle more than 98%) and receiving mode for testing .There are 79 channels
provided to the EUT and Channel 00/39/78 were selected to test.

Operation Frequency :

Channel Frequency (MHZz)
00 2402
01 2403
38 2440
39 2441
40 2442
77 2479
78 2480

Preliminary tests were performed in each mode and packet length of BT, and found worst case as
bellow, finally test were conducted at those mode and recorded in this report.

Test Items Worst case

Conducted Emissions DH5 Middle channel

Radiated Emissions and Band Edge DH5

Maximum Conducted Output Power DH5/2DH5/3DH5

20dB Bandwidth DH5/2DH5/3DH5

Frequency Separation DH5/2DH5/3DH5 Middle channel

Number of hopping frequency DH5/2DH5/3DH5

DH1/DH3/DH5 Middle channel

Time of Occupancy (Dwell Time) 2DH1/2DH3/2DH5 Middle channel
3DH1/3DH3/3DH5 Middle channel

Out-of-band Emissions DH5/2DH5/3DH5
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2.4. Equipments Used during the Test

Report No.: CTL2206102102-WF

Test Equipment Manufacturer Model No. Serial No. Calg);?;ion %ﬂt’rgg?en
LISN R&S ESH2-75 860014/010 | 2022/05/07 | 2023/05/06
Double cone
logarithmic Schwarzbeck VULB 9168 824 2020/04/07 | 2023/04/06
antenna
Horn Antenna Ocean OBH100400 26999002 | 2019/11/28 | 2022/11/27
Microwave
EMI Test Receiver R&S ESCI 1166.5950.03 | 2022/05/07 | 2023/05/06
Spectrum Analyzer Agilent E4407B MY41440676 | 2022/05/07 | 2023/05/06
Spectrum Analyzer Agilent N9020A US46220290 | 2022/05/07 | 2023/05/06
Spectrum Analyzer Keysight N9020A MY53420874 | 2022/05/07 | 2023/05/06
Controller EM Electronics EM 1000 060859 2021/12/23 | 2024/12/22
Horn Antenna S””"g%‘?”ces DRH-118 A062013 | 2021/05/13 | 2024/05/12
Active Loop Da Ze ZN30900A / 2022/05/07 | 2023/05/06
Antenna
Amplifier Agilent 8449B 3008A02306 | 2022/05/06 | 2023/05/05
Amplifier Agilent 8447D 2944A10176 | 2022/05/07 | 2023/05/06
Amplifier Brief&Smart LNA-4018 2104197 2022/05/07 | 2023/05/06
Temg?rat“re’ Humi | & angxing CTH-608 02 2022/05/07 | 2023/05/06
ity Meter
Power Sensor Agilent U2021XA MY55130004 | 2022/05/07 | 2023/05/06
Power Sensor Agilent U2021XA MY55130006 | 2022/05/07 | 2023/05/06
Power Sensor Agilent U2021XA MY54510008 | 2022/05/07 | 2023/05/06
Power Sensor Agilent U2021XA MY55060003 | 2022/05/07 | 2023/05/06
Spectrum Analyzer RS FSP 1164.4391.38 | 2022/05/07 | 2023/05/06
Test Software
Name of Software Version
TST-PASS V1.1.0
EZ_EMC(Below 1GHz) V1.1.4.2
EZ_EMC((Above 1GHz) V1.1.4.2

The calibration interval was one year

2.5. Related Submittal(s) / Grant (s)

This submittal(s) (test report) is intended to comply with Section 15.247 of the FCC Part 15, Subpart C

Rules.

2.6. Modifications

No modifications were implemented to meet testing criteria.




V1.0 Page 11 of 32 Report No.: CTL2206102102-WF

3. TEST CONDITIONS AND RESULTS

3.1. Conducted Emissions Test

LIMIT

FCC CFR Title 47 Part 15 Subpart C Section 15.207

Limit (dBuV)
Frequency range (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
TEST CONFIGURATION
Shielded Foomns
EUT
Test
+ Receiver

TEST PROCEDURE

1.

w

The equipment was set up as per the test configuration to simulate typical actual usage per the
user’s manual. The EUT is a tabletop system; a wooden table with a height of 0.8 meters is used
and is placed on the ground plane as per ANSI C63.10:2013.

Support equipment, if needed, was placed as per ANSI C63.10:2013.

All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10:2013.

The adapter received AC120V/60Hz power through a Line Impedance Stabilization Network
(LISN) which supplied power source and was grounded to the ground plane.

All support equipments received AC power from a second LISN, if any.

The EUT test program was started. Emissions were measured on each current carrying line of
the EUT using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The
LISN has two monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were
taken: one with Line 1 connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load,
the second scan had Line 1 connected to a 50 ohm load and Line 2 connected to the Analyzer /
Receiver.

Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.
During the above scans, the emissions were maximized by cable manipulation.
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Remark: All modes of GFSK, Pi/4 DQPSK, and 8DPSK were test at Low, Middle, and High

channel; only the worst result of GFSK Middle Channel was reported as below:

Line:

L

SCAN TABLE:

“"Voltage (SE=30M]IFIN"

Ehort Dascription:

150x-30M Voltage

ST S S

4 % 3 MEES CTLIZSTILLIL_fi=

MEASUREMENT RESULT: “CTLZ20721531 fin™

TA2LF2022  10:-40AH
Lawval
dBaV

Fraquansy
BEz

- 2580040
- 289500
- 298500
-420000
-631500
-635000

cooo oo

38

7
32
L]
L

4
37.
50
-1}
50
4

a0

Tran

gd
d=

[ =N == =]

Limit Margin Detector Lina FE

MEASUREMENT RESULT: “CTL220721531 fin2"

2L 2022 10-40AMH
Lawval
dBav

Freguancy
BEz

-154500
-172500
- 2625800
-348000
-489500
-&2Ta04a

cooooo

dBpV dB
a2 235 gp L1l GHD
al 228 QP L1l GHD
&l 228 QP Ll GHD
57 4.8 QP Ll GHD
L1 1T.% QP Ll GHD
LT 12,86 QP Ll GHD
Limit Margin Detector Lina FE

dBpWv dB
56 aT.5 amv Ll GHD
55 5.1 mv Ll GHD
g1 150 mv Ll GHD
44 15.4 mv Ll GHD
47 330 av L1 GHD
48 2a.8 AV L1l GHD
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Line:

SCAN TABLE:

"Vol tage

Ehort Dascription:

(9E=30M) FIN"

150x~-30M Voltage

Tt

s

i
o

I —

L e e T
' [ 1

FEEEE
1

= ey g

1----I---

= = xHES CTLIIETIL%30_fi=

MEASUREMENT RESULT:
22022 10:37AM

Freguancy
BEz

01628000
0240000
b 2T1580
0. z92540
b.&31500
0. TT5500

Laval
dagw

40,80
3750
37 ED
3710
37.80
28.480

“CTL220721530 £fin*

Transd
da

10.4
10.4
14.4
14.4
18.1
18.1

Limit
dBpv

&5
&2
a1
&l
26
56

Margin
dB

4.2
4.8
235
23z
18.1
27.2

Detector

QP
QP
oP
oP
oP
QP

MEASUREMENT RESULT: 'CTLEEGIEIS3Q_£1H2“
TA2LF2022 10:37AH

Freguancy
MEZ

01824000
0. z80500
0. 282500
0474000
0. 531500
1.332000

Laval
d2gpw

22,30
19.40
19.20
16.70
2450
1480

Transd
d=2

14.4
10.a
1d.a
10.4
10.1
10.2

Limit
dBpv

55
51
51
L1
46
48

Margin
dB

iz 8
1.4
1.3
29.7
21.5
1.2

Detector

RV
RV
RV
RV
RV
RV

Lina

EEEEE

Lina

EEEEEE

i

BBEERA
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3.2. Radiated Emissions and Band Edge

Limit

Report No.: CTL2206102102-WF

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated
emission out of authorized band shall not exceed the following table at a 3 meters measurement

distance.

In addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified in §15.209(a)

Radiated emission limits

Frequency (MHz) Distance (Meters) Radiated (dBuV/m) Radiated (puV/m)
0.009-0.49 3 20log(2400/F(KHz))+40log(300/3) 2400/F(KHz)
0.49-1.705 3 20log(24000/F(KHz))+ 40log(30/3) 24000/F(KHz)

1.705-30 3 20log(30)+ 40log(30/3) 30
30-88 3 40.0 100

88-216 3 43.5 150
216-960 3 46.0 200
Above 960 3 54.0 500

TEST CONFIGURATION
(A) Radiated Emission Test Set-Up, Frequency Below 30MHz
RX Antenna
. I_EUT | ]/Tunl']'nllg <
0.8m

Ground Plane

A

| EUT | /Turn Table

Receiver

Ant. feed
point

H

(B) Radiated Emission Test Set-Up, Frequency below 1000MHz

Ground Plane
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(C) Radiated Emission Test Set-Up, Frequency above 1000MHz

A
w
3

EUT L
............... 1-4m

Ground Plane

Test Procedure

1.

Below 1GHz measurement the EUT is placed on a turntable which is 0.8m above ground plane,
and above 1GHz measurement EUT was placed on a low permittivity and low loss tangent turn
table which is 1.5m above ground plane.

Maximum procedure was performed by raising the receiving antenna from 1m to 4m and rotating
the turn table from 0°C to 360°C to acquire the highest emissions from EUT

And also, each emission was to be maximized by changing the polarization of receiving antenna
both horizontal and vertical.

Repeat above procedures until all frequency measurements have been completed.

The EUT was pretested with 3 orientations placed on the table for the radiated emission
measurement —X, Y, and Z-plane. The X-plane results were found as the worst case and were
shown in this report.

TEST RESULTS

Remark:

1.

2.
3.

We measured Radiated Emission at GFSK, /4 DQPSK and 8DPSK mode from 9 KHz to 25GHz
and recorded worst case at GFSK DH5 mode..

For below 1GHz testing recorded worst at GFSK DH5 low channel.

Radiated emission test from 9 KHz to 10th harmonic of fundamental was verified, Found the
emission level are attenuated 20dB below the limits from 9 kHz to 30MHz, so it does not recorded
in report.
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For 30MHz-1GHz

Horizontal

Radiated Emission Measurement
File :RF Cata #3096 Date: 202207/Z0 Timeec S34:41
720 dBuWm

62
- |
€@ - I 4
2| Bl e
) ,.«"(3« H“L
22 -rhj: A S
v W M
. ..,q.LFH-"" Hmw“‘_ W
2
B
T ([ [COE] FT] i, 0o
Site LAB Chamber 2 Polarization: Herizontal Temparature:  ZHC)H
Limit: FCC Part15 Class C_30-1000MHz Power: Humidty:  50%
EUT: { Distance: 3m
MMz X5

Mode: WORKING
Note: Shenzhen Welle Electronics Co., Lid.
!

Mo Frequency | Reading | Factor | Lewvel Limit |Mar|;|ln Height | Azimesh
: (MHz) (dBuv) | (dBim) |(dBulim)|{dBuvim)| (dB) fem) | ddeg}

571844 630 14.07 2037 40000 | 1963 | peak | 100 325
656.5300 T4 240 3015 4600 |[15B5 | peak | 100 220
8131115 718 2561 32Ta 4600 [ 1321 peak | 100 &0
8473871 14.01 2580 40.00 4600 | 600 | QF 100 360
9257562 678 662 33,40 4600 [1260 | peak | 100 54
9587943 638 2500 3328 4600 (1272 peak | 100 146

Remark

o|v|v|w|e|v] 3

=oAL ) (O Y
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Vertical
Radiated Ernission Measurement
File :RF Data 23097 Date: 202200720 Times &32:58
720 B
2
. |
I

a2 | T

I
12 L3 pirpesk

2
wa-hmmw%‘*""w‘“ WW‘ " MM"“

fon] [T [COE] FT ) Tl i
Site LAE Chamber 2 Polarization: Wertical Temperature: 2}
Limit: FEC Part15 Class ©_30-1000MHz Power: Humidty:  50%
EUT: ¢ Distanca: 3m
MIN: X5

Made: WORKING
Mote: Sherzhen Welle Electronics Co., Ltd.
!

R Fr?ﬂiﬂurr? (dBLV) :Em {uhf'.if'm {&":Ln}lh::n?]m paacir | "R | aea) |PIF| Remark
T [ Go1a265 | 828 | 2154 | 2052 | 4600 |16.16] peak | 100 | 162 | P
2 | eeadras | 774 | 2236 | 30.10 | 4600 [1500[ pesk | W00 | 1 | P
5 | 7easier | 758 | 28 | 3257 | 4600 |1345 | peak | 00 | 2 [P
3 | s4s0877 | 1286 | 2588 | 3884 | 4600 | 706 |peak | 100 | 231 | P
5 | s001a7a | 732 | 2640 | 3372 | 4600 |1228| peak | 100 | 123 | P
& | 2520037 | 6147 | 2680 | 3267 | 4600 [1303[peak | 100 | 1 | P
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Report No.: CTL2206102102-WF

Frequency(MHz): 2402 Polarity: HORIZONTAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuv/m) (dB) Value Factor Factor | amplifier Factor

(dBuVv/m) (dBuv) (dB/m) (dB) (dB) (dB/m)
4804.00 47.27 PK 74.00 26.73 42.76 33.49 6.91 35.89 4.51
4804.00 -- AV 54.00 -- -- -- -- -- --
5537.00 46.33 PK 74.00 27.67 39.47 34.06 7.04 34.24 6.86
5537.00 -- AV 54.00 -- -- -- -- -- --
7206.00 44.84 PK 74.00 29.16 33.74 36.95 9.18 35.03 11.10
7206.00 -- AV 54.00 -- -- -- -- -- --
Frequency(MHz): 2402 Polarity: VERTICAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuv/m) (dB) Value Factor Factor | amplifier Factor
(dBuv/m) (dBuV) (dB/m) (dB) (dB) (dB/m)
4804.00 48.48 PK 74.00 25.52 43.97 33.49 6.91 35.89 4.51
4804.00 -- AV 54.00 -- -- -- -- -- --
5642.00 44.85 PK 74.00 29.15 37.99 34.06 7.04 34.24 6.86
5642.00 -- AV 54.00 -- -- -- -- -- --
7206.00 47.06 PK 74.00 26.94 35.96 36.95 9.18 35.03 11.10
7206.00 -- AV 54.00 -- -- -- -- -- --
Frequency(MHz): 2441 Polarity: HORIZONTAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuV/m) (dB) Value Factor Factor | amplifier Factor
(dBuVv/m) (dBuV) (dB/m) (dB) (dB) (dB/m)
4882.00 48.58 PK 74.00 25.42 42.22 33.60 6.95 34.19 6.36
4882.00 -- AV 54.00 -- -- -- -- -- --
5787.00 44.76 PK 74.00 29.24 37.16 34.56 7.15 34.11 7.60
5787.00 -- AV 54.00 -- -- -- -- -- --
7323.00 46.23 PK 74.00 27.77 34.53 37.46 9.23 35.00 11.70
7323.00 -- AV 54.00 -- -- -- -- -- --
Frequency(MHz): 2441 Polarity: VERTICAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuVv/m) (dB) Value Factor Factor | amplifier Factor
(dBuVv/m) (dBuv) (dB/m) (dB) (dB) (dB/m)
4882.00 47.78 PK 74.00 26.22 41.42 33.60 6.95 34.19 6.36
4882.00 -- AV 54.00 -- -- -- -- -- --
5829.00 45.46 PK 74.00 28.54 37.86 34.56 7.15 34.11 7.60
5829.00 -- AV 54.00 -- -- -- -- -- --
7323.00 46.21 PK 74.00 27.79 34.51 37.46 9.23 35.00 11.70
7323.00 -- AV 54.00 -- -- -- -- -- --
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Frequency(MHz): 2480 Polarity: HORIZONTAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuV/m) (dB) Value Factor Factor | amplifier Factor

(dBuVv/m) (dBuV) (dB/m) (dB) (dB) (dB/m)
4960.00 49.46 PK 74.00 24.54 44.54 33.84 7.00 35.92 4.92
4960.00 -- AV 54.00 -- - -- -- -- --
6402.00 | 45.88 PK 74.00 28.12 38.6 34.45 7.12 34.29 7.28
6402.00 -- AV 54.00 - -- - - -- --
7440.00 46.22 PK 74.00 27.78 34.27 37.64 9.28 34.97 11.95
7440.00 - AV 54.00 -- - - - - -
Frequency(MHz): 2480 Polarity: VERTICAL
Frequency Emission Limit Margin Raw Antenna Cable Pre- Correction
(MHz) Level (dBuV/m) (dB) Value Factor Factor | amplifier Factor
(dBuV/m) (dBuV) (dB/m) (dB) (dB) (dB/m)
4960.00 48.54 PK 74.00 25.46 43.62 33.84 7.00 35.92 4.92
4960.00 -- AV 54.00 -- -- -- -- -- --
6325.00 44.73 PK 74.00 29.27 37.45 34.45 7.12 34.29 7.28
6325.00 -- AV 54.00 -- -- -- -- -- --
7440.00 46.42 PK 74.00 27.58 34.47 37.64 9.28 34.97 11.95
7440.00 - AV 54.00 -- - - -- - -
REMARKS:
1. Emission level (dBuV/m) =Raw Value (dBuV)+Correction Factor (dB/m)
2. Correction Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
3. Margin value = Limit value- Emission level.
4. -- Mean the PK detector measured value is below average limit.
5. RBW1MHz VBW3MHz Peak detector is for PK value; RBW 1MHz VBW10Hz Peak
detector is for AV value.
6. Other emissions are attenuated 20dB below the limits from 9kHz to 30MHz, so it does not

recorded in report.
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Results of Band Edges Test (Radiated)

2402MHz Horizontal
Radiated Emission Measurement
File :RF-RSE 2 Dala #7453 Date: 202208ME Timee: 15:08:07
1ag  déudie
108 1|I
%0 1
L] ||’ \
,l Fidb
m I |
|
. l.
—
a
5 W««wﬁ-w-m%' TR LT TSI ST P T S .
L]
a0 & ®
anm
AN 00 FATO0 POl FOA0l 0 FHA0E [NHr] 0 Snk00 Fapion Famnn  pEain  Geinon
Site LAB Chamber 2 Polarzation: Herizontal Temperaturec  ZS(C)
Limit: Tddb Power: Humidty: S0%
EUT: { Distance: 3m
MM ¥5(1)

Moda: WORKING
MNote: Shenzhen Welle Electronics Co., Lid.

2402
Frequency | Reading | Factor | Lewvel Limit |Ma'|;|lr1 B Heigh | Azimesh
Lo {MHz) (dBuv) | (dBém) |(dBulim)|{dBuVim)| (dB) fem) | ddeg) Remark

2310430 40.55 T84 43.30 7400 | 2561 | peak | 150 360
2310430 3354 T.84 41.38 5400 [1262) AVG | 150 360
2390.0%0 40.86 B.13 49.09 7400 [2481) peak | 150 360
2390.0%0 3326 B.13 41.30 5400 [1261) AVG | 150 360

ool 3

Bl k) =




V1.0

Page 21 of 32

Report No.: CTL2206102102-WF

2402MHz Vertical
Radiated Emission Measurement
File :RF-ASE 2 Data #7460 Date: 20Z20EME Timees 15:20019
1ag  dudlm
108 -
i
a0 |4
|' [
" I| |!&Irlh
n t }
50 1

. T ST T P - W '
3 f
W K
ann
P O RN ] paea ] TEI0 PETEN] (LA TG FAIE 0 Pk ] FALETO] FEI.00

Site LAB Chamber 2

Limit: T4db Power: Humidty:  50%
EUT: { Distance: 3m
Mit: XS5(1)
Mode: WORKING
Note: Shenzhen Welle Electronics Co., Lid.
2402
No. [ Frecuency | Reach | Camm | chovm|(abovim| oy (22| "o [ [P | Reman
1 230420 | 4847 083 48.14 T400 |2586 | peak | 150 360 | P
2 20120 | 42;m 083 42.08 5400 [11.92) AVG | 150 3.0 [P
3 2390090 | 4831 -0.53 47.78 7400 |2622) peak | 150 w0 | P
4 2390090 | 41.51 0.53 40.88 5400 [1302) AVG | 150 ECL N
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2480MHz Horizontal
Radiated Emission Measurement
File :RF-ASE Z Cata #7451 Caie: Z02208M& Thmee 15:26:34
1180 dBuvim
108
an : kY
I '|I
a0 |I!J !
I I'| Faidb
7 ".H.r l-_
Bl I \
J ‘\ Ak
Y S E N PR T e Mm*;,&,wm““
4
an
0o
AT SASE AT A WET A MR AR SRl SMo Al S0h Sinon
Site LAB Chamber 2 Polarization: Horizomial Temperature:  25C)
Limit: Tddb Power: Humidiz  50%
EUT: ¢ Distanca: 3m
MIN: X5(1)
Mode: WORKING
Mote: Shernzhen Welle Electronics Co., Ltd.
2480
Frequency | Reading | Factor Lewel Limit |Ma’g|n Heigrit | Azimuh
Moo | ihbz) | (dBuv) | dBim) |{aBuvim)|@Buvim)| idg) |0 | ey | idegy |PYF| Remark
1 2483514 47.83 B.AT SE.40 T400 |1760| peak | 150 E
2 2483514 40.57 B.AT 4504 5400 | 496 | AVG 150 3w\a | P
3 2500 006 4265 B.53 51.18 Ta00 |22E2| peak | 150 3w|a | P
4 500 1008 375 B.53 43.28 5400 |10.72] AVG 150 3|0 | P
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2480MHz Vertical
Radiated Emission Measurement
Fik: :RF-RSE Z Data 27462 Daie: 20228 & Timezc 15:30045
1nen  dBuin
108
T
Il
a0 f -
I| i
w )
I'I Fdb
mn I-'r I.
{ h
ED II- I.
I.' Al
) ’ 3 . :
il ] TOXNEN BRI NRCR O T e 2 T | S e cype—rm—" 1
4
=
a0
oo
P P11 T T I N T T TR L IE C G000
Site LAB Chamber 2 Polarization: Wertical Temperaturec  ZHC)
Limit: Tddb Power: Humidfy:  50%
EUT: { Distance: 3m
MIM: X5(1)
Mode: WORKING
Maote: Shenzhen Welle Electronics Co., Lid.
2480
Frequency | Reading | Factor | Lewvel Limit |Ma'|;|ln Heigh: | Azimesh
Mo. | “iMHz) | (0BuV) | (dBm) |jdBuvim)|(aBuvim)| (@g) |PH | fam | tdegy |PYF| Remark
1 2483514 5823 018 56.05 T4.00 | 1785 | peak 150 i) P
2 2483514 50,50 018 5032 5400 | 368 | AVG | 150 360 | P
3 2500006 49.01 012 48_59 T4.00 | 2511 | peak 150 a P
4 2500006 43,37 4012 4325 5400 | 1075 | AVG 150 360 P

REMARKS:
1.

2
3.
4.
5

6.

7.

Emission level (dBuV/m) =Raw Value (dBuV)+Correction Factor (dB/m)

Correction Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
Margin value = Limit value- Emission level.

-- Mean the PK detector measured value is below average limit.

RBW1MHz VBW3MHz Peak detector is for PK value; RBW 1MHz VBW10Hz Peak
detector is for AV value.

For fundamental frequency, RBW 3MHz VBW 3MHz Peak detector is for PK Value; RMS
detector is for AV value.

Other emissions are attenuated 20dB below the limits from 9kHz to 30MHz, so it does not
recorded in report.
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3.3. Maximum Peak Output Power
Limit

For frequency hopping systems operating in the 2400-2483.5 MHz band employing at least 75
non-overlapping hopping channels: 1 watt.

For all other frequency hopping systems in the 2400-2483.5 MHz band: 0.125 watts.

Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
spectrum.

Test Configuration

SPECTRUM

EUT ANALYZER

Test Results

Raw data reference to Section 2 from Appendix for Bluetooth.



V1.0 Page 25 of 32 Report No.: CTL2206102102-WF

3.4. 20dB Bandwidth
Limit
For frequency hopping systems operating in the 2400MHz-2483.5MHz no limit for 20dB bandwidth.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. The bandwidth
of the fundamental frequency was measured by spectrum analyzer with 30 KHz RBW and 100 KHz
VBW.

The 20dB bandwidth is defined as the total spectrum the power of which is higher than peak power
minus 20dB.

Test Configuration

EUT SPECTRUM
ANALYZER

Test Results

Raw data reference to Section 1 from Appendix for Bluetooth. .
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3.5. Frequency Separation

LIMIT

According to 15.247(a)(1),frequency hopping systems shall have hopping channel carrier frequencies
separated by minimum of 25KHz or the 2/3*20dB bandwidth of the hopping channel, whichever is
greater.

TEST PROCEDURE

The transmitter output was connected to the spectrum analyzer through an attenuator. The bandwidth
of the fundamental frequency was measured by spectrum analyzer with300 KHz RBW and 300 KHz
VBW.

TEST CONFIGURATION

SPECTRUM
ANALYZER

EUT

TEST RESULTS

Raw data reference to Section 3 from Appendix for Bluetooth. .
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3.6. Number of hopping frequency
Limit

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. Set spectrum
analyzer start 2400MHz to 2483.5MHz with 300 KHz RBW and 300 KHz VBW.

Test Configuration

SPECTRUM

EUT ANALYZER

Test Results

Raw data reference to Section 4 from Appendix for Bluetooth. .
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3.7. Time of Occupancy (Dwell Time)
Limit

The average time of occupancy on any channel shall not be greater than 400 milliseconds within a
period of 400 milliseconds multiplied by the number of hopping channels employed.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. Set center
frequency of spectrum analyzer=operating frequency with 1IMHz RBW and 1MHz VBW, Span OHz.

Test Configuration

SPECTRUM

EUT, ANALYZER

Test Results

Raw data reference to Section 5 from Appendix for Bluetooth. .
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3.8. Out-of-band Emissions

Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF con-ducted or a radiated
measurement, pro-vided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter com-plies with the conducted power limits based on the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required under
this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits specified in
§15.209(a) is not required.

Test Procedure

Connect the transmitter output to spectrum analyzer using a low loss RF cable, and set the spectrum
analyzer to RBW=100 kHz, VBW= 300 kHz, peak detector , and max hold. Measurements utilizing
these setting are made of the in-band reference level, bandedge and out-of-band emissions.

Test Configuration

SPECTRUM
ANALYZER

EUT

Test Results

Raw data reference to Section 6 from Appendix for Bluetooth. .
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3.9. Pseudorandom Frequency Hopping Sequence
TEST APPLICABLE

For 47 CFR Part 15C section 15.247 (a) (1) requirement:

Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum
of 25 kHz or the 20 dB bandwidth of the hop-ping channel, whichever is greater. Alternatively,
frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping channel
carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping
channel, whichever is greater, provided the systems operate with an output power no greater than 125
mW. The system shall hop to channel frequencies that are selected at the system hopping rate from a
pseudo randomly ordered list of hopping frequencies. Each frequency must be used equally on the
average by each transmitter. The system receivers shall have input bandwidths that match the
hop-ping channel bandwidths of their corresponding transmitters and shall shift frequencies in
synchronization with the transmitted signals.

EUT Pseudorandom Frequency Hopping Sequence Requirement

The pseudorandom frequency hopping sequence may be generated in a nice-stage shift register
whose 5™ and 9" stage outputs are added in a modulo-two addition stage. And the result is fed back to
the input of the first stage. The sequence begins with the first one of 9 consecutive ones, for example:
the shift register is initialized with nine ones.

@® Number of shift register stages:9
® Length of pseudo-random sequence:29-1=511 bits
@® Longest sequence of zeros:8(non-inverted signal)

1 i
(+

<
&

=/

Linear Feedback Shift Register for Generation of the PRBS sequence

An example of pseudorandom frequency hopping sequence as follows:
0 2 4 6 62 64 _781 737577

Each frequency used equally one the average by each transmitter.

The system receiver have input bandwidths that match the hopping channel bandwidths of their
corresponding transmitter and shift frequencies in synchronization with the transmitted signals.
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3.10. Antenna Requirement

Standard Applicable
For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be
designed to ensure that no antenna other than that furnished by the responsible party shall be used

with the device.
And according to FCC 47 CFR Section 15.247 (b), if transmitting antennas of directional gain greater
than 6dBi are used, the power shall be reduced by the amount in dB that the directional gain of the

antenna exceeds 6dBi.
Refer to statement below for compliance

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a
standard antenna jack or electrical connector is prohibited. Further, this requirement does not apply to

intentional radiators that must be professionally installed

Antenna Connected Construction

The maximum gain of antenna was 2.00dBi

|

Antenna 1
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=~ (l[ll' W\\\Tv \m\\\\\\\x
= % LL WL L M L AN A
— M4 LL 8 Ll 84 1L AE L v
= 74 v, ve 0t S¢ 9% X
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4. Test Setup Photos of the EUT

Please refer to separated files for Test Setup Photos of the EUT.

5. Photos of the EUT

Please refer to separated files for External Photos and Internal Photos of the EUT.
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