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5. Test Plot & System Validation Data:
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System Performance 1900 MHz Head

DUT: Dipole 1900 MHz; Type: D1900V3; Serial: 5d231

Communication System: UID 0, CW (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 1900 MHz; ¢ = 1.372 S/m; ¢, = 38.75; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(8.3, 8.3, 8.3) @ 1900 MHz;

e Sensor-Surface: 4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 9/27/2023

e  Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 1900MHz Pin=100mW/Area Scan (9x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) =4.21 W/kg

Configuration/Head 1900MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 58.38 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 6.87 W/kg

SAR(1 g) =3.73 W/kg; SAR(10 g) = 1.96 W/kg

Maximum value of SAR (measured) =4.17 W/kg

-3.40

-b.80

-10.20

-13.60

-17.00

0dB=4.17 W/kg=6.20 dBW/kg
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Report No.: 2501Z87621E-SAA

Performance Qualification Report For 1900MHz SAR Dipole-2

Equipment Details:

Description: Dipole
Manufacturer: Speag
Model Number: D1900V3
Serial Number: 5d231
Calibration Date: 2025/02/05

Calibration and Checked By:

Approved By:

Bob Lu ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2024/10/08 2025/10/07
Dosimetric E-field Probes EX3DV4 7896 2024/11/07 2025/11/06
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 | 2024/05/21 2025/05/20
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NSI81A MY48180408 2024/12/04 2025/12/03
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2024/05/21 2025/05/20
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 20.2 ~20.8°C
Ambient Temperature: 22.8 ~23.5°C
Relative Humidity: 41 ~ 46%
ATM Pressure: 101.1 kPa
Test Date: 2025/02/05
4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 26.141 dB | 26.067 dB 0.284 % +20%; >20dB Pass
Real
1900 Head 54759 Q | 50.307 Q 4452 Q <5Q Pass
Impedance
Imagmary | > 110 | 49850 | 29740 <50 Pass
Impedance
Liquid Verification Results:
Liqui
quid Target Value D: Ita
Frequency Liquid Tvoe Parameter (%) Tolerance
(MHz) ametyp o o (%)
& & Agr AO
(S/m) (S/m)
1900 Simulated Tissue Liquid Head 40.296 1.364 40.00 | 1.40 | 0.74 | -2.57 +5
System Accuracy Check Results:
Frequency o Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) g (W/kg) (W/Kg) o o
g 4.10 41.0 39.9 2.757 +10
1900 Head 100
10g 2.22 22.2 20.8 6.731 +10
Note:
1. Return Loss Deviation = (Measured-Target)/Targetx 100%
2. The target values above please refer to 1900MHz dipole calibration certificate
(Certificate No .: Z23-60084), which was issue by CTTL.
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5. Test Plot & System Validation Data:

Dipole, 1900MHz, 5d231

E3071C Network Analyzer
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System Performance 1900 MHz Head

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: 5d231

Communication System: UID 0, CW (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium parameters used: f= 1900 MHz; ¢ = 1.364 S/m; & = 40.296; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(6.96, 7.29, 7.3) @ 1900 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 1900MHz Pin=100mW/Area Scan (9x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 6.23 W/kg

Configuration/Head 1900MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 58.69 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 6.90 W/kg

SAR(1 g) = 4.1 W/kg; SAR(10 g) = 2.22 W/kg

Maximum value of SAR (measured) = 6.01 W/kg

dB
]

-3.11

-6.21

-9.32

-12.42

15.53
0dB = 6.01 W/kg =7.79 dBW/kg
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Report No.: 2501Z87621E-SAA

Performance Qualification Report For 2450MHz SAR Dipole-1

Equipment Details:

Description: Dipole
Manufacturer: Speag
Model Number: D2450V3
Serial Number: 1103
Calibration Date: 2024/03/27

Calibration and Checked By:

Approved By:

Bob Luw ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2023/09/27 2024/09/26
E-Field Probe EX3DV4 7382 2023/09/27 2024/09/26
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 | 2023/06/08 2024/06/07
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NSI81A MY48180408 2024/01/16 2025/01/15
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2023/06/08 2024/06/07
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 18.7 ~ 19.6°C
Ambient Temperature: 21 ~22.7°C
Relative Humidity: 43 ~48%
ATM Pressure: 101.3 kPa
Test Date: 2024/03/27

4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 25.308 dB | 24.161 dB 4.747 % +20%; >20dB Pass
Real
2450 Head 56.592Q | 53.467 Q 3.125Q <5Q Pass
Impedance
Imaginary | e300 | 54000 | -4.571Q <50 Pass
Impedance
Liquid Verification Results:
Liquid Target Value Ds Ita
Frequency Liquid Tvpe Parameter (%) Tolerance
(MHz) quid Lyp o o (%)
& & Agr AO
(S/m) (S/m)
2450 Simulated Tissue Liquid Head 38.866 1.794 39.20 1.80 | -0.85 | -0.33 +5
System Accuracy Check Results:
Frequency o Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) 8 (Wkg) | (W/Kg) ’ ’
lg 5.04 50.4 51.7 -2.515 +10
2450 Head 100
10g 2.41 24.1 242 -0.413 +10
Note:
1. Return Loss Deviation = (Measured-Target)/Targetx 100%
2. The target values above please refer to 2450MHz dipole calibration certificate
(Certificate No .: D2450V2-1103_Mar23), which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 2450MHz, 1103
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System Performance 2450 MHz Head

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 1103

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f= 2450 MHz; ¢ = 1.794 S/m; & = 38.866; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(7.89, 7.89, 7.89) @ 2450 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 9/27/2023

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 2450MHz Pin=100mW/Area Scan (9x10x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 8.12 W/kg

Configuration/Head 2450MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 58.61 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 9.93 W/kg

SAR(1 g) =5.04 W/kg; SAR(10 g) =2.41 W/kg

Maximum value of SAR (measured) = 8.23 W/kg

dB

-4.17

-8.35

-12.52

-16.70

-20.87

0dB=8.23 W/kg=09.15 dBW/kg
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Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2501Z87621E-SAA

Performance Qualification Report For 2450MHz SAR Dipole-2

Equipment Details:

Description: Dipole
Manufacturer: Speag
Model Number: D2450V3
Serial Number: 1103
Calibration Date: 2025/03/26

Calibration and Checked By:

Approved By:

Bob Lu ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2024/10/08 2025/10/07
Dosimetric E-field Probes EX3DV4 7896 2024/11/07 2025/11/06
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 | 2024/05/21 2025/05/20
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NSI81A MY48180408 2024/12/04 2025/12/03
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2024/05/21 2025/05/20
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 18.2 ~19.6°C
Ambient Temperature: 18.8 ~20.7°C
Relative Humidity: 50 ~63%
ATM Pressure: 98.1 kPa
Test Date: 2025/03/26
4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 23.878 dB | 24.161 dB -1.171 % +20%; >20dB Pass
Real
2450 Head 51498 Q | 53.467 Q 1.969 Q <5Q Pass
Impedance
Imagmary |- ¢3330 | 54000 | 09330 <50 Pass
Impedance
Liquid Verification Results:
Liqui
quid Target Value D: Ita
Frequency Liquid Tvoe Parameter (%) Tolerance
(MHz) ametyp o o (%)
& & Agr AO
(S/m) (S/m)
2450 Simulated Tissue Liquid Head 38.549 1.765 39.20 1.80 | -1.66 | -1.94 +5
System Accuracy Check Results:
Frequency o Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) g (W/kg) (W/Kg) o o
g 5.18 51.8 51.7 0.193 +10
2450 Head 100
10g 2.62 26.2 24.2 8.264 +10
Note:
1. Return Loss Deviation = (Measured-Target)/Targetx 100%
2. The target values above please refer to 2450MHz dipole calibration certificate
(Certificate No .: D2450V2-1103_Mar23), which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 2450MHz, 1103
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System Performance 2450 MHz Head

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 1103

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f= 2450 MHz; ¢ = 1.765 S/m; & = 38.549; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(6.54, 6.85, 6.86) @ 2450 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 2450MHz Pin=100mW/Area Scan (9x10x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 7.39 W/kg

Configuration/Head 2450MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 59.58 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 9.03 W/kg

SAR(1 g) =5.18 W/kg; SAR(10 g) = 2.62 W/kg

Maximum value of SAR (measured) = 7.86 W/kg

-3.65

-f.30

-10.95%

-14.60

-18.25

0 dB = 7.86 W/kg = 8.95 dBW/kg
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Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2501Z87621E-SAA

Performance Qualification Report For 2600MHz SAR Dipole-1

Equipment Details:

Description: Dipole
Manufacturer: Speag
Model Number: D2600V3
Serial Number: 1207
Calibration Date: 2024/03/27

Calibration and Checked By:

Approved By:

Bob Luw ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2023/09/27 2024/09/26
E-Field Probe EX3DV4 7382 2023/09/27 2024/09/26
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 | 2023/06/08 2024/06/07
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NSI81A MY48180408 2024/01/16 2025/01/15
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2023/06/08 2024/06/07
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 18.7 ~ 19.6°C
Ambient Temperature: 21 ~22.7°C
Relative Humidity: 43 ~48%
ATM Pressure: 101.3 kPa
Test Date: 2024/03/27
4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 30.923 dB | 27.361 dB 13.019% +20%; >20dB Pass
Real
2600 Head 48.396 QO | 45943 Q 2453 Q <5Q Pass
Impedance
Imagmary 1 41000 | .0.667Q | 05580 <50 Pass
Impedance
Liquid Verification Results:
Liquid Target Value Df fta
Frequency Liquid Tvpe Parameter (%) Tolerance
(MHz) quid Lyp o o (%)
& & Agr AO
(S/m) (S/m)
2600 Simulated Tissue Liquid Head 37.773 1.962 39.00 | 1.96 | -3.15 | 0.10 +5
System Accuracy Check Results:
Frequency S Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) g (W/kg) (W/Kg) o o
g 553 553 55.2 0.181 +10
2600 Head 100
10g 2.56 25.6 24.8 3.226 +10
Note:
1. Return Loss Deviation = (Measured-Target)/Targetx 100%
2. The target values above please refer to 2600MHz dipole calibration certificate
(Certificate No .: D2600V2-1207_Mar23), which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 2600MHz, 1207
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System Performance 2600 MHz Head

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1207

Communication System: UID 0, CW (0); Frequency: 2600 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 2600 MHz; 6 = 1.962 S/m; &, = 37.773; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(7.65, 7.65, 7.65) @ 2600 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 9/27/2023

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 2600MHz Pin=100mW/Area Scan (9x10x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 8.73 W/kg

Configuration/Head 2600MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 58.25 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 11.2 W/kg

SAR(1 g) =5.53 W/kg; SAR(10 g) = 2.56 W/kg

Maximum value of SAR (measured) =9.21 W/kg

dB

-4.38

-8.76

-13.14

-17.5h2

-21.90

0dB=9.21 W/kg=9.64 dBW/kg
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Performance Qualification Report For 2600MHz SAR Dipole-2

Equipment Details:

Description: Dipole
Manufacturer: Speag
Model Number: D2600V3
Serial Number: 1207
Calibration Date: 2025/03/26

Calibration and Checked By:

Approved By:

Bob Lu ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2024/10/08 2025/10/07
Dosimetric E-field Probes EX3DV4 7896 2024/11/07 2025/11/06
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 | 2024/05/21 2025/05/20
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NSI81A MY48180408 2024/12/04 2025/12/03
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2024/05/21 2025/05/20
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 18.2 ~19.6°C
Ambient Temperature: 18.8 ~20.7°C
Relative Humidity: 50 ~63%
ATM Pressure: 98.1 kPa
Test Date: 2025/03/26
4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 26.677 dB | 27.361 dB -2.500 % +20%; >20dB Pass
Real
2600 Head 47.675Q | 45943 Q 1.732 Q <5Q Pass
Impedance
Imagimary |- 3900 | .0.667Q | 32230 <50 Pass
Impedance
Liquid Verification Results:
Liqui
quid Target Value D: Ita
Frequency Liquid Tvoe Parameter (%) Tolerance
(MHz) ametyp o o (%)
& & Agr AO
(S/m) (S/m)
2600 Simulated Tissue Liquid Head 39.478 1.977 39.00 | 1.96 1.23 0.87 +5
System Accuracy Check Results:

Frequency o Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) & (W/kg) (W/Kg) ° °

lg 5.44 54.4 55.2 -1.449 +10
2600 Head 100
10g 2.68 26.8 24.8 8.065 +10
Note:
1. Return Loss Deviation = (Measured-Target)/Targetx 100%
2. The target values above please refer to 2600MHz dipole calibration certificate
(Certificate No .: D2600V2-1207_Mar23), which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 2600MHz, 1207

1 Active Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State Resize

Log Mag 10.00de/ ref 0.000d8 [F1]
77 | =1 2.6000000 GHz -26.677 dB I

Print

Invert Image

0.000
Multiport Test Set
Setup

Misc Setup |

Backlight
ON

Firmware

e 1.000uU [F1] Revision

Service Menu |

Help

Return

|1 Center 2.6 GHz IFBW 70 kHz _Span 200 MHz
2025-03-26 15:41
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System Performance 2600 MHz Head

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1207

Communication System: UID 0, CW (0); Frequency: 2600 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 2600 MHz; 6 = 1.977 S/m; &, = 39.478; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e  Probe: EX3DV4 - SN7896; ConvF(6.6, 6.92, 6.93) @ 2600 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 2600MHz Pin=100mW/Area Scan (9x10x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 8.19 W/kg

Configuration/Head 2600MHz Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 57.30 V/m; Power Drift =-0.17 dB

Peak SAR (extrapolated) = 9.79 W/kg

SAR(1 g) =5.44 W/kg; SAR(10 g) = 2.68 W/kg

Maximum value of SAR (measured) = 8.45 W/kg

-3.83

-f.6b

-11.49

-15.32

-19.1%

0 dB = 8.45 W/kg = 9.27 dBW/kg
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Performance Qualification Report For SGHz SAR Dipole-1

Equipment Details:
Description: Dipole
Manufacturer: Speag
Model Number: D5GHzV?2
Serial Number: 1374
Calibration Date: 2024/03/27
Calibration and Checked By: Approved By:
Bob Luw ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2023/09/27 2024/09/26
E-Field Probe EX3DV4 7382 2023/09/27 | 2024/09/26
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 2023/06/08 2024/06/07
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NS5S181A MY48180408 2024/01/16 2025/01/15
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2023/06/08 2024/06/07
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.
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3. Environmental Conditions:

TSL Temperature: 18.7 ~ 19.6°C
Ambient Temperature: 21 ~22.7°C
Relative Humidity: 43 ~48%
ATM Pressure: 101.3 kPa
Test Date: 2024/03/27
4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 22.303 dB | 23.781 dB -6.215 % +20%; >20dB Pass
Real
5250 Head 44252 Q | 45.776 Q 1.524 Q <5Q Pass
Impedance
Imagmary 1 52000 | 45450 | 18430 <5Q Pass
Impedance
Return Loss | 34.639 dB | 35.868 dB 3.426% +20%; >20dB Pass
Real
5600 Head 47.686 Q | 43421 Q 4.265Q <5Q Pass
Impedance
Imaginaty |- 5110 | 1490 | 17030 <50 Pass
Impedance
Return Loss | 29.943 dB | 27.331 dB 9.557 % +20%; >20dB Pass
Real
5800 Head 50.363 Q | 54.232Q -3.869 Q <5Q Pass
Impedance
Imaginary |- 5 5310 | 14750 | -4.0090Q <50 Pass
Impedance
Liquid Verification Results:
Liqui
quid Target Value D: Ita
Frequency Liquid Tvoe Parameter (%) Tolerance
(MHz) ametyp o o (%)
& & Agr AO
(S/m) (S/m)
5250 Simulated Tissue Liquid Head 34.729 4.650 3595 | 471 | -3.40 | -1.27 +5
5600 Simulated Tissue Liquid Head 35.785 5.099 3550 | 5.07 | 0.80 0.57 +5
5800 Simulated Tissue Liquid Head 34.327 5.233 3530 | 527 | -2.76 | -0.70 +5
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System Accuracy Check Results:
Frequency Bred Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) g (W/kg) (W/Kg) ° o
5250 Head 100 lg 8.14 81.4 80.1 1.623 +10
ea
10g 241 241 23.1 4.329 +10
5600 Head 100 g 7.68 76.8 83.6 -8.134 +10
ea
10g 2.23 223 23.8 -6.303 +10
5800 Head 100 lg 7.97 79.7 81.4 -2.088 +10
ea
10g 2.32 23.2 23.0 0.870 +10
Note:

1. Return Loss Deviation = (Measured-Target)/Targetx 100%

2. The target values above please refer to SGHz dipole calibration certificate (Certificate No .: DSGHz-1374 Mar23),
which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 5250MHz, 1374

1 Active Ch/irace 2R

onse 3 5t 4 M/ Analysis =5 Inse State:
PUEY S11 Log Mag 10.00ds, Ref 0.000ds

[F1]
5.2500000 GHz -22.303 dB

>1

e Ay

L Active Ch/Trace: 2 Response -3 Stimulus:=4 Mer/Anai
PHEY 511 siith (R+3X) scale 1.000u [F1]
>1  5.2500000 GHz 44.252 q -2.70%§ Q 11.2‘!175?_7

] Center 5.25 GHz
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Dipole, 5600MHz, 1374

Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 lste State
PN S11 Log mag 10.00d8/ Ref 0.000d8 [Fi,

- Format
|>1 5. 6000000 Gz ~34.630 dB A Log Mag

Lieg viag

20.00

-30.00

0327 18:15)
615 PM

Acl'wa‘chl 2 Response 3 Stimulus 4 Mir/Analysis 5 Instr State

PIEL 511 Swith (R+3X) Scale 1.000U [F1) = | reorcal
85033E

>1 5.6000000 GHz 47.686 o -211.12 ¢

" lsd
[ Broadband

Iy Center 5.6 GHZ

™
4
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Dipole, 5800MHz, 1374

1Amqmm 2R 3 Stimutus 4 Mir/A ‘;' Singtr_&taL_’___

UEWCIRE 5.800000000 GHz

Marker

PUEN S11 smith (R+3X) scale 1.000u [F1]

>1 5.8000000 GHz $50.383 q -2.533¥1 Q

1 Center 5.8 GHz

>L  5.8000000 GHz -29,923 dB

20.00

TEBW 70 kHz

Marker 1

Marker ->
Ref Marker

24-03—271@
- 4 WY o

r—Resie
Format
Log Mag

Log Mag

3
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System Performance 5250 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium parameters used: f= 5250 MHz; ¢ = 4.65 S/m; &, = 34.729; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(5.62, 5.62, 5.62) @ 5250 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e FElectronics: DAE4 Sn1325; Calibrated: 9/27/2023

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5250MHz Pin=100mW/Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 17.7 W/kg

Configuration/Head 5250MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 44.86 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 28.0 W/kg

SAR(1 g) = 8.14 W/kg; SAR(10 g) = 2.41 W/kg

Maximum value of SAR (measured) = 18.5 W/kg

-7.64

-15.68

-23.52

-31.36

-39.20

0dB = 18.5 W/kg = 12.67 dBW/kg
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System Performance 5600 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 5600 MHz; ¢ = 5.099 S/m; &, = 35.785; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(5.1, 5.1, 5.1) @ 5600 MHz;

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  Electronics: DAE4 Sn1325; Calibrated: 9/27/2023

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5600MHz Pin=100mW/Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 18.9 W/kg

Configuration/Head 5600MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 42.74 V/m; Power Drift =-0.12 dB

Peak SAR (extrapolated) = 28.6 W/kg

SAR(1 g) = 7.68 W/kg; SAR(10 g) =2.23 W/kg

Maximum value of SAR (measured) = 17.7 W/kg

dB
]

-f.19

-14.37

-21.56

-28.74

-35.93

0dB = 17.7 W/kg = 12.48 dBW/kg
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System Performance S800 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5800 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 5800 MHz; ¢ = 5.233 S/m; &, = 34.327; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7382; ConvF(5.08, 5.08, 5.08) @ 5800 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 9/27/2023

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5800MHz Pin=100mW/Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 19.6 W/kg

Configuration/Head 5800MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 41.74 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 31.8 W/kg

SAR(1 g) =7.97 W/kg; SAR(10 g) =2.32 W/kg

Maximum value of SAR (measured) = 19.2 W/kg

dB
0

-7.34

-14.68

-22.01

-29.34

-36.69

0dB=19.2 W/kg=12.83 dBW/kg
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Performance Qualification Report For SGHz SAR Dipole-2

Equipment Details:
Description: Dipole
Manufacturer: Speag
Model Number: D5GHzV?2
Serial Number: 1374
Calibration Date: 2025/03/26
Calibration and Checked By: Approved By:
Bob Lu ).M”l J {Mﬁ_
Bob Lu Luke Jiang
1. Equipment List & Calibration Information:
Equipment Model S/N Cali]l;l:;zion Cil)l:ll;r;?t):
DASYS5 Test Software DASY52 52.10.2 N/A NCR NCR
DASY6 Measurement Server DASY6 6.0.31 N/A NCR NCR
Data Acquisition Electronics DAEA4 1325 2024/10/08 2025/10/07
Dosimetric E-field Probes EX3DV4 7896 2024/11/07 | 2025/11/06
Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Simulated Tissue Liquid Head HBBL600-10000V6 2200808-2 Each Time
SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Network Analyzer E5071C SER MY46519680 2024/05/21 2025/05/20
Network Analyzer Calibration Kit 50Q 51026 NCR NCR
MXG Analog Signal Generator NS5S181A MY48180408 2024/12/04 2025/12/03
Microwave peak power sensor MA24418A 12622 NCR NCR
USB wideband power sensor U2021XA MY52350001 2024/05/21 2025/05/20
20dBAttenuator N/A N/A NCR NCR
Directional Coupler 855673 3307 NCR NCR

2. Standard Requirements:

Referring to KDB 865664 D01 3.3.2, for dipole calibration, longer calibration intervals of up to three years may be

considered when it is demonstrated that the SAR target, impedance and return loss of a dipole have remain stable

according to the following requirements:

1) When the measured SAR does not deviates from the calibrated SAR value by more than 10%.

2) When the most recent return-loss result, measured at least annually, does not deviate by more than 20% from the

previous measurement or meeting the required 20 dB minimum return-loss requirement.

3) When the most recent measurement of the real or imaginary parts of the impedance, measured at least annually, does

not deviate by more than 5 Q from the previous measurement.

TR-EM-SAQ05

Page 112 of 119

Version 3.0




Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2501Z87621E-SAA

3. Environmental Conditions:

TSL Temperature: 18.2 ~19.6°C
Ambient Temperature: 18.8 ~20.7°C
Relative Humidity: 50 ~63%
ATM Pressure: 98.1 kPa
Test Date: 2025/03/26

4. Test Results:

Return Loss & Impedance Measurement Results:

Frequency | Simulated Measured Target L. Reference
Parameter Deviation Results
(MHz) Liquid Value Value Range
Return Loss | 21.310dB | 23.781dB | -10.391 % +20%; >20dB Pass
Real
5250 Head 49591 Q | 45776 Q 3.815Q <5Q Pass
Impedance
Imagimary |- ¢ 590 | 45450 | 40440 <5Q Pass
Impedance
Return Loss | 35.147 dB | 35.868 dB -2.010 % +20%; >20dB Pass
Real
5600 Head 45173 Q | 43421 Q 1.752 Q <5Q Pass
Impedance
Imagimary |-y 330 | 14920 | 28350 <50 Pass
Impedance
Return Loss | 25.866 dB | 27.331 dB -5.360 % +20%; >20dB Pass
Real
5800 Head 51.957Q | 54.232Q 2275 Q <5Q Pass
Impedance
Imaginary |- g1 0 | 14750 | 33370 <50 Pass
Impedance
Liquid Verification Results:
Liqui
quid Target Value D: Ita
Frequency Liquid Tvoe Parameter (%) Tolerance
(MHz) ametyp o o (%)
& & Agr AO
(S/m) (S/m)
5250 Simulated Tissue Liquid Head 34.761 4.617 3595 | 471 | -3.31 | -1.97 +5
5600 Simulated Tissue Liquid Head 35.202 5.116 3550 | 5.07 | -0.84 | 091 +5
5800 Simulated Tissue Liquid Head 35.998 5.089 3530 | 5.27 198 | -3.43 +5
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System Accuracy Check Results:
Frequency Yot Input Measured SAR Normalized Target Delta Tolerance
Band Liquid Type Power (W/kg) to 1W Value (%) (%)
(MHz) (mW) g (W/kg) (W/Kg) o o
5250 Head 100 lg 7.97 79.7 80.1 -0.499 +10
ea
10g 241 241 23.1 4.329 +10
5600 Head 100 g 7.87 78.7 83.6 -5.861 +10
ea
10g 2.34 23.4 23.8 -1.681 +10
5800 Head 100 g 8.38 83.8 81.4 2.948 +10
ea
10g 2.49 24.9 23.0 8.261 +10
Note:

1. Return Loss Deviation = (Measured-Target)/Targetx 100%

2. The target values above please refer to SGHz dipole calibration certificate (Certificate No .: DSGHz-1374 Mar23),
which was issue by SPEAG.
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5. Test Plot & System Validation Data:

Dipole, 5250MHz, 1374

ES071C Network Anal
1 Active Ch/Trace 2 Respense 3 Stimulus 4 MkrfAnalysis 5 Instr State Resize

Log Mag 10.00de/ ref 0.000dE [F1]

>1 5.2500000 GHz -21.310 dB

Print

Invert Image
ON

Dump
| Screen Image.

Multiport Test Set |
Setup '

Misc Setup |

[ oN

Firmware
Revision

GHz 49.591 q -8.5

Service Menu

Help

Return

|1 Center 5.25 GHz IFBW 70 kHz Spzn 200 MHz [ )1 |

Dipole, 5600MHz, 1374

ES071C Network Anal
1 Active Ch/Trace 2 Response 3 Stimulus 4 Mkr/Analysis 5 Instr State Resize

Trl 522 Log Mag 10.00ds,/ Ref 0.000dB [F1] _
3 5. 6000000 GHz -35.147 dB

Print

Invert Image

10.00

I Dump
| Screen Image.

Multiport Test Set |
Setup '

0. 000

-10.

Misc Setup

[ on

Firmware
Revision

Service Menu

Help

Return

[1 Center 5.6 GHz IFBWY 70 kHz Span 200 MHz [
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Dipole, 5800MHz, 1374

E5071C Network Analyzer
1 Active Ch/Trace 2 Respense 3 Stimulus 4 MkrfAnalysis 5 Instr State Resize

22 Log Mag 10.00dE/ ref 0.000dE [F1]

>1 5.8000000 GHz -25.866 dB

Print

Invert Image
ON

Dump
| Screen I

0.000
Multiport Test Set
10.00 Setup

Misc Setup |

Backlight
ON

Firmware
Revision

Service Menu |

Help

Return

[1 center 5.8 GHz IFBW 70 kHz Span 200 MHz [T
2025-03-26 17:10
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System Performance 5250 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium parameters used: f= 5250 MHz; ¢ = 4.617 S/m; & = 34.761; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(4.86, 5.09, 5.09) @ 5250 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5250MHz Pin=100mW/Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 18.5 W/kg

Configuration/Head 5250MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 46.17 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 26.8 W/kg

SAR(1 g) =7.97 W/kg; SAR(10 g) = 2.41 W/kg

Maximum value of SAR (measured) = 17.0 W/kg

dB
]

-b.62

-13.25 —

-19.87

-26.50

-33.12
0dB = 17.0 W/kg = 12.30 dBW/kg
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Bay Area Compliance Laboratories Corp.(Shenzhen) Report No.: 2501Z87621E-SAA

System Performance 5600 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 5600 MHz; 6 = 5.116 S/m; & = 35.202; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(4.52, 4.74, 4.74) @ 5600 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5600MHz Pin=100mW/Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 18.5 W/kg

Configuration/Head 5600MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 42.29 V/m; Power Drift =-0.12 dB

Peak SAR (extrapolated) = 29.1 W/kg

SAR(1 g) = 7.87 W/kg; SAR(10 g) = 2.34 W/kg

Maximum value of SAR (measured) = 17.3 W/kg

dB
]

-F.20

-14.40 =

-21.59

-28.79

-35.99
0dB = 17.3 W/kg = 12.38 dBW/kg
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Bay Area Compliance Laboratories Corp.(Shenzhen) Report No.: 2501Z87621E-SAA

System Performance 5800 MHz Head

DUT: Dipole D5SGHz; Type: DSGHzV2; Serial: 1374

Communication System: UID 0, CW (0); Frequency: 5800 MHz;Duty Cycle: 1:1
Medium parameters used: £ = 5800 MHz; ¢ = 5.089 S/m; & = 35.998; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(4.56, 4.78, 4.78) @ 5800 MHz;

e  Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 10/8/2024

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
e Measurement SW: DASYS52, Version 52.10 (2);

Configuration/Head 5800MHz Pin=100mW/Area Scan (11x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 19.7 W/kg

Configuration/Head 5800MHz Pin=100mW/Zoom Scan (8x8x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm,
dz=2mm

Reference Value = 43.93 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) =31.6 W/kg

SAR(1 g) = 8.38 W/kg; SAR(10 g) = 2.49 W/kg

Maximum value of SAR (measured) = 19.6 W/kg

dB
]

-7.23

-14.46

-21.69

-28.92

-36.15
0dB = 19.6 W/kg = 12.92 dBW/kg
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