W?701 User Manual

Scope of Application:

power supply:

Input voltage: USBA 5VDC (4.75-5.25V) = 1A
Output voltage: 5V (4.75-5.25V)

Output current: 0.7A max

Output efficiency:80%(between coils)
Working Frequency: 298-346kHz

Working Temperature: -0°C to +35C

Relative Humidity: 10% to 80%

Product Overview:

This product is exclusively compatible with Foxconn PLX model watches. It features a compact size, portable design, broad
power supply adaptability, and a sleek, minimalist appearance.

The product incorporates comprehensive and reliable protection against over-temperature, overvoltage, undervoltage, short
circuits, and overcurrent.

Operation Steps:

1. Insert this product USBA and insert it into a charger with USBA output.

2. Insert the charger and insert 110/220V to make the power supply work.

3. Put the product with a silicone pad and place it on the desktop.

4. Put the watch on the wireless charging and charge.

5. The watch prompts charging within 5 seconds. It means that the charging connection is successful.

Note: Specify the positive and negative product. There is one side of the silicone pad, put it on the desktop, and put the watch
on the other side to charging.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may
not cause harmful interference, and (2) this device must accept any interference received, including interference that may
cause undesired operation.

Changes or modifications to this unit not expressly approved by the party responsible for compliance could void the user’s
authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.

However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user
is encouraged to try to correct the interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should
be installed and operated with a minimum distance of 20cm between the radiator & your body. This transmitter must not be
co-located or operating in conjunction with any other antenna or transmitter.



2mm,RoHS HF

F i, PC.84V-0.white VDI21| HF
DC#%,26# 900 WHITE, OD=3mm.SREM, Filc




