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SPECIFICATION
CNEIR Bk | %F CUST: /
DESC @ 11*23.5-10uH-0.06x65P-15mm
Rev: AD | 2 popl 5 CUST PIN: /
—. R~} DIMENSION:(mm) A 29.5+0.5
B 23+1.0
C 11£0.5
D 1542
E 3+1.5
H 2.740.3
—.. JFA# K SCHEMATIC DIAGRAM:
S F
S — A A AP
= 5k 2% Winding Specification:
FFs Uiy 5 S Pl 4 GRETT N
NO. TERMINAL WIRE Turns Winding Direction
1 S ‘ F silk-covered wire 0.06*65P 18Ts CCw
VY. HLS45M: ELECTRICAL CHARACTERISTICS:
I TEMPERATURE:25410C, 12/ RELATIVE HUMIDITY:65420%
g | WH | T Pt MR 2% AT MR A
NO. | ITEM | TERMINAL | SPECIFICATION TEST FREQUENCY | TEST EQUIPMENTS
1 IND. |S-F 4.8uH #20%(only coil wire) 100KHz/1.0V LCZ METER 1062B
2 IND. |S-F 10uH #10% with ferrite 100KHz/1.0V LCZ METER 1062B
3 DCR |S-F <125mQ 100KHz/1.0V LCZ METER 502B
4 Q S-F >45 100KHz/1.0V LCZ METER 502B
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