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History of the test report

Original Report Issue Date: 2026.08.29
e No additional attachment

o Additional attachments were issued following record

Attachment No. Issue Date Description
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1. General information

1.1.

Basic information of EUT

Sample No.

POC260713002-S001

Product name

LORA Temperature Sensor

Model name

TEMP-01

Trade mark

N/A

Power supply

DC 5V Type-C Port or DC 3.0V from battery

Operation Frequency

922 MHz

Modulation

LoRa

Antenna Designation

FPC antenna

Antenna gain

-0.9dBi

Field Strength

91.84dBuV/m@3m

Applicant

HuiZhou BoShidie Technology CO.,Ltd
No.1, Huifeng West three road, Zhongkai Hi-tech Zone, Huizhou

Manufacturer

HuiZhou BoShidJie Technology CO.,Ltd
No.1, Huifeng West three road, Zhongkai Hi-tech Zone, Huizhou

Note: For more detailed features description, please refer to the User manual.

HY-FCC 15.249 Ver.1.1
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2. Measured equipment list

2.1. Test facility

Company: Shenzhen Haiyun Standard Technical Co., Ltd.
No. 110, 111, 112, 113, 115, 116, Block B, Jinyuan business
Address: Building, No. 302, Xixiang Avenue, Laodong Community, Xixiang

Street, Bao'an District, Shenzhen P.R.C.

CNAS Registration Number:

CNAS L18252

CAB identifier: CNO0145
FCC Designation Number CN1340
Company Number 30427

A2LA Certificate Number: 6823.01

2.2. Test instruments list

Radiated Emissions

. . Cal. date Cal. Due date
No. Equipment Manufacturer Type No. Serial No. Inventory No. (yyyy/mmidd) (yyyy/mm/dd)
1 Test receiver Rohde&Schwarz ESU 100184 JLEO11 2026/2/27 2027/2/126
Log periodic
2 Schwarzbeck VULB 9168 1151 JLEO12 2025/4/12 2028/4/11
antenna
Low frequency
3 LNA 0920N 2014 JLEO023 2026/2/27 2027/2/26
amplifier
High frequency
4 Schwarzbeck BBV 9718 9718-284 JLEO24 2026/2/27 2027/2/26
amplifier
BBHA 9120
5 Horn Antenna SCHWARZBECK 02670 JLEO28 2025/4/12 2028/4/11
D
Temp&Humidity
6 Meideshi JR900 / JLEO21 2026/4/8 2027/417
Recorder
7 Horn Antenna SCHWARZBECK BBHA 9170 9170#685 JLE029 2024/7/15 2027/7/14
FMzB1519
8 Loop Antenna SCHWARZBECK 00029 JLEO30 2024/7/15 2027/7/14
B
Broadband
9 Schwarzbeck BBV9721 9721-019 JLE025 2026/2/27 2027/2/26
preamplifier
Farad Technology
10 Test software EZ-EMC Ver.TW-03A2
Co., Ltd
RF Conducted Emission
MXA Signal MY5144015
1 Keysight N9010A JLEO87 2025/9/15 2026/9/14
Analyzer 8
MXA Signal MY5222002
2 Agilent N9020A JLE090 2026/1/19 2027/1/18
Analyzer 2

HY-FCC 15.249 Ver.1.1
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2.3. Measurement uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the EUT as specified in CISPR 16-4-2:

This uncertainty represents an expanded uncertainty expressed at approximately the 95%

confidence level using a coverage factor of k=2.

Uncertainty

Parameter Uncertainty
Occupied Channel Bandwidth +102kHz
Power Spectral Density +0.243dB
Conducted Spurious Emission +0.743dB
RF power conducted +1.328dB
Conducted emission(9kHz~30MHz) AC main +2.68dB
Radiated emission(9kHz~30MHz) +3.50dB
Radiated emission (30MHz~1GHz) +4.20dB
Radiated emission (1GHz~18GHz) +5.10dB
Radiated emission (18GHz~40GHZz) +5.26dB
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3. Test system information

3.1. Test result summary

47 CFR FCC Part 15, Subpart C(Section 15.249)

Test item Standard(s) Section |Results Remarks

IAC Power Conducted Emission 15.207(a) --- N/A

Radiated Emissions 12328 15.209; Pass Meet the requirement of the limit

Bandwidth 15.215(c) Pass Meet the requirement of the limit

/Antenna requirement 15.203 Compliance |Note2

Note:

1. “N/A” denotes test is not applicable in this test report; The EUT is powered by DC, so it is not applicable to this
test item.

2. According to the manufacturer declared, the EUT has one FPC antenna arrangement which was
permanently attached.

3.2. Description of test mode

Operating mode

Test mode 1 ‘ 922MHz Transmitting

3.3. Power setting and test software

Power setting 0

Test software SSCOM5.13.1

3.4. Description of support units

No. Equipment Model Manufacturer Series No

/ / / / /
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4. Summary of Test Projects

4.1. Conducted emission test

4.1.1. Limit
Limits (dB upV))
FREQUENCY (MHz)
Quasi-peak Average
0.15-0.5 66 - 56 59 - 46
0.50-5.0 56 46
5.0 -30.0 60 50
Note:

1.

The lower limit shall apply at the transition frequencies.

2. The limit decreases in line with the logarithm of the frequency in the range of 0.15 to 0.50 MHz.

4.1.2. Test procedures

1.
2.

® N o o

Test limits and test methods reference ANSI C63.10:2020+o0r.1-2023.

The EUT was placed 0.8 m from the horizontal ground plane and 0.4 m from the vertical ground

plane with EUT being connected to the power mains through a line impedance stabilization

network (AMN). All other support equipment powered from additional AMN. The AMN provide

50 Ohm/ 50 uH of coupling impedance for the measuring instrument.

forth in the center forming a bundle 0.3 m to 0.4 m long.

Interconnecting cables that hang closer than 0.4 m to the ground plane shall be folded back and

I/O cables that are not connected to a peripheral shall be bundled in the center. The end of the

cable may be terminated, if required, using the correct terminating impedance.

HY-FCC 15.249 Ver.1.1 Page 8/21

The frequency range from 150 kHz to 30 MHz was searched.

Actual test configuration, please refer to the related Item — EUT Test Photos.
AAN, CP or CVP at least 0.8 m from nearest part of EUT chassis.

The thickness of the insulation shall not be more than 150 mm.
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4.1.3. Test set-up

40cm

EUT

Vert. reference plane

&

80cm

/ EMI receiver

LISN

7

S~

Reference ground plane

For the actual test configuration, please refer to the related item — Photographs of the test

configuration
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4.1.4. Test results

Product Model | TEMP-01 RBW 9 kHz
Environmental

> 24.6°C, 46% RH Test Mode Mode 1
Conditions
Tested by Keith Huang Test Results PASS
Test Date 2026-07-23

Note: AC 120V/60Hz

Line

Conducted Emission Measurement

0 dBuv

L e Tar— Y Y

-2
040 0.2 o 04 e 08 [MHz) 2 1 E a 20 30.000

Reading Comect Measure-
Mo, Mk Freq. Level Factor ment Limit OCwer

KHz dauw dB aEu dEuv a3 Detecior  Comment

1 01781 1455 19.56 M1 64.57 -30.46 ap
2 0171 -1.53 19.56 18.03 57 3654 AVG
3 04124 1371 19.35 3308 5760 0 -2454 QP
4 0.4124 0.99 19.35 2034 4760 27X AVG
3 03258 141 1929 MO0 5600 -2200 QP
6 053258 1.60 1929 2089 4600 -25.11 AVG
[ 0.6981 1642 19.46 3568 5600 -20.12 ar
i 06981 235 19.46 21.81 4500 -2419 AVG
9 08410 11.32 19.37 3069 5600 -253 aP
10 08410 -0.38 19.37 1899 4600 -27.01 AVG
1 12715 1141 19.26 3067 5600 -2533 QP
12 12715 052 19.26 1978 4600 -2622 AVG

Note: 1.The other emission levels were very low against the limit.
2. Measurement = Reading Level+ Correct Factor, Over = Measurement- Limit
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Product Model | TEMP-01 RBW 9 kHz
Environmental .

> 24.6°C, 46% RH Test Mode Mode 1
Conditions
Tested by Keith Huang Test Results PASS
Test Date 2026-07-23

Note: AC 120V/60Hz

Neutral

0.0 dBuV

Conducted Emission Measurement

-2

0150 02 [ R Y] [T MHz] 3 [ X 30,000
Reading Comect Measure-
Mo. Mk. Freq.  Level Factor ment Limit ~ Cwer
MHz dsuv dB s dEu da Defecior  Comment
1 01522 1916 1046 3862 658 272 QP
2 01522 110 1946 20.56 5585 3532 AVG
3 04167 1261 19.56 3217 5751 253 QP
4 04167 1.51 19.56 2107 4751 2644 AVG
5 05326 1350 19.54 3304 5600 -229% QP
8 05328 196 1954 2150 4600 -2450 AVG
T 06924 1504 1946 .50 56.00 -21.50 QP
8 0E%24 2354 1946 2230 4600 -2370 AVG
9 1.5690 1573 19.52 3525 5600 -2075 QP
10 15600 6B.74 19.52 2626 4600 -1974 AVG
11 20066 1272 19.56 3228 5600 -2372 aQP
12 * 20066 6.82 19.56 2638 4600 -1962 AVG

Note: 1.The other emission levels were very low against the limit.
2.Measurement = Reading Level+ Correct Factor, Over = Measurement- Limit
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4.2. Radiated emission test

4.2.1. Limit

In addition to the provisions of § 15.205, the field strength of emissions from intentional radiators
operated under this section shall not exceed the following:

Fundamental Field strength of fundamental Field strength of harmonics
frequency (millivolts/meter) (microvolts/meter)
902928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

Note: (1) Emission level dBuV = 20 log Emission level uV/m
(2) The smaller limit shall apply at the cross point between two frequency bands.

(3) The above field strength limits are specified at a distance of 3 meters. The tighter limits apply at
the band edges

4.2.2. Test procedures

1.

2.

Test limits and test methods reference ANSI C63.10:2020+o0r.1-2023.

Below 1GHz, the measuring distance of 3 m shall be used for measurements. The EUT was

placed on the top of a rotating table 0.8 m above the ground at a 3 m semi-anechoic chamber.

The table was rotated 360 degrees to determine the position of the highest radiation.

Above 1GHz, the measuring distance of 3 m shall be used for measurements. The EUT was

placed on the top of a rotating table 1.5 m above the ground at a 3 m semi-anechoic chamber.

The table was rotated 360 degrees to determine the position of the highest radiation.

The height of the test antenna shall vary between 1 m to 4 m. Both horizontal and vertical

polarizations of the antenna are set to make the measurement.

Quasi Peak detector mode re-measured.

HY-FCC 15.249 Ver.1.1
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The initial step in collecting radiated emission data is a receiver peak detector mode.

Pre - scanning the measurement frequency range. Significant peaks are then marked and then
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https://www.ecfr.gov/current/title-47/section-15.205

7. For above 1GHz, If the emission level of the EUT In “Peak Detection” mode is 20 dB lower than
the “Average” limit (means that the emission level in “Peak Detection” mode also complies with
the limit in “Average Mode”), testing will be stopped and “Peak” values of the EUT will be
reported, otherwise, the emissions of the EUT will be measured in “Average Mode” again and
then reported.

8. All readings are Peak unless otherwise stated QP in column of Note. Peak denotes that the Peak
reading compliance with the QP Limits and then QP Mode measurement didn‘t perform. (below
1GHz).

9. All readings are Peak Mode value unless otherwise stated AVG in column of Note. If the Peak
Mode Measured value compliance with the Peak Limits and lower than AVG Limits, the EUT
shall be deemed to meet both Peak & AVG Limits and then only Peak Mode was measured, but

AVG Mode didn‘t perform.(above 1GHz)

4.2.3. Test set-up
1) Radiated Emission Test Set-Up Frequency 9 kHz-30 MHz

Absorbers

g

EUT

Ground Plane

Receiver
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2) Radiated Emission Test Set-Up Frequency 30 MHz-1000 MHz

Ground Plane

Receiver | ¥ Amp.

3) Radiated Emission Test Set-Up Frequency Above 1 GHz

E l:lT |:|—|—
—

el
”~

Ground Plane

[}

L}

[}

L}

[

J L}

0.8m '
0.3m ]

k 1
L}

L}

[}

)

[}

L}

]

)

4.2.4. Test results

1) Radiated emission: 9kHz-30MHz
The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line was not reported.
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2) Radiated emission: 30MHz-1GHz

Note: DC 12V

FUEL-01

24.2°C, 50% RH

Vertical

Keith Huang

2026-08-25

3m chamber

Mode 1

120 kHz

PASS

Radiated Emission
00 AV Sm

FLLC Paet 158 3 Radistion
Haige § di

Mxmﬂ' “m:;,ﬁ . MM&W

- sl

000 40 G0 &0 /6 60 Tzl W0 Ad0 GO0 G0 J00 1000000
Reading Comect Measure- Antenna  Table
Mo. Mk. Fregq.  Level Factor ment Limit ~ Owver Height Degree
MHZ dBuv dBim gBuvim  @Buvm 9B Delector  cm degres  Comment
1 321784 4476 -11.34 3142 4000 -B58 QP
2 60,8003 46.82  -12.88 33.84 40,00 -6.08  aQF
3 170.7823 4816 -11.12 7.4 4350 -B4B QP
4 300.9077 4182 -8.37 3225 4800 -13.75 QP
5 432.5455 4200  -B.61 3539 4800 -1081 QP
8 755.3872 37.82 009 773 4800 -B27 QP
Radiated Emission
70 dBMm
57
FEL Part 158 38 Radiation
VRN Mangin -6 db
* o b
7o
SO000 SIF00 SE00  SS00  SZ00 91500 S80S0 SeAn 00 MH:
Reading Comect Measure- o Antenna Table
MNo. Mk. Freq.  Level  Factor ment Limit ~ Over Height Degree
MHz dBuv dBim dBuVim dBuVim dB Detector cm degree  Comment
1 902.0000 3537 1.55 3§92 4600 908 peak
* 9220000 9367 147 95.14 11398 -19.84 peak
3 X 9220000 9037 147 9184 9298 -1.04 AVG
4 9280000 3535 135 3670 4600 930 peak

Note: 1.QP= Quasi-peak Reading.
2.The other emission levels were very low against the limit.
3. Measurement = Reading Level+Correct Factor, Over = Measurement- Limit

HY-FCC 15.249 Ver.1.1
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FUEL-01 3m chamber
24.2°C, 50% RH Mode 1
Horizontal 120 kHz
Keith Huang PASS
2026-08-25
Note: DC 12V
Radiated Emission

FLL Faet 156 3 Radistion

Haige § di l:

M A

3000 40 &0 &0 /0 @0 Wk 300 400 500 GO0 7u0 000.000
Reading Comect Measure- Antenna  Table
No. Mk.  Freq.  Level Factor ment Limit  Over Height Degres
MHZ dBuv dBim gBuMm  dBuMMm  dB  Detectr  om degres  Comment
1 60.8003 46.08  -12.88 3321 4000 -B78 QF
2 170.7823 48682  -11.12 37.50 4350 -B00 QF
3 252.0827 51.54  -11.83 3871 4600 -828 QF
4 280.0237 50.15  -10.47 3088 4800 832 QF
5 432.5455  45.81 -6.61 39.20 4800 880 QF
8 7344013 4024 D44 39.80 4800 820 QP

Radiated Emission

W0 dBWm
57
FLC Pait 158 3W Radiation
. J_,r“' k‘n Mangin -6 di
3 T S
70
0000 SE00 G060 @900 SIZ00 500 @600 S00 Sl W00 MHz
Reading Comect Measure- . Antenna  Table
No. Mk. Freq.  Level Factor ment Limit  Over Height Degree
MHz dBuV dBim dBulim  dBuMim  dB  Detector  om degree  Comment

1 G02.0000 3556 155 N 4600 -B89 peak
2* 9220000 8995 147 9142 11388 -2256 peak
3 X 9220000 8730 147 877 9298 421 AVG
4 G28.0000 3610 1.35 3745 4600 -B55 peak

Note: 1.QP= Quasi-peak Reading.
2.The other emission levels were very low against the limit.
3. Measurement = Reading Level+ Correct Factor, Over = Measurement- Limit
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3) Radiated emission: Above 1GHz

FUEL-01 3m chamber
24.2°C, 50% RH Mode 1
Vertical 1MHz
Keith Huang PASS
2026-08-25
Note: DC 12V
Radiated Emission
B0D  dBu¥/m

FCI | PE

FLCLC | AV

FUPREN SN e et S N

10
-0
1000000 000 [MHz) A0 G000 GOOD  FOOOD 8000 10000000
Reading Comect Measure- o Antenna Table
No. Mk. Freq.  Level Factor  ment Limit ~ Ower Height Degres
MHz dBuV dBim dBuVim dBulfm dB Detector cm degree  Comment

1" 1844000 6038  -14.11 4527 7400 -2773 peak
2 27e6.000 5297 -10.50 42.47 7400 -31.53 peak

Note: 1. The other emission levels were very low against the limit.
2. Measurement = Reading Level+ Correct Factor, Margin = Limit- Measurement

HY-FCC 15.249 Ver.1.1 Page 17/21 Report No.: RF260713002-02-001



FUEL-01

3m chamber

24.2°C, 50% RH Mode 1
Horizontal 1MHz
Keith Huang PASS
2026-08-25
Note: DC 12V
Radiated Emission
B0 dBuAm

FLI: PE

FCL AW

TR B B w—

m
-0
1000000 2000 [MHz) 4000 5000 G000 7000 BOO0 10000000
Reading Comect Measure- o Antenna Table
Moo Mk.  Freq. Level  Factor ment Limit ~ Ower Height Degree
MHz dBuV dBim dBu\im dBuim dB Dietector cm degree  Comment
1* 1844000 5951 -14.11 45.40 7400 -2860 peak
2 2766.000 52.89 -10.50 42359 7400 -3161  peak

Note: 1. The other emission levels were very low against the limit.
2. Measurement = Reading Level+ Correct Factor, Margin = Limit- Measurement
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4.3. 20dB Bandwidth & 99% Bandwidth

4.3.1. Applicable Standard
FCC Part15 C Section 15.215

4.3.2. Test Procedure

Test Method
® Conducted Measurement |O Radiated Measurement
Test Channels
@®Lowest and Highest Channel |O Lowest and Highest Channel

Environmental conditions

@ Normal |O Normal and Extreme

Note: @ :Test O :No Test

a) The EUT shall be connected to the spectrum analyser, and the spectrum analyser is set as follow:

Centre Frequency The centre frequency of the channel under test
RBW 1%-5% OCB

VBW >3*RBW

Frequency span 2x Nominal Channel Bandwidth

Detector Mode Peak

Trace Mode Max Hold

Sweep Time Auto Couple

b) The EUT was programmed to be in continuously transmitting mode, Wait for the trace to stabilize
then find the peak value of the trace and place the analyser marker on this peak.

c) Use the -20dB bandwidth function of the spectrum analyser to measure the 20dB Bandwidth of
the EUT. This value shall be recorded.

d) Make sure that the power envelope is sufficiently above the noise floor of the analyser to avoid the

noise signals left and right from the power envelope being taken into account by this measurement.
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4.3.3. Test set-up

——

EUT L grewe— Ll

Spectrum
Analvzer

Kecord PC

4.3.4. Test Result

Frequency(MHz) 20dB Bandwidth(kHz) | 99% Occupied BW(kHz)
922 139.4 126.58

Test plot

. Keysight Spectrum Analyzer - Occupied BW. = =)
500 AC SENSE:PULSE ‘ ALIGN AUTO ‘EIE:[I?EE PMAug 24, 2026

i RL RF 500 A
Center Freq 922.000000 MHz Center Freq: 922.000000 MHz Radio Std: None Frequency
.1 Trig: Free Run Avg|Hold:>10/10

()
#FGain:Low ™ #Atten: 20 dB Radio Device: BTS

Ref Offset 10 dB
Ref 15.00 dBm

Center Freq
922.000000 MHz

#VBW 10 kHz Sweep 68.07 ms|

Occupied Bandwidth Total Power 0.77 dBm
126.58 kHz

Transmit Freq Error 188 Hz % of OBW Power 99.00 %
x dB Bandwidth 139.4 kHz x dB -20.00 dB

IM SG STATUS
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Statement

1. The report is invalid without the official seal or special seal of Shenzhen Haiyun

Standard Technical Co., Ltd. (hereinafter referred to as the unit).
2. The report is invalid without the signature of the approver.
3. The report is invalid if altered arbitrarily.
4. The report shall not be partially copied without the written approval of the unit.
5. The reported test results are only valid for the tested samples.

6. If there is any objection to the test report, it shall be submitted to the test unit within 15

days from the date of receiving the report, and the overdue shall not be accepted.

Shenzhen Haiyun Standard Technical Co., Ltd.

Address: Room 110, 111, 112, 113, 115, 116, Block B, Jinyuan Business Building, No.
302, Xixiang Avenue, Labor Community, Xixiang Street, Baoan District, Shenzhen,

China

(END OF REPORT)
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