
V1.0.0

Technical

System  RTOS

Sensor Type  Temperature sensor

Application  Temperature measurement

Features

Service Life  5 year (based on 300s interval)

LoRa Frequency  868MHz/915MHz

Detection cycle  60s

Upload cycle  1,440 times per day

Detection Precision  80°C : ±0.5~1°C
 -20°C : ±1°C
 -30°C : ±1.5°C
 -30°C to -40°C : ±2°C

Physical & Interface Specifications

Product Dimensions  L 56* W 48* H 24.5mm

Weight  47g

Working Temperature  -30°C to 70°C

Storage Temperature  -30°C to 80°C

Ingress Protection
Rating

 IP67

Interface  Type-C port

Color  Black

Power Consumption

Operating Power  1500mAh Li-Mn dry battery

Power Consumption  @3V 22mA(Working Mode)
 @3V 4uA(Standby Mode)

TEMP-01 Specification
TEMP-01 | Industrial Wireless LoRa Temperature
Sensor

Precision Cold Chain Monitoring with Deep-Signal
Penetration

This product supports:

1.IP67

2.Low-Power

3.LoRa

4.Precise to 0.5°C

5.Configurator



Appearanc

FCC Warning

This device complies with part 15 of the FCC rules. Operation is subject to the following two conditions: (1) this 

device may not cause harmful interference, and (2) this device must accept any interference received, including 

interference that may cause undesired operation.Changes or modifications not expressly approved by the party 

responsible for compliance could void the user's authority to operate the equipment.NOTE: This equipment has 

been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. 

These limits are designed to provide reasonable protection against harmful interference in a residential 

installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and used 

in accordance with the instructions, may cause harmful interference to radio communications. However, there is 

no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful 

interference to radio or television reception, which can be determined by turning the equipment off and on, the 

user is encouraged to try to correct the interference by one or more of the following measures:? Reorient or 

relocate the receiving antenna.? Increase the separation between the equipment and receiver.? Connect the 

equipment into an outlet on a circuit different from that to which the receiver is connected.? Consult the dealer 

or an experienced radio/TV technician for help.Radiation Exposure StatementThis equipment complies with FCC 

radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and 

operated with minimum distance 20cm between the radiator and your body.

e Regulatory Compliance

Certification  CE,FCC

Product Code  TEMP-01


