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6.5 Power spectrum density
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Test Standard 47 CFR Part 15, Subpart C 15.247(d)

Test Method ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
Clause 11.10.2

Test Mode (Pre-Scan) X

Test Mode (Final Test) X

6.5.1 Limit

<8dBm in any 3 kHz band during any time interval of continuous transmission

6.5.2 Test setup

/ &
RF Test system ||

r mmm ||
CMWS500 mmm
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!

6.5.3 Test data

Pass: Please refer to appendix A for details
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6.6 Conducted Band Edges Measurement
Test Standard 47 CFR Part 15, Subpart C 15.247(d)

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
Test Method

Clause 11.13
Test Mode (Pre-Scan) TX
Test Mode (Final Test) TX

6.6.1 Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth withinthe band that
contains the highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak conducted power
limits.

If the transmitter complies with the conducted power limits based on.the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required
under this paragraph shall be 30 dB instead of 20dB.

Attenuation below the general limits specified in§15.209(a) is not required.

In addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must
also comply with the radiated emission limits specified in §15.209(a) (see §15.205(c)).

6.6.2 Test setup

RF Test system

i EEE
CMW500 I---
[ AmmO
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6.6.3 Test data

Pass: Please refer to appendix A for details
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6.7 Conducted spurious emissions
Test Standard 47 CFR Part 15, Subpart C 15.247(d)

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
Test Method

Clause 11.11
Test Mode (Pre-Scan) X
Test Mode (Final Test) TX

6.7.1 Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth withinthe band that
contains the highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak conducted power
limits.

If the transmitter complies with the conducted power limits based on.the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required
under this paragraph shall be 30 dB instead of 20dB.

Attenuation below the general limits specified in§15.209(a) is not required.

In addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must
also comply with the radiated emission limits specified in §15.209(a) (see §15.205(c)).

6.7.2 Test setup

RF Test system

i EEE
CMW500 I---
[ AmmO
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6.7.3 Test data

Pass: Please refer to appendix A for details
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6.8 Radiated spurious emissions

Test Standard

47 CFR Part 15, Subpart C 15.247(d)

Test Method

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
Clause 6.4,6.5,6.6

Test Mode (Pre-Scan) TX
Test Mode (Final Test) TX
6.8.1 Limit
Field Measurement
Frequency(MHz) . .
strength(microvolts/meter) distance(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F (kHz) 30
1.705-30.0 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

Remark: The emission limits shown in: the above table are based on measurements employing a CISPR
quasi-peak detector except for the frequency bands. 9-90kHz, 110-490kHz and above 1000MHz. Radiated
emission limits in these three bands are based on measurements employing an average detector, the peak field

strength of any emission shall not exceed the maximum permitted average limits specified above by more than 20

dB under any condition of modulation.
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6.8.2 Test setup

Below 1GHz:

Turn table- i
3 " Distance3m« 7

Ground plane~

Test Receiver

Control PC+ —— ey
-
{

= -
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30MHz-1GHz:

Antenna Towemx\

Turn table + - i
:< Distance 3m+ >5
N Antenna l:on:m]l-'
- -
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0.8m¢’ 1.[Jri'w i
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Vi AV v
Ground plane+
Test Receiver+
Control PC+

-
Above 1GHz:

Antenna Tower«.,_

Turn tablev i Antenna Centre+

e _._._>i

e
:
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1.5m] L5m-

Ground plane+

Test Receiver

Control PC+ ri-aﬁ“
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6.8.3 Procedure

a)

b)

s))

h)

j)

For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at
a 3 or 10 meter semi-anechoic chamber. The table was rotated 360 degrees to determine the
position of the highest radiation.

For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of
the highest radiation.

The EUT was set 3 or 10 meters away from the interference-receiving antenna, which was mounted
on the top of a variable-height antenna tower.

The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are
set to make the measurement.

For each suspected emission, the EUT was arranged to‘its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from 0 degrees to 360 degrees to find
the maximum reading.

The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average
method as specified and then reported in.a data sheet.

Test the EUT in the lowest channel, the middle channel, the highest channel.

The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

Repeat above procedures until all frequencies measured was complete.

Note 1: Scan from 9 kHz to 25GHz, the disturbance above 12.75GHz and below 30MHz was very low. The points

marked on above plots are the highest emissions could be found when testing, so only above points had been

displayed. The amplitude of spurious emissions from the radiator which are attenuated more than 20dB below the

limit need not be reported. Fundamental frequency is blocked by filter, and only spurious emission is shown.

Note 2: For frequencies above 1GHz, the field strength limits are based on average limits. However, the peak field

strength of any emission shall not exceed the maximum permitted average limits specified above by more than 20

dB under any condition of modulation. For the emissions whose peak level is lower than the average limit, only

the peak measurement is shown in the report.

Note 3: The field strength is calculated by adding the Antenna Factor, Cable Factor & Preamplifier. The basic

equation with a sample calculation is as follows:

Level (dBuV) = Reading (dBuV) + Factor (dB/m)
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6.8.4 Test data

Below 1GHz
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[Test mode: TX low channel]; [Polarity: Horizontal] ;[Power:AC120V/60Hz]

Project Mo.: RE
a0.0 dBuV /m

Radiated Emission Measurement
2026/6/9

Data #5

fo

60

50

ICES-D03 Class B

40

30

20

10

-0

| m‘.ll].l]lll] 60.00 [MHz] 300,00 1000000
| Site Polarization: Horizontal Temperature: ()
Limit: ICES-003 Class B Power: Humidity. %RH

EUT: Smart LED Flush Mount

M/N: 66000164

Mode: BLE

Mote:

No. | "z | (@Bu) | (@Bim) |(cBuvim) |(cBuvim) | (@) | 2o [PIF| Remark

s 37.5478 41.05 -19.30 21.75 40.00 |-1825| QP P
| 2 56.5929 33.77 -19.30 14.47 40.00 |-25.53| QF P

3 74.1351 33.04 -22.36 10.68 40.00 |-2032| QP | P
| 4 132.6850 3263 -19.03 13.60 4350 (-2990| QP | P

5 268.4852 30.71 -20.13 10.58 47.00 (-3642| QP P

6 550.9480 26.99 -12.86 14.13 47.00 |(-32.87| QP P

Test Result: Pass
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[Test mode: TX low channel]; [Polarity: Vertical] ;[Power:AC120V/60Hz]
: Radiated Emission Measurement

Project No.: RE Data #6 2026/6/9

B0.0 dBuV/m

T

60

ICES-D03 Class B
50 . ! I ] ] r
r

40 |
2

10 %
A LY. A T o

-10

-20
30,000 G0.00 [MHz] 30000 1000.000

Site Polarization: Vertical Temperature: (C)
Limit: ICES-003 Class B Power: Hurmidity: %RH
EUT: Smart LED Flush Mount
M/N: 66000164
Mode: BLE
Mote:
s Frequency | Reading | Factor Level Limit | Margin Detector |P/E|  Remark

(MHz) (dBuV) | (dB/m) |(dBuV/m) |(dBuV/m) (dB)
g 36.7662 55.71 -19.47 36.24 4000 |-3.76 | QP
47.1599 52.51 -19.02 33.49 40.00 |6.51 | QP
74 .6569 44 .51 -22.51 22.00 40.00 |-18.00| QP
134.5592 31.36 -18.87 12.49 4350 |-31.01| QP
494.1984 27.85 -13.56 14.29 47.00 (-3271| QP
815.9678 26.93 -8.10 18.83 47.00 |-2817| QP

|| kW N =
T|T0|TW|O|OV|TO

Test Result: Pass
For radiation transmission, tests have been conducted on BLE 1Mbps , covering low, medium and high channels.

Only the worst 1Mbps/low channels mode was reported.
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Above 1GHz:
[Test mode: TX low channel]; [Polarity: Horizontal] ;[Power:AC120V/60Hz]

Radiated Emission Measurement

Project Mo RE Data 39 IOEEAZ
g dBuyim
FCC Pat®S (PR |

]

1]

50

Fh 1 1 10 ,‘!ﬂg"'ﬂl
" N'H‘"- ll /""-"l-"vﬁ'\‘"’"\""l.-\_m"vr""'“\.wvv"'w‘"xﬂﬂ""'ﬂ"‘ﬂ'uuﬁﬁg #Kn_\."-'r'"wx-.'*"'"'
TR i,

an et N

n

10

0

8 [1]

-20

1000000 270000 2 440000 2 GA00.00 TH00_O0 [HHz] 1120000 1290000 1460000 1G300.00 1000000

Site Polarization: Horizontal Temperaiure: )
Limit: FCC Part15 (PK) Power: Humadity: SRH
EUT: Smart LED Flush Mount
M/N: BE000164
Mode: BLE-2402

Mote:

Reading Correct Measure-
MNo. Mk Freq. Level Factor ment Limit Ower

MHz dBu dB B dBuhim dB Dedector Comment

1 7460000 4625 7.09 5334 7400 -2066  peak
2 7460.000 33497 7.09 41.06 8400 -1284 AVG
3 1145500  44.62 8.89 54.51 7400 -19.49  peak
4 11455.1}[-! 32.80 8.89 4269 5400 -11.31 ANG
& 14192.1}6 4536 863 55499 7400 -18.01 peak
Li] 14192.1}5 3328 8.63 4291 00 -11.09 AVG
T 14339.{35 4535 823 5464 7400 -19.36  peak
8 143&9.1}6 33.08 829 4237 00 1183 AVG
9 165&9.1}5 4478 8.57 5436 7400 -19.64  peak
10 1653'9.135 32.82 a.57 4239 8400 -11.81 ANG

11 1?893.135 43.57 11.55 55.12 7400 -18.88 peak
12 * 17888.00 32.88 11.55 44 43 5400 -89.57 ANG

Test Result: Pass
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[Test mode: TX low channel]; [Polarity: Vertical] ;[Power:AC120V/60Hz]
Radiated Emission Measurement
Prgect No.: RE Data #10 206812
gom  dBuvim
ECC Pantlf (PE) |
o l
&0 1
R TR T
T
) M -.J-.M T kﬂmlm-wﬁwi W E'ﬂi
A 2 [3 - o
£ L e A -
an o r i '-""'"Mwm.-'mh.m'-"“‘**w‘ﬁu: L2 T
M f \-"71-\'\’"*"""_'“
an — _iw.:“‘ur'ﬂ'r{ I'.‘1
20
10
0
-
-20
1000000 270000 2 440000 2 GI0OGOD  7oOOG0  (MHz) 1120000 1290000 460000 16I00.00 10004000
Site Polarization: Vertical Temperalure: ()
Limit: FCC Part15 (PK) Power: Humdity. %RH
EUT: Smart LED Flush Mount
M/M: BE000164
Mode: BLE-2402
Mote:
Reading Comect Measure-
Mo, Mk Freq. Level Factor ment Limit Owver
MHz dBu' dB dBuEm diBu’im dB Detector Comment

1 6950.000 4651 6.55 53.06 7400 -2054  peak
2 6950.000 35.15 6.55 41.70 5400 1230 AVG
3 1147200 4432 8.88 54.30 7400 1970  peak
4 114?2.4];! 32.51 9.98 42,49 54.00 -11.51 ANG
] 12453.1]:-! 4522 837 54 58 7400 -18.41 peak
i 12453.1}5 3272 B8.37 41.09 5400 12891 ANG
7 1401]5.06 45.04 10.18 5572 7400 -18.78  peak
8 141]-[!5.1}5 33.15 10.18 43.33 5400 -1067 AVG
8 165?2.135 45.70 89.56 55.26 7400 -1874  peak
10 165?2.06 33.08 9.56 4281 5400 -11.39 AVG

131}1}0.{:5 44 55 13.01 57.56 7400 -16.44  peak

k.
-y

12 * 13{!1}0.05 32.39 13.0 45.40 54.00 -8.60 ANG

Test Result: Pass
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[Test mode: TX middle channel]; [Polarity: Horizontal] ;[Power:AC120V/60HZz]

Radiated Emission Measurement

Project No.: RE Data #11 DEEH2
gon  dBuVAm
FCC PatlS (PE) |
70 ]
i E_. i 5 : L .--tim'—- ﬁpﬂh
50 MW I e i T SV L e . 1I )
i-'#‘ﬂ Z. A ,iﬂ-. airk -"“‘"g-"'—. . ,.,-;:? s | v
40 ™ L Tl T L T e S POEL va
7 s
N e
20
i[i]
0
i
-20
1000000 270000 440000 2 Gioo 0o TEOLO0  [MHz) 1120000 12900060 (460000  16300.00  10000.08
Site Polarization: Horizontal Temperaiure: 1]
Limit: FCC Part15 (PK) Power: Husmdity. ®RH
EUT: Smart LED Flush Mount
M/M: 66000164
Mode: BLE-2440
Note:
Reading Correct Measure-
Mo. Mk Freq. Level Factor ment Limit Ower
MHzZ B 4B dBuVAT  dBuVim g8 Delectar Comment
1 6950000 47.31 6.55 53.86 7400 -20.14 peak
2 6950000 35.10 6.55 4165 E400 -1235 AVG
3 11404.00 4533 862 5485 7400 -19.05 peak
4 1144}4.06 33.06 862 42 6B 5400 -11.32 AVG
5 1347800 4128 12.90 54 18 7400 -1982 peak
6 134?3.1}5 2814 12.90 42.04 5400 -11.96 AVG
7 1451 5.1}6 45 60 047 EE.16 7400 -18.84 peak
B 1451500 3305 047 4342 E400 -1058 AVG
9 16521.05 4526 a.57 54 B3 7400 -19.17 peak
10 16521.['.'5 33.01 957 42 5B E400 -1142 AVG
11 1?9&5.96 44 57 12.51 57.08 7400 -16.82 peak
12 * 1?9&5.013 32.70 12 51 4521 5400 -8.79 AVG

Test Result: Pass
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[Test mode: TX middle channel]; [Polarity: Vertical] ;[Power:AC120V/60HZz]
Radiated Emission Measuremant
Prgect Mo RE Dats #12 NOEEM2
gon  dBuYdm
FLE Paill% [PE) i
o |
: M MWM‘L-Mﬁ* Kk
e 1
40 J‘WWWWW _ﬁ.\n.ﬂ-""—“""'i\nwa ;‘“W'“-‘“"'Eh‘“-"“"w-w/""“&._ﬂ.._'.r"-"'"'l‘:.-'“"". 1 -
L e |
10 : J,m_-e"'q""“ W 1
20 |
[ |
. |
R 1]
20
1000000 270000 2 440000 2 GI0O00 2 700000 [MHz) 1120000 1290000 1460000 16I00.00  10000.00
Site Polarization: Vertical Temperalure: {c)
Limit: FCC Part15 (PK) Power: Husmidity. ®RH
EUT: Smart LED Flush Mount
MUN: 65000154
Mode: BLE-2440
Mote:
Reading Correct Measure-
Mo. Mk Freq. Level Factor ment Limit Ower
MHz B dB dBuVim  dBuVim 4B Deledo  Comment
1 BO38.000 4746 6.68 54.14 7400 -19.86 peak
2 BO3B.0D0 3485 668 4157 5400 -1243 AVG
3 8364000 4581 7.58 5E3.19 7400 -2081  peak
4 8364000 33.81 7.58 41.38 5400 -1261 AVG
5 1145500 4423 989 5412 7400 -1988 peak
6 1145500  33.01 089 42 90 B400 -1110 AVG
7 1419200 4626 963 55.80 7400 -18.11 peak
8 1419200 3367 963 4330 B400 -10.70 AVG
a 1645300 4538 229 54 67 7400 -1833 peak
10 1645300  33.23 8929 42 52 5400 -1148 AVG
11 1786400 4431 11.41 E5.72 7400 -1828  peak
12 * 1786400 3262 11.41 4403 5400 -9.57 ANG

Test Result: Pass
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[Test mode: TX High channel]; [Polarity: Horizontal] ;[Power:AC120V/60Hz]
Radiated Emission Measurement
Progect No.: RE Data #13 2026812
gon  dBuvim
FCL Pat1% [FE) |
70 '
&0
|||{. g_. Eﬂpﬁtﬁ
0 - mﬂ%.ﬁ%ﬂwmww*' A
e Pwve
E] Mwmv' II “i"\,‘wmri'\pﬂmfmh-"ﬂﬂ"*w‘—%u \.3-*_‘-,_,._\_\_ g' l-‘-a'"""'
B _n"—.w"""”“""- ,.-
2 | ety
20
10
0
-
-20
1000000 270000 2 440000 2 GI0OO0  7oO0O0  [(MHz) 1120000 1290000 (460000 16I00.00 1000000
Site Polarization: Horizontal Temperalus: 18]
Limit: FCC Part15 (PK) Power: Husmidity: %RH
EUT: Smart LED Flush Mount
MIM: GE000164
Mode: BLE-2480
Mote:
Reading Caorrect Measure-
No. Mk Freq. Level Factor ment Limit Ower
MHz dBu dB dBuVim dBuvim o  Detector  Comment
1 TE00.000 4721 6.18 53.39 7400 -2061 peak
2 TE00.000 35.67 6.18 41.85 5400 1215 AVG
3 0466.000 4568 7.30 53.98 7400 -2002 peak
4 0466.000 3398 7.30 4128 E400 -1272 AVG
5 14311.00 45.85 10,09 55.04 7400 -17.06 peak
G 14311.00 33.82 10.09 43.91 5400 -1000 AVG
7 15688.00 45.04 8.35 54,39 74.00 -19.61 peak
B 15688.00 29 8.35 42 .64 5400 1136 AVG
9 16351.00 4549 895 54 .44 7400 -1956 peak
10 16351.00 33.66 895 42 .61 5400 -11.3% AVG
11 17762.00 44 40 10.80 55.30 7400 -1870 peak
12 * 17762.00 3351 10,80 44 41 5400 -0.59 AVG

Test Result: Pass
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[Test mode: TX High channel]; [Polarity: Vertical] ;[Power:AC120V/60Hz]

Radiated Emission Measurement

Project Mo.: RE Data #14 2OEENZ
gom  dBuvim

FOL Pant 1% [FE)

in

&0

50

-1l |

-20
1000000 270000 2 440000 2 GI0OGOD  7oOOG0  (MHz) 130000 1290000  TAGO000  Vham0.00 1600, 00

Site Polarization: Wertical Temperalue: i)
Limit: FCC Part15 (PK) Power: Hurmidity: %RH
EUT: Smart LED Flugh Mount

MIM: 66000164

Mode: BLE-2480

Mote:

Reading Comect Measure-
Mo. Mk Freq. Level Factor ment Limit Owver

MHz dBul dB dBuvim dBu’im dB Detectar Comment

1 7358.000 4597 6.72 53.69 7400 -20.31 peak
2 7358.000 33.82 6.72 40.64 5400 13368 AVG
3 8551.000 4561 7.65 53.26 7400 -2074  peak
4 8551.000 3318 T7.65 40.83 54.00 1317 AVG
] 11404.00  44.47 9.62 5408 74.00 -19.81 peak
i 11 4{141}5 3314 8.62 4276 5400 -11.24 AVG
7 14124.05 4548 9.65 5511 7400 -18.89 peak
8 14124.1}5 33.29 9.65 42.94 5400 -11.06 AVG
8 16402.1]5 4562 8.00 5462 7400 -1838  peak
10 1644]2.1}6 33.77 9.00 4277 5400 -11.23 AVG

1?334].06 4415 11.26 55.41 74.00 -1859  peak
12 * 17830.00 3292 11.26 44 18 54.00 -9.82 ANG

-
-y

Test Result: Pass

Note:When scanning in the range of 1GHz~ 25GHz and the interference above 18GHz is very small, it is a low noise signal. The
point shown in the figure above is the highest emission that can be found during the test, so only the above point is shown. The
fundamental frequency is blocked by the filter. Only stray emission.
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6.9 Radiated emissions which fall in the restricted bands

Test Standard 47 CFR Part 15, Subpart C 15.247(d)
Test Method ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
Clause 11.12
Test Mode (Pre-Scan) TX
Test Mode (Final Test) TX
6.9.1 Limit
Field Measurement
Frequency(MHz) . .
strength(microvolts/meter) distance(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F (kHz) 30
1.705-30.0 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

Remark: The emission limits shown in: the above table are based on measurements employing a CISPR
quasi-peak detector except for the frequency bands 9-90kHz, 110-490kHz and above 1000 MHz. Radiated
emission limits in these three bands are based on measurements employing an average detector, the peak field
strength of any emission shall not exceed the maximum permitted average limits specified above by more than 20

dB under any condition of modulation.
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6.9.2 Test setup

Below 1GHz:

Turn table- i
3 " Distance3m« 7

Ground plane~

Test Receiver

Control PC+ —— ey
-
{

= -
(=

30MHz-1GHz:

Antenna Towemx\

Turn table + - i
:< Distance 3m+ >5
N Antenna l:on:m]l-'
- -

[ n
0.8m¢’ 1.[Jri'w i
i '

Vi AV v
Ground plane+
Test Receiver+
Control PC+

-
Above 1GHz:

Antenna Tower«.,_

Turn tablev i Antenna Centre+

e _._._>i

e
:
] b

1.5m] L5m-

Ground plane+

Test Receiver

Control PC+ ri-aﬁ“
Bl
e
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6.9.3 Procedure

a)

b)

s))

h)

j)

For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at
a 3 or 10 meter semi-anechoic chamber. The table was rotated 360 degrees to determine the
position of the highest radiation.

For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of
the highest radiation.

The EUT was set 3 or 10 meters away from the interference-receiving antenna, which was mounted
on the top of a variable-height antenna tower.

The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are
set to make the measurement.

For each suspected emission, the EUT was arranged to‘its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from 0 degrees to 360 degrees to find
the maximum reading.

The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average
method as specified and then reported in.a data sheet.

Test the EUT in the lowest channel, the middle channel, the highest channel.

The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

Repeat above procedures until all frequencies measured was complete.

Note 1: Level (dBuV) = Reading (dBuV) + Factor (dB/m)

Note 2: For frequencies above 1GHz, the field strength limits are based on average limits. However, the peak field
strength of any emission shall not exceed the maximum permitted average limits specified above by more than 20
dB under any condition of modulation. For the emissions whose peak level is lower than the average limit, only
the peak measurement is shown in the report.
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6.9.4 Testdata

[Test mode: TX low channel]; [Polarity: Horizontal] ;[Power:AC120V/60Hz]

Radiated Emission Measurement

Project No.: RE Data #5 2026/6112
107.0 dBuV/m

97

B7

77 FCC Parti5 (PK] k

&7 )

a7 FEE Partl5 f_-:-x

peak
a7 W
LYV RIS WA TV R WS | SYPRN WY 1 O AORW RV
37
27
17
7.0
2310.000 231950 232900 233050 234600  [MHz) 2367.00 237650 238600 239550  2405.00
Site Polarization: Horizontal Temperature: (<)
Limit: FCC Part15 (PK) Power. Humidity: SR H
EUT: Smart LED Flush Mount
M/N: 66000164
Mode: BLE-2402

MNote:

Reading Correct Measure-
No. Mk. Freq. Level Factor  ment Limit  Over

MHz dBuv dB dBuWim dBu\im dB Detector Comment

1 2310.000  50.07 -8.51 40.56 74.00 -33.44 peak
2 * 2300.000 5578 -9.19 46.59 74.00 -27.41  peak

Test Result: Pass
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