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1. SUMMARY OF TEST RESULTS

Test procedures according to the technical standards:
KDB 558074 D01 DTS Meas Guidance v04

FCC Part 15.247,Subpart C
Sst;and_ard Test Item Judgment Remark
ection
15.207 Conducted Emission PASS
15.247 (a)(2) 6dB Bandwidth PASS
15.247 (b)(3) Output Power PASS
15.247 (d) Conducted Spurious & Band Edge Emission PASS
15.247(d),15.209,15.205 Radiated Spurious Emission PASS
15.247 (e) Power Spectral Density PASS
15.205 Restricted Band Edge Emission PASS
Part 15.247(d)/part .

15.209(a) Band Edge Emission PASS
15.203 Antenna Requirement PASS

NOTE:
(1)” N/A” denotes test is not applicable in this Test Report
(2)all tests are according to ANSI C63.10-2013 .
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1.1 TEST FACTORY

Shenzhen STS Test Services Co., Ltd.
Add. : 1/F., Building B, Zhuoke Science Park, No.190, Chongqging Road,
Fuyong Street, Bao’an District, Shenzhen, Guangdong, China

CNAS Registration No.: L7649; FCC Registration No.: 625569
IC Registration No.: 12108A; A2LA Certificate No.: 4338.01;

1.2 MEASUREMENT UNCERTAINTY
The reported uncertainty of measurement y £ U » where expended uncertainty U is based on
a standard uncertainty multiplied by a coverage factor of k=2 > providing a level of confidence
of approximately 95 % -

No. ltem Uncertainty
1 Conducted Emission (9KHz-150KHz) +2.88dB
2 Conducted Emission (150KHz-30MHz) +2.67dB
3 RF power,conducted +0.71dB
4 Spurious emissions,conducted +0.63dB
5 All emissions,radiated (9KHz-30MHz) +3.02dB
6 All emissions,radiated (30MHz-200MHz) +3.80dB
7 All emissions,radiated (200MHz-1000MHz) +3.97dB
8 All emissions,radiated(>1G) +3.03dB
1F.. Building B, Zhuoke Science Park, No.190, Chongaing Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
Shenzhen STS Test Services Co., Ltd. Tek-+20TO5A508 0200 FEACHIO-TONRSBNIOCTY, Hup:/eataspeionnt (E-eutanOuenpmon
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2. GENERAL INFORMATION

2.1 GENERAL DESCRIPTION OF EUT

Product Name Wireless USB Adapter
Trade Name SZHUASHI

Model Name HSG600AC

Series Model HS601AC

Model Difference Appearance difference

The EUT is a Wireless USB Adapter

Operation 802.11b/g/nH20: 2412~2462 MHz

Frequency: 802.11nH40 :2422~2452MHz
802.11b(DSSS):CCK,DQPSK,DBPSK
Modulation Type: |802.11g(OFDM):BPSK,QPSK,16-QAM,64-QAM
802.11n(OFDM):BPSK,QPSK,16-QAM,64-QAM
802.11b:11/5.5/2/1 Mbps
802.119:54/48/36/24/18/12/9/6 Mbps

Bit Rate of 802.11n(20MHz):

Product Description Transmitter: 65/58.5/52/39/26/19.5/13/6.5 MbpS
802.11n(40MHz):
135/121.5/108/81/54/40.5/37/13.5 Mbps

Number Of 802.11b/g/nH20: 11CH
Channel: 802.11nH40: 7CH
Ante_nna. . Please see Note 3.
Designation:
Antenna Gain .
(dBi): -
Duty Cycle: >98%

Channel List Please refer to the Note 2.

Power Rating Input: DC 5V, 500mA

Hardware version number YHMB8611AUO-HSC1

Software version number 1027.6.417.2015
Connecting I/O Port(s) Please refer to the User's Manual
Note:
1 For a more detailed features description, please refer to the manufacturer’s specifications

or the User's Manual.
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2 Operation Frequency of channel
802.11b/g/n(20MHz) Channel List for 802.11n(40MHz)
Channel Frequency Channel Frequency

01 2412 03 2422
02 2417 04 2427
03 2422 05 2432
04 2427 06 2437
05 2432 07 2442
06 2437 08 2447
07 2442 09 2452
08 2447
09 2452
10 2457
11 2462

3 Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest
frequency, the middle frequency, and the highest frequency of channel were selected to
perform the test, and the selected channel see below:

Carrier Frequency Channel

2.4GHz Test Frequency:

For 802.11b/g/n (HT20) For 802.11n (HT40)

Channel Freq.(MHz) Channel Freq.(MHz)

01 2412 03 2422

06 2437 06 2437

11 2462 09 2452

3
Model Gain
Ant. Brand Name Antenna Type |Connector (dBi) NOTE
Reversed polarit
1 | SZHUASHI| HS600AC External onsindard | 2 WLAN
antenna antenna port Antenna

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com E-mail: sts@stsapp.com
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2.2 DESCRIPTION OF TEST MODES
Each of these EUT operation mode(s) or test configuration mode(s) mentioned above was
evaluated respectively.

Worst Mode Description Data Rate
Mode 1 TX IEEE 802.11b CH1 1 Mbps
Mode 2 TX IEEE 802.11b CH6 1 Mbps
Mode 3 TX IEEE 802.11 b CH11 1 Mbps
Mode 4 TX IEEE 802.11g CH1 6 Mbps
Mode 5 TX IEEE 802.11g CH6 6 Mbps
Mode 6 TX IEEE 802.11g CH11 6 Mbps
Mode 7 TX IEEE 802.11n HT20 CH1 MCS 0
Mode 8 TX IEEE 802.11n HT20 CH6 MCS 0
Mode 9 TX IEEE 802.11n HT20 CH11 MCS 0
Mode 10 TX IEEE 802.11n HT40 CH3 MCS 0
Mode 11 TX IEEE 802.11n HT40 CH6 MCS 0
Mode 12 TX IEEE 802.11n HT40 CH9 MCS 0

Note:

(1) The measurements are performed at all Bit Rate of Transmitter, the worst data was reported
(2) We have be tested for all avaiable U.S. voltage and frequencies(For 120V,50/60Hz
and 240V, 50/60Hz) for which the device is capable of operation, and the worst case of
120V /60Hz is shown in the report

AC Conducted Emission

Test Case

AC Conducted

o Model3: Keeping WIFI TX
Emission

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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2.3 BLOCK DIGRAM SHOWING THE CONFIGURATION OF SYSTEM TESTED

Radiation Test Set

E-2 E-1
Notebook EUT
conduction Test Set
AC E'S E_l
Plug Notebook | C-1 E-2 EUT
— | Adapter Notebook

Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com  E-mail: sts@stsapp.com
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2.4 DESCRIPTION OF SUPPORT UNITS

The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test

configuration during the tests.

Item Equipment Mfr/Brand Model/Type No. Serial No. Note
E-2 Notebook HP 500-320cx N/A N/A
E-3 Notebook HP HSTNN-CA15 N/A N/A

Adapter
Item | Shielded Type Ferrite Core Length Note
C-1 DC Cable NO 110cm N/A

Note:
(1) The support equipment was authorized by Declaration of Confirmation.
For detachable type I/O cable should be specified the length in cm in TLength ; column

2
“YES” is means “shielded” “with core”; “NO” is means “unshielded” “without core”.

®3)

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com  E-mail: sts@stsapp.com

Shenzhen STS Test Services Co., Ltd. 4‘




Page 13 of 66

2.5 EQUIPMENTS LIST FOR ALL TEST ITEMS

Radiation Test equipment

Report No.: STS1808082W01

Kind of Equipment Manufacturer Type No. Serial No. |Last calibration|Calibrated until
EMI Test Receiver R&S ESCI 102086 2017.10.15 2018.10.14
Bilog Antenna TESEQ CBL6111D 34678 2017.11.02 2018.11.01
Horn Antenna Schwarzbeck BBHA 9120D 9120D-1343 2017.10.27 2018.10.26
SHF-EHF Horn
Antenna (18G-40GHz) A-INFO LB-180400-KF N/A 2018.03.11 2019.03.10
Temperature & HH660 Mieo N/A 2017.10.15 | 2018.10.14
Humitidy
Temperature & HH660 Mieo N/A 2017.10.15 | 2018.10.14
Humitidy
Pre-mplifier
(0.1M-3GHz) EM EM330 60538 2018.03.11 2019.03.10
PreAmplifier .
(1G-26.5GHz) Agilent 8449B 60538 2017.10.15 2018.10.14
Passive Loop
(9K--30MHz) ZHNAN ZN3090C 16035 2018.03.11 2019.03.10
Low frequency cable EM RO1 N/A 2018.03.11 2019.03.10
Low frequency cable EM RO6 N/A 2018.03.11 2019.03.10
High frequency cable | SCHWARZBECK RO4 N/A 2018.03.11 2019.03.10
High frequency cable | SCHWARZBECK R0O2 N/A 2018.03.11 2019.03.10
Semi-anechoic .
chamber Changling 966 N/A 2017.10.15 2018.10.14
trun table EM SC100 1 60531 N/A N/A
Antnna mast EM SC100 N/A N/A N/A
Max-full Antenna Corp MF MFA-440H N/A N/A N/A
Conduction Test equipment
Kind of Equipment Manufacturer Type No. Serial No. Last calibration | Calibrated until
Test Receiver R&S ESCI 101427 2017.10.15 2018.10.14
LISN R&S ENV216 101242 2017.10.15 2018.10.14
conduction Cable EM Cco1 N/A 2018.03.11 2019.03.10
Temperature & Mieo HH660 N/A 2017.10.15 | 2018.10.14
Humitidy

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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RF Connected Test
Kind of Equipment | Manufacturer Type No. Serial No. Last calibration | Calibrated until
USB RF power sensor DARE RPR3006W [15l00041SNO03| 2017.10.15 2018.10.14
Power Meter R&S NRP 100510 2017.10.15 2018.10.14
Spectrum Analyzer Agilent N9020A MY51110105 2018.03.08 2019.03.07
Signal Analyzer Agilent N9020A MY49100060 2017.10.15 2018.10.14

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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3. EMC EMISSION TEST

3.1 CONDUCTED EMISSION MEASUREMENT
3.1.1 POWER LINE CONDUCTED EMISSION LIMITS

operating frequency band. In case the emission fall within the restricted band specified on Part 15.
207(a) limit in the table below has to be followed.

Conducted Emission limit (dBuV)
FREQUENCY (MHz) -
Quasi-peak Average
0.15-0.5 66 - 56 * 56 -46 *
0.50-5.0 56.00 46.00
5.0-30.0 60.00 50.00
Note:

(1) The tighter limit applies at the band edges.

(2) The limit of " * " marked band means the limitation decreases linearly with the
logarithm of the frequency in the range.

The following table is the setting of the receiver

Receiver Parameters Setting
Attenuation 10 dB
Start Frequency 0.15 MHz
Stop Frequency 30 MHz
IF Bandwidth 9 kHz

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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3.1.2 TEST PROCEDURE

a. The EUT was 0.8 meters from the horizontal ground plane and 0.4 meters from the vertical
ground plane with EUT being connected to the power mains through a line impedance
stabilization network (LISN). All other support equipments powered from additional LISN(s).
The LISN provide 50 Ohm/ 50uH of coupling impedance for the measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. /O cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

3.1.3 TEST SETUP

Vertical Reference
/ Ground Plane / Test Receiver

e L 1
EUT e
|

40cm

80cm |
]

|
Ll Ll N B

I\
\ Horizontal Reference
Ground Plane

Note: 1.Support units were connected to second LISN.
2.Both of LISNs (AMN) are 80 cm from EUT and at least 80

IH

from other units and other metal planes

3.1.4 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The
EUT has been programmed to continuously transmit during test. This operating condition was
tested and used to collect the included data.

1/F., Building B, Zhuoke Science Park, No.190, Chongqging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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3.1.5 TEST RESULT

Page 17 of 66

Report No.: STS1808082W01

Temperature: 26.7 C Relative Humidity:  |64%

Test Voltage: AC 120V/60Hz Phase: L

Test Mode: Mode 13

Frequency Reading Correct Result Limit Margin R

(MHZz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)
0.1700 50.97 9.79 60.76 64.96 -4.20 QP
0.1700 34.63 9.79 44.42 54.96 -10.54 AVG
0.2380 43.63 9.95 53.58 62.17 -8.59 QP
0.2380 31.19 9.95 41.14 52.17 -11.03 AVG
0.2900 40.43 10.18 50.61 60.52 -9.91 QP
0.2900 26.43 10.18 36.61 50.52 -13.91 AVG
3.6860 31.45 9.82 41.27 56.00 -14.73 QP
3.6860 14.52 9.82 24.34 46.00 -21.66 AVG
9.0620 36.58 10.10 46.68 60.00 -13.32 QP
9.0620 25.37 10.10 35.47 50.00 -14.53 AVG
10.9820 33.43 10.22 43.65 60.00 -16.35 QP
10.9820 21.65 10.22 31.87 50.00 -18.13 AVG

Remark:

1. All readings are Quasi-Peak and Average values.

2. Margin = Result (Result =Reading + Factor )—Limit

100.0 dBu¥Y

Limit1: —_—
Limit2: —_—

0.0

sl ] *,m

peak

AVE

0.150

0.5

Shenzhen STS Test Services Co., Ltd.

(MHz) 5

30.000
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Temperature: 26.7 C Relative Humidity:  |64%

Test Voltage: AC 120V/60Hz Phase: N

Test Mode: Mode 13

Frequency Reading Correct Result Limit Margin Remark

(MHz) (dBuV) Factor(dB) (dBuV) (dBuV) (dB)
0.1740 51.50 9.81 61.31 64.77 -3.46 QP
0.1740 39.83 9.81 49.64 54.77 -5.13 AVG
0.2220 42.95 9.96 52.91 62.74 -9.83 QP
0.2220 29.81 9.96 39.77 52.74 -12.97 AVG
0.2860 39.70 10.21 49.91 60.64 -10.73 QP
0.2860 25.10 10.21 35.31 50.64 -15.33 AVG
3.4460 32.82 9.92 42.74 56.00 -13.26 QP
3.4460 15.28 9.92 25.20 46.00 -20.80 AVG
9.1300 35.00 9.91 44.91 60.00 -15.09 QP
9.1300 23.82 9.91 33.73 50.00 -16.27 AVG
16.2820 22.80 10.17 32.97 60.00 -27.03 QP
16.2820 10.63 10.17 20.80 50.00 -29.20 AVG

Remark:

1. All readings are Quasi-Peak and Average values.

2. Margin = Result (Result =Reading + Factor )—Limit

1000 dBu¥

Limit1: —
Limit2: —_

|
Iw‘ |

-

AYE
0.0

0.150 0.5 [MHz) 5 30.000
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3.2 RADIATED EMISSION MEASUREMENT

3.2.1 RADIATED EMISSION LIMITS

in any 100 kHz bandwidth outside the operating frequency band. In case the emission fall within
the Restricted band specified on Partl5.205(a)&209(a) limit in the table and according to ANSI

C63.10-2013 below has to be followed.
LIMITS OF RADIATED EMISSION MEASUREMENT (0.009MHz - 1000MHz)

Frequencies Field Strength Measurement Distance
(MH2z) (micorvolts/meter) (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

LIMITS OF RADIATED EMISSION MEASUREMENT (1000MHz-25GHz)

(dBuV/m) (at 3M)
PEAK AVERAGE

FREQUENCY (MHz)

Above 1000 74 54

Notes:
(1) The limit for radiated test was performed according to FCC PART 15C.

(2) The tighter limit applies at the band edges.
(3) Emission level (dBuV/m)=20log Emission level (uv/m).

For Radiated Emission

Spectrum Parameter Setting
Attenuation Auto
Detector Peak/AV
Start Frequency 1000 MHz(Peak/AV)
Stop Frequency 10th carrier hamonic(Peak/AV)
RB / VB (emission in restricted
band) 1 MHz /3MHz
For Band edge
Spectrum Parameter Setting
Detector Peak/AV

Lower Band Edge: 2300 to 2412 MHz

Start/Stop Frequenc
prTed Y Upper Band Edge: 2462 to 2500 MHz

RB / VB (emission in restricted band) 1 MHz /3MHz
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Receiver Parameter Setting

Start ~ Stop Frequency 9kHz~90kHz / RB 200Hz for PK & AV

Start ~ Stop Frequency 90kHz~110kHz / RB 200Hz for QP

Start ~ Stop Frequency 110kHz~490kHz / RB 200Hz for PK & AV

Start ~ Stop Frequency 490kHz~30MHz / RB 9kHz for QP

Start ~ Stop Frequency 30MHz~1000MHz / RB 120kHz for QP

3.2.2 TEST PROCEDURE

a. The measuring distance of at 3 m shall be used for measurements at frequency 0.009MHz up
to 1GHz, and above 1GHz

b. The EUT was placed on the top of a rotating table 0.8 meters(above 1GHz is 1.5 m) above the
ground at a 3 meter anechoic chamber. The table was rotated 360 degrees to determine the
position of the highest radiation.

c. The height of the equipment shall be 0.8 m(above 1GHz is 1.5 m); the height of the test
antenna shall vary between 1 m to 4 m. Horizontal and vertical polarizations of the antenna
are set to make the measurement

d. The initial step in collecting conducted emission data is a spectrum analyzer peak detector
mode pre-scanning the measurement frequency range. Significant peaks are then marked and
then Quasi Peak detector mode re-measured.

e. If the Peak Mode measured value compliance with and lower than Quasi Peak Mode Limit, the
EUT shall be deemed to meet QP Limits and then no additional QP Mode measurement
performed.

f. For the actual test configuration, please refer to the related Item —EUT Test Photos.

Note:

Both horizontal and vertical antenna polarities were tested and performed test to three
orthogonal axis. The worst case emissions were reported
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3.2.3 TEST SETUP
(A) Radiated Emission Test-Up Frequency Below 30MHz
Loop Antenna
EUT
-« M 5
—
|
J Spectrum
Ground Plane Coaxial Cable Anahyzer
(B) Radiated Emission Test-Up Frequency 30MHz~1GHz
&
E-l— 3m —m-
Turntable ! ) 4
t
'\\ EUT T S
""""" Spectrum
I 0.8m ¥ L : Analyzer
Ground Plane Coaxial Cable
(C) Radiated Emission Test-Up Frequency Above 1GHz
&
EUTfe— 3m —
] Armplifier

‘r"‘/
Turntable Spectrum

Analyzer

Ground Plane J i
Coamal Cable

3.2.4 EUT OPERATING CONDITIONS
The EUT tested system was configured as the statements of 2.3 Unless otherwise a special

operating condition is specified in the follows during the testing.
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3.2.5 FIELD STRENGTH CALCULATION

The field strength is calculated by adding the Antenna Factor and Cable Factor and subtracting
the Amplifier Gain and Duty Cycle Correction Factor (if any) from the measured reading. The basic
eguation with a sample calculation is as follows:

FS=RA+AF + CL-AG

Where

FS = Field Strength

CL = Cable Attenuation Factor (Cable Loss)

RA = Reading Amplitude

AG = Amplifier Gain

AF = Antenna Factor

For example
Frequency FS RA AF CL AG Factor
(MHz) (dBuV/m) | (dBpV/m) | (dB) (dB) (dB) (dB)
300 40 58.1 12.2 1.6 31.9 -18.1

Factor=AF+CL-AG
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3.2.6 TEST RESULT

9KHz-30MHz
Temperature: 27.4°C Relative Humidtity: 62%
Test Voltage: DC 5V From PC Polarization: -
Test Mode: TX Mode
Freq. Reading Limit Margin State Test
(MHz) (dBuV/m) (dBuV/m) (dB) P/F Result
- - - - - PASS
- - -- - - PASS
Note:

The amplitude of spurious emissions which are attenuated by more than 20dB below the

permissible value has no need to be reported.
Distance extrapolation factor =40 log (specific distance/test distance)(dB);

Limit line = specific limits(dBuv) + distance extrapolation factor.
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(30MHz - 1000MHz)

Temperature: 27.4°C Relative Humidtity: (62%
Test Voltage: DC 5V From PC Polarization: Horizontal
Test Mode: Mode 1/2/3/4/5/6/7/8/9/10/11/12(Mode 3-1M worst mode)
Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
42.8998 38.57 -17.83 20.74 40.00 -19.26 QP
67.4382 45.80 -24.16 21.64 40.00 -18.36 QP
108.6470 47.14 -18.46 28.68 43.50 -14.82 QP
177.5092 49.66 -19.41 30.25 43.50 -13.25 QP
414.7223 49.54 -10.99 38.55 46.00 -7.45 QP
1000.0000 30.44 -0.07 30.37 54.00 -23.63 QP
Remark:
1. Margin = Result (Result =Reading + Factor )—Limit
80.0 dBu¥/m
Limit1: —_—
Margin: —_—
| u
40 I I L
I
2 4 ;
1
0.0
30000 40 50 60 70 80 (MHz) 300 400 500 600 700  1000.000
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Temperature: 27.4°C Relative Humidtity: (62%
Test Voltage: DC 5V From PC Polarization: Vertical
Test Mode: Mode 1/2/3/4/5/6/7/8/9/10/11/12(Mode 3-1M worst mode)
Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
42.8998 49.25 -17.83 31.42 40.00 -8.58 QP
55.2207 52.68 -22.97 29.71 40.00 -10.29 QP
108.6470 47.88 -18.46 29.42 43.50 -14.08 QP
222.9502 46.02 -18.93 27.09 46.00 -18.91 QP
492.4685 44.75 -9.09 35.66 46.00 -10.34 QP
701.7610 39.98 -5.29 34.69 46.00 -11.31 QP
Remark:.
1. Margin = Result (Result =Reading + Factor )—Limit
80.0 dBu¥/m
Limit1: —_—
M argin: —_—
| |
40 |
| | : :
i 2 3 MJ\J”U
0.0
30.000 40 50 60 70 80 [MHz] 300 400 500 600 700 1000.000
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(1000MHz-25GHz) Restricted band and Spurious emission Requirements

802.11b Low Channel

Antenna Corrected Emission
Frequency Reading Amplifier Loss Factor Factor Level Limits Margin  Detector
(MHz) (dBupV) (dB) (dB) (dB/m) (dB) (dBpV/m) (dBpV/m) (dB) Type Comment
Low Channel (2412 MHz)

3264.86 49.06 44.70 6.70 28.20 -9.80 39.26 74.00 -34.74 PK Vertical
3264.86 38.85 44.70 6.70 28.20 -9.80 29.05 54.00 -24.95 AV Vertical
3264.82 47.85 44.70 6.70 28.20 -9.80 38.05 74.00 -35.95 PK Horizontal
3264.82 38.37 44.70 6.70 28.20 -9.80 28.57 54.00 -25.43 AV Horizontal
4824.36 58.15 44.20 9.04 31.60 -3.56 54.59 74.00 -19.41 PK Vertical
4824.36 38.36 44.20 9.04 31.60 -3.56 34.80 54.00 -19.20 AV Vertical
4824.59 58.96 44.20 9.04 31.60 -3.56 55.40 74.00 -18.60 PK Horizontal
4824.59 38.77 44.20 9.04 31.60 -3.56 35.21 54.00 -18.79 AV Horizontal
5359.85 45.36 44.20 9.86 32.00 -2.34 43.02 74.00 -30.98 PK Vertical
5359.85 37.34 44.20 9.86 32.00 -2.34 35.00 54.00 -19.00 AV Vertical
5359.58 45.21 44.20 9.86 32.00 -2.34 42.87 74.00 -31.13 PK Horizontal
5359.58 37.56 44.20 9.86 32.00 -2.34 35.22 54.00 -18.78 AV Horizontal
7235.87 51.50 43.50 11.40 35.50 3.40 54.90 74.00 -19.10 PK Vertical
7235.87 33.39 43.50 11.40 35.50 3.40 36.79 54.00 -17.21 AV Vertical
7235.77 51.02 43.50 11.40 35.50 3.40 54.42 74.00 -19.58 PK Horizontal
7235.69 31.31 43.50 11.40 35.50 3.40 34.71 54.00 -19.29 AV Horizontal
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802.11b Mid Channel
Antenna Corrected Emission

Frequency Reading Amplifier Loss Factor Factor Level Limits Margin  Detector

(MHz) (dBpV) (dB) (dB) (dB/m) (dB> (dBuV/m)  (dBuV/m)  (dB) Type Comment

Mid Channel (2437 MHz)

3264.61 49.03 44.70 6.70 28.20 -9.80 39.23 74.00 -34.77 PK Vertical
3264.61 39.29 44.70 6.70 28.20 -9.80 29.49 54.00 -24.51 AV Vertical
3264.68 48.76 44.70 6.70 28.20 -9.80 38.96 74.00 -35.04 PK Horizontal
3264.68 38.71 44.70 6.70 28.20 -9.80 28.91 54.00 -25.09 AV Horizontal
4874.42 59.02 44.20 9.04 31.60 -3.56 55.46 74.00 -18.54 PK Vertical
4874.42 39.56 44.20 9.04 31.60 -3.56 36.00 54.00 -18.00 AV Vertical
4874.60 58.44 44.20 9.04 31.60 -3.56 54.88 74.00 -19.12 PK Horizontal
4874.60 39.49 44.20 9.04 31.60 -3.56 35.93 54.00 -18.07 AV Horizontal
5359.60 45.02 44.20 9.86 32.00 -2.34 42.68 74.00 -31.32 PK Vertical
5359.60 37.04 44.20 9.86 32.00 -2.34 34.70 54.00 -19.30 AV Vertical
5359.70 46.56 44.20 9.86 32.00 -2.34 44.22 74.00 -29.78 PK Horizontal
5359.70 37.97 44.20 9.86 32.00 -2.34 35.63 54.00 -18.37 AV Horizontal
7310.96 50.70 43.50 11.40 35.50 3.40 54.10 74.00 -19.90 PK Vertical
7310.96 33.44 43.50 11.40 35.50 3.40 36.84 54.00 -17.16 AV Vertical
7310.71 51.66 43.50 11.40 35.50 3.40 55.06 74.00 -18.94 PK Horizontal
7310.71 33.46 43.50 11.40 35.50 3.40 36.86 54.00 -17.14 AV Horizontal
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802.11b High Channel
Antenna Corrected Emission
Frequency Reading Amplifier Loss Factor Factor Level Limits Margin  Detector
(MHz) (dBuV) (dB) (dB) (dB/m) (dB) (dBpV/m) (dBpV/m) (dB) Type Comment
High Channel (2462 MHz)
3264.70 48.52 44.70 6.70 28.20 -9.80 38.72 74.00 -35.28 PK Vertical
3264.70 39.02 44.70 6.70 28.20 -9.80 29.22 54.00 -24.78 AV Vertical
3264.79 48.67 44.70 6.70 28.20 -9.80 38.87 74.00 -35.13 PK Horizontal
3264.79 39.19 44.70 6.70 28.20 -9.80 29.39 54.00 -24.61 AV Horizontal
4924.56 58.60 44.20 9.04 31.60 -3.56 55.04 74.00 -18.96 PK Vertical
4924.56 38.40 44.20 9.04 31.60 -3.56 34.84 54.00 -19.16 AV Vertical
4924.60 58.69 44.20 9.04 31.60 -3.56 55.13 74.00 -18.87 PK Horizontal
4924.60 38.99 44.20 9.04 31.60 -3.56 35.43 54.00 -18.57 AV Horizontal
5359.83 46.17 44.20 9.86 32.00 -2.34 43.83 74.00 -30.17 PK Vertical
5359.83 37.01 44.20 9.86 32.00 -2.34 34.67 54.00 -19.33 AV Vertical
5359.67 46.47 44.20 9.86 32.00 -2.34 44.13 74.00 -29.87 PK Horizontal
5359.67 38.00 44.20 9.86 32.00 -2.34 35.66 54.00 -18.34 AV Horizontal
7385.75 51.36 43.50 11.40 35.50 3.40 54.76 74.00 -19.24 PK Vertical
7385.75 33.07 43.50 11.40 35.50 3.40 36.47 54.00 -17.53 AV Vertical
7385.74 50.97 43.50 11.40 35.50 3.40 54.37 74.00 -19.63 PK Horizontal
7385.74 33.19 43.50 11.40 35.50 3.40 36.59 54.00 -17.41 AV Horizontal
Remark:

1. Factor = Antenna Factor + Cable Loss — Pre-amplifier.

2. Scan with 802.11b, 802.11g, 802.11n (HT-20), 802.11n (HT-40) the worst case is 802.11b.
Emission Level = Reading + Factor
Margin = Limit - Emission Leve

3.The frequency emission of peak points that did not show above the forms are at least 20dB below the

limit, the frequency emission is mainly from the environment noise.
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3.2.6 TEST RESULTS (Band edge Requirements)
802.11b-Low

Horizontal

100.0 dBu¥/m
Limit1: —
Limit2: e

0.0
2300.000 231220 2324 40 2336.60 2348 80 2361.00 2373.20 2385 40 239760 2422 00 MHz
No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
1 2392.720 46.24 -1.74 44.50 74.00 -29.50 peak
2 2400.000 44.93 -1.69 43.24 74.00 -30.76 peak
Vertical
1000 dBu¥/m
Limit1: _—
Limit2: _

i

) WMMWMWMWWMWWWMHWM

l12031111 000 231220 232440 233660  2348.80  2361.00 237320 238540  2397.60 242200 MH:z
No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
1 2391.622 47.16 -1.74 45.42 74.00 -28.58 peak
2 2400.000 44.34 -1.69 42.65 74.00 -31.35 peak
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802.11b-High
Horizontal

Limit1: _—

Limit2: _

100.0 dBu¥/m

A

il w
1 2
gt bt A, i gttt bttt b

0-20452.000 2461.80  2471.60  2481.40  2491.20  2501.00  2510.80 252060  2530.40 2550.00 MHz
No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
1 2483.500 46.17 -1.20 44.97 74.00 -29.03 peak
2 2490.612 46.98 -1.16 45.82 74.00 -28.18 peak
Vertical
100.0 dBu¥/m

Limit1: —

Limit2: —_—

50
1 5
" T RO RPN AU

2550.00 MHz

251080 2520.60 2530.40

I12I]-1152_l]l]l] 246180 2471.60 2481.40 249120 2501.00
No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuVv) Factor(dB/m) (dBuV/m) (dBuV/m) (dB)
1 2483.500 44.45 -1.20 43.25 74.00 -30.75 peak
2 2497.178 47.27 -1.12 46.15 74.00 -27.85 peak

Note: 802.11b, 802.11g, 802.11n(HT20), 802.11n(HT 40) mode all have test, the worst mode is

802.11b, only show the worst case.
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4. CONDUCTED SPURIOUS & BAND EDGE EMISSION

4.1 APPLIED PROCEDURES / LIMIT

According to FCC section 15.247(d), in any 100kHz bandwidth outside the frequency band in which
the spread spectrum or digitally modulated intentional radiator is operating, the radio frequency
power that is produced by the intentional radiator shall be at least 20dB below that in the 100kHz
bandwidth within the band that contains the highest level of the desired power, based on either an
RF conducted or a radiated measurement.

4.2 TEST PROCEDURE

Spectrum Parameter

Setting

Detector

Peak

Start/Stop Frequency

30 MHz to 10th carrier harmonic

RB / VB (emission in restricted band)

100 KHz/300 KHz

Trace-Mode: Max hold
For Band edge
Spectrum Parameter Setting
Detector Peak

Start/Stop Frequency

Lower Band Edge: 2300 to 2412 MHz
Upper Band Edge: 2462 to 2500 MHz

RB / VB (emission in restricted band)

100 KHz/300 KHz

Trace-Mode: Max hold
4.3 DEVIATION FROM STANDARD
No deviation.
4.4 TEST SETUP
I - . 1 )
Spectrum Analyzer EUT

The EUT which is powered by the Battery, is coupled to the Spectrum Analyzer; the RF load
attached to the EUT antenna terminal is 500hm; the path loss as the factor is calibrated to correct

the reading.

Make the measurement with the spectrum analyzer's resolution bandwidth (RBW) = 100 kHz. In
order to make an accurate measurement, set the span greater than RBW.

4.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.3 Unless otherwise a special operating
condition is specified in the follows during the testing.

Shenzhen STS Test Services Co., Ltd.
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4.6 TEST RESULTS

Temperature: 25°C Relative Humidity: |60%

Test Voltage: DC 5V From PC Test Mode: TX b Mode /CHO1, CHO6, CH11

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC SEMSE!INT) ALIGHN AUTO 04:25:56 PM Aug 16, 2015
[Center Freq 12.515000000 GHz ) Avg Type: Leog-Pur TRACE[1]2 3 4 5 4
PNO: Fast (0 Trig: Free Run TPE| V] v
IFGain:Low #Atten: 30 dB cerlF PRPFA
Ref Offset 0.5 dB MKr1 2.414 6 GHZ
10 dBidiv _ Ref 6.11 dBm -3.895 dBm
Log 1
389
3.8
739 VZSQUdB_m.
339 A
43.9 7
539
£3.9
73.9
-83.9
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;
N 1 f (&) 24146 GHz (A) -3895 dBm
2 N 1 f 3.2655 GHz 55.411 dBm
3N 1 f (&) 48242 GHz (A) £5585 dBm
4 N 1 f 24622 3 GHz -48.138 dBm
5
]
7
8
9
10
11
12
IMSG ‘STATUS|

CH 06

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGN AUTO 04:28:16 PM Aug 16, 2014
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE}T 234 5 d
PNO: Fast (50 Trig: Free Run TYPE|I ik
IFGain ow #Atten: 30 dB weTlP PP PP
Ref Offset 0.5 dB Mkr1 2.435 9 GHZ
10 dBidiv__Ref 5.33 dBm -4.671 dBm
Log 1
-4 67
S147
247 -24 B7 cibm|
347
4
447 3
-54.7
-B4.7
4T
-B4.7
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts
N 1 f (&) 24359 GHz (AY 4671 dBm
2 N 1 f 35720 GHz 55319 dBm
3N 1 f (&) 7.466 1 GHz (A) £5.719 dBm
4 N 1 f 244113 GHz 48.712dBm
5
8
7
8
9
10
11
12
IMSG ‘STATUS|
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Agilent Spectrum Analyzer - Swept SA

RL RF SO0 AC SENSEIINT ALIGHN AUTO 04:30:38PM Aug 16, 2019
[Center Freq 12.515000000 GHz Avg Type: Log-Pwr TRece[ o554
PNO: Fast Trig: Free Run TYPE( M ittt
IFGain:Low #Atten: 30 dB CET|P F PP P A
Ref Offset 0.5 dB Mkr1 2.463 3 GHZ
10 dBidiv__Ref 6.16 dBm -3.843 dBm)|
Log 1
-3.84
138
-238 -23.84 dbmfl
-338

-43.8 (43

2 3
-636

-738
838
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;
N 1 f (A&) 24633 GHz {A) -3.843 dBm
2 N 1 f 2999 6 GHz 565.911 dBm
3 N 1 f (A) 79630 GHz {A) 55390 dBm
4 N 1 f 247278 GHz -46.796 dBm
5
6
7
8
9
10
11
L2
IMSG ‘STATUS|
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Band edge
Agilent Spectrum Analyzer - Swept SA
RF : ALIGHN AUTO X
[Center Freq 2.361000000 GHz ) Avg Type: Leog-Pur TRACE[1]2 3 4 5 4
PNO: Fast 50 Trig: Free Run TPE| V] v
IFGain:Low #Atten: 30 dB ceTlP PR P
Ref Gffect 05 dB Mkr1 2.411 508 GHZ
10 dBidiv__Ref 7.50 dBm -2.499 dBm)|
Log 1
-280
125 m l"ﬂm E @ I
295 j‘j‘w rzzgu i)
-325
*3 ’}
425
5258 WW \ﬂ/
525 A At o MWMWM
25
825
Start 2.30000 GHz Stop 2.42200 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 11.7 ms (1001 pts
n) 2411508 GHz (A) -2.499 dBm
1 f 2.396 014 GHz -43.304 dBm
1 f () 2398088 GHz (A) -45.942 dBm
IMSG ‘STATUS|
Agilent Spectrum Analyzer - Swept SA
RL RF SO0 AC SENSEIINT ALIGHN AUTO 04:31:07 PM Aug 16, 2014
[Center Freq 2.476000000 GHz ) Avg Type: Log-Pwr TRACE[1]2 3 4 5 4
PNO: Fast 50 Trig: Free Run TPE| V] v
IFGain:Low #Atten: 30 dB peTlP PP P
Ref Gffect 05 dB MKr1 2.461 504 GHzZ|
10 dBidiv__Ref 7.71 dBm -2.289 dBm)|
Log 1
-229
123 A /LUUULW\‘ Bs
<223 j\})u V W\‘L -22.29 dbmfl
-323 "/v‘ \,\
42,3 B 2 3
s R A Vi Y h
23 e LAY ey U—
-723
2.3
Start 2.45200 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 4.60 ms (1001 pts
= 1 - _ ]
N 1 f (A&) 2461504 GHz (A) 2289 dBm
2 N 1 f 2.483 968 GHz 55.908 dBm
3 N 1 f (A 2487 952 GHz (A) -51.282 dBm
4
5
6
7
8
9
10
11
L2
IMSG ‘STATUS|
1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity: |60%

Test Voltage: DC 5V From PC Test Mode: TX g Mode /CHO1, CHO06, CH11

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC SEMSE!INT) ALIGN AUTO 04:33:10PM Aug 16, 2015
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE[1]2 3 4 5 4
PNO: Fast (0 Trig: Free Run TPE| V] v
IFGain:Low #Atten: 30 dB serlF PRPE A
Ref Offset 0.5 dB MKr1 2.405 9 GHZ
10 dBidiv__ Ref -4.62 dBm -14.615 dBm
Log 1
146
-246
345 -34 61 d;_:l
445 > 3
£4.6
646
46
-84.6
946
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;
N 1 f (&) 24059 GHz (A) -14615 dBm
2 N 1 3.2892 GHz £55.759 dBm
3N 1 f (&) 7.026 0 GHz (A) 56097 dBm
4 N 1 f 247459 GHz -48.085 dBm
5
6
7
8
9
10
1
12
IMSG ‘STATUS|

Agilent Spectrum Analyzer - Swept SA

RF : ALIGN AUTO =
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE}| 23 4 5 d
PNO: Fast (5 1rg:FreeRun TYPE|M ikt
IFGain:Low #Atten: 30 dB sErlF PRPFA
Mkr1 2.432 7 GHZ
Ref Offset 0.5 dB
10 dBidiv__ Ref -3.75 dBm -13.749 dBm
Log 1
138
238
T VSS?EHB_mI
A
438 2 3
-53.8
-B3.8
-73.8
838
-93.8
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;
24327 GHz {A) 13.749 ¢Bm
3.506 3 GHz 52997 dBm
69111 GHz (A) 55647 dBm
247122 GHz -48.673 dBm
IMSG ‘STATUS|
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CH11

Agilent Spectrum Analyzer - Swept Sk

S0GQ  AC SENSE:INT) ALIGN AUTO 04:37:01 PM Aug 16, 2015

RL RF
[Center Freq 12.515000000 GHz

Avg Type: Log-Pwr TRACE|1 0345 4
oo Trig: Free Run THPE|M il
X #Atten: 30 dB beT|P PPP P
Ref Offset 0.5 dB Mkr1 2.466 4 GHZ
10 dBidiv__Ref -3.86 dBm -13.861 dBm
Log 1
-13.8
=239
39 -33.86 clbim)
439 > 3 ¢
-63.89
-63.9
-39
Reck:]
-39
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts
N 1 f (&) 24664 GHz (A) -13.861 dBm
2 N 1 f 3.146 9 GHz 55.308 dBm
3N 1 f (&) 74723 GHz (A) 54413 dBm
4 N 1 f 24338 3 GHz -48.756 dBm
5
8
7
8
9
10
1
12
MSG ‘sn\ms|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Band edge

CHO1

Agilent Spectrum Analyzer - Swept SA

F E i ALIGHN ALTO
[Center Freq 2.361000000 GHz Trig:Fres Run Avg Type: Log-Pwr TRTiiEE&A ==
IFPgaOi;:FLaus\tu & #Attlen:IiO dB CeTP PFPP A
Mkr1 2.419 438 GHZ
Ref Offset 0.5 dB
‘IL%’dBldiv Ref -0.88 dBm -10.880 dBm|

-10.9 .1
e i .

)J 3088 ué‘?
-30.9
el

-4n3
-£0.9 o]
509 PP \ & T RO IS SV WM
703
809
809
Start 2.30000 GHz Stop 2.42200 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 11.7 ms (1001 pts
r = _ ]
a) 2419438 GHz (A) -10.880 dBm
2 N 1 f 2.396 990 GHz -48.159 dBm
3N 1 f (A) 2399796 GHz (A) -45.566 dBm
4
5
6
7
8
9
10
11
L2
IMSG ‘STATUS|

Agilent Spectrum Analyzer - Swept SA

RL RF 50 & AC SEN IT| ALIGN AUTO 04:37:30 PM Aug 16, 201
[Center Freq 2.476000000 GHz Avg Type: Log-Pwr TRACE}| 23 4 5 d
PNO: Fast (5 1rg:FreeRun TYPE|M ikt
IFGain:Low #Atten: 30 dB sErlF PRPFA
MKkr1 2.469 472 GHZ
Ref Offset 0.5 dB
10 dB/div  Ref -0.52 dBm -10.520 dBm
Log '1
105
LSOV v P P\
205 :I, VM L\\\\
- -30.52 ciBm|
N5 o P —
o “‘N«m
505 MranaraAman . ""th\ﬁrzi
B05 kel et O LT} o
0.5
0.5
0.5
Start 2.45200 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 4.60 ms (1001 pts;
| x [ v ]
N 1 f (&) 469 472 GHz (4) 520 dBm
2 N 1 f 2.483 632 GHz 53.359 dBm
3 N 1 f (&) 2484544 GHz (A) -55.445 dBm
5
6
7
8
9
10
11
12
IMSG ‘STATUS|
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Report No.: STS

Temperature: 25°C Relative Humidity:|60%

Test Voltage: DC 5V From PC Test Mode: TX n Mode(20M) /CHO1, CHO6, CH11

CHO1

Agilent Spectrum Analyzer - Swept SA

RL FF S0 AC SENSEINT ALIGN AUTO 04:39:26 PM Aug 16, 2019
[Center Freq 12.515000000 GHz ) Avg Type: Log-Puwr TRACE[]]2 2 4 S 4
PNO: Fast 0 Trig: Free Run TPE|IV] it
IFGain:Low #Atten: 30 dB vET|P P PR PR
Ref Offset 0.5 dB MEkr1 2.418 4 GHZ
10 dBidiv__ Ref -4.25 dBm -14.281 dBm
Log 1
14.3
243
-34.3 -34.25 ciBm|
o
-44.3 >
543
4.3
743
B4.3
943
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #V/BW 300 kHz Sweep 2.39 s (40001 pts
I T I
N 1 f (4) 24184 GHz {A) -14.251 dBm
2 N 1 f 2624 4 GHz £54.934 dBm
3N 1 f (&) 7.0803 GHz {a) -56.112 dBm
4 N 1 °f 24.3639 GHz -48.792 dBm
5
8
7
8
9
10
1
2
IMSG ‘STATUS|

CH 06

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC SENSEINT ALIGHN AUTO 04:41:33PM Aug 16, 2015
[Center Freq 12.515000000 GHz | ) Avg Type: Log-Pur TRACE[1 2 34 5 4
PNO: Fast (50 Trig: Free Run TPE| V] v
IFGain:Low #Atten: 30 4B vETP PR E A
Ref Offset 0.5 dB Mkr1 2.444 6 GHZ
10 dBidiv__Ref -3.15 dBm -13.152 dBm
Log 1
-13.2
232
ey 73315dﬂ_m|
-43.2 A
-53.2
63.2
732
-B3.2
-93.2
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;
= 1 v _ ]
N 1 f (A 24446 GHz (A) -13.162 dBm
2 N 1 f 26799 GHz 54.817 dBm
3 N 1 f (A) 79873 GHz {A) 56288 dBm
4 N 1 f 24,659 8 GHz -49.226 dBm
5
6
7
8
9
10
11
12
IMSG ‘STATUS|
1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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CH11

Agilent Spectrum Analyzer - Swapt SA

RL RF S0Q  AC SENSEINT ALIGN AUTO 04:43:32 PM Aug 16, 2018

[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE[ 555 4

PNO: Fast (5o 1rg:Free Run TYPE|IM ik

IFGain:Low #Atten: 30 dB ceTfP PPP P A

Ref Offset 05 dB Mkr1 2.457 1 GHZ

10 dBidiv__Ref -4.45 dBm -14.451 dBm)|

Log 1

-148
-24.58

s 3445 uBmI
445 /1’\

h Z 3
545 y
-B4.5

745
-84.5
9345
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts
N Tf @ 24571 GHz (&) -14.451 dBm
2 N 1 f 26980 GHz 55702 dBm
3N 1w 57987 GHz () 55989 dBm
4 N 1 f 24.680 4 GHz -48.741 dBm
5
8
7
8
9
10
1
12
IMSG ‘STATUS|
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Band edge

CHO1

Agilent Spectrum Analyzer - Swapt SA

RL RF 50 6 AC SEMSEINT| ALIGN AUTO 04:39:55PM Aug 16, 2015

[Center Freq 2.361000000 GHz ) Avg Type: Log-Pwr TRACE[ 2345 4

PHO: Fast 50 Trig: Free Run TYPE[ M ik

IFGain:Low #Atten: 30 dB ceTfP PPP P A

Ref Offset 0.5 dB Mkr1 2.405 774 GHZ

jodsidiv__Ref -0.84 dBm -10.841 dBm
og

BT [
s jﬂ““““ﬂr““‘“ﬁ
-30.8 -3084 ﬁl
408 ¥ \?l
606 Mr‘y
08 - " o A L et

-70e

-60.6

-80.8

Start 2.30000 GHz Stop 2.42200 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 11.7 ms (1001 pts

N 1 f 2405774 GHz (A) -10.841 dBm

2 N 1 f 2.385 770 GHz 48,010 dBm

3N 1 f (&) 2399918 GHz (A) -456.411 dBm
4
5
6
7
8
9
10
1
12

IMSG ‘STATUS|

CH11

Agilent Spectrum Analyzer - Swept SA

RL RF So0@  AC SENSE:INT] ALIGW AUTO 04:44:02PM Aug 16, 201!

[Center Freq 2.476000000 GHz ) Avg Type: Log-Pwr TRacE[T- 57 5 g
PNO: Fast G Trig: Free Run TPl )
IFGain:Low #Atten: 30 dB ceT|P PPPP A
MKr1 2.469 472 GHZ
Ref Offset 0.5 dB
E%gsldiv Ref -0.51 dBm -10.505 dBm|

-10.5 '1
D I s Yot e s

v
305 )] -30 55 cli|
405 MM 7.8
-50.5 TPl
VAT e B |
B05 [ b st sl s Prpitnt et
-f0A
-a0.s
805
Start 2.45200 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 4.60 ms (1001 pts
L ]
N 1 f (&) 2469 472 GHz (A) -10.505 dBm
2 N 1 f 2483872 GHz 52.188 dBm
3N 1 f (&) 2485120 GHz (A) 53.776 dBm
4
5
8
7
8
9
10
11
2
IMSG ‘STATUS|
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Temperature: 25°C Relative Humidity:|60%

Test Voltage: DC 5V From PC Test Mode: TX n Mode(40M) /CHO3, CH06, CH09

CH 03

Agilent Spectrum Analyzer - Swept SA

RL RF S0G  AC SENSEIINT ALIGHN AUTO 04:45:58 PM Aug 16, 2015
[Center Freq 12.515000000 GHz ) Avg Type: Log-Puwr TRACE[]]2 2 4 S 4
PNO: Fast 0 Trig: Free Run TPE|IV] it
IFGain:Low #Atten: 30 dB ceT[F FFE P
Ref Offset 0.5 dB MEKr1 2.407 1 GHZ
10 dBidiv__Ref -4.85 dBm -14.845 dBm
Log 1
-14.9
-2489
-34.9 734ssuﬂﬂ
-44.9 s 3
549
-64.9
748
-84.9
849
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #V/BW 300 kHz Sweep 2.39 s (40001 pts
= ]
N 1 f (4) 24071 GHz {A) -14.845 dBm
2 N 1 f 26506 GHz 56.286 dBm
3N 1 f (&) 5.8424 GHz {A) -55.499 dBm
4 N 1 f 247746 GHz -48.960 dBm
5
8
7
8
9
10
11
L2
IMSG ‘STATUS|
1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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CHO6

Agilent Spectrum Analyzer - Swapt SA

RL RF 50 & AC SEMSEINT| ALIGN AUTO 04:47:56 PM Aug 16, 2015

[Center Freq 12.515000000 GHz ) Avg Type: Log-Pwr TRACE[ 2345 4

PHO: Fast 50 Trig: Free Run TYPE[ M ik

IFGain:Low #Atten: 30 dB ceTfP PPP P A

Ref Offset 0.5 dB Mkr1 2.452 1 GHZ

10 dBidiv  Ref -4.59 dBm -14.5693 dBm)|

Log “1

46
246

-34 53 cibm|
-34.6
g
-44 6 Vi 3
-54.6
-B4.6

T46

-64.6

846

Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts;

24521 GHz (&) 14593 dBm
2 f 2706 2 GHz 56.104 dBm
3 fw 59641 GHz () 56508 dBm
4 f 24.990 6 GHz -47.817 dBm
5
8
7
8
9
10
1
12
IMSG ‘STATUS|

CHO09

Agilent Spectrum Analyzer - Swept SA

RL RF 50 @ AC SENSE:INT] ALIGW AUTO 04:50:40 PM Aug 16, 201!
[Center Freq 12.515000000 GHz ) Avg Type: Log-Pur TRACE[1 2 34 5 4
PNO: Fast (5o Trig: Free Run TPE| V] it
IFGain:Low #Atten: 30 dB cerlP PP P
Ref Offset 0.5 dB Mkr1 2.464 6 GHZ
10 dBidiv__ Ref -5.58 dBm -15.579 dBm
Log '1
156
266
355 rSSSBdB@mI
456 > 3
556
B56
756
-85.6
k=
Start 30 MHz Stop 25.00 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.39 s (40001 pts
.484 6 GHz (A i dBm
f 25151 GHz -55.682 dBm
f (A 50396 GHz {AY 56.111 dBm
f 24660 4 GHz -47.144 dBm
IMSG ‘STATUS|
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Report No.: ST

Band edge
Agilent Spectrum Analyzer - Swapt SA
RL RF S0Q  AC SENSEINT ALIGN AUTO 04:46:26 PM Aug 16, 2014
[Center Freq 2.366000000 GHz ) Avg Type: Log-Pwr TRACE}1 234 5 d
PNO: Fast (5o 1rg:Free Run TYPE|IM ik
IFGain ow #Atten: 30 4B ceTlP PP PP
Ref Offect 05 dB Mkr1 2.419 46 GHZ
jodeidiv__Ref 4.54 dBm -14.540 dBm
og 1
-148 TR
-24.58 fL ]
R -34 54 cBmfl
345 2(),.‘,
445
i WJMWMMW
i f e Prdepn PR Rt
e
845
-845
Start 2.30000 GHz Stop 2.43200 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 12.7 ms (1001 pts
&) 2.419 46 GHz (A) 540 dBm
f 2.396 89 GHz -18.809 dBm
f o4 239979 GHz (A) 45470 dBm
MSG ‘s‘m‘ms|
Agilent Spectrum Analyzer - Swept SA
RL RF SO0  AC SENSE!NT ALIGNAUTO 04:51:03PM Aug 16, 201
[Center Freq 2.471000000 GHz ) Avg Type: Log-Pwr TRacE[T- 57 5 g
PNO: Fast (5o 1rig:FreeRun TYPE gﬂ\gﬁpﬁﬁm
IFGain:Low #Atten: 30 B DET
Ref Offect 05 B Mkr1 2.466 998 GHZ
10 dBidiv__Ref 4.31 dBm -14.309 dBm
Log ’1
143
TR T I D NP ST SO N
s L..WW(W -!LwﬁmAL,..ﬂ.‘\\L‘
-34.3 -34.31 el
3
443 L\“""' @
M\"'ﬂvﬂw\l\nl‘n A le.\n Sanfir
543 TLveuri]
-64.3
T4
-84.3
-843
Start 2.44200 GHz Stop 2.50000 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.60 ms (1001 pts
L ]
N 1 f (&) 2.466 998 GHz (A) -14.309 dBm
2 N 1 f 2.483 760 GHz 51.373 dBm
3N 1 f (&) 2484514 GHz (A) 46.936 dBm
4
5
8
7
8
9
10
11
2
IMSG ‘STATUS|
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5. POWER SPECTRAL DENSITY TEST
5.1 APPLIED PROCEDURES / LIMIT

FCC Part15.247 , Subpart C

Section Test Item Limit Frequt(el\r/}'(:_'yz;? ange Result
<
15.247(e) Power Spectral Density (RB:/? S%?HZ) 2400-2483.5 PASS

5.2 TEST PROCEDURE

. Set analyzer center frequency to DTS channel center frequency.
. Set the span to 1.5 times the DTS channel bandwidth.

. Set the 100 kHz =2 RBW = 3 kHz.

. Set the VBW = 3 x RBW.

. Detector = peak.

. Sweep time = auto couple.

. Trace mode = max hold.

. Allow trace to fully stabilize.

© 0o N oo o~ WN PP

. Use the peak marker function to determine the maximum amplitude level.
10. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

5.3 DEVIATION FROM STANDARD
No deviation.

5.4 TEST SETUP

EUT SPECTRUM
ANALYZER

5.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.3 Unless otherwise a special
operating condition is specified in the follows during the testing.

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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5.6 TEST RESULTS
Temperature: 25 °C Relative Humidity: |60%
Test Voltage: DC 5V From PC Test Mode: TX b Mode /CHO1, CHO6, CH11
Power Density Limit
AT (dBm/3kHz) | (dBm/3KH2) el
2412 MHz -15.319 <8 PASS
2437 MHz -17.185 <8 PASS
2462 MHz -16.750 <8 PASS
TX CHO1

Agilent Spectrum Analyzer - Swept SA

ALIGW AUTO 04:26:46 PM Aug 16, 201!

RL RF 50 @ AC SENSE:INT]
[Center Freq 2.412000000 GHz ) Avg Type: Log-Pwr TRacE[T- 57 5 g
PNO: Fast (5o 1rig:FreeRun Avg[Hoeld: 7/100 TPE|M it
IFGain:Low #Atten: 30 dB cerlP PPPP A
Mkr1 2.411 488 GH
Ref Offset 0.5 dB
1L%SBJdiv Ref -5.32 dBm -15.319 dBm)|
.1
153
R f e WW‘H M“WWMMM "W““V
353 - -
453
553
853
753
853
953
Center 2.412000 GHz Span 16.00 MHZ
#Res BW 3.0 kHz #VBW 10 kHz Sweep 1.69 s (1001 pts;

MSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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TX CHO6

Agilent Spectrum Analyzer - Swept SA

RL RF 50 & AC SEMSE:INT]| ALIGN AUTO 12838 PM ALg 16, 201
[Center Freq 2.437000000 GHz | ) Avg Type: Log-Pur TRACE[T 545 d
PHO: Fast 50 Trig: Free Run Avg|Hold: 7/100 THPE|M it
IFGain:Low #Atten: 30 dB cET|P PP PP A
MKkr1 2.435 384 GHZ
Ref Offset 0.5 dB
1L(‘Jng.'div Ref -7.19 dBm -17.185 dBm)
1
472
272 3y MW W M wh‘u 1)
&Y "
<372
472
57.2
572
772
872
972
Center 2.437000 GHz Span 16.00 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 1.69 s (1001 pts;
IMSG ‘STATUS|

TX CH11

Agilent Spectrum Analyzer - Swept Sk

RL RF 50 8 AC SEMSE:INT| ALIGN AUTO 04:31:28 PM Aug 16, 2015
[Center Freq 2.462000000 GHz ) Avg Type: Log-Pwr TRACE[T 34 5 d
PNO: Fast (50 Trig: Free Run Avg[Held: 71100 TYPE ’;ﬂ\;v'\v:“\:m
IFGain:Low #Atten: 30 dB DET,
Mkr1 2.462 752 GH]
Ref Offset 0.5 dB
1L%:IB!div Ref -6.75 dBm -16.750 dBm)
1
6.8 .
N . » WM,MMMW\ WW‘WWW Tﬂkl »
88 M\,’/‘ W
-46.8
£6.8
68
788
-86.8
6.8
Center 2.462000 GHz Span 16.00 MHzZ
#Res BW 3.0 kHz #VBW 10 kHz Sweep 1.69 s (1001 pts;
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity: (60%
Test Voltage: DC 5V From PC Test Mode: TX g Mode /CHO1, CHO06, CH11
Power Density Limit
ACYDETE (dBm/3kHz) | (dBm/3KHz) Res
2412 MHz -24.914 <8 PASS
2437 MHz -24.006 <8 PASS
2462 MHz -23.373 <8 PASS

Agilent Spectrum Analyzer - Swept SA
RL RF E SENSE!INT ALIGHN ALTO 04,3400 PM Aug 16, 2015
[Center Freq 2.412000000 GHz | ) Avg Type: Log-Pwr TRACE[T -34S d
PNO: Fast 0 Trig: Free Run Avg|Held: 51100 TYPE |V ot
IFGain:Low #Atten: 30 dB CET|P PRP P A
Ref Offset 0.5 dB Mkr1 2.410 392 GHZ
jodBidiv__Ref -14.81 dBm -24.914 dBm

og

T ;
e . M"hN Mw .

849

54.9

-108

Center 2.41200 GHz Span 24.00 MHz
#Res BW 3.0 kHz #V/BW 10 kHz Sweep 2.53 s (1001 pts’
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA

Page 48 of 66

Report No.: STS1808082W01

TX CHO6

RL RF S0@  AC

SEMSE:INT]| ALIGN AUTO

32PM Aug 16, 201

[Center Freq 2.437000000 GHz

Ref Offset 0.5 dB

10 dBidiv  Ref -14.01 dBm
Log

Avg Type: Log-Pwr TReCE[T ~ 25 4

: Trig: Free Run Avg|Hold: 51100 TYPE[M ottt
PNO: Fast

IFGain:Laow & #Atten: 30 dB ceTP PPPP H

Mkr1 2.432 008 GHZ

-24.006 dBm

-24.0

'1

-34.0

b eed

SRR AR N

i

Y

94.0

-104

Center 2.43700 GHz
#Res BW 3.0 kHz

Span 24.00 MHzZ

#VBW 10 kHz Sweep 2.53 s (1001 pts;

MSG

Agilent Spectrum Analyzer - Swept Sk

‘STATUS |

TX CH11

S0Q  AC

SENSE:INT) ALIGN AUTO 04:37:51 PM Aug 16, 2015

RL RF
[Center Freq 2.462000000 GHz | ) Avg Type: Log-Pur TRACE[T 555 o
PNO: Fast (50 Trig: Free Run Avg|Held: 51100 THPE|M it
IFGain:Low #Atten: 30 dB ceTP PPP P A
Mkr1 2.457 584 GH]
Ref Offset 0.5 dB
1L%:IB!div Ref -13.37 dBm -23.373 dBm)
1
234 W
“(Nwaﬂwmrw \WWWWWWM\A
434 W L
634 M“I M
B34
734
834
934
-103
Center 2.46200 GHz Span 24.00 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 2.53 s (1001 pts;
IMSG

Shenzhen STS Test Services Co., Ltd.

‘STATUS |

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China

Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com  E-mail: sts@stsapp.com
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Temperature: 25°C Relative Humidity:|60%
Test Voltage: DC 5V From PC Test Mode: TX n Mode(20M) /CHO1, CHO6, CH11
Erequenc Power Density Limit Result
quency (dBm/3kHz) | (dBm/3KHz)
2412 MHz -24.509 <8 PASS
2437 MHz -24.835 <8 PASS
2462 MHz -24.476 <8 PASS
TX CHO1
Contar Froq 2412000000 G
- - e
fo gBJdiv g:ffc’-f;ie.tsa'sdfm Hik 2245560992(:?;:1

1
245 ’

845

64.5

-108

Center 2.41200 GHz Span 26.00 MHz
#Res BW 3.0 kHz #V/BW 10 kHz Sweep 2.74 5 (1001 pts’
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
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Report No.: STS1808082W01

TX CHO6

RF AC

SEMSE:INT]| ALIGN AUTO

SSPM Aug 16, 201

50 ¢
[Center Freq 2.437000000 GHz

10 dBIdiv
Log

Fa Trig: Free Run Avg|Hold: 4/100 THPE|M it
oty ™ aatten:30 dB it
Mkr1 2.442 304 GH]
Ref Offset 0.5 dB
Ref -14.84 dBm -24.835 dBm)|

Avg Type: Log-Pwr TRACE|] =345

1

e e

b

248

3438

-44.8 A'(
548 g M

948

-105

Center 2.43700 GHz
#Res BW 3.0 kHz

Span 26.00 MHz

#VBW 10 kHz Sweep 2.74 s (1001 pts;

MSG

Agilent Spectrum Analyzer - Swept Sk

‘STATUS |

TX CH11

S0Q  AC

SENSE:INT) ALIGN AUTO 04:44:23 PM Aug 16, 2015

RL RF
[Center Freq 2.46

Shenzhen STS Test Services Co., Ltd.

2000000 GHz ] Avg Type: Log-Pwr TRecE[T 345 4
PNO: Fast (50 Trig: Free Run Avg[Held: 41100 THPE|M i
IFGain:Low #Atten: 30 dB ceTP PPP P A
Mkr1 2.454 148 GHA]
Ref Offset 0.5 dB
1L%:IB!div Ref -14.48 dBm -24.476 dBm)
1
| |
645 ] y
745
845
945
04
Center 2.46200 GHz Span 26.00 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 2.74 s (1001 pts;
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity: |60%
Test Voltage: DC 5V From PC Test Mode: TX n Mode(40M) /CHO3, CH06, CH09
Erequenc Power Density Limit Result
quency (dBm/3kHz) | (dBm/3KHz)
2422 MHz -28.984 <8 PASS
2437 MHz -29.278 <8 PASS
2452 MHz -28.549 <8 PASS
TX CHO3
Contor Froq zazzoomoon ez ——|
i, ey ewem e
fo gBJdiv g:ffo-f;%e.g;%sddBBm Mk 2§2288 98854-8 c? BHHZI

1
29,0 ’

JWWWWWWWMWWWWMWWWWWWWL
N b

. NW‘WW WL%%M

-f9.0

880

9.0

109

Center 2.42200 GHz Span 54.00 MHzZ
#Res BW 3.0 kHz #VBW 10 kHz Sweep 5.69 s (1001 pts’
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Page 52 of 66 Report No.: STS1808082W01

TX CHO6

Agilent Spectrum Analyzer - Swept SA

RL RF 50 ¢ AC SEMSEINT| ALIGN AUTO 14817 PM ALg 16, 201
[Center Freq 2.437000000 GHz Avg Type: Log-Pwr TRAcE[T 35S 4
PNO: Fast (5 1rg:FreeRun Avg[Hold: 21100 TYPE|IM i

IFGain:Low #Atten: 30 dE ceT|P PP PP A

Ref Offset 0.5 dB Mkr1 2.422 258 GHA]

1L(‘Jng.'div Ref -19.28 dBm -29.278 dBm)|

1
293 ’

o b,

993

-109

Center 2.43700 GHz Span 54.00 MHz
#Res BW 3.0 kHz #VBW 10 kHz Sweep 5.69 s (1001 pts;

MSG ‘STATUS|

TX CHO9

Agilent Spectrum Analyzer - Swept Sk

RL RF 50 & AC SEMSE:INT| ALIGN AUTO 04:51:31 PM Aug 16, 2015
[Center Freq 2.452000000 GHz Avg Type: Log-Pwr TACE[ 5 S 4
PNO: Fast ) Trig: Free Run Avg[Held: 21100 THPE|M ik

IFGain:Low #Atten: 30 dB ceT|F PPPP A

Ref Offset 0.5 dB Mkr1 2.446 978 GHZ

1L%:IB!div Ref -18.55 dBm -28.549 dBm)|

¢
an L MWWWWW
R | s

ol WW" WM

786

586

986

-109

Center 245200 GHz Span 54.00 MHZ
#Res BW 3.0 kHz #VBW 10 kHz Sweep 5.69 s (1001 pts;
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
Shenzhen STS Test SerV|Ces CO Ltd Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com E-mail: sts@stsapp.com
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6. BANDWIDTH TEST
6.1 APPLIED PROCEDURES / LIMIT

FCC Part 15.247,Subpart C

) o Frequency Range
Section Test Item Limit Result
(MH2z)
i >500KHz
15.247(a)(2) Bandwidth ] 2400-2483.5 PASS
(6dB bandwidth)

6.2 TEST PROCEDURE

The automatic bandwidth measurement capability of an instrument may be employed using the X
dB bandwidth mode with X set to 6 dB, if the functionality described above (i.e., RBW = 100 kHz,
VBW=23RBW, peak detector with maximum hold) is implemented by the instrumentation function.
When using this capability, care shall be taken so that the bandwidth measurement is not
influenced by any intermediate power nulls in the fundamental emission that might be=6 dB.

6.3 DEVIATION FROM STANDARD
No deviation.

6.4 TEST SETUP

EUT SPECTRUM
ANALYZER

6.5 EUT OPERATION CONDITIONS
The EUT tested system was configured as the statements of 2.3 Unless otherwise a special
operating condition is specified in the follows during the testing.

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China

Shenzhen STS Test Ser\“Ces Co Ltd I Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com  E-mail: sts@stsapp.com
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6.6 TEST RESULTS

Temperature: 25°C Relative Humidity:|60%

Test Voltage: DC 5V From PC Test Mode: TX b Mode /CHO1, CHO6, CH11

Remark: PEAK DETECTOR IS USED

_ Channel

Frequency 6dB Bandwidth Separation Result

(MHz)

(KH2)

2412 MHz 10.08 >500KHz PASS
2437 MHz 10.08 >500KHz PASS
2462 MHz 10.08 >500KHz PASS

TX CHO01

Agilent Spectrum Analyzer - Occupied BW

ALIGN AUTO 04:25:24 PM Aug 16, 201!

iICenter Freq 2.412000000 GHz ‘ Center Freq: 2.412000000 GHz Radie Std: None
Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 36 dB Radie Device: BTS

Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLog

12.0

2.00

-6.00 i

-18.0

-28.0

-38.0

-48.0

-58.0

-68.0

Span 16 MHz

Center 2.412 GHz
Sweep 2 ms|

Res BW 100 kHz #BW 300 kHz

Occupied Bandwidth

14.459 MHz
Transmit Freq Error 16.053 kHz OBW Power 99.00 %
x dB Bandwidth 10.08 MHz x dB -6.00 dB

‘STATUS |

MSG‘

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
Tel: + 86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com  E-mail: sts@stsapp.com
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TX CH 06

Agilent Spectrum Analyzer - Occupied BW

RL RE S0 AC SEMSE:INT| ALIGN AUTO : P4 Aug 16, 201
ICenter Freq 2.437000000 GHz ‘ Center Freq: 2437000000 GHz Radie Std: None
Trig: Free Run Avg|Hold:=>10110
HIFGain:Low #Atten: 36 dB Radio Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLcg
120
200
500 A A AN N SN P AN AL NN A
Laola J\_J‘/-—’\\ / W//\’\M-J\
-28.0
-38.0
-45.0
-58.0
-68.0
Center 2,437 GHz Span 16 MHz

Res BW 100 kHz #VBW 300 kHz Sweep 2 ms|

Occupied Bandwidth

14.455 MHz
Transmit Freq Error 19.984 kHz OBW Power 99.00 %
x dB Bandwidth 10.08 MHz x dB -6.00 dB

MSG‘

‘STATUS |

TXCH 11

Agilent Spectrum Analyzer - Occupied BW

RL RF S0G  AC SEMSE!INT) ALIGN AUTO 04:30:06 PM Aug 16, 2015
Center Freq 2.462000000 GHz ‘ Center Freq: 2.462000000 GHz Radie Std: None
Trig: Free Run Avg|Held:>10110
#IFGain:Low #Atten: 36 dB Radie Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22,00 dBm
liLog
120
2.00
500 A AL AN B e OO A la
e MJ\J"A\V/ \W/\“Mm
-26.0
-38.0
-48.0
58,0
8.0
Center 2.462 GHz Span 16 MHz
Res BW 100 kHz #/BW 300 kHz Sweep 2 ms|
Occupied Bandwidth
14.446 MHz
Transmit Freq Error 25.609 kHz OBW Power 99.00 %
x dB Bandwidth 10.08 MHz x dB -6.00 dB
IMSG ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity: (60%
Test Voltage: DC 5V From PC Test Mode: TX g Mode /CHO1, CHO06, CH11
_ Channel
Frequency Sl EFRmeisii Separation Result
(MHZz)
(KHz)
2412 MHz 16.37 =>500KHz PASS
2437 MHz 16.37 =500KHz PASS
2462 MHz 16.36 =500KHz PASS
TXCHO1
Conter Freq 2.412000000 GHz \ SENE?:I: :;e'g;5.4120000’3%63&210“_,mm Radio St None
#IFGain:Low #A:len::!s dB e ’ Radio Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLog
Center 2.412 GHz Span 24 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 3 msj
Occupied Bandwidth
16.483 MHz
Transmit Freq Error -13.084 kHz OBW Power 99.00 %
x dB Bandwidth 16.37 MHz x dB -6.00 dB
MSG‘ ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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TX CH 06

Agilent Spectrum Analyzer - Occupied BW

RL RE S0 AC SEMSE:INT| ALIGN AUTO : P11 Aug 16, 201
ICenter Freq 2.437000000 GHz ‘ Center Freq: 2437000000 GHz Radie Std: None
Trig: Free Run Avg|Hold:=>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLcg
120
200
-6.00
180 T L SN UXNroy | FRPWIY, WO DU WPt DO P P Lraree, SLP

:ABEI W W

Center 2,437 GHz

Span 24 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 3 ms|

Occupied Bandwidth

16.489 MHz
Transmit Freq Error -1.635 kHz OBW Power 99.00 %
x dB Bandwidth 16.37 MHz x dB -6.00 dB

MSG‘

‘STATUS |

TXCH 11

Agilent Spectrum Analyzer - Occupied BW

RL RF S0G  AC SENSE!INT ALIGHN ALTO 04,38:28 PM Aug 16, 2015
Center Freq 2.462000000 GHz ‘ Center Freq: 2.462000000 GHz Radie Std: None
Trig: Free Run Avg|Held:>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLog
120
2.00
-8.00
a0 MVMWW Wﬁr«mﬁf\wﬂwﬂw%
-28.0

Center 2.462 GHz

Span 24 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 3 ms|

Occupied Bandwidth

16.484 MHz
Transmit Freq Error -4.258 kHz OBW Power 99.00 %
x dB Bandwidth 16.36 MHz x dB -6.00 dB

MSG

‘STATUS |

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity:|60%
Test Voltage: DC 5V From PC Test Mode: TX n Mode(20M) /CHO1, CHO6, CH11
_ Channel
Frequency Sl EFRmeisii Separation Result
(MHZz)
(KHz)
2412 MHz 17.56 =>500KHz PASS
2437 MHz 17.58 =500KHz PASS
2462 MHz 17.57 =500KHz PASS
TXCHO1
Conter Freq 2.412000000 GHz \ SENE?:I: :;e'g;5.4120000’3%63&210“_,mm Radio St None
#IFGain:Low #A!:len: 36 dB e ’ Radio Device: BTS
Ref Offset 0.5 dB
10dB/diy  Ref 22.00 dBm
liLog
Center 2.412 GHz Span 26 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 3.267 mg|
Occupied Bandwidth
17.640 MHz
Transmit Freq Error -7.758 kHz OBW Power 99.00 %
x dB Bandwidth 17.56 MHz x dB -6.00 dB
MSG‘ ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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TX CH 06

Agilent Spectrum Analyzer - Occupied BW

RL RE S0 AC SEMSE:INT| ALIGN AUTO : P11 Aug 16, 201
ICenter Freq 2.437000000 GHz ‘ Center Freq: 2437000000 GHz Radie Std: None
Trig: Free Run Avg|Hold:=>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLcg
120
200
-6.00
180 MJ\MMMMMAHMMMM WWM«J\;M

Center 2,437 GHz

Span 26 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 3.267 ms|

Occupied Bandwidth

17.632 MHz
Transmit Freq Error -5.116 kHz OBW Power 99.00 %
x dB Bandwidth 17.58 MHz x dB -6.00 dB

MSG‘

‘STATUS |

TXCH 11

Agilent Spectrum Analyzer - Occupied BW

RL RF IS SEMSE:INT| ALIGN AUTO 04:43:00PM Aug 16, 2019
Center Freq 2.462000000 GHz ‘ Center Freq: 2.462000000 GHz Radie Std: None
Trig: Free Run Avg|Held:>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLog
120
2.00
-8.00
80 ettt nlimapalin s, | mmfimsfitamdmmedinoeinnedly

Center 2.462 GHz

Span 26 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 3.267 mg|

Occupied Bandwidth

17.632 MHz
Transmit Freq Error 2.039 kHz OBW Power 99.00 %
x dB Bandwidth 17.57 MHz x dB -6.00 dB

MSG

‘STATUS |

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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Temperature: 25°C Relative Humidity:|60%
Test Voltage: DC 5V From PC Test Mode: TX n Mode(40M) /CHO3, CH06, CH09
_ Channel
Frequency Sl EFRmeisii Separation Result
(MHZz)
(KHz)
2422 MHz 36.36 =>500KHz PASS
2437 MHz 36.35 =500KHz PASS
2452 MHz 36.36 =500KHz PASS
TX CH 03
Conter Freq 2,422000000 GHz \ SENE?:I: :;e'g;5.4220000’3%63&210“_,mm Radio St None
#IFGain:Low #A!:len: 36 dB e ’ Radio Device: BTS
Ref Offset 0.5 dB
10dBidiv  Ref 22.00 dBm
liLog
Center 2.422 GHz Span 54 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 6.667 mg|
Occupied Bandwidth
36.165 MHz
Transmit Freq Error 1.711 kHz OBW Power 99.00 %
x dB Bandwidth 36.36 MHz x dB -6.00 dB
MSG‘ ‘STATUS|

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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TX CH 06

Agilent Spectrum Analyzer - Occupied BW

RL RE S0 AC SEMSE:INT| ALIGN AUTO : P4 Aug 16, 201
ICenter Freq 2.437000000 GHz ‘ Center Freq: 2437000000 GHz Radie Std: None
Trig: Free Run Avg|Hold:=>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
liLcg
120
200
-6.00
-18.0 Tt Rty et} ‘ i I k

P8 O 8y VP e f,\mw,_ﬁ.f‘lm._nlu e P T #
-28.0 w'

Ml

Center 2,437 GHz

Span 54 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 6.667 ms|

Occupied Bandwidth

36.171 MHz
Transmit Freq Error 5.998 kHz OBW Power 99.00 %
x dB Bandwidth 36.35 MHz x dB -6.00 dB

MSG‘

‘STATUS |

TX CH 09

Agilent Spectrum Analyzer - Occupied BW

RL RF IS SEMSE:INT| ALIGN AUTO 04:50:08 PM Aug 16, 2019
Center Freq 2.452000000 GHz ‘ Center Freq: 2.452000000 GHz Radie Std: None
Trig: Free Run Avg|Held:>10110
#IFGain:Low #Atten: 36 dB Radic Device: BTS
Ref Offset 0.5 dB
10 dBidiv Ref 22.00 dBm
Log
120
2.00
-8.00
-18.0 {7 e v R PP P Py e T i e e e e &
m x f‘ Pt =
260

5.0 s M‘ﬂ‘.

Center 2.452 GHz

Span 54 MHz
Res BW 100 kHz #VBW 300 kHz

Sweep 6.667 mg|

Occupied Bandwidth

36.182 MHz
Transmit Freq Error 7.216 kHz OBW Power 99.00 %
x dB Bandwidth 36.36 MHz x dB -6.00 dB

MSG

‘STATUS |

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China
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7. PEAK OUTPUT POWER TEST

7.1 APPLIED PROCEDURES / LIMIT
FCC Part 15.247,Subpart C

) o Frequency Range
Section Test Item Limit Result
(MHz)
15.247(b)(3) Output Power 1 watt or 30dBm 2400-2483.5 PASS

7.2 TEST PROCEDURE
a. The EUT was directly connected to the Power Meter

7.3 DEVIATION FROM STANDARD
No deviation.

7.4 TEST SETUP

EUT Power meter

7.5 EUT OPERATION CONDITIONS
The EUT tested system was configured as the statements of 2.3 Unless otherwise a special
operating condition is specified in the follows during the testing.
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Temperature: 25°C Relative Humidity: |60%
Test Voltage: DC 5V From PC
TX 802.11b Mode
Test Frequency Conducted Output Power LIMIT
Channel (MHz) Peak(dBm) AVG(dBm) dBm
CHO1 2412 9.44 8.34 30
CHO6 2437 9.41 8.28 30
CH11 2462 9.46 8.37 30
TX 802.11g Mode
Test Frequency Conducted Output Power LIMIT
Channel (MHz) Peak(dBm) AVG(dBm) dBm
CHO1 2412 8.72 7.59 30
CHO6 2437 8.71 7.54 30
CH11 2462 8.83 7.66 30
TX 802.11n20 Mode
Test Frequency Conducted Output Power LIMIT
Channel (MHz) Peak(dBm) AVG(dBm) dBm
CHO1 2412 8.60 6.51 30
CHO6 2437 8.62 6.54 30
CH11 2462 8.84 6.73 30
TX 802.11n40 Mode
Test Frequency Conducted Output Power LIMIT
Channel (MHz) Peak(dBm) AVG(dBm) dBm
CHO03 2422 7.02 5.00 30
CHO6 2437 6.31 4.18 30
CHO09 2452 6.44 4.26 30
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8. ANTENNA REQUIREMENT

8.1 STANDARD REQUIREMENT
15.203 requirement: For intentional device, according to 15.203: an intentional radiator shall

be designed to ensure that no antenna other than that furnished by the responsible party shall be
used with the device.

8.2 EUT ANTENNA
The EUT antenna is Omnidirectional Antenna. It comply with the standard requirement.
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APPENDIX - PHOTOS OF TEST SETUP

Radiated Measurement Photos
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Conducted Measurement Photos

3% K K X END OF THE REPORT 3% 3% 3% 3% 3%

1/F., Building B, Zhuoke Science Park, No.190, Chongging Road, Fuyong Street, Bao'an District, Shenzhen, Guangdong, China

Shenzhen STS Te st SerV|Ces CO. Ltd I J Tel: +86-755 3688 6288 Fax:+86-755 3688 6277 Http://www.stsapp.com E-mail: sts@stsapp.com






