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District, Shenzhen

FEATURES
1. Surface Mounted Devices with a small dimension of 3.2 X 1.6 X 0.6 mm® meet future miniaturization trend.
2. High stability in Temperature / Humidity Change.
3. Superb performance to place on the middle of PCB edge and excellent peak/ average gain observed by
field test application.

APPLICATIONS
1. ISM Band 2.4GHz applications.

2. Bluetooth..
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Item Specification
Working Frequency Range 2.4GHz~2.4835GHz (Note-1)
Gain 1.58 dBi (Typical)
VSWR 3.0 max.
Polarization Linear
Azimuth Beamwidth Omni-directional
Impedance 50Q
Power Capacity 3 W max.
Maximum Input Power 5 Watts for 5 minutes

Antenna S11 on Type-2 Test Board

[Pl 522 Log Mag 10.00 ds/ Ref 0.000 dB (F2]

1 2.2000000 Gnz
2 2.4500000 Gnz
2.5000000 GHr

-6.57 dB @ 2.40 GHz
-30.81 dB @ 2.45 GHz
-7.18 dB @ 2.50 GHz

s IS
1 Start 2 GHz TFBW 70 kiz stop 3 oMz ISl

Antenna VSWR on Type-2 Test Board
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ZX plane ZY plane XY plane
Frequency Max Value Average Max Value Average Max Value Average
[MHz] [dB] [dB] [dB] [dB] [dB] [dB]
2400 -0.82 -1.83 0.27 -2.11 -0.58 -2.55
2450 0.94 -0.79 1.58 -1.15 0.47 -1.72
2500 -0.64 -1.10 0.35 -1.66 -0.44 -1.99




