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SPECIFICATION FOR APPROVAL

CUSTOMER :

CUSTOMER PART NO:

RoHS

SUPPLIER: JIAXING GLEAD ELECTRONICS CO.,LTD.

PART NO: WIFI PM2400U13V6.0 K750MM

DESCRIPTION: 2400MHz~2500MHz/FAKRA

compliant
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1. Product ﬁgure (ﬁgure for reference only)
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2. Electrical Characteristics

STANDARD 2.4G WIFI Application

1 Frequency Range 2400-2500 MHz

2 Peak Gain (typ.) ! 6.0dBi

3 Average Gain (typ.) ! -1.9dBi

4 Efficiency’ >55%

5 V.S.W.R? <3.0:0

6 Impedance 50 ohm

7 Azimuth Omni-direction

8 Polarization Linear polarization

Note 1: Measured with 10cm RG174LL Cable
Note 2: Measured with 100cm RG174LL Cable

3. Material

No. Part Name SPEC
1 Antenna FR4
Cable type RG174-LL 80 %
2 RF Cable Conductor Material | Cable shielding net and cable conductor: Cu
Cable Length JREEZ SR T50MM
RF Connector FK6121AW-089-TT30G-50
4 Install 2-M6
Thickness 6.8mm ( Typical )
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4. Antenna Test curve

4.1 VSWR (Set the smoothing value to 1.5%)

PESAM 511 SWR 1,000/ BUE 1.000 [F1 Smo)
11.00

1 2.4000000 GHz 2.0927
2 2.4500000 GHz 2.1189
>3 2.5000000 GHz 2.2288

10.00

9. 000

8.000

7.000

6.000

5. 000

4.000

4.2 Efficiency (Measured with 10cm RG174LL Cable)
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4.3 Peak Gain (dBi, Measured with 10cm RG174LL Cable)
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5. Testing Conditions

1 Working Temp

-45°C~+80°C

2 Storage Temp

-45°C~+85C

6. Structure (Tolerance: £2mm)
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AS Packing ( If there are other customers packaging requirements specified in the order)

Each carton includes 100 PCS antenna, Each lattice put 2PCS antenna, the size of carton is 630*
465* 105 mm.
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