SANG Y' P BOOM ’ 1. Connect the power adapter connector

Bluetooth Outdoor Rock Speaker '
Owner'S Manual

Model:LY-686

Power:150W+150W

Working voltage:DC24V
Sensitivity:93+3dB(1W.1M)
Frequency response:60Hz~20KHz
Signal to noise ratio:90dB The waterproof cap
Light source:LED(12V/G4) counterclockwise tighten
IP grade:IP44 Lnsert the target connector into the
Product weight:17.2+1.7pounds bump position according to the picturcj
Main speakers size: 13X 11X9.5inches ~

Deputy speakers size: 13X 11X 9.5inches 2. Connect the speaker connector
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Connector is marked with arrows, The waterproof cap
the arrow on the arrow insert

Main speakers . ; Power adapter connects | ‘ Make sure the distance between | ‘ Open the bluetooth

counterclockwise tighten
Power adapter

waterproof connectors

the audio device and the product : :
to the power outlet is no more than 3.3 feet audio equipment

Bluetooth product has been found
and the connection is successful

Pleaseensurethatthe The remote control to
. Talktt’ °d":.:heb°l;"e"t' distanceofthe remote operate in the direction
HOlaleIiiM RsOre.uss controldoes notexceed3.3feet of the main speakers

device name and connection

Hearing the voice saying that the Find the "Sang Yip Boom"
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FCC Warning

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

Note 1: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If
this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.



