Technology That Moves Us Forward

5.4 Initialize the Gateway

® Remove the yellow label

® Remove the orange
hibernation plug by pulling
straight away

® \Verify the LED status lights
illuminate

I Cellular - Solid > Est. Connection, Flashing > searching
I GPS - Solid > Est. GPS fix, Flashing > searching

Comm - Flashing > sending receiving data, does not go solid

& Before beginning the next step, clean any excess debris or silicone from the hole
prior to mounting the camera to the bracket and ensure the lens is clean.

5.5 Install the Gateway

® Line up the camera with the

previously drilled hole.

® Secure the SolarNet to the
four mounting plate studs
with an 8mm socket to 23-25
In-Lbs.
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6. LampCheck Installation

6.1 Identify ATIS Warning Light Circuit

® |dentify the ATIS wiring which will consist of two black harnesses, each
containing one black and one white conductor.

® |dentify the black conductor routed from the ATIS regulator to the warning
light.

® Disconnectthe bullet connectors.

& If the connection was made using a crimped butt connector, it must be removed and
replaced with bullet connectors which will accommodate the correct polarity of the
LampCheck wiring in the next step.
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6.2 Install LampCheck

® Secure the LampCheck IN - (WHITE) ground ring terminal to the 7-Way
ground terminal.

® |Interconnect the power in/out of ‘e_'a-
the LampCheck with the Sy
previously separated bullet
connectors.

® Connectthe female bullet
connector from the voltage
supply side (when energized) of
the ATIS circuit to the male
voltage IN+ (BLACK) of the
LampCheck sensor.

® Connectthe male bullet
connector that feeds the warning
light side of the ATIS circuit to the
female (BLACK) OUT+ of the
LampCheck sensor.

12vIN

12v OUT
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NOTE: This equipment has been tested and found to comply with the limits for
a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause

undesired operation.

RF Exposure Warning Statements:
This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment shall be installed and operated with

minimum distance 20cm between the radiator & body.

This device contains licence-exempt transmitter(s)/receiver(s) that comply
with Innovation, Science and Economic Development Canada’s
licence-exempt RSS(s). Operation is subject to the following two conditions:
(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may
cause undesired operation of the device.



L’émetteur/récepteur exempt de licence contenu dans le présent appareil est
conforme aux CNR d’Innovation, Sciences et Développement économique
Canada applicables aux appareils radio exempts de licence. L’exploitation est
autorisée aux deux conditions suivantes :

(1) L' appareil ne doit pas produire de brouillage;

(2) L' appareil doit accepter tout brouillage radioélectrique subi, méme si le
brouillage est susceptible d' en compromettre le fonctionnement.

ISED Radio Frequency Exposure Statement:

This equipment complies with ISED exposure limits set forth for an
uncontrolled environment. This equipment shall be installed and operated with
minimum distance 20cm between the radiator & body.

Déclaration d'ISDE sur I'exposition aux radiofréquences :

Cet équipement est conforme aux limites d'exposition d'ISDE établies pour un
environnement non contrélé. Cet équipement doit étre installé et utilisé a une
distance minimale de 20 cm entre le radiateur et le corps.
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