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Project No.:SHT2608067902W

Appendix A:ERP Measurement Results
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Project No.:SHT2608067902W

Appendix B:SAR Measurement Results
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CH4 462.6375 31.61 32.00 1.094 -0.02 0.024 0.026 0.020 1

CH11 467.6375 25.03 25.50 1.114 -0.01 0.021 0.023 0.018 -

CH18 462.6250 31.63 32.00 1.089 -0.07 0.023 0.025 0.019 -
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CH4 462.6375 31.61 32.00 1.094 -0.09 0.059 0.065 0.048 2

CH11 467.6375 25.03 25.50 1.114 -0.02 0.045 0.050 0.038 -

CH18 462.6250 31.63 32.00 1.089 -0.05 0.057 0.062 0.047 -
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Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 2026/9/4

Analog-12.5kHz Front-of-face

Communication System: UID 0, Analog (0); Frequency: 462.637 MHz;Duty Cycle: 1:1
Medium parameters used: f = 463 MHz; σ = 0.86 S/m; εr = 42.874; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.4℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(11.51, 11.51, 11.51) @ 462.637 MHz; Calibrated:
2025/11/27

l Sensor-Surface: 1.4mm (Mechanical Surface Detection)
l Electronics: DAE4 Sn1549; Calibrated: 2026/5/8
l Phantom: ELI V8.0 ; Type: QD OVA 004 AA ; Serial: 2078
l DASY52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Front 25mm/CH4/Area Scan (7x16x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.0333 W/kg

Front 25mm/CH4/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 6.429 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.0380 W/kg
SAR(1 g) = 0.024 W/kg; SAR(10 g) = 0.018 W/kg
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 16 mm)
Ratio of SAR at M2 to SAR at M1 = 64.6%
Maximum value of SAR (measured) = 0.0320 W/kg

0 dB = 0.0320 W/kg = -14.95 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.1



Test Laboratory: Huatongwei International Inspection Co., Ltd.,SAR Lab Date: 2026/9/4

Analog-12.5kHz Body-worn

Communication System: UID 0, Analog (0); Frequency: 462.637 MHz;Duty Cycle: 1:1
Medium parameters used: f = 463 MHz; σ = 0.86 S/m; εr = 42.874; ρ = 1000 kg/m3

Phantom section: Flat Section 
Ambient Temperature:23.4℃;Liquid Temperature:22.4℃;

DASY Configuration:

l Probe: EX3DV4 - SN7494; ConvF(11.51, 11.51, 11.51) @ 462.637 MHz; Calibrated:
2025/11/27

l Sensor-Surface: 1.4mm (Mechanical Surface Detection)
l Electronics: DAE4 Sn1549; Calibrated: 2026/5/8
l Phantom: ELI V8.0 ; Type: QD OVA 004 AA ; Serial: 2078
l DASY52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Back(With Belt Clip) 0mm/CH4/Area Scan (7x16x1): Measurement grid: dx=15mm, 
dy=15mm
Maximum value of SAR (measured) = 0.0792 W/kg

Back(With Belt Clip) 0mm/CH4/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.059 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.0950 W/kg
SAR(1 g) = 0.059 W/kg; SAR(10 g) = 0.041 W/kg
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 16 mm)
Ratio of SAR at M2 to SAR at M1 = 62.5%
Maximum value of SAR (measured) = 0.0800 W/kg

0 dB = 0.0800 W/kg = -10.97 dBW/kg

Appendix D: SAR Test Data Plots

Plot No.2
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1.1. DAE4 Calibration Certificate 
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1.2. Probe Calibration Certificate 
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1.1. D450V3 Dipole Calibration Certificate 
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Extended Dipole Calibrations 
 

Referring to KDB865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior 

calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not 

necessary and the calibration interval can be extended. 

Head-450 

Date of 

measurement 

Return-loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

impedance 

(ohm) 

Delta 

(ohm) 

2024-01-24 -21.5  58.4  -3.50  

2025-01-17 -22.3 3.72 56.3 2.1 -5.19 1.69 

2026-01-13 -22.5 4.65 56.2 2.2 -4.96 1.46 

The return loss is <-20dB, within 20% of prior calibration; the impedance is within 5ohm of prior 

calibration. Therefore the verification result should support extended calibration.  

 




