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Appendix Test Data
Report No.: 1812C60467312502-01 Test Sample No.: 1-2-2
Start Test Date: | 2026-9-14 Finish Test Date: 2026-9-17
Test Engineer: | 3= / %5 ~Audjtor: Juctin fem
/f— .d“lsr,a%
Temperature: 22.8°C % ~Refati\Humidity 62%
£ >
Pressure: 100.6kPa (( () 2 )
z =
% \\_/;?5-"
. g A d
Appendix A: 6dB Bandwidths_"""""
Test Result
Test 6dB BW
Antenna | Frequency[MHZz] FL[MHZ] FH[MHZz] | Limit{MHz] | Verdict
Mode [MHZ]
2.4G Ant1 2402 0.692 2401.668 | 2402.360 0.5 PASS
2.4G Ant1 2440 0.684 2439.672 | 2440.356 0.5 PASS
2.4G Ant1 2480 0.656 2479.696 | 2480.352 0.5 PASS
Test Graphs
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B Kejsicht Spectrum Anarym 5w=pm
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Appendix B: 99% Occupied Bandwidth

Test Result

Test oCB
Antenna | Frequency[MHz] FL[MHZ] FH[MHZz] | LimitfMHz] | Verdict
Mode [MHZz]
2.4G Ant1 2402 1.0413 2401.5048 | 2402.5461
2.4G Ant1 2440 1.0355 2439.5076 | 2440.5431
2.4G Ant1 2480 1.0385 2479.5063 | 2480.5448
Test Graphs
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B Kejsicht Spectrum Anslyzer - Occuped BW
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Appendix C: Maximum conducted output power
Test Result Peak
Conducted
Test Frequency Conducted
Antenna Peak Verdict
Mode [MHz] Limit[dBm]
Power[dBm]
2.4G Ant1 2402 6.01 <30 PASS
2.4G Ant1 2440 5.76 <30 PASS
2.4G Ant1 2480 5.04 <30 PASS

Test Graphs Peak

o ]2 e
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B Kesicht Spectrum Analyzer - Swept SA
Rl R ac | [ SENSEPULS] [ AInAT
Center Freq 2.440000000 GHz : #Avg Type: RMS
PNO: Fast —+= 17ig: FreeRun Avg|Hold: 100100
IFGain:Low #Atten: 40 dB

Mkr1 2.439 839 GHzJJRaCLAL L
Rt 583Gl

Center Freq|
2.440000000 GHz

StartFreq
2435000000 GHz

StopFreq
2444000000 GHz,

CF Step
800000 kHz

Center 2.440000 GHz $pan 8.000 MHz;
[#Res BW 2.4 MHz #VBW 8.0 MHz Sweep 1.067 ms (8001 pts)

STATLS

2.4G-Ant1-2440-PASS

B Keysight Spectrum Analyzer - Swept 54
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Appendix D: Maximum power spectral density

Test Result

TestMode | Antenna | Frequency[MHz] Result{[dBm/3kHz] Limit[dBm/3kHz] Verdict
2.4G Ant1 2402 -9.93 <8.00 PASS
2.4G Ant1 2440 -10.58 <8.00 PASS
2.4G Ant1 2480 -11.02 <8.00 PASS

Test Graphs

B Keysight Spectrum Analyzer - Swept 54

o ]2 e

[ SENSEPULSE] [ amenamo |

03:13:43PH Sep 17, 2026

#Avg Type: RMS

il RL RE 509 AC [
Center Freq 2.402000000 GHz
‘Avg|Hold: 100/100

PNO: Wide ~#+ 17ig: FreeRun
IFGainLow  #Atten: 30 dB

Ref Offset 1 dB
Ref 20.00 dBm

Center 2.402000 GHz

[#Res BW 3.0 kHz #VBW 10 kHz Sweep 422,

Mkr1 2.402 003 13 GHz

TRACE IETRY
G v
i3y PPPPP

Auto Tune|

-9.931 dBm)

CenterFreq
2402000000 GHz

StartFreq
2.400000000 GHz|

StopFreq
2.404000000 GHz

CFStep
400.000 kHz

Span 4.000 MHz,
0 ms (30000 pts)

STATLS

2.4G-Ant1-2402-PASS

Shenzhen Anbotek Compliance Laboratory Limited

Any unauthorized modification, forgery, or falsification of thisdocument constitutes a violation of law and is
subjecttolegal penalties. If you have any questions, youmay scan the QR code to download the report for

verificationorcontact usvia email.

Hotline: 400-003-0500 web:www.anbotek.com

E-mail: service@anbotek.com




An bOtek Report No.: 1812C60467312502-01

Product Safety Page 8 of 17

B Kesicht Spectrum Analyzer - Swept SA
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Appendix E: Band edge measurements
Test Result
Test Frequency RefLevel Result Limit .
Antenna | ChName Verdict
Mode [MHz] [dBm] [dBm] [dBm]
2.4G Ant1 Low 2402 5.93 -49.72 <-14.07 PASS
2.4G Ant1 High 2480 4.10 -53.53 <-15.91 PASS
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Test Graphs
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Appendix F: Conducted Spurious Emission

Test Result

Test Frequency Freq. Range Ref Result Limit _
e Antenna MHzZ] MHz] Level (dBm] [dBm] Verdict
[dBm]
2.4G Ant1 2402 0~Reference 4.58 4.58 - PASS
24G Ant1 2402 30~1000 4.58 -57.36 <-15.42 PASS
24G Ant1 2402 1000~26500 4.58 -43.33 <-15.42 PASS
2.4G Ant1 2440 0~Reference 4.40 4.40 - PASS
24G Ant1 2440 30~1000 4.40 -58.09 <-15.6 PASS
24G Ant1 2440 1000~26500 4.40 -42.31 <-15.6 PASS
2.4G Ant1 2480 0~Reference 2.61 2.61 - PASS
24G Ant1 2480 30~1000 2.61 -58.1 <-17.39 PASS
24G Ant1 2480 1000~26500 2.61 -43.22 <-17.39 PASS

Remark:Regarding the spurious emissions from 30MHz to 26.5GHz, the cable loss have been set in the

'Input Correction' of the Spectrum Analyzer during the test.

Test Graphs
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B Kesicht Spectrum Analyzer - Swept SA
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B Kesicht Spectrum Analyzer - Swept SA
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B Kesicht Spectrum Analyzer - Swept SA
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B Keysight Spectrum Analyzer - Swept 54
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B Kesicht Spectrum Analyzer - Swept SA
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Appendix G: Duty Cycle

Test Result

Frequency ON Time Period Duty Cycle Duty Cycle
Test Mode | Antenna
[MHZz] [ms] [ms] [%] Factor[dB]
2.4G Ant1 2402 213 2.50 85.20 0.70
2.4G Ant1 2440 213 2.50 85.20 0.70
2.4G Ant1 2480 213 2.50 85.20 0.70
Test Graphs
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B Kejsicht Spectrum Anarym 5w=pm
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