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Personal meter

NPM-2

Charger: 5V d.c.; Class lll
Personal meter: Battery operated; Class Il
AC/DC Adapter: Input:100-240 V, 50/60 Hz; Output 5 V d.c.; 1 A; Class I

<> Nielsen

TNC (US) Holdings, Inc.
501 Brooker Creek Blvd, Oldsmar, FL 34677, USA

The Nielsen Company (US)
LLC.85 Broad St, New York, NY 10004, USA

Gruppo EMS, Inc.,
117-A Technology Avenue, Laguna Technopark, Bifian 4024, Laguna,
Philippines

KDB 447498 D01 General RF Exposure Guidance v06

SIQ Ljubljana
MaSera-Spasiceva ulica 10, SI-1000 Ljubljana, Slovenia

Date of receipt of test items: 2025-09-29

Number of items tested: 1

Date of performance of tests: 2026-05-19

The test results presented in this report relate only to the items tested.
The test items were tested in the condition as received.

The product complies with the requirements of the testing methods.

Tested by: Nik Voncina Approved by: Luka Tosetto
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1 GENERAL
History sheet

Date Report No. Change Revision

2026-07-10 T251-0467/26 Initial Test Report issued. --
1.1 Equipment under test

Product Type Device Manufacturer Model No. Comments
EUT Personal meter Nielsen NPM-2 /
Note: EUT = Equipment Under Test
AE = Associated Equipment

FCC ID: 2ASUZ-NPM-2

Assessment distance: 5 mm
Equipment falls under product for mobile use.

Environment: Uncontrolled / General Public
Assessment frequency (f): 2402-2480 MHz (highest power)

Reviewed test report T251-0065/26 from SIQ Ljubljana.
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2 ASSESSMENT PROCEDURE

KDB 447498 D01 General RF Exposure Guidance v06 Clause 4.3.1. Standalone SAR test exclusion
considerations

SAR evaluation for general population exposure conditions, by measurement or numerical simulation, is not
required when the corresponding SAR Test Exclusion Threshold condition(s), listed below, is (are) satisfied.
These test exclusion conditions are based on source-based time-averaged maximum conducted output power of
the RF channel requiring evaluation, adjusted for tune-up tolerance, and the minimum test separation distance
required for the exposure conditions.

For frequencies between 100 MHz and 6 GHz, the following may be considered for SAR test exclusion:

a) For 100 MHz to 6 GHz and test separation distances < 50 mm, the 1-g and 10-g SAR test exclusion thresholds
are determined by the following: [(max. power of channel, including tune-up tolerance, mW) / (min. test separation
distance, mm)] - [Vf(GHz)] < 3.0 for 1-g SAR, and < 7.5 for 10-g extremity SAR, 30 where

¢ f(GHz) is the RF channel transmit frequency in GHz

e Power and distance are rounded to the nearest mW and mm before calculation31
e The result is rounded to one decimal place for comparison

¢ The values 3.0 and 7.5 are referred to as numeric thresholds in step b) below

The test exclusions are applicable only when the minimum test separation distance is < 50 mm, and for
transmission frequencies between 100 MHz and 6 GHz. When the minimum test separation distance is <5 mm, a
distance of 5 mm according to 4.1 f) is applied to determine SAR test exclusion.

b) For 100 MHz to 6 GHz and test separation distances > 50 mm, the 1-g and 10-g SAR test exclusion thresholds
are determined by the following (also illustrated in Appendix B):

1) {[Power allowed at numeric threshold for 50 mm in step a)] + [(test separation distance — 50
mm)-(f(MHz)/150)]} mW, for 100 MHz to 1500 MHz

2) {[Power allowed at numeric threshold for 50 mm in step a)] + [(test separation distance — 50 mm)-10]}
mW, for > 1500 MHz and < 6 GHz

c) For frequencies below 100 MHz, the following may be considered for SAR test exclusion (also illustrated in
Appendix C):

1) For test separation distances > 50 mm and < 200 mm, the power threshold at the corresponding test
separation distance at 100 MHz in step b) is multiplied by [1 + log(100/f(MHz))]

2) For test separation distances < 50 mm, the power threshold determined by the equation in ¢) 1) for 50 mm
and 100 MHz is multiplied by 2

3) SAR measurement procedures are not established below 100 MHz.



S I T251-0467/26

I Page: 5 (5)

3 MEASUREMENTS / CALCULATIONS

Antenna type and gain: Integral antenna with -0,5 dBi gain

KDB 447498 D01 General RF Exposure Guidance v06 Clause 4.3.1:

. . . . * . SAR Test Exclusion
Frequency Maximum®* power with tune-up |Maximum* power with tune-up Threshold
(MHz) (dBm) (mW) (mW)
2402-2480 7.9 6.17 10

* Gated power with Duty Cycle calculated in
** maximum tolerance provided from manufacturer is +2dB.

Conclusion: PASS; SAR Evaluation is not required due to SAR Test Exclusion Thresholds are met.

There is no simultaneous transmission between any other transmitter.

END OF TEST REPORT
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