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DECLARATION OF REPORT

1. The device has been tested by ATBL, and the test results show that the equipment under test
(EUT) is in compliance with the requirements of 47 CFR Part 2, 22H, 24E, 27C, 90S. And it is

applicable only to the tested sample identified in the report.

2. This report shall not be reproduced except in full, without the written approval of ATBL, this
document only be altered or revised by ATBL, personal only, and shall be noted in the revision of the
document.

3. The general information of EUT in this report is provided by the customer or manufacture, ATBL
is only responsible for the test data but not for the information provided by the customer or
manufacture.

4. The results in this report is only apply to the sample as tested under conditions. The customer
or manufacturer is responsible for ensuring that the additional production units of this model have the

same electrical and mechanical components.
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SUMMARY OF TEST RESULT
Test Item Clause in FCC rules Limits Verdict
WCDMA Band 5; LTE Band 5/26 (824-849MHz)
RF Power Output and 21046
Effective Radiated ' <7 W (38.45dBm) PASS
= 22.913(a)(5)
ower

Occupied Bandwidth 2.1049 No specific requirements PASS
Band Edge 2.1051
Compliance 22.917(a) <-134gm PASS
Peak-to-Average 22.913(d)
Power Ratio KDB 971168 D01(5.7) | =139B PASY

- 2.1055
Frequency Stability 22.355(d)(1) < 2.5 ppm PASS
Spurious Emissions at | 2.1051
AntennaTerminals 22.917(a) $245,dBm PARS
Radiated Spurious 2.1053
Emission 22.917 (a) =-13 43R RASS
WCDMA Band 2; LTE Band 2/25
RF Power Output and 21046
Effective Isotropic 24 232(c) <2 W (33dBm) PASS
Radiated Power '
Occupied Bandwidth 2.1049 No specific requirements PASS
Band Edge 2.1051
Compliance 24.238(a) <-13¢Bm PASS
Peak-to-Average 24.232 (d)
Power Ratio KDB 971168 D01(5.7) | =13 9B 0SS

The frequency stability shall be

" 2.1055 sufficient to ensure that the

Frequency Stability 24.235 fundamental emission stays within the PASS
authorized frequency block.
Spurious Emissions at | 2.1051
AntennaTerminals 24.238(a) <-13¢gm EASS
Radiated Spurious 2.1053
Emission 24.238(a) Al PASS
Page 5 of 36 SHATBL-W-122/A0
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WCDMA Band 4; LTE Band 4/66

RF Power Output and

Effective Isotropic 2 gg? % <1 W (30 dBm) PASS
Radiated Power -
Occupied Bandwidth 2.1049 No specific requirements PASS
Band Edge 2.1051
Compliance 27.53(h) <-13 dm PASS
Peak-to-Average 27.50(d)(5)
Power Ratio KDB971168 D01(5.7) S PAES
21055 Shall be sufficient to ensure that the
Frequency Stability : fundamental emissions stay within the | PASS
27.54 y .
authorized bands of operation.
Spurious Emissions at | 2.1051
AntennaTerminals 27.53(h) <-¥5dBm PASP
Radiated Spurious 2.1053
Emission 27.53(h) <-13 dBi EASS
LTE Band 7
RF Power Output and 21046
Effective Isotropic 2'7 50(h)(2) <2 W (33 dBm) PASS
Radiated Power '
Occupied Bandwidth 2.1049 No specific requirements PASS
The attenuation factor shall be not
less than 40 + 10 log (P) dB on all
frequencies between the channel
edge and 5 megahertz from the
channel edge, 43 + 10 log (P) dB on
all frequencies between 5 megahertz
and X megahertz from the channel
edge, and 55 + 10 log (P) dB on all
frequencies more than X megahertz
from the channel edge, where X is the
greater of 6 megahertz or the actual
emission bandwidth as defined in
Band Edge 2.1051 paragraph (m)(6) of this section. In PASS
Compliance 27.53(m)(4) addition, the attenuation factor shall
not be less that 43 + 10 log (P) dB on
all frequencies between 2490.5 MHz
and 2496 MHz and 55 + 10 log (P) dB
at or below 2490.5 MHz. Mobile
Satellite Service licensees operating
on frequencies below 2495 MHz may
also submit a documented
interference complaint against BRS
licensees operating on channel BRS
Channel 1 on the same terms and
conditions as adjacent channel BRS
or EBS licensees.
Peak-to-Average 27.50(d)(5)
Power Ratio KDB971168 D01(5.7) 913dB PAeS
Page 6 of 36 SHATBL-W-122/A0
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Shall be sufficient to ensure that the

Frequency Stability 21055 fundamental emissions stay within the | PASS
27.54 X )
authorized bands of operation.
Spurious Emissions at | 2.1051
Antenna Terminals 27.53(m) o e ad PASS
Radiated Spurious 2.1053
Emission 27.53(m) <*25dBl SS
LTE Band 12
RF Power Output and 21046
Effective Radiated ' <3 W (34.77 dBm) PASS
= 27.50(c)(10)
ower
Occupied Bandwidth 2.1049 No specific requirements PASS
Band Edge 2.1051
Compliance 27.53(9g) <-13dBm PASH
Pegl-to-Averade KDB971168 D01(5.7) <13dB PASS
Power Ratio
21055 Shall be sufficient to ensure that the
Frequency Stability : fundamental emissions stay within the | PASS
27.54 . )
authorized bands of operation.
Spurious Emissions at | 2.1051
Antenna Terminals 27.53(g) <-13dBrg KA7s
Radiated Spurious 2.1053
Emission 27 53(q) = e PASS
LTE Band 13
RF Power Qutputand | , 4,0
Effective Radiated : <3 W (34.77 dBm) PASS
= 27.50(b)(10)
ower
Occupied Bandwidth 2.1049 No specific requirements PASS
The power of any emission shall be
Band Edge 2.1051 attenuated outside the band below PASS
Compliance 27.53(c)(2) the transmitter power (P) by at least
43 + 10 log (P) dB.
Peakip-Averags KDB971168 D01(5.7) <13dB PASS
Power Ratio
21055 Shall be sufficient to ensure that the
Frequency Stability : fundamental emissions stay within the | PASS
27.54 p )
authorized bands of operation.
i i i 2 1 051 Limit out of the band 1559-1610 MHz <-13dBm
iﬁtjel':]onuas-rEer:::lslﬁlaolgs at 2753(0) Limit in the band 1559-1610 MHz <-40 dBm PASS
27.53(f)
i 1 2 1 053 Limit out of the band 1559-1610 MHz <-13dBm
FE{randléaSTf)ﬂ Spunous 2753(0) Limit in the band 1559-1610 MHz <-40 dBm PASS
27.53(f)
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LTE Band 14
RF Power Output and 21046
Effective Radiated 9'0 542(a) <3 W (34.77 dBm) PASS
Power '
Occupied Bandwidth 2.1049 No specific requirements PASS
(1) On all frequencies between 769-
775 MHz and 799-805 MHz, by a
factor not less than 76 + 10 log (P) dB
in a 6.25 kHz band segment, for base
and fixed stations.
(2) On all frequencies between
Band Edge 2.1051 769-775 MHz and 799-805 MHz, by a PASS
Compliance 90.543(e)(2)(3) factor not less than 65 + 10 log (P) dB
in a 6.25 kHz band segment, for
mobile and portable stations.
(3) On any frequency between
775-788 MHz, above 805 MHz, and
below 758 MHz, by at least 43 + 10
log (P) dB.
Pegilo-Averagg KDB971168 D01(5.7) <13 dB PASS

Power Ratio

2.1055(a)(1)(b) - :
. Within authorized bands of
Frequency Stability 501 g?g(d)“) operation/frequency block. o

FCC: <£-13 dBm/100 kHz, from 9 kHz
to 10th harmonics but outside
authorized operating frequency
ranges. For operations in the 758—
775 MHz and 788-805 MHz bands,
all emissions including harmonics in
the band 1559- 1610 MHz shall be
limited to -70 dBW/ MHz equivalent
isotropically radiated power (EIRP) for
wideband signals, and -80 dBW EIRP
for discrete emissions of less than
700 Hz bandwidth.
FCC: <-13 dBm/100 kHz. For
operations in the 758—-775 MHz and
788-805 MHz bands, all emissions
21053 including harmonics in the band
Radiated Spurious 96 543(c) 1559-1610 MHz shall be limited to PASS
Emission ' -70 dBW/ MHz equivalent isotropically
90.543(f) . :

radiated power (EIRP) for wideband
signals, and -80 dBW EIRP for
discrete emissions of less than 700
Hz bandwidth.

2.1051
90.543(c)
90.543(f)

Spurious Emissions at

Antenna Terminals PASS
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LTE Band 26 (814-824MHz)

RF Power Output and

Effective Radiated | 2. 040 <100 W (50 dBm) PASS
= 90.635(b)
ower

Occupied Bandwidth 2.1049 No specific requirements PASS
For any frequency removed from the
EA licensee's frequency block by up
to and including 37.5 kHz, the power
of any emission shall be attenuated
below the transmitter power (P) in

- 2.1051 watts by at least 116 Log10(f/6.1)

EriysSsion bidys 90.691(a)(1) decibels or 50 + 10 Log10(P) decibels | S
or 80 decibels, whichever is the lesser
attenuation, where f is the frequency
removed from the center of the outer
channel in the block in kilohertz and
where f is greater than 12.5 kHz.

Peak-tosiyerage KDB 971168 D01(5.7) <13dB PASS

Power Ratio

2 1 055 Fixed and base o 5 Mtc:bile sta;ionstt |

Frequency Stability 90.213 S'E:tzns °Utpu2t,§°wer outpggower PASS

Spurious Emissions at | 2.1051

Antenna Terminals 90.691 <-13dBm PASS

Radiated Spurious 2.1053

Emission 90.691 &8 dBm PASS
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1. GENERAL DESCRIPTION

1.1. Applicant
Name . Shanghai AllyNav Technology Co.,Ltd.
Address : Room 201, Buliding 1,No 215, Gaoguang RD, Qingpu District,Shanghai, China

1.2. Manufacturer

Name :  Shanghai AllyNav Technology Co.,Ltd.
Address . Room 201, Buliding 1,No 215, Gaoguang RD, Qingpu District,Shanghai, China
1.3. Factory
Name . Shanghai AllyNav Technology Co.,Ltd.
Address . Room 201, Buliding 1,No 215, Gaoguang RD, Qingpu District,Shanghai, China
Page 10 of 36 SHATBL-W-122/A0
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During the measurement the environmental conditions were within the listed ranges:

Normal Temperature(TN): 20°C
Temperature High Temperature(TH): 50°C
Low Temperature(TL): -30°C
Normal Voltage(VN): 9-36V
Voltage High Voltage(VH): 39.6V
Low Voltage(VL): 8.1V
o Relative Humidity 52 %
Air Pressure 101 kPa
NTNV Normal temperature & Normal Voltage
LTLV Low temperature & Low Voltage
LTHV Low temperature & High Voltage
HTLV High temperature & Low Voltage
HTHV High temperature & High Voltage
1.5. General Information of EUT
General Information
Equipment Name GNSS RECEIVER
Brand Name N/A
Model Name R62GT
Series Model N/A
Model Difference N/A
Sample No. 202512010001002
Power Input DC 9-36V
Adapter N/A
Battery N/A
Hardware Version N/A
Software Version N/A
Operating Temperature Range -20C~+707C
Antenna Type PCB Antenna
bRae (|V|T|:z) (MRI-)I(Z) (Cil??:ir;
Operating Frequency Range(s) WCDMA Band Il 1850 ~ 1910 | 1930 ~ 1990 1.3
WCDMA Band IV 1710~ 1755 | 2110 ~ 2155 3.2

Page 11 of 36
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WCDMABandV | 824~849 | 869~ 894 2.6
LTE Band 2 1850 ~ 1910 | 1930~1990 | 1.3
LTE Band 4 1710~ 1755 | 2110~2155 | 3.2
LTE Band 5 824~849 | 869~ 894 2.6
LTE Band 7 2500 ~ 2570 | 2620 ~ 2690 | 4.0
LTE Band 12 699~ 716 | 729~ 746 26
LTE Band 13 777~787 | 746~ 756 26
LTE Band 14 788 ~798 | 758~ 768 26
LTEBand25 | 1850~ 1915 | 1930~ 1995 | 1.3
'-(g'; 453%‘313)6 824~849 | 869~ 894 26
'-(2'15 483%0'22;3 814~824 | 859~ 869 3.2
LTEBand 66 | 1710~1780 | 2110~2180 | 3.2

UMTS system V5 MHz

TE Bard 2 1.4 Wiz 3 Wiz €5 iz 910 iz
e 2 1.4 Mz 3 Mz €6 iz 510 iz
LTE Band 5 1.4 MHz 13 MHz &5 MHz 10 MHz
LTE Band 7 15 MHz 110 MHz 15 MHz 120 MHz
LTEBand 12 | 1.4 MHz 3 MHz &5 MHz 10 MHz

Supported Channel Bandwidth LTE Band 13 &5 Mbz.210 MHz

LTEBand 14 | &5 MHz 10 MHz

TEBand2s | 514 VHz B33 iz G5 Wiz 10 iz
'-(25453%‘313)6 1.4 MHz &3 MHz 5 MHz 10 MHz
LTEBand 26 | 1.4 MHz ¥3 MHz 5 MHz 10 MHz
(814 ~ 824) 115 MHz

TE Bang g6 | 1.4 MHz 13 MHz 15 MHz 110 MHz

M15 MHz 20 MHz

Note: WCDMA supports HSUPA, HSDPA, but only the worst case
was tested and the data displayed in this report.

Test Modulation QPSK, 16QAM
HSDPA UE Category 24
HSUPA UE Category 6
LTE Category 4
Power Class 3
Maximum E.l.R.P./ E.R.P. WCDMA Band Il 26.04 dBm

Page 12 of 36
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WCDMA Band IV 24.05 dBm
WCDMA Band V 22.76 dBm
LTE Band 2 26.69 dBm
LTE Band 4 25.38 dBm
LTE Band 5 24.96 dBm
LTE Band 7 26.02 dBm
LTE Band 12 24.86 dBm
LTE Band 13 24.62 dBm
LTE Band 14 25.57 dBm
LTE Band 25 25.30 dBm
"(2'; 4Bf%‘1§;3 23.03 dBm
'-(2'15 453%"22)6 23.51 dBm
LTE Band 66 25.26 dBm
The above information of EUT was declared by manufacturer.
Remark: Please refer to the specifications or user’s manual for more
detailed description.

Page 13 of 36 SHATBL-W-122/A0



AT 3l
® Report No.:SHATBL2601032W10

1.6. Emission Designator

Low High Type Max Max Emission
(Antenna or .
Band Channel Freq. Freq. ERP or power Power Designator
(MHz) (MHz) EIRP) (dBm) (mW) (99% OBW)
WCDMA
9400 1852.4 1907.6 EIRP 26.04 401.79 4M42F9W
Band Il
WCDMA
1513 1712.4 1752.6 EIRP 24.05 254.10 4M30F9W
Band IV
WCDMA
4233 826.4 846.6 ERP 22.76 188.80 4M39F9W
Band V
. Type -~
Bandwidth Low High (Antenna or Max Max Em'lssmn
Band (MHz) Freq. Freq. ERP or power Power Designator
(MHz) (MHz) EIRP) (dBm) (mW) (99% OBW)
20 1860 1900 EIRP 26.17 414.00 18M1G7D
LTE Band 2 20 1860 1900 EIRP 24.71 295.80 17MOWT7D
5 1852.5 1907.5 EIRP 26.69 466.66 4M49G7D
20 1720 1745 EIRP 24.95 312.61 17M9G7D
LTE Band 4 20 1720 1745 EIRP 23.76 237.68 18MOWT7D
14 1710.7 1754.3 EIRP 25.38 345.14 1M09G7D
10 829 844 ERP 24.96 313.33 8M97G7D
LTE Band 5
10 829 844 ERP 24.51 282.49 8M97W7D
20 2510 2560 EIRP 25.99 397.19 18M0G7D
LTE Band 7 20 2510 2560 EIRP 24.85 305.49 18MOWT7D
15 2507.5 2562.5 EIRP 26.02 399.94 13M4G7D
10 704 711 ERP 24.08 255.86 8M94G7D
LTE Band 12 10 704 711 ERP 23.96 248.89 8M92W7D
14 699.7 715.3 ERP 24.86 306.20 1M10G7D
10 782 782 ERP 24.40 275.42 8M94G7D
LTE Band 13 10 782 782 ERP 23.84 242.10 8M94W7D
5 779.5 784.5 ERP 24.62 289.73 4M52G7D
10 793 793 ERP 25.00 316.23 8M97G7D
LTE Band 14 10 793 793 ERP 24.70 295.12 8M97W7D
5 790.5 795.5 ERP 25.57 360.58 4M52G7D
20 1860 1905 EIRP 25.22 332.66 17M9G7D
LTE Band 25 20 1860 1905 EIRP 24.12 258.23 17MOWT7D
3 1851.5 1913.5 EIRP 25.30 338.84 2M74G7D
10 829 844 ERP 23.00 199.53 8M97G7D
L(EE 483215)6 10 829 844 ERP 22.61 182.39 | 8MI7W7D
5 826.5 846.5 ERP 23.03 200.91 4M50G7D
LTE Band 26 15 831.5 841.5 ERP 23.51 224.39 13M4G7D
(814 ~ 824) 15 8315 | 8415 ERP 22.75 188.36 13M4W7D
20 1720 1770 EIRP 25.26 335.74 17M9G7D
LTE Band 66
20 1720 1770 EIRP 23.99 250.61 17MOWT7D
Page 14 of 36 SHATBL-W-122/A0
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Note:

1.The maximum ERP/EIRP is calculated from max output power and max antenna gain, only the

maximum ERP/EIRP is shown in the report.
2.The necessary bandwidth of which is the worst value from the measured occupied bandwidths for

each type of channel bandwidth configuration.

1.7. Modification of EUT

No modifications are made to the EUT during all test items.

1.8. Laboratory Information

Company Name : | Shanghai ATBL Technology Co., Ltd.
Building 8,No.160 Basheng Road, Waigaogiao Free Trade Zone, Pudong
Address ;
New Area, Shanghai
Telephone : | +86(0)21-51298625
FCC-Registration Number : | 485917
Designation Number : | CN1306
A2LA Number : | 6184.01
CNAS Number : | CNAS L14531
ISED Designation Number | 27371
CAB identifier : | CNO116

1.9. Applicable Standards

According to the specifications of the manufacturer, the EUT must comply with the requirements
of the following standards:

Test standards:

FCC CFR 47 Part 2

FCC CFR 47 Part 22H

FCC CFR 47 Part 24E

FCC CFR 47 Part 27C

FCC CFR 47 Part 90S

Reference standard:

ANSI C63.26-2015

KDB 971168 D01 Power Meas License Digital Systems v03r01
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2. TEST CONFIGURATION OF EQUIPMENT UNDER TEST
2.1. Test Mode

Test modes are chosen to be reported as the worst case configuration below for WCDMA Band:

RF Ch I
Band Tx/Rx Frequency anne - -
Low(L) Middle(M) High(H)
TX Channel 9262 Channel 9400 Channel 9538
WCDMA Band Il
' (1850 MHz-1910 MHz) | 1852.4 MHz 1880.0 MHz 1907.6 MHz
RF Ch I
Band Tx/Rx Frequency anne - -
Low(L) Middle(M) High(H)
TX Channel 1312 Channel 1412 Channel 1513
WCDMA Band IV
a (1710 MHz-1755 MHz) 1712.4 MHz 1732.4 MHz 1752.6 MHz
RF Channel
Band Tx/Rx F
an sl Low(L) Middle(M) High(H)
TX Channel 4132 Channel 4182 Channel 4233
WCDMA band V
. (824 MHz ~ 849 MHz) 826.4 MHz 836.4 MHz 846.6 MHz

Pre-scan all bandwidth and RB, find worse case mode are chosen to the report, the worse mode
applicability and tested channel detail as below:
Band Radiated Conducted

WCDMA Band Il/IV/V RMC 12.2kbps Link RMC 12.2kbps Link

The device supports MPR to solve linearity issues (ACLR or SEM) due to the higher peak-to average
ratios (PAR) of the HSUPA signal. This prevents saturating the full range of the TX DAC inside of
device and provides a reduced power output to the RF transceiver chip according to the Cubic Metric
(a function of the combinations of DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH).

When E-DPDCH channels are present the beta gains on those channels are reduced firsts to try to get
the power under the allowed limit. If the beta gains are lowered as far as possible, then a hard limiting
is applied at the maximum allowed level.

The SW currently recalculates the cubic metric every time the beta gains on the E-DPDCH are
reduced. The cubic metric will likely get lower each time this is done .However, there is no reported
reduction of maximum output power in the HSUPA mode since the device also provides a compensate
for the power back-off by increasing the gain of TX_AGC in the transceiver (PA) device.

The end effect is that the DUT output power is identical to the case where there is no MPR in the
device.

Page 16 of 36 SHATBL-W-122/A0
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Test modes are chosen to be reported as the worst case configuration below for LTE Band:

Bandwidth (MHz) Modulation RB # e

Channel
15 QPSK | 16QAM Half | Full
\/

\/
-

Test Items Modes

LTE 2
LTE 4

LTE 5
RF Power LTE 7

Output and
: LTE 12
Effective LTE 13

Isotropic
. LTE 14
Radiated Power LTE 25

LTE 26
LTE 66
LTE 2
LTE 4
LTES
LTE 7
Occupied LTE 12
Bandwidth LTE 13
LTE 14
LTE 25
LTE 26
LTE 66
LTE 2
LTE 4
LTES
LTE 7
Band Edge LTE 12
Compliance LTE 13
LTE 14
LTE 25
LTE 26
LTE 66
LTE 2
LTE 4
LTES
LTE 7
Peak-to-Averae | LTE 12

Power Ratio LTE 13
LTE 14
LTE 25
LTE 26
LTE 66
LTE 2
LTE 4
LTES
LTE 7
Frequency LTE 12

Stability LTE 13
LTE 14
LTE 25
LTE 26
LTE 66
LTE 2

Spurious LTE 4
Emissions at LTE 5

Antenna LTE 7

Terminals LTE 12
LTE 13

< |2 ]

—-—
[ R PR P B g
1 P N N Y P [ )

P[]l 2|22 |2 (<2 =
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LTE14 | - | - | N[ N ][ -1 - N - - - (N ANVA
LTE25 | N [N [N [ N [ V[ A v - - - [N AV]A
LTE26 | N [N [N [ N [ V| - v - - - [N AV]N
LTE66 | v [V [ N[ N [ N | W \ - - - [ VAN A
LTE2 [ ¥ B < e \ - - - [ NN
LTE4 | ¥ [ -~ -=[-1+ v - - - [ V=N
LTE5 | v | - j N |- J j - - - j - j
: LTE7 - - - - - - - -
b (SRR B R R
Emission LTE14 ] = |- | N[ V[ -1]- N - R EIEE
LTE25 | N [ - [ N[ N [ =] v - - | - (V-]
LTE26 | ¥ [ - [~V | - [V |- v - - | - (V-]
LTE66 | ¥ [N[~N[ =] =-=1]+ v - - | BN K
1. The mark “Y” means that this configuration is chosen for testing.
2. The mark “-” means that this configuration is not testing.

Note 3. The device is investigated from 30MHz to 10 times of fundamental signal for radiated
spurious emission test under different RB size/offset and modulations in exploratory test.
Subsequently, only the worst case emissions are reported.

4. The UE category is 1, so bandwidth greater than 5M does not support 16QAM.
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2.2. Test Frequencies

RF Channel
LCEULLLLE LESHA Low (L) Middle (M) High (H)
X Channel 9262 Channel 9400 Channel 9538
WCDMA Band Il 1852.4 MHz 1880.0 MHz 1907.6 MHz
RX Channel 9662 Channel 9800 Channel 9938
1932.4 MHz 1960.0MHz 1987.6 MHz
Tast Mod T3/ RX RF Channel
est Mode
Low (L) Middle (M) High (H)
% Channel 1312 Channel 1413 Channel 1513
1712.4 MHz 1732.6 MHz 1752.6 MHz
WCDMA Band IV
RX Channel 1537 Channel 1638 Channel 1738
2112.4 MHz 2132.6 MHz 2152.6 MHz
RF Channel
Test Mode TX / RX - -
Low (L) Middle (M) High (H)
.y Channel 4132 Channel 4182 Channel 4233
826.4 MHz 836.4 MHz 846.6 MHz
WCDMA Band V
» Channel 4357 Channel 4407 Channel 4458
871.4 MHz 881.4 MHz 891.6 MHz
. RF Channel
Test Mode Bandwidth TX/IRX Low(L) Middle(M) High(H)
T Channel 18607 Channel18900 Channel 19193
1.4AMHz 1850.7 MHz 1880 MHz 1909.3 MHz
: RX Channel 607 Channel 900 Channel 1193
1930.7 MHz 1960 MHz 1989.3 MHz
TX Channel 18615 Channel 18900 Channel 19185
3MHz 1851.5 MHz 1880 MHz 1908.5 MHz
RX Channel615 Channel 900 Channel 1185
1931.5 MHz 1960 MHz 1988.5 MHz
T Channel 18625 Channel 18900 Channel 19175
5MHz 1852.5 MHz 1880 MHz 1907.5 MHz
RX Channel 625 Channel 900 Channel1175
LTE Band 2 1932.5 MHz 1960 MHz 1987.5 MHz
TX Channel 18650 Channel 18900 Channel 19150
10MHz 1855 MHz 1880 MHz 1905 MHz
RX Channel 650 Channel 900 Channel 1150
1935 MHz 1960 MHz 1985 MHz
T Channel 18675 Channel 18900 Channel 19125
15MHz 1857.5 MHz 1880 MHz 1902.5 MHz
RX Channel 675 Channel 900 Channel 1125
1937.5 MHz 1960 MHz 1982.5 MHz
TX Channel 18700 Channel 18900 Channel 19100
20MHz 1860 MHz 1880 MHz 1900 MHz
RX Channel 700 Channel 900 Channel 1100
1940 MHz 1960 MHz 1980 MHz
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. RF Channel
Test Mode Bandwidth TX/IRX Low(L) Middle(M) High(H)
T Channel 19957 | Channel 20175 | Channel 20393
1 AMHz 1710.7 MHz 1732.5 MHz 1754.3 MHz
RX Channel 1975 Channel 2175 Channel 2375
2112.5 MHz 2132.5MHz 2152.5 MHz
TX Channel 19965 | Channel 20175 | Channel 20385
3MHz 1711.5 MHz 1732.5 MHz 1753.5 MHz
RX Channel 2000 Channel 2175 Channel 2350
2115 MHz 2132.5MHz 2150 MHz
T Channel 19975 | Channel 20175 | Channel 20375
5MHz 1712.5 MHz 1732.5 MHz 1752.5 MHz
RX Channel 1975 Channel 2175 Channel 2375
2112.5 MHz 2132.5MHz 2152.5 MHz
{'E Band’ = Channel 20000 | Channel 20175 | Channel 20350
10MHz 1715 MHz 1732.5 MHz 1750 MHz
RX Channel 2000 Channel 2175 Channel 2350
2115 MHz 2132.5MHz 2150 MHz
T Channel 20025 | Channel 20175 | Channel 20325
1717.5 MHz 1732.5 MHz 1747.5 MHz
f2MHz RX Channel 2025 Channel 2175 Channel 2325
2117.5 MHz 2132.5MHz 2147.5 MHz
T Channel 20050 | Channel 20175 | Channel 20300
20MHz 1720 MHz 1732.5 MHz 1745 MHz
RX Channel 2050 Channel 2175 Channel 2300
2120 MHz 2132.5MHz 2145 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low (L) Middle(M) High(H)
TX Channel 20407 | Channel 20525 | Channel 20643
1 AMHz 824.7 MHz 836.5 MHz 848.3 MHz
RX Channel 2407 Channel 2525 Channel 2643
869.7 MHz 881.5 MHz 893.3 MHz
X Channel 20415 | Channel 20525 | Channel 20635
3MHz 825.5 MHz 836.5 MHz 847.5 MHz
RX Channel 2415 Channel 2525 Channel 2635
870.5 MHz 881.5 MHz 892.5 MHz
IEji~Band 5 ~ Channel 20425 | Channel 20525 | Channel 20625
5MHz 826.5 MHz 836.5 MHz 846.5 MHz
RX Channel 2425 Channel 2525 Channel 2625
871.5 MHz 881.5 MHz 891.5 MHz
X Channel 20450 | Channel 20525 | Channel 20600
10MHz 829 MHz 836.5 MHz 844 MHz
RX Channel 2450 Channel 2525 Channel 2600
874 MHz 881.5 MHz 889 MHz
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. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
Channel 20775 | Channel 21100 | Channel 21425
5MHz TX 2502.5 MHz 2535 MHz 2567.5 MHz
RX Channel 2775 Channel 3100 Channel 5825
2622.5 MHz 2655 MHz 2687.5 MHz
Channel 20800 | Channel 21100 | Channel 21400
10MHz TX 2505 MHz 2535 MHz 2565 MHz
RX Channel 2800 Channel 3100 Channel 3400
LTE Band 7 2625 MHz 2655 MHz 2685 MHz
Channel 20825 | Channel 21100 | Channel 21375
15MHz TX 2507.5 MHz 2535 MHz 2562.5 MHz
RX Channel 2825 Channel 3100 Channel 3375
2627.5 MHz 2655 MHz 2682.5 MHz
Channel 20850 | Channel 21100 | Channel 21350
20MHz TX 2510 MHz 2535 MHz 2560 MHz
RX Channel 2850 Channel 3100 Channel 3350
2630 MHz 2655 MHz 2680 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
Channel 23017 | Channel 23095 | Channel 23173
1 AMHz TX 699.7 MHz 707.5 MHz 715.3 MHz
RX Channel5017 Channel 5095 Channel 5173
729.7 MHz 737.5 MHz 745.3 MHz
Channel 23025 | Channel 23095 | Channel 23165
3MHz TX 700.5 MHz 707.5 MHz 714.5 MHz
RX Channel 5025 Channel 5095 Channel 5165
LTE Band 12 730.5 MHz 737.5 MHz 744.5 MHz
Channel 23035 | Channel 23095 | Channel 23155
5MHz TX 701.5 MHz 707.5 MHz 713.5 MHz
RX Channel 5035 Channel 5095 Channel 5155
731.5 MHz 737.5 MHz 743.5 MHz
Channel 23060 | Channel 23095 | Channel 23130
10MHz TX 704 MHz 707.5 MHz 711 MHz
RX Channel5060 Channel 5095 Channel 5130
734 MHz 737.5 MHz 741 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
T Channel 23025 | Channel 23230 | Channel 23255
5MHz 779.5 MHz 782 MHz 784.5 MHz
RX Channel 5205 Channel 5230 Channel 5255
LTE Band 13 748.5 MHz 751 MHz 753.5 MHz
T Channel 23230 | Channel 23230 | Channel 23230
10MHz 782 MHz 782 MHz 782 MHz
RX Channel 5230 Channel 5230 Channel 5230
751 MHz 751 MHz 751 MHz
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. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
T Channel 23305 | Channel 23330 | Channel 23355
5MHzZ 790.5 MHz 793 MHz 795.5 MHz
RX Channel 5305 Channel 5330 Channel 5355
LTE Band 14 760.5 MHz 763 MHz 765.5 MHz
TX Channel 23330 | Channel 23330 | Channel 23330
10MHz 793MHz 793 MHz 793 MHz
RX Channel 5330 Channel 5330 Channel 5330
763MHz 763 MHz 763 MHz
. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
T Channel 26047 | Channel 26365 | Channel 26683
1 AMHz 1850.7 MHz 1882.5 MHz 1914.3 MHz
RX Channel 8047 Channel 8365 Channel 8683
1930.7 MHz 1962.5 MHz 1994.3 MHz
TX Channel 26055 | Channel 26365 | Channel 26675
3MHz 1851.5 MHz 1882.5 MHz 1913.5 MHz
RX Channel 8055 Channel 8365 Channel 8675
1931.5 MHz 1962.5 MHz 1993.5 MHz
X Channel 26065 | Channel 26365 | Channel 26665
5MHz 1852.5 MHz 1882.5 MHz 1912.5 MHz
RX Channel 8065 Channel 8365 Channel 8665
1932.5 MHz 1962.5 MHz 1992.5 MHz
LTE Ban§'25 = Channel 26090 | Channel 26365 | Channel 26640
10MHz 1855 MHz 1882.5 MHz 1910 MHz
RX Channel 8090 Channel 8365 Channel 8640
1935 MHz 1962.5 MHz 1990 MHz
X Channel 26115 | Channel 26365 | Channel 26615
1857.5 MHz 1882.5 MHz 1907.5 MHz
15MHz RX Channel 8115 Channel 8365 Channel 8615
1937.5 MHz 1962.5 MHz 1987.5 MHz
X Channel 26140 | Channel 26365 | Channel 26590
20MHz 1860 MHz 1882.5 MHz 1905 MHz
RX Channel 8140 Channel 8365 Channel 8590
1940 MHz 1962.5 MHz 1985 MHz
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. RF Channel
Test Mode Bandwidth TX/IRX Low (L) Middle(M) High(H)
X Channel 26697 | Channel 26740 | Channel 26783
1.AMHz 814.7 MHz 819 MHz 823.3 MHz
RX Channel 8697 Channel 8740 Channel8783
859.7 MHz 864MHz 868.3 MHz
TX Channel 26705 | Channel 26740 | Channel 26775
3MHz 815.5 MHz 819 MHz 822.5 MHz
RX Channel 8705 Channel 8740 Channel 8775
LTE Band 26 860.5 MHz 864MHz 867.5 MHz
(814-824) X Channel 26715 | Channel 26740 | Channel 26765
5MHz 816.5 MHz 819 MHz 821.5 MHz
RX Channel 8715 Channel 8740 Channel8755
861.5 MHz 864MHz 866.5 MHz
TX Channel 26740 | Channel 26740 | Channel 26740
10MHz 819 MHz 819 MHz 819 MHz
RX Channel 8740 Channel 8740 Channel8740
864MHz 864MHz 864MHz
. RF Channel
Test Mode Bandwidth TX/RX Low(L) Middle(M) High(H)
TX Channel 26797 | Channel 26915 | Channel 27033
1. AMHz 824.7 MHz 836.5 MHz 848.3 MHz
RX Channel 8697 Channel 8915 Channel 9033
859.7 MHz 881.5 MHz 893.3 MHz
T Channel 26805 | Channel 26915 | Channel 27025
3MHz 825.5 MHz 836.5 MHz 847.5 MHz
RX Channel 8805 Channel 8915 Channel 9025
860.5 MHz 881.5 MHz 892.5 MHz
TX Channel 26815 | Channel 26915 | Channel 27015
LTE Band26 5MHz 826.5 MHz 836.5 MHz 846.5 MHz
(824-849) RX Channel 8815 Channel 8915 Channel 9015
871.5 MHz 881.5 MHz 891.5 MHz
X Channel 26840 | Channel 26915 | Channel 26990
10MHz 829 MHz 836.5 MHz 844 MHz
RX Channel 8840 Channel 8915 Channel 8990
874 MHz 881.5 MHz 889 MHz
TX Channel 26865 | Channel 26915 | Channel 26965
15MHz 831.5 MHz 836.5 MHz 841.5 MHz
RX Channel 8865 Channel 8915 Channel 8965
876.5 MHz 881.5 MHz 886.5 MHz
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. RF Channel
Test Mode Bandwidth TX/IRX Low(L) Middle(M) High(H)
TX Channel 131979 Channel132322 Channel132665
1 AMHz 1710.7 MHz 1745 MHz 1779.3 MHz
RX Channel 66443 Channel 66786 Channel 67329
2110.7 MHz 2145MHz 2199.3 MHz
TX Channel131987 Channel 132322 Channel 132657
3MHz 1711.5 MHz 1745 MHz 1778.5MHz
RX Channel 66451 Channel 66786 Channel 67321
2111.5 MHz 2145MHz 2198.5MHz
X Channel 131997 Channel 132322 Channel 132647
5MHz 1712.5 MHz 1745 MHz 1777.5 MHz
RX Channel 66461 Channel 66786 Channel 67311
2112.5 MHz 2145MHz 2197.5 MHz
Lig"Band6g N Channel 132022 | Channel 132322 | Channel 132622
10MHz 1715 MHz 1745 MHz 1775 MHz
RX Channel 66486 Channel 66786 Channel 67286
2115 MHz 2145MHz 2195 MHz
TX Channel 132047 Channel 132322 Channel 132597
15MHz 1717.5 MHz 1745 MHz 1772.5 MHz
RX Channel 66511 Channel 66786 Channel 67261
2117.5 MHz 2145MHz 2192.5 MHz
TX Channel 132072 Channel 132322 Channel 132572
20MHz 1720 MHz 1745 MHz 1770 MHz
RX Channel 66536 Channel 66786 Channel 67236
2120 MHz 2145MHz 2190 MHz
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2.3. Equipment List
2.3.1. For Conducted Test

. . : . Cal.
Klpd of Manufact Type No. Serial No. equipment Callbrgted Callbratgd Interva
Equipment urer number until due until |
EnvironeSut! BST BRLMZ4 T1131 SHATBL-WO041 | 2026.03.31 | 2027.03.30 | 1 year
Test Chamber 10
i 2025.07.18 | 2026.07.17 | 1 year
Vector signal Agilent | N5182A | MY50143555 | SHATBL-W037 Y
generator 2026.08.08 | 2027.08.07 | 1 year
; 2025.07.18 | 2026.07.17 | 1 year
Analog signal Keysight | N5173B | MY60403026 | SHATBL-WO038 L
generator 2026.08.08 | 2027.08.07 | 1 year
Wideband radio 2025.07.28 | 2026.07.27 | 1 year
communication R&S CMW500 101331 SHATBL-W044
tester 2026.08.08 | 2027.08.07 | 1 year
2025.07.28 | 2026.07.27 | 1 year
Spectrum analyzer R&S FSV40-N 101761 SHATBL-WO036
2026.08.08 | 2027.08.07 | 1 year
. N/A N/A N/A
Switch Box Maiwei | MW200-R | MW220720ATB | oa1p| w039
FCB L 2026.08.08 | 2027.08.07 | 1 year
2025.08.01 | 2026.07.31 | 1 year
Thermometer DelLi N/A N/A SHATBL-W012
2026.08.08 | 2027.08.07 1 year
Test Software MaiWei MW-Test N/A N/A N/A N/A N/A
iecti k. 2025.07.18 | 2026.07.17 | 1 year
bandf!'l?ectlon MaiWei MV%%O S MW220L71 9ATB SHATBL-W040 Y
Iiter 2026.08.08 | 2027.08.07 | 1 year
2.3.2. For Radiated Spurious Emission
Kind of Manufact : equipment Calibrated | Calibrated el
; Type No. Serial No. : : Interva
Equipment urer number until due until |
Signal analyzer Agilent N9020A MY50200811 | SHATBL-E017 | 2026.03.31 | 2027.03.30 | 1year
o JPA0118-5 | 1910001800055
Amplifier JPT 5303 000 SHATBL-E006 | 2026.03.31 | 2027.03.30 | 1 year
Amplifier JpT | JPACIOMT | 2101010003500 | 5iaTei E005 | 2026.03.31 | 2027.03.30 | 1year
Antenna/Turn Brilliant N/A N/A SHATBL-E007 N/A N/A N/A
table Controller
Loop
Antenna(9kHz-30 Daze ZN30900C 20077 SHATBL-E042 | 2026.05.20 | 2027.05.19 | 1 year
MHz)
. SCHWAR VULB
Bilog Antenna ZBECK 9168 01174 SHATBL-E008 | 2026.05.20 | 2027.05.19 | 1 year
Broad-band Horn SCHWAR BBHA
Aftenna ZBECK 9120D 02334 SHATBL-E009 | 2026.05.20 | 2027.05.19 | 1 year
N 2025.07.27 | 2026.07.26 | 1 year
Horn Antenna COM-PO | AH_1840 10100008 SHATBL-E043 _
WER 2026.08.08 | 2027.08.07 | 1 year
2025.08.01 | 2026.07.31 | 1 year
Thermometer DelLi N/A N/A SHATBL-E015
2026.08.08 | 2027.08.07 1 year
Test Software FALA EMCRI(Y N/A N/A N/A N/A N/A
er4A2)
Wideband radio 2025.07.28 | 2026.07.27 | 1 year
communication R&S CMW500 101331 SHATBL-W044
tester 2026.08.08 | 2027.08.07 | 1 year
2025.07.28 | 2026.07.27 | 1 year
Spectrum analyzer R&S FSV40-N 101761 SHATBL-WO036
2026.08.08 | 2027.08.07 | 1 year
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2.4. Measurement Uncertainty

The reported uncertainty of measurement ytU, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of

approximately 95 %.

No. Item Uncertainty

1 Conducted Output Power 1.27dB
2 Power spectral density 1.28dB

Conducted spurious emissions 1.73dB
4 Conducted Frequency Stability 10.14Hz
5 RF Cable Loss 1.22dB
6 Radiated Spurious Emission 9KHz-30MHz 2.35dB
7 Radiated Spurious Emission 30MHz-1GHz 2.59dB
8 Radiated Spurious Emission 1GHz-18GHz 2.62dB
9 Radiated Spurious Emission 18GHz - 40GHz 2.80dB
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3. TEST RESULT
3.1. RF Power Output and Effective Isotropic Radiated Power

3.1.1. Test Setup

= o |

System Simulator EUT

3.1.2. Methods of Measurement
A system simulator was used to establish communication with the EUT. Its parameters were
set to force the EUT transmitting at maximum output power. The measured power in the radio

frequency on the transmitter output terminals shall be reported.

ERP can then be calculated as follows:
EIRP (dBm) = Output Power (dBm) + Antenna Gain (dBi)
EIRP (dBm) = ERP (dBm) + 2.15 (dB.)

3.1.3. Test Procedures

The testing follows ANSI C63.26 Section 5.2.

The transmitter output port was connected to the system simulator.
Set EUT at maximum power through the system simulator.

Select lowest, middle, and highest channels for each band and different modulation.

S o

Measure and record the power level from the system simulator.
3.1.4. Test Result

Temperature 24.5C Humidity 48.2%

Atmospheric Pressure 101 kPa Test Data 2026.03.25

Please refer to the Appendix.
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3.2. Occupied Bandwidth

3.2.1. Test Setup

Power Divider
E

EUT

s

Spectrum Analyzer

3.2.2. Description of Occupied Bandwidth Measurement

The occupied bandwidth is the width of a frequency band such that, below the lower and
above the upper frequency limits, the mean powers emitted are each equal to a specified
percentage 0.5% of the total mean transmitted power.

The 26 dB emission bandwidth is defined as the frequency range between two points, one
above and one below the carrier frequency, at which the spectral density of the emission is
attenuated 26 dB below the maximum in-band spectral density of the modulated signal. Spectral
density (power per unit bandwidth) is to be measured with a detector of resolution bandwidth equal
to approximately 1.0% of the emission bandwidth.

3.2.3. Test Procedures

1. The testing follows ANSI C63.26 Section 5.4.

2. The EUT was connected to spectrum analyzer and system simulator via a power divider.

3. The spectrum analyzer center frequency is set to the nominal EUT channel center
frequency. The span range for the spectrum analyzer shall be between two and five times the
anticipated OBW.

4. The nominal resolution bandwidth (RBW) shall be in the range of 1 to 5 % of the
anticipated OBW, and the VBW shall be at least 3 times the RBW.

5. Set the detection mode to peak, and the trace mode to max hold.

6. Determine the reference value: Set the EUT to transmit a modulated signal. Allow the trace
to stabilize. Set the spectrum analyzer marker to the highest level of the displayed trace.(this is the
reference value)

7. Determine the “-26 dB down amplitude” as equal to (Reference Value — X).

8. Place two markers, one at the lowest and the other at the highest frequency of the
envelope of the spectral display such that each marker is at or slightly below the “~X dB down
amplitude” determined in step 6. If a marker is below this “-X dB down amplitude” value it shall be
placed as close as possible to this value. The OBW is the positive frequency difference between

the two markers.
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9. Use the 99 % power bandwidth function of the spectrum analyzer and report the measured
bandwidth.

3.2.4. Test Result

Temperature 24 5C~25.3C Humidity 48.2%~50.3%
Atmospheric Pressure 101 kPa~103 kPa | Test Data 2026.03.25~2026.08.21

Please refer to the Appendix.
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3.3. Band Edge Compliance
3.3.1. Test Setup

- Power Divider |
System Simulater -—_{}

=i -
.

-
Spectrum Analyzer

3.3.2. Method of Measurement
The testing follows KDB 971168 D01 v03r01 Section 6.0

The transmitter output was connected to a calibrated coaxial cable, attenuator and Spectrum
analyser, the other end of which was connected to a Base Station Simulator. The Base Station
Simulator was set to force the EUT to its maximum power setting. The tests were performed at two
frequencies (low channel and high channel).in the 1MHz bands immediately outside and adjacent
to the frequency block a resolution bandwidth of 100kHz or 1% of the emission bandwidth of the
fundamental emission of the transmitter may be employed. The EUT emission bandwidth is
measured as the width of the signal between two points, outside of which all emission are
attenuated at least 26dB below the transmitter power. The video bandwidth of the spectrum

analyzer was set at thrice the resolution bandwidth. Detector Mode was set to rms.

3.3.3. Test Procedures
1. Start and stop frequency were set such that the band edge would be placed in the center
of the plot
2. Span was set large enough so as to capture all out of band emissions near the band edge
RBWz=1% of the emission bandwidth
VBW=2=3xRBW
Detector=RMS
Number of sweep points=2xSpan/RBW
Trace mode= trace average for continuous emissions, max hold for pulse emissions

Sweep time =auto couple

© 0 N oMy B W

The trace was allowed to stabilize

3.3.4. Test Result

Temperature 24.3°C~254C Humidity 48.3%~50.5%
Atmospheric Pressure 101 kPa~103 kPa | Test Data 2026.03.26~2026.08.18

Please refer to the Appendix.
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3.4. Peak-to-Average Power Ratio (PAPR)

3.4.1. Test Setup

" Power Divider
System Simulator - o) |

EUT

el

Spectrum Analyzer

3.4.2. Description of the PAR Measurement

Power Complementary Cumulative Distribution Function (CCDF) curves provide a means for
characterizing the power peaks of a digitally modulated signal on a statistical basis. A CCDF curve
depicts the probability of the peak signal amplitude exceeding the average power level. Most
contemporary measurement instrumentation include the capability to produce CCDF curves for an
input signal provided that the instrument’s resolution bandwidth can be set wide enough to
accommodate the entire input signal bandwidth. In measuring transmissions in this band using an
average power technique, the peak-to-average ratio (PAR) of the transmission may not exceed 13
dB.
3.4.3. Test Procedures

10. The testing follows ANSI C63.26 Section 5.2.3.4 (CCDF).

11. The EUT was connected to spectrum and system simulator via a power divider.

12. Set the CCDF (Complementary Cumulative Distribution Function) option in spectrum
analyzer.

13. The highest RF powers were measured and recorded the maximum PAPR level
associated with a probability of 0.1 %.

14. Record the deviation as Peak to Average Ratio.
3.4.4. Test Result

Temperature 24 5C~2547C Humidity 48.5%~50.5%
Atmospheric Pressure 101 kPa~103 kPa | Test Data 2026.03.25~2026.08.18

Please refer to the Appendix.
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3.5. Frequency Stability
3.5.1. Test Setup

System Simulator

Thermal Chamber

3.5.2. Description of Frequency Stability Measurement

The frequency stability shall be measured by variation of ambient temperature and variation
of primary supply voltage to ensure that the fundamental emission stays within the authorized
frequency block. The frequency stability of the transmitter shall be maintained within £+0.00025%
(x2.5ppm) of the center frequency.

3.5.3. Test Procedures for Temperature Variation

1. The testing follows ANSI C63.26 section 5.6.4.

2. The EUT was set up in the thermal chamber and connected with the system simulator.

3. With power OFF, the temperature was decreased to -30°C and the EUT was stabilized
before testing. Power was applied and the maximum change in frequency was recorded within one
minute.

4. With power OFF, the temperature was raised in 10°C step up to 50°C. The EUT was
stabilized at each step for at least half an hour. Power was applied and the maximum frequency
change was recorded within one minute.

3.5.4. Test Procedures for Voltage Variation

1. The testing follows ANSI C63.26 section 5.6.5

2. The EUT was placed in a temperature chamber at 20£5°C and connected with the system
simulator.

3. The power supply voltage to the EUT was varied from 85% to 115% of the nominal value
for other than hand carried battery equipment.

4. For hand carried, battery powered equipment, reduce the primary ac or dc supply voltage
to the battery operating end point, which shall be specified by the manufacturer.

5. The variation in frequency was measured for the worst case.

3.5.5. Test Result

Temperature 24.5C Humidity 48.2%
Atmospheric Pressure 101 kPa Test Data 2026.03.25

Please refer to the Appendix.
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3.6. Spurious Emissions at Antenna Terminals

3.6.1. Test Setup

' : Power Divider
System Simulator - s \

EUT

el

Spectrum Analyzer

3.6.2. Method of Measurement

The EUT was connected to Spectrum Analyzer and Base Station Simulator via power
Splitter. The measurement is carried out using a spectrum analyzer. The spectrum analyzer
scans from 9kHz to the 10th harmonic of the carrier. The peak detector is used.

RBW is set to 1 kHz (0.009MHz~ 0.15 MHz)

RBW is set to 10 kHz (0.15 MHz~ 30 MHz)

RBW is set to 100 kHz (30MHz~1000 MHz)

RBW is set to 1000 kHz (above 1000MHZz)

For Band 2/7/66, the RBW is set to 100KHz below 1G, and the factor is 10dB for 1MHz.

Sweep is set to AUTO.

Of those disturbances below (limit — 20 dB), the mark is not required for the EUT.

The modulation mode and RB allocation refer to section 5.1, using the maximum output

power configuration.

3.6.3. Test Result

Temperature 24.5C Humidity 48.2%

Atmospheric Pressure 101 kPa Test Data 2026.03.25

Please refer to the Appendix.
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3.7. Radiated Spurious Emission

3.7.1. Test Setup
3.7.1.1. For radiated test below 30MHz

| RX Antenna
-

I

1m

!
Ll |

1
Metal Full Soldered Ground Plane

==

Spectrum Analyzer / Receiver

3.7.1.2. For radiated test from 30MHz to 1GHz

RX Antenna

Metal Full Soldered Ground Plane

= .

Spectrum Analyzer / Receiver

3.7.1.3. For radiated test above 1GHz

i Ant. feed
1 point
B —

Im ——m»

1~4m

1. ¥
Metal Full Soldered Ground Plane

= ..

Spectrum Analyzer / Receiver

Page 34 of 36 SHATBL-W-122/A0




AT 3l
® Report No.:SHATBL2601032W10

3.7.2. Description of Radiated Spurious Emission

The radiated spurious emission was measured by substitution method according to ANSI
C63.26.

The power of any emission outside of the authorized operating frequency ranges must be
attenuated below the transmitter power (P) by a factor of at least 43 + 10 log (P) dB.

The spectrum is scanned from 30 MHz up to a frequency including its 10th harmonic.
3.7.3. Test Procedures

1. The testing follows ANSI C63.26 Section 5.5

2. The EUT was placed on a turntable with 0.8 meter height for frequency below 1GHz and
1.5 meter height for frequency above 1GHz respectively above ground.

3. The EUT was set 3 meters from the receiving antenna mounted on the antenna tower.

4. The table was rotated 360 degrees to determine the position of the highest spurious
emission.

5. The height of the receiving antenna is varied between 1m to 4m to search the maximum
spurious emission for both horizontal and vertical polarizations.

6. During the measurement, the system simulator parameters were set to force the EUT
transmitting at maximum output power.

7. Make the measurement with the spectrum analyzer's RBW = 1MHz, VBW = 3MHz, taking
the record of maximum spurious emission.

8. A horn antenna was substituted in place of the EUT and was driven by a signal generator.

9. Tune the output power of signal generator to the same emission level with EUT maximum
spurious emission.

10. EIRP (dBm) = S.G. Power — Tx Cable Loss + Tx Antenna Gain

11. ERP (dBm) = EIRP - 2.15
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3.7.4. Test Result of Radiated Spurious Emission

Temperature 23.4°C~25.2°C Humidity 47.4%~50.3%

Atmospheric Pressure 101 kPa~103 kPa | Test Data 2026.07.01~2026.09.01

For 9 kHz ~ 30 MHz
Note:The amplitude of spurious emissions which are attenuated by more than 20dB below the

permissible value has no need to be reported.

For 30 MHz ~ 1 GHz

Note:
1. All modes have been tested, only worst case mode was recorded in the test report.

2. Please refer to the Appendix.

For 1 GHz ~ 18 GHz

Note:

1. All modes have been tested, only worst case mode was recorded in the test report.
2. We used the filter to test and the main frequency was filtered out.

3. Please refer to the Appendix.

For above 18 GHz
Note:In frequency ranges above 18 GHz no any other harmonic emissions detected which are tested to
compliance with the limit. No recording in the test report. No any other emissions level which are

attenuated less than 20dB below the limit. No recording in the test report.

4. Test Setup Photos of the EUT

Please refer to Annex for Setup photos.

5. External and Internal Photos of the EUT

Please refer to Annex for EUT photos.

%33O X END OF THE REPORT 3% 3% 3% 3% 3¢
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