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Summary of Measurement Results

Number | Test Case Clause in FCC rules Verdict
1 Frequency Hopping System 15.247 (g), (h) PASS
2 Peak Power Output 15.247(b)(1) PASS
3 Occupied Bandwidth (20dB) 15.247(a)(1) PASS
4 Frequency Separation 15.247(a)(1) PASS
5 Time of Occupancy (Dwell Time) 15.247(a)(1)(iii) PASS
6 Band Edge Compliance 15.247(d) PASS
7 Number of Hopping Frequency 15.247(a)(1)(iii) PASS
8 Spurious RF Conducted Emissions 15.247(d) PASS
9 Unwanted Emissions 15.247(d),15.205,15.209 PASS
10 Conducted Emissions 15.207 PASS

Date of Testing: January 5, 2022 ~ January 20, 2022

Date of Sample Received: December 24, 2021

Note: PASS: The EUT complies with the essential requirements in the standard.

FAIL: The EUT does not comply with the essential requirements in the standard.

All indications of Pass/Fail in this report are opinions expressed by TA Technology (Shanghai) Co.,

Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties were not

taken into account and are published for informational purposes only.

TA Technology (Shanghai) Co., Ltd.
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.
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1 Test Laboratory

1.1 Notes of the Test Report

This report shall not be reproduced in full or partial, without the written approval of TA technology
(shanghai) co., Ltd. The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein .Measurement Uncertainties were not taken
into account and are published for informational purposes only. This report is written to support
regulatory compliance of the applicable standards stated above.

1.2. Test facility

FCC (Designation number: CN1179, Test Firm Registration Number: 446626)

TA Technology (Shanghai) Co., Ltd. has been listed on the US Federal Communications Commission
list of test facilities recognized to perform measurements.

A2LA (Certificate Number: 3857.01)

TA Technology (Shanghai) Co., Ltd. has been listed by American Association for Laboratory
Accreditation to perform measurement.

1.3 Testing Location

Company: TA Technology (Shanghai) Co., Ltd.

Address: No.145, Jintang Rd, Tangzhen Industry Park, Pudong Shanghai, China
City: Shanghai

Post code: 201201

Country: P. R. China

Contact: Xu Kai

Telephone: +86-021-50791141/2/3

Fax: +86-021-50791141/2/3-8000
Website: http://www.ta-shanghai.com
E-mail: xukai@ta-shanghai.com
TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 4 of 66
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2 General Description of Equipment under Test

2.1 Applicant and Manufacturer Information

Applicant

Huawei Device Co., Ltd.

Applicant address

No.2 of Xincheng Road, Songshan Lake Zone, Dongguan,
Guangdong 523808, People's Republic of China

Manufacturer

Huawei Device Co., Ltd.

Manufacturer address

No.2 of Xincheng Road, Songshan Lake Zone, Dongguan,
Guangdong 523808, People's Republic of China

2.2 General information

EUT Description

Model JLN-LX3
SN: HWQYD21C07500160
Hardware Version HL1JLNM

Software Version

12.0.1.100(C900E100R1P3)

Power Supply

Battery / AC adapter

Antenna Type

Internal Antenna

Antenna Connector

requirement)

A permanently attached antenna (meet with the standard FCC Part 15.203

Antenna Gain

-0.8dBi

Test Mode(s)

Basic Rate

Enhanced Data Rate(EDR)

Frequency Hopping Spread Spectrum (FHSS)

Modulation Type
GFSK /4 DQPSK 8DPSK
Packet T
S DH5 2DH5 3DH5
(Maximum Payload)
Max. Power 10.76dBm
ing F
Operating Frequency 9402-2480 MHz
Range(s)
EUT Accessory
Accessory Model Manufacture No.
HuaweiTechnologies Co., Ltd. 1
(Manufacturer: Astec Electronics (Luoding) Co.Limited)
HW-110600U00 . -
HuaweiTechnologies Co., Ltd. 2
Adapt (Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
apter
k HuaweiTechnologies Co., Ltd. 3
(Manufacturer: Astec Electronics (Luoding) Co. Limited)
HW-110600U02 . -
HuaweiTechnologies Co., Ltd. 4
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)

TA Technology (Shanghai) Co., Ltd.
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.
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HuaweiTechnologies Co., Ltd. 5
HW-110600E02 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 5
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
HuaweiTechnologies Co., Ltd. 7
HW-110600B02 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 3
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
HuaweiTechnologies Co., Ltd. 9
HW-110600A02 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 10
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
HuaweiTechnologies Co., Ltd. 11
HW-110600B00 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 12
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
HuaweiTechnologies Co., Ltd. 13
HW-110600E00 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 14
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
HuaweiTechnologies Co., Ltd. 15
HW-110600A00 (Manufacturer: Astec Electronics (Luoding) Co. Limited)
HuaweiTechnologies Co., Ltd. 16
(Manufacturer: ASAP TECHNOLOGY (Jiangxi) CO., LTD)
Battery HB426493EFW SCUD (FUJIAN) Electronics Co., Ltd. 1
Sunwoda Electronic Co.,LTD. 2
USB Cable L99UC139-CS-H Luxshare Precision industry Co.,Ltd 1
213-01011-0 MING JI ELECTRONICS CO., LTD. 2
Earphone 1311-3291-6001-TC-351 Boluo County Quancheng Electronic Co., Ltd. 1
Earphone,USB 6001-7001-TC-348 Boluo County Quancheng Electronic Co., Ltd. 1
. S-Z?:C;Ietgter USB042020090AW7 Jiangxi Lianchuang Hongsheng Electronic Co.,Ltd. 2
Assembly 642344 FOSTER ELECTRIC CO. (HONG KONG) LTD 3

Note: 1. The EUT is sent from the applicant to TA and the information of the EUT is declared by the applicant.
2. This device support automatically discontinue transmission, while the device is not transmitting any
information, the device can automatically discontinue transmission and become standby mode for power
saving. The device can detect the controlling signal of ACK message transmitting from remote device and verify
whether it shall resend or discontinue transmission.

3. There are more than one Adapter, Battery and USB Cable, each one should be applied throughout the
compliance test respectively, however, only the worst case (Adapter 2, Battery 1 and USB Cable 1) will be
recorded in this report.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 6 of 66
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.
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3 Applied Standards

According to the specifications of the manufacturer, it must comply with the requirements of the
following standards:

Test standards:

FCC CFR47 Part 15C (2020) Radio Frequency Devices

ANSI C63.10 (2013)

Reference standard:

KDB 558074 D01 15.247 Meas Guidance v05r02

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 7 of 66
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4 Information about the FHSS characteristics

4.1 Frequency Hopping System Requirement

Standard requirement:

(g) Frequency hopping spread spectrum systems are not required to employ all available hopping
channels during each transmission. However, the system, consisting of both the transmitter and the
receiver, must be designed to comply with all of the regulations in this section should the transmitter
be presented with a continuous data (or information) stream. In addition, a system employing short
transmission bursts must comply with the definition of a frequency hopping system and must
distribute its transmissions over the minimum number of hopping channels specified in this section.
(h) The incorporation of intelligence within a frequency hopping spread spectrum system that permits
the system to recognize other users within the spectrum band so that it individually and independently
chooses and adapts its hop sets to avoid hopping on occupied channels is permitted. The
coordination of frequency hopping systems in any other manner for the express purpose of avoiding
the simultaneous occupancy of individual hopping frequencies by multiple transmitters is not
permitted.

Compliance for section 15.247(g):

According to Bluetooth Core Specification, the Bluetooth system transmits the packets with the
pseudorandom hopping frequency with a continuous data and short burst transmission from the
Bluetooth system is also transmitted under the frequency hopping system with the pseudorandom
hopping frequency system.

Compliance for section 15.247(h):

According to Bluetooth Core Specification, the Bluetooth system incorporates with an adaptive
system to detect other user within the spectrum band so that it individually and independently to avoid
hopping on the occupied channels.

According to Bluetooth Core Specification, the Bluetooth system is designed not have the ability to
coordinate with other FHSS System in an effort to avoid the simultaneous occupancy of individual
hopping frequencies by multiple transmitter.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 8 of 66
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4.2 Pseudorandom Frequency Hopping Sequence

Frequency Hopping Systems. A spread spectrum system in which the carrier is modulated with the
coded information in a conventional manner causing a conventional spreading of the RF energy
about the frequency carrier. The frequency of the carrier is not fixed but changes at fixed intervals
under the direction of a coded sequence. The wide RF bandwidth needed by such a system is not
required by spreading of the RF energy about the carrier but rather to accommodate the range of
frequencies to which the carrier frequency can hop. The test of a frequency hopping system is that
the near term distribution of hops appears random, the long term distribution appears evenly
distributed over the hop set, and sequential hops are randomly distributed in both direction and
magnitude of change in the hop set.

Adaptive Frequency Hopping (AFH) was introduced in the Bluetooth specification to provide an
effective way for a Bluetooth radio to counteract normal interference. AFH identifies "bad" channels,
where either other wireless devices are interfering with the Bluetooth signal or the Bluetooth signal is
interfering with another device. The AFH-enabled Bluetooth device will then communicate with other
devices within its pioneer to share details of any identified bad channels. The devices will then switch
to alternative available "good" channels, away from the areas of interference, thus having no impact
on the bandwidth used.

The selection scheme chooses a segment of 32 hop frequencies spanning about 64 MHz and visits
these hops in a pseudo-random order. Next, a different 32-hop segment is chosen, etc. In the page,
master page response, slave page response, page scan, inquiry, inquiry response and inquiry scan
hopping sequences, the same 32-hop segment is used all the time (the segment is selected by the
address; different devices will have different paging segments).

When the basic channel hopping sequence is selected, the output constitutes a pseudo-random
sequence that slides through the 79 hops. The principle is depicted in the figure below.
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Hop selection scheme in CONNECTION state.
Pseudorandom Frequency Hopping Sequence Table as below:
Channel: 08, 24, 40, 56, 40, 56, 72, 09, 01, 09, 33, 41, 33, 41, 65, 73, 53, 69, 06, 22, 04, 20, 36, 52,
38, 46, 70, 78, 68, 76, 21, 29, 10, 26, 42, 58, 44, 60, 76, 13, 03, 11, 35, 43, 37, 45, 69, 77, 55, 71, 08,
24,08, 24, 40, 56, 40, 48, 72, 01, 72, 01, 25, 33, 12, 28, 44, 60, 42, 58, 74, 11, 05, 13, 37, 45, etc.
Each frequency used equally on the average by each transmitter.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 9 of 66
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The system receiver have input bandwidths that match the hopping channel bandwidths of their

corresponding transmitters and shift frequencies in synchronization with the transmitted signals.

4.3 Equal Hopping Frequency Use

All Bluetooth units participating in the Pico net are time and hop-synchronized to the channel. Each
new transmission event begins on the next channel in the hopping sequence after the final channel
used in the previous transmission event.

4.4 System Receiver Input Bandwidth

Each channel bandwidth is 1MHz. The system receivers have input bandwidths that match the
hopping channel bandwidths of their corresponding transmitters and shift frequencies in
synchronization with the transmitted signals.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 10 of 66
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4.5 Test Configuration

The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application.

The radiated emission was measured in the following position: EUT stand-up position (Z axis),
lie-down position (X, Y axis). The worst emission was found in lie-down position (X axis) and the
worst case was recorded.

Test Cases Test Modes

Peak Power Output -Conducted DH5/2DH5/3DH5
Occupied Bandwidth (20dB) DH5/2DH5/3DH5
Frequency Separation DH5/2DH5/3DH5
Time of Occupancy (Dwell Time) DH5/2DH5/3DH5
Band Edge Compliance DH5/2DH5/3DH5
Number of Hopping Frequency DH5/2DH5/3DH5
Spurious RF Conducted Emissions DH5/2DH5/3DH5
Unwanted Emission DH5/2DHS5/3DH5
Conducted Emission DH5/2DHS5/3DH5

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 11 of 66
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5 Test Case Results

5.1 Peak Power Output

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Methods of Measurement

During the process of the testing, The EUT was connected to the spectrum analyzer and Bluetooth
test set via a power splitter with a known loss. The EUT is controlled by the Bluetooth test set to
ensure max power transmission with proper modulation. The peak detector is used. RBW is set to 2
MHz; VBW is set to 6 MHz. These measurements have been tested at following channels: 0, 39, and
78.

Test Setup

FuT spiitir e

Bluetooth Test Set

Limits
Rule Part 15.247 (b) (1)specifies that " For frequency hopping systems operating in the 2400-2483.5
MHz band employing at least 75 non-overlapping hopping channels, and all frequency hopping

systems in the 5725-5850 MHz band: 1 watt. For all other frequency hopping systems in the
2400-2483.5 MHz band: 0.125 watts.”

Peak Output Power <125mW (21dBm)

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=0.44 dB.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 12 of 66
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Test Results

Frequency Peak Output Power (dBm) Limit
Channel Conclusion
(MHz) DH5 2DH5 3DH5 (dBm)
0 2402 8.65 10.70 10.76 21 PASS
39 2441 8.29 10.30 10.58 21 PASS
78 2480 8.74 10.53 10.40 21 PASS

Note: For AFH mode using 20 hopping channels, the maximum output power limit is 21dBm.

TA Technology (Shanghai) Co., Ltd.

TA-MB-04-004R
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5.2 Occupied Bandwidth (20dB)

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. The occupied bandwidth is measured using spectrum analyzer. RBW is set to 30kHz and
VBW is set to 100kHz on spectrum analyzer. -20dB occupied bandwidths are recorded.

Test Setup

=uT Spiiter oo

Bluetooth Test Set

Limits

No specific occupied bandwidth requirements in part 15.247(a) (1).

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=936 Hz.

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 16 of 66
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Test Results

Frequenc 99% 20dB
Test Mode Channel (Ic\‘IIHz) ’ bandwidth(kHz) | Bandwidth(kHz)

0 2402 838.5 927
DH5 39 2441 837.2 860
78 2480 847.6 928

0 2402 1175.0 1244

BT | 2DH5 39 2441 1186.9 1259

78 2480 1207.4 1319

0 2402 1188.0 1306

3DH5 39 2441 1202.4 1340

78 2480 1205.3 1252

TA Technology (Shanghai) Co., Ltd.
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.
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Report No.: R2112A1178-R6

BT 3DH5 CHO, Carrier frequency (MHz): 2402
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5.3 Frequency Separation

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. RBW is set to 30 kHz and VBW is set to 100 kHz on spectrum analyzer. Set EUT on
Hopping on mode.

Test setup

EUT Splitter Spectrum

Analyzer

Bluetooth Test Set

Limits

Rule Part 15.247(a)(1)specifies that “Frequency hopping systems shall have hopping channel carrier
frequencies separated by a minimum of 25 kHz or the 20 dB bandwidth of the hopping channel,
whichever is greater. Alternatively, frequency hopping systems operating in the 2400-2483.5 MHz
band may have hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the
20 dB bandwidth of the hopping channel, whichever is greater, provided the systems operate with an
output power no greater than 125 mW.”

Note: The value of two-thirds of 20 dB bandwidth is always greater than 25 kHz.

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=936 Hz.
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Report No.: R2112A1178-R6

Test Results:

Test fr:::::Ly fr::LZ:Ly 2(_)dB Limit Conclusion
Mode (MHz) separation(kHz) Bandwidth(kHz) (kHz)
2402 1023 927 618.00 PASS
DH5 2441 1023 860 573.33 PASS
2480 936 928 618.67 PASS
2402 1029 1244 829.33 PASS
2DH5 2441 1116 1259 839.33 PASS
2480 1107 1319 879.33 PASS
2402 1167 1306 870.67 PASS
3DH5 2441 984 1340 893.33 PASS
2480 873 1252 834.67 PASS
Note: The limit is two-thirds of 20 dB bandwidth.
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Report No.: R2112A1178-R6

BT DH5 CHO, Carrier frequency (MHz): 2402

BT 2DH5 CHO, Carrier frequency (MHz): 2402
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Report No.: R2112A1178-R6

BT 3DH5 CHO, Carrier frequency (MHz): 2402

BT 3DH5 CH39, Carrier frequency (MHz): 2441
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5.4 Time of Occupancy (Dwell Time)

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Methods of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. RBW is set to TMHz and VBW is set to 1MHz on spectrum analyzer. The dwell time is
calculated by:

Dwell time = time slot length * hop rate * 0.4s with:

In normal mode, The selected EUT Packet type uses a slot type of DH5 packet and a hopping rate of
1600(ch*hop/s) for all channels. So the final hopping rate for all channel is 1600/5=320(ch*hop/s)

In AFH mode, The selected EUT Packet type uses a slot type of DH5 packet and a hopping rate of
800(ch*hop/s) for all channels. So the final hopping rate for all channel is 800/5=160(ch*hop/s)

Test Setup

=uT Spiiter oo

Bluetooth Test Set

Limits

Rule Part15.247(a) specifies that " Frequency hopping systems in the 2400-2483.5 MHz band shall
use at least 15 channels. The average time of occupancy on any channel shall not be greater than
0.4 seconds within a period of 0.4 seconds multiplied by the number of hopping channels employed.”

Dwell time <400ms

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2.

Requirements Uncertainty

Dwell Time DH5 U=0.70ms 2DH5 U=0.70ms 3DH5 U=0.70ms
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Report No.: R2112A1178-R6

Test Results:
In normal mode:

Test Mode Channel hop rate Time slot | Dwell time | Limit Conclusion
(1/s) length(ms) (ms) (ms)

0 320 2.88 368.64 400 PASS

DH5 39 320 2.88 368.64 400 PASS

78 320 2.88 368.64 400 PASS

0 320 2.88 368.64 400 PASS

2DH5 39 320 2.88 368.64 400 PASS

78 320 2.89 369.92 400 PASS

0 320 2.89 369.92 400 PASS

3DH5 39 320 2.88 368.64 400 PASS

78 320 2.88 368.64 400 PASS

Note: Dwell time = time slot length * hop rate * 0.4s
In AFH mode:
Test Mode Channel hop rate Time slot Dwell time Limit Conclusion
(1/s) length(ms) (ms) (ms)

0 160 2.88 184.32 400 PASS

DH5 39 160 2.88 184.32 400 PASS

78 160 2.88 184.32 400 PASS

0 160 2.88 184.32 400 PASS

2DH5 39 160 2.88 184.32 400 PASS

78 160 2.89 184.96 400 PASS

0 160 2.89 184.96 400 PASS

3DH5 39 160 2.88 184.32 400 PASS

78 160 2.88 184.32 400 PASS

Note: Dwell time = time slot length * hop rate * 0.4s
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Report No.: R2112A1178-R6

BT DH5 CHO, Carrier frequency (MHz): 2402

BT 2DH5 CHO, Carrier frequency (MHz): 2402

\w\-

[ Keysight Spectrum Analyzer - Swept SA
0 g SENSEINT I

Trig Delay-1.000 ms. #Avg Type: RMS
PNO:Fast - THG: Video

#Atten: 40 dB

Ref 20.00 dBm

Center 2.402000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

Keyﬂgmsnmmm Analyzer - SwevlSA
i R SEINT T 103332 10sc
Conter Froq 2:402000000 GF Trig Delay-1.000ms  #Avg Type: RMS

Ref 20.00 dBm

Center 2.402000000 GHz
Res BW 1.0 MHz #VBW 3.0 MHz

KR MODE TRC ScL

: EIII!-
3 - o

FUNCTION WIDTH

KR MOD: = FUNCTION WIDTH

e e e
]

Delay 1000 m= #Avg Type: RMS

Center 2.441000000 GHz
Res BW 1.0 MHz

T I
Delay-1.000 ms #Avg Type: RMS

wg_x‘ieni v__Ref 20.00 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

FUNCTION WIDTH

Y R T
] |

lay-1.000 ms. #Avg Type: RMS
ideo

PNO: Fast ——  11ig:
IFGainiLow #Atten: 40 dB

Center 2.480000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts)

FUNCTION _|_FUNCTION WIDTH

FUNCTION | _FUNCTION WIDTH AL B
[t ) 2.888 ms| 2 68 dB)| __
2 I ll—l 630dBm [
e o
e

e -
e
e
e
e

use sTATUS|

use sTATUS|

TA Technology (Shanghai) Co., Ltd.

TA-MB-04-004R

Page 26 of 66

This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.




~__ RF Test Report Report No.: R2112A1178-R6
BT 3DH5 CHO, Carrier frequency (MHz): 2402 BT 3DH5 CH39, Carrier frequency (MHz): 2441
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5.5 Band Edge Compliance

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. The lowest and highest channels were measured. The peak detector is used. RBW is set
to 100 kHz and VBW is set to 300 kHz on spectrum analyzer. EUT test for Hopping On mode and
Hopping Off mode.

Test Setup

=uT Spiiter oo

Bluetooth Test Set

Limits

Rule Part 15.247(d) specifies that “In any 100 kHz bandwidth outside the frequency band in which the
spread spectrum or digitally modulated intentional radiator is operating, the radio frequency power
that is produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz
bandwidth within the band that contains the highest level of the desired power, based on either an RF
conducted or a radiated measurement, provided the transmitter demonstrates compliance with the
peak conducted power limits.”

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96.

Frequency Uncertainty
2GHz-3GHz 1.407 dB
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Test Results
Hopping On

BT DH5 CHO, Carrier frequency (MHz): 2402

BT DH5 CH78, Carrier frequency (MHz): 2480
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BT 2DH5 CHO, Carrier frequency (MHz): 2402

BT 2DH5 CH78, Carrier frequency (MHz): 2480
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Report No

.: R2112A1178-R6

BT 3DH5 CHO, Carrier frequency (MHz): 2402

BT 3DH5 CH78, Carrier frequency (MHz): 2480
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Report No.: R2112A1178-R6

\_) RF Test Report
Hopping Off
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Report No.: R2112A1178-R6

BT 2DH5 CHO, Carrier frequency (MHz): 2402

BT 2DH5 CH78, Carrier frequency (MHz): 2480
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Report No.: R2112A1178-R6

BT 3DH5 CHO, Carrier frequency (MHz): 2402

BT 3DH5 CH78, Carrier frequency (MHz): 2480
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5.6 Number of hopping Frequency

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. RBW is set to 100kHz and VBW is set to 300kHz on spectrum analyzer. Set EUT on
Hopping on mode.

Test setup

=uT Spiiter oo

Bluetooth Test Set

Limits

Rule Part 15.247(a) (1) (iii) specifies that” Frequency hopping systems in the 2400-2483.5 MHz band
shall use at least 15 channels.”

Limits 2 15 channels
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Report No.: R2112A1178-R6

Test Results:

Test Mode

Number of hopping channels

conclusion
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5.7 Spurious RF Conducted Emissions

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The EUT was connected to the spectrum analyzer and Bluetooth test set via a power splitter with a
known loss. The spectrum analyzer scans from 30MHz to the 10th harmonic of the carrier. The peak
detector is used. Set RBW 100kHz and VBW 300 kHz, Sweep is set to ATUO.

The test is in transmitting mode.

Test setup

=UT Spiiter Speciur

Bluetooth Test Set

Limits

Rule Part 15.247(d) pacifies that “In any 100 kHz bandwidth outside the frequency band in which the
spread spectrum intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power.”

Test Mode | Carrier frequency (MHz) | Reference value (dBm) Limit
2402 8.49 -11.51
DH5 2441 7.96 -12.04
2480 7.85 -12.15
2402 8.37 -11.63
2DH5 2441 8.48 -11.52
2480 9.33 -10.67
2402 7.62 -12.38
3DH5 2441 8.82 -11.18
2480 9.31 -10.69
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Report No.: R2112A1178-R6

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is

with the coverage factor k = 1.96.

Frequency Uncertainty
100kHz-2GHz 0.684 dB
2GHz-26GHz 1.407 dB
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Report No.: R2112A1178-R6

Test Results:
The signal beyond the limit is carrier.

DH5-CHO 30MHz to 26.5GHz
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Report No.: R2112A1178-R6

2DH5-CHO 30MHz to 26.5GHz

b Anarym ‘Swept SA

B

SENGENT I

i R
Center Freq 2 402000000 GHz #Avg Type: RMS
PN Wide - Trig: Free Run Avg|Hold: 100/100

#Atten: 40 dB

l\l diidiv  Ref 20.00 dBm
og

ICenter 2.4020000 GHz
#Res BW 100 kHz #VBW 300 kHz

‘sTATUS

Span 1.500 MHz|
Sweep 2.000 ms (30001 pts)

3 SENSEINT I
Center Freq 13 285000000 GHz #Avg Type: RMS
PNO: Fast >~ Trig: Free Run Avg|Hold: 10110

#Atten: 40 dB

Stop 26.50 GHz,
#VBW 300 kHz Sweep 2.530 s (30001 pts)

FUNCTION _|_FUNCTION WIDTH

o
B () z 4017 GHz[(A) 5. 529 dBm -
ﬂ.ﬂ 8030GHz| _-33.073dBm

3 IREREAY 4 937 5 GHz[(A) -43 975 dBm e
mnn_ Bm [
[ N ] ll 9.4516 GHz -44435dBm e E

sTATUS|

2DH5-CH39 30M

S —
SENSENT T

Cenler Freq 2 441000000 GHz
1FGain:Low #Atten: 40 dB

10 dBidiv  Ref 20.00 dBm

Log

il

ICenter 2.4410000 GHz
#Res BW 100 kHz #VBW 300 kHz

usc STATUS

#Avg Type: RMS
PNO: Wide ~—»— Trig: Free Run Avg|Hold: 100/100

Mkr1 2.440 967 30 GHz|
8.482 dBm)

Span 1.500 MHz
Sweep 2.000 ms (30001 pts)

I
#Avg Type: RMS
NO:Fast —»- Trig: FreeRun AvglHold: 1010
IFGain:Low #Atten: 40 dB

di/div_ Ref 20.00 dBm

Log

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (30001 pts)
FUNCTION | FUNCTION WIDTH FUNCTION VALUE -
4 N | Il——

| 259847GHz[ 33244dBm[ [ ]

3 IIIIIII—__
N [ f] [ _—43696dBm[ [ |
5 III“II—_ =

'STATUS|

2DH5-CH78 30M

i specn iy -Svesh
SEnsENT T

7 R CORRE
Center Freq 2. 480000000 GHz ) #Avg Type: RMS
s Trig: FreeRun AvglHold: 100/100

PNO: Wide
IFGain:Low #Atten: 40 dB

v Ref 20.00 dBm
1

gl
wwwﬂfmwwwwf et Mty o

Center 2.4800000 GHz
#VBW 300 kHz

usc STATUS

LUMMMLW .
H\ N

Span 1.500 MHz
Sweep 2.000 ms (30001 pts)

SENSEINT] I

#Avg Type: RMS

PNO:Fast —»— Trig: FreeRun AvglHold: 10110
IFGain:Low #Atten: 40 dB

Stop 26.50 GHz,
#VBW 300 kHz Sweep 2.530 s (30001 pts|

e, MODE TRC SCU X v FUNCTION | FUNCTION WIDTH
1 [ £ [(A) 24802GHz[(A) 5459dBm| | |

A N [1[f] —  260236GHz| 33364dBm[ | |

IERES 49958 GHz[(A) 44608dBm| | [ ]

3l 7
X 44178dBm[ | E
)

STATUS|

TA Technology (Shanghai) Co., Ltd.

TA-MB-04-004R Page 40 of 66
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.



\_) RF Test Report

Report No.: R2112A1178-R6

3DH5-CHO 30MHz to 26.5GHz
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5.8 Unwanted Emission

Ambient condition

Temperature Relative humidity Pressure
23°C ~25°C 45%~50% 101.5kPa

Method of Measurement

The test set-up was made in accordance to the general provisions of ANSI C63.10. The Equipment
Under Test (EUT) was set up on a non-conductive table in the semi-anechoic chamber. The test was
performed at the distance of 3 m between the EUT and the receiving antenna. The radiated
emissions measurements were made in a typical installation configuration.

Sweep the whole frequency band through the range from 9 kHz to the 10th harmonic of the carrier,
and the emissions less than 20 dB below the permissible value are reported.

During the test, below 30MHz, the center of the loop shall be 1 meters; above 30MHz, the height of
receive antenna shall be moved from 1 to 4 meters, and the antenna shall be performed under
horizontal and vertical polarization. The turntable shall be rotated from 0 to 360 degrees for detecting
the maximum of radiated spurious signal level. The measurements shall be repeated with orthogonal
polarization of the test antenna. The data of cable loss and antenna factor has been calibrated in full
testing frequency range before the testing.

Set the spectrum analyzer in the following:

9kHz~150 kHz

RBW=200Hz, VBW=1kHz/ Sweep=AUTO

150 kHz~30MHz

RBW=9KHz, VBW=30KHz,/ Sweep=AUTO

Below 1GHz

RBW=100kHz / VBW=300kHz / Sweep=AUTO

Above 1GHz

(a) PEAK: RBW=1MHz VBW=3MHz/ Sweep=AUTO

(b) AVERAGE: RBW=1MHz / VBW=3MHz / Sweep=AUTO

detector; The measurements employing a CISPR quasi-peak detector except for the frequency bands
9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands are
based on measurements employing an average detector.

The dwell time per channel of the hopping signal is less than 100 ms, then the reading obtained with
the 10 Hz VBW may be further adjusted by a “duty cycle correction factor”, derived from 20log(dwell
time/100 ms), in an effort to demonstrate compliance with the 15.209 limit.

If the emission is pulsed, modify the unit for continuous operation; use the settings shown above, then
correct the reading by subtracting the peak- average correction factor, derived form the appropriate
duty cycle calculation.

This setting method can refer to KDB 558074 D01.

This mode was measured in the following mode: EUT with cradle and EUT without cradle. The worst
emission was found in EUT with cradle mode and the worst case was recorded.

The test is in transmitting mode.
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Test setup

9KHz ~ 30MHz

Loop
antenna

-1

Tumtable

— 6:8_ Spectrum
- I -om : l Analyzer
Gr : Coaxial Cable /

round Plane

30MHz ~ 1GHz

Antenna
| M .~ tower
:

3m

Twmtabl
umtable Im to 4m

EUT

- - (;_g_ | Spectrum
—'3 IV - — l Analyzer
G Coaxial Cable /

round Plane

Above 1GHz
Antenna
‘-&' fower
— Heoan
- Aflaii
3m. ; /
i I_.-"" T——,

Spestnan

Tumntable i R o
\ EUT e — "_'.
AN

i
- LEm/\/\M/\/\I - Presamp | L ’_:

I - '

|
— 2. 4rm —

TA Technology (Shanghai) Co., Ltd. TA-MB-04-004R Page 43 of 66
This report shall not be reproduced except in full, without the written approval of TA Technology (Shanghai) Co., Ltd.



(&~

) RF Test Report Report No.: R2112A1178-R6
Limits

Rule Part 15.247(d) specifies that “In addition, radiated emissions which fall in the restricted bands,
as defined in § 15.205(a), must also comply with the radiated emission limits specified in § 15.209(a)
(see § 15.205(c)).”

Limit in restricted band

Frequency of emission (MHz) Field strength(uV/m) Field strength(dBuV/m)
0.009-0.490 2400/F(kHz) /
0.490-1.705 24000/F(kHz) /

1.705-30.0 30 /
30-88 100 40
88-216 150 43.5
216-960 200 46
Above960 500 54
§15.35(b)

There is also a limit on the radio frequency emissions, as measured using instrumentation with a
peak detector function, corresponding to 20 dB above the maximum permitted average limit.
Peak Limit=74dBuV/m

Average Limit=54dBuV/m
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Spurious Radiated Emissions are permitted in any of the frequency bands listed below:

MHz
0.090-0.110
10.495-0.505
2.1735-2.1905
4.125-4.128
4.17725-4.17775
4.20725-4.20775
6.215-6.218
6.26775-6.26825
6.31175-6.31225
8.291-8.294
8.362-8.366
8.37625-8.38675
8.41425-8.41475
12.29-12.293
12.51975-12.52025
12.57675-12.57725

13.36-13.41

Measurement Uncertainty

MHz

16.42-16.423

16.69475-16.69525

16.80425-16.80475

25.5-25.67

37.5-38.25

73-74.6

74.8-75.2

108-121.94

123-138

149.9-150.05

156.52475-156.52525

156.7-156.9

162.0125-167.17

167.72-173.2

240-285

322-335.4

MHz

399.9-410

608-614

960-1240

1300-1427

1435-1626.5

1645.5-1646.5

1660-1710

1718.8-1722.2

2200-2300

2310-2390

2483.5-2500

2690-2900

3260-3267

3332-3339

3345.8-3358

3600-4400

GHz
4.5-5.15
5.35-5.46
7.25-7.75
8.025-8.5
9.0-9.2
9.3-9.5
10.6-12.7
13.25-13.4
14.47-14.5
15.35-16.2
17.7-21.4
22.01-23.12
23.6-24.0
31.2-31.8

36.43-36.5

A

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is

with the coverage factor k = 1.96.

Frequency Uncertainty
9KHz-30MHz 3.55dB
30MHz-200MHz 4.17 dB
200MHz-1GHz 4.84 dB
1-18GHz 4.35dB
18-26.5GHz 5.90 dB
26.5GHz~40GHz 5.92 dB
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Test Results:

The signal beyond the limit is carrier.
A font ( Level in dB#&/m )in the test plot =(level in dB 1 V/m)

DH5-Channel 0: Peak+ Average DH5-Channel 78: Peak+ Average
121 121
2483686667 GHz
11 11 58.503dB V/
10 10
2.484121667 GHz.
9 o 44.691d8 VI
8 8
2.387124000 GHz ECC RE PK FCCRE B

E s 7
‘?; 2.387536000 GHz 2
c o 44,455 GBRIm 2 o v
3 v H
3 5 3 5
e "y L .

3 3

2 2

1 1

2310 2320 2340 2360 2380 2400 2420 2430 2450 2455 2460 2465 2470 2475 2480 2485 2490 2495 2500

Frequency in MHz Frequency in MHz

The bandage was performed in all EDR mode(2DH5 and 3DH5), 3DH5 was selected as the worse
condition. The test data of the worst-case condition was recorded in this report.

3DH5-Channel 0: Peak+ Average 3DH5-Channel 78: Peak+ Average

120 120
2483545000 GHz
"o 10 6008608 V/
100 100
2487093333 GHz
90 o0 4363608 VI
80 80
Ecc re pk PK
E 70 <
& 2.389876000 GHz R
q 54.003 dBiliim g
2 w0 e % e v
< A 2 S
g s % o
[ R I i
40 407
2:389840000 GHz
30f 43582 dBFE/m 30
20 20
10 10
2310 2320 2340 2360 2380 2400 2420 2430 2450 2485 2460 2465 2470 275 2480 2485 2490 2495 2500
Frequency in MHz Frequency in MHz
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Test result

Sweep the whole frequency band through the range from 9kHz to the 10th harmonic of the carrier,
the Emissions in the frequency band 9kHz-30MHz and 18 GHz -26.5GHz are more than 20dB below
the limit are not reported.

Report No.: R2112A1178-R6

The following graphs display the maximum values of horizontal and vertical by software.
For above 1GHz, Blue trace uses the peak detection, Green trace uses the average detection.

During the test, the Radiates Emission from 9kHz to 1GHz was performed in all modes with all
channels, BT 3DH5-Channel 39 are selected as the worst condition. The test data of the worst-case
condition was recorded in this report.

Afont ( LevelindB V/ )in the test plot =(level in dB 1 V/m)

Continuous TX mode:

10T
100+
80T
s L
% 60+ FCC RE QP
T i i
E 40 1
207 4 4 " " . e
0 : ——t— : : : : ——t—— |
30M 50 60 80 100M 200 300 400 500 800 1G
Frequency in Hz
Radiates Emission from 30MHz to 1GHz
Frequency Quasi-Peak | Height .. Azimuth| Correct |Margin, Limit
Polarization
(MHz) (dBuV/m) | (cm) (deg) |Factor (dB)| (dB) | (dBuV/m)
38.727333 18.49 40.00 21.51 100.0 \ 1.0 19
50.821000 19.81 40.00 20.19 100.0 \Y 11.0 21
89.206667 15.91 43.50 27.59 100.0 \Y 105.0 16
172.729667 22.51 43.50 20.99 100.0 \ 342.0 16
244.516333 15.85 46.00 30.15 100.0 \% 145.0 20
367.224000 20.61 46.00 25.39 125.0 \Y 62.0 22

Remark: 1. Correction Factor = Antenna factor+ Insertion loss(cable loss+amplifier gain)
2. Margin = Limit — Quasi-Peak

TA Technology (Shanghai) Co., Ltd.
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DH5-Channel 0

120 T
100 T
§ 80T FCCREPK
@ ad
c 60T
= 1S . = i | ’
] & &
EJ 4[]—|' ’ ’ g ‘ . A U | S s
20T
0 : |
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1GHz to 3GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrVim) | (dBrV/m) | (dB 1 V/m) (dB) (cm) (deg) (dB/m)
1044.200000 --- 34.27 54.00 19.73 100.0 H 18.0 -16.9
1101.600000 44 .99 --- 74.00 29.01 100.0 H 18.0 -16.7
1198.933333 --- 35.20 54.00 18.80 100.0 H 97.0 -16.1
1259.800000 44,58 --- 74.00 29.42 100.0 H 29.0 -16.0
1404.000000 --- 36.12 54.00 17.88 100.0 H 166.0 -15.3
1415.666667 45,98 --- 74.00 28.02 100.0 \Y 114.0 -15.3
1697.066667 --- 37.45 54.00 16.55 100.0 H 18.0 -14.0
1714.066667 47.46 - 74.00 26.54 100.0 \Y 207.0 -13.9
1970.000000 --- 39.10 54.00 14.90 100.0 H 18.0 -12.7
2000.400000 50.30 - 74.00 23.70 200.0 \Y 67.0 -12.5
2798.200000 52.90 - 74.00 21.10 200.0 H 0.0 -9.9
2985.800000 -—-- 42.54 54.00 11.46 100.0 H 120.0 9.0

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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120 T

100 T

80+ FCC RE PK

60T
4 ‘ . ‘. ‘ e—— ’ o g

40-
|

Level in dBuV/im

20T

Frequency in Hz

Radiates Emission from 3GHz to 18GHz

Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBuV/im) | (dBuV/im) | (dBrV/im) | (dB) (cm) (deg) | (dB/m)

4031.500000 34.59 54.00 19.41 | 100.0 | H 123.0 -15.3
4034.500000 43.69 74.00 30.31 | 200.0 | H 291.0 -15.3
5185.000000 37.29 54.00 16.71 | 200.0 | H 0.0 -11.6
5279.000000 47.39 74.00 26.61 | 100.0 | H 315.0 -11.0
5980.000000 51.66 74.00 22.34 | 2000 | V 312.0 -10.2
5986.000000 37.38 54.00 16.62 | 100.0 | H 55.0 -10.1
7171.500000 39.90 54.00 1410 | 200.0 | H 332.0 -7.4
7311.500000 48.58 74.00 2542 | 100.0 | H 290.0 -7.1
9649.500000 41.44 54.00 12.56 | 100.0 | V 9.0 -5.4
9706.500000 51.06 74.00 2294 | 1000 | H 327.0 -5.4
13003.000000 43.60 54.00 10.40 | 200.0 | H 171.0 -3.2
13207.500000 53.28 74.00 20.72 | 100.0 | H 352.0 -2.3

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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DH5-Channel 39

120 T
100+
g 80T FCC RE PK
é_ 4
601
i . o
E rmT’ ’, ., . e ERELY ..W_Ajk__..- R
20+
0 !
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1GHz to 3GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrVim) | (dBrV/m) | (dB 1 V/m) (dB) (cm) (deg) (dB/m)
1025.800000 45.99 - 74.00 28.01 100.0 H 167.0 -16.9
1048.200000 --- 33.80 54.00 20.20 200.0 \Y 57.0 -16.9
1144.400000 --- 35.21 54.00 18.79 100.0 H 52.0 -16.4
1318.066667 46.19 --- 74.00 27.81 100.0 H 52.0 -15.7
1426.800000 --- 36.36 54.00 17.64 100.0 H 0.0 -15.2
1490.933333 45.86 --- 74.00 28.14 100.0 H 120.0 -14.9
1670.266667 47.75 --- 74.00 26.25 200.0 H 339.0 -14.1
1725.333333 --- 38.16 54.00 15.84 100.0 H 0.0 -13.8
1994.666667 49.45 --- 74.00 24 .55 100.0 \Y 344.0 -12.6
1998.533333 --- 39.38 54.00 14.62 100.0 H 74.0 -12.5
2914.066667 52.65 - 74.00 21.35 200.0 H 305.0 -9.3
2955.400000 -—-- 42.41 54.00 11.59 200.0 H 339.0 -9.1

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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120 1

10071

80T ECC

601
T * ¢ ¢ e

¥

201

T
-
O

Levelin dBpVm

40

0 } } } } } } : |
3G 5G 6 T a 9 10G 18G
Frequency in Hz

Radiates Emission from 3GHz to 18GHz

Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBuV/im) | (dBuV/im) | (dBrV/im) | (dB) (cm) (deg) | (dB/m)

3170.500000 30.73 54.00 23.27 | 1000 | V 239.0 -18.2
3172.000000 41.97 - 74.00 32.03 200.0 V 161.0 -18.2
3967.000000 43.74 74.00 30.26 | 200.0 | H 133.0 -15.7
4005.500000 34.41 54.00 19.59 | 100.0 | H 148.0 -15.4
5180.000000 37.39 54.00 16.61 | 100.0 | H 253.0 -11.7
5228.000000 48.76 74.00 2524 | 1000 | H 0.0 -11.2
7030.500000 49.73 - 74.00 24.27 200.0 V 350.0 -1.7
7155.000000 40.14 54.00 13.86 | 200.0 | H 146.0 -7.4
9717.500000 51.00 74.00 23.00 | 200.0 | H 249.0 -5.4
9895.500000 41.50 54.00 12.50 | 100.0 | V 292.0 -5.4
12959.500000 53.25 74.00 20.75 | 100.0 | H 0.0 -3.3
13043.000000 43.41 54.00 10.59 | 100.0 | H 28.0 -3.0

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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DH5-Channel 78

120T
1001
> 80T FOC RE PK(Class B)
o C
o 60T
© B 3
o il s $ * .
3 40_I, i o
20T
0 |
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1GHz to 3GHz
Frequency | MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrV/im) | (dBwV/im) | (dB pV/m) (dB) (cm) (deg) (dB/m)
1158.80 42.95 -—- 74.00 31.05 200.0 H 102.00 -8
1174.80 -—- 32.94 54.00 21.06 200.0 V 0.00 -8
1372.93 43.94 - 74.00 30.06 200.0 H 186.00 -7
1437.73 -—- 33.72 54.00 20.28 100.0 \Y, 323.00 -6
1586.07 - 34.78 54.00 19.22 100.0 H 0.00 -5
1691.27 44 .84 --- 74.00 29.16 200.0 V 199.00 -5
1990.87 49.20 -—- 74.00 24.80 200.0 V 0.00 -3
2055.60 --- 36.16 54.00 17.84 200.0 H 124.00 -3
2267.93 -—- 35.68 54.00 18.32 100.0 V 294.00 -2
2270.67 46.09 -—- 74.00 27.91 200.0 H 124.00 -2
2786.00 48.60 -—- 74.00 25.40 200.0 H 223.00 1
2892.60 - 38.47 54.00 15.53 200.0 V 110.00 1

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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120T
100
S 80T FCC RE PK (Class B)
o -
o 60T
— | ('3
% 401 4 % by
20T
0 } } } : : : !
3G 5G 6 7 8 9 10G 18G
Frequency in Hz
Radiates Emission from 3GHz to 18GHz
Frequency | MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrV/im) | (dBuV/im) | (dB pV/m) (dB) (cm) (deg) (dB/m)
3956.50 41.53 - 74.00 32.47 200.0 V 10.00 -4
3993.00 -—- 31.60 54.00 22.40 100.0 V 125.00 -4
4959.50 45.58 - 74.00 28.42 100.0 H 209.00 -2
4960.00 - 41.57 54.00 12.43 100.0 H 217.00 -2
5971.50 51.71 - 74.00 22.29 100.0 V 9.00 0
5971.50 -—- 33.41 54.00 20.59 100.0 V 9.00 0
7082.00 -—- 34.15 54.00 19.85 200.0 V 234.00 1
7154.00 43.48 --- 74.00 30.52 200.0 V 34.00 1
9688.00 - 36.01 54.00 17.99 200.0 H 287.00 4
9812.50 46.34 - 74.00 27.66 100.0 V 359.00 4
13305.50 - 38.77 54.00 15.23 200.0 H 255.00 9
13309.00 48.92 -—- 74.00 25.08 200.0 V 105.00 9

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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The Radiates Emission was performed in all EDR mode (2DH5 and 3DH5), 3DH5 was selected as

the worse condition. The test data of the worst-case condition was recorded in this report.
3DH5-Channel 0

1201
100 T
g 80T ECC BE PK
é_ 4
= 60+ &
= T &
T 7'y &
g 407 ’_ﬁ . e "
20+
0 : |
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1GHz to 3GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrVim) | (dBrV/m) | (dB 1 V/m) (dB) (cm) (deg) (dB/m)
1177.133333 44.70 - 74.00 29.30 100.0 H 24.0 -16.3
1189.333333 --- 34.60 54.00 19.40 100.0 H 65.0 -16.2
1318.933333 45.42 - 74.00 28.58 100.0 \Y 105.0 -15.7
1440.333333 --- 35.66 54.00 18.34 200.0 \Y 0.0 -15.1
1596.266667 46.70 - 74.00 27.30 100.0 \Y 0.0 -14 .4
1716.133333 --- 38.79 54.00 15.21 100.0 H 163.0 -13.8
1993.866667 58.05 --- 74.00 15.95 100.0 \Y 117.0 -12.6
1993.866667 --- 39.05 54.00 14.95 100.0 \Y 117.0 -12.6
2327.866667 --- 38.07 54.00 15.93 100.0 \Y 0.0 -11.7
2556.600000 49.13 - 74.00 24.87 100.0 \Y 28.0 -11.0
2860.533333 51.41 - 74.00 22.59 100.0 \Y 0.0 -9.6
2865.666667 -—-- 41.49 54.00 12.51 200.0 H 102.0 -9.6

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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120 7

100 7

80T ECC

60+
T @ * * aiere EE

T

.

T

o]
x

Level in dBpu\Wm

20

0 : } } } } } f !
3G G 6 7 8 9 106G 18G
Frequency in Hz

Radiates Emission from 3GHz to 18GHz

Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBuV/im) | (dBuV/im) | (dBrV/im) | (dB) (cm) (deg) | (dB/m)

3282.000000 31.19 54.00 22.81 | 1000 | V 109.0 -17.8
3552.500000 44.44 - 74.00 29.56 200.0 H 47.0 -17.0
4025.000000 34.29 54.00 19.71 | 100.0 | V 46.0 -15.3
4174.000000 44.55 74.00 29.45 | 2000 | V 323.0 -15.0
5232.500000 48.48 - 74.00 25.52 200.0 H 214.0 -11.1
5266.500000 37.49 54.00 16.51 | 100.0 | V 96.0 -11.0
7244.000000 - 39.75 54.00 14.25 | 200.0 V 286.0 -7.2
7295.000000 49.73 74.00 2427 | 1000 | V 306.0 -7.1
9611.000000 51.62 74.00 2238 | 2000 | H 150.0 -5.5
9648.000000 - 41.51 54.00 12.49 200.0 V 223.0 -5.4
13213.500000 53.38 74.00 20.62 | 1000 | H 292.0 -2.3
13247.000000 43.77 54.00 10.23 | 200.0 | H 21.0 2.2

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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3DH5-Channel 39

120 T
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":‘E b FCC BE PK
=3 e
=
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- E . . *
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201
0 : |
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1MHz to 3GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrVim) | (dBrV/m) | (dB 1 V/m) (dB) (cm) (deg) (dB/m)
1156.600000 44 .68 - 74.00 29.32 100.0 H 49.0 -16.4
1160.200000 --- 35.00 54.00 19.00 100.0 H 25.0 -16.4
1424.200000 --- 35.89 54.00 18.11 100.0 H 337.0 -15.2
1424.733333 45.96 --- 74.00 28.04 100.0 \Y 2.0 -15.2
1719.000000 46.59 - 74.00 27.41 200.0 H 75.0 -13.8
1721.266667 --- 37.12 54.00 16.88 100.0 H 49.0 -13.8
1994.066667 --- 41.07 54.00 12.93 100.0 \Y 122.0 -12.6
1995.266667 56.95 - 74.00 17.05 100.0 \Y 122.0 -12.6
2541.000000 --- 39.15 54.00 14.85 200.0 H 17.0 -11.1
2648.600000 50.29 - 74.00 23.71 200.0 \Y 318.0 -10.6
2808.066667 --- 41.61 54.00 12.39 200.0 \Y 205.0 -9.9
2988.933333 51.42 - 74.00 22.58 200.0 \Y 126.0 9.0

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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Frequency in Hz
Radiates Emission from 3GHz to 18GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBuV/m) | (dBrV/m) | (dBrV/m) | (dB) (cm) (deg) (dB/m)
4008.500000 44 .21 74.00 29.79 100.0 H 0.0 -15.4
4043.000000 34.04 54.00 19.96 100.0 \ 175.0 -15.2
4942.000000 37.80 54.00 16.20 100.0 V 334.0 -11.7
5236.500000 47.43 74.00 26.57 100.0 H 0.0 -11.1
5980.000000 50.73 74.00 23.28 100.0 \ 150.0 -10.2
6914.000000 39.83 54.00 14.17 200.0 H 291.0 -7.8
9776.500000 51.76 74.00 22.24 200.0 H 96.0 -5.6
9873.000000 41.64 54.00 12.36 200.0 H 96.0 -5.4
13213.000000 54.53 74.00 19.47 100.0 \% 60.0 -2.3
13245.500000 44.25 54.00 9.75 100.0 \ 0.0 -2.2
15568.500000 45.51 54.00 8.49 200.0 \ 292.0 2.0
16393.000000 59.64 74.00 14.36 100.0 \% 163.0 4.9

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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3DH5-Channel 78

120T
100T
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s 40-I AAAAAA o= P
20T
0 ' |
1G 2G 3G
Frequency in Hz
Note: The signal beyond the limit is carrier.
Radiates Emission from 1GHz to 3GHz
Frequency | MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrV/im) | (dBwV/im) | (dB pV/m) (dB) (cm) (deg) (dB/m)
1176.00 42.55 -—- 74.00 31.45 200.0 H 308.00 -8
1195.53 -—- 33.27 54.00 20.73 200.0 V 183.00 -8
1421.07 43.49 --- 74.00 30.51 200.0 V 261.00 -6
1439.13 --- 33.80 54.00 20.20 200.0 H 293.00 -6
1528.33 45.25 -—- 74.00 28.75 100.0 V 1.00 -5
1712.47 --- 34.73 54.00 19.27 200.0 H 114.00 -5
1994.73 50.21 --- 74.00 23.79 200.0 V 206.00 -3
1994.73 - 36.54 54.00 17.46 200.0 V 206.00 -3
2265.33 -—- 36.01 54.00 17.99 100.0 V 329.00 -2
2266.87 46.80 -—- 74.00 27.20 200.0 V 41.00 -2
2675.40 --- 38.34 54.00 15.66 100.0 H 65.00 0
2806.67 47.93 --- 74.00 26.07 100.0 V 235.00 1

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)

TA Technology (Shanghai) Co., Ltd.
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Frequency in Hz
Radiates Emission from 3GHz to 18GHz
Frequency | MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBrV/im) | (dBuV/im) | (dB pV/m) (dB) (cm) (deg) (dB/m)
3894.50 40.94 - 74.00 33.06 200.0 V 303.00 -4
4031.00 -—- 31.51 54.00 22.49 100.0 V 253.00 -4
4960.00 - 43.60 54.00 10.40 100.0 H 210.00 -2
4960.00 46.37 --- 74.00 27.63 100.0 H 210.00 -2
5997.50 --- 36.27 54.00 17.73 100.0 V 166.00 0
5997.50 54.92 - 74.00 19.08 100.0 V 166.00 0
8491.00 - 36.30 54.00 17.70 100.0 H 40.00 4
8526.00 45.82 -—- 74.00 28.18 200.0 V 0.00 4
9848.50 46.66 --- 74.00 27.34 200.0 H 335.00 4
10035.50 --- 36.81 54.00 17.19 200.0 V 145.00 5
13306.00 - 38.91 54.00 15.09 100.0 H 268.00 9
13352.00 48.19 - 74.00 25.81 200.0 H 295.00 9

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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During the test, the Radiates Emission from 18 GHz to 26.5GHz was performed in all modes with all
channels, 3DH5-Channel 39 are selected as the worst condition. The test data of the worst-case
condition was recorded in this report.

120
100 T
3 80T ECC REPKICIESS B)
(] |
&
c 80T
E T ¥ i ™ | 2 P 3
= 4DJir-h-v-—n s o o g gttty =gt 4 i i ANt eurnumpri-de gy
20T
0 : : : : : : : : : : : : : : : : :
18 19 20 21 22 23 24 25 26 265
Frequency in GHz
Radiates Emission from 18GHz to 26.5GHz
Frequency MaxPeak Average Limit Margin | Height Pol Azimuth | Corr.
(MHz) (dBuV/im) | (dBrV/m) | (dBrV/m) | (dB) (cm) (deg) (dB/m)
18681.133333 49.45 74.00 2455 | 2000 | V 320.0 -2
19067.600000 39.55 54.00 1445 | 2000 | V 82.0 -1
19423.466667 49.79 74.00 24.21 100.0 | V 342.0 -1
19428.000000 39.23 54.00 1477 | 2000 | V 82.0 -1
21012.116667 38.83 54.00 15.17 | 2000 | V 166.0 0
21526.650000 48.71 74.00 25.29 | 2000 | V 6.0 0
22040.050000 48.93 74.00 25.07 | 200.0 H 0.0 1
22803.633333 39.34 54.00 1466 | 2000 | V 143.0 2
24444700000 38.79 54.00 15.21 100.0 H 29.0 3
24753.533333 48.68 74.00 25.32 100.0 | V 234.0 3
25504.083333 39.76 54.00 14.24 | 200.0 H 266.0 3
25508.333333 49.89 74.00 241 200.0 H 235.0 3

Remark: 1. Correction Factor = Antenna factor+ Insertion loss (cable loss + amplifier gain)
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5.9 Conducted Emission

Ambient condition

Temperature Relative humidity Pressure

23°C ~25°C 45%~50% 101.5kPa

Methods of Measurement

The EUT is placed on a non-metallic table of 80cm height above the horizontal metal reference
ground plane. During the test, the EUT was operating in its typical mode. The test method is
according to ANSI C63.10. Connect the AC power line of the EUT to the L.1.S.N. Use EMI receiver to
detect the average and Quasi-peak value. RBW is set to 9 kHz, VBW is set to 30kHz.The
measurement result should include both L line and N line.

The test is in transmitting mode.

Test Setup

EUT L 1SN lest Recerver

AL Power source

Note: AC Power source is used to 120V/60Hz.

Limits
Frequency Conducted Limits(dBuV)
(MHz) Quasi-peak Average
0.15-0.5 66 to 56 56 to 46°
05-5 56 46
5-30 60 50

" Decreases with the logarithm of the frequency.

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96, U=2.69 dB.
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Test Results:

Following plots, Blue trace uses the peak detection, Green trace uses the average detection.
During the test, the Conducted Emission was performed in all modes with all channels, BT
3DH5-Channel 39, are selected as the worst condition. The test data of the worst-case condition was

recorded in this report.

100
B0
% 60 __\x\\__\ | Voltage Class B QF
; 1T
g oF \ A
L 5 s
201
0 : : —t—t—t+——+ : : — : |
150k 300 400500 800 1M 2M  3M 4MEM 6 8 10M 20M  30M
Frequency in Hz
) . . . | Meas. .
Frequency | QuasiPeak | Average Limit | Margin Time Bandwidth Line | Filter Corr.
(MHz) (dBuV) (dBupV) | (dBuV) | (dB) (ms) (kHz) (dB)
0.17 51.63 64.73 13.10 70.0 9.000 L1 ON 21
0.18 26.44 54.42 | 27.98 70.0 9.000 L1 ON 21
0.41 31.73 57.63 | 25.90 70.0 9.000 L1 ON 20
0.63 22.06 46.00 | 23.94 70.0 9.000 L1 ON 20
2.05 26.46 56.00 | 29.54 70.0 9.000 L1 ON 20
2.06 17.60 46.00 | 28.40 70.0 9.000 L1 ON 20
3.80 34.16 56.00 | 21.84 70.0 9.000 L1 ON 19
4.99 28.33 46.00 17.67 70.0 9.000 L1 ON 19
5.71 27.89 50.00 2211 70.0 9.000 L1 ON 19
6.24 34.50 60.00 | 25.50 70.0 9.000 L1 ON 19
19.40 28.02 60.00 | 31.98 70.0 9.000 L1 ON 20
26.62 16.96 50.00 | 33.04 70.0 9.000 L1 ON 20
Remark: Correct factor=cable loss + LISN factor
L line
Conducted Emission from 150 KHz to 30 MHz
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150k 300 400 500 800 1M 2M 3M 4AM 6 8 10M 20M  30M
Frequency in Hz
. . . | Meas. .
Frequency | QuasiPeak | Average Limit | Margin Time Bandwidth Line | Filter Corr.
(MHz) (dBuV) (dBuV) (dBuV) (dB) - (kHz) (dB)
0.17 50.08 65.06 14.98 70.0 9.000 N ON 21
0.19 35.72 54.21 18.49 70.0 9.000 N ON 21
0.56 36.86 56.00 19.14 70.0 9.000 N ON 20
0.56 26.57 46.00 19.43 70.0 9.000 N ON 20
1.67 22.96 56.00 33.04 70.0 9.000 N ON 20
2.10 19.93 46.00 26.07 70.0 9.000 N ON 20
3.71 32.37 56.00 23.63 70.0 9.000 N ON 19
5.00 29.86 46.00 16.14 70.0 9.000 N ON 19
5.13 30.22 50.00 19.78 70.0 9.000 N ON 19
5.73 32.67 60.00 27.33 70.0 9.000 N ON 19
16.00 22.22 60.00 37.78 70.0 9.000 N ON 20
23.12 29.33 50.00 20.67 70.0 9.000 N ON 20
Remark: Correct factor=cable loss + LISN factor
N line
Conducted Emission from 150 KHz to 30 MHz
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6 Main Test Instruments

Name Manufacturer Tvbe Serial Calibration | Expiration
yp Number Date Date
EMI Test Receiver R&S ESCI7 100936 2021-12-12 2022-12-11
Wireless
Communication X3.7.20.13 CMW270 100673 2021-05-15 2022-05-14
Tester
Signal Analyzer R&S FSV40 100815 2021-05-15 2022-05-14
TRILOG Broadband
SCHWARZBECK 9163 1023 2021-06-07 2024-06-06
Antenna
Horn Antenna R&S HF907 102723 2021-07-26 2024-07-25
Horn Antenna ETS-Lindgren 3160-09 00102643 2020-10-10 2023-10-09
Software R&S EMC32 9.26.01 / /
Artificial main
R&S ENV216 101171 2020-12-13 2022-12-12
network
EMI Test Receiver R&S ESR 101667 2021-05-15 2022-05-14
Software R&S EMC32 10.35.10 / /
Spectrum Analyzer KEYSIGHT N9020A MY54420163 | 2021-12-12 2022-12-11
Power probe R&S NRP18S 101954 2021-05-15 2022-05-14
Climate Chamber ESPEC SU-242 93000506 2021-12-12 2022-12-11
******END OF REPORT *kkkkk
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ANNEX A: The EUT Appearance

The EUT Appearance are submitted separately.
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ANNEX B: Test Setup Photos

The Test Setup Photos are submitted separately.
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