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client | Sporton Certificate No. | D2600V2-1078_Jun25
Taoyuan City
CALIBRATION CERTIFICATE
Object D2600V2 - SN: 1078
Calibration procedurets) QA CAL-05.v12

Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calibration data June 11, 2025

This calibration certilicate documents the raceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probabllity are given on the following pages and are part of the certilicate.

All callbrations have been conducted in the closed laboratory facility: enviranment temperature (22 = 3)°C and humidity < 70%.
Calibration Equipmant used (M&TE critical for calibration)

Primary Standards o] Cal Date (Certilicale Mo.) Seneduled Cal
Power Sensor &S NRP-331 SN: 100967 | 26-Mar-25 (No. 217-04290) War-26

Power Sensor RAS NREP18A SN 101859 | 06-Fab-25 (No. 4030A315000541) Feb-26
Spectrum Analyzer R&S FSYAD SN 101832 | 29-Jan-25 (No. 4030A315000658) Jan-26
3.5mm mismatch combnation 8N: 1152 24-Mar-25 (Mo, 217-042093) Mar-26

OCP DAK-12 SN: 1018 24-Sopt-24 (No, OCP-DAK12-1018_Sep24) Sep-25

‘OGP DAK-3.5 SN: 1249 23-Sepl-24 [No. OCP-DAK3.5-1249_Sep24) Sep-25
Relerence Probe EX30V4 SN: 7348 10-Jan-25 (Nog, EX3-T349 Jan25) Jan-26
DAEAip EN: 1836 17-Apr-25 (No. DAE4ip-1836_Apres) Apr-26
Secondary Standards [n} Check Date (In housa) Seheduled Check
ACAD Selup 1 SN 1000 27-May-25 (Mo, B76-AGAD_Bource_Box-2505a7) | May-26

Signal Generator R&S SMB100A SN:TB20B1 | 27-May-25 (No. B75-CAL16-54588-250527) May-26
Mismatch; Shia SN 1102 24-Apr-25 (Mo, 675-Mismatch_SMA-250424) Apr-26

QOCP DAK-12 SN 1029 27:Fab-25 (No. OCP-DAK12-1028_FebZ5) Feb-26

QOCP DAK-35 SN: 1336 09-Dec-24 (No, OCP-DAK3.5-1336_Dec24) Dec-25

Mame Funclion Signaiure

GCallbrated by Paula Pina Laboratory Technician 3%
Approved by Sven Kihn Technical Manager ’- l ///,EM

Issued; June 17, 2025
This calibration certificate shall not be reproduced axcept in full without wrilten approval of the laboratory,

Certiflcate No: D2600V2-1078_Jun23 Page 1ol &



Calibration Labnratury of \\N@ﬁh& S Schweizerischer Kallbrierdienst
’ SN Service suisse d'étalonnage

Schmid & Partner M C  Servizio svizzero di taratura

Engineering AG b= S Swiss Callbration Service

Zeughaussirasse 43, 8004 Zurich, Switzerland "5.,;@3‘"

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ComnvF  sensitivity in TSL / NORM x.y.z
MNIA not applicable or not measured

Calibration is Performed According to the Following Standards

-

IEC/IEEE 62209-1528 "Measurement Procedura For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Iinstrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", Cctober 2020.

KDB BB5E64, "SAR Measurement Requirements for 100 MHz 1o 6 GHz"

Additional Documentation

DASY System Handbook

Methods Applied and Interpretation of Parameters

-

Measurement Conditions; Further details are available from Ihe Validation Report at the end of the certificate. All figures
staled In the certificate are valid at the frequency indicated.

Antenna Parameters with TSL: Tha dipols is mounted with the spacer o position its feed point exactly below the center
marking of the flat phantom section, with the arms oriented paraliel 1o the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled
phantom, The impedance stated Is transformed from the measurement at the SMA connector to the teed point. The Return
Loss ensures low reflected power. No uncertainly required.

Electrical Defay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

SAR measured: SAR measured at the stated anlenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connecior.

SAR for nominal TSE parameters: The measured TSL parameters are used fo calculate the nominal SAR resull.

The reparted uncertainty of measurement is staled as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds fo a coverage probability of approximately 85%.

Cartificate No: D2600V2-1078_Jun25 Page 2 o &




D2600V2 - BN: 1078 June 11, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYE Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Modutar Fiat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 5mm, tz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 2B00MHz +1MHz

HSL parameters at 2600 MHz

The tallowing parameters and calculations were applied.

Temperature Permittivity Conductivity
Mominal HSL paramelers 22.0°C 3a.0 1.96 mhofm
Measured HSL parameters (22.0 £0.2)"C 37.4 6% 2.00 mho/m £6%
HSL temperature change during test <05°C

SAR result with HSL at 2600 MHz

SAR averaged over 1cm? (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 13.9 Wikg
SAR for nominal HSL parameters normalized to TW 55,3 Wikg £17.0% (k=2)
SAR averaged over 10 cm? (10 g) of HSL Caondition
SAR for nominal HSL parameters 24 dBm input power 6.26 Wikg
SAR for nominal HSL parameters normalized to. 1W 24.9 Wikg £16.5% (k=2)

Certificate No: D2600V2-1078_Jun2s Page 3ol &



[2600V2 - SN: 1078 June 11, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 2600 MHz

Impedance 496 0-7.2j0
Return Loss -22.8dB

General Antenna Parameters and Design

[ Electrical Delay {one direction) [ 153 ns |

After long term use with 100W radiated power, only & slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line Is directly connected 1o
the second arm of the dipole. The antenna Is therefore shori-circuited for DC-signals. On gome of the dipoles. small end
caps are added 1o the dipole arms In order to improve matching when loaded according to the position as explained in the
“Measuremeant Conditions” paragraph, The SAR data are nol affected by this change. The overall dipole length is still according
to the Standard, No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manutactured by SPEAG

Certificate No: D2600V2-1078_Jun25 Paged ot 6



D2600VE - EN: 1078 Juna 11, 2025
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D2600V2E - BN: 1078 dJune 11, 2025

Impedance Measurement Plot for HSL
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Schweizerlscher Kalibrierdienst

Calibration Laboratory of S ,
C Service suisse d'étalonnage
S

Schmid & Partner
Engineering AG
Zeughausstrasse 43, 8004 Zurich, Switzerland

Servizio svizzero di taratura
Swiss Calibration Service

Accrediled by the Swiss Accredilation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client Sporton Cerlificate No. D3500V2-1014_Jan25

L CALIBRATION CERTIFICATE

Object D3500V2 - SN: 1014

Calibration procedure(s) _.QA;CAL—E-E;V?
Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

Calibration date January 15, 2025

This calibration cerfificate documeants the traceability to national standards, which realiza the physical units of measuremants sh.
The measurements and the uncertainties with confidence probability are given an the following pages-and are part of the ceriificate,

All calibralions hiave been conducied in the closed taboratory facility: environment temperalure (22 = 3)°C and humidity < 70%.
Caiipration Equipment used (M&TE critical for calibration)

Primary Siandards ¥ Cal Date (Carlilicate No.) Scheduled Cal
Power Sensor R&S NAP-33T SN: 100967 | 28-Mar-2a (No. 217-04038) Mar-285
Power Sensor RE&S NAPTEA SN 101859 | 22-Jul-24 (No. 4030A315008547) Jub-25
Specirum Analyzer RAS FSV4D SN: 101832 | 25-Jan-24 (No. 4030-315007551) Jan-25
Mismatch; Short [S4188] Altenualor [54423] | SN: 1152 28-Mar-24 [No_ 217-04050) Mar-25
CCP DAK-12 SM: 1016 24-Sept-24 (No. OCP-DAK12-1016_Sep24d) Sep-25
OCP DAK-3 5 SN; 1249 23-5ept-24 (No. OCP-DAK3 5-1249_Sep24) Sep-25
Reforence Prabe EX30V4 SN: 7349 10-Jan-25 {No, EX3-7349_Jan25) Jan-26
DAESip SN: 1836 28-Oct-24 (No. DAE4ip-1836_Oci24) Ccl-25
Secondary Standards [8] Check Date (in house} Scheduled Check
ACAD Source Box SN: 1000 28-May-24 (No. 675-ACAD_Source_Box-240528) | May-25
Signal Generalor R&S SME100A SN: 182081 | 28-May-24 (No. 675-CAL16-54586-240528) May-25
Mismatch; SMA SN: 1102 22:-May-24 (No. 675-Mismatch SMA-240528) May-25

Name Function Slgﬂgjﬂra
Calibrated by Paulo Pina Laboratory Technician N ?f —

: — =
| ) %

Approved by Sven Kithn Technical Manager S i 7

lssued: January 16, 2025
This calibration ceriificate shall nol be reproduced except in full without written approval of the laboratory.

Certificate No: D3500V2-1014_Jan25 Page 1ol &



Schweizerischer Kalibrierdienst

Calibration Laboratory of S 5
c Service suisse d'étalonnage
S

)
Schmid & Partner S
Engineering AG m

Servizio svizzero dl taratura

== Swiss Calibration Service
Zaughausstrasse 43, 8004 Zurich, Switzerland g
Accrediled by Ihe Swiss Accredilation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL / NORM x.y,2
NiA not applicable or not measured

Calibration is Performed According to the Following Standards

= |[EC/IEEE 82209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Hate OF Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10.GHz)*, October 2020.

= KDB 865664, “SAR Measurement Requirameants for 100 MHz 1o 6 GHz®

Additional Documentation
= DASY System Handbook

Methods Applied and Interpretation of Parameters

+ Measurement Conditions: Further details are available from the Validation Report at the end of the cerfificate. All figures
stated in the certificate are valid at the frequency indicated.

= Antenna Parameters with TSL: The dipale is mounted with the spacer to position its leed point exactly below the center
marking of the flat phantom section, with the arms oriented parallel 1o the body axis,

« Feed Point Impedance and Return Loss: These paramelers are measured with the dipole positioned under the fiquid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Lass ensures low reflected power. No uncertainty requirad.

= Electricafl Delay: One-way delay between the SMA connecior and the antenna feed point. Mo uncertainty required,

« SAR measured; SAR measured at the stated antenna input power,

= SAR normalized: SAR as measured, normalized to an input power ol 1 W al the antenna connector.

= SAR for nominal TSL parameters; The measured TSL parameters are used 10 caloulate the nominal SAR resull,

The reported uncertainty of measurement is staled as the standard uncertainty of measurement multiphed by the
coverage lactor k=2, which for a normai distribution corresponds o a coverage probability of approximately 95%.

Cartificate No: D3500V2-1014_Jan25 Page 2ol 6



D3500V2 - SN: 1014 January 15, 2025

Measurement Conditions

DASY system configuration, as far as nol glven on page 1.

DASY Version DASYE Module SAR 16.4.0
Extrapolation Advancead Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = Emm, dz = 1.4mm Graded Ratio = 1.5 mm (Z direction)
Frequency 3500MHz +1MHz

Head TSL parameters at 3500 MHz
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 372 2.91 mhoim
Measured Head TSL parameters (22.0 £0.2)°C 37.9 +6% 2.93 mhoim +6%
Head TSL temperature change during test <05°C

SAR result with Head TSL at 3500 MHz

SAR averaged over 1 em? {1 g) of Head TSL Condition
SAR for nominal Head TSL paramelers 20 dBm Input power 6.57 Whkg
SAR for nominal Head TSL parameters normalized to 1W 65.7 Wkg £19.9% (k=2)
SAR averaged over 10 cm? (10 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm Input power 2.49 Wikg
SAR for nominal Head TSL parameters normalized to 1W 24,9 Whkg £19.5% (k=2)

Certificate Mo: D3500V2-1014_Jan25 Page 3 ol 6



D3500V2 - SN: 1014

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 3500 MHz

January 15, 2025

Impedance 5400-41]0
Return Loss -25.2 dB
General Antenna Parameters and Design
| Electrical Delay {one direction) | 1.133 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured,

The dipole Is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited lor DC-signals. On some of the dipolss, small end
caps are added to the dipole arms in order to improve matching when loaded according lo the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not aflected by this change. The overall dipole length is still according
1o the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections:

near the feedpoint may be damaged.

Additional EUT Data

Manutactured by

SPEAG

Certificate No: D3500V2-1014_Jan25

Page 4ol &



D3500V2 - SN: 1014

January 15, 2025

System Performance Check Report
Summary
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D3s00V2 - SN: 1014 January 15, 2025

Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3500V2, serial no. 1014 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D3500V2 — serial no. 1014

3500MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
01.15.2025
-25.2 54 -4.1
(Cal. Report)
01.14.2026
-25.713 -1.99 56.234 2.234 -4.4629 -0.3629
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3500 V2, serial no. 1014 (Data of Measurement : 01.14.2026)
3500MHz - Head
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S Schweizerischer Kalibrierdienst
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S Swiss Callbration Service

Accrediled by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories lo the EA
Multitateral Agreement for the recognition of callbration certificales

Accreditation No.: SCS 0108

Client Sporton Certificate No. D3500V2-1036_Mar25
' CALIBRATION CERTIFICATE '1
|
Object D3500V2 - SN: 1036
Calibration procedure(s) QA CAL-22.v7
Calibration Procedure for SAR Validation Sources between 3 - 10 GHz
Calibration date Marﬂh 11,2025/

This calibration certificate documents the traceability to national standards, which realize the physical units of measuremeants (S1).
The measurements and the uncertainties with confidence probabilily are given on the following pages and are part of the certificate.

All calibrations have been conducled in the closed laboratory facility: emvironmant lemperalure (22 = 3)'C and humidity < 70%
Calibration Equipment used (M&TE critical for calibration)

This calibration certificate shall not be reproduced except in lull without written approval of the: [aboratody.

| B —

Pnmary Standards 1] Cal Daie {Eaﬂ'rlm__iienhlu.] Scheduled Gal
Power Sensor R&S NRP-33T SN: 100867 | 26-Mar-24 (No. 217-04038) Mar-25
Power Sensor A&S NAP1BA SN: 101859 | 06-Fab-25 (No. A030A315009541) Feb-26
Spectrum Analyzer RES FSV4D SN: 101832 | 29-Jan-256 (No. 4030A315009658) Jan-26
Mismalch; Shorl [S4188] Aftenualor [54423] | SN: 1152 28-Mar-24 (No. 217-04050) Mar-25
OCP DAK-12 SN 1076 24-5ap-24 (No. OCP-DAK12-1016_Sep24) Sop-25
OCP DAK-3.5 SM; 1248 23-Sep-24 (No. OCP-DAK3.5-1249_Sep2d) Sep-25
Relerence Probe EX3DV4 SN: 7340 10-Jan-25 (No, EX3-7345_Jan2) Jan_:?ﬁ
DAEdip 5N; 1836 28-0Oci-24 [No, DAE4ip-1836_0ci24) Oct-25
Secondary Standards iD Chack Date {in house) Scheduled Check |
ACAD Source Box SN: 1000 28-May-24 fN&_ﬁ?E*ﬁEAD_Ewrm_Bm-EMEEEi May-25
Signal Generator R&S SMB100A EN; 182081 Eﬂ-!'ula'_r;gﬂ-' (No. B75-CAL16-54588-240528) May-25
Mismatch; SMA SN: 1102 22-May-24 (No. B75-Mismalch_SMA-240622) May-25

Name Function Signalure
Calibrated by Kreimir Franjic Laboratary Teehnician

m

Approved by Sven Kiihn Technical Manager — -/‘E?_/_—

Issued: March 12,2025

Certificate No. D3500V2-1036_Mar25 Page 1 of &




Calibration Laboratory of S8, S. Schweizoriacher Kalibrierdienst
Schmid & Partner AN 4 c Service suisse d'étalonnage

: ; % Servizio svizzero di taratura
Engineering AG BN S Swiss Calibration Service
Zeughausstrasse 43, 8004 Zunch, Swilzerland K R
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Multilateral Agreement for the recognition of calibration certificales

Glossary

TSL tisgue simulating liquid
ConvF  sensitivity in TSL/ NORM x.y.2
NI not applicable or not measurad

Calibration is Performed According to the Following Standards

= |EC/IEEE 62209-1528,"Measurement Procedure For The Assessment 01 Specific Absorplion Rate O Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Waorn Wireless Communication Devices - Part 1528: Human Madels,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", Octobear 2020,

= KDB 865664, "SAR Measuremant Requirements for 100 MHz to 6 GHz"

Additional Documentation
- DASY System Handbook

Methods Applied and Interpretation of Parameters

+ Measurement Conditions: Further details are available Irom the Validation Report at the end ol the certilicate. All ligures
staled m the certiicate are valid at the Irequency indicated.

= Antenna Parameters with TSL: The dipole is mounted with the spacer to position s feed point exactly below the center
marking of the lat phantom sectlon, with the arms onented parallel to the body axis;

« Feed Point impedance and Aeturn Loss: These parameters are measured with the dipole positioned under the liquid filled
phantam, The impedance stated is transformed from the measurement at the SMA connactor 1o the feed point. The Return
Logs onsures low rellecled power. No uncertainty required,

* Electrical Delay: One-way delay between the SMA connector and the antenna leed poinl. Na uncertainly required.

= SAR measured: SAR measured al the stated antenna inpul power,

= SAR normalized: SAR as measured, normalized 1o an inpul power of 1 W at the antenna conneclor.

= SAR lor nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR resull,

The reparted uncertainty of measurement is stated as the standard uncertainty of measurement rnu_rt:p!ied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%

Certilicate Nor D3500V2-1036_Mar25 Page 2 ol 6



D3500V2 - SN: 1036 March 11, 2025

Measurement Conditions
DASY system configuration, as far as nol given on page 1,

DASY Version DASYE Module SAR 16.4.0
Extrapolation Advanced Extrapolation

Phantom Maodular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = Smm, dz = 1.4mm Graded Ratio = 1.5 mm (Z direction)
Frequency A500MHz £1MHz

HSL parameters at 3500 MHz
The following paramelers and calculations ware applied.

Temperature Permitlivity Conductivity
Nominal HSL parameters 22.0°C 379 2.91 mhoim
Measured HSL parameters {22.0 £0.2)°C 38.7 6% 2.94 mho/m £6%
HSL temperature change during test <05°C

SAR result with HSL at 3500 MHz

SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm inpul power 6.56 Wikg
SAR for nominal HSL parameters normalized 1o 1W 65.6 Wikg £19.9% (k=2)
SAR averaged over 10 cm” (10 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 2.48 Wikg
SAR for nominal HSL parameters normalized lo TW 24.9 Wikg £19.5% (k=2)
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D3500V2 - SN: 1036 March 11, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 3500 MHz

impedance 5240-370
Return Loss 273 dB

General Antenna Parameters and Design

[ Electrical Delay (one direction] [ 1.14ns ]

After long term use with 100W radiated power, only a slight warming of the dipole near the leedpoint can be measured.

The dipole is made ol standard semirigid coaxial cable The cener conductor ol the feeding line is direclly connected ta
the second arm of the dipole. The antenna Is therefore shorl-circuited for DC-signals.  On some of the dipoles, small end
caps are added to the dipole arms in order to Improve matching when loaded according lo the position as explained in the
“Measuramen! Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still accarding
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged. '

Additional EUT Data

Manufactured by SPEAG
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D3500V2 - SN: 1036

March 11, 2025

System Performance Check Repart
Summary
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D3b00V2 - SN: 1036 March 11, 2025

Impedance Measurement Plot for HSL
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SPORTON LAB.

D3500V2, serial no. 1036 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D3500V2 — serial no. 1036

3500MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
03.11.2025
-27.327 52.386 -3.706
(Cal. Report)
03.10.2026
-28.942 5.91 53.052 0.666 -3.7369 -0.0309
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.

TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3500V2, serial no. 1036 (Data of Measurement : 03.10.2026)
3500 MHz - Head

PN S11 Log mag 10.00de/ ref 0.000dB [F1]

=1 3.5000000 GHz -28.942 dB

10.00

0.000

1 Start 3.3 GHz IFBWY 70 kHz Stop 3.7 GHz [
P 11 smith (R+jx) scale 1.000u [F1 Del]

>1  3.5000000 GHz 53. Q -3 90 12.68 pF

1 Start 3.3 GHz IFBW 70 kHz Stop 3.7 GHz [

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



c “bra‘]un Laboratn u' \\\"‘\““rﬂﬂfr c iRy S Schweizerischer Kalibrierdianst
Sah id & Part ' ¥ _"\\_\-\-_-':f/yﬁ'; # h'ﬁ c Service sulsse d'élalonnage
DAL e FAVIIGL: Servizio svizzero di taraiura
Engineering AG T Qv S Swiss Calibration Service
Zeughaussirasse 43, 8004 Zurich, Switzerland ﬁﬁ@w“ -

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA

Multilateral Agreement for the recognition of calibration certificates

client | Sporton Certificate No. | D3700V2-1006_Jun25

Tacyuan Clly

| CALIBRATION CERTIFICATE

Obyect D3700V2 - SN: 1006

Callbration procedure(s) QA CAL-22.:7
Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

Calloration date June 12, 2025

This calibration certilicate documants the treceability to natenal standards, which reallze the physical uniis of measurements 1,5|]_.
The measurements and the uncertaintles with confidence probability are given en the following pages and are pari of the certificale,

All calibrations have been conducted in the closed laboratory faciity: environment temperature (22 + 3)"C and humidity < 70%,
Calibration Equiprant used (MATE critical for calibration)

Primary Standards I Cal Date [Certlicale No.) Scheduled Cal
Power Sensor RS NRP-33T SN 100967 | 26-Mar-25 (No. 217-D4290) Mar-286
Power Sensor &S NRP1BA SM: 101859 | 0B-Fab-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer RES FSV40 SN: 101832 | 28-Jan-25 [No. 4030A315003658) Jan-26
3.5mm mismatch combination EN: 1152 24-Mar-25 (No, 217-04293) Mar-28
OGP DAR-T2 Sh: 1016 24-Sept-24 (Mo, DCP-DAK12-1016_Sep24) Sep-25
OCP DAK-35 Sh: 1249 23-Sept-24 (No. OCP-DAK2.5-1249 Sep2d) Sep-25
Referance Probe EX30V4 SN: 7340 10-Jan-25 (Mo, EX3-7349_Jan25) Jan-26
DAEAiD SN: 1836 17-Apr-25 (Mo, DAEAip-1836_Apr25) Apr-26
Secondary Standards ¥} Check Date (in house) Scheduled Check
ACAD Setup 1 SM: 1000 27-May-25 (No, B75-ACAD_Source_Box-250527) | May-26

" Signal Generator RES SMB100A SR 162081 | 27-May-25 [No. 675-CAL16-S4586-250527) May-26
Mismatch: SMA SN: 1102 24-Apr-25 (No. 675-Mismaich SMA-250424) Apr-26
OGP DAK-12 Shi: 1029 27-Feb-25 (Mo, OCP-DAK12-1029_Feb2s) Feb-26
QOCP DAK-3.5 SN: 1336 08-Dac-24 (Mo, OCP-DAK3.5-1336_Dac24) Dec-25

Mame Function Signature

Calibrated by Pauio Pina Labaratory Tachrician e —}”____DE_

Approved by Sven Kiihn Technical Managar é E

Issued: June 12, 2025
This calibration certificate shal| not be reproduced excepl In full without written approval of the |aboratory.
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Calibration Laboratory of Q@‘@; £ Schwelzerischer anIfbrIerdlmst

Schmid & Partner E % c Service sulsse d'étalonnage

Enci ing AG Servizio svizzero di taratura
BIREiig o S Swiss Calibration Service

Zeughausstrasse 43. B004 Zunch, Switzerland "r.maﬁ

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is ane of the signatories to the EA
Multitateral Agreemeant for the recognition of calibration certificates

Glossary

TSL tigsue simaulating laquid
ConvF  sensitivity in TSL / NORM x.y.z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

+ |EC/IEEE 62209-1528,"Measurement Frocedure For The Assessment O Specific Abserption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528; Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz o 10 GHz)", October 2020.

« KDB 865664, "SAR Measuremeant Requirements for 100 Mhz to & GHz"

Additional Documentation
« DASY System Handbook

Methods Applied and Interpretation of Parameters

+ Measuremeni Conditions: Further details are available from the Validation Report at the end of the certilicate. Al figures
stated In the cerfificate are valid at the frequency indicated.

« Antenna Parameters with TSL: The dipole is mounted with the spacer to position ils feed point exactly below (he canter
marking of the fial phantam section, with the arms oriented paraliel to the body axis.

- Feed Ppint Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled

phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return

Loss ensures low reflected power, No uncertainly required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

» SAR measured: SAR measured al the stated antenna inpul power.

+ SAR normalized: SAR as measured, normalized to an input power ol 1 W at the antenna connector.

+ SAR lor nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds 1o a coverage probability of approximately 85%.

Certificate No: D3700V2-1006_Jun25 Page 2 ot B



D3700V2 - SN: 1006 June 12, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYE Module SAR 16.4.0
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacear

Zoom Scan Resolution dx, dy = 5mm, dz = 1.4mm Graded Ralic = 1.5 mm (Z direction)
Frequency A700MHz +1MHz

HSL parameters at 3700 MHz

The following parameters and calculatlons ware applied.

Temperature Permittivity Conductivity
Nominal HSL parameters 220°C 37T 3.12 mhe/m
Measured HSL parameters (22.0 £0.2)°C 38.8 £6% 3.11 mho/m +6%
HSL temperature change during test =0.5%C

SAR result with HSL at 3700 MHz

SAR averaged over 1 em® (1 g) of HSL Conditign
SAR for nominal HSL parameters 20 dBm inpul power £.99 Wikg
SAR for nominal HSL parameters normalized to 1W 69.9 Wikg +19.9% (k=2)
SAR averaged over 10 cm® (10 g} of HSL Condition
SAR for nominal HSL parameters 20 dBm inpul power 2.56 Wikg
SAR for nominal HSL parametars nermalized fo 1W 25.6 Wikg £19.5% (k=2)

Cerificate No: D3700V2-1006_Jun2s Page 3 of 6




D3700V2 - BN: 1006 June 12, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 3700 MHz

Impedance 50.6 Q-7.8i0
Return Loss -22.2dB

General Antenna Parameters and Design

| Electrical Delay (one direction) | 1137 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the leedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole, The antenna is therefore shorl-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms In order to Improve matching when loaded according lo the position as explained in the
"Measurement Conditions” paragraph, The SAR dala are not affected by this change. The overall dipole length is still according
1o the Standard, No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Certificate No: D3700V2-1006_ Jun23 Page 4 of &



D3700V2 - SN:. 1006

System Performance Check Report

June 12, 2025

Summary
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D3700VE - SN; 1006 June 12, 2025

Impedance Measurement Plot for HSL
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Calibration Laboratory of S, S Schweizerischer Kallbrierdienst
Enagineering AG Servizlo svizzero di taratura

g g ) Yy S Swiss Calibration Service
Zoughausstrasse 43, 8004 Zurich, Switzerland W, im'--*“\‘
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client Sporton Certiticate No. D3700V2-1022_Jul24
Taoyuan City
CALIBRATION CERTIFICATE
Object D3700V2 - SN: 1022
Calibration procedure(s) QA CAL-22v7

Calibration Procedure for SAR Validation Sources between 3 - 10 GHz
Calibration date July 10, 2024

Ttiis calibration certificate documents the raceability to national standards, which realize the physical units of measurements {S1).
The measurements and the uncertainties with confidence probability are given on the foflowing pages and are part of the certificate.

‘Al calibrations have been conducted in the closed laboratory facility: environment temperature (22 = 3)°C and humidity < 70%.
Calibration Equipment used (M&TE critical for calibration)

Primary Standards iD Cal Date (Certificate Ma.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100967 | 2B-Mar-24 {No. 217-04038) Mar-25
Power Sensor R&S NRP18A SN: 101852 | 21-Mar-24 (Mo, 4030A315007801) Mar-25
Spectrum Analyzer R&SFSV4D SN: 101832 | 25-Jan-24 (No. 4030-31 5007551) Jan-25
Mismatch; Short [S4188] Attenuator [S4423] | SN:1152 28-Mar-24 (No. 217-04050) Mar-25
OCP DAK-12 SN: 10186 05-0ct-23 [No. OCP-DAK12-1016_0ct23) Cct-24
OCP DAK-2.5 SN:lEdQ 05-0ct-23 (No. OCP-DAK3.5-1249_0ct23) Oct-24
Relerence Probe EASLUVA SN: 7349 03-Jun-24 (No. EX3-7349_Jun24) Jun-25
DAE4ip SN: 1836 10-Jan-24 [No. DAE4ip-1836_Jan24) Jan-25
[ Secondary Standards 18] Check Date (in house) - [ Bcheduled Check
TACAD Source Box SN: 1000 28-May-24 (No, 675-ACAD_Source_Box-240528) | May-25
Signal Generator RAS SMB100A SN: 182081 | 2B8-May-24 (MNo. 00O1-300719404) May-25
Mismateh: SMA BN 1102 22-May-24 {No. 675-Mismatch_SMA-240522) May-25
Nama Function Signature
Calibrated Paulo Pina Laboratory Techniclan - f _—:?‘ =
™ T A
Approved by Sven Kihn Technical Manager ifgl &’K
Issuea: July 10, 2024
This calibration certilicate shall not be reproduced except in full without written approval of the laboratary.
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Calibration Laboratory of \Qﬁ; S H*mﬂﬁ*}mmﬁ:w
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Schmid & Partner w C  Servizio svizero di tarstura

Engineering AG s S Swiss Calibration Service

Zeughausstrasse 43, 8004 Zurich, Switzerland R

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatorles to the EA
Multiiateral Agreement for the recognition of calibration certificates

Glossary

TSL fissue simulating liquid
ConvE  sensitivity in TSL / NORM x.y.2
M/A not applicable or not measured

Calibration is Performed According to the Following Standards

. IEC/|EEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

+ KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
« DASY System Handbook

Methods Applied and Interpretation of Parameters

+ Measurement Conditions: Further detalls are available from the Validation Report at the end of the cerlificate. Al figures
stated in the certificate are valid at the frequency indicated.

. Antenna Parameters with TSL: The dipole is mounted with the spacer to position its teed point exactly below the center
marking of the flat phantom section, with the arms oriented parallef to the body axis.

+ Feed Point Impedance and Relurn Loss: These parameters are measured with the dipole positioned under the liquid filled

phantom. The impedance stated Is transformed from the measurement at the SMA connector to the feed point. The Relurn

Loss ensures low reflected power, No uncertainty required,

Elecirical Delay: One-way delay between the SMA connector and the antenna feed point. Mo uncertainty required,

SAR measured: SAR measured at the stated antenna inpul power.

SAR rormalized: SAR as measured, normalized to an input power of 1 W at the antenna connactar,

SAR for nominal TSL parameters: The measured TSL parameters are used 1o calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage lactor k=2, which for a normal distribution corresponds lo a coverage probability of approximately 85%.

Certificate No: D3T00V2-1022_Jui24 Page 2of 6



D3700V2 - SN: 1022 July 10, 2024

Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYE Module SAR 16.4.0
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phanlom
Distance Dipole Center - TSL 10.-mm with spacer
Zoom Scan Resolution dx, dy = Smm, dz = 1.4mm Graded Ratio = 1.5 mm (Z direction)
Frequency a700MHz £ 1MHz

Head TSL parameters at 3700 MHz
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 317 3.12 mho/m
Measured Head TSL parameters (22.0 +0.2)°C 8.2 46% 3.08 mho/m +6%
Head TSL temperature change during test <05°C
SAR result with Head TSL at 3700 MHz
| SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm input power 6.81 Wikg
SAR for nominal Head TSL parameters normalized to 1W B8.1 Wik £19.9% (k=2)
| SAR averaged over 10 cm® (10 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm input power 2.52 Wikg
SAR for nominal Head TSL parameters normalized to TW 25.2 Wikg «18.5% (k=2)

Certificate No; D3700V2-1022_Jul24 Page 3 of 6



D3700V2 - SN: 1022 July 10, 2024

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 3700 MHz

Impedance 5230~-5310
| Return Loss 1 -25.0 dB

General Antenna Parameters and Design

| Electrical Delay {one direction) | 1.125ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feadpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the leeding line is directly connected 1o the
second arm of the dipole. The antenna s therefore short-circuited for DC-signals. On some of the dipoles. small end caps are
added to the dipole arms in order to improve matching when loaded according to the position as expiained in the
"Measurement Conditions® paragraph. The SAR data are not affected by this change. The overall dipole length i= still
according to the Standard. No excessive force must be applied fo the dipole arms, because they might bend ar the scidered
gonnections near the feedpoint may be damaged.

Additional EUT Data

| Manufactured by SPEAG |

Certificate No: D3700v2-1022_Jul24 Page 4 of &



DaT00vV2 - SN: 1022

System Performance Check Report

Jully 10, 2024

Summary
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D3T700V2 - SN: 1022 July 10, 2024

Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3700V2, serial no. 1022 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D3700V2 — serial no. 1022

3700MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)

07.10.2024
-24.963 52.27 -5.320
(Cal. Report)
07.09.2025
-24.852 0.445 52.81 0.54 -5.0973 0.2227
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3700V2, serial no. 1022 (Data of Measurement : 07.09.2025)
3700 MHz - Head

DU S11 Log Mag 10.00dB/ Ref 0.000dB [F1]

[>13.7000000 GHz -24.852 ds

1 Start 3.5 GHz IFBW 70 kHz Stop 3.9 GHz

P S11 smith (R+jX) Scale 1.000U [F1 Del]

>1 3.7000000 GHz 52.810 @ -5.0973 Q 8,4387 BF}

1 Start 3.5 GHz IFBW 70 kHz Stop 3.9 GHz

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accrediiation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client Sporton Certificate No. [)3900V2-1 092_May23
Taoyuan City
lCA LIBRATION CERTIFICATE I
Objeat D3900V2 - SN:1092
Calibration procedura(s) QA CAL-22.v7

Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: May 15, 2023

This calibration centificate documents the traceability to national standards, which realize the physieal units of measuraments (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have baen conducted in the closed laboratory facility: environment temperature (22 = 3)°C and humidity = 70%.

Calibration Equipment used (MATE critical for calibration)

Frimary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration

Power meler NRP2 SM: 104778 30-Mar-23 (No. 217-03804/03805) Mar-24

Power sensar NRP-Z91 SN 103244 30-Mar-23 (No. 217-03804) Mar-24

Power sensor MRP-Z91 SN: 103245 30-Mar-23 (No. 217-03805) Mar-24

Reference 20 dB Atenuator SN: BHO394 (20k) 30-Mar-23 {MNo. 217-03809) Mar-24

Type-N mismatch combination SM: 310982 / 06327 30-Mar-23 (No. 217-03810) Mar-24

Reference Probe EX30V4 SM: 3503 O7-Mar-23 (No. EX3-3503_Mar23) Mar-24

DAE4 SN 601 18-Dec-22 (Mo, DAE4-601 _Dec22) Dec-23

Secondary Standards 1D # Check Date (in house) Scheduled Check

Powar meter E44198 SN: GB38512475 30-Cct-14 {in house check Oct-22) In house check: Oct-24

Power sensor HP 84814 SN US37292783 07-0ct-15 (in house check Oct-22) In house check: Oct-24

Fower sensor HP 84814 SN: MY41093315 O7-0ct-15 {in house check Oet-229 In house check: Oct-24

AF generator R&AS SMT-06 SN: 100972 15-Jun-15 (in house check Oct-22) In house check: Oct-24

Matwork Analyzer Agilent EB35BA | SN US41080477 31-Mar-14 (in house check Oct-22) In house check: Oct-24
Mame Function Signature

Calibrated by: Jeton Kastrati Laberatory Technician C:JT, C&

Approved by Sven Kihn Technical Manager

S L

Issued: May 17, 2023

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528 Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, “SAR Measurement Regquirements for 100 MHz to 6 GHz"

Additional Documentation:
¢) DASY System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

* Return Loss: This parameter is measured with the source positioned under the liguid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given

on page 1.

DASY Version

DASY52 V52.10.4
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom V5.0
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy =4.0 mm, dz =1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

3900 MHz = 1 MHz
4100 MHz + 1 MHz

Head TSL parameters at 3900 MHz

The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 37.5 3.32 mho/m
Measured Head TSL parameters (22.0+£0.2) °C 37.0+6 % 3.23 mho/m 6 %
Head TSL temperature change during test <0.5°C ---- --e-
SAR result with Head TSL at 3900 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.69 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

67.0 W/kg + 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.32 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.2 W/kg = 19.5 % (k=2)

Head TSL parameters at 4100 MHz

The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 37.2 3.53 mho/m
Measured Head TSL parameters (22.0+0.2) °C 36.7+6 % 3.40 mho/m +6 %
Head TSL temperature change during test <0.5°C -
SAR result with Head TSL at 4100 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.67 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

66.8 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.31 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.0 W/kg + 19.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 3900 MHz

Impedance, transformed to feed point 492Q-40jQ

Return Loss -27.7dB

Antenna Parameters with Head TSL at 4100 MHz

Impedance, transformed to feed point 56.0Q2+5.0jQ

Return Loss -22.6dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.112ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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DASYS5 Validation Report for Head TSL

Date: 15.05.2023
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 3900 MHz; Type: D3900V2; Serial: D3900V2 - SN:1092

Communication System: UID 0 - CW; Frequency: 3900 MHz, Frequency: 4100 MHz
Medium parameters used: f = 3900 MHz; 6 = 3.23 S/m; & = 37.0; p=1000 kg/m? ,
Medium parameters used: f = 4100 MHz; 6 = 3.40 S/m: & = 36.7; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

e Probe: EX3DV4 - SN3503; ConvF(7.39, 7.39, 7.39) @ 3900 MHz, ConvF(7.26, 7.26, 7.26) @ 4100
MHz; Calibrated: 07.03.2023

» Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 19.12.2022

 Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
 DASY5252.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3900MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 70.57 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 18.8 W/kg

SAR(1 g) = 6.69 W/kg; SAR(10 g) = 2.32 W/kg

Smallest distance from peaks to all points 3 dB below = 7.9 mm

Ratio of SAR at M2 to SAR at M1 = 74.2%

Maximum value of SAR (measured) = 13.3 W/kg

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=4100MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 68.75 V/m; Power Drift = -0.00 dB

Peak SAR (extrapolated) = 18.9 W/kg

SAR(1 g) = 6.67 W/kg; SAR(10 g) = 2.31 W/kg

Smallest distance from peaks to all points 3 dB below = 7.9 mm

Ratio of SAR at M2 to SAR at M1 = 74%

Maximum value of SAR (measured) = 13.4 W/kg
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dB

-6.00

-12.00
-18.00
-24.00
-30.00

0dB =134 W/kg = 11.28 dBW/kg
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Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3900HzV2, serial no. 1092 Extended Dipole Calibrations
If dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in impedance (within 5 ohm

of prior calibration), the annual calibration is not necessary and the calibration interval can be extended.

<Justification of the extended calibration>

D3900HzV2 - serial no. 1092

3900MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm){Imaginary Impedance (ohm)|Delta (ohm)
05.15.2023
-27.655 49.234 -4.0453
(Cal. Report)
05.14.2024
-25.709 7.037 49.904 0.670 -5.6816 -1.6363
(extended)
05.13.2025
-27.817 0.586 50.762 1.528 -2.0149 2.0304
(extended)
4100MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm){Imaginary Impedance (ohm)|Delta (ochm)

05.15.2023
-22.637 56.029 5.0050
(Cal. Report)
05.14.2024
-19.160 15.360 57.780 1.751 7.9912 2.9862
(extended)
05.13.2025
-21.524 4.917 55.724 -0.305 7.8687 2.8637
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX . 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3900V2, serial no. 1092 (Data of Measurement : 05.14.2024)
3900MHz - Head

S000000 GHZ

0. 000

1 Start 3.7 Gz TFEW 70 kHz stop 4.3 6H: B |

P 511 smith (R+jx) Scale 1.000u [F1 Del]

1 Start 3.7 GHz IFEW 70 kHz top 4.3 GHz (BN

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3900 V2, serial no. 1092 (Data of Measurement : 05.13.2025)
3900 MHz - Head

P s11 Log Mag 10.00dB/ Ref 0.000dB [F1]

1 3.9000000 GHz ds
2 4.1000000 GHz -21.524 dB

[1 start 3.7 GHz IFBW 70 kHz Stop 4.3 GHz [ |

P s11 smith (R+jX) Scale 1.000U [F1 Del]

1 3.9000000 GHz 50.762 Q -2.0149 @ 20.254 pF
>2 4.1000000 GHz 55.724 @ 7.8687_0-305.45 pH

[1 start 3.7 GHz IFBW 70 kHz Stop 4.3 GHz [

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX . 886-3-328-4978



	D3500V2_1014_2025.01.15
	D3500V2_1036_2025.03.11
	Dipole_D3500V2_1036_Appendix C_2026.03.10
	D3700V2_1022_2024.07.10.pdf
	1111111.pdf



