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TEST ITEM FCC REFERENCE RESULT
Fundamental & spurious emission 15.231(b)
&Restrict band radiated emission 15.209(a) Pass
15.205

Power line conducted emission 15.207 NA

Emission bandwidth 15.231(c) Pass
Transmission Time 15.231(a)(1) Pass
Antenna requirement 15.203 Pass

Notes: 1. NA =Not Applicable
2. Determination of the test conclusion is based on IEC Guide 115 in consideration of

measurement uncertainty.
3. Additions, Deviations and Exclusions from Standards: None.
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1.1 Description of Equipment Under Test (EUT)

Product Name: FART MACHINE REMOTE

Model: US111-0050/CB

Description of EUT: The product is a remote control for portable use.
Rating: 3x LR44 1.5V BATTERIES

Category of EUT: Class B

EUT type: & Table top [ ] Floor standing

Software Version: /

Hardware Version: /

Sample received date: March 17, 2026

Date of test: March 23, 2026 — April 13, 2026

1.2 Technical Specification

g;’:(;?tm” Frequency 2400-2483.5MHz
Channel Frequency: 2405, 2440, 2455, 2475MHz
Product Type: |:| Mobile
|E Portable
|:| Fix Location
Channel Number: 4
Antenna Designation: Internal antenna

Note: This information is supplied by the applicant. Any change in this value would result in different
test data / conclusion.
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1.3 Description of Test Facility

Name: Intertek Testing Services (Shanghai FTZ) Co., Ltd.

Address: Building 86, No. 1198 Qinzhou Road(North), Shanghai 200233, P.R. China
Telephone: 862161278200

Telefax: 862154262353

The test facility is | CNAS Accreditation Lab
recognized, Registration No. CNAS L21189

Cert'f';_f':;rb these| CC Accredited Lab
accredited BY theS€! pesignation Number: CN0175

organizations:
IC Registration Lab
CAB identifier: CN0O014

VCCI Registration Lab
Registration No.: R-14243, G-10845, C-14723, T-12252

A2LA Accreditation Lab
Certificate Number: 3309.02
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2.1 Standards or specification

47CFR Part 15 (2024)
ANSI C63.10a (2024)

2.2 Mode of operation during the test

Within this test report, EUT was tested with modulation and tested under its rating voltage and
frequency.

The EUT is a handheld device, so three axes (X, Y, Z) were observed while the test receiver worked as
“max hold” continuously and the highest reading among the whole test procedure was recorded.
Compare with the test results that X axis(The Button panel faces up) is the worst case.

2.3 Test software list

Test Items Software Manufacturer Version
Conducted emission SKET Auto EMC Test Software Keleto V3.0
Radiated emission SKET Auto EMC Test Software Keleto V3.0

2.4 Test peripherals list

Item No. Name Band and Model Description

2.5 Test environment condition:

Test items Temperature Humidity
Fundamental & spurious emission o 0
& Restrict band radiated emission 24°C >2% RH
Power line conducted emission NA NA
Emission bandwidth & Transmission Time 23°C 53% RH

TTRF15.231_V1 © 2018 Intertek Page 8 of 31



iNntertek

Total Quality. Assured.
TEST REPORT

2.6 Instrument list

Report No.: 2603B0533SHA-001

Radiated Emission

Used Equipment Manufacturer Type Internal no. Due date
ra Test Receiver R&S ESIB 26 EC 3045 2026-09-14
v Bilog Antenna TESEQ CBL6112D EC 4206 2026-10-23

AFS42-
2 Pre-amplifier R&S 00101800-25-5S- EC5262 2026-06-08
42
v Horn antenna R&S HF 906 EC 3049 2027-01-15
— Horn antenna ETS 3117 EC4792-1 2027-03-13
v Horn antenna TOYO HAP18-26W EC4792-3 2026-07-06
v Active loop Schwarzbeck FMZB1519 EC 5345 2027-03-22
antenna
— Horn antenna ETS 3116c Ec5955 2027-01-15
RF test
Used Equipment Manufacturer Type Internal no. Due date

PXA Signal .
2 Analyzer Keysight N9030A EC 5338 2026-09-08

Spectrum .
v Analyzer Keysight N9030B EC 6078 2027-03-17
— Power sensor Agilent U2021XA EC 5338-1 2027-02-28
= vector Signal Agilent N5182B EC 5175 2027-02-28

Generator

MXG Analog .
Agil N5181A E -2 2027-02-2

B Signal Generator gilent >18 €>5338 027-02-28

Mobile Test . .
— System Litepoint lgxel EC5176 2027-01-08
— Test Receiver R&S ESCI 7 EC 4501 2027-01-08

Additional instrument

Used Equipment Manufacturer Type Internal no. Due date

v Therom- 2)1-2A S.M.L.F. EC 3442 2027-01-08
Hygrograph
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2.7 Measurement uncertainty

The measurement uncertainty represents an expanded uncertainty expressed at approximately
the 95% confidence level using a coverage factor of k=2.

Test item Measurement uncertainty

Maximum peak output power +0.74dB

Radiated Emissions in restricted frequency bands

below 1GHz +4.90d8

Radiated Emissions in restricted frequency bands +502dB
above 1GHz

Emission outside the frequency band +2.89dB

Power line conducted emission +3.19dB
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Test result: Pass

3.1 Limit

3.1.1 The emission shall test through the 10th harmonic or to 40GHz, whichever is lower. It must comply
with the limits below:

Fundamental Frequency Fundamental limit Spurious limit
(MHz) (uv/m) (uv/m)
[ ]40.66-40.70 2250 225
[ ]70-130 1250 125
[ ]130-174 1250 to 3750 125 to 375
[ ]174- 260 3750 375
[ ]260-470 3750 to 12500 375 to 1250
X]Above 470 12500 1250

The formulas for calculating the maximum permitted fundamental field strengths are as follows: for the
frequency above 470 MHz, uV/m at 3 meters = 12500. The maximum permitted unwanted emission
level is 20 dB below the maximum permitted fundamental level.

For that the EUT use fundamental frequency of 2400-2483.5MHz, the limit is:

Fundamental limit = 12500 uV/m = 81.94 dBuV/m
Spurious limit = 61.94 — 20 = 61.94 dBuV/m

i

3.1.2 The radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified in §15.209(a) showed as below:

Frequency Field Strength Measurement Distance
(MHz) (dBuVv/m) (m)

30-88 40.0 3

88 -216 43.5 3

216 - 960 46.0 3

Above 960 54.0 3
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3.2 Measurement Procedure
For Radiated emission below 30MHz:

a) The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
chamber room. The table was rotated 360 degrees to determine the position of the highest
radiation.

b) The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

c) Both X andY axes of the antenna are set to make the measurement.

d) For each suspected emission, the EUT was arranged to its worst case and the rotatable table was
turned from 0 degrees to 360 degrees to find the maximum reading.

e) The test-receiver system was set to Quasi-Peak Detect Function and Specified Bandwidth with
Maximum Hold Mode.

NOTE:

1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 9kHz at
frequency below 30MHz.

For Radiated emission above 30MHz:

a) The EUT was placed on the top of a rotating table 0.8 meters (for 30MHz ~ 1GHz) / 1.5 meters (for
above 1GHz) above the ground at 3 meter chamber room for test. The table was rotated 360
degrees to determine the position of the highest radiation.

b) The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

¢) The height of antenna is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are
set to make the measurement.

d) For each suspected emission, the EUT was arranged to its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360
degrees to find the maximum reading.

e) The test-receiver system was set to quasi-peak detect function and specified bandwidth with
maximum hold mode when the test frequency is below 1 GHz.

f) The test-receiver system was set to peak and average detect function and specified bandwidth with
maximum hold mode when the test frequency is above 1 GHz. If the peak reading value also meets
average limit, measurement with the average detector is unnecessary.

Note:
1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120kHz for
Quasi-peak detection (QP) at frequency below 1GHz.

2. The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is 3
MHz for Peak detection (PK) at frequency above 1GHz.

3. The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is >
1/T (Duty cycle < 98%) or 3 x RBW (Duty cycle > 98%) for Average detection (AV) at frequency above
1GHz.

4. All modes of operation were investigated and the worst-case emissions are reported
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3.3 Test Configuration

For Radiated emission below 30MHz:

EUT& 3m
Support Units | ]

Turn Table
e

80cm l

Test Receiver

\__l_l
O O 0O O

For Radiated emission 30MHz to 1GHz:

Ant. Tower 1-4m
Variable
EUT& | 3m . /
=

Support Units |
I|||—E n|

Turn Table
e

socm | meommom

Test Receiver

\ —
O O O

i
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For Radiated emission above 1GHz:

Ant. Tower 1-4m
Variable
EUT& ] 3m /

Support Units |

Turn Table D_Ej
’Jx_—l_‘ L Absorber
ssoh T T MMATMA =

Test Receiver

N [ —
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3.4 Test Results of Radiated Emissions

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which
was 20dB lower than the limit line per 15.31(o) was not reported.
30M-1GHz:

a0-
70-
60—

s0-

40 5
30-
20-

Level(dBuv/m)

10-

U_
-10-

-20- ]
30M 100M
Hor -— Frequency(Hz)

a0-
70-
60—

s0-

40

30- 5

Level(dBuv/m)

20-

10+

-10-

=20 i
30M 100M
Ver —- Frequency(Hz)
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Limit Level Delta | Reading | Factor
No. Frequency dBuV/m | dBuV/m 4B dBqu dB/m Detector | Polar
1* | 169.971MHz 43.5 19.2 -24.3 5.2 14.0 QP Hor
2* | 640.809MHz 46.0 24.0 -22.0 -0.4 24.4 QP Hor
3* | 729.079MHz 46.0 26.1 -19.9 0.2 25.9 QP Hor
4* | 774.087MHz 46.0 27.7 -18.3 1.0 26.7 QP Hor
5* | 869.147MHz 46.0 34.2 -11.8 6.6 27.6 QP Hor
6* | 959.745MHz 46.0 28.9 -17.1 0.6 28.3 QP Hor
7* | 522.081MHz 46.0 21.3 -24.7 -0.3 21.6 QP Ver
8* | 627.423MHz 46.0 24.0 -22.0 -0.1 24.1 QP Ver
9* | 719.476MHz 46.0 26.3 -19.7 0.7 25.6 QP Ver
10* | 781.459MHz 46.0 28.4 -17.6 1.3 27.1 QP Ver
11* | 869.244MHz 46.0 31.6 -14.4 4.0 27.6 QP Ver
12* | 959.648MHz 46.0 30.2 -15.8 1.9 28.3 QP Ver
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Above 1GHz:
2405MHz:

80—

70-
B0-

50-
40- h 7

30-
20—’_ﬁf_H_H_’f_,wﬁw___ﬁ;v,ffﬂ’““”_"_M#GJ

10-

Level(dBuY/m)

|:|_
_1|:|_

=204 i
1G 10G 186G

Hor —— Freguency(Hz)

80-

70-
B0-

fled

50-
40- 10
30-
20-

Level(dBuY/m)

10+
|:|_
-10-

=204 i
1G 10G 186G

Ver — Freguency(Hz)
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2440MHz:

80-

70-
Bl-

b

50- 2
40-

30-

LevelldBuv/m)

20-
10-
0-
10-

_ED_I I i
1G 106G 186G

Hor -— Freguency(Hz)

80—

70-
B0-

50- 4 5
40-

30-

Level(dBuv/m)

20-
10-
0-
-10-

-20 -] ] 1
1G 10G 184G

Ver — Freguency(Hz)
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2475MHz:

80-

70-
Bl-

ST

50-
40-

30-

LevelldBuv/m)

20-
10-
0-
10-

_ED_I I i
1G 106G 186G

Hor -— Freguency(Hz)

80—

70-
B0-

50-
40-

30-

Level(dBuv/m)

20-
10-
0-
-10-

-20 -] ] 1
1G 10G 184G

Ver — Freguency(Hz)
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Test data:
Frequenc SliChall Limits Margin
Channel (:ﬂHZ) y Reading (dByV/m) ( dlf) Polarization| Detector
(dBuv/m) H
17966 49.60 74.00 24.40 H PK
2405MHz
17966 50.38 74.00 23.62 \ PK
17762 49.99 74.00 24.01 H PK
2440MHz
17796 49.76 74.00 24.24 \Y PK
17762 49.58 74.00 24.42 H PK
2475MHz
17966 49.79 74.00 24.21 \Y PK

Remark: 1. Correct Factor = Antenna Factor + Cable Loss (+ Amplifier, for higher than 1GHz), the value
was added to Original Receiver Reading by the software automatically.
2. Corrected Reading = Original Receiver Reading + Correct Factor
3. Margin = Limit - Corrected Reading
4. If the PK Corrected Reading is lower than AV limit, the AV test can be elided.

Example: Assuming Antenna Factor = 30.20dB/m, Cable Loss = 2.00dB,
Gain of Preamplifier = 32.00dB, Original Receiver Reading = 10.00dBuV,
Limit = 40.00dBuV/m.
Then Correct Factor = 30.20 + 2.00 — 32.00 = 0.20dB/m;
Corrected Reading = 10dBuV + 0.20dB/m = 10.20dBuV/m;
Margin = 40.00dBuV/m - 10.20dBuV/m = 29.80dB.
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Duty Cycle:
The test data with maximum duty cycle was listed below.
The worst Duty cycle =19.0 / 120.0 = 0.1583

s Keysight Spectrum Analyzer - Swept SA

[ SENSE:INT] [ ALIGN AUTO  [11:10:07 AM Apr14, 2026

(oo e
Avg Type: Log-Pwr

PNO: Wide —»— 1rig: Free Run
IFGain:Low Atten: 10 dB Select Marker
>
4
|
Normal
s
Delta
[
Fixed!>
s |
VEW 100 kHz Off
MKR| MODE TRC| SCL x i FUNCTION FUMNCTION WIDTH FUNCTION VALUE & |
N [1/t] 91.00ms| 2074dBm| [ [ W |
2 INEEREEIN 19.00 ms[(A 010a8 | [ 1
3 [1 [t [(A 120.0 ms|(A 014¢g8 [ ]
4 I N
5 =
6
7
8
9
10
11
IMSG
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Calculating the AV value according to the duty cycle

Report No.: 2603B0533SHA-001

Channel AR )| SR (I::;::I;Zcrt A(\é::\j;i:)g Limits Margin Polarization
(MHz) (dBuV/m) (dB) (dBuVv/m) (dB)
2405 76.64 -16.01 60.63 81.94 21.31 H
481 .92 -16.01 4491 1.94 17. H
2405MHz 810 60.9 9 61.9 03
2405 76.20 -16.01 60.19 81.94 21.75 \Y
4810 54.54 -16.01 38.53 61.94 23.41 Vv
2440 76.69 -16.01 60.68 81.94 21.26 H
4880 60.18 -16.01 44.17 61.94 17.77 H
2440MHz
2440 76.15 -16.01 60.14 81.94 21.80 Y
4880 47.15 -16.01 31.14 61.94 30.80 Vv
2475 76.76 -16.01 60.75 81.94 21.19 H
4950 61.03 -16.01 45.02 61.94 16.92 H
2475MHz
2475 76.76 -16.01 60.75 81.94 21.19 Y
4950 48.42 -16.01 3241 61.94 29.53 \Y
Remark:

1. Correct Factor = 20lg (duty cycle) = 20Ig (0.1583) = -16.01;
2. AV Reading = PK Reading + Correct Factor;
3. Margin = limit - AV Reading.
4. * means the reading value is more than 20dB lower than the Limit.
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Test result: NA
4.1 Limit
Conducted Limit (dBuV)
Frequency of Emission (MHz)
QP AV
0.15-0.5 66 to 56* 56 to 46 *
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
4.2 Test Configuration
EUT
' Peripheral |
E devices | __|
| LSN ! LISN EMI receiver
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4.3 Measurement Procedure

Measured levels of ac power-line conducted emission shall be the emission voltages from the voltage
probe, where permitted, or across the 50 Q LISN port (to which the EUT is connected), where permitted,
terminated into a 50 Q measuring instrument. All emission voltage and current measurements shall be
made on each current-carrying conductor at the plug end of the EUT power cord by the use of mating
plugs and receptacles on the LISN, if used. Equipment shall be tested with power cords that are normally
supplied or recommended by the manufacturer and that have electrical and shielding characteristics
that are the same as those cords normally supplied or recommended by the manufacturer. For those
measurements using a LISN, the 50 Q measuring port is terminated by a measuring instrument having
50 Q input impedance. All other ports are terminated in 50 Q loads.

Tabletop devices shall be placed on a platform of nominal size 1 m by 1.5 m, raised 80 cm above the
reference ground plane. The vertical conducting plane or wall of an RF-shielded (screened) room shall
be located 40 cm to the rear of the EUT. Floor-standing devices shall be placed either directly on the
reference ground-plane or on insulating material as described in ANSI C63.4. All other surfaces of
tabletop or floor-standing EUTs shall be at least 80 cm from any other grounded conducting surface,
including the case or cases of one or more LISNs.

The bandwidth of the test receiver is set at 9 kHz.
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4.4 Test Results of Power line conducted emission

Report No.: 2603B0533SHA-001

Test Data:
Quasi-peak Average
Frequency — . — .
(MHz2) level Limit Margin level limit Margin
dB(uv) | dB(uv) | (dB) | dB(uv) | dB(uv) | (dB)

Remark: 1. Correct Factor = LISN Factor + Cable Loss, the value was added to Original Receiver Reading
by the software automatically.

2. Corrected Reading = Original Receiver Reading + Correct Factor

3. Margin = Limit - Corrected Reading
4. If the PK Corrected Reading is lower than AV limit, the AV test can be elided.
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Test result: Pass

5.1 Test Configuration

Ant. Tower 1-4m
Variable
EUT& | 3m . /

Support Units |
||||—|: n

Turn Table
e

s0cm | momem

Test Receiver

N [ —

i

5.2 Limit

The bandwidth of the emission shall be no wider than 0.25 % of the center frequency for
devices operating above 70MHz and below 900MHz. For devices operating above 900 MHz, the
99% bandwidth shall be less or equal to 0.5% of the center frequency.

The limit for the EUT = 0.5% * 2405 MHz = 12.025 MHz

5.3 Measurement Procedure

The EUT and simulators were placed on a 0.8m high wooden turntable above the horizontal
metal ground plane. The turn table rotated 360 degrees to determine the position of the
maximum emission level. The EUT was set 3 meters away from the receiving antenna which
was mounted on an antenna mast. The antenna moved up and down between from 1meter to
4 meters to find out the maximum emission level.

The central frequency of test receiver was set near the operating frequency of EUT.

The test was conducted using the Spectrum Analyzer with the resolutions bandwidth set at
10kHz, the video bandwidth set at 30kHz.
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5.4 The results

Report No.: 2603B0533SHA-001

#|FGain:Low

#Atten: 10 dB

Frequenc 20dB Limit
(I?IIHz) ¥ Bandwidth (MHz) Result
(MHz)
2405 1.084 12.5 Pass
2440 1.096 12.5 Pass
2475 1.172 12.5 Pass
Test plot:
2405MHz
ww Keysight Spectrum Analyzer -_O:cupied BW S S __ \i/\i“é_l
R o oLy [
NFE i, ) Trig: Free Run Avg|Hold:>10/10

Radio Device: BTS

Ref -10.00 dBm

Center 2.405000 GHz
#Res BW 10 kHz

Occupied Bandwidth

1.0137 MHz
80.736 kHz
1.084 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 30 kHz

Total Power

% of OBW Power

x dB

Mkr1 2.404976 GHz
-30.931 dBm

Span 3.000 MHz
Sweep 37.07 ms

-18.7 dBm

99.00 %
-20.00 dB

IMSG
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2440MHz

ww Keysight Spectrum Analyzer - Occupied BW ===
RF 50Q DC [ SENSE:INT] | ALIGN AUTO  [11:05:50 AM Apr14, 2026
ed 440000000 Center Freq: 2.440000000 GHz Radio Std: None Peak Search
o] Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 10 dB Radio Device: BTS

Mkr1 2.440078 GHz
-36.196 dBm

Ref -10.00 dBm

Center 2.440000 GHz Span 3.000 MHz
#Res BW 10 kHz #VBW 30 kHz Sweep 37.07 ms

Occupied Bandwidth Total Power -23.5 dBm
1.0606 MHz

Transmit Freq Error 75.551 kHz % of OBW Power 99.00 %

x dB Bandwidth 1.096 MHz x dB -20.00 dB

IMSG

2475MHz

ww Keysight Spectrum Analyzer - Occupied BW ===
RE 500 DC [ SENSE:INT] | ALIGN AUTO  [11:06:30 AM Apr14, 2026
ac Vi 000000 Center Freq: 2.475000000 GHz Radic Std: None Peak Search
NFE ) Trig: Free Run Avg|Hold:>10/10
#FGain:Low #Atten: 10 dB Radic Device: BTS

Mkr1 2.475078 GHz
-35.949 dBm

Ref -10.00 dBm

Center 2.475000 GHz Span 3.000 MHz
#Res BW 10 kHz #VBW 30 kHz Sweep 37.07 ms

Occupied Bandwidth Total Power -22.4 dBm
1.0199 MHz

Transmit Freq Error 86.186 kHz % of OBW Power 99.00 %

x dB Bandwidth 1.172 MHz x dB -20.00 dB

IMSG
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Test result: Pass

6.1 Test limit

|E (1) A manually operated transmitter shall employ a switch that will automatically deactivate the
transmitter within not more than 5 seconds of being released.

|:| (2) A transmitter activated automatically shall cease transmission within 5 seconds after activation.

|:| (3) Periodic transmissions at regular predetermined intervals are not permitted.
However, polling or supervision transmissions, including data, to determine system integrity of
transmitters used in security or safety applications are allowed if the total duration of transmissions
does not exceed more than two seconds per hour for each transmitter. There is no limit on the
number of individual transmissions, provided the total transmission time does not exceed two
seconds per hour.

|:| (4) Intentional radiators which are employed for radio control purposes during emergencies
involving fire, security, and safety of life, when activated to signal an alarm, may operate during the
pendency of the alarm condition.

|:| (5) Transmission of set-up information for security systems may exceed the transmission duration
limits in (1) and (2) above, provided such transmission are under the control of a professional
installer and do not exceed ten seconds after a manually operated switch is released or a transmitter
is activated automatically. Such set-up information may include data.

6.2 Test Configuration

Ant. Tower 1-4m
Variable
EUT& 3m
Support Units | -]
N ——E
Turn Table ”l o
e
80cmT ——

Test Receiver

N [ —
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6.3 Test procedure and test setup

The measurement was applied in a semi-anechoic chamber.

The central frequency of test receiver was set as the operating frequency of EUT and the Span was set
as 0.

The EUT was switched once. The test receiver recorded the whole time from the triggered moment to
the time of stopping radiating. For manual switching, to avoid uncertainty, the operating above would
be repeated five times and the worst data is recorded.

6.4 Test protocol

Whole time from the triggered moment to the time of stopping radiating: 0.53s.
As a result, the EUT complies with the limit of 55’ deactivating time.

s Keysight Spectrum Analyzer - Swept SA
RF 50Q DC [ SENSE:INT] [ ALIGN AUTO  [11:17:14 AM

Iﬂlﬂll&ll

Center Freq 2.475000000 GHz Avg Type: Log-Pwr

NFE PNO: Wide —»— 1rig: Free Run
IFGain:Low Atten: 10 dB

Auto Tune

Center Freq
2.475000000 GHz

StartFreq
2.475000000 GHz

Stop Freq
2.475000000 GHz
|

Center 2.475000000 GHz CF Step

VBW 910 kHz . 910.000 kHz
Auto Man

MKR, MODE TRC| SCL FUNCTION FUMNCTION WIDTH FUNCTION WALUE -

N1t 0.000s s | 00 |

Y AT 1t (A1 5300ms[(A] _ 305648

I Freq Offset
0Hz
——|
Scale Type

-
QUG AW

TTRF15.231_V1 © 2018 Intertek Page 30 of 31



ln te rtek Report No.: 2603B0533SHA-001

Total Quality. Assured.
TEST REPORT

Requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section.

Result:
EUT uses a permanently attached antenna, so it can comply with the provisions of this section.
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