9.1.3MEASUREMENT RESULT
Test Results

Test Band=GSM 850/PCS1900
Test Mode=GSM/EGPRS
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GSM 850-LCH

GSM 850-LCH

= fy e —— =
TR g — 5
Center Freq 515.000000 MHz Avg Type: RMS

i

= Trig: FreeRun AvglHold: 1001100
IFG #Aten: 40 dB

Ref Offset3.03 dB
Ref 35.00 dBm

e B e ST A e |

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

—
‘Agikent Specirum Analyae: - Swept 54 |
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Avg Type: RMS
Center Freq 5.000000000 G Trig: Free Run a:ngﬁ' =

Froniou | #Anen: 408
Ref Offset 17.64 dB Mkr1
Ref 35.00 dBm

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.65 ms (8190 pts))

GSM 850-MCH

GSM 850-MCH
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. Avg Type: RMS
Center Freq 515.000000 MH R v foartao
Low  #Amien: 40 B

Ref Offset9.03 dB
Ref 35.00 dBm
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Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

Juso sTatus

e —_—
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Center Freq 5.000000000 GHz Avg Type: RMS.

PNO

= Trig: Free Run Avg|Hold: 68/100
#Aren: 40 4B

Ref Offset 17.64 dB
Ref 35.00 dBm

Start 1.000 GHz Stop 9.000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.65 ms (8190 pts)
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GSM 850-HCH

GSM 850-HCH

BN gilent Spectrum Ansbas: - Swept $4
AL

Ref Offset9.03 dB
Ref 35.00 dBm

L kbt o ook P b M e

Start 30.0 MHz
#Res BW 1.0 MHz

Center Freq 515.000000 MHz
O

WO Fost oo Trig: FreeRun
IFGainiLow __ #Atten: 40 dB

#VBW 3.0 MHz*

Avg Type: RMS
AvglHold: 1001100

Mkr2 752.4 MH:
-33.511 dB

Stop 1.0000 GHz
Sweep 1.199 ms (1000 pts)

sTatus

Center Freq
515,000000 MHz|

—
Agikent Specirum Analyas: - Swept 4
R R

Hz Avg Type: RMS
PNO: Fast —+— Trig: Free Run Avg|Hold: 68/100
FG #Arten: 40 dB

Center Freq 5.000000000 Gl

Ref Offset 17.64 dB
Ref 35.00 dBm

Center Freq
5,000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.65 ms (8190 pts))

GSM 850-LCH-EDGE

GSM 850-LCH- EDGE

BN gilent Spectrum Ansbas: - Swept $4
AL

Ref Offset9.03 dB
Ref 35.00 dBm

oAl TR

Start 30.0 MHz
#Res BW 1.0 MHz

Center Freq 515.000000 MHz
PNO.

et e Trig: Free Run

IFG: #Atten: 40 dB

#VBW 3.0 MHz*

Avg Type: RMS
AvglHold: 1001100

Stop 1.0000 GHz
Sweep 1.199 ms (1000 pts)

Center Freq
515,000000 MHz|

it S e gt e
T g
Center Freq 5.000000000 GHz Avg Type: RMS.

PH

e Trig: Free Run AvglHold: 63100
G #Arten: 40 dB

Ref Offset 17.54 B Mkr1
Ref 35.00 dBm

Center Freq
5,000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.65 ms (8190 pts))

nes smaTus

GSM 850-MCH-EDGE

GSM 850-MCH-EDGE

‘Agient Spectrum Anshyzer - Swept 64
AL

Ref Offset9.03 dB
Ref 35.00 dBm

Start 30.0 MHz
#Res BW 1.0 MHz

Center Freq 515.000000 MHz
PHO:

= Trig: Free Run
¥ Gain:Low #Aitten: 40 dB

#VBW 3.0 MHz"

Avg Type: RMS
AvglHold: 100/100

Stop 1.0000 GHz
Sweep 1.189 ms (1000 pts)

CenterFreq
515.000000 MHz|

gilne Spectrm Anshzer - Swept S |
AL

) Avg Type: RMS
Center Freg 5.000000000 . e Trig: Free Run Ar;Hzld: SN100
IFGiniLow __ ¥Atten: 40 4B

Ref Offset 17.64 dB
Ref 35.00 dBm

CenterFreq
5.000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz" Sweep 13.65 ms (3190 pts)

Msa STATUS
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GSM 850-HCH-EDGE

GSM 850-HCH-EDGE

Start 30.0 MHz
#Res BW 1.0 MHz

BN gilent Spectrum Ansbas: - Swept $4
AL

Center Freq 515.000000 MHz
P

Avg Type: RMS
Fest o Trig: FreeRun AvglHold: 1001100

IFG: #Atten: 40 dB

Ref Offset9.03 dB

Mkr2 801.9 MHz|
Ref 35.00 dBm -32.917d

Bm

A A SRS W kA bttt . o

Stop 1.0000 GHz
Sweep 1.199 ms (1000 pts)

sTatus

#VBW 3.0 MHz*

Center Freq
515,000000 MHz|

—
Agikent Specirum Analyas: - Swept 4
R R

Avg Type: RMS.

Center Freq 5.000000000 Gl FocHinglins)

L v
FG: #Arten: 40 dB
Mkr1 6.571 4 GHz|

Ref Offset 17.54 B 1.911 dBm

Ref 35.00 dBm

Center Freq
5,000000000 GHz|

Start 1.000 GHz
#Res BW 1.0 MHz

Stop 9.000 GHz

#VBW 3.0 MHz* Sweep 13.65 ms (8190 pts)

PCS 1900-LCH

PCS 1900-LCH

Start 30.0 MHz
#Res BW 1.0 MHz

BN gilent Spectrum Ansbas: - Swept $4
AL

Center Freq 515.000000 MHz
O

Avg Type: RMS

Trig: FreeRun AvglHold: 1001100

P =
IF Gain:Low #Atten: 40 dB

Ref Offset9.03 dB
Ref 35.00 dBm

1

ol A P A A o el S A ot P i

Stop 1.0000 GHz
Sweep 1.199 ms (1000 pts)

#VBW 3.0 MHz*

Center Freq
515,000000 MHz|

—
T =T e
i

Center Freq 4.000000000 GHz
o o Trig: Free Run
G #Arten: 40 dB

Avg Type: RMS.
Avg|Hold: 82/100

Ref Offset 14.49 dB
Ref 35.00 dBm

Center Freq
4000000000 GHz|

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 10.33 ms (6200 pts))

nes smaTus

PCS 1900-LCH

PCS 1900-LCH

Start 7.000 GHz
#Res BW 1.0 MHz

Center Freq 10.300000000 GHz
Iz

‘Agient Spectrum Anshyzer - Swept 64
AL
Avg Type: RMS
NO:Fast —»- Trig: Free Run AvglHold: $2/100
¥ Gain:Low #Aitten: 40 dB

Ref Offset 1811 dB
Ref 35.00 dBm

Stop 13.600 GHz

#VBW 3.0 MHz" ‘Sweep 11.33 ms (6800 pts),

CenterFreq
10.300000000 GHz|

gilne Spectrm Anshzer - Swept S |
AL 3

Avg Type: RMS

Center Freq 16.800000000 H Avg Hold: 64100

ety Trig: Free Run
IFGiniLow __ ¥Atten: 40 4B

Ref Offset 16.79 dB
Ref 35.00 dBm

CenterFreq
16.800000000 GHz|

Start 13.600 GHz
#Res BW 1.0 MHz

Stop 20.000 GHz
Sweep 16.21 ms (6400 pts)

Msa STATUS

#VBW 3.0 MHz*
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PCS 1900-MCH

PCS 1900-MCH

‘Agient Spectrum Anshyzer - Swept 64
AL

Center Freq 515.000000 MHz

PHO: Fast

¥ Gair

Ref Offset9.03 dB
Ref 35.00 dBm

Start 30.0 MHz
#Res BW 1.0 MHz

Avg Type: RMS
ety Trig: Fres Run AvglHold: 100/100
Low #Atten: 40 dB

1

Mkr1 727.2 MHz|
-33.441 dBm

At A A R sty e

#VBW 3.0 MHz"

Stop 1.0000 GHz

CenterFreq
515.000000 MHz|

‘gilent Spectnum Analyzer - Swept S4
FL

X ) Avg Typs: RMS
TR R IIDITEC S 1rig: Freehun Avg|Hold: 921100
I Gain:Low ___ #Aften: 40 dB
Ref Offset 14.49 dB Mkr2
Ref 35.00 dBm
1
/ CenterFreq
4000000000 GHz

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz" Sweep 10.33 ms (6200 pts)

Msa STATUS

PCS 1900-MCH

PCS 1900-MCH

BN gilent Spectrum Ansbas: - Swept $4
AL

Center Freq 10.300000000 GHz
PNO:
IF Goin:

Ref Offset 18.11 dB
Ref 35.00 dBm

Start 7.000 GHz
#Res BW 1.0 MHz

Avg Type: RMS
et e Trig: Free Run AvgiHold: 521100
Low  #Amien: 40 B

#VBW 3.0 MHz* Sweep

Stop 13.600 GHz
11.33 ms (6800 pts)

Center Freq
10.300000000 GHz|

—
T =T e
i -

Avg Type: RMS.
Center Freq 16.800000000 m __ [ FocHinglins)
IFGoinLow _ #ARen: 40 dB
Ref Offset 15.79 dB
Ref 35.00 dBm

Center Freq
16 800000000 GHz|

Start 13.600 GHz Stop 20.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 16.21 ms (6400 pts))

PCS 1900-HCH

et Spectrum Anshzer - Swept S4

Center Freq 515.000000 MHz
Pl

Ref Offset9.03 dB
Ref 35.00 dBm

Avg Type: RMS

#Atten: 40 dB

ety Trig: FreeRun AvglHold: 100/100

Mkr1 820
-32

'1

A RS At i b et e b bbb

Start 30.0 MHz
#Res BW 1.0 MHz

#VBW 3.0 MHz" Sweep

Stop 1.0000 GHz
1.199 ms (1000 pts)

CenterFreq
515.000000 MHz|

gilne Spectrm Anshzer - Swept S |
AL

) Avg Type: RMS
Center Freq 4.000000000 GHz __ Y. M;Hgld: s
#Atten: 40 dB

Ref Offset 14.49 dB

Ref 35.00 dBm
o CenterFreq

4.000000000 GHz|

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz" Sweep 10.33 ms (6200 pts)

Msa STATUS
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PCS 1900-HCH

PCS 1900-HCH

BN gilent Spectrum Ansbas: - Swept $4
AL

Avg Type: RMS
Center Freq 10.300000000 z Trig: FreaRun A:;H\Timm

“Fast b
IF Gain:Low #Atten: 40 dB

Ref Offset 18.11 B Mkr1 12.747
Ref 35.00 dBm -19.71

Start 7.000 GHz Stop 13.600 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 11.33 ms (6800 pts),

Juso sTatus

Center Freq
10.300000000 GHz|

—
T =T e
i -

Center Freq 16.800000000 GHz
PHO: Fest
L

Avg Type: RMS.
Trig: Free Run Avg|Hold: 63100

#Amen: 40 dB

Ref Offset 15.79 dB
Ref 35.00 dBm

Center Freq
16 800000000 GHz|

Start 13.600 GHz
#Res BW 1.0 MHz

Stop 20.000 GHz
Sweep 16.21ms (6400 pts)

nes smaTus

#VBW 3.0 MHz*

PCS 1900-LCH-EDGE

PCS 1900- LCH-EDGE

BN gilent Spectrum Ansbas: - Swept $4
AL

Avg Type: RMS
Center Freq 515.000000 MH Trig: FreaRun A:u“lH\Tmﬂ.‘mﬂ

PNO: Fast -
IF Gain:Low #Atten: 40 dB

Ref Offset9.03 dB
Ref 35.00 dBm

I o s o Aolmbepbrdemrt v b ot

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

Juso sTatus

Center Freq
515,000000 MHz|

—
Agikent Specirum Analyas: - Swept 4
AL

Avg Type: RMS.

Center Freq 4.000000000 G . Trig: Free Run FocHintlnsd

Froniou | #Anen: 408

Ref Offset 14.49 dB
Ref 35.00 dBm

Center Freq
4000000000 GHz|

Start 1.000 GHz
#Res BW 1.0 MHz

Stop 7.000 GHz

#VBW 3.0 MHz* Sweep 10.33 ms (6200 pts)

PCS 1900-LCH-EDGE

PCS 1900- LCH-EDGE

‘Agient Spectrum Anshyzer - Swept 64
AL

Center Freq 10.300000000 GHz
Enberest —re Trig: Free Run
[FGeinLow ___ #Atten: 40 dB

Avg Type: RMS
AvglHold: 85100

Ref Offset 1811 dB

Ref 35.00 dBm -19.985 dBm

Start 7.000 GHz
#Res BW 1.0 MHz

Stop 13.600 GHz

#VBW 3.0 MHz" ‘Sweep 11.33 ms (6800 pts),

CenterFreq
10.300000000 GHz|

gilne Spectrm Anshzer - Swept S |
AL 3

Avg Type: RMS
Center Freq 16.800000000 m __ Y. M;Hzld: s
I Gain:Low ___ #Aften: 40 dB

Ref Offset 16.79 dB
Ref 35.00 dBm

CenterFreq
16.800000000 GHz|

Start 13.600 GHz
#Res BW 1.0 MHz

Stop 20.000 GHz
Sweep 16.21 ms (6400 pts)

Msa STATUS

#VBW 3.0 MHz*
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PCS 1900-MCH-EDGE

PCS 1900- MCH-EDGE

BN gilent Spectrum Ansbas: - Swept $4
AL

Avg Type: RMS
Center Freq 515.000000 MH e A:uiwwifm.m
[FGainow  #Aen: 40 dB
a Mkr1 73 MHz
Ref Offset9.03 dBl A rEn
Ref 35.00 dBm -33.553 dBm

1

PR by U e TR T A L

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

Juso sTatus

Center Freq
515,000000 MHz|

—
T =T e
i

Center Freq 4.000000000 GHz
PNO: F

Avg Type: RMS.
Trig: Free Run Avg|Hold: 85/100

#Amen: 40 dB

Ref Offset 14.49 dB
Ref 35.00 dBm

Center Freq
4000000000 GHz|

Start 1.000 GHz
#Res BW 1.0 MHz

Stop 7.000 GHz
Sweep 10.33 ms (6200 pts)

nes smaTus

#VBW 3.0 MHz*

PCS 1900-MCH-EDGE

PCS 1900- MCH-EDGE

BN gilent Spectrum Ansbas: - Swept $4
AL

Avg Type: RMS.

Center Freq 10.300000000 z Trig: FreaRun v a4100

“Fast b
IF Gain:Low #Atten: 40 dB

Ref Offset 18.11 dB
Ref 35.00 dBm

Start 7.000 GHz Stop 13.600 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 11.33 ms (6800 pts),

Juso sTatus

Center Freq
10.300000000 GHz|

—
Agikent Specirum Analyas: - Swept 4
R R

Avg Type: RMS.

Center Freq 16.800000000 2 Trig: Free Run FocHinlnr)

Fhsinton | #Anen: 40 B

Ref Offset 15.79 dB
Ref 35.00 dBm

Center Freq
16800000000 GHz|

Start 13.600 GHz
#Res BW 1.0 MHz

Stop 20.000 GHz

#VBW 3.0 MHz* Sweep 16.21 ms (6400 pts)

PCS 1900-HCH-EDGE

PCS 1900- HCH-EDGE

‘Agient Spectrum Anshyzer - Swept 64
AL

Center Freq 515.000000 MHz
O Fast —r= Trig: Free Run
[FGeinLow ___ #Atten: 40 dB

Avg Type: RMS
AvglHold: 100/100

Ref Offset9.03 dB

Ref 35.00 dBm -32.779 dBm

SRSl AT by fo b

Start 30.0 MHz
#Res BW 1.0 MHz

Stop 1.0000 GHz

#VBW 3.0 MHz" ‘Sweep 1.199 ms (1000 pts),

CenterFreq
515.000000 MHz|

gilne Spectrm Anshzer - Swept S |
AL 3 ]

Avg Type: RMS
Center Freq 4.000000000 _ __ Y. M;Hzld: o

¥ Gain:Low #Atten: 40 4B

Ref Offset 14.49 dB
Ref 35.00 dBm

1 CenterFreq
4000000000 GHz|

Start 1.000 GHz
#Res BW 1.0 MHz

Stop 7.000 GHz
Sweep 10.33 ms (6200 pts)

Msa STATUS

#VBW 3.0 MHz*
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PCS 1900- HCH-EDGE

PCS 1900- HCH-EDGE

e ry e —— ]

TR T

Center Freq 10.300000000 GHz
FHO: Fe

Avg Type: RMS.

Trig: FreeRun AuglHold: B51100

" gamen: 03B

Ref Offset 18.11 dB
Ref 35.00 dBm

Center Freq
10.300000000 GHz|
s

StartFreq)|

Start 7.000 GHz
#Res BW 1.0 MHz

Stop 13.600 GHz
Sweep 11.33 ms (6800 pts)

#VBW 3.0 MHz*

—
‘Agikent Specirum Analyae: - Swept 54
R R

Center Freq 16.800000000 GHz
FNO: Fest
L

Ref Offset 15.79 dB
Ref 35.00 dBm

Start 13.600 GHz
#Res BW 1.0 MHz

Avg Type: RMS.

Trig: Free Run Avg[Hold: 58/100

#Aren: 40 4B
Mkr1

Center Freq
16 800000000 GHz|

Stop 20.000 GHz
Sweep 16.21ms (6400 pts)

#VBW 3.0 MHz*
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WCDMA 850-LCH

WCDMA 850-LCH

B Ratert Specram Ay - St oA o e
L - .

TR TR ., o A oo

IF Gain:Low #Aten: 30 dB

Ref Offset9.93 dB
Ref 29.93 dBm

Center Freq
515,000000 MHz|

PRI I BT ittt b el it bbb e

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

Juso sTatus

—
T =T e
i -

Avg Type: RMS
Center Freq 5.000000000 Gz _J—— h::m:r: =

Foeinton #Aten: 40 4B

Ref Offset 1954 dB Mkr1 7.1
Ref 30.00 dBm 1.4

Center Freq
5,000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.64 ms (6200 pts))

nes smaTus

WCDMA 850-MCH

WCDMA 850-MCH

BN gilent Spectrum Ansbas: - Swept $4
AL

Avg Type: RMS
Center Freq 515.000000 MH M g Free d,‘.uﬂim:m

IF Gain:Low #Aten: 30 dB

Ref Offset9.93 dB
Ref 29.93 dBm

Center Freq
515,000000 MHz|

I
i gy A e o b bbbl e gt l-mm bt

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

Juso sTatus

—
T =T e
i : .

Avg Type: RMS
Center Freq 5.000000000 Gz . J— T e
#Anen: 40 4B
Ref Offset 18.54 dB Mkr1 §
Ref 30.00 dBm

Center Freq
5,000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 13.64 ms (6200 pts)

nes smaTus

WCDMA 850-HCH

WCDMA 850-HCH

gene Specarum anshyees - Sucpt S |
7L 5

. A Avg Type: RMS
o e pD G Trig: Free Run AvglHald:>100/100
I Gain:Low #Atten: 30 dB

Ref Offset9.93 dB
Ref 20.93 dBm

CenterFreq
515.000000 MHz|

5/
2 1

P o ALt b L s s eiyhessrdgirbberamnsilasd Ptk Ml

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz" Sweep 1.189 ms (1000 pts)

‘gilent Spectnum Analyzer - Swept S4
FL

) Avg Type: RMS
Center Fraa 5.000000000 G o Trig: Free Run Ar;Hzld: 47100
|FGainow *_#Atten: 40 48

Ref Offset 18.64 dB
Ref 30.00 dBm

CenterFreq
5.000000000 GHz|

Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz" Sweep 13.64 ms (6200 pts)
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WCDMA 1900-LCH

WCDMA 1900-LCH

prrer—————r ]
- . .

o : Avg Type: RMS
Input Mech Arten 30 dB Trig: FreaAun v a0
#Anen: 30 B

PNO: Fast L)
IF Gain:Low

Ref Offset9.93 dB
Ref 29.93 dBm

1

ALt e Pt A I s A B U b e A O e

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

prr e ——y -
i -

Input Mech Atten 40 dB Avg Type: RMS.

Y Trig: Free Run Avg[Hold: 71/100
#Aren: 40 4B

Ref Offset 15.39 dB
Ref 30.00 dBm

1

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 10.33 ms (6200 pts))

WCDMA 1900-LCH

prrer—————r ]
n .

, . Avg Type: RMS
Input Mech Atten 30 dB S iy FreeRun v 4o

[FCamiow * #Aen: 30 3B

Ref Offset 19.01 dB
Ref 30.00 dBm

Start 7.000 GHz Stop 13.600 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 11.33 ms (6800 pts),

prr e ——y -
i -

Input Mech Atten 30 dB Avg Type: RMS.

PHO: Fast g Trig: FreeRun Avg|Hold: 46/100
IFG #Aren: 30 4B

Ref Offset 16.69 dB
Ref 30.00 dBm

Start 13.600 GHz Stop 20.000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 16.21 ms (6400 pts)
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WCDMA 1900-MCH

WCDMA 1900-MCH

prrer—————r ]
- . .

o : Avg Type: RMS
Input Mech Arten 30 dB Trig: FreaAun v a0
#Anen: 30 B

PNO: Fast L)
IF Gain:Low

Ref Offset9.93 dB
Ref 29.93 dBm

1

| R CYSPUO Y TSI UPRPINY LIa e TN TN P W LR

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

prr e ——y -
i -

Input Mech Atten 40 dB Avg Type: RMS.

Y Trig: Free Run Avg[Hold: 71/100
#Aren: 40 4B

Ref Offset 15.39 dB
Ref 30.00 dBm

Al

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 10.33 ms (6200 pts))

WCDMA 1900-MCH

prrer—————r ]
n .

, . Avg Type: RMS
Input Mech Atten 30 dB S iy FreeRun v a0

[FCamiow * #Aen: 30 3B

Ref Offset 19.01 dB
Ref 30.00 dBm

Start 7.000 GHz Stop 13.600 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 11.33 ms (6800 pts),

prr e ——y -
i -

Input Mech Atten 30 dB Avg Type: RMS.

PHO: Fast g Trig: FreeRun Avg|Hold: 46/100
IFG #Aren: 30 4B

Ref Offset 16.69 dB
Ref 30.00 dBm

Start 13.600 GHz Stop 20.000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 16.21 ms (6400 pts)
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WCDMA 1900-HCH

WCDMA 1900-HCH

prrer—————r ]
n .

o : Avg Type: RMS
Input Mech Arten 30 dB _ B 1ig: Freafun v a0
#Anen: 30 B

Ref Offset9.93 dB
Ref 29.93 dBm

1

it Al b M Syt da Ut srshophpobirtboia

Start 30.0 MHz Stop 1.0000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* Sweep 1.199 ms (1000 pts),

prr e ——y -
i -

Input Mech Atten 40 dB Avg Type: RMS.

Y Trig: Free Run Avg[Hold: 71/100
#Aren: 40 4B

PN

O: Fast Ly
IF Gain:Low

Ref Offset 15.39 dB
Ref 30.00 dBm

st

Start 1.000 GHz Stop 7.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 10.33 ms (6200 pts))

WCDMA 1900-HCH

WCDMA 1900-HCH

prrer—————r ]
n .

, . Avg Type: RMS
Input Mech Arten 30 dB W - Freeun v 4o

= #Aten: 30 dB

Ref Offset 19.01 dB
Ref 30.00 dBm

Start 7.000 GHz Stop 13.600 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 11.33 ms (6800 pts)

prr e ——y -
i -

Input Mech Atten 30 dB Avg Type: RMS.

PHO: Fast g Trig: FreeRun Avg|Hold: 46/100
IFGainiLow __#Amen: 30 4B

Ref Offset 16.69 dB
Ref 30.00 dBm

Start 13.600 GHz Stop 20.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 16.21 ms (6400 pts))

Note: 1. Below 30MHZ no Spurious found and Above is the worst mode data.

2. As no emission found in standby or receive mode, no recording in this report.
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9.2 RADIATED SPURIOUS EMISSION
9.2.1IMEASUREMENT METHOD

1. The EUT was placed on the top of the turntable 0.8 or 1.5 meter above ground. The phase center of the
receiving antenna mounted on the top of a height-variable antenna tower was placed 3 meters far away
from the turntable.

2. Power on the EUT and all the supporting units. The turntable was rotated by 360 degrees to determine the
position of the highest radiation.

3. The height of the broadband receiving antenna was varied between one meter and four meters above
ground to find the maximum emissions field strength of both horizontal and vertical polarization.

4. For each suspected emissions, the antenna tower was scan (from 1 M to 4 M) and then the turntable was
rotated (from O degree to 360 degrees) to find the maximum reading.

5. Set the test-receiver system to Peak or CISPR quasi-peak Detect Function with specified bandwidth under
Maximum Hold Mode.

6. For emissions above 1GHz, use 1MHz VBW and RBW for peak reading. Then 1MHz RBW and 10Hz VBW
for average reading in spectrum analyzer. Place the measurement antenna away from each area of the
EUT determined to be a source of emissions at the specified measurement distance, while keeping the
measurement antenna aimed at the source of emissions at each frequency of significant emissions, with
polarization oriented for maximum response. The measurement antenna may have to be higher or lower
than the EUT, depending on the radiation pattern of the emission and staying aimed at the emission source
for receiving the maximum signal. The final measurement antenna elevation shall be that which maximizes
the emissions. The measurement antenna elevation for maximum emissions shall be restricted to a range
of heights of from 1 m to 4 m above the ground or reference ground plane.

7. When the radiated emissions limits are expressed in terms of the average value of the emissions, and
pulsed operation is employed, the measurement field strength shall be determined by averaging over one
complete pulse train, including blanking intervals, as long as the pulse train does not exceed 0.1 seconds.
As an alternative (provided the transmitter operates for longer than 0.1 seconds) or in cases where the
pulse train exceeds 0.1 seconds, the measured field strength shall be determined from the average
absolute voltage during a 0.1 second interval during which the field strength is at its maximum values.

8.1f the emissions level of the EUT in peak mode was 3 dB lower than the average limit specified, then testing
will be stopped and peak values of EUT will be reported, otherwise, the emissions which do not have 3 dB
margin will be repeated one by one using the quasi-peak method for below 1GHz.

9. For testing above 1GHz, the emissions level of the EUT in peak mode was lower than average limit (that
means the emissions level in peak mode also complies with the limit in average mode), then testing will be
stopped and peak values of EUT will be reported, otherwise, the emissions will be measured in average
mode again and reported.

10. In case the emission is lower than 30MHz, loop antenna has to be used for measurement and the recorded

data should be QP measured by receiver. High - Low scan is not required in this case.
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9.2.2 TEST SETUP

Radiated Emission Test-Setup Frequency Below 30MHz
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9.2.3 PROVISIONS APPLICABLE
(a) On any frequency outside a licensee’s frequency block (e.g. A, D, B, etc.) within the USPCS spectrum,
the power of any emission shall be attenuated below the transmitter power (P, in Watts) by at least
43+10Log(P) dB. The specification that emissions shall be attenuated below the transmitter power (P) by
at least 43 + 10 log (P) dB, translates in the relevant power range (1 to 0.001 W) to -13 dBm. At 1 W the
specified minimum attenuation becomes 43 dB and relative to a 30 dBm (1 W) carrier becomes a limit of
-13 dBm. At 0.001 W (0 dBm) the minimum attenuation is 13 dB, which again yields a limit of -13 dBm. In
this way a translation of the specification from relative to absolute terms is carried out.

Note:only result the worst condition of each test mode:
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GSM 850:
The Worst Test Results for Channel 251/848.8 MHz
Frequency Emission Level Limits Margin

(MHz) (dBm) (dBm) (dB) Comment
1967.60 -51.97 -13 -38.97 Horizontal
3366.52 -51.24 -13 -38.24 Horizontal
6324.15 -47.78 -13 -34.78 Horizontal

1967.60 -51.35 -13 -38.35 Vertical

3428.53 -49.08 -13 -36.08 Vertical

6586.12 -47.57 -13 -34.57 Vertical

PCS 1900:
The Worst Test Results for Channel 810/1909.8MHz
Frequency Emission Level Limits Margin
Comment
(MHz) (dBm) (dBm) (dB)

1566.54 -52.86 -13 -39.86 Horizontal
3819.60 -52.97 -13 -39.97 Horizontal
6754.63 -48.89 -13 -35.89 Horizontal

1338.89 -51.43 -13 -38.43 Vertical

3819.60 -49.13 -13 -36.13 Vertical

6125.97 -47.66 -13 -34.66 Vertical
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HSPA band II:
The Worst Test Results for Channel 9538/1907.6MHz
Frequency Emission Level Limits Margin

(MHz) (dBm) (dBm) (dB) Comment
1614.51 -48.27 -13 -35.27 Horizontal
3815.20 -46.38 -13 -33.38 Horizontal
6648.56 -45.57 -13 -32.57 Horizontal

1584.61 -47.22 -13 -34.22 Vertical

3815.20 -46.06 -13 -33.06 Vertical

7129.36 -44.16 -13 -31.16 Vertical

HSPA band V:
The Worst Test Results for Channel 4233/846.6MHz
Frequency Emission Level Limits Margin
Comment
(MHz) (dBm) (dBm) (dB)

1693.20 -51.23 -13 -38.23 Horizontal
3328.11 -50.09 -13 -37.09 Horizontal
6018.73 -48.67 -13 -35.67 Horizontal

1693.20 -50.59 -13 -37.59 Vertical

3610.46 -48.53 -13 -35.53 Vertical

5993.33 -48.62 -13 -35.62 Vertical

RESULT: PASS

Note:

1. Margin = Emission Level -Limit
2. Below 30MHZ no Spurious found and Above is the worst mode data
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10. FREQUENCY STABILITY
10.1 MEASUREMENT METHOD

In order to measure the carrier frequency under the condition of AFC lock, it is necessary to make

measurements with the EUT in a “call mode”. This is accomplished with the use of R&S CMU200 DIGITAL
RADIO COMMUNICATION TESTER.

1 Measure the carrier frequency at room temperature.

2 Subject the EUT to overnight soak at -10C.

3 With the EUT, powered via nominal voltage, connected to the CMU200 and in a simulated call on

channel 661 for PCS 1900 band , channel 190 for GSM 850 band, channel 9400 for UMTS band Il and
channel 4175 for UMTS band V measure the carrier frequency. These measurements should be made
within 2 minutes of Powering up the EUT, to prevent significant self-warming.

4  Repeat the above measurements at 10°C increments from -10°C to +40°C. Allow at least 1 1/2 hours

at each temperature, unpowered, before making measurements.

5 Re-measure carrier frequency at room temperature with nominal voltage. Vary supply voltage from
minimum voltage to maximum voltage, in 0.1Volt increments re-measuring carrier frequency at each

voltage. Pause at nominal voltage for 1 1/2 hours unpowered, to allow any self-heating to stabilize, before

continuing.

6  Subject the EUT to overnight soak at +40°C.

7  With the EUT, powered via nominal voltage, connected to the CMU200 and in a simulated call on the

centre channel, measure the carrier frequency. These measurements should be made within 2 minutes of
Powering up the EUT, to prevent significant self-warming.

8 Repeat the above measurements at 10°C increments from +40°C to -10°C. Allow at least 1 1/2 hours

at each temperature, unpowered, before making measurements.

9 Atall temperature levels hold the temperature to +/- 0.5°C during the measurement procedure.
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10.2 PROVISIONS APPLICABLE
10.2.1 FOR HAND CARRIED BATTERY POWERED EQUIPMENT
According to the ANSI/TIA-603-E-2016, the frequency stability of the carrier shall be accurate to
within 0.1 ppm of the received frequency from the base station. This accuracy is sufficient to meet Sec.
24.235, Frequency Stability. The frequency stability shall be sufficient to ensure that the fundamental
emission stays within the authorized frequency block. As this transceiver is considered "Hand carried,
battery powered equipment” Section 2.1055(d)(2) applies. This requires that the lower voltage for
frequency stability testing be specified by the manufacturer. This transceiver is specified to operate with an
input voltage of between 3.23VDC and 4.35VDC, with a nominal voltage of 3.8VDC. Operation above or
below these voltage limits is prohibited by transceiver software in order to prevent improper operation as
well as to protect components from overstress. These voltages represent a tolerance of -10 % and
+12.5 %. For the purposes of measuring frequency stability these voltage limits are to be used.
10.2.2 FOR EQUIPMENT POWERED BY PRIMARY SUPPLY VOLTAGE
According to the ANSI/TIA-603-E-2016,the frequency stability of the carrier shall be accurate to
within 0.1 ppm of the received frequency from the base station. This accuracy is sufficient to meet Sec.
24.235, Frequency Stability. The frequency stability shall be sufficient to ensure that the fundamental
emission stays within the authorized frequency block. For this EUT section 2.1055(d)(1) applies. This
requires varying primary supply voltage from 85 to 115 percent of the nominal value for other than hand
carried battery equipment, the normal environment temperature is 20°C.
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10.3 MEASUREMENT RESULT
Test Results

Frequency Error vs. Voltage:

Test Test Test Test Test Freq.Error Freq.vs.rated Limit A
Band Mode | Channel | Temp. Volt.(V) (Hz) (ppm) (ppm)

TN VL 9.10 0.011041 2.5 PASS

LCH TN VN 5.88 0.007134 2.5 PASS

TN VH 7.62 0.009245 2.5 PASS

TN VL 6.84 0.008176 2.5 PASS

GSM850 | GSM MCH TN VN 8.72 0.010423 2.5 PASS

TN VH 5.04 0.006024 2.5 PASS

TN VL 9.69 0.011416 2.5 PASS

HCH TN VN 9.49 0.011180 2.5 PASS

TN VH 7.30 0.008600 2.5 PASS

Test Test Test Test Test Freq.Error Freq.vs.rated Limit .
Band Mode | Channel | Temp. Volt.(V) (Hz) (ppm) (ppm)

TN VL 5.42 0.006576 2.5 PASS

LCH TN VN 7.23 0.008772 2.5 PASS

TN VH 7.68 0.009318 +2.5 PASS

TN VL 7.10 0.008487 2.5 PASS

GSM850 | GPRS MCH TN VN 8.59 0.010268 +2.5 PASS

TN VH 9.36 0.011188 +2.5 PASS

TN VL 8.33 0.009814 2.5 PASS

HCH TN VN 9.23 0.010874 2.5 PASS

TN VH 7.68 0.009048 2.5 PASS
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Test Test Test Test Test Freq.Error Freq.vs.rated Verdict
Band Mode | Channel | Temp. Volt. (V) (Hz) (ppm)

TN VL 11.88 0.006421 PASS

LCH TN VN 15.37 0.008307 PASS

TN VH 16.66 0.009004 PASS

TN VL 17.43 0.009271 PASS

;;)?) GSM MCH TN VN 20.47 0.010888 PASS

TN VH 17.31 0.009207 PASS

TN VL 19.37 0.010142 PASS

HCH TN VN 15.30 0.008011 PASS

TN VH 20.47 0.010718 PASS

Test Test Test Test Test Freq.Error Freq.vs.rated Verdict
Band Mode | Channel | Temp. Volt. (V) (Hz) (ppm)

TN VL 20.47 0.011064 PASS

LCH TN VN 18.02 0.009739 PASS

TN VH 18.14 0.009804 PASS

TN VL 18.85 0.010027 PASS

GSM1900 | GPRS MCH TN VN 21.24 0.011298 PASS

TN VH 21.70 0.011543 PASS

TN VL 16.85 0.008823 PASS

HCH TN VN 20.86 0.010923 PASS

TN VH 19.50 0.010210 PASS

Note: Based on the results of the frequency stability test at the center channel the frequency deviation results
measured are very samll. As such it is determined that channels at the band edge would remain in-band when
the maximum measured frequency deviation noted duing the frequency stability tests is applied. Therefore the

device is detemined to remain operating in band over the temperture and voltage range as tested.
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Frequency Error vs. Temperature:

Test Test Test Test Test Freq.Error Freq.vs.rated Limit VT
erdic
Band Mode | Channel | Volt. | Tem. ('C) (Hz) (ppm) (ppm)
VN -10 6.52 0.007911 2.5 PASS
VN 0 5.68 0.006892 2.5 PASS
VN 10 5.75 0.006976 2.5 PASS
GSM850 | GSM LCH
VN 20 4.00 0.004853 2.5 PASS
VN 30 7.49 0.009088 2.5 PASS
VN 40 8.98 0.010895 2.5 PASS
VN -10 6.52 0.007793 2.5 PASS
VN 0 7.17 0.008570 2.5 PASS
VN 10 7.75 0.009264 2.5 PASS
GSM850 | GSM MCH
VN 20 8.33 0.009957 2.5 PASS
VN 30 5.10 0.006096 2.5 PASS
VN 40 6.33 0.007566 2.5 PASS
VN -10 6.59 0.007764 2.5 PASS
VN 0 8.27 0.009743 2.5 PASS
VN 10 10.27 0.012099 +2.5 PASS
GSM850 | GSM HCH
VN 20 7.04 0.008294 +2.5 PASS
VN 30 7.10 0.008365 +2.5 PASS
VN 40 9.10 0.010721 2.5 PASS
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Test
Test Test Test Test Freq.Error Freq.vs.rated Limit )
Chann Verdict
Band Mode : Volt. | Tem. ('C) (Hz2) (ppm) (ppm)
e
VN -10 -7.26 -0.008809 2.5 PASS
VN 0 -7.65 -0.009282 2.5 PASS
GSM VN 10 -7.94 -0.009634 2.5 PASS
EGPRS LCH
850 VN 20 -8.78 -0.010653 2.5 PASS
VN 30 -7.20 -0.008736 2.5 PASS
VN 40 -6.97 -0.008457 2.5 PASS
VN -10 0.45 0.000538 2.5 PASS
VN 0 -1.03 -0.001231 2.5 PASS
GSM VN 10 -0.32 -0.000383 2.5 PASS
EGPRS MCH
850 VN 20 1.87 0.002235 2.5 PASS
VN 30 2.26 0.002701 2.5 PASS
VN 40 0.65 0.000777 2.5 PASS
VN -10 -4.81 -0.005667 2.5 PASS
VN 0 -0.84 -0.000990 +2.5 PASS
GSM VN 10 -2.23 -0.002627 +2.5 PASS
EGPRS HCH
850 VN 20 -3.07 -0.003617 +2.5 PASS
VN 30 -3.84 -0.004524 +2.5 PASS
VN 40 -2.81 -0.003311 2.5 PASS
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Test Test Test Test Test Freq.Error Freq.vs.rated Ve
erdic
Band Mode Channel Volt. Tem. (C) (Hz) (ppm)

VN -10 12.46 0.006734 PASS

VN 0 15.37 0.008307 PASS

PCS VN 10 14.33 0.007745 PASS
GSM LCH

1900 VN 20 12.20 0.006594 PASS

VN 30 13.50 0.007297 PASS

VN 40 13.50 0.007297 PASS

VN -10 16.98 0.009032 PASS

VN 0 20.60 0.010957 PASS

PCS VN 10 17.05 0.009069 PASS
GSM MCH

1900 VN 20 17.82 0.009479 PASS

VN 30 16.08 0.008553 PASS

VN 40 15.76 0.008383 PASS

VN -10 18.98 0.009938 PASS

VN 0 18.47 0.009671 PASS

PCS VN 10 17.89 0.009367 PASS
GSM HCH

1900 VN 20 23.25 0.012174 PASS

VN 30 13.17 0.006896 PASS

VN 40 21.89 0.011462 PASS
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Test Test Test Test Test Freq.Error Freq.vs.rated A
erdic
Band Mode Channel Volt. Tem. (C) (Hz) (ppm)
VN -10 -7.75 -0.004189 PASS
VN 0 -22.31 -0.012058 PASS
VN 10 -11.85 -0.006405 PASS
GSM1900 EGPRS LCH
VN 20 -15.08 -0.008150 PASS
VN 30 -15.56 -0.008410 PASS
VN 40 -14.72 -0.007956 PASS
VN -10 -20.05 -0.010665 PASS
VN 0 -20.34 -0.010819 PASS
VN 10 -14.69 -0.007814 PASS
GSM1900 EGPRS MCH
VN 20 -14.56 -0.007745 PASS
VN 30 -9.78 -0.005202 PASS
VN 40 -13.50 -0.007181 PASS
VN -10 -6.81 -0.003566 PASS
VN 0 -5.07 -0.002655 PASS
VN 10 -8.68 -0.004545 PASS
GSM1900 EGPRS HCH
VN 20 -12.79 -0.006697 PASS
VN 30 -3.42 -0.001791 PASS
VN 40 -3.87 -0.002026 PASS

Note: Based on the results of the frequency stability test at the center channel the frequency deviation results

measured are very samll. As such it is determined that channels at the band edge would remain in-band when

the maximum measured frequency deviation noted duing the frequency stability tests is applied. Therefore the

device is detemined to remain operating in band over the temperture and voltage range as tested.
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Test Test Test Test Test Freq.Error Freq.vs.rated Limit -
Band Mode | Channel | Temp. | Volt.(V) (Hz) (ppm) (ppm)

TN VL -0.73 0.00 2.5 PASS

LCH TN VN -0.46 0.00 +2.5 | PASS

TN VH 3.43 0.00 +2.5 | PASS

TN VL 2.85 0.00 +2.5 | PASS

WCDMAS850 | UMTS MCH TN VN 1.07 0.00 2.5 PASS

TN VH 2.18 0.00 +2.5 | PASS

TN VL 3.97 0.00 +2.5 | PASS

HCH TN VN 2.29 0.00 2.5 | PASS

TN VH 2.30 0.00 2.5 | PASS

Test Test Test Test Test Freq.Error Freq.vs.rated Ve

Band Mode | Channel | Temp. | Volt.(V) (Hz) (ppm)

TN VL 6.56 0.00 PASS

LCH TN VN 9.57 0.01 PASS

TN VH 2.52 0.00 PASS

TN VL -10.48 -0.01 PASS

WCDMA1900 | UMTS MCH TN VN -0.70 0.00 PASS

TN VH -10.91 -0.01 PASS

TN VL 3.91 0.00 PASS

HCH TN VN -9.89 -0.01 PASS

TN VH 7.37 0.00 PASS

Note: Based on the results of the frequency stability test at the center channel the frequency deviation results

measured are very samll. As such it is determined that channels at the band edge would remain in-band when

the maximum measured frequency deviation noted duing the frequency stability tests is applied. Therefore the

device is detemined to remain operating in band over the temperture and voltage range as tested.
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Frequency Error vs. Temperature:

Test Test Test Test Test Freq.Error Freq.vs.rated Limit -
erdic
Band Mode | Channel | Volt. | Tem. (C) (Hz) (ppm) (ppm)
VN -10 1.53 0.00 2.5 PASS
VN 0 111 0.00 +2.5 | PASS
VN 10 1.54 0.00 +2.5 | PASS
WCDMAS850 | UMTS LCH
VN 20 1.59 0.00 +2.5 | PASS
VN 30 1.57 0.00 125 | PASS
VN 40 2.52 0.00 125 | PASS
VN -10 -0.05 0.00 125 | PASS
VN 0 1.89 0.00 2.5 | PASS
VN 10 4.49 0.01 2.5 PASS
WCDMAS850 | UMTS | MCH
VN 20 1.97 0.00 2.5 | PASS
VN 30 -0.76 0.00 2.5 | PASS
VN 40 0.98 0.00 +2.5 | PASS
VN -10 2.12 0.00 2.5 PASS
VN 0 -1.48 0.00 +2.5 | PASS
VN 10 2.70 0.00 125 | PASS
WCDMAS850 | UMTS HCH
VN 20 0.67 0.00 125 | PASS
VN 30 1.89 0.00 125 | PASS
VN 40 4.67 0.01 2.5 PASS
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Test Test Test Test Test Freq.Error Freq.vs.rated Ve
erdic
Band Mode | Channel | Volt. Tem. (C) (Hz) (ppm)
VN -10 7.08 0.00 PASS
VN 0 -1.83 0.00 PASS
VN 10 -11.67 -0.01 PASS
WCDMA1900 | UMTS LCH
VN 20 -4.30 0.00 PASS
VN 30 -1.68 0.00 PASS
VN 40 1.63 0.00 PASS
VN -10 1.79 0.00 PASS
VN 0 -2.43 0.00 PASS
VN 10 -1.33 0.00 PASS
WCDMA1900 | UMTS MCH
VN 20 -5.49 0.00 PASS
VN 30 -2.79 0.00 PASS
VN 40 3.37 0.00 PASS
VN -10 -7.97 0.00 PASS
VN 0 -7.02 0.00 PASS
VN 10 -7.90 0.00 PASS
WCDMA1900 | UMTS HCH
VN 20 -6.85 0.00 PASS
VN 30 -1.60 0.00 PASS
VN 40 -3.20 0.00 PASS

Note: Based on the results of the frequency stability test at the center channel the frequency deviation results

measured are very samll. As such it is determined that channels at the band edge would remain in-band when

the maximum measured frequency deviation noted duing the frequency stability tests is applied. Therefore the

device is detemined to remain operating in band over the temperture and voltage range as tested.
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APPENDIX A: PHOTOGRAPHS OF TEST SETUP
RADIATED SPURIOUS EMISSION
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----END OF REPORT----
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