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MUCAIR

Automotive Diagnostic Tool

MUCAR 892BT



1. Product Overview

E MUCAR 892BT is an automotive diagnostic device powered by the Android
operating system. It is equipped with an 8-inch touch screen and a Bluetooth-
enabled diagnostic connector. The device supports comprehensive ECU
diagnostics for over 100 vehicle brands, offering functions such as DTCs reading
and clearing, real-time data reading, actuation tests, ECU coding, and other
specialized features.

2. Components & Controls
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. Touch Screen: 8-inch touch screen for user interaction.

. Charging Port: Type-C charging port for charging or data transmission.

. USB Expansion Slot: For connecting a USB expansion module.

. Diagnostic Connector: Bluetooth diagnostic connector for wireless connection
to the vehicle’s OBD port for diagnosis.

. Power/Screen Lock Button: Press and hold for 3 seconds to turn on or off;
Press once to lock or unlock the screen.

6. Loudspeaker: Provide audio indicators for connection status and important

information.
7. Adjustable Kickstand: Designed to support the device on a flat surface or
attach it to a steering wheel.
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3. Technical Specifications

Main Device E
Screen: 8 inches

Resolution: 1280*800 pixel

Working Environment: 0°C~50°C (32°F~122°F)
Storage Environment: -20°C~60°C (-4°F~140°F)
Working voltage:5V

Working current: 2.5A

892BT VCI

Working Voltage: 9~18V

Workding Current: £130mA

Working Environment: 0°C~50°C (32°F~122°F)
Storage Environment: -20°C~60°C (-4°F~140°F)

Supported Protocols: SAE J1850 PWM, SAE J1850 VPW, ISO 9141-2 I1SO, ISO
14230-4 KWP, ISO 15765-4 CAN, CANFD and DolP.

4. How to Use

4.1 Plug the VCI into your vehicle’s OBDII port / Data Link Connector
(DLC).
DLC is usually 12 inches away from the center of the instrument panel (dash),

under or around the driver’s side. Below picture shows the five most common DLC
locations.
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4.2 Turn the vehicle ignition on.

Note: It is not necessary to start the engine.

4.3 Power on the 892BT device.

4.4 Once the Android system starts, set the language and Wi-Fi.

The device will then display the main interface. Select the desired function on the
interface to access the corresponding diagnostic feature.

5. Functions Description
5.1 AutoSearch

The AutoSearch function can automatically read the car's VIN and identify its brand,
model and year, and then lead you to the diagnosis functions directly.

5.2 Diagnose

This function allows you to manually select the vehicle’s brand, model, year to start
a diagnosis. Using this function requires you to have a full understanding of the
vehicle information. If you do not know enough about the vehicle information, it is
suggested to do the intelligent diagnosis.

5.3 0BD

Support OBD Il and EOBD protocols after 1996. You can check the protocols
supported by the vehicle

5.4 Report

The function allows you to record and save data, including diagnostic reports, data
streams, and images for future reference and analysis.

5.5 Repair Info

The function enables you to access to a comprehensive Repair Info database,
which includes DTC code libraries, vehicle coverage lists, and detailed user
manuals.
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5.6 Maintenance

The Maintenance menu includes commonly used maintenance and reset functions
to assist with regular vehicle upkeep.

5.7 Upgrade

Use the Update function to check for and download new software and applications.

5.8 Feedback

If you encounter an unresolved problem or diagnostic software bug during
diagnosis, you can revert the most recent 20 test records to our service team. We
will then analyze and troubleshoot it in a timely manner, to improve the quality of
our products and user experience.

5.9 Remote Assistance

You can ask for remote assistance through this third-party software. By sending
your device ID number to the remote technician or after-sales personnel, you can
authorize the other party to remotely operate your product solve the encountered
problems.

5.10 Settings

The Settings menu allows you to customize the device according to your
preferences. Configure options such as language, time zone, WiFi, business
information, etc.

5.11 Online Service

Pull down the task bar, find the customer service icon, click on it, and then human
online customer service will appear to answer the questions you encounter during
the use of the product.
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6. Q&A

Q: Why does the software upgrade fail?
A: Please check whether the device is stably connected to the internet.

Q: Why is there no power with the VCI after connecting it to the vehicle’s DLC port?
A: Please check whether the VCl is securely connected and verify that the vehicle’s
ignition switch is turned ON.

Q: Why can't | access the vehicle ECU system?
A: Please check whether the vehicle is equipped with the system, whether the VCI
is correctly connected, and whether the vehicle ignition switch is ON.

Q: Why does the system stop while reading the data stream?
A: This may be caused by loose connection. Please unplug the VCI and try again.

Q: Why does the screen flash when the engine ignition starts?
A: This is a normal occurrence caused by electromagnetic interference.
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7. Warranty Terms

» The warranty is valid only for users who purchase products through authorized
channels.

» THINKCAR provides a one-year warranty from the date of product activation,
covering defects in materials or workmanship. The warranty period may be
subject to adjustment in accordance with local laws.

» This warranty does not cover damage to the device or its components caused by
misuse, unauthorized modifications, use for unintended purposes, or operation in
a manner not specified in the manual.

» Compensation for damage to the dashboard caused by defects in this device is
limited to repair or replacement. THINKCAR will not be liable for any indirect or
incidental damages.

» THINKCAR reserves the right to determine the nature of any device damage
based on its prescribed inspection methods. No agents, employees, or business
representatives of THINKCAR are authorized to make any confirmations,
notifications, or commitments regarding THINKCAR products without explicit
authorization.

THINKCAR TECH CO.,LTD.

Customer Service Email: support@mythinkcar.com

Official Website: www.mythinkcar.com

Products tutorial, videos, Q&A and coverage list are available on Thinkcar official
website.
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Federal Communications Commission (FCC) Statement.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received,

including interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
Reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed

and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

e Reorient or relocate the receiving antenna.

e Increase the separation between the equipment and receiver.

e Connect the equipment into an outlet on a circuit different from that to which the

receiver is connected.

e Consult the dealer or an experienced radio/TV technician for help.

Warning: Changes or modifications made to this device not expressly approved by
THINKCAR TECH CO., LTD. may void the FCC authorization to operate this

device.Note: The manufacturer is not responsible for any radio or TV interference caused by
unauthorized modifications to this equipment. Such modifications could void the user's
authority to operate the equipment.

RF exposure statement:

This device complies with FCC RF radiation exposure limits set forth for an uncontrolled
environment. The device is

installed and operated without restriction.
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1. Présentation du produit

MUCAR 892BT est un appareil de diagnostic automobile fonctionnant sous le
systeme d'exploitation Android. Il est équipé d'un écran tactile de 8 pouces et d'un
connecteur de diagnostic compatible Bluetooth. L'appareil prend en charge les
diagnostics ECU complets pour plus de 100 marques de véhicules, offrant des
fonctions telles que la lecture et I'effacement des codes d'anomalie, la lecture

des données en temps réel, les tests d'actionnement, le codage ECU et d'autres
fonctionnalités spécialisées.

2. Composants et commandes
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1. Ecran tactile : écran tactile de 8 pouces pour l'interaction de I'utilisateur.

2. Port de charge : port de charge de type C pour le chargement ou la

transmission de données.
3. Emplacement d'extension USB : pour connecter un module d'extension USB.

4. Connecteur de diagnostic : connecteur de diagnostic Bluetooth pour une

connexion sans fil au port OBD du véhicule pour le diagnostic.

5. Bouton d'alimentation/verrouillage de I'écran : appuyez et maintenez
pendant 3 secondes pour allumer ou éteindre ; appuyez une fois pour verrouiller
ou déverrouiller I'écran.

6. Haut-parleur : fournit des indicateurs audio pour I'état de la connexion et les
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informations importantes.

7. Béquille réglable : congue pour soutenir I'appareil sur une surface plane ou le
fixer a un volant.

3. Spécifications techniques

Appareil principal

Ecran : 8 pouces

Résolution : 1280*800 pixels

Environnement de travail : 0°C ~ 50°C (32°F ~ 122°F)
Environnement de stockage : -20°C ~ 60°C (-4°F ~ 140°F)
Tension de fonctionnement : 5V

Courant de fonctionnement : 2,5 A

892BT VCI

Tension de fonctionnement : 9~18 V

Courant de fonctionnement : <130 mA

Environnement de travail : 0°C ~ 50°C (32°F ~ 122°F)
Environnement de stockage : -20°C ~ 60°C (-4°F ~ 140°F)

Protocoles pris en charge: SAE J1850 PWM, SAE J1850 VPW, ISO 9141-2 ISO,
ISO 14230-4 KWP, ISO 15765-4 CAN, CANFD et DolP.

4. Comment utiliser

4.1 Branchez le VCI sur le port OBDIl/connecteur de liaison de
données (DLC) de votre véhicule.
Le DLC se trouve généralement a 12 pouces du centre du tableau de bord, sous

ou autour du cbté conducteur. L'image ci-dessous montre les cing emplacements
DLC les plus courants.
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4.2 Mettez le contact du véhicule.

Remarque : il n'est pas nécessaire de démarrer le moteur.

4.3 Allumez l'appareil 892BT.

4.4 Une fois le systéme Android démarré, définissez la langue et le
Wi-Fi.

L'appareil affichera alors l'interface principale. Sélectionnez la fonction souhaitée

sur l'interface pour accéder a la fonction de diagnostic correspondante.

5. Description des fonctions
5.1 AutoSearch

The AutoSearch function can automatically read the car's VIN and identify its brand,
model and year, and then lead you to the diagnosis functions directly.

5.1 Recherche automatique

La fonction Recherche automatique peut lire automatiquement le numéro VIN du
véhicule et identifier sa marque, son modéle et son année, puis vous conduire
directement aux fonctions de diagnostic.
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5.2 Diagnostic

Cette fonction vous permet de sélectionner manuellement la marque, le modele
et I'année du véhicule pour démarrer un diagnostic. L'utilisation de cette fonction
nécessite une compréhension compléte des informations sur le véhicule. Si vous
n'en savez pas suffisamment sur les informations du véhicule, il est suggéré
d'effectuer le diagnostic intelligent.

5.3 OBD

Prend en charge les protocoles OBD Il et EOBD aprés 1996. Vous pouvez vérifier
les protocoles pris en charge par le véhicule

5.4 Rapport

La fonction vous permet d'enregistrer et de sauvegarder des données, notamment
des rapports de diagnostic, des flux de données et des images pour référence et
analyse ultérieures.

5.5 Informations sur la réparation

La fonction vous permet d'accéder a une base de données compléte d'informations
sur la réparation, qui comprend des bibliothéques de codes DTC, des listes de
couverture des véhicules et des manuels d'utilisation détaillés.

5.6 Maintenance

Le menu Maintenance comprend les fonctions de maintenance et de réinitialisation
couramment utilisées pour faciliter I'entretien régulier du véhicule.

5.7 Mise a niveau

Utilisez la fonction Mise a jour pour rechercher et télécharger de nouveaux logiciels
et applications.

5.8 Commentaires

Si vous rencontrez un probléme non résolu ou un bug du logiciel de diagnostic
pendant le diagnostic, vous pouvez renvoyer les 20 enregistrements de test les
plus récents a notre équipe de service. Nous l'analyserons et le dépannerons
ensuite dans les meilleurs délais, afin d'améliorer la qualité de nos produits et
I'expérience utilisateur.
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5.9 Assistance a distance

Vous pouvez demander une assistance a distance via ce logiciel tiers. En envoyant
le numéro d'identification de votre appareil au technicien distant ou au personnel
aprés-vente, vous pouvez autoriser l'autre partie a utiliser votre produit a distance
pour résoudre les problémes rencontrés.

5.10 Paramétres

Le menu Parameétres vous permet de personnaliser I'appareil selon vos
préférences. Configurez des options telles que la langue, le fuseau horaire, le Wi-
Fi, les informations commerciales, etc.

5.11 Service en ligne

Déroulez la barre des taches, recherchez l'icéne du service client, cliquez dessus,
puis le service client en ligne apparaitra pour répondre aux questions que vous
rencontrez lors de I'utilisation du produit.

6. Q&R

Q: Pourquoi la mise a niveau du logiciel échoue-t-elle ?
R: Veuillez vérifier si I'appareil est connecté de maniére stable a Internet.

Q: Pourquoi n'y a-t-il pas d'alimentation avec le VCI apres |'avoir connecté au port
DLC du véhicule ?

R: Veuillez vérifier si le VCI est correctement connecté et vérifiez que le contacteur
d'allumage du véhicule est allumé.

Q: Pourquoi ne puis-je pas accéder au systeme ECU du véhicule ?
R: Veuillez vérifier si le véhicule est équipé du systeme, si le VCI est correctement
connecté et si le contacteur d'allumage du véhicule est allumé.

: Pourquoi le systéme s'arréte-t-il pendant la lecture du flux de données ?
: Cela peut étre di a une mauvaise connexion. Veuillez débrancher le VCI et
réessayer.

O

: Pourquoi I'écran clignote-t-il lorsque le moteur démarre ?
. Il s'agit d'un phénomene normal causé par des interférences
électromagnétiques.
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7. Conditions de garantie
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La garantie n'est valable que pour les utilisateurs qui achétent des produits via
des canaux autorisés.

THINKCAR offre une garantie d'un an a compter de la date d'activation du
produit, couvrant les défauts de matériaux ou de fabrication. La période de
garantie peut étre sujette a ajustement conformément aux lois locales.

Cette garantie ne couvre pas les dommages causés a I'appareil ou a ses
composants par une mauvaise utilisation, des modifications non autorisées, une
utilisation a des fins non prévues ou une utilisation d'une maniére non spécifiée
dans le manuel.

L'indemnisation pour les dommages causés au tableau de bord par des défauts
de cet appareil est limitée a la réparation ou au remplacement. THINKCAR ne
sera pas responsable des dommages indirects ou accessoires.

THINKCAR se réserve le droit de déterminer la nature de tout dommage causé
a l'appareil en fonction de ses méthodes d'inspection prescrites. Aucun agent,
employé ou représentant commercial de THINKCAR n'est autorisé a faire des
confirmations, des notifications ou des engagements concernant les produits
THINKCAR sans autorisation explicite.

THINKCAR TECH CO.,LTD.

E-mail du service client: support@mythinkcar.com

Site Web officiel: www.mythinkcar.com

Des tutoriels, des vidéos, des FAQ et des listes de couverture sont disponibles sur
le site Web officiel de THINKCAR.
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RF exposure statement:

ISED Statement

- English:This device complies with Industry Canada license- exempt RSS
standard(s).Operation is subject to the following two conditions:

(1) This device may not cause interference, and

(2)This device must accept any interference,including interference that may
cause undesired operation of the device.

The digital apparatus complies with Canadian CAN ICES- 3 (B)/NMB- 3(B).
- French: Le présentappareilestconforme aux CNR d'Industrie Canada
applicables aux appareilsradio exempts de licence. L'exploitationestautorisée
aux deux conditions suivantes:

(1) l'appareilne doit pas produire de brouillage, et

(2) l'utilisateur de I'appareildoit accepter tout fonctionnement.
brouillageradioélectriquesubi, mémesi le brouillageest susceptible d'
encompromettre le

I'appareil numérique du ciem conforme canadien peut - 3 (b)/ nmb - 3 (b).



