
Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_220718 Medium parameters used: f = 782 MHz; σ = 0.913 S/m; εr = 40.28; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.00 W/kg

Ch23230/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.51 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.52 W/kg
SAR(1 g) = 0.671 W/kg; SAR(10 g) = 0.401 W/kg
Maximum value of SAR (measured) = 1.15 W/kg

0 dB = 1.15 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/18

01_LTE Band 13_10M_QPSK_25RB_12Offset_Right Cheek_Ch23230



Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_220718 Medium parameters used: f = 707.5 MHz; σ = 0.872 S/m; εr = 41.948; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.596 W/kg

Ch23095/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.38 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.986 W/kg
SAR(1 g) = 0.406 W/kg; SAR(10 g) = 0.234 W/kg
Maximum value of SAR (measured) = 0.742 W/kg

0 dB = 0.742 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/18

02_LTE Band 12_10M_QPSK_1RB_25Offset_Right Cheek_Ch23095



Communication System: UID 0, LTE (0); Frequency: 710 MHz;Duty Cycle: 1:1
Medium: HSL_750_220718 Medium parameters used: f = 710 MHz; σ = 0.874 S/m; εr = 41.924; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23790/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.625 W/kg

Ch23790/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.91 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.895 W/kg
SAR(1 g) = 0.384 W/kg; SAR(10 g) = 0.227 W/kg
Maximum value of SAR (measured) = 0.685 W/kg

0 dB = 0.685 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/18

03_LTE Band 17_10M_QPSK_1RB_25Offset_Right Cheek_Ch23790



Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_835_220719 Medium parameters used: f = 824.2 MHz; σ = 0.864 S/m; εr = 40.354; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch128/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.761 W/kg

Ch128/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.19 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.493 W/kg; SAR(10 g) = 0.300 W/kg
Maximum value of SAR (measured) = 0.833 W/kg

0 dB = 0.833 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/19

04_GSM850_GPRS 4 Tx slots_Right Cheek_Ch128



Communication System: UID 0, UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_835_220719 Medium parameters used: f = 847 MHz; σ = 0.884 S/m; εr = 40.071; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch4233/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.921 W/kg

Ch4233/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.74 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.17 W/kg
SAR(1 g) = 0.563 W/kg; SAR(10 g) = 0.344 W/kg
Maximum value of SAR (measured) = 0.904 W/kg

0 dB = 0.904 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/19

05_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4233



Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_220719 Medium parameters used: f = 831.5 MHz; σ = 0.87 S/m; εr = 40.264; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.922 W/kg

Ch26865/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.05 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.16 W/kg
SAR(1 g) = 0.554 W/kg; SAR(10 g) = 0.339 W/kg
Maximum value of SAR (measured) = 0.874 W/kg

0 dB = 0.874 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/19

06_LTE Band 26_15M_QPSK_36RB_20Offset_Right Cheek_Ch26865



Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1733 MHz; σ = 1.362 S/m; εr = 41.408; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.103 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.573 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.117 W/kg
SAR(1 g) = 0.079 W/kg; SAR(10 g) = 0.054 W/kg
Maximum value of SAR (measured) = 0.100 W/kg

0 dB = 0.100 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

07_WCDMA IV_RMC 12.2Kbps_Left Cheek_Ch1413



Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1745 MHz; σ = 1.375 S/m; εr = 41.35; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch132322/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0939 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.899 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.106 W/kg
SAR(1 g) = 0.071 W/kg; SAR(10 g) = 0.048 W/kg
Maximum value of SAR (measured) = 0.0888 W/kg

0 dB = 0.0888 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

08_LTE Band 66_20M_QPSK_1RB_49Offset_Left Cheek_Ch132322



Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (71x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.0961 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.924 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.116 W/kg
SAR(1 g) = 0.076 W/kg; SAR(10 g) = 0.049 W/kg
Maximum value of SAR (measured) = 0.0956 W/kg

0 dB = 0.0956 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

09_GSM1900_GPRS 4 Tx slots_Left Cheek_Ch661



Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.118 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.657 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.143 W/kg
SAR(1 g) = 0.094 W/kg; SAR(10 g) = 0.061 W/kg
Maximum value of SAR (measured) = 0.122 W/kg

0 dB = 0.122 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

10_WCDMA II_RMC 12.2Kbps_Left Cheek_Ch9400



Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.120 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.429 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.133 W/kg
SAR(1 g) = 0.083 W/kg; SAR(10 g) = 0.052 W/kg
Maximum value of SAR (measured) = 0.111 W/kg

0 dB = 0.111 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

11_LTE Band 2_20M_QPSK_1RB_49Offset_Left Cheek_Ch18900



Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220722 Medium parameters used: f = 2535 MHz; σ = 1.978 S/m; εr = 37.86; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch21100/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.414 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.549 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.480 W/kg
SAR(1 g) = 0.285 W/kg; SAR(10 g) = 0.161 W/kg
Maximum value of SAR (measured) = 0.409 W/kg

0 dB = 0.409 W/kg 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/22

12_LTE Band 7_20M_QPSK_1RB_49Offset_Right Cheek_Ch21100



Communication System: UID 0, LTE (0); Frequency: 2636.5 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_220722 Medium parameters used: f = 2636.5 MHz; σ = 2.098 S/m; εr = 37.433;
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch41055/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.288 W/kg

Ch41055/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.4170 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.319 W/kg
SAR(1 g) = 0.181 W/kg; SAR(10 g) = 0.098 W/kg
Maximum value of SAR (measured) = 0.263 W/kg

0 dB = 0.263 W/kg 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/22

13_LTE Band 41_20M_QPSK_1RB_49Offset_Right Cheek_Ch41055



Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.299
Medium: HSL_2450_220723 Medium parameters used: f = 2441 MHz; σ = 1.87 S/m; εr = 37.307; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.229 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.050 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.258 W/kg
SAR(1 g) = 0.131 W/kg; SAR(10 g) = 0.065 W/kg
Maximum value of SAR (measured) = 0.211 W/kg

0 dB = 0.211 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/23

14_Bluetooth_DH5 1Mbps_Left Cheek_Ch39



Communication System: UID 0, WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1.014
Medium: HSL_2450_220723 Medium parameters used: f = 2462 MHz; σ = 1.894 S/m; εr = 37.225; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch11/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.04 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 11.20 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 1.15 W/kg
SAR(1 g) = 0.612 W/kg; SAR(10 g) = 0.310 W/kg
Maximum value of SAR (measured) = 0.955 W/kg

0 dB = 0.955 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/23

15_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch11



Communication System: UID 0, WIFI (0); Frequency: 5290 MHz;Duty Cycle: 1:1.080
Medium: HSL_5250_220724 Medium parameters used: f = 5290 MHz; σ = 4.622 S/m; εr = 37.393; ρ 
= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.71, 5.71, 5.71); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch58/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.686 W/kg

Ch58/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.16 W/kg
SAR(1 g) = 0.306 W/kg; SAR(10 g) = 0.100 W/kg
Maximum value of SAR (measured) = 0.763 W/kg

0 dB = 0.763 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/24

16_WLAN5GHz_802.11ac-VHT80 MCS0_Left Cheek_Ch58



Communication System: UID 0, WIFI (0); Frequency: 5690 MHz;Duty Cycle: 1:1.080
Medium: HSL_5600_220725 Medium parameters used: f = 5690 MHz; σ = 5.033 S/m; εr = 36.836; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.08, 5.08, 5.08); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Ch138/Area Scan (101x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Ch138/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.986 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.52 W/kg
SAR(1 g) = 0.344 W/kg; SAR(10 g) = 0.091 W/kg
Maximum value of SAR (measured) = 1.01 W/kg

0 dB = 1.01 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/25

17_WLAN5GHz_802.11ac-VHT80 MCS0_Left Cheek_Ch138



Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1.080
Medium: HSL_5750_220726 Medium parameters used: f = 5775 MHz; σ = 5.128 S/m; εr = 36.73; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.25, 5.25, 5.25); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch155/Area Scan (111x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.77 W/kg

Ch155/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.423 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.74 W/kg
SAR(1 g) = 0.584 W/kg; SAR(10 g) = 0.136 W/kg
Maximum value of SAR (measured) = 1.51 W/kg

0 dB = 1.51 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/26
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Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_220718 Medium parameters used: f = 782 MHz; σ = 0.913 S/m; εr = 40.28; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.350 W/kg

Ch23230/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.55 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.361 W/kg
SAR(1 g) = 0.229 W/kg; SAR(10 g) = 0.169 W/kg
Maximum value of SAR (measured) = 0.301 W/kg

0 dB = 0.301 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/18
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Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_220718 Medium parameters used: f = 707.5 MHz; σ = 0.872 S/m; εr = 41.948; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.190 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.68 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.199 W/kg
SAR(1 g) = 0.167 W/kg; SAR(10 g) = 0.134 W/kg
Maximum value of SAR (measured) = 0.190 W/kg

0 dB = 0.190 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/18
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