
Communication System: UID 0, UMTS (0); Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_835_220719 Medium parameters used: f = 847 MHz; σ = 0.884 S/m; εr = 40.071; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch4233/Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.200 W/kg

Ch4233/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.32 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.213 W/kg
SAR(1 g) = 0.155 W/kg; SAR(10 g) = 0.115 W/kg
Maximum value of SAR (measured) = 0.189 W/kg

0 dB = 0.200 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/19

41_WCDMA V_RMC 12.2Kbps_Back_15mm_Ch4233



Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_220719 Medium parameters used: f = 831.5 MHz; σ = 0.87 S/m; εr = 40.264; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch26865/Area Scan (71x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.198 W/kg

Ch26865/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.24 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.209 W/kg
SAR(1 g) = 0.166 W/kg; SAR(10 g) = 0.131 W/kg
Maximum value of SAR (measured) = 0.194 W/kg

0 dB = 0.194 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/19

42_LTE Band 26_15M_QPSK_1RB_37Offset_Back_15mm_Ch26865



Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1733 MHz; σ = 1.362 S/m; εr = 41.408; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.552 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.806 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.668 W/kg
SAR(1 g) = 0.405 W/kg; SAR(10 g) = 0.243 W/kg
Maximum value of SAR (measured) = 0.566 W/kg

0 dB = 0.566 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

43_WCDMA IV_RMC 12.2Kbps_Back_15mm_Ch1413



Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1732.5 MHz; σ = 1.361 S/m; εr = 41.412; 
ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47) ; Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.302 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.392 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.341 W/kg
SAR(1 g) = 0.222 W/kg; SAR(10 g) = 0.141 W/kg
Maximum value of SAR (measured) = 0.300 W/kg

0 dB = 0.300 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

44_LTE Band 4_20M_QPSK_1RB_49Offset_Back_15mm_Ch20175



Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1745 MHz; σ = 1.375 S/m; εr = 41.35; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch132322/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.541 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.552 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.673 W/kg
SAR(1 g) = 0.408 W/kg; SAR(10 g) = 0.244 W/kg
Maximum value of SAR (measured) = 0.564 W/kg

0 dB = 0.564 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

45_LTE Band 66_20M_QPSK_1RB_49Offset_Back_15mm_Ch132322



 
 

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ =
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.347 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.75 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.407 W/kg
SAR(1 g) = 0.261 W/kg; SAR(10 g) = 0.166 W/kg
Maximum value of SAR (measured) = 0.356 W/kg

0 dB = 0.356 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

46_GSM1900_GPRS 4 Tx slots_Back_15mm_Ch661



Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.568 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.030 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.660 W/kg
SAR(1 g) = 0.398 W/kg; SAR(10 g) = 0.231 W/kg
Maximum value of SAR (measured) = 0.567 W/kg

0 dB = 0.567 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

47_WCDMA II_RMC 12.2Kbps_Back_15mm_Ch9400



Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.536 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.182 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.683 W/kg
SAR(1 g) = 0.409 W/kg; SAR(10 g) = 0.238 W/kg
Maximum value of SAR (measured) = 0.583 W/kg

0 dB = 0.583 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

48_LTE Band 2_20M_QPSK_1RB_49Offset_Back_15mm_Ch18900



Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220722 Medium parameters used: f = 2535 MHz; σ = 1.978 S/m; εr = 37.86; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch21100/Area Scan (81x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.962 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.066 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 1.29 W/kg
SAR(1 g) = 0.632 W/kg; SAR(10 g) = 0.317 W/kg
Maximum value of SAR (measured) = 1.02 W/kg

0 dB = 1.02 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/22

49_LTE Band 7_20M_QPSK_1RB_49Offset_Back_15mm_Ch21100



Communication System: UID 0, LTE (0); Frequency: 2636.5 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_220722 Medium parameters used: f = 2636.5 MHz; σ = 2.098 S/m; εr = 37.433; 
ρ = 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch41055/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.468 W/kg

Ch41055/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.906 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.651 W/kg
SAR(1 g) = 0.308 W/kg; SAR(10 g) = 0.153 W/kg
Maximum value of SAR (measured) = 0.510 W/kg

0 dB = 0.510 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/22

50_LTE Band 41_20M_QPSK_1RB_49Offset_Back_15mm_Ch41055



Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.299
Medium: HSL_2450_220723 Medium parameters used: f = 2441 MHz; σ = 1.87 S/m; εr = 37.307; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0293 W/kg

Ch39/Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.456 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.0360 W/kg
SAR(1 g) = 0.020 W/kg; SAR(10 g) = 0.012 W/kg
Maximum value of SAR (measured) = 0.0291 W/kg

0 dB = 0.0291 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/23

51_Bluetooth_DH5 1Mbps_Back_15mm_Ch39



Communication System: UID 0, WIFI (0); Frequency: 2462 MHz;Duty Cycle: 1:1.014
Medium: HSL_2450_220723 Medium parameters used: f = 2462 MHz; σ = 1.894 S/m; εr = 37.225; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch11/Area Scan (81x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.272 W/kg

Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.922 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.311 W/kg
SAR(1 g) = 0.184 W/kg; SAR(10 g) = 0.108 W/kg
Maximum value of SAR (measured) = 0.264 W/kg

0 dB = 0.264 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/23

52_WLAN2.4GHz_802.11b 1Mbps_Back_15mm_Ch11



Communication System: UID 0, WIFI (0); Frequency: 5320 MHz;Duty Cycle: 1:1.019
Medium: HSL_5250_220724 Medium parameters used: f = 5320 MHz; σ = 4.652 S/m; εr = 37.351; ρ 
= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.71, 5.71, 5.71); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch64/Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.742 W/kg

Ch64/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 3.482 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 1.14 W/kg
SAR(1 g) = 0.374 W/kg; SAR(10 g) = 0.158 W/kg
Maximum value of SAR (measured) = 0.757 W/kg

0 dB = 0.757 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/24

53_WLAN5GHz_802.11a 6Mbps_Back_15mm_Ch64



Communication System: UID 0, WIFI (0); Frequency: 5500 MHz;Duty Cycle: 1:1.019
Medium: HSL_5600_220725 Medium parameters used: f = 5500 MHz; σ = 4.833 S/m; εr = 37.084; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.08, 5.08, 5.08); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch100/Area Scan (101x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.651 W/kg

Ch100/Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.739 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.988 W/kg
SAR(1 g) = 0.302 W/kg; SAR(10 g) = 0.128 W/kg
Maximum value of SAR (measured) = 0.642 W/kg

0 dB = 0.642 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/25

54_WLAN5GHz_802.11a 6Mbps_Back_15mm_Ch100



Communication System: UID 0, WIFI (0); Frequency: 5775 MHz;Duty Cycle: 1:1.080
Medium: HSL_5750_220726 Medium parameters used: f = 5775 MHz; σ = 5.128 S/m; εr = 36.73; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.25, 5.25, 5.25); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch155/Area Scan (111x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.776 W/kg

Ch155/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0.4620 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.18 W/kg
SAR(1 g) = 0.334 W/kg; SAR(10 g) = 0.122 W/kg
Maximum value of SAR (measured) = 0.747 W/kg

0 dB = 0.747 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/26

55_WLAN5GHz_802.11ac-VHT80 MCS0_Back_15mm_Ch155



Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1733 MHz; σ = 1.362 S/m; εr = 41.408; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 10.6 W/kg

Ch1413/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 88.18 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 12.7 W/kg
SAR(1 g) = 3.81 W/kg; SAR(10 g) = 1.43 W/kg
Maximum value of SAR (measured) = 9.73 W/kg

0 dB = 9.73 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

56_WCDMA IV_RMC 12.2Kbps_Top Side_0mm_Ch1413



Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1732.5 MHz; σ = 1.361 S/m; εr = 41.412; 
ρ = 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 12.2 W/kg

Ch20175/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 93.89 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 14.6 W/kg
SAR(1 g) = 4.01 W/kg; SAR(10 g) = 1.48 W/kg
Maximum value of SAR (measured) = 11.5 W/kg

0 dB = 11.5 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

57_LTE Band 4_20M_QPSK_50RB_24Offset_Top Side_0mm_Ch20175



Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220720 Medium parameters used: f = 1745 MHz; σ = 1.375 S/m; εr = 41.35; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch132322/Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 9.87 W/kg

Ch132322/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 85.01 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 11.5 W/kg
SAR(1 g) = 3.27 W/kg; SAR(10 g) = 1.21 W/kg
Maximum value of SAR (measured) = 9.18 W/kg

0 dB = 9.18 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/20

58_LTE Band 66_20M_QPSK_50RB_24Offset_Top Side_0mm_Ch132322



Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 4.78 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 65.71 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 7.51 W/kg
SAR(1 g) = 2.46 W/kg; SAR(10 g) = 0.976 W/kg
Maximum value of SAR (measured) = 6.38 W/kg

0 dB = 6.38 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

59_WCDMA II_RMC 12.2Kbps_Top Side_0mm_Ch9400



Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220721 Medium parameters used: f = 1880 MHz; σ = 1.379 S/m; εr = 41.21; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 4.94 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 65.61 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 6.89 W/kg
SAR(1 g) = 2.38 W/kg; SAR(10 g) = 0.950 W/kg
Maximum value of SAR (measured) = 5.75 W/kg

0 dB = 5.75 W/kg

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/21

60_LTE Band 2_20M_QPSK_1RB_49Offset_Top Side_0mm_Ch18900




