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1. Overview 

FCC regulation allows time-averaged RF exposure to demonstrate compliance to safety limits. Because RF exposure is 
correlated to transmission power (TX power), the TX power can be controlled to meet FCC RF exposure limits defined as 
the specific absorption rate (SAR) limit for transmit frequencies < 6GHz. For SAR limit, the proposed Time-Averaged 
Specific Absorption Rate (TA-SAR) algorithm manages TX power to ensure that at all times the time averaged RF 
exposure is compliant with the FCC regulation. In the FCC regulation, the averaging window of SAR is 100 seconds for 
transmit frequencies less than 3 GHz and 60 seconds for transmit frequencies between 3GHz and 6GHz. As a result, for 
Wi-Fi and 2.4GHz band, the time window is 100 seconds and for Wi-Fi 5GHz band, the time window is 60 seconds.  
 
This document proposes the test plan, test procedures, and measurement setup for the validation of the proposed 
 

• Wi-Fi TA-SAR (time-averaged specific absorption rate) algorithm, 
 

 
The operations of Wi-Fi TA-SAR algorithms are independent. Each of these algorithms operates under a fixed budget of 
TER from the very beginning to guarantee compliance. The measurement results are also provided to show that the 
requirements defined by FCC can be all met. The scope of the test proposal is for Wi-Fi TA-SAR TAR-SAR only, while the 
cellular TA-SAR is not within the scope of this test proposal. The cellular TA-SAR algorithms may require different test 
scenarios, test procedures, etc. for validation.  
 
Mediatek’s Wi-Fi TA-SAR algorithms were implemented in Matlab for validation by simulation, they were also 
implemented in firmware in a phone and a notebook for validation by conducted power measurements and SAR 
measurements. Mediatek’s customers cannot change the algorithms. However, they are allowed to set the values of 
certain parameters according to the need for their products. This is necessary because the characteristics of the 
customers’ products can be quite different, for example, a specific frame chosen by a customer for a cell phone, a specific 
antenna module chosen by a customer for a notebook, etc. Mediatek’s Wi-Fi TA-SAR algorithms will function with the 
parameters set by our customers and guarantee RF regulatory compliance 
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This purpose of the Part 2 WLAN report is to demonstrate the EUT complies with FCC RF exposure requirement under Tx 
varying transmission scenarios, thereby validity of MediaTek’s TAS feature for FCC equipment authorization. It serves to 
compliment the Part 0 and Part 1 Test Reports to justify compliance per FCC. 

The Plimit used in this report is determined in Part 0 and Part 1 report. 
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2. Wi-Fi TA-SAR Algorithm Concept 

 
Mediatek developed the TA-SAR Tech 1.0WL algorithm v1.3.1.9 to control instantaneous TX power for transmit 
frequencies less and larger than 6GHz respectively, so that the total time-averaged RF exposures (i.e., SAR exposure) 
are less than FCC requirement. 
 

2.1 Algorithm Description 

The proposed TA-SAR algorithms use TX power control to accomplish RF exposure compliance for Wi-Fi system. The 
basic concept of both algorithms is the same, if time-averaged TX power approaches a predefined TX power limit which is 
mapped from SAR limit, the instantaneous TX power will be constrained to ensure that the time-averaged TX power is 
less than the predefined TX limit at all times. The parameters of the Wi-Fi TA-SAR algorithm are listed in Table 2-1.  
 

• The current time-averaged TX power is guaranteed to be lower than the predefined TX power limit PSAR_limit, which is 
mapped from SAR limit. As in traditional SAR testing, we measure the power PSAR_limit (mW) and its corresponding 
maximum 1g or 10g peak spatial-averaged SAR (SAR_REG_limit),. For example, PSAR_limit = 70.79mW = 18.5dBm 
maps to SAR_REG_limit = 1.6W/kg. If device total uncertainty is considered for more conservative assessment, 
WF_SAR_design_limit which is SAR_REG_limit minus the device total uncertainties is used for TX power mapping, 
The TX power limit PWF_SAR_limit is the power mapped from WF_SAR_design_limit,. For example, if the device total 
uncertainty is 0.5dB, PWF_SAR_limit = 63.09mW = 18dBm maps to WF_SAR_design_limit = 1.43W/kg. 

• If the predicted time-averaged TX power tends to be larger than PSAR_limit, TA-SAR algorithm enables TX constraint to 
limit instantaneous TX power. The constraint power is dynamically adjusted based on predicted power and duty of the 
next time period 

• At any time period, TA-SAR algorithm satisfies the following equation: 

 
 
Where inst_TX_power(𝜏) denotes the instantaneous TX power at time 𝜏 and TSAR is the time averaging window defined by 

FCC for assessing time-averaged SAR.PSAR_limit is the predefined TX power limit which is mapped from SAR exposure 
limit. 
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To meet total exposure ratio (TER) requirement when 2.4G/5GHz band or more bands are in simultaneous transmissions, 
TA-SAR algorithms satisfy the following: 
 
The normalized TA-SAR of each 2.4GHz, 5GHz band is calculated by the following equation, 

 
 
 
where SARn,limit is the SAR regulatory limit SAR_REG_limitn that is applicable to the n-th transmitter/test 
frequency. 
 
In particular, for Wi-Fi SAR 

 
 
 
Where inst_SAR_Tx_power(𝜏) denote the instantaneous TX power at time 𝜏 for SAR respectively. TSAR are the time 

averaging windows defined by FCC for assessing time averaged SAR. The meanings of PWF_SAR_limit, 
WF_SAR_design_limit, and SAR_REG_limit are described in Table 2-1,  
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2.2 Operating Parameters for Algorithm Validation 

 
Table 2-1 WiFi TA-SAR algorithm parameters 

Algorithm parameters Description 

P_WF_SAR_limit 
(PWF_SAR_limit) 

The time-averaged maximum power level limit corresponding to 
WF_SAR_design_limit. 

• For FCC, SAR_REG_limit: 1.6 W/kg (1g-SAR), 4 W/kg 
(10g-SAR). 

• WF_SAR_design_limit is SAR_REG_limit with device total 
uncertainty for more conservative assessment. 

• P_WF_SAR_limit has the unique value for each Wi-Fi 
band/antenna/exposure condition index 

P_WF_SAR_MAX_limit 
(PWF_SAR_MAX_limit) 

Wi-Fi TA-SAR maximum instantaneous TX power limit, which is 
less than or equal to maximum TX power P_WF_SAR_MAX that 
can be possibly transmitted in Wi-Fi. The power limit is 
dynamically adjusted based on Wi-Fi TA-SAR algorithm 
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3. Overview of Wi-Fi TA-SAR Test Proposal 

For the completeness of verifying that the proposed TA-SAR algorithm can realize FCC compliance regarding RF 
exposure, several test scenarios are constructed as below: 
 

• Scenario 1: Test TX mode change between normal mode and sleep mode to verify algorithm and SAR compliance. 

• Scenario 2: Test band handover to ensure algorithm control continuity and correctness. 

• Scenario 3: Test different transmission antennas to ensure algorithm control works correctly during antenna switch 

from one antenna to another. 

• Scenario 4: Test different ECI (Exposure Condition Index) to ensure algorithm control behaves as expected during 

ECI switch from one ECI to another. (ex., head→ body worn) 

• Scenario 5: Test TER under 2.4GHz band and 6GHz band simultaneous transmission. Since both SAR and PD are 

required in Wi-Fi 6GHz band, the maximum of normalized TA-SAR and normalized TA-PD in 6GHz band should be 
used in TER calculation. The proposed algorithm can ensure TA-SAR/TA-PD control correctness and prove the 
normalized total RF exposure is less than or equal to 1 (FCC requirement) 

 
Table 3-1 shows the test scenario list for Wi-Fi TA-SAR validation. For Wi-Fi TA-SAR 2.4GHz and 5GHz bands validation, 
scenarios 1 to 4 are proposed to demonstrate FCC compliance.  
 
 

Table 3-1 Test scenario list for Wi-Fi TA-SAR validation 

Test Scenario Description 
WiFi TA-SAR 

2.4G/5GHz 
WiFi TA-SAR 

6GHz 
WiFi TA-PD 

6GHz 

1 
TX mode change between 

normal mode and sleep 
mode 

Test normal mode and 
sleep mode switch 

v NA NA 

2 Band handover 
Test 2.4G/5GHz band 

change 
NA NA NA 

3 Antenna switching Change antenna index NA NA NA 

4 
ECI (Exposure condition 

index change) 
Test under ECI transition 
(e.g., hand to body worn) 

v NA NA 

5 
Simultaneous SAR and 

PD 
TER 2.4GHz TA-SAR and 

6GHz TA-SAR/TA-PD 
NA NA NA 
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Since RF regulatory compliance is related to RF radiation and exposure, it is important to list all the available operational 
(radiation) conditions out of the two(2) antennas in the chip in order to examine if the proposed five(5) test scenarios are 
sufficient to cover all the applicable operational conditions. The table below summarizes all the applicable operational 
conditions, where representative antenna states are shown. For example, in G-band SISO, the table shows that Ant0 is 
active in G-band and Ant1 is off, while it can also be true that Ant0 is off and Ant1 is active in G-band. The last column of 
the table shows which proposed test scenarios can cover the corresponding operational condition 
 

Operational conditions Ant0 Ant1 Proposed test scenarios 

G-band SISO [1] G-band off (1,3,4) 

G-band MIMO [2] G-band G-band (1,4) 

A-band SISO A-band off (1,3,4) 

A-band MIMO A-band A-band (1,4) 

G-band SISO + A-band MIMO G+A Band A-band (1,2,3,4,5) 

G-band MIMO + A-band SISO G+A Band G-band (1,2,3,4,5) 

G-band MIMO + A-band MIMO G+A Band G+A Band (1,2,3,4,5) 

[1] SISO: single-input single-output 
[2] MIMO: multiple-input multiple-output 
 
For each applicable operation condition, the algorithm parameters, such as 𝑃𝑊𝐹_𝑆𝐴𝑅_𝑙𝑖𝑚𝑖𝑡, time averaging window size, etc., 

can be adjusted accordingly to guarantee RF regulatory compliance. Therefore, all the applicable operation conditions are 
considered in algorithm design and proposed test scenarios 
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4. Wi-Fi TA-SAR Test Scenarios and Test Procedures 

In order to demonstrate that Wi-Fi TA-SAR algorithm performs as expected under various operating scenarios, Table 4-1 
lists the test scenarios and test sequences to validate TA-SAR algorithm. The test sequences are defined in section 4.1. 
The details of each test procedures via conducted power and SAR measurements are described in sections 4.2~4.6 and 
section 4.7, respectively 
 

Table 4-1 Test scenario and test sequence list for Wi-Fi TA-SAR validation 

Test Scenario Test Sequence Description 
Device 

Requirement 

1 
TX mode change between 

normal mode and sleep mode 
Defined in 
section 4.1 

Test normal mode and sleep 
mode switch 

Yes 

2 Band handover 
Defined in 
section 4.1 

Test 2.4G/5GHz band 
change 

No, does not Support 
2.4G+5G Sim-Tx 

3 Antenna switching 
Defined in 
section 4.1 

Change antenna index 
No, 2.4G and 5G each 

support one antenna and 
they do not transmit 

4 
ECI (Exposure condition index 

change) 
Defined in 
section 4.1 

Test under ECI transition 
(e.g., hand to body worn) 

Yes 

5 Simultaneous SAR and PD 
Defined in 
section 4.1 

TER 2.4GHz TA-SAR and 
6GHz TA-SAR/TA-PD 

No, does not support WiFi 
6GHz 

 
 

4.1 Test Sequences for All Scenarios 

The test sequence is predefined for TA-SAR: 

• Test sequence: Wi-Fi is requested to transmit static and maximum power with high duty 
 
The test sequence is illustrated in Figure 4-1. The waveform of the test sequence is listed in Table 4-2. 
 

 

Figure 4-1 Test sequence 

 

Time(s) Duration(s) Power (dBm) Note 

600 600 23 
Wi-Fi TX maximum power 

(P_WF_SAR_MAX) 

Table 4-2 Test sequence 
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4.2 Test Configuration and Procedure for Scenario 1: TX Mode Change 
between Normal Mode and Sleep Mode via Conducted Power 
Measurements 

4.2.1 Configuration 

The scenario tests Wi-Fi TX mode switching from normal throughput mode to sleep mode. Since Mediatek’s TA-SAR 
feature operation is independent of bands and channels, selecting one band is sufficient to validate this feature. The 
criteria for band selection are based on the P_WF_SAR_limit values (corresponding to WF_SAR_design_limit) and are 
described as below 
 

• Select one band/channel with least P_WF_SAR_limit among all supported bands and the P_WF_SAR_limit value is 
below P_WF_SAR_MAX. 

 
 Only one band/channel needs to be tested if all the bands have the same P_WF_SAR_limit. 
 Only one band/channel needs to be tested if only one band has P_WF_SAR_limit below P_WF_SAR_MAX. 
 If the same least P_WF_SAR_limit applies to multiple bands, select the band with the highest 
 measured 1gSAR at P_WF_SAR_limit. 
 If P_WF_SAR_limit values of all bands are over P_WF_SAR_MAX, there is no need to test these bands. 

 

4.2.2 Procedure 

TX power is measured, recorded, and processed by the following steps: 
 

• Steps 1~4: Measure and record TX power versus time for test scenario 1 

 
 Step 1: Start PWF_SAR_limit calibration mode and measure PWF_SAR_limit for the selected band. 
 Step 2: Establish radio link with AP in the selected band and enable TA-SAR. 
 Step 3: Configure pre-defined TX power sequence to DUT and measure TX power versus time. 
 Step 4: Wi-Fi TX switches modes 

 
Initial Wi-Fi normal mode: Configure pre-defined TX power sequence to DUT for selected band and then DUT 

transmits packets after 400s 
Switch to Wi-Fi sleep mode: Wi-Fi switches to sleep mode about 10s and no packets are transmitted. 
Wi-Fi wakes up to normal mode: Wi-Fi wakes up from sleep mode and DUT re-transmits packets for at least 

the specified time duration 
 

• Step 5: Convert the measured conducted TX power into SAR 

 
Convert the measured conducted TX power from Step 4 into 1gSAR or 10gSAR value using the following equation. 
Perform the running time average to power and 1gSAR or 10g SAR to determine time-averaged value versus time as 
follows 
 
Instantaneous 1gSAR or 10gSAR versus time: SAR(𝜏) 

 
 
Where PWF_SAR_limit is measured from step 1 and WF_SAR_design_limit is measured worst case SAR value at PWF_SAR_limit 
 
Time average SAR versus time: Time_avg_SAR(𝑡) 
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• Step 6: Plot results 

A. Make one power perspective plot containing 
1. Instantaneous TX power 
2. Requested power (test sequence) 
3. Calculated time-averaged power 
4. Calculated time-averaged power limits 

B. Make one SAR perspective plot containing 
1. Calculated time-averaged 1gSAR or 10Gsar 
2. FCC limit of 1.6 W/kg (1gSAR) or 4.0 W/kg (10gSAR) 

 
 
 

4.3 Test Configuration and Procedure for Scenario 4: Exposure 
Condition Index (ECI) Change via Conducted Power Measurements 

4.3.1 Configuration 

The scenario tests the time-averaged TX power is less than the predefined TX limit at all times when exposure condition 
index changes which means P_WF_SAR_limit changes in the test. This scenario selects any one band having two 
different P_WF_SAR_limit values less than P_WF_SAR_MAX in the two ECI group. One test is sufficient as the feature 
operation is independent of technology and band. 
 

4.3.2 Procedure 

TX power is measured, recorded, and processed by the following steps: 
 

• Steps 1~4: Measure and record TX power versus time for test scenario 4 

 
 Step 1: Start PWF_SAR_limit calibration mode and measure PWF_SAR_limit for both the selected band/channel. 
 Step 2: Establish radio link with AP in the selected band and enable TA-SAR. 
 Step 3: Configure pre-defined TX power sequence to DUT and measure TX power versus time. 
 Step 4: Wi-Fi TX ECI change 

 
Connect to selected band with initial PWF_SAR_limit in only ECI group index: Configure pre-defined TX power 

sequence to DUT for selected band and then DUT transmits packets for 400s. 
Change PWF_SAR_limit value to another ECI group index: Set the command to change PWF_SAR_limit for 400s 

 

• Step 5: Convert the measured conducted TX power into SAR based on the formulas for scenario 1 

 

• Step 6: Plot results 

A. Make one power perspective plot containing 
1. Instantaneous TX power 
2. Requested power 
3. Calculated time-averaged power 
4. Calculated time-averaged power limits 

B. Make one SAR perspective plot containing 
1. Calculated time-averaged 1gSAR or 10gSAR 
2. FCC limit of 1.6 W/kg (1gSAR) or 4.0 W/kg (10gSAR) 
3. Normalized time-averaged 1gSAR/1.6 or 10gSAR/4.0 

 
It is noted that the following operations are done as well for this scenario: 

• The correct power control is controlled by TA_SAR when ECI switches from one to another. 

• The validation criteria are, at all times, the time-averaged 1gSAR or 10gSAR versus time shall not exceed FCC limit 
of 1.6 W/kg for 1gSAR or 4.0 W/kg for 10gSAR 
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4.4 Test Configuration and Procedure for Scenario 1: TX Mode Change 
between Normal Mode and Sleep Mode via SAR Measurements 

4.4.1 Configuration 

The test procedures in the previous sections (sections 4.2 ~ 4.6) mainly focus on measuring conducted TX power, in this 
section test via SAR measurement is performed. The validation can be provided by performing one test scenario from the 
previous section. 
In this test via SAR measurement, the test configuration of test scenario 1 in section 4.2.1 is used 
 

4.4.2 Procedure 

 
SAR is measured and recorded by the following steps 
 

• Steps 1~3: Measure and record TA-SAR versus time for test scenario 1 

 
 Step 1: Start meas_SAR_ PWF_SAR_limit calibration mode for the selected band/channel. Measure meas_SAR at 

peak location of the area scan where meas_SAR_ PWF_SAR_limit corresponds to this meas_SAR value at 
PWF_SAR_limit 

 Step 2: Establish radio link with AP in the selected band and enable TA-SAR. 
 Step 3: Configure pre-defined TX power sequence to DUT and measure TX power versus time. 

• Step 4: Convert the measured SAR into time-averaged SAR 

 
Convert the instantaneous measured SAR from step 3 into 1gSAR or 10gSAR value. Perform the running time average to 
1gSAR or 10g SAR to determine the time-averaged value versus time by the following equations 
 
Instantaneous 1gSAR or 10gSAR versus time: SAR(𝜏) 

 

 
 
Where meas_SAR_PWF_SAR_limit is measured from step 1, meas_SAR(t) is the instantaneous SAR measured in step 3, and 
WF_SAR_design_limit is the measured worse-case SAR value at PWF_SAR_limit 
 

 
 

• Step 5: Plot results 

A. Calculated time-averaged 1gSAR or 10gSAR 
B. FCC limit of 1.6 W/kg (1gSAR) or 4.0 W/kg (10gSAR) 
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5. Wi-Fi TA-SAR Validation via Conducted Power Measurements 

5.1 Test Sequences for All Scenarios 

 
For conducted power measurements, TA-SAR algorithm is implemented in firmware in a phone and a notebook. The 
exact setup diagrams for Android DUT and Windows DUT are shown in the following Figure 7.1.1 ~ Figure 7.1.8. 
 
The general measurement setup for Android DUT is shown in Figure 7.1.1. There is a control PC which controls DUT and 
peer devices that act as soft-AP or STA. The WLAN traffic is established between peer devices and DUT, e.g., an 
engineering model of smart phone. The traffic from DUT TX is UDP and controlled by control PC. For Windows DUT, the 
general measurement setup is shown in Figure 7.1.2. Different from Android DUT, the TA-SAR control program is 
executed in Windows DUT 
 
The test sequence and scenarios are controlled by PC command. The transmitter power is measured with spectrum 
analyzers. There are two peer devices and two spectrum analyzers to support test scenarios with multiple operation 
frequencies. Furthermore, the moving average of each measured power is calculated to ensure the conductive 
time-averaging power is always below the power limit threshold. 
 
The test measurement setup for test scenarios 1 and 4 is illustrated in Figure 7.1.3 and Figure 7.1.4. The test 
measurement setup for test scenarios 2 and 5 is illustrated in Figure 7.1.5 and Figure 7.1.6. The test measurement setup 
for test scenario 3 is illustrated in Figure 7.1.7 and Figure 7.1.8. Note that for test scenario 3, an RF attenuator is added to 
the conductive path to provide proper attenuation from DUT to AP and DUT to spectrum analyzer 
 
 

Figure 7.1.1 General setup for TA-SAR conducted 
power measurement for Android DUT 

Figure 7.1.2 General setup for TA-SAR conducted power 
measurement for Windows DUT 
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Figure 7.1.3 TA-SAR conducted power test setup for 
test scenarios 1 and 4 with Android DUT 

Figure 7.1.4 TA-SAR conducted power test setup for test 
scenarios 1 and 4 with Windows DUT 

 

 

 
 

Figure 7.1.5 TA-SAR conducted power test setup for 
test scenarios 2 and 5 with Android DUT 

Figure 7.1.6 TA-SAR conducted power test setup for test 
scenarios 2 and 5 with Windows DUT 

  

 
 

Figure 7.1.7 TA-SAR conducted power test setup for 
test scenario 3 with Android DUT 

Figure 7.1.8 TA-SAR conducted power test setup for test 
scenario 3 with Windows DUT  
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Spectral analyzer utilizing zero-span mode is used for monitoring the time-domain conductive power of the DUT. This 
spectral analyzer may be replaced by a power probe or other time-domain power logging instrument as well. The detailed 
setup of the spectral analyzer is shown as follow: 
 
Center frequency: = WLAN channel frequency 
Span: Zero span 
 

Center Frequency: =WLAN Channel fequency 

Span Zero span 

RBW 
Spectral analyzer’s maximum capability 
(8MHz for Keysight PXA N9030A 

VBW =RBW 

Sweep Time 1400s 

Sweep Point =10 time of sweep time + 1 = 14001 

Detector Mode: RMS 

Trace Mode: Single hold (clear write) 

 
Since the WLAN data bandwidth (ex. 20MHz) is larger than the max resolution bandwidth of spectralanalyzer, a power 
correlation method is essential to determine the actual conductive channel power (per data bandwidth occupied) from the 
readout of the spectral analyzer (in terms of power density dBm/RBW) 
 
The correlation term that accounts for the conductive power to spectral analyzer readout and RF cable loss is obtained 
with the following steps: 
 
1. Setup the TA-SAR conductive measurement as shown in Figure 7.1.1 to Figure 7.1.4 
2. Configure DUT to MTK engineering mode and set DUT to continuous packet TX mode (duty cycle ≥ 98%) with TX 

information such as WLAN channel, rate, and TX power 
3. Determine the power correlation term as 

 
Corr. = DUT Tx power – measured power of the spectral analyzer 

 
The readout of the spectral analyzer is thus correlated to the actual conductive channel power at the DUT output port by 
arithmetically adding Corr. to the raw data in mW domain 
 
In control PC, an executable file named MTK_WiFi_TASAR.exe controls the test of TA-SAR according to different test 
scenarios. It controls the connections between DUT and peer devices, controls test sequence according to the selected 
test scenario, starts the UDP traffic from DUT, and pulls the logs from DUT 
 

Table 6-1 Test configurations for all TA-SAR parameters setting and scenario 

Test 
case 

# 
Test scenario Tech Band Ant ECI Channel Freq (MHz) Mode Position 

Position 
details 

Part 1 worst-case 
radio config 1g 
SAR measured 
@Plimit (W/kg) 

Plimit 
Setting(dBm) 

Target 
Pmax 
(dBm) 

Unceritainty 

1 
5G SAR TX Mode Change 
between Normal Mode and 

Sleep Mode 
WIFI 5GHz 23 Hotspot 157 5785 OFDM 6M Right Side 10mm 0.318 12 17 2.0 

2 ECI change 
WIFI 2.4GHz 22 Head_Standalone 11 2462 CCK 5.5M Left Cheek 0mm 0.361 14.5 18 2.0 

WIFI 2.4GHz 22 Head_Simultaneous 11 2462 CCK 5.5M Left Cheek 0mm 0.295 13.5 18 2.0 
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5.2 Conducted Power Measurement Results for Scenario 1: TX Mode 
Change between Normal Mode and Sleep Mode 

 
This test is the conducted power measurement for Wi-Fi 5GHz band TX mode change. The detailed setting is listed in 
Table 6-1. The following figure demonstrates the DUT’s instantaneous conducted TX power, the time-averaged 
conducted TX power behavior over time, and the power limit for scenario 1-1. 
 

 
Figure 6-1 Time-averaged 5G conducted TX power over time for test scenario 1 
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5.3 Conducted Power Measurement Results for Scenario 4: ECI Change 

This test is the conducted power measurement for Wi-Fi ECI change. The detailed setting is listed in Table 6-1. The first 
figure demonstrates the DUT’s instantaneous conducted TX power, the time-averaged conducted TX power behavior over 
time, and the power limit. The second figure illustrates the corresponding time-averaged SAR over time converted from 
the TX time-averaged power by using the equation listed in section 4.5.2. As seen in this figure, the normalized 
time-averaged SAR does not exceed the FCC limit 
 

 
Figure 6-2 Time-averaged conducted TX power over time for test scenario 4 

 

 
Figure 6-3 Normalized time-averaged SAR over time for test scenario 4 
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6. TA-SAR Validation via SAR Measurements 

6.1 Measurement Setup 

The measurement setup is similar to normal fixed power SAR measurement. The difference in SAR measurement setup 
for time averaging feature validation is that the call box operates under the close loop power control mode and is 
connected to the PC, so that the PC can control the call box based on the test sequence to configure EUT’s TX target 
power. The same test procedure used in conducted power setup for time-varying TX power measurement is also used in 
this section for time-averaging SAR measurements. Since the SAR chamber is an uncontrolled environment, the path loss 
between call box antenna and the EUT are well calibrated. The test setup is illustrated in Figure 7-1, and its photos are 
shown in Setup Photos. 

 

 
Figure 7-1 TA-SAR wireless test environment 

 
Table 7-1 Operating parameters for different TA-SAR parameters setting 

Test 
case 

# 
Test scenario Tech Band Ant ECI Channel Freq (MHz) Mode Position 

Position 
details 

Part 1 worst-case 
radio config 1g 
SAR measured 
@Plimit (W/kg) 

Plimit 
Setting(dBm) 

Target 
Pmax 
(dBm) 

Unceritainty 

1 
5G SAR TX Mode Change 
between Normal Mode and 

Sleep Mode 
WIFI 5GHz 23 Hotspot 157 5785 

OFDM 
6M 

Right 
Side 

10mm 0.318 12 17 2.0 
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6.1.1 SAR Measurement Results for Wi-Fi TA-SAR Test Scenario 1: TX 
Mode Change between Normal Mode and Sleep Mode 

 
 

 
Figure 7-2 Time-averaged 5G SAR measurement for Wi-Fi TA-SAR test scenario 1-1 

 

FCC 1g SAR limit 1.6 W/kg 

Max time averaged 1g SAR 0.275 W/kg 

Validation result: Pass 

 
 
 
 
 

7. Conclusions 

This document proposes Wi-Fi TA-SAR test scenarios and procedures, and proves MediaTek’s TASAR algorithms can 
meet the FCC SAR regulations with the proposed test scenarios and procedures. MediaTek’s TA-SAR algorithms are able 
to maintain SAR over time below the FCC regulatory limits. Furthermore, the near-field measurements are also done in an 
FCC certified lab to further validate the proposed test methodologies, and the results shown in the report that MediaTek’s 
TA-SAR algorithms can maintain SAR over time below the FCC regulatory limits with the proposed test procedures. 
Based on the provided measurement results, it is concluded that MediaTek’s TA-SAR algorithms can be tested by using 
the proposed test methodology for FCC compliance. 
 
 
  



 

 Sporton International Inc. (Shenzhen)  Page : 22 of 28  

TEL : +86-755-86379589 / FAX : +86-755-86379595  Issued Date : Jan. 14, 2026 

  Template version : 220314 

 

 FCC Wi-Fi TAS Validation Report Report No. : FA5O2827B 

8. DASY System Verification 

8.1 The system to be used for the near field power density measurement 

 SPEAG DASY6 system  
 SPEAG cDASY6 5G module software  
 EUmmWVx probe  SAR phantom (SAM-Twin/ELI Phantom) 
 5G Phantom cover  SAR probe (EX3D, ES3D probes) 
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8.2 Test Side Location 

Sporton International Inc. (Shenzhen) is accredited to ISO/IEC 17025:2017 by American Association for Laboratory 
Accreditation with Certificate Number 5145.01. 

Testing Laboratory 

Test Firm Sporton International Inc. (Shenzhen) 

Test Site Location 
1/F, 2/F, Bldg 5, Shiling Industrial Zone, Xinwei Village, Xili, Nanshan, Shenzhen, 518055 
People’s Republic of China 

TEL: +86-755-86379589 

FAX: +86-755-86379595 

Test Site No. 

Sporton Site No. FCC Designation No. FCC Test Firm Registration No. 

SAR02-SZ CN1256 421272 

 
 

8.3 SAR E-Field Probe 

Construction Symmetric design with triangular core 
Built-in shielding against static charges 
PEEK enclosure material (resistant to organic solvents, 
e.g., DGBE) 

 

Frequency 4 MHz – >6 GHz 
Linearity: ±0.2 dB (30 MHz – 6 GHz) 

Directivity ±0.3 dB in TSL (rotation around probe axis) 

±0.5 dB in TSL (rotation normal to probe axis) 

Dynamic Range 10 µW/g – >100 mW/g 
Linearity: ±0.2 dB (noise: typically <1 µW/g) 

Dimensions Overall length: 337 mm (tip: 20 mm) 
Tip diameter: 2.5 mm (body: 12 mm) 
Typical distance from probe tip to dipole centers: 1 mm 
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9. Test Equipment List 

Manufacturer Name of Equipment Type/Model Serial Number 
Calibration 

Last Cal. Due Date 

SPEAG 5000MHz System Validation Kit D5GHzV2 1113 Sep. 17, 2025 Sep. 16, 2026 

SPEAG Data Acquisition Electronics DAE4 1664 Jul. 30, 2025 Jul. 29, 2026 

SPEAG Dosimetric E-Field Probe EX3DV4 7930 Jul. 21, 2025 Jul. 20, 2026 

SPEAG SAM Twin Phantom QD 000 P40 CD 1670 NCR NCR 

SPEAG Phone Positioner N/A N/A NCR NCR 

Keysight  Network Analyzer E5071C MY46523671 Oct. 14, 2025 Oct. 13, 2026 

Speag Dielectric Assessment KIT DAK-3.5 1071 Feb. 24, 2025 Feb. 23, 2026 

Agilent Signal Generator N5181A MY50145381 Dec. 25, 2025 Dec. 24, 2026 

Anritsu Power Senor MA2411B 1306099 Oct. 14, 2025 Oct. 13, 2026 

Anritsu Power Meter ML2495A 1349001 Oct. 14, 2025 Oct. 13, 2026 

TES  Hygrometer 1310 200505600 Jul. 05, 2025 Jul. 04, 2026 

Anymetre Thermo-Hygrometer JR593 2023110804 Oct. 17, 2025 Oct. 16, 2026 

R&S Signal&Spectrum Analyzer FSV3044 101175 Jul. 03, 2025 Jul. 02, 2026 

R&S Signal&Spectrum Analyzer FSV40 101041 Oct. 14, 2025 Oct. 13, 2026 

SPEAG Device Holder N/A N/A N/A N/A 

ASUS Peer AP AX11000 N/A Note 1 

TRM Directional Coupler DCS1070 50021-1 Note 1 

TRM Directional Coupler DCS1070 50021-2  

Jinkexinhua Attenuator  10db-8G N/A Note 1 

AR Amplifier 5S1G4 0333096 Note 1 

Mini-Circuits Amplifier ZVE-3W-83+ 599201528 Note 1 

WI 3G High Pass Filter WHKX3.0/18G-10SS 4 Note 1 

WI Band Reject Filter WRCJV12-5120-5150-5350-5380-40SS 30 Note 1 

WI Band Reject Filter WRCJV12-5695-5725-5850-5880-40SS 33 Note 1 

WI Band Reject Filter WRCJV16-5440-5470-5725-5755-40SS 36 Note 1 

WI Band Reject Filter WRCQV14-6025-6425-7125-7525-60SS 5 Note 1 

General Note:  

1. Prior to system verification and validation, the path loss from the signal generator to the system check source and the 
power meter, which includes the amplifier, cable, attenuator and directional coupler, was measured by the network 
analyzer. The reading of the power meter was offset by the path loss difference between the path to the power meter 
and the path to the system check source to monitor the actual power level fed to the system check source. 

2. The dipole calibration interval can be extended to 3 years with justification according to KDB 865664 D01. The dipoles 
are also not physically damaged, or repaired during the interval. The justification data in appendix B can be found 
which the return loss is < -20dB, within 20% of prior calibration, the impedance is within 5 ohm of prior calibration for 
each dipole. 
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10. SAR System verification and validation 

10.1 Tissue Verification 

The tissue dielectric parameters of tissue-equivalent media used for SAR measurements must be characterized within a 

temperature range of 18℃ to 25℃, measured with calibrated instruments and apparatuses, such as network analyzers 

and temperature probes. The temperature of the tissue-equivalent medium during SAR measurement must also be within 

18℃ to 25℃ and within ± 2℃ of the temperature when the tissue parameters are characterized. The tissue dielectric 

measurement system must be calibrated before use. The dielectric parameters must be measured before the 
tissue-equivalent medium is used in a series of SAR measurements. 

The liquid tissue depth was at least 15cm in the phantom for all SAR testing 

<Tissue Check Results> 
Frequency 

(MHz) 

Liquid Temp. 

(℃) 

Conductivity 
(σ) 

Permittivity 
(εr) 

Conductivity 
Target (σ) 

Permittivity 
Target (εr) 

Delta (σ) 
(%) 

Delta (εr) 
(%) 

Limit (%) Date 

5800 22.5 5.230 35.300 5.27  35.30  -0.76  0.00  ±5 2026/1/4 

 
 

10.2 System Verification 

Comparing to the original SAR value provided by SPEAG, the verification data should be within its specification of 10 %. 
Below table shows the target SAR and measured SAR after normalized to 1W input power. The table below indicates the 
system performance check can meet the variation criterion and the plots can be referred to Appendix A. 

<System Verification Results> 

Date 
Frequency 

(MHz) 

Input 
Power 
(mW) 

Dipole 
S/N 

Probe 
S/N 

DAE 
S/N 

Measured 
1g SAR 
(W/kg) 

Targeted 
1g SAR 
(W/kg) 

Normalized 
1g SAR 
(W/kg) 

Deviation 
(%) 

Measured 
10g SAR 
(W/kg) 

Targeted 
10g SAR 
(W/kg) 

Normalized 
10g SAR 
(W/kg) 

Deviation 
(%) 

2026/1/4 5800 100 1113 7930 1664 7.490  77.900 74.9 -3.85  2.110  22.300 21.1 -5.38  
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11. Uncertainty Assessment 

Declaration of Conformity: 
The test results with all measurement uncertainty excluded is presented in accordance with the regulation limits or 
requirements declared by manufacturers. 
Comments and Explanations: 
The declared of product specification for EUT presented in the report are provided by the manufacturer, and the ufacturer 
takes all the responsibilities for the accuracy of product specification. 
The component of uncertainly may generally be categorized according to the methods used to evaluate them. The 
evaluation of uncertainly by the statistical analysis of a series of observations is termed a Type An evaluation of 
uncertainty. The evaluation of uncertainty by means other than the statistical analysis of a series of observation is termed 
a Type B evaluation of uncertainty. Each component of uncertainty, however evaluated, is represented by an estimated 
standard deviation, termed standard uncertainty, which is determined by the positive square root of the estimated 
variance. 
A Type A evaluation of standard uncertainty may be based on any valid statistical method for treating data. This includes 
calculating the standard deviation of the mean of a series of independent observations; using the method of least squares 
to fit a curve to the data in order to estimate the parameter of the curve and their standard deviations; or carrying out an 
analysis of variance in order to identify and quantify random effects in certain kinds of measurement. 
A type B evaluation of standard uncertainty is typically based on scientific judgment using all of the relevant information 
available. These may include previous measurement data, experience, and knowledge of the behavior and properties of 
relevant materials and instruments, manufacture’s specification, data provided in calibration reports and uncertainties 
assigned to reference data taken from handbooks. Broadly speaking, the uncertainty is either obtained from an outdoor 
source or obtained from an assumed distribution, such as the normal distribution, rectangular or triangular distributions 
indicated in table below. 
 

Uncertainty Distributions Normal Rectangular Triangular U-Shape 

Multi-plying Factor(a) 1/k(b) 1/√3 1/√6 1/√2 

(a) standard uncertainty is determined as the product of the multiplying factor and the estimated range of 
variations in the measured quantity 

(b) κ is the coverage factor  
Standard Uncertainty for Assumed Distribution 

 
The combined standard uncertainty of the measurement result represents the estimated standard deviation of the 
result. It is obtained by combining the individual standard uncertainties of both Type A and Type B evaluation using 
the usual “root-sum-squares” (RSS) methods of combining standard deviations by taking the positive square root of 
the estimated variances. 
 
Expanded uncertainty is a measure of uncertainty that defines an interval about the measurement result within which 
the measured value is confidently believed to lie. It is obtained by multiplying the combined standard uncertainty by a 
coverage factor. Typically, the coverage factor ranges from 2 to 3. Using a coverage factor allows the true value of a 
measured quantity to be specified with a defined probability within the specified uncertainty range. For purpose of this 
document, a coverage factor two is used, which corresponds to confidence interval of about 95 %. The DASY 
uncertainty Budget is shown in the following tables. 
The judgment of conformity in the report is based on the measurement results excluding the measurement 
uncertainty. 
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Applies for SAR system 

Uncertainty Budget 
(Frequency band: 4 MHz - 10 GHz range) 

Error Description 
Uncert. 
Value 
(±%) 

Prob. 
Dist. 

Div. 
(Ci) 
1g 

(Ci) 
10g 

Standard 
Uncertainty 

(1g) (±%) 

Standard 
Uncertainty 
(10g) (±%) 

Measurement System errors 
 

Probe calibration 18.6 N 2 1 1 9.3 9.3 

Probe calibration drift 1.7 R 1.732 1 1 1.0 1.0 

Probe linearity and detection Limit 4.7 R 1.732 1 1 2.7 2.7 

Broadband signal 2.8 R 1.732 1 1 1.6 1.6 

Probe isotropy 7.6 R 1.732 1 1 4.4 4.4 

Other probe and data 
acquisition errors 

2.4 N 1 1 1 2.4 2.4 

RF ambient and noise 1.8 N 1 1 1 1.8 1.8 

Probe positioning errors 0.006 N 1 0.5 0.5 0.0 0.0 

Data processing errors 4.0 N 1 1 1 4.0 4.0 

Phantom and Device Errors 
 

Measurement of phantom 
conductivity (σ) 

2.5 N 1 0.78 0.71 2.0 1.8 

Temperature effects (medium) 5.4 R 1.732 0.78 0.71 2.4 2.2 

Shell permittivity 14.0 R 1.732 0.5 0.5 4.0 4.0 

Distance between the radiating 
element of the DUT and the 
phantom medium 

2.0 N 1 2 2 4.0 4.0 

Repeatability of positioning the 
DUT or source against the 
phantom 

1.0 N 1 1 1 1.0 1.0 

Device holder effects 3.6 N 1 1 1 3.6 3.6 

Effect of operating mode on 
probe sensitivity 

2.4 R 1.732 1 1 1.4 1.4 

Time-average SAR 1.7 R 1.732 1 1 1.0 1.0 

Variation in SAR due to drift in 
output of DUT 

2.5 N 1 1 1 2.5 2.5 

Validation antenna uncertainty 
(validation measurement only) 

0.0 N 1 1 1 0.0 0.0 

Uncertainty in accepted power 
(validation measurement only) 

0.0 N 1 1 1 0.0 0.0 

Correction to the SAR results 
 

Phantom deviation from target (ε′,σ) 1.9 N 1 1 0.84 1.9 1.6 

SAR scaling 0.0 R 1.732 1 1 0.0 0.0 

Combined Std. Uncertainty 14.5% 14.4% 

Coverage Factor for 95 % K=2 K=2 

Expanded STD Uncertainty 29.0% 28.8% 
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Appendix A. Plots of System Performance Check 

 

Appendix B. DASY Calibration Certificate 

 

Appendix C. Test Setup Photos 

 

 

------THE END------ 
 

 




