E FCC ID: 2AUHG-27VAN-MASC  page 1 of 22 Report No.: LCSA05066068E

EMC TEST REPORT
For
ARTIKA FOR LIVING INC.
Manor 27inch Vanity

Test Model: 27VAN-MA5C-BLJ

Additional Model No.: 27VAN-MASC-BNJ, 27VAN-MAS5C-XXXXXX("XXXXXX"
can be Ato Z and/or 0 to 9 and/or blank (commercial code))

Prepared for

Address

Prepared by
Address

Tel
Fax
Web
Mail

Date of receipt of test sample
Number of tested samples
Serial number

Date of Test

Date of Report

ARTIKA FOR LIVING INC.

800, boulevard Hymus, Saint-Laurent (Québec),
Canada H4S 0B5

Shenzhen LCS Compliance Testing Laboratory Ltd.

Room 101, 201, Building A and Room 301, Building C,
Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao’an District, Shenzhen, Guangdong, China

+(86) 0755-82591330
+(86) 0755-82591332
www.|cs-cert.com
webmaster@Ics-cert.com

May 08, 2026

1

A260424003001

May 08, 2026-May 11, 2026
May 11, 2026

Shenzhen LCS Compliance Testing Laboratory Ltd.

Tel: +(86) 0755-82591330 | E-mail: webmaster@]cs-cert.com | Web: www.lcs-cert.com
Scan code to check authenticity

Eﬁ%‘% Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street, Bao’an
E
IEIE=

1] yﬁ District, Shenzhen, Guangdong, China


mailto:webmaster@lcs-cert.com

FCC ID: 2AUHG-27VAN-MASC  pPage 2 of 22 Report No.: LCSA05066068E
TEST REPORT
Report No. ..o, : LCSA05066068E
Date of ISsue..........cccovvivviericiiiiin, : May 11, 2026
Testing Laboratory Name................. : Shenzhen LCS Compliance Testing Laboratory Ltd.
AdAress.......coeieenieieeeeeeeeae : Room 101, 201, Building A and Room 301, Building C, Juji Industrial

Park, Yabianxueziwei, Shajing Street, Bao’an District, Shenzhen,
Guangdong, China
Testing Location/ Procedure.............. . Full application of Harmonised standards =
Partial application of Harmonised standards o
Other standard testing method o

Applicant’s Name............................ : ARTIKA FOR LIVING INC.
AdAress......ooveeeeeeeeeeeeeee : 800, boulevard Hymus, Saint-Laurent (Québec), Canada H4S 0B5

Test Specification
Standard.......ooooeeeeeeeeeeeeeeeeeen : FCC Rules and Regulations Part 15 Subpart B

ANSI C63.4:2014
ANSI C63.4a-2017

Test Report Form No..........ccocovenene. . TRF-4-E-010 A/0
TRF Originator...........ccccoeeveeveeveeee. . Shenzhen LCS Compliance Testing Laboratory Ltd.
Master TRF ... : Dated 2011-03

Shenzhen LCS Compliance Testing Laboratory Ltd. All rights reserved.

This publication may be reproduced in whole or in part for non-commercial purposes as long as the Shenzhen
LCS Compliance Testing Laboratory Ltd. is acknowledged as copyright owner and source of the material.
Shenzhen LCS Compliance Testing Laboratory Ltd. takes no responsibility for and will not assume liability for
damages resulting from the reader's interpretation of the reproduced material due to its placement and context.

Test Item Description....................... : Manor 27inch Vanity
Trade Mark.........cccocveivvniniieeee . ARTIKA
Test Model........ccooveiveiiiiiieeees : 27VAN-MA5C-BLJ
Result............cocooiiiii : Pass
Compiled by: Supervised by: Approved by:
~ (:’
EM@W&&; JE %37 Z—%/ oo /P o L
Emma Wang / File Administrator Jelly Li / Technique principal Gavin Liang / Manager

E E Shenzhen LCS Compliance Testing Laboratory Ltd.
;EE%"] Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street, Bao’an
'-@; . | District, Shenzhen, Guangdong, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@]cs-cert.com | Web: www.lcs-cert.com
[=] Eﬁ Scan code to check authenticity


mailto:webmaster@lcs-cert.com

E FCC ID: 2AUHG-27VAN-MASC  Page 3 of 22 Report No.: LCSA05066068E

TEST REPORT
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Date of issue

Test Report No.: LCSA05066068E

Test Model............ccocceevenenne. : 2TVAN-MA5C-BLJ
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Manufacturer.............c..c........... : Zhongshan Jiafeng Lighting Co.,Ltd
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FaXei oo, /
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Address.......ccoveveneieneee : No. 18, Fuging 4th Road, Yongxing Industrial Zone,
Henglan Town, Zhongshan City, Guangdong, China

Factory 2. : J F LIGHTING COMPANY LIMITED

AdAress........ccoveeveeviecieeieen, : National Road No.3, Prey Kes Village, Prey Vihear
Commune, Korng Pisey District, Takeo Province
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1. SUMMARY OF STANDARDS AND RESULTS

1.1 Description of Standards and Results

Description of Test Item Standard Result Memo
FCC Rules and Regulations Part 15
AC Poweén'?izgign"”d“ded Subpart B,ANSI C63.4:2014,ANSI | PASS /
C63.4a-2017
. o FCC Rules and Regulations Part 15
Radiated %8(')5“7'32)3 Test(30- | " ppart B ANSI C63.4:2014 ANSI |  PASS /
C63.4a-2017
E E Shenzhen LCS Compliance Testing Laboratory Ltd.
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1.2 Description of Test Modes

No Title Description

Mode 1 | Working(AC 120V/60Hz) /
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2. GENERAL INFORMATION
2.1 Description of Device (EUT)

EUT : Manor 27inch Vanity

Test Model : 27VAN-MA5C-BLJ

Power Supply : 120V~ 60Hz 24W

Highest Internal Frequency : <108MHz

Classification of Equipment : Class B

Additional Model : 27VAN-MAS5C-BNJ, 27VAN-MASC-XXXXXX("XXXXXX" can be A

to Z and/or 0 to 9 and/or blank (commercial code))

: PCB board, structure and internal of these model(s) are the same,

Modgl Reclaration So no additional models were tested.

2.2 Support equipment List

Equipment Manufacturer Model Serial Number Description
/ / / / /

2.3 Description of Test Facility

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report acc. To CISPR 16 — 4
“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4:
Uncertainty in EMC Measurements” and is documented in the LCS quality system acc. To DIN EN
ISO/IEC 17025. Furthermore, component and process variability of devices similar to that tested may
result in additional deviation. The manufacturer has the sole responsibility of continued compliance of
the device.

NVLAP Accreditation Code is 600167-0.
FCC Designation Number is CN5024.
CAB identifier is CN0071.

CNAS Registration Number is L4595.

2.4 Measurement Uncertainty

Test Item Measurement Uncertainty
Conducted Emission (150kHz to 30MHz) +2.35dB

Radiated Emission (30MHz to 1000MHz) +3.48 dB

Radiated Emission (above 1000MHz) +3.90 dB

Note: This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.

E E Shenzhen LCS Compliance Testing Laboratory Ltd.
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3. MEASURING DEVICES AND TEST EQUIPMENT

Report No.: LCSA05066068E

Conducted emissions

Equipment Manufacturer | Model No Serial No. Cal Date | Due Date
EMI Test Receiver R&S ESR3 102312 2025-12-22 2026-12-21
Artificial Mains R&S ENV216 101288 2025-05-23 2026-05-22
Pulse Limiter R&S ESH3-22 102750-NB 2025-05-23 2026-05-22
EMI Test Software Farad EZ / / /
Radiated Emissions (below 1GHz)
Equipment Manufacturer | Model No Serial No. Cal Date | Due Date
EMI Test Software Farad EZ / / /
EMI Test Software AUDIX E3 / / /
By-log Antenna SchwarZBECK VULB9163 01565 2024-07-13 2027-07-12
Horn Antenna ETS 3115 EABF-018 2024-07-20 2027-07-19
EMI Test Receiver R&S ESR3 102311 2025-05-23 2026-05-22
F?r'::n‘:tr’)ﬁfri‘gr / BBV9745 00317 2025-11-07 | 2026-11-06
EMI Test Receiver R&S ESCI7 101173 2025-10-11 2026-10-10
By-log Antenna SchwarZBECK VULB9163 01143 2024-07-20 2027-07-19
E E Shenzhen LCS Complian.ce. Testing Laboratory Ltd. o ) ' ' o )
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4. EMISSION TEST RESULTS (EMI)
4.1 AC Power Port Conducted Emission

4.1.1 Limits
Class A
Frequency Quasi-Peak Level dB(pV) Average Level dB(pV)
150 kHz~500 kHz 79 66
500 kHz~30 MHz 73 60
Class B
Frequency Quasi-Peak Level dB(uV) Average Level dB(pV)
150 kHz~500 kHz 66 ~ 56* 56 ~ 46~
500 kHz~5 MHz 56 46
5 MHz~30 MHz 60 50
Notes:
1. * Decreasing linearly with logarithm of frequency.
2. The lower limit shall apply at the transition frequencies.

4.1.2 Test procedure

The EUT and Support equipment placement requires reference to the test block diagram and is placed on
a non-metallic table.

All' I/O cables were positioned to simulate typical actual usage as per ANSI C63.4.

All support equipment power received from a second LISN.

Emissions were measured on each current carrying line of the EUT using an EMI Test Receiver connected
to the LISN powering the EUT.

The Receiver scanned from 150 kHz to 30MHz for emissions in each of the test modes.

During the above scans, the emissions were maximized by cable manipulation.

After the preliminary scan, we found the test mode producing the highest emission level.

The EUT configuration and worse cable configuration of the above highest emission levels were recorded
for reference of the final test.

EUT and support equipment were set up on the test bench as per the configuration with highest emission
level in the preliminary test.

A scan was taken on both power lines, Neutral and Line, recording at least the six highest emissions.
Emission frequency and amplitude were recorded into a computer in which correction factors were used to
calculate the emission level and compare reading to the applicable limit.

The test data of the worst-case condition(s) was recorded.

The bandwidth of test receiver is set at 9 kHz.
Note: 1) Pre-scan all modes and recorded the worst case results in this report.
2) Margin= Reading level + Correct factor—Limit
Correct Factor=Lisn Factor+Cable Factor+Insertion loss of Pulse Limitter

Shenzhen LCS Compliance Testing Laboratory Ltd.
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4.1.3 Test Setup Diagram

For floor standing equipment

Report No.: LCSA05066068E

Shield Room
PC System
80cm
500 impedance
S 80cm e Insulation 10cm
Receiver LisN 1 —] EUT AE
For combinations equipment
Shield Room
Typical
spacing
PC System EUT
80cm
. 4—»‘ 500 impedance
80cm AE
=80cm 80cm Insulation 10cm
Receiver LISN 1 I ﬂ LISN 2 []
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For table-top equipment

Shield Room
10cm 80cm
+—Pp
PC System EUT AE R
A}
F 3
80cm
. a0cm 500 impedance
=80cm
Receiver LISN 1 ! LISN 2 ]
E E Shenzhen LCS Compliance Testing Laboratory Ltd.
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414 E.U.T. Operation

Operating Environment:

Temperature: 242° C Humidity: 54.9%RH
Test Engineer | Xing Jin Mo

Mode 1 Working Voltage AC 120V/60Hz

E Shenzhen LCS Compliance Testing Laboratory Ltd.
1
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415 Testdata
Mode 1/ Line: Line

80 dB uy

70 ! ! 1 3 !} | Pt |
FCC PART 158 Conduction(@P) |

FCO PART '|‘lJl onductionlAYG Ii

Saai e N K

10

50

40

30

peak
AVG

20
10

-1

_znu.ﬁl'} 030 050  0.60 [MHz) 40 60 30 30.000

Reading Comrect Measure- ;
Mk. Freq. Level Factor ment Limit Margin

MHz dBul dB dBul dBuV db Detector Comment
01905 3511 2033 5544 6401 -B.57 ar
02040 18.50 20.34 38.84 5345 -1461 AVG
02670 22.46 20.35 42 81 5121 -B40 AVG
02833 33.68 20.35 54.03 60.72 -6.69 Qr
034356 34.22 2031 54 .53 5912 -4.58 ar
0.3435 11.58 2003 31.89 45912 -17.23 AVG
084685 2568 20.48 456.16 56.00 -0.84 ar
058485 024 20.48 28.72 4600 -1628 ANVG
47580 24.54 20.56 45.10 5600 -10.90 Qe

&

W o = f | | af Pa| =
.

10 47580 10.52 20.56 31.08 4500 -1492 AVG
11 236760 21.62 20.87 42 .48 6000 -17.51 ar
12 236760 4851 2087 25.48 50.00 -2452 AVG
Shenzhen LCS Compliance Testing Laboratory Ltd.
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Mode 1/ Line: Neutral

Report No.: LCSA05066068E

280 dBuy
1 T Y
70 : | ! |
&0 I e | FCC PART 158 ConductiondP)
3 |
50 m o L | . FCU MART 158 Copgluction(AYG)
' bl 11 X
b | = | e ST
40 - 4 i : |
| | 1]
1 KA Ib‘l I J“-Iﬁ' ad P M peak
1"-*'.'r W W 'L[!“ ¥ HM AVEG
20 : 1 | I - - |
10 |
-10 |
-20 o I ]
0.150 030 050 060 [MHz) 40 60 30 30.000
Reading Correct Measure-
Mo. Mk.  Freq. Level Factor ment Limit Margin
MHz BV aB aBuv aBuv ab Defecdor  Comment
1 02265 31.52 2034 51.86 6258 -10.72 apP
2 0.2265 13.89 2034 34.23 5258 -18.35 AVG
3 02787 32.96 2035 L% 5 | 6085 -7.54 aP
4 02787 17.16 20.35 37.51 5085 -13.34 AVG
5 * 04830 29.65 2013 4978 5629 -6.51 ar
4] 04830 975 2013 28.88 4629 -16.41 ANG
T 23774 26.15 20.52 46 .67 5600 -933 ar
a 23774 11.18 20 52 31.70 4600 -1430 AVG
9 44520 28.09 2053 48.62 5600 <738 ar
10 44520 13.49 20.53 34.02 4600 -1198 AVG
11 90330 Z7.67 20.59 48.26 60.00 -11.74 QP
12 90330 14.92 20.59 35.51 5000 -1449 AVG
E Shenzhen LCS Compliance Testing Laboratory Ltd.
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4.2 Radiated Emissions Test(30-1000MHz)

Report No.: LCSA05066068E

4.21 Limits
Limits:
Fielglgtsrse:\ ths Class A Class B Class B
Frequenc Limits at 1%m Field Strengths Field Strengths Field Strengths
r |3|L|14 y seesdopith Limits at 3m Limits at 10m Limits at 3m
(MFiz) distanceg measuring distance | measuring distance | measuring distance
dB(uV)/m dB(uV)/m dB(uV)/m dB(uV)/m
30--88 39.0 49.5 29.5 40.0
88--216 43.5 54.0 33.0 43.5
216--960 46.4 57.0 35.5 46.0
960--1000 49.5 60.0 43.5 54.0
80.0 Peak), 74.0 (Peak),
Above 1000 / 60.0 (Average) / 54.0 (Average)

4.2.2 Test procedure
Procedure of Preliminary Test
The EUT and Support equipment, if needed, were put placed on a non-metallic table, 0.8m (table-top
device)/0.1m (floor stand device) above the ground plane.
Configuration EUT to simulate typical usage as described in as shown above block diagram and
equipment list of this report.
All I/O cables were positioned to simulate typical actual usage as per ANSI C63.4.
Mains cables, telephone lines or other connections to auxiliary equipment located outside the test are shall
drape to the floor, be fitted with ferrite clamps or ferrite tubes placed on the floor at the point where the
cable reaches the floor and then routed to the place where they leave the turntable. No extension cords
shall be used to mains receptacle.
The antenna was placed at 3 meter away from the EUT as stated in ANSI C63.4. The antenna connected
to the Spectrum Analyzer via a cable and at times a pre-amplifier would be used.
The Analyzer / Receiver quickly scanned from 30 MHz to 1 GHz. The EUT test program was started.
Emissions were scanned and measured rotating the EUT to 360 degrees and positioning the antenna 1 to
4 meters above the ground plane, in both the vertical and the horizontal polarization, to maximize the
emission reading level.
After the preliminary scan, we found the test mode producing the highest emission level. The EUT and
cable configuration, antenna position, polarization and turntable position of the above highest emission
level were recorded for the final test.
Procedure of Final Test
EUT and support equipment were set up on the turntable as per the configuration with highest emission
level in the preliminary test.
The Analyzer / Receiver scanned from 30 MHz to 1 GHz. Emissions were scanned and measured rotating
the EUT to 360 degrees, varying cable placement and positioning the antenna 1 to 4 meters above the
ground plane, in both the vertical and the horizontal polarization, to maximize the emission reading level.

Shenzhen LCS Compliance Testing Laboratory Ltd.
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Recorded at least the six highest emissions. Emission frequency, amplitude, antenna position, polarization
and turntable position were recorded into a computer in which correction factors were used to calculate the
emission level and compare reading to the applicable limit and only Q.P. reading is presented.

For emissions from 30 MHz to 1 GHz, Quasi-Peak values were measured with EMI Receiver and the

bandwidth of Receiver is 120 kHz.

Note:1).Pre-Scan all mode, Thus record worse case mode result in this report.

2) Margin= Reading level + Correct factor — Limit

Correct Factor=Antenna Factor+Cable Factor- Pre-amplifier Factor

423

Test Setup Diagram

Below 1 GHz
For table-top equipment

Semi-anechoic Chamber

Antenna elevation varies from 1 to 4 meters

3m

»

EUT and
Support System

1.5m(L)*1.0m{W}y*0.8m{H)

EMI Test Receiver

PC System

Turntable

Shenzhen LCS Compliance Testing Laboratory Ltd.
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For floor standing equipment

Semi-anechoic Chamber

Antenna elevation varies from 1 to 4 meters

3m

EUT and
Support System

1.5m(L)*1.0m(W)*0_1m{H) —»

Turntable

EMI Test Receiver PC System o

For combinations equipment

Semi-anechoic Chamber

Antenna elevation varies from 1 to 4 meters

3m >|
EUT and
Support System

EUT and
Support System

Tumtable [|  [|4 0.1m

EMI Test Receiver PC System o
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424 E.U.T. Operation

Operating Environment:

Temperature: 26° C Humidity: 54%RH

Test Engineer | Xing Jin Mo

Mode 1 Working Voltage AC 120V/60Hz

E Shenzhen LCS Compliance Testing Laboratory Ltd.
1

Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street, Bao’an
District, Shenzhen, Guangdong, China
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425 Testdata

Mode 1 / Polarization: Vertical

80 dBu¥./m
70
o FCC Part |5 B|RE
50 Marokn -6 HE ]
I
40 | - A
I
1 3
30 2 e
20 ;“"‘"{‘L i 5 M.w!rﬂi*"u-""ﬁ el
10
0
-10
-20
30,000 50 Fii] 100 [MHz] 300 400 600 1000.000
Frequency | Reading | Factor Level Limit |Margin| .
o (MHz) (dBuV) | (dBim) |{dBuVim) |(dBuVim)| (dB) I | e
1 44 1202 39.20 «10.76 2844 4000 |[-11.56| QF P
2 67.9129 4028 -13.56 2670 4000 |[-1330]| QP P
< B4 4054 4345 =14 44 2001 4000 |-1099) QP P
4 116.1321 3133 -12.59 18.74 4350 |[-2476| QF P
5 143 3261 3343 =15.10 18.33 4350 [-2517| QP P
6 B75.2470 28.08 -1.89 Z7.19 4600 |[-1881| QF F
O} O Shenzhen LCS Compliance Testing Laboratory Ltd.
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Mode 1 / Polarization: Horizontal
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20 dBuY./m
70
&l FCC Part |5 B[RE
50 Marpin -6 b ]
I
40 [ .
I
an 3
1 b 1 ﬁ
| Zu L _é: l.‘! am
il B e
10 "'l’!;._
0
-10
-20
30.000 50 70 1 MHz) 300 400 600 1000_000
Frequency | Reading | Factor Level Limit |Margin|
- (MHz) (dBuV) | (dB/m) |[(dBuVim)|(dBuvim)| (dB) e
b B 489.0145 31.87 =-10.38 2148 4000 |[-1852| QF P
2 63.3132 32.00 =-13.02 18.98 4000 |-21.02| QF P
3 116.1321 32.36 =12 .58 1977 4350 |[-23.73| QP P
4 127 2176 3343 =14 &0 1883 4350 |-2467| QP F
5 704 2261 2870 =3.71 2489 4600 |-21.1| QF P
L] 8919 2866 2r.88 =1.26 2662 46.00 |-19.38| QF P
[=
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5. TEST SETUP PHOTOS
Refer to Appendix - Test Setup Photos for LCSA05066068E.docx

6. EUT CONSTRUCTIONAL DETAILS (EUT PHOTOS)
Refer to Appendix - EUT Photos for LCSA05066068E.docx
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