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CUSTOMER NAME

CUSTOMER P/N

PART NAME 2.4G Built—in antenna
P/ N YJC-6NO00-B383
APPROVAL REV. V1.0
DELIVERY DATE 14 July 2026
PREPARED BY Huang Teng
CHECKED BY Peng Huang
APPROVED BY Xiao Han

Customer Approved

Approved By Checked By Prepared By

Company address: building C, guangming valley, hongyu guangming valley, no. 11, jiangyou magang, shiwei
community, matantian office, guangming district, shenzhen
Dongguan Branch: No.2 Xinjia Industrial Park, No.3, Yinhe Road, Qiaotou Town, Dongguan City
Hangzhou Office: Room 509, Building 1, Binrun Science and Technology Innovation Park, No.5, Ren Street,
Puyan Street, Binjiang District, Hangzhou
Guangzhou Office: 112-113, No.1 Haitong Fourth Street, Nansha Street, Nansha District, Guangzhou City

Phone + 86-755-27810060/23192199; Fax: + 86-0755-27810057
Company website: http://szsyjc.com E-mail: yjc@szsyjc.com
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Resumer:
Version Change contents and reasons Date Issue
A0 NEW 14 July 2026
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_ A |14 July 2026 NEW L
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HiREE( FREQUENCY RANGE 2400~2500MHz
Wi (Gain) 1.55dBi

HUE SR VSWR) <1.92:1

ik ( Polarzation) Linear.Vertical
BA¥E(Mae power rating) 50W

®EMHA (Lmpedance) S0RL 18
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SHENZHEN YINGJIACHUANG TECHNOLOGY ELECTRONIC CO. LTD

FHER  (PART NAKE) e (UNIT) WM (SCALE) R (REV) _’ (SIZE)
[ & ] - AD M
FEEHF (PRODUCT NAME) /il (PRODUCT SPECIFICATION) ¥ (PRODUCT NO.)

2.46 plug-in antenna | 14%12%3.4%0.4mm YJC—BNOQO-B383

T:0.4mm Stainless steel

Huang Teng R -ﬁlr_._.n_;wuus.mo:mqm_
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SHENZHEN YINGJIACHUANG TECHNOLDBY ELECTRONIC CO.,LTD

A B C D E [ F [ G

The antenna's floor plan:
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SHENZHEN YINGJIACHUANG TECHNOLOGY ELECTRONIC CO. LTD

Antenna technical parameters and environmental testing:

Electrical parameters

of electrical apparatus

Electrical Specifications

Mechanical Specifications

Frequency Range | 2400—-2500MHz
Input connector OPEN
VSWR <1.92:1
Input Impedance | 50 Q Antenna material Stainless steel
. Working . .
Direction All -20C~+70°C
Temperature
Gain 1.55dBi Working Humidity | 20%~80%

Environmental performance test:

project test condition standard
In the absence of specified test temperature,
humidity, air pressure is as follows: ) )
Storage . o~ i Electrical and mechanical
o 1. Temperature is — 20 C  + 70 C ) .
Conditions properties is normal

2. Relative humidity of 45% to 45%
3. Air pressure is 86 kpa to 106 kpa

high and low
temperature
test

Between 70 ‘C and -20 ‘C for 5 loops, then 1-2
h under normal conditions, check the appearance

quality.

Size should meet the
requirements and should
satisfy the content with
the electrical and

mechanical properties

Constant damp

95+ / — 3% relative humidity, temperature test:
40 ‘C. Lasts 2 h after, try to take out the

Size should meet the

requirements and should

and hot
) determination of electrical properties, within | satisfy the content with
resistance . . . .
fost 5min after try 1-2 h under article normal thing, | the electrical and
es
check the appearance quality mechanical properties
) ) 10-55 hz, vibration frequency range of ) )
vibration ) ) ) Electrical and mechanical
displacement amplitude: 0.35 MM, acceleration ] )
test properties is normal

amplitude: 50.0 M/S, sweep cycles: 30 times

fall down test

1 m high altitude in accordance with the

perpendicular axis free drop 3 times

Electrical and mechanical

properties is normal
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Physical picture of antenna and attach location picture:

Antenna performance test chart:

1 Active Ch{Trace 2 Response 3 Stimulus 4 Merfanalvsis S Instr Skate

1 N t Trigger

Single

Conkinuous
Hiold
Al Channels

Conkinuous
Disp Channels

Trigger Source

| Internal

on Sweep

Trigger Scope
| &l Channel

Restart

[1 Start 1.5 GHz

IFBW 70 kHz Stop 3GH: RN

6 0 38
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Passive test data:

Frequency Efficiency (%) Gain. (dBi)
2400MHz 55.21 1.55
2410MHz 57.02 1.40
2420MHz 58.88 1.22
2430MHz 54.83 1.22
2440MHz 56.10 0.54
2450MHz 55.21 0.01
2460MHz 57.41 0.18
2470MHz 53.33 0.90
2480MHz 51.17 0.43
2490MHz 51.05 0.23
2500MHz 52.97 0.33
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2D. 3D test pattern

Phi1 0 2D: Phi 90 2D Theta 90 2D

(3D 2400MHz): (3D 2450MHz): (3D 2500MHz):

Freq:2400MHz e Freq:2450MHz




