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Door/Window Sensor
User Manual

Product Description

Status Reset button Tamp:r
indicator Main body switch |

Network Setting
1. Power on the product.

Remove the battery insulation film.

Installation Instructions
Install the product on a door or window with the main

body fixed on the door or window frame(please install
onwooden doororwindow), as shown in the following
figure.

Technical Parameters

Wireless Technology

Matter over Thread

The installation position is for
your reference only,

Use a 3 sticker to affix the product. g DD

ELJ Do not install the product outdoors, on an unstable base, or
anywhere unprotected from the rain
«Do not place magnetic metals or other objects near the product.
when pasting and installing,it is necessary to ensure that
*The surface in contact with the double-sided adhesive is
smooth, dryand clean.

<10mm

270.00 mm

Slide down the rear cover
toopen.

Pairing Matter Accessories
iOS platform

—

. Connect the HomePod mini or Homepod to iPhone;

.Open the Home app on your iPhone and tap the Add
button +.

. Tap Add or Scan Accessories@.

. Scan the QR code of the Matter sensor.

Press and hold the sensor Reset button for 5s and

release.

[S RN o

o

Follow the on-screen instructions to complete the
sensor setting.

Google platform

1.Connectyour phone Google Home App to Google
Hub.

.Openthe "home" App, select the device, and click Add
device.
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Click New device.

Selectthe home you wantto add and click Next;
Click a device that supports Matter.

Open the camera and scan the QR code of the Matter
sensor.
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.Pressand hold the sensor Reset button for 5 seconds
and thenreleaseit.
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If paring is successful, you can see the device. If it fails,
try again.

Toxic or Hazardous Substances or Elements

of this Product

Toxic or Hazardous Substances or Elements
Working Voltage DC 3V (CR2032 battery) Hexavalent |Polybrominated | Polybrominated
Component |Lead | Mercury| Cadmium | . ooy | biphenyls | diphenyl ethers
Working Temperature | -10°C to +55°C Name ()| (He) € Ver ) (PBBS) (PBDES)
Undervoltage Alarm Supported LED o o ° ° o o
Pce o o o o 0 o
Alarm Triggerin,
Distance geering 23+5mm Coverand
other of| o o o 0 o
Main body: components
Dimensions 52.06 mm x 26.06 mm x 13.8 mm This table complies with SJ/T 11364
M t: P
agnet:

33.06 mm x 11.06 mm x 13.7 mm

O:indicates that the toxic or hazardous substance amount
containedinallhomogeneous materials of acomponent does not

exceed that stipulated in GB/T 26572.

X:indicates that the toxic or hazardous substance amount
contained in at least one of the homogeneous materials

of acomponent exceeds that stipulated in GB/T 26572, ‘]n'

Warranty Certificate

Warranty policy:

1.Ifthe product has quality problems within 7 days of the
payment date, you can apply forarefund based on the
invoice price orto replace with the same model or have it
repaired.

2.1fthe product has quality problems within 15 days of the
payment date, you can apply to replace the product with he
same model or have itrepaired.

3.Ifthe product has quality problems within 12 months of the
payment date, you can apply to have it repaired.

Whatis not covered under this warranty:

1.The product owner has no warranty certificate or the
warranty service has expired.

2.Damage caused by improper use, maintenance, or storage

3.Damage caused by disassembly and repair without Tuya's
authorization.

4.Damage caused by force majeure.

5.Normal discoloration and depreciation after the product has
been used.

This device complies with part 15 of the FGC Rules. Operation is subject to the
following two conditions:

(1)This device may not cause harmful interferenc

(2)this device must accept any interference received, including interference that
may cause unde operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to
try to correct the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement

This device meets the FCC requirements for RF exposure. The device is designed
for normal indoor use and complieswith applicable FCC exposure limits.

This equipment should be installed and operated with minimum distance 20cm
between the radiator & your body.
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