Power on and connect instantly, directly to the video call interface

| ] Press and hold for
Y 'I i &
Increase volume | real-time intercom

- Short press to switch
Decrease volume 1\/ picture-in-picture mode,
: long press to switch voice effects

(Intercom range: up to 300 meters in open areas, approximately 100 meters through walls)
(Friendly reminder: To ensure smooth video calls, please use within the device's normal
working range to avoid lag)
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Power button i
@ (Auto-pairing on startup) Voice Talk Button
@ Volume "-" @ Type-C Charging Port
@ Volume "+" Speaker
Picture-in-picture Mode
@ Camera @ (single/Dual View)
| Voice Changer
@ Belt Clip Ear Hook

Charging: 3V, 1A

Standby Current: = 200mA

Manufacturer: Shenzhen Zhiyi Technology Co., Ltd

Address: 501, Unit 1, Building 2, Ronghu Times Garden, Ronghu Phase II,
Fucheng ao Community, Pinghu Street, Longgang District, Shenzhen,
Guangdong, China

Manufacturer E-mail: 719161661 @qqg.com



Warning:
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:
(1) this device may not cause harmful interference, and (2) this device must accept any
interference
received, including interference that may cause undesired operation
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection
against harmfulinterference in a residential installation. This equipment generates, uses and
can radiate
radio frequency energy and, if notinstalled and used in accordancewith the instructions, may
cause
harmful interference to radio communications. However, there iIs no guarantee that
interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television
reception, which can be determined by turning the equipment off and on, the user is
encouraged to try
to correct the interference by one or more of the followingmeasures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the
receiver 1S connected.
-- Consult the dealer or an experienced radio/TV technician for help.
Warning: changes or modifications not expressly approved by the party responsible for
compliance
could void the user®s authority to operate the equipment
The devices has been evaluated to meet general RF exposure requirement, the device can
be used in portable exposure condition without restriction



